
Form 3160-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.
BUREAU OF LAND MANAGEMENT UTU-65973

6. If Indian, Allottee or Tribe Name
0 0 1 APPLICATIONFORPERMITTODRILLORREENTER N/A
la. Type of Work: DRILL Q REENTER 7. If Unit or CA Agreement, Name and No.

Cane Creek Unit
8. Lease Name and Well No.

b. Type of Well: Oil Well Gas Well Other Single Zone Multiple Zone CaneCreek #24-1
2. Name of Operator 303/296-3006 700 - 17th St.,Suite 1700 9. API Well No.

IntrepidOil&Gas, LLC. Denver,CO 80202 3 ÛÀ $
3. Name of Agent 303-857-9999 14421County Road 10 10. Field and Pool, or Exploratory

Permitco Inc. - Agent Fort Lupton,CO80621 -WHdest i d '
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., o lk, and Survey or Area

At surface 682' FNLand2829' FEL (po¿pg;¡y 37, 5 3 22 EV Sec.24,T26S-R19E
At proposed prod. zone NENW D la5376'(

' IM. 3'7§3 g
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximately27.7milesnorthwestofMoab,Utah Grand | Utah
15. Distancefrom proposed*

. 16. No. of Acres in lease 17. Spacing Unit cedicated to this well
location to nearest
property or lease litie, ft 682'(Also to nearest drig. unit line,1fany) 2040 N/A

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on fileto nearest well, drilling, completed,
applied for, on this lease, ft 4100' 7,700' Statewide Bond NumberUTB000029

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6,051' GL ASAP 25 Days
24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, 1 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the

CONFIDENTIAL-TIGHTHOLE authorized office.

2 . Šignature Name (Printed/Typed) ' Date

pggg M I Venessa Langmacher 3/2/2005
Title

AuthorizedAgen hepidOil&Gas, LLC.
Ap r ved by atu Name (PSTROLEYG. HILL Ioate

ENVIRONMENTALSCIENTISTIII -Oh
Title Office

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to
conduct operations thereon.

Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction r-

* (lnstructions on reverse)

M Approvalof this
Acifon& Necessary

DIVOF OIL, GAS &
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¡NTREPID The Intrepid Companies
700 17th Street, Suite 1700
Denver, CO 80202
303.296.3006
303.298.7502 fax

November 9, 2004

Bureau of Land Management
Moab Field Office
82 E. Dogwood
Moab, UT 84532

Attn: Minerals

- Re: Cane Creek Unit
T26S, R19 & 20E
Grand County, UT

Gentlemen:

This letter is to inform you that Permitco Inc. is authorized to act as Agent and to sign documents on
behalf of Intrepid Oil & Gas when necessary for filing county, state and federal permits including
Onshore Order No. 1, Right of Way applications, etc., for the above mentioned well.

It should be understood that Permitco is acting as Agent only in those matters stated above and is not
responsible for drilling, completion, production or compliance with regulations.

Intrepid Oil & Gas agrees to accept full responsibility for operations conducted in order to drill,
complete and produce the above mentioned well.

Sincerely,

Richard Miller
Special Projects
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PERIITC0

14421 County Rd. 10 • Ft. Lupton, Colorado 80621 • (303) 857-9999 • FAX (303) 857-0577 • E-MAIL Permitco 1@aol com

March2, 2005

DivisionofOil,Gas&Mining
1594West NorthTemple,Suite1210
Box145801
SaltLakeCity,UT 84114-5801

Attn: DianaWhitney
Re: IntrepidOil&Gas,LLC

CaneCreek #24-1
682' FNLand2829' FEL
NENWSection 24,T26S- R19E
GrandCounty,Utah
Lease No.UTU-65973

Dear Diana,

EnclosecipleasefindtwocopiesoftheA.P.D.for theabovementionedwellalongwithonecopyofthe
OnshoreOrder No.1 whichhas been filedwiththeBLMofficein Moab,Utah.

Please notethatthiswellis withintheCaneCreekUnitwhichis operatedby IntrepidOil&Gas,LLC,
howeverwas stakedat non-standardspacingdue togeologicalconsiderations. Intrepid is the onlyworking
interest ownerwithin a 460 foot radiusand we are requestingadministrativeapprovalof this exceptionto
spacing.

Ifyoushouldhave anyquestionsregardingtheenclosedmaterial,pleasedon't hesitatetocontactme.
Yourearlyapprovalofthis applicationwouldbe greatlyappreciated.

Sincerely,

PERMITC0INC.

g WAAgCEIVED
Venessa Langmacher mR 0 4 2005
Consultantfor:
IntrepidOil&Gas,LLC DN.0FOtt,GAS&MINING

Enc.

cc: IntrepidOil&Gas,LLC- Denver,CO
Pure Resources - Midland,
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CONFIDENTIAL- TIGHTHOLE

ONSHOREOIL&GASORDERNO.1

ApprovalofOperationsonOnshore
FederalandIndianOil&GasLeases

Cane Creek#24-1
682'FNLand2829'FEL

NENWSection24,T26S- R19E
GrandCounty,Utah

PreparedFor:

INTREPIDOIL&GAS,LLC

By:

PERMITCOINC.
14421CountyRoad10

Ft.Lupton,Colorado80621
303/857-9999

CopiesSentTo:

4 - BLM- Moab,UT
UtahDivisionofOil,Gas&Mining- SLC,UT

2- IntrepidOil&Gas,LLC- Denver,CO
2 - Pure Resources - Midland,TX
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APPLICATIONFORPERMITTODRI ORREENTER

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor.
Attached.

2. A Drilling Plan

3. A Surface Use Plan (if the location is on National Forest System Lands, the SUPO shall be filed with the Appropriate Forest
Service Office.

See Surface Use Plan Attached.

4. Bond to cover the operations unless covered by an existing bond on file (see Item 20).
Bond coverage for this well is provided by IntrepidOil&Gas, LLC.under theirBLMBond No.Statewide Bond Number
UTB000029.

5. Operator certification.
Please be advisedthatIntrepidOil&Gas,LLC.is consideredtobe the operatoroftheabovementionedwell. Intrepid
Oil&Gas,LLC.agrees to be responsibleunderthe termsandconditionsofthelease for the operationsconducted
uponthe leased lands.

6. Such other site specific information and/or plans as may be required by the authorized
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ONSHOREOIL&GASORDERNO.1
Approvalof Operationson Onshore

Federal and IndianOiland GasLeases

The proposedCane Creek24-1 attemptsto test a uniquemethodof seismicinterpretationfor identifying
fracturesignatures. Inaddition,the24-1 willtesttheconceptoffoldrelatedfracturesystems,ratherthanfault
relatedfracturesystems,as withthecurrentlyproducingCane Creek2-1, and thecurrentlyproposedCane
Creek1-1and8-1. Wewillbe lookingnotonlyforthepresenceoffoldrelatedfractures,butalsothereservoir
qualityofanyfracturesthatarepresent.

Allleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe furnished
thefieldrepresentativetoinsurecompliance.

1. ESTIMATEDTOPSIGEOLOGICMARKERS

The estimatedtopsof importantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

Navajo/Kayenta NearSurface +6,051'

WingateSs 240' +5,820'

Chinle 545' +5,515'

Moenkopi 820' +5,240'

Cutler 1,270' +4,790'

Hermosa 2,095' +3,965'

16Salt 4,195' +1,865'

Clastic3 4,615' +1,445'

Clastic15 6,045' +15'

CaneCreek 7,405' -1,345'
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Formation MeasuredDepth Subsea

PinkertonTrail 7,590' -1,530'

T.D. 7,700' -1,640'

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,045'

Oil CaneCreek 7,405'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depth and willbe cased and cemented.Whenpossible,water flowrateswillbe measured and
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgas shows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

IntrepidOil&Gas,LLC'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2. Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore
drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill
be inspected andoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall
be recordedinthedrillinglogandinthedailydrillingreport.
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Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure
if isolated by test plug or to 70 percent of internalyieldpressure ofcasing. Pressure shall be
maintainedforat least 10minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureisacceptable.Fora testnotutilizinga testplug,ifa declinein
pressureofmorethan10 percentin30 minutesoccurs,thetestshallbe consideredto havefailed.
Valveoncasinghead belowtestplugshallbe openduringtestof BOPstack.

Annulartypepreventers(ifused)shallbe testedto50 percentofratedworkingpressure. Pressure
shallbe maintainedat least 10 minutesor untilprovisionsoftestaremet,whicheveris longer.

Valvesshallbe testedfromworkingpressuresideduringBOPEtestswithalldownstreamvalves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

ABOPEpitleveldrillshallbe conductedweeklyforeachdrillingcrew.

TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentand testingrequirements,procedures,etc., and individualcomponentsshallbe
operableas designed. Chartrecordersshallbe used forallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Allofthe abovedescribedtests and/ordrillsshallbe recordedinthedrillinglog. Test charts,with
individualtestresultsidentified,shall be maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeen chosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 11",10,000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlinearetobe properlyinstalled.The killlineis n_otto be used as a
fill-upline.

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.
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d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,aretobe maintainedontherigfloor
whiledrillingoperationsare inprogress.

4. CASINGANDCEMENTINGPROGRAM

a. The proposedcasingandcementingprogramshallbe conductedas approvedtoprotect
and/orisolateallusablewaterzones, potentiallyproductivezones, lostcirculationzones,
abnormallypressured zones, and anyprospectivelyvaluabledepositsof minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedto positionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressure to which it willbe exposedduring normaldrilling
operations.Determinationofcasingsettingdepth shallbe based on allrelevantfactors,
including;presencelabsence of hydrocarbons;fracture gradients; usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusablewatershallbe reported.

b. Casingdesign shallassume formationpressure gradientsof 0.44 to 0.50 psi per footfor
exploratorywells (lackingbetterdata).

c. Casingdesignshallassumefracturegradientsfrom0.70to1.00psiperfootforexploratory
wells(lackingbetterdata)

d. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsides inthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions.

e. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

f. Allcasingexcepttheconductorcasing,shallbe neworreconditionedandtestedusedcasing
thatmeetsorexceedsAPIstandardsfornewcasing.

g. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orbyremedialcementing.

h. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersare requested,whicheveroccursfirst.
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thatmeetsorexceedsAPIstandardsfornewcasing.

g. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orbyremedialcementing.

h. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersare requested,whicheveroccursfirst.
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i. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

j. Topplugsshallbe used toreducecontaminationofcementbydisplacementfluid.Abottom
plugor otheracceptabletechnique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

k. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10percentin30minutes,correctiveactionshall
be taken.

I. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressure integritytestofeachcasingshoeshallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothe nextcasingdepthorat totaldepthofthewell. Thistestshallbe
performedbeforedrillingmorethan20feet ofnewhole.

m. The proposedcasingprogramwillbe as follows:

Purpose Depth HoleSize 0.0. Weight Grade Type New/Used

Surface 0' - 600' 17-1/2" 13-3/8" 48# H-40 ST&C New

Intermediate O'- 4,650' 12-1/4" 9-5/8" 40# N-80 LT&C New

Production O'- 7,700' 8-3/4" 7" 26# P-110 LT&C New

n. Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.
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o. Thecementprogramwillbe as follows:

Surface TypeandAmount

0 - 600' 959sxClassG (834cubicfeet),0.25ppsD29,1%$1, +/- 15.8
ppg,1.15 ft3/sk

Intermediate TypeandAmount

0 - 4,650' Lead:5551sx (2294cubicfeet),PremiumLite,5%Salt,8%
Bentonite,3#/skKolSeal,0.5%SodiumMetasilicate,1/4 pps
celloflake,+/- 15.8 ppg,2.42ft3/sk.
Tail:298 sx (255cubicfeet)ClassG, 5%Salt,0.2%Sodium
Metasilicate,1/4ppscelloflake,15.8ppg,1.17ft3/sk.

Production Typeand Amount

3,800' - 7,700' 823sx (762cubicfeet)ClassG, 0.45%DO65,0.25%D167,0.35%
D800,0.2%D121,0.2%DO46,+/- 16.4 ppg,1.08ft3/sk.

p. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least500psiattheshoe. WOCtime
shallbe recordedinthedriller'slog.

q. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 days aftertheworkis
completed.

1. Progress reports,Form3160-5(formerly9-331)"SundryNoticesand Reportson
Wells",mustincludecompleteinformationconcerning:

a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set, hole size,settingdepth,amountsandtypeofcementused, whether
cementcirculatedor thetopof thecementbehind thecasing,depth of
cementingtoolsused, casingtestmethodand results,andthe date work
was done. Showthespuddate onthefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.
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r. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatis deemednecessary.
3. Asubwitha fullopeningvalve.

s. Thedrillingprocedurewillbe as follows:

1. DrillintotheCane Creekformationat 7,405', andTDthestraightholeat 7,700'
2. TestorevaluatetheCane Creekor otherzones ofinterestas deemednecessary.
3. Set7" casingat 7,700' andcementto3,800'.

5. MUDPROGRAM

a. The proposedcirculatingmediumstobe employedindrillingareas follows:

Interval MudType MudWt. Visc. FIL

O'- 4,650' AirorFreshWaterGel 8.8-9.4 30-38 20-30

4,650' - 7,700' 80/20OilBase Mud 10-16 50-60 10-20

Sufficientmudmaterialswillbe storedon locationto maintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

b. Duetopotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardous waste willnot be used in drilling,testingor completion
operations.
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6. TESTING,LOGGINGANDCORING

Theanticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated.However,if DST's arerun,thefollowingrequirements
willbe adheredto:

Initialopeningof drillstemtesttoolsshallbe restrictedtodaylighthours unless specific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybe allowedtocontinueatnightifthetestwas initiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available(i.e.lightingwhichis adequate for
visibilityandvapor-proofforsafeoperations).Packerscanbe released,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplishedday ornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore
a teststarts.

Allengineswithin100feetofthewellborethatarerequiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistof(ata minimum),GammaRay,DensityNeutronandSonic
LogsfromsurfacecasingtoTD.

c. Nocoresareanticipated.

d. Whetherthe well is completedas a dry hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30 daysafter
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR 3164. Twocopiesof all logs,coredescriptions,coreanalyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO).
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e. Theanticipatedcompletionprogramisas follows:

Perforatezones ofinterestandplaceonproduction.

7. ANTICIPATEDPRESSURESANDH2S

a. Theexpectedmaximumbottomholepressureis +/- 6000psi. Noabnormalpressures are
anticipated,

b. Nohydrogensulfidegaswas encounteredontheCane Creek#2-1, thereforetheneedfor
an H2Splanis notánticipated.

c. As per OnshoreOrder No.6, Ill,A,2.b.,ifhydrogensulfideis present the "operatorshall
initiallytesttheH2Sconcentrationofthegas streamforeachwellor productionfacility..."
Submitthe resultsof thistestwithin30 days offilingForm3160-4,"WellCompletionor
RecompletionReponandLog".

8. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbe sentbytelegramorotherwritten
communications,not later than5 days followingthe date onwhichthe well is placed on
production.

b. Productiondata shallbe reportedto the MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

c. Thedate onwhichproductioniscommencedorresumedwillbeconstruedforoilwellsas the
date onwhichliquidhydrocarbonsarefirstsoldorshippedfroma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredtobe generatedor,thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgaswellsas thedateonwhichassociatedliquidhydrocarbonsarefirstsold
orshippedfroma temporarystoragefacility,suchas a testtank,andforwhicha runticket
is requiredtobe generatedorthedate onwhichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.
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d. PursuanttoNTL-4A,lessees oroperatorsareauthorizedtovent/flaregasduringinitialwell
evaluationtests,notexceedinga periodof 30 days or the productionof50 MMCFofgas,
whicheveroccursfirst. Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgasbeyondtheinitial30 day orauthorizedtestperiod.

e. Gas producedfromthiswellmaynotbe vented orflaredbeyondan initialauthorizedtest
periodof30 days or50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovaloftheAuthorizedOfficer.Shouldgas be ventedor flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegascanbe capturedortheoperatorshallbe requiredtocompensatethelessorfor
thatportionofthegasventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43CFR3162.7-2,3162.7-3and3162.7-4shall
be submittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsitesecurityregulationsas specifiedin 43 CFR 3162.7 and
OnshoreOrderNo.3 shallbeadheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealed inaccordancewith43 CFR3162.7-4.

g. Section102(b)(3)of the Federal Oiland Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43CFR3162.4-
1(c),requiresthat"notlaterthanthe5th businessday afteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease site or allocatedto a lease site,or resumes
productioninthecase ofa wellwhichhas been offproductionformorethan90 days,the
operatorshallnotifytheauthorizedofficerby letterorsundrynotice,Form3160-5,ororally
tobefollowedbya letterorsundrynotice,ofthedateonwhichsuchproductionhas begun
orresumed."

Ifyoufalltocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofup to$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)ofthe FederalOilandGas Royalty
ManagementActof1982 andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).

h. Drillingoperationsareplannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.
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priorwrittenapprovaloftheAuthorizedOfficer.Shouldgas be ventedor flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegascanbe capturedortheoperatorshallbe requiredtocompensatethelessorfor
thatportionofthegasventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43CFR3162.7-2,3162.7-3and3162.7-4shall
be submittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsitesecurityregulationsas specifiedin 43 CFR 3162.7 and
OnshoreOrderNo.3 shallbeadheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealed inaccordancewith43 CFR3162.7-4.
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tobefollowedbya letterorsundrynotice,ofthedateonwhichsuchproductionhas begun
orresumed."

Ifyoufalltocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofup to$10,000perviolationforeachdaysuchviolationcontinues,notto
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j. Nolocationwillbe constructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma wellto be placed in a suspendedstatus withoutprior
approvalofthe AO. Ifoperationsare to be suspended,priorapprovalofthe AOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsofNTL-3Aor itsrevision.

l. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withtherequiredwater analysisandotherinformation,mustbe submittedto the District
Engineer.

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecaseofnewlydrilleddryholesorfailures,andinemergencysituations,oralapproval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswere placedandthecurrentstatusofsurfacerestoration. Final
abandonmentwillnot be approveduntilthe surfacereclamationwork requiredby the
approvedAPDorapprovedabandonmentnoticehas been completedtothesatisfactionof
theAOorhis representative.ortheappropriateSurfaceManagingAgency.
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ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately27.7milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor15.6milesuntilreachingtheforkintheroad.Turn
rightandproceedsoutheasterly0.82miles.Turnrightontotheproposedaccessand
proceedsouthwesterly2450'untilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B.

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartmentor UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsand newlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last2450feetwillbe newconstruction.

b. The maximumwidthofthebladedroadwillbe 21 feet. Ifproductionis establishedthe
runningsurfaceoftheroadwillbe 15to21 feet witha maximumdisturbedwidthof35
feet.

c. The maximumgradeofthenewaccessis approximately2 percent.
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d. Noturnoutswillbe necessary.

e. Noculvertsor lowwatercrossingswillbe necessary.

f. Theproposed accessroadwas centerlineflaggedat thetimeofstaking.

g. Surfacingofthepad and newaccess maybe necessary,dependingon theweather
conditionsat thetimeofdrilling.

h. Nocattleguardswillbe necessary.

i. Surfacedisturbanceandvehiculartravel'willbe limitedtotheapprovedlocationand
approvedaccessroute. Anyadditionalareaneededwillbe approvedbytheField
Managerinadvance.

j. Ifatanytimethefacilitieslocatedonpubliclandsauthorizedbythetermsofthe lease are
no longerincludedinthelease (duetoa contractionintheunitor otherlease or unit
boundarychange)theBLMwillprocessa changeinauthorizationtotheappropriate
statute. Theauthorizationwillbe subjecttoappropriaterental,or otherfinancial
obligationsdeterminedbytheauthorizedofficer.

k. Noroadrightofwaywillbe necessary.

3. LOCATIONOFEXISTINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSEDLOCATION.
SEEMAP"C"

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- one

d. Drillingwells- none

e. Shut Inwells- none

f. Abandonedwells- none

g. DryHoles- three

PER
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4. PROPOSEDPRODUCTIONFACILITIES

a. Productionfacilitieswillbe locatedonthewellpad. AProductionFacilitiesLayoutwillbe
submittedviaSundrynoticepriortoinstallationoffacilities.

b. Allpermanentstructures(onsiteforsixmonthsor longer)constructedor installed
(includingoilwellpumpjacks)willbe painteda flat,nonreflectivecolortomatchthe
standardenvironmentalcolors,as determinedbytheRockyMountainFive-State
InteragencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsofinstallation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded.Colorswillmatchtheadjacentvegetation.Theactualcolorwillbe specifiedby
theBureauofLandManagementortheUtahDivisionofOil,GasandMining.

c. Allsitesecurityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGas Order
No.3 shallbe followed:

d. Ifa gasmeterrunisconstructed,itwillbe locatedwithin500feet ofthewellhead.The
gas flowlinewillbe buriedfromthewellheadtothemeterandwillbe burieddownstreamof
themeteruntilit leavesthepad. Meterrunswillbe housedand/orfenced. Thegas meter
shallbe calibratedpriortofirstsalesandshallbe calibratedquarterlythereafter.Allgas
productionandmeasurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

e. The tankbattery willbe surroundedbya bermofsufficientcapacitytocontain1-1/2 times
thestoragecapacityofthelargesttank.Allloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery.Alloilproductionandmeasurementshallconform
totheprovisionsof43 CFR3162.7-3andOnshoreOilandGas OrderNo.4.

f. Productionfacilitieson locationmayincludea linedorunlinedproducedwaterpitas
specifiedinOnshoreOrderNo.7. Ifwateris producedfromthewell,anOnshoreOrder
No.7 applicationmustbe submitted.

g. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry.

h. Alloff-leasestorage,off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
have priorwrittenapprovalfromtheAuthorizedOfficer.

i. Allaccessroadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic.

's n'
j. The roadwillbe maintainedina safeuseablecondition, 2 e
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5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwatersupplyin
Moab,Utah.

b. Waterwillbe hauledtolocationovertheroadsmarkedon MapsAandB.

c. Nowaterwellis tobe drilledonthislease.

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriorto utilizingthemunicipalwater
source.

6. CONSTRUCTIONMATERIALS

a. Pad constructionmaterialwillbe native(thatfoundinthewellpad).

b. Nativematerialfoundinthepad mayalsobe used forroadupgrading.

c. The useofmaterialsunderBLMjurisdictionwillconformwith43 CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. IWETHODSOFHANDLINGWASTEDISPOSAL

a. Allfluidscontainedwithinthereservepitwillbe allowedtoevaporateandthepitwillbe
backfilled.The reservepitwillbe linedwitha 12 millineras requestedbytheUtah
DivisionofOil,GasandMining.

b. Burningwillnotbe allowed.Alltrashwillbe containedina trashcageanditscontents
removedat theendofdrillingoperationsandhauledtoanapproveddisposalsight.Trash
willbe hauledas necessary,butnot laterthanat thecompletionofdrillingoperations.

c. Anysaltsand/orchemicalswhicharean integralpartofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.
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d. Sewagewillbe placedina portablechemicaltoiletorholdingtankanddisposedofin
accordancewithstateandcountyregulations.

e. The producedfluids(otherthanwater)willbe producedintoa testtankuntilsuchtimeas
constructionofproductionfacilitiesiscompleted.Anyspillsofoil,gas saltwaterorother
producedfluidswillbe cleanedupandremoved.

8. ANCILLARYFACILITIES

Therearenoairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.

9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationofrig,crosssectionofdrill
padandcutsandfills.

b. Sixinches oftopsoil(orthemaximumavailable)willbe salvagedduringconstructionand
reservedforuse inreclamation.

c. Anysagebrushortreeswillbe stockpiledseparatelyfromthetopsoil.

d. The locationofmudtanks;reservepit,trashcage;piperacks;livingfacilitiesandsoil
stockpilesis shownontheTypicalRigLayout.

e. Theflarepitwillbe locateda minimumof30feet fromtheedgeofthereservepitanda
minimumof150feet fromthewellhead.

f. The reservepitwillbe fencedonthreesideswith3 strandsofbarbedwire.

f. Anypitscontainingfluidwillbe fencedtopreventwildlifeentry.

g. Anyproposedpipelineswillbe submittedviaSundryNotice.

h. Priortoexcavatingthepipelineroute,thecontractorwillmeetwiththe BLMtostakethe
routeforthepipeline.BLMwillinspectthepipelinepriortobeingcovered.
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i. Anyburiedpipelineswillbe seeded withthesame seed mixtureto be specifiedbythe
BLM.

j. Allwells,whetherdrilling,producing,suspended,orabandoned,willbe identifiedin
accordancewith43 CFR3162.6

10. PLANSFORRESTORATIONOFSURFACE

a. Immediatelyuponcompletionofdrilling,allequipmentthatis notnecessaryforproduction
shallbe removed.

b. The reservepitwillbe allowedtodryandwillthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationandsurroundingareawillbe clearedofall
unusedtubing,equipment,debris,materials,trashandjunknotrequiredforproduction.

d. Seedingwillbe done inthefallas requiredbytheBLM.

e. Theabandonmentmarkerwillbe at leastfourfeet abovegroundlevelandwillbe inscribed
withthefollowing:operatorname,lease number,wellnameandsurveyeddescription
(township,range,sectionandeitherquarter-quarterorfootages).

f. Atsuchtimeas thewellis pluggedandabandoned,theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACE/MINERALOWNERSHIP

Access Roads - Allroadsare maintainedbytheGrandCountyRoadDepartmentorUtah
State HighwayDepartmentorare locatedonBLMLandswithinthe unit
boundary.

Wellpad - Thewellpad is locatedonBureauofLandManagement.
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12. OTHERINFORMATION

a. AClassIllarcheologicalhas been conductedbyFourCornersArcheological.Acopyof
thisreportis attached.

b. Theoperatoris responsibleforinformingallpersons intheareaswhoareassociatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts.Ifhistoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris to immediatelystopworkthatmightfurther
disturbsuchmaterials,and contacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinfornitheoperatoras to:

-whether thematerialsappear eligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasures theoperatorwilllikelyhavetoundertakebeforethesitecanbe
used(assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteand expeditedreviewunder36 CFR800.11 to
confirm,throughtheStateHistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationis appropriate.

Iftheoperatorwishes,at anytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicaland proceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas been completed,theoperatorwillthenbe allowedto
resumeconstruction.

c. Alllease and/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatoris fully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecompliance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.
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madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatoris fully
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locationanddrillingactivities.
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disturbsuchmaterials,and contacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinfornitheoperatoras to:

-whether thematerialsappear eligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasures theoperatorwilllikelyhavetoundertakebeforethesitecanbe
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e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL

ONSHOREORDERNO.1 - wiFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas,LLC
Cane Creek#24-1 Lease No.UTU-65973
682'FNLand2829' FEL
NENWSection24, T26S- R19E SURFACEUSEPLAN
GrandCounty,Utah Page 8

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changes ofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyearfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. Theoperatoror hiscontractorshallcontacttheBLMOfficesát 435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drillinq&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421 CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichit is approved.

Thisstatementis subjecttotheprovisionsof18 U.S.C.1001forthefilingofa falsestatement.

March2, 2005 OJOOCA
Date: Venessa Langmacher- PERMITCOC. y me

AuthorizedAgentfor: ¢ 4
IntrepidOil&Gas, LLC & •

PEIL



Á^£0GH ÁANA Ñ/R TTY/NG
45 EAST CENTER STREET MOAB, UTAH, 84532

DATE:12-7-04 DRAWN BY:EJ CHECKED BY:TMK

TO 1-70 &

R19E\ R20E GREEN RIVER

SCALE: 1" = 2 MILES

T25S\ TO MOAB &
US HWY 191

T26S\
279

LONG CANYON

SEE OPO "B"

00TASH

PROPOSED LOCATION
313 CANE CREEK 24-1

TO CANYONLANDS NAT'L TO DEAD HORSE
PARK - ISLAND IN THE PT. STATE PARK

SKY DISTRICT INTREPIDOIL+ GASLLC.
STATE HWY.313 MOAB,UTAH

LOCATIONLAYOUTFOR SHEET
CANE CREEK 24-1

SECTION 24, T26S R19E SL.B.+M A2829' FEL, 682' FNL
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313 CANE CREEK 24-1

TO CANYONLANDS NAT'L TO DEAD HORSE
PARK - ISLAND IN THE PT. STATE PARK

SKY DISTRICT INTREPIDOIL+ GASLLC.
STATE HWY.313 MOAB,UTAH

LOCATIONLAYOUTFOR SHEET
CANE CREEK 24-1

SECTION 24, T26S R19E SL.B.+M A2829' FEL, 682' FNL
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Company's proposed Cane Creek #1-1 well pad, Cane Creek #8-1 & #24-1 well pads and access
routes. The project is located near Big Flat and Little Valley in Grand County, Utah, approximately
twenty miles northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural
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42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned. Site 42GR3541 is bisected by a bladed road that will be used to access
the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. No other cultural resources were identified in the project area.
Because the sites should not be affected by project activities, no further management
recommendations are necessary.
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ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1

ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moa6 Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identiñed
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

- 1



PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)

PROJEC AREk | /

GENERAL VICINITY OF PROJECT AREA

USGS 1: 62,000

(Figure 1)



29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure

29T "

SÛRVEYED AREA

60 'pnoposso
CANE CREEK &1-1
WELL PAD

5992

D
'0/2T

M94

9T

202T
..DH DH 144T

I6bT

ACCESS ROU E
biBÏ

600

Uli

or 084T

i IJ

SURVEYE AR A

EL PROPOSED
e EK# 1

5069T

PROJECT AREA
T26S, Rl9E: Sec. 1 & 24

Grand County, Utah - S.L.B. & M.
USGSThe Knoll, UT (1988) 7.5' series map

SCALE: 1:24000
(Figure



SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)

SOS2U

YED

eau + 6

B / 6

8053AT

PROJECT AREA

T26S, R20E: Sec. 8
Grand County,Utah - S.L.B. & M.

USGS Gold Bar Canyone, UT (1985) 7.S' series map
SCALE: 1:24000

(Figure 3)



ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5

ABANDONED
CANE CREEK#8-1
W CATION

's' / j N

I

0 15 30 45m '

ABANDONED WELL LOCATION
(Figure 4) IN SITE AREA: 42GR3540

- 5



PROJECT AREA

Map Reference: U.S.G.S. Gold Bar Canyon (1985) & The Knoll (1988) 7.5' series maps

Total Project Area: 17.8 acres, area surveyed 64.7 acres

Cane Creek #1-1 Well Pad:

LegalDescription: T26S, R19E; NE, NW, SW of section 1; (S.L.B.& M)

Center Stake: 1320' FWL, 2240' FSL; sec. 1

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 606420m 4269620m
NE corner 606620m 4269620m
SE corner 606620m 4269400m
SW corner 606420m 4269400m

ProjectArea: 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: No cultural resources found

Cane Creek #8-1 Well Pad:

LegalDescription: T26S, R20E; SW, SE, NW of section 8; (S.L.B.& M)

Center Stake: 1430' FWL, 2570' FNL; sec. 8

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 609660m 4268100m
NE corner 609860m 4268180m
SE corner 609920m 4267980m
SW corner 609740m 4267920m

Project Area: 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: No cultural resources found

CC #8-1 Access Route:

Legal Description: T26S, R20E; W1/2 of sec. 8; NW 1/4 of sec. 17

UTM Coordinates* Easting Northing(*allin zone 12) SW end 609420m 4267040m (road tie)
bend 609730m 4268000m

NE end 609760m 4268040m (well location tie)

Project Area: 3200' length, maximum 16' wide (1.1 acres)
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CC #8-1 Access Route (cont):

Surveyed Area: 3200' x 100' (7.3 acres)

Results: One archaeological site (42GR3541) found along access.

Cane Creek #8-1 Alternate Well Pad (abandoned area):

Legal Description: T26S, R20E; SW, SW, NW of section 8; (S.L.B.& M)

Center Stake: 700' FWL, 2025' FNL; sec. 8

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 609470m 4268340m
NE corner 609640m 4268240m
SE corner 609530m 4268080m
SW corner 609360m 4268180m

Project Area: 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: One archaeological site (42GR3540) fou'nd within well pad boundaries.

Cane Creek #24-1 Well Pad:

LegalDescription: T26S, R19E; SE, NE, NW of section 24; (S.L.B.& M)

CenterStake: *2390' FWL, *680' FNL; sec. 24 (*approximate)

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 606790m 4265290m
NE corner 606930m 4265410m
SE corner 607070m 4265280m
SW corner 606930m 4265150m

Project Area: 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: No cultural resources found.

CC #24-1 Access Route:

Legal Description: T26S, Rl9E; Wl/2 of sec. 8; NW 1/4 of sec. 17

UTM Coordinates* Easting Northing(*allin zone 12) N end 607040m 4267070m (road tie)
bend 607200m 4266880m
bend 607540m 4266240m
bend - 607620m 4265760m
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CC #24-1 Access Route (cont.):
bend 607300m 4265620m
bend 607180m 4265460m

SW end 606980m 4265320m (well location tie)

Project Area: 7600' length, maximum 16' wide (2.7 acres)

SurveyedArea: 7600' x 100' (17.4 acres)

Results: No cultural resources found

PHYSIOGRAPHY AND ENVIRONMENT

The project area is located in Grand County, Utah, in the vicinity of Big Flat and Little
Valley, approximately twenty miles northwest of the town of Moab. The area lies in the Northern
Colorado Plateau physiographic province and is a structural element of the Green PJver Desert, a
physiographic subdivision of the Canyonlands Section (Rigby 1976; Stokes 1987). Terrain is
characterized by a gently undulating planar surface, within a transitional upland mesa area.
Sediments are predominately sandy loams and aeolian silts and sands, inchiding localized dunes
and occasional residual sandstone knolls and buttes (ie. The Knoll).

Vegetation in the project area is dominated by open grasslands and a pinyon/juniper
woodland with an understory of sagebrush, Indian ricegrass, ephedra, rabbitbrush, snakeweed,
prickly pear cactus, and bunch grass. A permanent water source in the area is the Colorado River,
approximately ten miles southeast of the project area.

Reptilian, avian, and mammalian associations are consistent with those of the Upper
Sonoran Life Zone throughout the Colorado Plateau.

Currently, most of the area is used for recreation, livestock grazing, and limited oil and gas
development.

PREVIOUS RESEARCH

Prior to the initiation of the field investigations, a file search was conducted at the BLM's
Field Office in Moab and the Division of State History in Salt Lake in August of 2004. The results
of the review indicated that a number of oil and gas related surveys and road improvement
inventories have been conducted in the general vicinity between the late 1970's and early 1990's
(Conner 1991; Davies et. al. 1989; DeFrancia 2003 & 1997; Harden 1984; Tipps 1991; and
Westfall 1984), including one extensive BLM survey within the project vicinity (Pierson 1980).
More recently, an extensive 3D seismic project survey (Frizell 2001) was conducted in the
immediate project area but did not indicate any cultural resources found within the proposed project
area. The file search indicated that no archaeological sites are documented in close proximity to the
project area.

EXAMINATION PROCEDURES

Prior to the field investigations, the well pads and access routes were staked and flagged by
the land surveying crew. A 660' x 660' area surrounding the well center stakes (10 acres each)
was inventoried for the well locations by walking a series of multiple parallel transects spaced 15m
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apart. Two parallel zig-zag transects were walked along both sides of the flagged access routes
(24.7 acres) covering a 100' corridor.

SURVEY RESULTS

Two archaeological sites (42GR3540 & 42GR3541) were found near the abandoned Cane
Creek #8-1 alternate well location and along the access route leading into the proposed #8-1
location. A general description of the sites are presented in Appendix A. Because of the potential
for significant subsurface cultural deposits, site 42GR3540 is considered eligible for nomination to
the N.R.H.P. Site 42GR3541 is considered a surface manifestation and is not considered eligible
to the N.R.H.P. No other cultural resources were found in the project area.

CONCLUSION AND RECOMMENDATIONS

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
locafed near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moab Field Office.

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned. Site 42GR3541 is bisected by a bladed road that will be used to access
the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identified
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.
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APPENDIX A

SiteDescriptions

Site 42GR3540: The site consists of an extensive open lithic scatter located within a pinyon/juniper
woodland. The site occupies a deflated northeast facingiidge slope along a bench area near the head of Dry Fork, a
tributary drainage to Bull Canyon. Much of the site appears to be buried under aeolian deposits. At least 250
inferior flakes of chert, quartzite and siltstone (mostly non-cortical) extend across a 90 x 105m area. No cultural
features are evident across the site surface although deep sediments (>30cm)exist along the south central periphery
and buried cultural deposits are possible. No temporally diagnostic tools were observed. One brown/gray chert
unifacial scraper (F1-l), one brown/tan chert biface (FL-2), and one gray quartzite biface fragment (FL-3) were the
only tools observed across the site surface. Two small tabular pieces of groundstone were also noted, but these may
or may not represent remnants of formal grinding implements. Because of the potential for significant subsurface
cultural deposits, the site is considered eligible for nomination to the N.R.H.P. Testing of the cultural deposits
could provide additional information concerning site function and use, and could yield datable materials significant to
the areas' prehistory.

Site 42GR3541: The site consists of a very low density open lithic scatter dispersed over a 25 x 40m area
and is bisected by a bladed road. The site is situated along a moderate expanse of outcropped bedrock and dunal area
on the northwest side of Little Valley. Much of the site area appears to be a surface manifestation based on shallow
soils, a low volume of artifacts present, and lack of any cultural material within the road cut which bisects the site
area. Lithic debitage (<15lithic flakes) consists entirely of secondary reduction debris of gray quartzite. No tools or
cultural features were noted. A temporal/cultural affiliation is unknown. Because of the lack of cultural integrity,
the site is considered non-eligible to the N.R.H.P.
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/04/2005 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 303-857-9999

CONTACT: VENESSA LANGMACHER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1284 FNL 2414 FEL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53222 LONGITUDE: -109.7733

UTM SURF EASTINGS:606921 NORTHINGS: 4265375 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: CNCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: CANE CREEK

(No. CO 1395 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:
Fee Surf Agreement (Y/N) Siting:

AlfF Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: LUWI
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WORKSHEET

00 5 APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/04/2005 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK #24-1

OPERATOR: INTREPID OIL & GAS LLC ( N6810 )

CONTACT: VENESSA LANGMACHER PHONE NUMBER: 303-857-9999

PROPOSED LOCATION:

NENW 24 260S 190E INSPECT LOCATN BY: / /

SURFACE: 0682 FNL 2829 FEL Tech Review Initials Date
BOTTOM: 0682 FNL 2829 FEL

GRAND Engineering

BIG FLAT ( 170 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-65973

SURFACE OWNER: 1 - Federal
LATITUDE: 38.53222

PROPOSED FORMATION: CNCR

COALBED METHANE WELL? NO LONGITUDE: -109.7733

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

// Plat R649-2-3.

v' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit CANE CREEK

UNo-UTBOOO29 )
A Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

UNo.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:
Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah state Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

March 7, 2005

Memorandum

To: Assistant Field Office Manager Resources, Moab District

From: Michael Coulthard, Petroleum Engineer

Subject: 2005 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2005 within the Cane Creek Unit, Grand and San Juan Counties,
Utah.

API# WELLNAME LOCATION

(Proposed PZ Cane Creek)

43-019-31446 Cane Creek #1-1 Sec 1 T26S R19E 2240 FSL 1317 FWL
43-019-31447 Cane Creek #24-1 Sec 24 T26S R19E 0682 FNL 2829 FEL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah March 8, 2005

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Intrepid Oil & Gas, LLC

700 - 17th St., Suite 1700Division of
Denver, CO 80202Oil, Gas & Mining

MARY ANN WRIGHT
Acting Division Director

Re: Cane Creek #24-1 Well, 682' FNL, 2829' FEL, NE NW, Sec. 24, T. 26 South,
R. 19 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31447.

Sincerely,

John R. Baza
Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab District Office

I
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone(801)538-5340 • facsimile(801)359-3940 • TTY (801)538-7458• ww.ogm.utah.gov whereideas
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Operator: Intrepid Oil & Gas, LLC
Well Name & Number Cane Creek #24-1

API Number: 43-019-31447
Lease: UTU-65973

Location: NE NW Sec. 24 T. 26 South R. 19 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion ofits analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion ofits analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS N/A

Donot use thisformforproposalstodrillnewwells,deepen existingwells,or toreenter pluggedand abandonedwells. 8. Unit or Communitization Agreement

Use APPLICATIONFORPERMlT- forsuchproposals Cane Creek Unit
1. Type of Well 9. Well Name and Number

li e
Other (specify) Cane Creek#24-1

2. Name of Operator 10. API Well Number

IntrepidOil&Gas, LLC 43-019-31447
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

700 - 17th Street, Suite 1700,Denver,CO80202 303/296-3006
5. Location of Well

Footage : 682' FNLand 2829' FEL County : Grand County
QQ. Sec, T., R., M. : NENWSec. 24,T26S - R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subject APD.

Approved by the ]

Utah Division of
Oil, Gas and Mining

Date:

14. I hereby certify th t the foregoing is true nd correct ÛODSUlÍSnÍIOT

Name & Signatur NÄAIL X\f) 0 | Title IntrepidOil&Gas, LLC oate 05/08/06

(State Use Only)

RECEIVED
(8/90) See Instructions on Reverse Side MAY1 12006

D\VOFOIL,GAS&
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Other (specify) Cane Creek#24-1

2. Name of Operator 10. API Well Number

IntrepidOil&Gas, LLC 43-019-31447
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

700 - 17th Street, Suite 1700,Denver,CO80202 303/296-3006
5. Location of Well

Footage : 682' FNLand 2829' FEL County : Grand County
QQ. Sec, T., R., M. : NENWSec. 24,T26S - R19E state : Utah
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(Submit in Duplicate) (Submit OriginalForm Only)
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Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subject APD.

Approved by the ]

Utah Division of
Oil, Gas and Mining

Date:

14. I hereby certify th t the foregoing is true nd correct ÛODSUlÍSnÍIOT
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(State Use Only)
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700 - 17th Street, Suite 1700,Denver,CO80202 303/296-3006
5. Location of Well
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QQ. Sec, T., R., M. : NENWSec. 24,T26S - R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subject APD.

Approved by the ]

Utah Division of
Oil, Gas and Mining

Date:

14. I hereby certify th t the foregoing is true nd correct ÛODSUlÍSnÍIOT
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(State Use Only)
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SUNDRY NOTICES AND REPORTS ON WELLS N/A

Donot use thisformforproposalstodrillnewwells,deepen existingwells,or toreenter pluggedand abandonedwells. 8. Unit or Communitization Agreement
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1. Type of Well 9. Well Name and Number
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Other (specify) Cane Creek#24-1

2. Name of Operator 10. API Well Number

IntrepidOil&Gas, LLC 43-019-31447
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

700 - 17th Street, Suite 1700,Denver,CO80202 303/296-3006
5. Location of Well

Footage : 682' FNLand 2829' FEL County : Grand County
QQ. Sec, T., R., M. : NENWSec. 24,T26S - R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit OriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subject APD.

Approved by the ]

Utah Division of
Oil, Gas and Mining

Date:
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NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit OriginalForm Only)
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Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subject APD.

Approved by the ]

Utah Division of
Oil, Gas and Mining

Date:
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QQ. Sec, T., R., M. : NENWSec. 24,T26S - R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
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Abandonment New Construction Abandonment * New Construction
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Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extensionof APD
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Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.
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locations and measured and true vertical depths for all markers and zones pertinent to this work.)
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i
Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC

RECElVED
MAYI 12006

DIVOFOiL,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

is bonding still in place, which covers this proposed well? Yes No O

QM g May 8, 2006
Venessa Langmadh - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC

RECElVED
MAYI 12006

DIVOFOiL,GAS&



Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET L DE
2. CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 10/1/2006

FROM: (Old Operator): TO: ( New Operator):
N6810-Intrepid Oil & Gas, LLC N3135-Babcock & Brown Energy, Inc.

700 17th St, Suite 1700 1512 Larimer St, Suite 550
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 296-3006 Phone: 1 (303) 460-1132

CA No. Unit: CANE CREEK

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator os 12/18/2006

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 12/18/2006

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 12/28/2006

4a. Is the new operator registered in the State of Utah: YES Business Number: 6404096-0143

5a. (R649-9-2)Waste Management Plan has been received on: REQUESTED
5b. Inspections of LA PA state/fee well sites complete on n/a

Sc. Reports current for Production/Disposition & Sundries on: OK

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 12/19/2006 BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 12/19/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 12/28/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 12/26/2006
3. Bond information entered in RBDMS on: 12/28/2006
4. Fee/State wells attached to bond in RBDMS on: 12/28/2006
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 12/28/2006

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO240
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 8785513659

3b. The FORMER operator has requested a release of liability from their bond on: not yet

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

Babcock & Brown FORM A.xis

Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET L DE
2. CDW
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Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 12/28/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 12/26/2006
3. Bond information entered in RBDMS on: 12/28/2006
4. Fee/State wells attached to bond in RBDMS on: 12/28/2006
5. Injection Projects to new operator in RBDMS on: n/a
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of their responsibility to notify all interest owners of this change on: n/a

Babcock & Brown FORM A.xis
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3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 12/28/2006

4a. Is the new operator registered in the State of Utah: YES Business Number: 6404096-0143
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Sc. Reports current for Production/Disposition & Sundries on: OK
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering
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« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL
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12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
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as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)
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By: Intr g, LLC, its Sole Member

Robert P/John vax, anager
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OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering



J

EXHIBIT"A"

Attached to Form 9, Change of Operator, from Intrepid Oil & Gas LLCto Babcock & Brown Energy Inc., effectiveOctober 1, 2006

LEASE UNIT WELLNAMEINUMBER API NO. FIELD LOCATION TYPE
Footaae Odod Sma Iwa Bas countv

UTU047858 N/A LongCanyon No. 1 43-019-15925 LongCanyon 2,339' FNL 2,473' FWL SENW 9 26S 20E Grand OilWell

UTU065971 Kane Springs Kane Springs Federal 43-019-31310 Big Flat 1,650' FSL 1,700' FEL NWSE 27 25S 19E Grand OilWell
No. 27-1

UTU053626 Kane Springs Kane Springs Federal 43-019-31324 Park Road 800' FSL 1,918' FEL SWNE 19 268 20E Grand OilWell
No. 19-1A

ML-40761 Cane Creek Cane Creek No. 2-1 43-019-31396 BigFlat 2,289' FNL 518' FEL SENE 2 26S 19E Grand OilWell

UTU047858 Kane Springs Kane Springs Federal 43-019-31331 HellRoaring 2,333' FSL 2,112' FEL NWSE 10 25S 18E Grand OilWell
No. 10-1

UTU053624 Kane Springs Kane Springs Federal 43-019-31334 Big Flat 934' FNL 1,678' FEL NWNE 34 25S 19E Grand OilWell
No. 25-19-34-1

ML44333 Kane Springs Kane Springs Federal 43-019-31341 Wildcat 960' FSL 1,960' FWL SESW 16 25S 18E Grand Water Disposal
No. 16-1

UTU065972 Cane Creek Cane Creek No. 1-1 43-019-31446 Wildcat 2,240' FSL 1,317' FWL NWSW 1 268 19E Grand OilWell
(Permit)

UTU068122 Cane Creek Cane Creek No.8-1 43-019-31449 Wildcat 2,563' FNL 1,429' FWL SENW B 26S 20E Grand OilWell
(Permit)

UTU046693 Cane Creek Cane Creek 24-1 43-019-31447 Wildcat 682' FNL 2,829' FEL NENW 24 26S 19E Grand OilWell
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek No. 24-1

API number: 4301931447

Location: tr-Otr NENW Seedon 24 Towns O 26S Ra e 19E

Company that filed original application: Intrepid Oil & Gas LLC

Date original permit was issued:
Company that permit was issued to: Intrepid Oil & Gas LLC

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved applicationto drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownershipor right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB--00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

RECEIVED
Name (please pri ) v . Spence Title President DEC18 2WS
Signature Date 11/15/2006

Representing (companyn e) Babcock &Brown Energy Inc- $ÔÑjÑjIQ

The person signing this form have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)
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Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved applicationto drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownershipor right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB--00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.
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DIVISIONOF OIL, GAS AND MINING
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requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownershipor right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB--00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

RECEIVED
Name (please pri ) v . Spence Title President DEC18 2WS
Signature Date 11/15/2006

Representing (companyn e) Babcock &Brown Energy Inc- $ÔÑjÑjIQ

The person signing this form have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek No. 24-1

API number: 4301931447

Location: tr-Otr NENW Seedon 24 Towns O 26S Ra e 19E
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Company that permit was issued to: Intrepid Oil & Gas LLC
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Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.
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The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved applicationto drill, remains valid and does not require
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If located on private land, has the ownership changed?
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Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting /
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Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB--00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.
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Representing (companyn e) Babcock &Brown Energy Inc- $ÔÑjÑjIQ
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDR'
P.O. Box 45155 BN M gg CA

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
3U1T

922 DEC19 2006

Babcock & Brown Energy Inc.
1512 Larimer, Suite 550
Denver, CO 80202

Re: Cane Creek Unit
Grand & San Juan Counties,

Gentlemen:

On December 18, 2006, we received an indenture dated October 1, 2006, whereby Intrepid Oil&
Gas LLC resigned as Unit Operator and Babcock & Brown Energy Inc. was designated as
Successor Unit Operator for the Cane Creek Unit,Grand and San Juan Counties, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unitagreement. The instrument is hereby approved effectiveDecember 19,
2006. In approving this designation, the Authorized Officerneither warrants nor certifies that the
designated party has obtained all required approval that would entitle itto conduct operations under
the Cane Creek UnitAgreement.

Your statewide (Utah) oiland gas Bond No. UTBOOO240willbe used to cover all operations within
the Cane Creek Unit.

It is requested that you notifyall interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate federal offices,with one copy retumed
herewith.

Sincerely,

/s/ Douglas Cook

Douglas Cook
Chief, Branch of Fluid Minerals

Enclosure

boc: Field Manager -Moab (wlenclosure)
SITLA
Division of Oil,Gas & Mining
Dockets RECEIVED
Fi -SCeacneCChreenkUnit (wlenclosure) DEC2 1 2M
Reading File
Central Files DN.0FOIL,GAS&MNNG
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Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)

RECEIVED
(8/90) See Instructions on Reverse Side
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DIV.0FOIL,GAS&

Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)

RECEIVED
(8/90) See Instructions on Reverse Side
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Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)
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(8/90) See Instructions on Reverse Side
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Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)
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Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)
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DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 6. Lease Designation and Serial Number
UTU-65973

7. Indian Allotteeor Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certifyt t e foregoing is true a d correct. ÛORSUltant f0f

Name & Signature Title Babcock &BrownEnergy InC' Date 03/22/07

(State Use Only)
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Donot use thisformforproposalstoddllnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#24-1
2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31447
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet,Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand 2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other RG¶USSÌ1yearOXtenSiOn Of APO
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give peitinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergyInc. requestsa oneyear extensionofthesubjectAPD.

Approved by the
Utah Divisionof
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31447
Well Name: Cane Creek #24-1
Location: NE NW Section 24, T26S - R19E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3/8/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the appl,ication,which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes NoS

Have there been any changes to the access route including ownershi , or right-
of-way,which could affect the proposed location? Yes No X

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

March 22, 2007
Venessa Langmache itco Inc. Date

Title: Consultant for Babcock & Brown Energy Inc.

RECEIVED
MAR2 ti2007

DIV.OF01L,GAS&



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GASAND MINING rial Number
UTU-65973

7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstodrillnewwells,deepen existingwells,orto reenter pluggedand abandonedwells. 8. Unit or Communitization Agreement

Use APPLICATIONFORPERMIT- forsuch proposals CaneCreekUnit

1. Type of Well 9. Well Name and Number

Other (specify) Cane Creek#24-1

2. Name of Operator 10. API Well Number

Babcock &BrownEnergyinc. 43-019-31447

3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

1512LarimerStreet, Suite550,Denver,CO80202 303/460-1132 BigFlat
5. Location of Well

Footage : 682' FNLand2829'FEL County : GrandCounty
QQ, Sec, T., R., M. : NENWSec.24,T26S- R19E state : Utah

12 CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICEOF INTENT SUBSEQUENTREPORT

(Submit in Duplicate) (SubmitOriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start
Report results of MultipleCompletionsand Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Mustbe accompanied by a cement verification report.

13. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwellis directionally drilled,give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock &BrownEnergyInc. hereby requeststo revise the drillingprogramfor the abovementionedwell.Attached please find the
revised drillingprogram.

14. I hereby certifythatth foregoing is true apd correct Û00SUltant IOf

Name & Signature Title Babcock &BrownEnergyInc· oate 03/22/07

(State Use Only) empted by i
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CONFIDENTIAL- TIGHTHOLE

ONSHOREOIL&GASORDERNO.1

ApprovalofOperationsonOnshore
FederalandIndianOil&GasLeases

Cane Creek#24-1
682'FNLand2829'FEL

NENWSection24,T26S- R19E
GrandCounty,Utah

PreparedFor:

BABCOCK&BROWNENERGYINC.

By:

PERMITCOINC.
14421CountyRoad 10

Ft.Lupton,Colorado80621
303/857-9999

CopiesSentTo:

4 - BLM- Moab,UT
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ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#24-1 Lease No.UTU-65973
682'FNLand2829'FEL
NENWSection24,T26S- Ri9E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
ApprovalofOperationson Onshore

Federaland IndianOiland GasLeases

The proposedCaneCreek24-1attemptstotesta uniquemethodofseismicinterpretationfor identifying
fracturesignatures.Inaddition,the24-1willtesttheconceptoffoldrelatedfracturesystems,ratherthanfault
relatedfracturesystems,as withthecurrentlyproducingCane Creek2-1, andthecurrentlyproposedCane
Creek1-1and8-1. Wewillbe lookingnotonlyforthepresenceoffoldrelatedfractures,butalsothereservoir
qualityofanyfracturesthatarepresent.

AIIleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe furnished
thefieldrepresentativetoinsurecompliance.

1. ESTIMATEDTOPSIGEOLOGICMARKERS

Theestimatedtopsofimportantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

Navajo/Kayenta NearSurface +6,051'

WingateSs 240' +5,820'

Chinie 545' +5,515'

Moenkopi 820' +5,240'

Cutler 1,270' +4,790'

Hermosa 2,095' +3,965'

1' Salt 4,195' +1,865'

Clastic3 4,615' +1,445'

Clastic15 6,045' +15'

CaneCreek 7,405' -1,345'

PER
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Formation Measured Depth Subsea

PinkertonTrail 7,590' -1,530'

T.D. 7,700' -1,640'

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gasorothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,045'

Oil CaneCreek 7,405'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depth and willbe casedand cemented.Whenpossible,waterflowrateswillbe measuredand
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc'sminimumspecificationsforpressurecontrolequipmentareasfollows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2. Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore
drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuse untilthewellis completedorabandoned.Rampreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill
be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall
be recordedinthedrillinglogandinthedailydrillingreport.
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Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure
if isolated by test plugor to 70 percentof internalyieldpressureofcasing. Pressure shallbe
maintainedforat least 10minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,no bleed-offpressureis acceptable.Fora testnotutilizinga testplug,ifa declinein
pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.
Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

Annulartypepreventers(ifused)shallbe testedto50 percentofratedworkingpressure.Pressure
shallbe maintainedat least 10minutesoruntilprovisionsoftestaremet,whicheveris longer.

Valvesshallbe testedfromworkingpressure sideduringBOPEtestswithalldownstreamvalves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

ABOPEpitleveldrillshallbe conductedweeklyforeachdrillingcrew.

TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentand testingrequirements,procedures,etc., and individualcomponentsshallbe
operableas designed. Chartrecordersshallbe usedforallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Test charts,with
individualtestresultsidentified,shallbe maintainedon locationwhiledrillingandshallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeen chosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 11",10,000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlineare to be properlyinstalled.The killlineis nottobe used as a
fill-upline.

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.
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d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,aretobe maintainedon therigfloor
whiledrillingoperationsare inprogress.

BOPStack: 600'to4650'
13-5/8"x3000psiwp

4650'toTD
11"x 10,000psiwp

4. CASINGANDCEMENTINGPROGRAM

a. The proposedcasingandcementingprogramshallbe conductedas approvedtoprotect
and/orisolateallusablewaterzones,potentiallyproductivezones, lost circulationzones,
abnormallypressuredzones, and anyprospectivelyvaluabledeposits of minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedto positionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressure to which it willbe exposedduring normaldrilling
operations.Determinationofcasingsettingdepth shallbe based on allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracture gradients;usable waterzones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusablewatershallbe reported.

b. Casingdesignshallassumethatmaximumanticipatedmudweightsareas follows:

0-600' 10.0 ppg(0.52psilft)
600'-4650' 10.0ppg(0.52psilft)
4650'-TD 16.0ppf(0.83psilft)

c. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions.

d. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

e. Allcasingexcepttheconductorcasing,shallbe neworreconditionedandtestedusedcasing
thatmeetsorexceedsAPIstandardsfornewcasing.
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f. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orbyremedialcementing.

g. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersare requested,whicheveroccursfirst.

h. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
one centralizerperjointstartingwiththeshoejoint.

i. Topplugsshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugorotheracceptabletechnique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

j. AIIcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10 percentin30minutes,correctiveactionshall
be taken.

k. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasingshoeshallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorattotaldepthofthewell.Thistestshallbe
performedbeforedrillingmorethan20 feet ofnewhole.

I. Theproposedcasingprogramwillbe as follows:

Purpose Depth HoleSize 0.D. Weight Grade Type New/Used

Surface 0' - 600' 17-1/2" 13-3/8" 48# H-40 ST&C New

Intermediate 0' - 4,650' 12-1/4" 9-5/8" 40# N-80 LT&C New

Production O'-7,700' 8-3/4" 7" 29# HCL-80 LT&C New

* Intermediatecasingpointmaybe reviseddependingondepthoffirstsaltand thepresence
ofanylostcirculation.Acasingscatbased intheClasticsisdesired.
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i. Topplugsshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugorotheracceptabletechnique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

j. AIIcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10 percentin30minutes,correctiveactionshall
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n. Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.

o. Thecementprogramwillbe as follows:

Surface TypeandAmount

0 - 600' Lead:225sxPremiumLight,0.25ppsD29,1%$1, +/- 15.8ppg,1.15 ft3/sk.
Tail:250 sxClassG,0.25pps D29,1%$1,+/- 15.8ppg, 1.15ft3/sk

Intermediate TypeandAmount

0 - 4,650' Lead:800sx PremiumLite,5%Salt,8%Bentonite,3#lskKolSeal,0.5%
SodiumMetasilicate,1/4ppscelloflake,+/- 15.8ppg,2.42ft3/sk.
Tail:300sxClassG,5%Salt,0.2%SodiumMetasilicate,1/4pps celloflake,
15.8ppg,1.17ft3/sk.

Production TypeandAmount

3,800' - 7,700' 650sxClassG,0.45%DO65,0.25%D167,0.35%D800,0.2%D121,0.2%
DO46,+/- 16.4ppg,1.08ft3/sk.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith50%excess.
Productioncementcalculatedwith20%excess.

* Actualcementvolumeswillbe calculatedfromcaliperlog. Cementslurriesaredependent
uponactualbottomholetemperaturesandpressures.

p. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least 500psiattheshoe. WOCtime
shallbe recordedinthedriller'slog.

q. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30days aftertheworkis
completed.

1. Progress reports,Form3160-5(formerly9-331)"SundryNoticesand Reportson
Wells",mustincludecompleteinformationconcerning:

PEl ITC0
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a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set, holesize,settingdepth,amountsandtypeofcementused,whether
cementcirculatedor thetopof thecementbehind thecasing,depth of
cementingtoolsused,casingtestmethodandresults,andthedate work
was done. Showthespuddate onthefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

r. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatis deemednecessary.
3. Asubwitha fullopeningvalve.

s. Thedrillingprocedurewillbe as follows:

1. Drillinto theCane Creekformationat 7,405', and TDthestraightholeat 7,700'
2. Test orevaluatetheCane Creekorotherzones ofinterestas deemednecessary.
3. Set7"casingat 7,700'andcementto3,800'.

5. MUDPROGRAM

a. Theproposedcirculatingmediumstobeemployedindrillingareas follows:

Interval MudType MudWt. Visc. FIL

O'- 4,650' AirorFreshWaterGel 8.8-9.4 30-38 20-30

4,650' - 7,700' 80/20OilBase Mud 10-16 50-60 10-20

* Sufficientmudmaterialswillbe storedonlocationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

* Air/mist/foamwillbe utilizeduntilsignificantwaterinfluxis observed.
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cementingtoolsused,casingtestmethodandresults,andthedate work
was done. Showthespuddate onthefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

r. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatis deemednecessary.
3. Asubwitha fullopeningvalve.

s. Thedrillingprocedurewillbe as follows:

1. Drillinto theCane Creekformationat 7,405', and TDthestraightholeat 7,700'
2. Test orevaluatetheCane Creekorotherzones ofinterestas deemednecessary.
3. Set7"casingat 7,700'andcementto3,800'.

5. MUDPROGRAM

a. Theproposedcirculatingmediumstobeemployedindrillingareas follows:

Interval MudType MudWt. Visc. FIL

O'- 4,650' AirorFreshWaterGel 8.8-9.4 30-38 20-30

4,650' - 7,700' 80/20OilBase Mud 10-16 50-60 10-20

* Sufficientmudmaterialswillbe storedonlocationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

* Air/mist/foamwillbe utilizeduntilsignificantwaterinfluxis observed.
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b. Duetopotentialforcontaminationofusablequalitywateraquifers,chromatesare banned

fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardouswastewillnot be used in drilling,testingor completion
operations.

6. TESTING,LOGGINGANDCORING

The anticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated.However,if DST's arerun,thefollowingrequirements
willbe adheredto:

Initialopeningofdrillstemtesttoolsshallbe restrictedto daylighthours unlessspecific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's

maybe allowedtocontinueatnightifthetestwasinitiatedduringdaylighthoursandtherate
offlowis stabilizedandifadequate lightingis available(i.e.lightingwhichis adequatefor

visibilityandvapor-proofforsafeoperations).Packerscanbe released,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalis obtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplisheddayornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore

a teststarts.

Allengineswithin100feetofthewellborethatarerequiredto"run"duringthetestshallhave

sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistof(ata minimum),GammaRay,DensityNeutronandSonic
LogsfromsurfacecasingtoTD.

c. Nocoresareanticipated.
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d. Whetherthewellis completedas a dry hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR3164. Twocopies of all logs,coredescriptions,coreanalyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramis as follows:

Perforatezones ofinterestandplaceonproduction.

7. ANTICIPATEDPRESSURESANDH2S

a. Theexpectedmaximumbottomholepressure is +/- 6000psi.

b. Nohydrogensulfidegas was encounteredon the Cane Creek#2-1, thereforetheneed for
an H2Splanis notanticipated.

c. As perOnshoreOrderNo.6, III,A,2.b.,if hydrogensulfideis present the"operatorshall
initiallytest the H2Sconcentrationofthegas streamforeachwellor productionfacility..."
Submitthe resultsofthistestwithin30 daysoffilingForm3160-4,"WellCompletionor
RecompletionReportandLog".

8. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbe sentbytelegramorotherwritten
communications,notlater than5 days followingthedate onwhichthewell is placedon
production.

b. Productiondata shallbe reportedto the MMSpursuantto 30 CFR 216.5 usingform
MMS/3160.
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geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramis as follows:

Perforatezones ofinterestandplaceonproduction.

7. ANTICIPATEDPRESSURESANDH2S

a. Theexpectedmaximumbottomholepressure is +/- 6000psi.

b. Nohydrogensulfidegas was encounteredon the Cane Creek#2-1, thereforetheneed for
an H2Splanis notanticipated.

c. As perOnshoreOrderNo.6, III,A,2.b.,if hydrogensulfideis present the"operatorshall
initiallytest the H2Sconcentrationofthegas streamforeachwellor productionfacility..."
Submitthe resultsofthistestwithin30 daysoffilingForm3160-4,"WellCompletionor
RecompletionReportandLog".

8. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbe sentbytelegramorotherwritten
communications,notlater than5 days followingthedate onwhichthewell is placedon
production.

b. Productiondata shallbe reportedto the MMSpursuantto 30 CFR 216.5 usingform
MMS/3160.
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c. Thedateonwhichproductioniscommencedorresumedwillbe construedforoilwellsas the
dateonwhichliquidhydrocarbonsarefirstsoldorshippedfroma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredtobe generatedor,thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgas wellsas thedate onwhichassociatedliquidhydrocarbonsarefirstsold
or shippedfroma temporarystoragefacility,suchas a testtank,andforwhicha runticket
is requiredto be generatedorthedate onwhichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lessees oroperatorsareauthorizedtovent/flaregas duringinitialwell
evaluationtests,notexceedinga periodof30 days ortheproductionof50 MMCFofgas,
whicheveroccursfirst: Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgasbeyondtheinitial30 dayorauthorizedtestperiod.

e. Gasproducedfromthiswellmaynotbe ventedorflaredbeyondan initialauthorizedtest
periodof30 daysor50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovaloftheAuthorizedOfficer. Shouldgas be vented or flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegas canbe capturedortheoperatorshallbe requiredtocompensatethe lessorfor
thatportionofthegas ventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43CFR3162.7-2,3162.7-3and3162.7-4shall
besubmittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsitesecurityregulationsas specifiedin 43 CFR 3162.7 and
OnshoreOrderNo.3shallbe adheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealedinaccordancewith43 CFR3162.7-4.

g. Section102(b)(3)of the Federal Oiland Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43CFR3162.4-

1(c),requiresthat"notlaterthanthe5th businessdayafteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease siteor allocatedto a lease site,or resumes
productioninthecase ofa wellwhichhas been offproductionformorethan90 days, the
operatorshallnotifytheauthorizedofficerby letterorsundrynotice,Form3160-5,ororally
tobe followedbya letterorsundrynotice,ofthedate onwhichsuchproductionhas begun
orresumed."
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ifyoufailtocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOilandGasRoyalty
ManagementActof1982andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).

h. Drillingoperationsareplannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j. Nolocationwillbe constructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma welltobe placedin a suspendedstatuswithoutprior
approvalofthe AO. Ifoperationsaretobe suspended,priorapprovaloftheAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsofNTL-3Aorits revision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-

5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7, withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
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STATEOFUTAH FORMS

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL,GAS AND MINING

DESIGNATION OF AGENT OR OPERATOR

The undersigned is, on record, the holder of oil and gas lease

LEASE NAME: Cane Creek Unit

LEASE NUMBER: UTU 65973

and hereby designates

NAME: Fidelity Exploration & Production company ÑÔ/
ADDRESS: 1700 Lincoln St. , Ste. 2000

city Denver state ÇO ziP 8020%

as his (check one) agent IKI operator 0, with full authority.toact in his,behalf in.complying with the terms of the lease and

regullstiotis applicable theretoand on whoin the DMsiop Olrectoror Authorized:Agent roay serve writtenor oral instructions in

securitigcompliance withtheOiland Gas Conservation General Rules and Procedural Rules oftheBoard of Oll,Gas and Mining

of theState of Utah with respect to:

(Describe acreage towhichthisdesignation is app8cable. Identifyeach onand gas wellby API nurnber and name. Attach additionalpages as

needed.)

Cane Creek Unit; Cane Creek #24-1
043-019-31447 APPROVED .5'/,$// ç7

FseLc 2 68 19E

Division of Oil,GasandMining
Earlene Russell,EngineeringTechnician

it is understoodthatthisdesignationofagentloperatordoes not relieve the lessee of responsibilityfor compliance with the terms

of the lease and the Oliand Gas Conservation General Rules and Procedural Rules of the Board of ON,Gas and Miningof the

State of Utah. It is also understood that this designation of agent or operator does notconstitute an assignment ofany interest in

the lease.

In case of default onthe part ofthedesignated agentloperator, the lessee willmakefulland prompt compliancewithai rules, lease

terms or orders of theBoard of Oil, Gas and Miningof the State of Utah or its authorized representative.

I The lessee agrees to promptly notifythe DivisionDirector or Authorized Agent of any change in this designation.

Effective Date of Designation: 4/24/07

BY: (Name) Y pence OF: (Company) Rahonele A Rrnwn Rporgy IRC.

(Signature) L. -- (Address) 1512 Larimer St. r Ste. 550

(Title) Vice P sident * DenvmT -

(Phone) 303-46 -1132 RECElVED st.t.co 22, 80202

APR3O2007
DB/ OF0lL,GAS&
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as his (check one) agent IKI operator 0, with full authority.toact in his,behalf in.complying with the terms of the lease and

regullstiotis applicable theretoand on whoin the DMsiop Olrectoror Authorized:Agent roay serve writtenor oral instructions in

securitigcompliance withtheOiland Gas Conservation General Rules and Procedural Rules oftheBoard of Oll,Gas and Mining

of theState of Utah with respect to:

(Describe acreage towhichthisdesignation is app8cable. Identifyeach onand gas wellby API nurnber and name. Attach additionalpages as

needed.)

Cane Creek Unit; Cane Creek #24-1
043-019-31447 APPROVED .5'/,$// ç7

FseLc 2 68 19E

Division of Oil,GasandMining
Earlene Russell,EngineeringTechnician

it is understoodthatthisdesignationofagentloperatordoes not relieve the lessee of responsibilityfor compliance with the terms

of the lease and the Oliand Gas Conservation General Rules and Procedural Rules of the Board of ON,Gas and Miningof the

State of Utah. It is also understood that this designation of agent or operator does notconstitute an assignment ofany interest in

the lease.

In case of default onthe part ofthedesignated agentloperator, the lessee willmakefulland prompt compliancewithai rules, lease

terms or orders of theBoard of Oil, Gas and Miningof the State of Utah or its authorized representative.

I The lessee agrees to promptly notifythe DivisionDirector or Authorized Agent of any change in this designation.

Effective Date of Designation: 4/24/07

BY: (Name) Y pence OF: (Company) Rahonele A Rrnwn Rporgy IRC.

(Signature) L. -- (Address) 1512 Larimer St. r Ste. 550

(Title) Vice P sident * DenvmT -

(Phone) 303-46 -1132 RECElVED st.t.co 22, 80202

APR3O2007
DB/ OF0lL,GAS&
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Form 316þ3 FORM APPROVED

À 999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No. ;
BUREAU OF LAND MANAGEMENT UTU-65973 ?

APPLICATIONFORPERMITTODRILLORREENTER 3. IfIndian,AllotteeorTribeName

N/A gy ,

la. Type of Work: DRILL Q REENTER 7. If Unit or CA Agreement, Ñ e and o

CaneCreek Unit
8. Lease Name and Well No,

b. Type of Well: Oil Well Gas Well Other Single Zone Multiple Zone Cane Creek #24-1

2. Name of Operator 308/996-8906 ¡ç¡Q(3yygg 9. API Well No.

3. Name of Agent 303-857-9999 14421County Road 10 10. Field and Pool, or Exploratory

Permitco Inc. - Agent Fort Lupton,CO80621 Wildcat
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area

At surface 682' FNLand2829'FEL Sec.24,T26S-R19E

At proposed prod. zone NENW
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximately27.7milesnorthwestofMoab,Utah Grand | Utah
13.151stancefrom proposed

. 16. No. of Acres in lease 17. Spacing Unit r edicated to this well
location to nearest
property or lease line, û 682'(Also to nearest drig. unit line, if any) 2040 N/A

18. Distancefrom proposed location* 19. Proposed ... 20. BLM/BIA Bond No. on file
to nearest well, dnlling, completed,
applied for, on this lease, ft 4100' 7,700' Statewide Bond NumberUTB000029

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approxirra ate work will start* 23. Estimated duration

6,051' GL ASAP 25 Days
24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A 5 Ace Use Plan (if the location is on National Forest System Lands, 1 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the

CONFIDENTIAL-TIGHTHOLE
authorized office.

Sia Name (Printed/Typed) ' Date

ÑM AM , 1| | Venessa Langmacher 3/2/2005
Title

AuthorizedAgent for IntrepidOil&Gas,LLC.
Approved by (Signature) Name (Printed/Typed) Date

Title ASSÎSÍ2DI Sid NT]GY, lomce D\visionofBBSOUrCOS

Division of Resources | MoabFieldOtace
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to

conduct operations thereon.

Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

* (Instructions on reverse) RECENED
CONDITIONSOFAPPROVALATTACHgyi 8 2007
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UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No. ;
BUREAU OF LAND MANAGEMENT UTU-65973 ?
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N/A gy ,
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office TAKE PR!Dir

P.O. Box 45155
ENg ERICA

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
3180
UT-922 DEC19 2006

Babcock & Brown Energy Inc.
1512 Larimer, Suite 550
Denver, CO 80202

Re: Cane Creek Unit
Grand & San Juan Counties,

Gentlemen:

On December 18, 2006, we received an indenture dated October 1, 2006, whereby Intrepid Oil &
Gas LLC resigned as Unit Operator and Babcock & Brown. Energy inc. was designated as
Successor Unit Operator for the Cane Creek Unit, Grand and San Juan Counties, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 ofthe unit agreement. The instrument is hereby approved effectiveDecember 19,
2006. In approving this designation, the Authorized Officer neither warrants nor certifies that the
designated party has obtained all required approval that would entitle it to conduct operations under
the Cane Creek UnitAgreement.

Your statewide (Utah) oil and gas Bond No. UTBOOO240willbe used to cover all operations within
the Cane Creek Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate federal offices,withone copy returned

herewith.

Sincerely,

/s/ Douglas Cook

Douglas Cook
Chief, Branch of Fluid Minerals

Enclosure

bcc: F'gþlÑMiÎhageÑ-MbaW(vgenBlosure)
SITLA
Division of Oil,Gas & Mining
Dockets
File -Cane Creek Unit (wlenclosure)
Agr. Sec. Chron
Reading File
Central Files
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Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart

Babcock & Brown Energy, Inc.
Cane Creek No. 24-1
Lease UTU-65973
Cane Creek Unit
NE/NW Sec. 24, T26S, R19E
Grand County, Utah

A COMPLETE COPY OF THISAPPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. BOPE -Intermediate Section: While drilling the intermediate section of hole (from
the surface casing shoe to intermediate casing setting depth) a BOP system with
a working pressure rated at 3M or higher is acceptable.

2. BOPE -Production Section: Below the intermediate shoe, a BOP system with a
working pressure of 10M is acceptable. Additional requirements of 10M BOPE
systems, that were not specified in the application, include, but are not limited to
(please refer to Onshore Oil & Gas Order No. 2 for further detail):

-mud/gas separator,
-remote kill line running unobstructed to the edge of the substructure,
-remotely operated choke line valve,
-remotely operated choke

Installation, testing and operation of the BOP system shall be in conformance with
Onshore Oiland Gas Order No. 2.

3. The surface casing (13-3/8") shall be set a minimum of 50 into the Chinle
Formation.

4. Drilling reports, which describe the activities of each day, shall be submitted to
the BLM Moab Field Office on a weekly, or more frequent, basis. In addition to a
daily summary of activities, drilling reports shall include the drilling fluid weight,
details of casing and cement, water flows, lost circulation zones and any other
information that would contribute to the understanding of drilling conditions.

5. A pressure integrity test of the intermediate casing shoelformation shall be
conducted prior to drilling more than 20 feet below the shoe. This is test the
casing shoe to the equivalent mud weight that it is expected to be exposed to.
This is not intended to be a leak-off test.

6. A cement bond log (CBL) or other appropriate tool for determining cement top
and quality shall be run on the 7-inch production casing.

7. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is
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B. SURFACE

Soils:
1. Divert water from the access roads at frequent intervals to reduce erosion from

the road surface.

2. Apply site-specific measures determined at the on-site inspections to minimize
storm water runoff from the well pad.

3. Stockpile all brush, limbs, crushed stumps and other woody material separately
from the topsoil just outside the well pad perimeter. Stockpile the stripped
vegetation and available topsoil (to a 6" depth) separately just outside the well
pad perimeter. Use the stripped vegetation for interim reclamation. If the
topsoil stockpile is not used withinsix months it would be seeded or otherwise
protected to ensure topsoil integrity and prevent erosion.

4. Prohibit off-road travel by employees or contractors except in emergency
situations.

5. Distribute and seed any soil material that is excavated as a result of boring
under the Long Canyon Road.

6. Stabilize and re-vegetate/reclaim as soon as practical following disturbance
using seed mixes approved by the BLM or appropriate SMA.

7. Educate the field crews in the identification of soil crusts and the need to avoid
them to minimizedisturbance to crusts.

8. Restrict vehicle use to the upgraded areas of the existing 2-track roads and the
disturbed area of the well pads.

9. Decrease vehicle tire pressure if possible while traveling off-road to reduce
damage to biological crusts.

Cultural Resources:
1. If subsurface cultural resources are unearthed during operations, activity in the

vicinityof the cultural resource would cease an the BLMAO would be notified
immediately. Pursuant to 43 CFR 10.4, the operator must notify the BLMAO
by telephone, with written confirmation, immediately upon the discovery of
human remains, funerary items, sacred objects, or objects of cultural
patrimony. Further, the operator must stop all activities in the vicinityof the s
discovery until notifiedto proceed by the AO.

2. The operator will be responsible for informing all persons associated with this
project that they will be subject to prosecution for knowingly disturbing Native
American Indian shrines, historic and prehistoric archaeology sites, or for
collecting artifacts of any kind, including historic items and/or arrowheads and
pottery fragments from federal lands.

3. Survey all temporary use areas for the presence of cultural resources, including
withinthe road
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Visual Resources:
1. Utilizelow-profiletanks, if possible, particularlyon the Cane Creek 24-1

location.

TES Species:
1. Construction, drilling and completion operations willnot occur within ½ mile

of MSO nest locations, PACs, or prime habitat (unless cleared) between
March 1 and August 31.

2. Recommended: The locked gate on the road on the mine property that leads
to Big Chief Canyon should remain locked and a "No Trespassing" sign should
be posted at the gate.

3. Recommended: The operator should initiate discussions with the State of Utah
and Dead Horse Point State Park and offer to pay for and install a locked gate
to deter vehicle access to the dirt road that provides access to the MSO PAC
area through the park above Big Chief Canyon.

Migratory birds, including Raptors:
1. Conduct field surveys to determine the presence of nesting raptors prior to

commencement of drilling or construction activities during the raptor nesting
season.

2. Install flagging adjacent to active pits.

3. The following seasonal and spatial buffers.should be applied to occupied raptor
nests, as applicable to the project area. They have been developed and
successfully applied for several years with input from, and in coordination with,
the Utah Division of Wildlife Resources (UDWR) and the US Fish and Wildlife
Service USFWS 2002 Utah Field Office Guidelines for Raptor Protection from
the Human and Land Use Distrubances.
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Office within 24-

hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reportsshall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oiland Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notifiedwhen the well is placed in producing status. Such notificationmay be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the wellor after completion of
operations being performed, in accordance with43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field
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VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in untilthe gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the
lessor (BLM) shall be required for that portion of the gas that is vented/flared without approval
and which is determined to have been avoidably lost.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storage, Comminqling- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling (either down-hole
or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Officeprior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with the Moab Field Office
within thirty-days following completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Upon completion of
approved plugging, a regulation marker will be erected in accordance with 43 CFR 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Moab Field
Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Jack Johnson (435-259-2129) of the BLM Moab Field Office for the following:

2 days prior to beginning location and access construction;

1 day prior to spudding;

50 feet prior to reaching the surface casing and intermediate casing setting depths;

3 hours prior to testing BOPs.

If the person at the above number cannot be reached, notify the Moab Field Office at 435-259-

2100. If unsuccessful, contact the person listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained by calling the Moab Field Officeat
435-259-2100. Ifapproval is needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:
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STATE OF UTAH RECEIVED
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING JUNO7 2007

. . blV. UP UIL,GAS&MININGRequest to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek 24-1

API number: 043-019-31447

Location: NENW 24-26S-19E Qtr-Qtr Section: Township. Range:

Company that filed original application: Intrepid Oil & Gas LLC
Date original permit was issued: 3 / 8 |0 5
Company that permit was issued to: Babcock & Brown Energy Inc .

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill,remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

X Transfer approved Application for Permit to Drill to new H¡Wi-K Agent

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed? Federal Land X

Ifso, has the surface agreement been updated? N/A

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? X
Have therebeen any unit or other agreements put in place that could affect the permitting or operation of this X
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the X
proposed location?

Has the approved source of water for drilling changed? X

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? X

Is bonding still in place, which covers this proposed well? Bond No. COl395 X

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name(pleaseprint)Marie O'Keefe Title Production Reporting Manager

Signature Ghu ÔU Date 676(07
Representing (company name) Fidelity Exploration and Production

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.
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requirements for this location? X
Have therebeen any unit or other agreements put in place that could affect the permitting or operation of this X
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the X
proposed location?

Has the approved source of water for drilling changed? X

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? X

Is bonding still in place, which covers this proposed well? Bond No. COl395 X

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name(pleaseprint)Marie O'Keefe Title Production Reporting Manager

Signature Ghu ÔU Date 676(07
Representing (company name) Fidelity Exploration and Production

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.

STATE OF UTAH RECEIVED
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING JUNO7 2007

. . blV. UP UIL,GAS&MININGRequest to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek 24-1

API number: 043-019-31447

Location: NENW 24-26S-19E Qtr-Qtr Section: Township. Range:

Company that filed original application: Intrepid Oil & Gas LLC
Date original permit was issued: 3 / 8 |0 5
Company that permit was issued to: Babcock & Brown Energy Inc .

Check Desired Action:
one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill,remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

X Transfer approved Application for Permit to Drill to new H¡Wi-K Agent

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed? Federal Land X

Ifso, has the surface agreement been updated? N/A

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? X
Have therebeen any unit or other agreements put in place that could affect the permitting or operation of this X
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the X
proposed location?

Has the approved source of water for drilling changed? X

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? X

Is bonding still in place, which covers this proposed well? Bond No. COl395 X

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name(pleaseprint)Marie O'Keefe Title Production Reporting Manager

Signature Ghu ÔU Date 676(07
Representing (company name) Fidelity Exploration and Production

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.

STATE OF UTAH RECEIVED
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING JUNO7 2007

. . blV. UP UIL,GAS&MININGRequest to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek 24-1

API number: 043-019-31447

Location: NENW 24-26S-19E Qtr-Qtr Section: Township. Range:

Company that filed original application: Intrepid Oil & Gas LLC
Date original permit was issued: 3 / 8 |0 5
Company that permit was issued to: Babcock & Brown Energy Inc .

Check Desired Action:
one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill,remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

X Transfer approved Application for Permit to Drill to new H¡Wi-K Agent

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed? Federal Land X

Ifso, has the surface agreement been updated? N/A

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? X
Have therebeen any unit or other agreements put in place that could affect the permitting or operation of this X
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the X
proposed location?

Has the approved source of water for drilling changed? X

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? X

Is bonding still in place, which covers this proposed well? Bond No. COl395 X

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name(pleaseprint)Marie O'Keefe Title Production Reporting Manager

Signature Ghu ÔU Date 676(07
Representing (company name) Fidelity Exploration and Production

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.



CONFIDENTIAL
DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: FIDELITY E & P COMPANY

Well Name: CANE CREEK 24-1

Api No: 43-019-31447 Lease Type: FEDERAL

Section 24 Township 26S Range 19E County GRAND

Drilling Contractor RIG #

SPUDDED:
Date 06/16/07

Time

How DRY

Drilling will Commence:

Reporte<1by ED BUCHANAN

Telephone # (970) 778-3195

Date 07/02/07 Signed
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STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITYACTION FORM

Operator: FidelityExploration &Production Co. (agent) Operator Account Number: N 3155

Address: 1700 LincolnSt. Ste 2800

city Denver

state Co zip 80215 Phone Number: (720) 931-6435

Wall i
API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek 24-1 NENW 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

6/16/2007

Comments: CONFllENTIAL

wellA2PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

well3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single wellonly) Marie OKeefe

B - Add new well to existing entity (groupor unit well) Name Please Print) *
,

C - Re-assign well from one existing entity to another existing entity jg )
D - Re-assign well from one existing entity to a new entity igna re

E - Other (Explain in 'comments' section) RECEIVED Production Rptg Mgr. 7/12/2007
Title Date

tsraooo, JUL1 2 2007
DIV.0FOIL,GAS&
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tsraooo, JUL1 2 2007
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING

'
5 LEASEDESIGNATIONANDSERIALNUMBER:

UTU 65973

SUNDRY NOTICES AND REPORTS ON WELLS 6 IF INDIAN,ALLOTTEEOR TRIBE NAME:

N /A
7 UNITorCA AGREEMENT NAME:

Do not use thisform for proposals to drill newwells,significantly deepen existing wells below currentbottom-hole depth, reenterplugged wells, or to CANE CREEK UNIT
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL Q GAS WELL OTHER

8 WELL NAMEand NUMBER:

CANE CREEK UNIT 24-1
2.NAMEOFOPERATOR: 9 API NUMBER:

FIDELITY EXPLDRATION & PRODUCTION CO. 43-019-31447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1700 LINCOLN ST #289g DENVER CO s, 80203 303-893-3133 BIG FLAT
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 682 ' FNL & 2829 ' FEL COUNTY: GRAUD

QTRIQTR, SECTION, TOWNSHIP, RANGE. MERIDIAN:NENW 24-T26S-R19E STATE:
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTOREPAIR WELL

Appmrimate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION(STARTIRESUME) WATER SHUTOFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Shq Mt

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P (agent) set 40' of 20" (.25" W.T.) conductor pipe and
cemented to surface w/3 yds. Redi-Mix cement 6/16/07-6/17/07.

Ran 638.20', 15 JNTS of 48LB/FT, H-40, ST&C SRD 13-3/8" casing.
Pumped 20 BBLS fresh water ahead followed by 926.42/FT3 or 165 BELS
or 806 sx of class C cement with additives. 7/3/07.

EP i O TTE PTOdu'c7tian Reporting Mgr .

(This space for State use only)

RECEIVED
JUL2 62007

(5/2000) (See Instructions on Reverse Side)

DN.0FOlL,GAS&
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Pumped 20 BBLS fresh water ahead followed by 926.42/FT3 or 165 BELS
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EP i O TTE PTOdu'c7tian Reporting Mgr .
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(5/2000) (See Instructions on Reverse Side)

DN.0FOlL,GAS&

STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING

'
5 LEASEDESIGNATIONANDSERIALNUMBER:

UTU 65973

SUNDRY NOTICES AND REPORTS ON WELLS
6 IF INDIAN,ALLOTTEEOR TRIBE NAME:

N /A
7 UNITorCA AGREEMENT NAME:

Do not use thisform for proposals to drill newwells,significantly deepen existing wells below currentbottom-hole depth, reenterplugged wells, or to CANE CREEK UNIT
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
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O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit Original Form Only)
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Date of work completion:
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ITTIT 65973
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do notuse thisform for proposals to drill new wells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals CANE CREEy

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER

CANE UNIT 24-1
2. NAMEOF OPERATOR: 9. API NUMBER:

FTDET.TTY RXPT,ORATTON AND PROT)HCTTom en 43-019-31447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1703 LINCOLN §T STE 2800 DENVER, eg'O 80203| 303/893-31 3 BIG FLAT
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 682' FNL & 2829' FEL COUNTY: GRAND

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 2 4 -T 2 6 S-R1 9E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Appmximate date workwillsta CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL
(Submit OriginalForm Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Inte rme diate

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Og g Og og

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P (agent) Ran 105 joints of HCL-80, 40#/ft,
LT&C 8rd 9 5/8" casing, set at 4472.28.

Cement: Pump 20 bbls fresh water ahead fbilbwed by
843.5/ft3 or 150.22/bb1s or 350 sx of Life Premium-

SBM+0.25#/sx polyflake+5#/sx gilsonite+5#/sx cal
seal+3% salt cement. Density=12ppg, Yeild=2.41ft3/sx,
Water=13.68gal/sx followed by 994.5/ft3 or 177.12bbls or
850sx Premium class G+5%salt+0.125#/sx poly flake
+015%HR-5 cement. Density =15.8ppg, Yeild=1.17ft3/sx,
Water=5.1 gal/sx.

SNAGME(PLEASEPR TFTLE PAroduct Reporting Mgr.
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(Submit OriginalForm Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Inte rme diate

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Og g Og og

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P (agent) Ran 105 joints of HCL-80, 40#/ft,
LT&C 8rd 9 5/8" casing, set at 4472.28.

Cement: Pump 20 bbls fresh water ahead fbilbwed by
843.5/ft3 or 150.22/bb1s or 350 sx of Life Premium-

SBM+0.25#/sx polyflake+5#/sx gilsonite+5#/sx cal
seal+3% salt cement. Density=12ppg, Yeild=2.41ft3/sx,
Water=13.68gal/sx followed by 994.5/ft3 or 177.12bbls or
850sx Premium class G+5%salt+0.125#/sx poly flake
+015%HR-5 cement. Density =15.8ppg, Yeild=1.17ft3/sx,
Water=5.1 gal/sx.

SNAGME(PLEASEPR TFTLE PAroduct Reporting Mgr.
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NOTICE

Utah Oil and Gas Conservation General Rule R649-3-21 states that,

> A well is considered completed when the well has been adequately worked to be capable
of producing oil or gas or when well testingas required by the division is concluded.

> Within 30 days after the completion or plugging of a well, the followingshall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: Fidelity E&P Company Today's Date: 11/27/2007

Well: API Number: Drilling Commenced:

Cane Creek 24-1 drlg rpts/wcr 4301931447 06/16/2007

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding thismatter, please call (801) 538-5284.

cc: Well File
Compliance
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Foun 31tes UNITEDSTATES FORMAPPROVED
(April2004)' DEPARTMENTOF THE INTERIOR RECElVED E0 BÉÅcœÊ,OW

BUREAUOFLAND MANAGEMBIt0ABFIELDOFFilii5.LeaseSerialNo
SUNDRY NOTICES AND REPORT S UTU 6673

Do not use this form for proposals to drill o - r 29 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals- n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/or No.
Cane Creek Unit

1. Type o
Well O GmWeu Other 8. WellNameandNo.

Cane Creek Unit #24-1
2. Nameof Fidelity Exploration & Production Co. (Babcock and Brown) 9. API Well No.
3a Address 3b. PhoneNo.(includewea code) 43-019-31447

1700 Lincoln St., Suite 2800,Denver, CO 80202 303-893-3133 10.FieldandPool,or ExploratoryArea
4. LocationofWell (Footqge,Sec.,I, R.,M, or SurveyDescrrption) Wildcat

682' FNL and 2829' FE (NENW) Section 24-T268-R19E 11. Countyor Parish, State

Grand County, UT

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NØIICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidiz¢ De pen Prodnedon (Surt/Roume) WaterShut-Off
Noticeof Intent AlterCe ng FractureTreat Reclamadon Wei Integrhy

O SubsequentRepot Coing Repair NewConstruction Recomplete Other
ChangePlans PlugandAbandon TemporarilyAbandonO FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystateallpertinentdetails,includingestimatedstartingdateof anyproposedwork andapproximatedurationthereof
If the proposalisto deependirectionallyor recompletehorizontally,givesubsurfacelocationsandmeasuredandtrueveitical depthsof allpertinentmarkersandzones.
AttachtheBandunderwhich theworkwillbeperformedorprovidetheBondNo. onfilewithBLM/BIA.Requiredsubsequentreportsshallbe filedwithin30days
followingcompletionofthe involvedoperations.If theoperation results ina multiple completion or recompletion ina new interval,a Form3160-4shall be filedonce
testinghasbeencompleled.FinalAbandonmentNoticesshallbe filedonlyafterallrequirements,includingreclamation,havebeencompleted,andtheoperatorhas
determinedthatthesiteisready forfinalinspection.)

Due to the presence of lost circulation encountered at the original TD of 7850', the original weHbore was plugged back to 7307' and 7" casing
was run and cemented at 7307'. It is hereby proposed to re-drill the Cane Creek Shale horizontaHy as per the attached directional program. It
is anticipated that the 7" casing will be drilled out with a 6" bit to a kick off point of approximately 7350'. A target TVD of 7595' at an azimuth
of 145 degrees is anticipated. The actual directional program may be altered as dictated by hole conditions.

14. I hereby certify thattheforegoingistrue and corre
Name (Printed/Typed)

Dan HaH Title Agent

_THigSPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby gg gf 2"A Date
Conditionsof approval,if any,are attac . A val of thisnoticedoesnot w i3n of ReSOu rCOScertifythattheapplicantholds legalor equitabl tle to thoserightsinthe subj ease Office
whichwouldentitlethe applicantto conductoperationsthereon.
Title 18U.S.C.Section1001and Title43 US.C.Sectiœ1212,make it a crimeforanypersonknowinglyandwill ent or agency of the United
Statesanyfalse,fictitiousor fraudulent statementsor representationsas toanymatterwithin its jurisdiction.
(Instructionson page 2)

GAS&
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Dan HaH Title Agent

_THigSPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby gg gf 2"A Date
Conditionsof approval,if any,are attac . A val of thisnoticedoesnot w i3n of ReSOu rCOScertifythattheapplicantholds legalor equitabl tle to thoserightsinthe subj ease Office
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Sticky Note
The BLM received this change of plans and approved it in September 2007 -- before the date of the Well Completion Report (received by DOGM on 12/6/2007 and listed on page 102 of this well file).  DOGM received this change of plans on 12/17/2007 and approved it on 1/10/2008 (see page 110).  The change of plans occurred before the first completion was reported (i.e., it is a change of plans to the first APD).
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Pathfinder nergy Services (

Database: EDM 2003 16 Single User Ob LocalcoordinateReference: Well Cane Creek24-1

Company: Fidelity E&P Company TVD Reference: . NEW @ 6078 Oft

Project Grand Co
,

UT MD Reference: NEW @6078 Oft

Site: Sec 24-T26N-R19E North Reference: True

Well: . . Cane Creek 24-1 Survey Calculation Method: Minimum Curvature

Wellbore: Weilbore #1

Design: Plan #1

Project Grand Co UT

Map System: US State Plane 1983 System Datum: Mean Sea Level

Geo Datum: North American Datum 1983

Map Zone: Utah Central Zone

Site Sec 24-T26N-R19E

Site Position: Northing: 6,638,881.29ft Latitude: 38° 31' 55.992 N

From: Lat/Long Easting: 2,134,411.37ft Longitude: 109° 46' 23.952 W

Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.11 °

Well Cane Creek 24-1

Well Position +N/-S 0.0 ft Northing: 6,638,881.29 ft Latitude:
38° 31' 55.992 N

+El-W 0.0 ft Easting: 2,134,411.37 ft Longitude: 109° 46' 23.952 W

Position Uncertainty 0.0 ft Wellhead Elevation: ft Ground Level: 6,051.0ft

fÑÑ ËÊËÑllÑÊÑWellbore #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF200510 9/7/2007 11.42 64.69 51,863

Design Plan #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +N/-S +El-W Direction

(ft) (ft) (ft) (°)

0.0 0.0 0.0 146.00

Plan Sections

Measured Vertical Dogleg Build Turn

Depth Inclination Azimuth Depth +N/-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°/100ft) ( /100ft) (°l100ft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00

7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.00 0.00 0.00 0.00

7,755.0 94.30 145.00 7,595.4 -216.7 151.7 23.28 23.28 0.00 145.00

9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 0.00 0.00 0.00 0.00

9/10/2007 1:47:01PM Page 2 COMPASS 2003.16 Build
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Database: EOM 2003.16 Single User Ob Local Co-ordinate Reference: Well Cane Creek 24-1

Company: Fidelity E&P Company TVD Reference: NEN @ 6078.0ft

Project: Grand Co.. UT MD Reference; NEW @ 6078 Oft

Site: Sec 24-T26N-R19E North Reference: True

Well: Cane Creek 24-1 Survey Calculation Method: Minimurn Curvature

Wellbore: Wellbore #1

Design: PÍan #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn

Depth Inclination Azimuth Depth +NS +El-W Section Re Rate Rate

(II) {) (°) (ft) (ft) (ft) (ft) (°1100ft) (°/100ft) (°/100ft)

KOP I Start Build 23.28°

7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.28 23.28 0.00

7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0.00

7,400.0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00

7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00

7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7,460.0 25.61 145.00 7,456.4 -19.8 13.9 24.2 23.28 23.28 0.00

7,480.0 30.27 145.00 7,474.0 -27.5 19.2 33.5 23.28 23.28 0.00

7,500.0 34.92 145.00 7,490.9 -36.3 25.4 44.3 23.28 23.28 0.00

7,520.0 39.58 145.00 7,506.8 -46.2 32.4 56.4 23.28 23.28 0.00

7,540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 84.3 23.28 23.28 0.00

7,580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00

7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.28 0.00

7,620.0 62.86 145.00 7,569.0 -109.6 76.8 133.8 23.28 23.28 0.00

7,640.0 67.52 145.00 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72.17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00

7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00

7,700.0 81.49 145.00 7,593.4 -171.7 120.3 209.7 23.28 23.28 0.00

7,720.0 86.14 145.00 7,595.5 -188.0 131.7 229.5 23.28 23.28 0.00

7,740.0 90.80 145.00 7,596,1 -204.4 143.1 249.5 23.28 23.28 0.00

Start 1739.2 hold at 7755.0 MD
7,755.0 94.30 145.00 7,595.4 -216,7 151.7 264.5 23.28 23.28 0.00

7,800.0 94.30 145.00 7,592.0 -253.4 177.5 309.4 0.00 0.00 0.00

7,900.0 94.30 145.00 7,584.5 -335,1 234.7 409.1 0.00 0.00 0.00

8,000.0 94.30 145.00 7,577.0 -416.8 291.8 508.8 0.00 0.00 0.00

8,100.0 94.30 145.00 7,569.5 -498,5 349.0 608.5 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00

8,300.0 94.30 145.00 7,554.5 -661.9 463.4 808.0 0.00 0.00 0.00

8,400.0 94.30 145.00 7,547.0 -743.5 520.6 907.7 0.00 0.00 0.00

8,500.0 94.30 145.00 7,539.5 -825.2 577.8 1,007.4 0.00 0.00 0.00

8,600.0 94.30 145.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

8,700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00

8,800.0 94.30 145.00 7,517.0 -1,070.3 749.4 1,306.6 0.00 0.00 0.00

8,900.0 94.30 145.00 7,509.6 -1,152.0 806.6 1,406.3 0.00 0.00 0.00

9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00

9,100.0 94.30 145.00 7,494.6 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00

9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00

9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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(II) {) (°) (ft) (ft) (ft) (ft) (°1100ft) (°/100ft) (°/100ft)

KOP I Start Build 23.28°

7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.28 23.28 0.00

7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0.00

7,400.0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00

7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00

7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7,460.0 25.61 145.00 7,456.4 -19.8 13.9 24.2 23.28 23.28 0.00

7,480.0 30.27 145.00 7,474.0 -27.5 19.2 33.5 23.28 23.28 0.00

7,500.0 34.92 145.00 7,490.9 -36.3 25.4 44.3 23.28 23.28 0.00

7,520.0 39.58 145.00 7,506.8 -46.2 32.4 56.4 23.28 23.28 0.00

7,540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 84.3 23.28 23.28 0.00

7,580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00

7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.28 0.00

7,620.0 62.86 145.00 7,569.0 -109.6 76.8 133.8 23.28 23.28 0.00

7,640.0 67.52 145.00 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72.17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00

7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00

7,700.0 81.49 145.00 7,593.4 -171.7 120.3 209.7 23.28 23.28 0.00

7,720.0 86.14 145.00 7,595.5 -188.0 131.7 229.5 23.28 23.28 0.00

7,740.0 90.80 145.00 7,596,1 -204.4 143.1 249.5 23.28 23.28 0.00

Start 1739.2 hold at 7755.0 MD
7,755.0 94.30 145.00 7,595.4 -216,7 151.7 264.5 23.28 23.28 0.00

7,800.0 94.30 145.00 7,592.0 -253.4 177.5 309.4 0.00 0.00 0.00

7,900.0 94.30 145.00 7,584.5 -335,1 234.7 409.1 0.00 0.00 0.00

8,000.0 94.30 145.00 7,577.0 -416.8 291.8 508.8 0.00 0.00 0.00

8,100.0 94.30 145.00 7,569.5 -498,5 349.0 608.5 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00

8,300.0 94.30 145.00 7,554.5 -661.9 463.4 808.0 0.00 0.00 0.00

8,400.0 94.30 145.00 7,547.0 -743.5 520.6 907.7 0.00 0.00 0.00

8,500.0 94.30 145.00 7,539.5 -825.2 577.8 1,007.4 0.00 0.00 0.00

8,600.0 94.30 145.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

8,700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00

8,800.0 94.30 145.00 7,517.0 -1,070.3 749.4 1,306.6 0.00 0.00 0.00

8,900.0 94.30 145.00 7,509.6 -1,152.0 806.6 1,406.3 0.00 0.00 0.00

9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00

9,100.0 94.30 145.00 7,494.6 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00

9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00

9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Pathfinder nergy Services

Database: EDM 2003 16 Single User Db Local Co-ordinate Reference: Well Cane Creek 24-1

Company: Fidelity E&P Company TVD Reference: NEW @ 6078 Oft

Project Grand Co , UT MD Reference: NEW @ 6078 Oft

Sitei Sec 24-T26N-R19E North Reference: True

Well: Cane Creek 24-1 Survey Calculation Method: Minimum Curvature

Wellbore: . Wellbore #1

Design: Plan #1

Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting

- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL Cane Creek 24-1 0.00 0.00 7,465.0 -1,637.3 1,146.5 6,637,266.42 2,135,589.27 38° 31' 39.810 N 109° 46' 9.527 W

- plan hits target
- Point

Plan Annotations

Moasured Vertical Local Coordinates

Depth Depth +N/-S +El-W

(ft) (ft) (ft) (ft) Comment

7,350.0 7,350.0 0.0 0.0 KOP / Start Build 23.28°

7,755.0 7,595.4 -216.7 151.7 Start 1739.2 hold at 7755.0 MD
9,494.2 7,465.0 -1,637.3 1,146.5 TD at 9494.2
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Wellbore: . Wellbore #1

Design: Plan #1

Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting

- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude
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- Point

Plan Annotations

Moasured Vertical Local Coordinates

Depth Depth +N/-S +El-W

(ft) (ft) (ft) (ft) Comment

7,350.0 7,350.0 0.0 0.0 KOP / Start Build 23.28°

7,755.0 7,595.4 -216.7 151.7 Start 1739.2 hold at 7755.0 MD

9,494.2 7,465.0 -1,637.3 1,146.5 TD at 9494.2
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Company: FidelityE&P Companv
Project: Grand Co., UT PATRTINDER

Site: Sec.24-T26N-R19E
Well: Cane Creek 24-1

Wellbore: Wellbore #1
Plan: Plan #1 (Cane Creek 24-1/Wellbore #1)
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WELL DETAILS: Cane Creek 24-1

Ground Level: 6051.0
+NI-S +El-W Northing Easting Latittude Longitude Slot

C450
0.0 0.0 6638881.29 2134411.37 38° 31' 55.992 N 109° 46 23.952 W

SECTION DETAILS

Sec MD inc Azi TVD +N/-S +El-W DLeg TFace VSec Target

3600 1 0.0 0.00 0.00 0 0 0.0 0.0 0.00 0.00 0.0
2 7350.0 0.00 0.00 7350.0 0.0 0.0 0.00 0.00 0.0
3 7755.0 94.30 145.00 7595.4 -216.7 151.7 23.28 145.00 264.5
4 9494.2 94.30 145.00 7465.0 -1637.3 1146.5 0.00 0.00 1998.8

6750 ,,,,i,

WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LATILONG)

Name TVD +N/-S +El-W Northing Easting Latitude Longitude Shape
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STATE OF UTAH , 4. AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

6. IF INDIAN, ALLOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

la. TYPE OF WELL:
W LL

WAESLL DRY OTHER 7. UNITor CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

NE HORZ. EEP-
RY

FSFVR.
OTHER Cane Creek # 24-1

2. NAMEOF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301931447

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1700 Lincon st. ste 2800 ciTY Denver STATE CO w 80203 (303) 893-3133 Big Flat
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

. MERIDIAN:
ATSURFACE: 682 FNL2829 FEL Honzontal lateral #1 NENW 24 26S 19E
AT TOP PRODUCING INTERVALREPORTED BELOW: NENW

AT TOTAL DEPTH: O'4 ( ) >\
GCOUNTdY 13. STATE

UTAH

14.7D/AT/E200UDDED: 15 T3ETD 07EACHED: 16. DATE c20MPLETED:
ABANDONED READYTO PRODUCE

17. ELE0VATIONS(DF, RKB, RT, GL)

18. TOTALDEPTH: MD 8,294 19. PLUG BACKT D.: MD 8,245 20. IF MULTIPLECOMPLETlONS, HOW MANY? * 21. DEPLUHGSREIDGE MD

TVD TVD 7,606 TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED7 NO YES (Submit analysis)See Attached list ( CR , O WAS DST RUN7 NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEOONF
S

CKES VOLSWMRE
BL) CEMENT TOP ** AMOUNTPULLED

24 20 H-40 48 0 40 Classg 3 167 GL (CIR)
17.5 13.37 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9.625 HClu 40 0 4,472 Class 1,2(g 177 3580' (TS)
8.5 7 P-18 26 0 6,334 Class 768 160 3000(CBL)
8.5 7 P-1g 29 6,334 7,307 Classg 28 6
6 4.5 13.5 7,058 8,290 Classg 141 37 7058 (CAL)
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.87 6,973 7,030 2.87 | 7,045 2.37 7,570
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SgZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 7,650 7,680 7,650 7,680 .29 120 open Squeezed

(8) Cane Creek 7,710 7,834 7,710 7,834 .29 496 open 2 Squeezed

(c) Cane Creek 7,860 8,100 7,860 8,100 .29 960 open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSOUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

GL-4472.28 295 sx Premium class G & 350 sx 50/50 Pozmix & 150 sx Premium cIss G ( total 795 sx cmt squeeze

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY
PfOd ucingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

RECEIVED
(5/2000) (CONTINUEDON BACK) DECO8 2007

DIV.0FOlt.,GAS&
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HOLE SIZE SIZE/GRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEOONF
S

CKES VOLSWMRE
BL) CEMENT TOP ** AMOUNTPULLED

24 20 H-40 48 0 40 Classg 3 167 GL (CIR)
17.5 13.37 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9.625 HClu 40 0 4,472 Class 1,2(g 177 3580' (TS)
8.5 7 P-18 26 0 6,334 Class 768 160 3000(CBL)
8.5 7 P-1g 29 6,334 7,307 Classg 28 6
6 4.5 13.5 7,058 8,290 Classg 141 37 7058 (CAL)
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.87 6,973 7,030 2.87 | 7,045 2.37 7,570
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SgZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 7,650 7,680 7,650 7,680 .29 120 open Squeezed

(8) Cane Creek 7,710 7,834 7,710 7,834 .29 496 open 2 Squeezed

(c) Cane Creek 7,860 8,100 7,860 8,100 .29 960 open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSOUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

GL-4472.28 295 sx Premium class G & 350 sx 50/50 Pozmix & 150 sx Premium cIss G ( total 795 sx cmt squeeze

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY
PfOd ucingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

RECEIVED
(5/2000) (CONTINUEDON BACK) DECO8 2007

DIV.0FOlt.,GAS&

donstaley
Text Box
Horizontal lateral #1



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALB (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

11/8/2007 RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OlL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

11/8/2007 RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALD (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
31 SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth intervat
tested, cushionused, time tool open, flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Cane Creek 7,650 7,680 Organic shale and some dolomite silt
Cane Creek 7,710 7,834 Organic shale and some dolomite silt
Cane Creek 7,860 8,100 Organic shale and some dolomite silt

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALB (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

11/8/2007 RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OlL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

11/8/2007 RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS

8 3,400 3,350 RATES: 668 0 Flowing
INTERVALD (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
31 SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth intervat
tested, cushionused, time tool open, flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Cane Creek 7,650 7,680 Organic shale and some dolomite silt
Cane Creek 7,710 7,834 Organic shale and some dolomite silt
Cane Creek 7,860 8,100 Organic shale and some dolomite silt

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS
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CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
31 SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth intervat
tested, cushionused, time tool open, flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Cane Creek 7,650 7,680 Organic shale and some dolomite silt
Cane Creek 7,710 7,834 Organic shale and some dolomite silt
Cane Creek 7,860 8,100 Organic shale and some dolomite silt

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
31 SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth intervat
tested, cushionused, time tool open, flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Cane Creek 7,650 7,680 Organic shale and some dolomite silt
Cane Creek 7,710 7,834 Organic shale and some dolomite silt
Cane Creek 7,860 8,100 Organic shale and some dolomite silt

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
31 SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth intervat
tested, cushionused, time tool open, flowing and shut-inpressures and recoveries.
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35. ADDITIONALREMARKS (include plugging procedure)
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NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Flared
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35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Stephanie Masters TITLE Operations Technician

SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Cane Creek 7,650 7,680 Organic shale and some dolomite silt
Cane Creek 7,710 7,834 Organic shale and some dolomite silt
Cane Creek 7,860 8,100 Organic shale and some dolomite silt
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SIGNATU DATE 12/4/2007

This report must ubmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
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• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



22. Type electric & other mechanical logs run on the Cane Creek 24-1

Star Resistivity Imaging Log

Compensated Z-Densilog
Compensated Neutron Log
Gamma Ray log
Caliper Log

Minilog/ Gamma Ray

Gamma Ray Pass

Temperature Noise Log

Multipole Array Acoustilog
Dynamic Rock Mechanical Properties

Temperature Noise Log
Temperature Noise Log

Multipole Array Acoustilog
Compressional &Shear wave slowness
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Directional Survey CC 24-1

MD INC AZI
7360 0 0
7390 1.67 251.98
7402 2.02 237.3
7434 2.64 245.82
7465 6.95 145.82
7497 16.8 138.25
7529 25.85 142.2
7561 34.82 145.72
7593 39.57 140.18
7625 47.92 140.79
7656 55.93 143.26
7688 64.98 143.78
7720 74.13 145.72
7752 81.78 146.42
7784 88.99 145.1
7815 92.77 144.66
7847 94.79 144.93
7878 95.67 145.63
7911 95.5 145.45
7943 95.14 144.37
7975 95.06 145.19
8007 95.32 146.06
8038 95.58 145.72
8070 97.34 147.12
8102 97.08 147.39
8133 99.19 147.74
8165 99.28 148.62
8197 98.75 148.27
8228 98.93 148.88
8294 98.93
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Fedelity Oil Corporation Field Notes **l"
1 I - - - W I Formation: Sandstone
Start Test Date: 2007/12/11 Field Measu rements Job Number: 1

Clock Tubing Tubing Static Diff Meter Gas Cum. Cond Cond Cum.

Date Time Pres Temp Pres Pres Temp Orifice Rate Gas Vol Rate Cond

mm/ddlyyyy hh:mm:ss psi(g) °F psi(g) in of H2O °F in MMCF/D MMCF bbl bbild bbl

1 12/11/2007 07:00:00 IPS ARRIVE ON LOCATION
2 07:15:00 CONDUCT SAFETY MEETING
3 0:00 SHUT IN WELL TO RIG INNES EQUÏÑIGÑNT
4 13:30:00 OPEN WELL TJ TEST EQUIPMENT
5 14:00:00 1000 64 150 0.1 37 1.000 0.025 0.007 0.00 0.000 0.00
6 14:30:00 950 64
7 15:00:00 1000 56 200 0.2 39 1.000 0.040 0.009 6 44.000 6.00
8 15:30:00 1000 66
9 16:00:00 950 63 400 0.3 41 1.000 0.069 0.011 9.49 227.760 15.49

10 16:30:00 950 66
11 17:00:00 900 66 600 0.4 43 1.000 0.099 0.014 9.49 227.760 24.98
12 17:30:00 900 72
13 12/11/2007 18:00:00 900 71 720 0.5 46 1.000 0.121 0.019 9.49 227.760 34.47
14 18:30:00 900 63
15 19:00:00 900 64 840 0.5 59 1.000 0.130 0.024 8.44 202.560 42.91
16 19:30:00 900 69
17 20:00:00 900 64 895 0.5 42 1.000 0.138 0.030 8.44 202.560 51.35
18 20:30:00 925 69
19 21;00:00 950 63

_ _

860 0.5 51 1.000 __ 0.133 0.035 8.44 202.¾0 59.79
20 21:30:00 950 69
21 22:00:00 975 57 840 0.5 52 1.000 0.131 0.041 8.44 202.560 68.23
22 22:30:00 990 69
23 23:00:00 925 63 780 0.5 68 1.000 0.123 0.046 6.33 151.920 74.56
24 23:30:00 890 61
25 12/12/2007 00:00:00 890 65 790 0.5 51 1.000 0.127 0.051 6.33 151.920 80.89
26 00:30:00 900 59

2007/12/11 07:00:00 To 2007/12/12 06:00:00
Gas 0.083 Cum. 0.083 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 112.540 Cum. 112.540 bbl
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2 07:15:00 CONDUCT SAFETY MEETING
3 0:00 SHUT IN WELL TO RIG INNES EQUÏÑIGÑNT
4 13:30:00 OPEN WELL TJ TEST EQUIPMENT
5 14:00:00 1000 64 150 0.1 37 1.000 0.025 0.007 0.00 0.000 0.00
6 14:30:00 950 64
7 15:00:00 1000 56 200 0.2 39 1.000 0.040 0.009 6 44.000 6.00
8 15:30:00 1000 66
9 16:00:00 950 63 400 0.3 41 1.000 0.069 0.011 9.49 227.760 15.49

10 16:30:00 950 66
11 17:00:00 900 66 600 0.4 43 1.000 0.099 0.014 9.49 227.760 24.98
12 17:30:00 900 72
13 12/11/2007 18:00:00 900 71 720 0.5 46 1.000 0.121 0.019 9.49 227.760 34.47
14 18:30:00 900 63
15 19:00:00 900 64 840 0.5 59 1.000 0.130 0.024 8.44 202.560 42.91
16 19:30:00 900 69
17 20:00:00 900 64 895 0.5 42 1.000 0.138 0.030 8.44 202.560 51.35
18 20:30:00 925 69
19 21;00:00 950 63

_ _

860 0.5 51 1.000 __ 0.133 0.035 8.44 202.¾0 59.79
20 21:30:00 950 69
21 22:00:00 975 57 840 0.5 52 1.000 0.131 0.041 8.44 202.560 68.23
22 22:30:00 990 69
23 23:00:00 925 63 780 0.5 68 1.000 0.123 0.046 6.33 151.920 74.56
24 23:30:00 890 61
25 12/12/2007 00:00:00 890 65 790 0.5 51 1.000 0.127 0.051 6.33 151.920 80.89
26 00:30:00 900 59

2007/12/11 07:00:00 To 2007/12/12 06:00:00
Gas 0.083 Cum. 0.083 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 112.540 Cum. 112.540 bbl
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Fedelity OC poration Field Notes **""
1 I - - - W I Formation: Sandstone
Start Test Date: 2007/12/11 Field Measureme nts Job Number: 1

Clock Tubing Tubing Static Diff Meter Gas Cum. Cond Cond Cum.

Date Time Pres Temp Pres Pres Temp Orifice Rate Gas Vol Rate Cond

mm/ddlyyyy hh:mm:ss psi(g) °F psi(g) in of H2O °F in MMCF/D MMCF bbl bblld bbi

27 12/12/2007 01:00:00 SHUT WELL IN TO CHANGE CHOKE FROM 8/64 TO 10/64.
28 01:00:00 850 59(__790 __ 0.5 _51(__LOpp 0.127 _0051 __6.33

29 01:10:00 OPEN WELL TO FLOWTHROUGH SEPERATORON 10/64 CHOKE.
30 01:10:00 875 57
31 01:30:00 850 65
32 02:00:00 850 64 760 0.5 59 1.000 0.123' 0,057 6.33 151.920 87.22
33 02:30:00 795 64
34 03:00:00 810 63 780 0.5 59 1.000 0.124 0.062 6.33 151.920 93.55
35 03:30:00 850 64
36 04:00:00 830 67 775 1.0 55 1.000 0.176 0.068 6.33 151.920 99.88
37 04:30:00 850 62
38 05:00:00 850 63 760 1.0 50 1.000 0.176 0.075 6.33 151.920 _106.21
39 05:30:00 840 59
4 12/12/2007 06:00:00 860 61 780 1.0 48 1.000 0.179 0.083 6.33 151.920 112.54
41 06:30:00 860 60 ,

42 07:00:00 840 54 795 1.0, 49 0.180 0.090 2.11 50.640 114.65
43 07:30:00 835 48
44 08:00:00 850 56 820 1.0 60 0.180 0.098 2.11 50,640 116.76
45 08:30:00 850 59 i I

46 09:00:00 860 54 840; 1.0\ 59 0.183 0.105 3.17 76.080 119.93
47 | 09:30:00 800 57
48 10:00:00 800 64 780 1.0 55 0.177 0.113 3.17 76.080 123.10
49 10:30:00 800 62
50 11:00:00 SHUT IN WELL TO INCREASE CHOKE TO A 12/64TH
51 _ 1 00:00 800 _68 __199 1 (____5§ RJÏT] 29 3.17 76 080 _ 126.2T
52 11:05:00 OPEN WELL UP TO SEPERATOR

2007/12/11 07:00:00 To 2007/12/12 06:00:00
Gas 0.083 Cum. 0.083 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 112.540 Cum. 112.540 bbl
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Fedelity Oli Corporation Field Notes ***
i I - - - W I Formation: Sandstone
Start Test Date: 2007/12/11 Field Measu rements Job Number: 1

Clock Tubing Tubing Static Diff Meter Gas Cum. Cond Cond Cum.

Date Time Pres Temp Pres Pres Temp Orifice Rate Gas Vol Rate Cond

mm/ddlyyyy hh:mm:ss psi(g) °F psi(g) in of H2O °F in MMCFID MMCF bbl bbild bbi

53 12/12/2007 11:30:00 800 65
54 _ _ 12 00:00 825 67 800 ___ 0.7 54 __ 0.150

_

0.127 3.17 76.080 129.44
55 12:30:00 840 63
56 12:45:00 SHUT IN WELL / END OF TEST

2007/12/12 06:00:00 To 2007/12/12 12:45:00
Gas 0.044 Cum. 0.127 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 16.900 Cum. 129.440 bbl
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mm/ddlyyyy hh:mm:ss psi(g) °F psi(g) in of H2O °F in MMCFID MMCF bbl bbild bbi

53 12/12/2007 11:30:00 800 65
54 _ _ 12 00:00 825 67 800 ___ 0.7 54 __ 0.150

_

0.127 3.17 76.080 129.44
55 12:30:00 840 63
56 12:45:00 SHUT IN WELL / END OF TEST

2007/12/12 06:00:00 To 2007/12/12 12:45:00
Gas 0.044 Cum. 0.127 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 16.900 Cum. 129.440 bbl

FieldNotes32" Ver2.COO
C:\Fast\FieldNotes32\Reports\Fidelity 24-1.Ft.D 10-Dec-09 Page

Fedelity Oli Corporation Field Notes ***
i I - - - W I Formation: Sandstone
Start Test Date: 2007/12/11 Field Measu rements Job Number: 1

Clock Tubing Tubing Static Diff Meter Gas Cum. Cond Cond Cum.

Date Time Pres Temp Pres Pres Temp Orifice Rate Gas Vol Rate Cond

mm/ddlyyyy hh:mm:ss psi(g) °F psi(g) in of H2O °F in MMCFID MMCF bbl bbild bbi

53 12/12/2007 11:30:00 800 65
54 _ _ 12 00:00 825 67 800 ___ 0.7 54 __ 0.150

_

0.127 3.17 76.080 129.44
55 12:30:00 840 63
56 12:45:00 SHUT IN WELL / END OF TEST

2007/12/12 06:00:00 To 2007/12/12 12:45:00
Gas 0.044 Cum. 0.127 MMCF
Oil 0.000 Cum. 0.000 bbi
Water 0.000 Cum. 0.000 bbl
Condensate 16.900 Cum. 129.440 bbl

FieldNotes32" Ver2.COO
C:\Fast\FieldNotes32\Reports\Fidelity 24-1.Ft.D 10-Dec-09 Page



Status=0Status=0Status=0Status=0Status=0Status=0Status=0



Femt31&5 UNITEDSTATES(Apäl2004) DEPARTMENTOFTHEINTERJOR 'RECEiVED ExpimMarcMDCO7
BUREAUOFLAND MANAGEMFËÛÅ$QÛËFÍÛ5.lmSdNo

SUNDRY NOTICES AND REPORT W LS DIE 66973

Do not use this form for proposals to drill w - nÉergi B 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals- n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side.. 7. IfUnitorCA/Ageement,Nameand/orNo.

Cane Creek Unit
i Typeof

flWell GasWell Ohr 8. Wel1NameandNa
Cane Creek Unit#24-1

1 NameofOpentor Fidelity Exploration & Production Co. (Babcock and Brown} 9. API Well No.

31 Address 3b. PhoneNo. (include area cod) 43-019-31447

1700 Lincola St., Suite 2800, Denver, CO 80201 303-893-3133 10.FieldandPool, Explora Area 17 a
4. Locationof Well (Footage,Sec , T. R.,M, or SwveyDescripnon)

687 FNL and 2829' FEL (NENW) Section 24-T26S-R19E I1. CountyorParish, state

Grand County, UT

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OFNOTICE, REPORT, OROTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize Deenen Production (Stalt/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentRepoit Casing Repaa NewConstnicdon Recomp 06er
ChangePlans PlugandAbandon TempomrûyMandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. ÖescribeProposedorCompletedOperation(elearlystateallpertinentdetails,inettidingestimatedstattingdateofany proposedworkandappoximate durationthereof
If theproposalis todeependirectionallyarrecompletehorizontally,givesubsurfacelocationsand rneasuredand true verticaldepthsofall pertinentmadcersandzones.
Attach theBondunderwhich thework will beperformedor providetheBondÑo.on fÄcäittrBINÜŠlA R tiiàÏttsubsguentreportsshallbe filedwithin30 days
followingcompletionof theinvolvedoperations.Ifthe operationresultsina multiplecompletionorrecompletioninanew interval,aForm 3160-4shallbe filedonce
testinghas beencompleted.FinalAbandonmentNoticesshallbefiledonlyafterall requirements,includingteclamation,havebeencompleted,andtheoperatorhas
determinedthat thesiteisreadyforfinal inspectÍOlL)

Due to the presence of lost circulation encountered at the original TD of ', the original weUbore was plugged back to 7307 and 1" casing
was run and cemented at 7307. It is hereby proposed to re-drill the Cane Creek Shale horizontally as per the attached directional program. It
is anticipated that the T' casfrig wiDbe driHed out with a 6" bit to a kick off point of approxirnately 1350', A target TVD of7595' at an azimuth
of 145 degrees is anticipated. Theactual directional program may be altered as dictated by hele conditions.

Approvedby the
Utah Divisionof

Oil,Gas and Mining
COPY SENF
Date:
Inn: Date: M iO -

By:
14. I herebycertify that the foregoingis trueandcorr

Name (Printed/Typed)
Dan Hall TËtleAgent

THI SP CE FOR FEDERAL OR STATE OFFICE USE

Approvedly Tifl .
Date ‡z'Ÿ 07

Cond¿tionsof approval,ifany, are a
.

. A al of this noticedoesno
certifythattheapplicantholds legalor equitab tothoserightsin thesubjeRSËW&f Ï ROSOUTCOS
whichwould entitlethe applicantto conductoperationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.CSection1212,makeit a crime forany personknowinglyand willfullyto maketo any departmentor agency of the United
Statesany false,fictitiousor frandulent statementsorrepresentationsas toanymatterwithinitsjurisdiction.
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THI SP CE FOR FEDERAL OR STATE OFFICE USE
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donstaley
Sticky Note
The BLM received this change of plans and approved it in September 2007 (see page 96) -- before the Utah Division of Oil, Gas and Mining received the Well Completion Report on 12/6/2007 (listed on page 102 of this well file).  DOGM received the change of plans on 12/17/2007 and approved it on 1/10/2008 (this page).  It is a change of plans to the 1st APD.
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EDM 2003.16 Single User Db WM C e Cree 2M
Fidelity E&P Company EW g 6075,0ft

Grand Co., UT NEW @6078 Oft
Sec.24-T26N-R1eE True
Cane Creek 24-1 Úo Minim m Gurvature
WeXbore #1
Plan #1

KOP TStart Bulld 23.28'
7,350,0 0.00 0.00 7,350.0 0 C OO O 0 0.00 0 00 0 00

7,360.0 2.33 145.00 7,380.0 -0,2 0.1 0.2 23.28 23.28 0.00
7,380.0 6,98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0.00
7,400,0 1L64 145.00 7,399.7 -4.1 2.9 5.1 23,26 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 6.7 9.9 23.28 23,28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460.0 25.61 145,00 7,45ô.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25.4 44.3 23.28 23.28 0.00
7,520.0 39.58 145.00 7,506.8 -462 32.4 56.4 23,28 23.26 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 89,8 23.28 23,28 0.00

7.560.0 48.69 145.00 7,535.4 -69.0 48.3 84.3 23.28 23.28 0.00
7,580.0 53.55 145.00 7,547.9 .81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.28 0.00
7,620.0 62,86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.26 0.00
7.640.0 67.52 145.00 7,577,4 -124.5 87.2 152.0 23,28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 78,83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145,00 7,593.4 -171.7 120.3 209.7 23.28 23.28 0.00
7720.0 66.14 145,00 7,595.5 -188.0 131,T 229.6 23.28 23.26 0.00
7,740,0 90.80 145.00 7,596.1 -204.4 143.1 249.5 23.28 23.26 0.00

Start.1739.2 hold at 7755.0 MD
7,755.0 94.30 145.00 7,ÑS.4 -21â.7 151.7 2 .5 23. 23.2 0.00
7,800,0 94.30 145.00 7,592.0 -253.4 177.5 309.4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 508.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,569.5 -498.5 349,0 608.5 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 146.00 7,554,5 -661,9 463.4 808.0 0.00 0.00 0.00
8,400.0 94.30 145.00 7.547.0 -743.5 520.6 907.7 0.00 0.00 0.00
8,500.0 94.30 145.00 7,539.5 -825.2 577.8 1,007.4 0.00 0.00 0.00
8.600,0 94.30 145.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

8,700.0 94.30 145.00 7,524.5 -968.6 692.2 1,208.9 0.00 0.00 0.00
8,800.0 94.30 146.00 7,51TO -1,070.3 749,4 1,306,6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509.8 -1,152.0 606.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.5 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0,00 0,00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 1,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145,00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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7.560.0 48.69 145.00 7,535.4 -69.0 48.3 84.3 23.28 23.28 0.00
7,580.0 53.55 145.00 7,547.9 .81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.28 0.00
7,620.0 62,86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.26 0.00
7.640.0 67.52 145.00 7,577,4 -124.5 87.2 152.0 23,28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 78,83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145,00 7,593.4 -171.7 120.3 209.7 23.28 23.28 0.00
7720.0 66.14 145,00 7,595.5 -188.0 131,T 229.6 23.28 23.26 0.00
7,740,0 90.80 145.00 7,596.1 -204.4 143.1 249.5 23.28 23.26 0.00

Start.1739.2 hold at 7755.0 MD
7,755.0 94.30 145.00 7,ÑS.4 -21â.7 151.7 2 .5 23. 23.2 0.00
7,800,0 94.30 145.00 7,592.0 -253.4 177.5 309.4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 508.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,569.5 -498.5 349,0 608.5 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 146.00 7,554,5 -661,9 463.4 808.0 0.00 0.00 0.00
8,400.0 94.30 145.00 7.547.0 -743.5 520.6 907.7 0.00 0.00 0.00
8,500.0 94.30 145.00 7,539.5 -825.2 577.8 1,007.4 0.00 0.00 0.00
8.600,0 94.30 145.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

8,700.0 94.30 145.00 7,524.5 -968.6 692.2 1,208.9 0.00 0.00 0.00
8,800.0 94.30 146.00 7,51TO -1,070.3 749,4 1,306,6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509.8 -1,152.0 606.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.5 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0,00 0,00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 1,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145,00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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EDM 16 Single ÙserDb Locy a eyede WÑlCane Cre
Fidelity E&P Company ce NEW @6078.04

Grand Co , UT NEW@6078.0ft
Sec.2+T26N-R19E True
Cane Creek 24-1 Ic e c MÍnimumCurvature
Wellbore#1
Plan #1
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494.2 7,s65.0 -1,637.3 1,146.5 TD at 9494.2
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Company: Fidelity E&P Company
Project Grand Co ,

UT
Site: Sec.24-T26N-R19E
Well: Cane Creek 24-1

Wellbore: Weilbore #1
Plan: Plan #1 (Cane Creek 24-1/Wellbore #1)

5100 T Azimuths to True Ned

10ÛC
Magnetic North: 11 42

rw aww
Magnetic Fiel

SHL; 682' FSL & 2829 FWL Strength: 51883.3snT
5250 Sec.24-T26N-R19E Dip Angle: 64.69°

PSHL: 955.3' FNL & 39753 FWL Date 9En2007 I

500 See.25-T2ôN-R19E -- Model: [GRF200510

5400

seco OP / Start SviJd 23 29

-500

5700
Start 1739.2 hold at 7755 O MD

Cane C"eek 24-1/Plag

5850 I PSHL Cane C eek 24-1

1500- --

6000 To at 9494.2

2000

6150 ' l''I'lll'
-2000 -1600

-1000 -500 0 500 1000 1500 2000 2500
West(-)/East(+) (1000 ftlin)

63" WELL DETAILS:Cane Creek 2 i

Ground Levet 6051.0
+N/-5 +ET-W No<thing Easting Latiltude Longitude Slot

$450 0.0 0.0 6638881,29 2134411.37 38 31 55 992 N 1 9* 46 23.952 W

SECTION DETAILS

See MD me Azi TVD +NI-S +El-W OLeg TFace VSec Target
6600 1 o.c 0.00 o.co 00 o.o 00 o.ac o.cco.o

2 7350,0 0.00 0.00 7350 0 0.0 0.0 0.00 0.00 0.0
3 7755,0 94.30 145.00 7595.4 ~216.7 151.7 23.28 145.00 264,5
4 9494.2 94.30 145.00 7485.0 -163T3 1148,5 0.00 0.00 1998.8

675
WELLBORE TARGET DETAlLS (MAP CO-ORDINATES AND LAT)LONG)

Name TVD +Ni-S +E/.W Northing Easting Latitude Lengttede SMpe

PBHL Cane Creek 24-1 7456.0 -1ô3L3 1146.5 6ô37266,42 2135589,27 38° 37 39,810 N 109° dŒ 9.527 W Pdat

ATIONS

TVD MD Annotation
7350.0 7350.0 KOP / Start Build 23 28"
7595A 7755,D Stati 3739.2 hold al 7755 0 MO
746$.0 9494,2 TD at 9494 2

KOP / Start Beitd23.28"

7200

Cane Creek 24 1/PI 41

7350
Star17392nodal7755.0MD

BHL Cane Creek 24 1

7800 , , i .

O 150 300 450 600 750 900 1050 1200 1350 1500 1650 1800 1950

Vertica Section at 145.00 (300
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(1/7/2 namWÏason- RE: Cane Creek 24-1 Page i

From: "Masters, Stephanie" <stephanie.masters@fidelityepco.com>

To: "Diana Mason" <dianawhitney@utah.gov>

Date: 1/7/2008 2:30 PM
Subject: RE: Cane Creek 24-1
Attachments: 20080107142852500.tif

Good afternoon Diana,
Iwanted to give you the bottom hole location on the Cane Creek 24-1
well is Sec 24 1284 FNL & 2414 FEL

On the sundry that had original TD of 7850' not 7700' can I just cross
it out and change it or does it need re submitted?

I have attached the sundry if it can just be crossed out and changed.

Thank you for your time.

Stephanie Masters
Operations Technician II
Fidelity Exploration & Production Co.
2585 Heartland Drive
Sheridan Wy 82836
(307)-675-4924

-----Original Message---
From: Diana Mason [mailto:dianawhitney@utah.gov]
Sent: Friday, January 04, 2008 8:10 AM
To: Masters, Stephanie
Subject: Re: Cane Creek 24-1

Hi Stephanie,

It does not say what the new bottom hole location is on thissundry.
Also, this well was approved to 7700' and not 7850' which is stated in
the sundry notice. Will you fix and e-mail me the corrected sundry?

Thank you,
Diana

>>> Dustin Doucet 12/28/2007 4:51 PM >>>

Stephanie,

I thinkthis willdo to start with. Brad Hilland Diana Mason will be
processing this and may need something else, I am copyingthem on this
email and maybe they can tellyou if they need anything else for their
review. They are both out of the office today,but hopefully will be
able to help you next week if anything further is required. I hope this
helps. Thanks.

Dustin

Dustin K. Doucet
Petroleum Engineer
Utah Division of Oil, Gas and
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FIDELITY
Exploration&ProductionCompany

January 9, 2008

Diana Mason
State of Utah
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Directional Drilling R649-3-11

Cane Creek # 24-1 -Section 24 682' FNL, 2829 FEL (Surface)

Section 24 1284' FNL, 2412 FEL (Bottom hole)
Grand County, Utah

Dear Diana Mason,
Pursuant to the filing of Intrepid Oil & Gas LLC application for Permit to drill regarding
the above referenced well on September 20, 2007, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-ll pertaining to the exception to
location and sitting of wells.

• Cane Creek #24-1 well is located within the proposed Cane Creek Federal Unit
Area.

• Due to the presence of lost circulation encountered at the original TVD of 7700',
the original well bore was plugged back to 7307'TVD or 8210' MD and 7" casing
was run and cemented at 7307'TVD. It was proposed at that time to re-drill the
Cane Creek shale horizontally as per the attached directional program that
anticipated the kick off point of approximately 7350'TVD; a target TVD at an
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Pathfinder nergy Services

EDM 2003 18 Single D er Db WellCäpe Creek 24-t

Fidelity EiP Compan NEW@€0760ft
Grand Co. ÙT ÑEW @ 6078.0ft
Sec.2 T26N-RtBE Tru
Cane Creek 24-1 MinimumCurvature
Wellbore #1
Plan #t

Map System US State Plane 1983 System Datum Mean Sea Level
Geo Datum: North AmericanDatum 1983
Map Zone: Utah Central Zone

6

Site Position: Northing: 6 638.861.29ft Latitude: 38 31' 55 992 N
From: Lat/Long Easting: 2 134,411.37ft Longitude: 109 46' 23.952 W
Position Uncertainty 0 0 ft S[ot Radius: " Grid Convergence 1, ti

Weu Position +NI-S 0.0 ft Northing; 6 638,881.29 ft Latitude: 38 31' SS 992 N
+El-W 0.0 ft Easting; 2 134,411.37 ft Longitude: 109 46 23 952 W

Position Uncertainty 0.0 ft Wenhead Elevation: ft Ground Level: 6 051 0 ft

GRF200510 9/7/2007 11 42 64.69 51 863

ML
Audit Notes:

0.0 0.0 0.0 145.00

0 0 0.00 0.00 0.0 0.0 0.0 0 00 0.00 0.00 0.00
7,350 0 0.00 0.00 7,350.0 0.0 0.0 0.00 0.00 0.00 0.00
7,755.0 94.30 145.00 7,595.4 -216.7 151.7 23,28 23.28 0.00 145.00
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 0.00 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.8 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.8 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.8 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.8 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
9,000.0 94.30 145.00 7,502.1 -1,233.7 863.8 1,506.0 0.00 0.00 0.00
9,100.0 94.30 145.00 7,494.8 -1,315.3 921.0 1,605.7 0.00 0.00 0.00

9,200.0 94.30 145.00 7,487.1 -1,397.0 978.2 1,705.4 0.00 0.00 0.00
9,300.0 94.30 145.00 7,479.6 -1,478.7 1,035.4 1,805.2 0.00 0.00 0.00
9,400.0 94.30 145.00 7,472.1 -1,560.4 1,092.6 1,904.9 0.00 0.00 0.00

TD at 9494.2
9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00
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Patlifincier nergy Services

EDM 2003 16Single User Db Well Cane Creek24-1

n Fidelity E&P Company ÑEWg.6078,0ft
. Grand Co., UT NEW @ 6078]Nt

Sec.24-T26N-R19E True .
Cana Creek 24-1 Minimum Curvature
Wellbore #1
Plan #1

KOP I start Build 23.28'
7,350.0 0.00 0.00 7,350.0 0.0 0.0 0.0 0.00 0.00 0.00

7,360.0 2.33 145.00 7,360.0 -0.2 0.1 0.2 23.26 23.28 0.00
7,380.0 6.98 145.00 7,379.9 -1.5 1.0 1.8 23.28 23.28 0,00
7,400,0 11.64 145.00 7,399.7 -4.1 2.9 5.1 23.28 23.28 0.00
7,420.0 16.30 145.00 7,419.1 -8.1 5.7 9.9 23.28 23.28 0.00
7,440.0 20.95 145.00 7,438.0 -13.3 9.3 16.3 23.28 23.28 0.00

7.460,0 25.61 145.00 7,466.4 -19.8 13.9 24.2 23.28 23.28 0.00
7,480.0 30.27 145.00 7,474.0 -27,5 19.2 33.5 23.28 23.28 0.00
7,500.0 34.92 145.00 7,490.9 -36.3 25,4 44.3 23.28 23.26 0.00
7,520.0 39.58 145.00 7,508.8 -46.2 32.4 56.4 23.28 23.28 0.00
7.540.0 44.24 145.00 7,521.7 -57.2 40.0 69.8 23.28 23.28 0.00

7,560.0 48.89 145.00 7,535.4 -69.0 48.3 64.3 23.28 23.28 0.00
7.580.0 53.55 145.00 7,547.9 -81.8 57.3 99.9 23.28 23.28 0.00
7,600.0 58.21 145.00 7,559.2 -95.4 66.8 116.4 23.28 23.26 0.00
7,620.0 62.86 145.00 7,569.0 -109.6 76,8 133.8 23.28 23.28 0.00
7,640.0 67.52 145,Q0 7,577.4 -124.5 87.2 152.0 23.28 23.28 0.00

7,660.0 72,17 145.00 7,584.3 -139.9 97.9 170.8 23.28 23.28 0.00
7,680.0 76.83 145.00 7,589.6 -155.7 109.0 190.0 23.28 23.28 0.00
7,700.0 81.49 145.00 7,593.4 -171,7 120.3 209.7 23.28 23.28 0,00
7,720.0 88.14 145.00 7,595,5 -186.0 131,7 229.5 23.28 23.28 0.00 I
7.740.0 90.80 145,00 7,598.1 -204.4 143.1 249.6 23.28 23.28 0.00

Start 1739,2 hold at 7785.0 MD
7,755.0 94.30 145.00 7,585.4 -218.7 151.7 264.5 23.28 23.26 0.00
7,800.0 94,30 145.00 7,592.0 -253,4 177,5 3Q9,4 0.00 0.00 0.00
7,900.0 94.30 145.00 7,584.5 -335.1 234.7 409.1 0.00 0.00 0.00
8,000.0 94.30 145.00 7,577.0 416.8 291.8 506.8 0.00 0.00 0.00
8,100.0 94.30 145.00 7,589.5 -498.5 349.0 608.6 0.00 0.00 0.00

8,200.0 94.30 145.00 7,562.0 -580.2 406.2 708.3 0.00 0.00 0.00
8,300.0 94.30 145.00 7,554.5 -661.9 483.4 808,0 0.00 0.00 0.00
8,400,0 94.30 145.00 7,547,0 -743.5 520.6 907.7 0.00 0,00 0.00
8,500.0 94.30 145,00 7,539.5 -825.2 577.8 1,007.4 0,00 0.00 0.00
8,600.0 94.30 146.00 7,532.0 -906.9 635.0 1,107.1 0.00 0.00 0.00

6.700.0 94.30 145.00 7,524.5 -988.6 692.2 1,206.9 0.00 0.00 0.00
8,800.0 94.30 145.00 7,517.0 -1.070.3 749.4 1,306.6 0.00 0.00 0.00
8,900.0 94.30 145.00 7,509,8 -1,152.0 806.6 1,406.3 0.00 0.00 0.00
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9,494.2 94.30 145.00 7,465.0 -1,637.3 1,146.5 1,998.8 0.00 0.00 0.00

9/10/2007 i:47:01PM Page 3 COMPASS 2003 15 Bu!/d
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Pathfin arnnnng
e

oServices

aug EDM 2003.16 Single Oser Db -- WÑI Cane Credk24 i
man Fidelity E&P Company NEW @6078.0ft

Grand Co., UT NEW geC78.0ft
Sec.24-T26N-Rí9E True
Cane Creek24-1 Minimum Curvature
Weltbore #t
Plan #1

PBHL Cane Creek 24-1 o 00 0 00 7 465 0 -1,637.3 1 146.5 6 637,266.42 2 135 569.27 36 3 39 810 N 109 46 9 527 W
- plan hits target
- Point

7,350 0 7 350.0 0.0 0.0 KOP / Start Build 23.28
7.755.0 7,595.4 -216.7 151.7 Start 1739.2 hold at7755.0 MD
9.494,2 7,465.0 -1,637.3 1,146.5 TD at 9494.2

|
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STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING S LEASEDESIGNATIONANDSERIALNUMBER:

UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6 NDIAN,ALLOTTEEORTRIBENAME:

7 UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to Cane Creek Unitdrill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1.TYPEOFWELL 8 VVELLNAMEandNUMBER:
OlL WELL GAS WELL OTHER Cane Creek #24-1

2.NAMEOFOPERATOR: 9 APINUMBER

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

2585 Heartland drive Sheridan WY ,82801 (307) 675-4924 Big Flat
4 LOCATION OF WELL

FOOTAGESATSURFACE: 682 FNL &2829' FEL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENW 24 26S 19E STATE:

UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:
11/8/2007

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

Please find attached a complete chronological drillingand chronological completion history for this well covering the period of
6/16/2007-through 11/8/2007

(See attached chronological well history report )

NAME(PLEASEPRINT) Stephanie Ma ters (307)- 75-4924
TITLE Operation Technician Ill

SIGNATUR DATE 1/14/2008

(This space for Stat only)

RECENED

(5/2000) (See instructions on Reverse Side) i t > e

DI\/OFOlk GAS&
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2.NAMEOFOPERATOR: 9 APINUMBER

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

2585 Heartland drive Sheridan WY ,82801 (307) 675-4924 Big Flat
4 LOCATION OF WELL

FOOTAGESATSURFACE: 682 FNL &2829' FEL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENW 24 26S 19E STATE:

UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:
11/8/2007

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

Please find attached a complete chronological drillingand chronological completion history for this well covering the period of
6/16/2007-through 11/8/2007

(See attached chronological well history report )

NAME(PLEASEPRINT) Stephanie Ma ters (307)- 75-4924
TITLE Operation Technician Ill

SIGNATUR DATE 1/14/2008

(This space for Stat only)

RECENED

(5/2000) (See instructions on Reverse Side) i t > e

DI\/OFOlk GAS&

STATEOFUTAH FORM9
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Den e C
8SO2re0e3t,Suite 4600 00NRDEBL Drilling

(303) 893-3133 Chronological

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 6/16/2007 Days From Spud : -16 Current Depth : 40 Ft 24 Hr. Footage Made : 4

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 12 From 6/16/07 to 6/17/07 - Set 40' of 20" (0.25"W.T.) conductor pipe and cemented tosurface O 0 NIH
with 3 yds.Redi-mix cement.

Total: 0.00

Daily Summary
Activity Date : 6/18/2007 Days Fr Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 $0 Total Well C
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 01 6/18/2007 to 6/2/2007 Move rg onto location 0 0 NIH
0.00

Activity Date : 6/21/ From Spud : -11 Current Depth 40 Ft 24 Hr. Foota de : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: Total We st: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

0.00 01 Ñggingup drilling rig 0 0 NIH

RECEIVED
Powered by Productíon Access JAN17 2008 ""'2°°"Page i of 45

DIVOFOIL,GAS&
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summarý
Activity Date : 6/26/2007 Days From Spud : -6 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 14.00 21 Hot and dry out 107 degrees; DHS is inspecting their drill pipe, drill collars and tools with 0 0 NIH
Black Jack Inspection 20' of 20" casing showed up at 10:00hrs. Welders showed up at
14:00hrs. Weld on 20" flange to 20" conductor; Preparing reserve pit for mat and pit liner.
Wind picked up & blowing to hard to set in mat and pit liner, will install first thing in the
morning. Rig up rig equipment; Note; ( Received 8000 gals diesel fuel 6/22/2007 from
Western Petroleum Vernal, Utah ) Note; ( Received 8000 gals diesel fuel 6/25/2007 from
Western Petroleum Vernal, Utah. Trucked in housing 6/23/2007 finished setting up same
6/24/2007 from Casper, Wyoming. Trucking, pilot cars and hot shot services along with set up
housing & equipment, plus communications set up, plus day rates for same are caught up to

Total: 14.00
date on this report )

Daily Summary
Activity Date : 6/27/2007 Days From Spud : -5 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 12.00 21 Hot and dry out 106 degrees; Install mat and pit liner in reserve pit. Weld and fabricate 20" O O NIH

riser for rotating head. Weatherford sent out a 22" weld on flange instead of 20" weld flange,
they are sending out the right one. Inspect drill pipe with Black Jack Inspection. Set in 20"
mud cross on 20" conductor flange Note; ( Black Jack Inspection finished inspecting drill pipe
at 18:00hrs 6/26/2007 Note; ( Have 125 ton crane lined out in morning 6/27/2007, to sent in

Total: 12.00
Swaco mud cleaning equipment, gas buster, triptank and bar hopper with Swaco hands )

Daily Summary
Activity Date : 6/28/2007 Days From Spud : -4 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Fabricate 20" 15ft riser spool weld on 20" flanges and 4 pad 0 0 NIH

eyes to center same, weld flange on 8" pipe for blooie line; Cut cellar ring flush with ground
level. Install 20" riser spool and set in 20" rotating head. 20" spool flanges not lining up with
20" rotating head flanges. Crane showed up at 10:30hrs 6/27/2007, set in swaco mud
cleaning equipment. Move pipe baskets, junk basket &derrick stand with crane to make more
room on location to work. Unload trip tank & cutting catch tank with crane. Will set in trip tank,
gas buster, choke manifold house and spot Weatherford air compresser package with crane in
morning 6/28/2007. Line pad for air compresser with pit liner plastic Note; ( Weatherford
coming out around 23:00hrs tonight 6/27/2007 to check on 20" flanges for rotating head up,
will swap 20" riser spool end for end in morning. Keeping crane extra day to set in
Weatherford air package & Swaco equipment will send in 1 housing trailer back to Stallion late
afternoon and will be receiving L-90 fork liftfrom Casper, Wyoming to handle big tools from

Total: 12.50
M's rental, the L-70 forklift not big enough to handle Bope equipment )
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Daily Summarý
Activity Date : 6/26/2007 Days From Spud : -6 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 14.00 21 Hot and dry out 107 degrees; DHS is inspecting their drill pipe, drill collars and tools with 0 0 NIH
Black Jack Inspection 20' of 20" casing showed up at 10:00hrs. Welders showed up at
14:00hrs. Weld on 20" flange to 20" conductor; Preparing reserve pit for mat and pit liner.
Wind picked up & blowing to hard to set in mat and pit liner, will install first thing in the
morning. Rig up rig equipment; Note; ( Received 8000 gals diesel fuel 6/22/2007 from
Western Petroleum Vernal, Utah ) Note; ( Received 8000 gals diesel fuel 6/25/2007 from
Western Petroleum Vernal, Utah. Trucked in housing 6/23/2007 finished setting up same
6/24/2007 from Casper, Wyoming. Trucking, pilot cars and hot shot services along with set up
housing & equipment, plus communications set up, plus day rates for same are caught up to

Total: 14.00
date on this report )

Daily Summary
Activity Date : 6/27/2007 Days From Spud : -5 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 12.00 21 Hot and dry out 106 degrees; Install mat and pit liner in reserve pit. Weld and fabricate 20" O O NIH

riser for rotating head. Weatherford sent out a 22" weld on flange instead of 20" weld flange,
they are sending out the right one. Inspect drill pipe with Black Jack Inspection. Set in 20"
mud cross on 20" conductor flange Note; ( Black Jack Inspection finished inspecting drill pipe
at 18:00hrs 6/26/2007 Note; ( Have 125 ton crane lined out in morning 6/27/2007, to sent in

Total: 12.00
Swaco mud cleaning equipment, gas buster, triptank and bar hopper with Swaco hands )

Daily Summary
Activity Date : 6/28/2007 Days From Spud : -4 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Fabricate 20" 15ft riser spool weld on 20" flanges and 4 pad 0 0 NIH

eyes to center same, weld flange on 8" pipe for blooie line; Cut cellar ring flush with ground
level. Install 20" riser spool and set in 20" rotating head. 20" spool flanges not lining up with
20" rotating head flanges. Crane showed up at 10:30hrs 6/27/2007, set in swaco mud
cleaning equipment. Move pipe baskets, junk basket &derrick stand with crane to make more
room on location to work. Unload trip tank & cutting catch tank with crane. Will set in trip tank,
gas buster, choke manifold house and spot Weatherford air compresser package with crane in
morning 6/28/2007. Line pad for air compresser with pit liner plastic Note; ( Weatherford
coming out around 23:00hrs tonight 6/27/2007 to check on 20" flanges for rotating head up,
will swap 20" riser spool end for end in morning. Keeping crane extra day to set in
Weatherford air package & Swaco equipment will send in 1 housing trailer back to Stallion late
afternoon and will be receiving L-90 fork liftfrom Casper, Wyoming to handle big tools from

Total: 12.50
M's rental, the L-70 forklift not big enough to handle Bope equipment )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summarý
Activity Date : 6/26/2007 Days From Spud : -6 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 14.00 21 Hot and dry out 107 degrees; DHS is inspecting their drill pipe, drill collars and tools with 0 0 NIH
Black Jack Inspection 20' of 20" casing showed up at 10:00hrs. Welders showed up at
14:00hrs. Weld on 20" flange to 20" conductor; Preparing reserve pit for mat and pit liner.
Wind picked up & blowing to hard to set in mat and pit liner, will install first thing in the
morning. Rig up rig equipment; Note; ( Received 8000 gals diesel fuel 6/22/2007 from
Western Petroleum Vernal, Utah ) Note; ( Received 8000 gals diesel fuel 6/25/2007 from
Western Petroleum Vernal, Utah. Trucked in housing 6/23/2007 finished setting up same
6/24/2007 from Casper, Wyoming. Trucking, pilot cars and hot shot services along with set up
housing & equipment, plus communications set up, plus day rates for same are caught up to

Total: 14.00
date on this report )

Daily Summary
Activity Date : 6/27/2007 Days From Spud : -5 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 12.00 21 Hot and dry out 106 degrees; Install mat and pit liner in reserve pit. Weld and fabricate 20" O O NIH

riser for rotating head. Weatherford sent out a 22" weld on flange instead of 20" weld flange,
they are sending out the right one. Inspect drill pipe with Black Jack Inspection. Set in 20"
mud cross on 20" conductor flange Note; ( Black Jack Inspection finished inspecting drill pipe
at 18:00hrs 6/26/2007 Note; ( Have 125 ton crane lined out in morning 6/27/2007, to sent in

Total: 12.00
Swaco mud cleaning equipment, gas buster, triptank and bar hopper with Swaco hands )

Daily Summary
Activity Date : 6/28/2007 Days From Spud : -4 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Fabricate 20" 15ft riser spool weld on 20" flanges and 4 pad 0 0 NIH

eyes to center same, weld flange on 8" pipe for blooie line; Cut cellar ring flush with ground
level. Install 20" riser spool and set in 20" rotating head. 20" spool flanges not lining up with
20" rotating head flanges. Crane showed up at 10:30hrs 6/27/2007, set in swaco mud
cleaning equipment. Move pipe baskets, junk basket &derrick stand with crane to make more
room on location to work. Unload trip tank & cutting catch tank with crane. Will set in trip tank,
gas buster, choke manifold house and spot Weatherford air compresser package with crane in
morning 6/28/2007. Line pad for air compresser with pit liner plastic Note; ( Weatherford
coming out around 23:00hrs tonight 6/27/2007 to check on 20" flanges for rotating head up,
will swap 20" riser spool end for end in morning. Keeping crane extra day to set in
Weatherford air package & Swaco equipment will send in 1 housing trailer back to Stallion late
afternoon and will be receiving L-90 fork liftfrom Casper, Wyoming to handle big tools from

Total: 12.50
M's rental, the L-70 forklift not big enough to handle Bope equipment )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summarý
Activity Date : 6/26/2007 Days From Spud : -6 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 14.00 21 Hot and dry out 107 degrees; DHS is inspecting their drill pipe, drill collars and tools with 0 0 NIH
Black Jack Inspection 20' of 20" casing showed up at 10:00hrs. Welders showed up at
14:00hrs. Weld on 20" flange to 20" conductor; Preparing reserve pit for mat and pit liner.
Wind picked up & blowing to hard to set in mat and pit liner, will install first thing in the
morning. Rig up rig equipment; Note; ( Received 8000 gals diesel fuel 6/22/2007 from
Western Petroleum Vernal, Utah ) Note; ( Received 8000 gals diesel fuel 6/25/2007 from
Western Petroleum Vernal, Utah. Trucked in housing 6/23/2007 finished setting up same
6/24/2007 from Casper, Wyoming. Trucking, pilot cars and hot shot services along with set up
housing & equipment, plus communications set up, plus day rates for same are caught up to

Total: 14.00
date on this report )

Daily Summary
Activity Date : 6/27/2007 Days From Spud : -5 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 12.00 21 Hot and dry out 106 degrees; Install mat and pit liner in reserve pit. Weld and fabricate 20" O O NIH

riser for rotating head. Weatherford sent out a 22" weld on flange instead of 20" weld flange,
they are sending out the right one. Inspect drill pipe with Black Jack Inspection. Set in 20"
mud cross on 20" conductor flange Note; ( Black Jack Inspection finished inspecting drill pipe
at 18:00hrs 6/26/2007 Note; ( Have 125 ton crane lined out in morning 6/27/2007, to sent in

Total: 12.00
Swaco mud cleaning equipment, gas buster, triptank and bar hopper with Swaco hands )

Daily Summary
Activity Date : 6/28/2007 Days From Spud : -4 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Fabricate 20" 15ft riser spool weld on 20" flanges and 4 pad 0 0 NIH

eyes to center same, weld flange on 8" pipe for blooie line; Cut cellar ring flush with ground
level. Install 20" riser spool and set in 20" rotating head. 20" spool flanges not lining up with
20" rotating head flanges. Crane showed up at 10:30hrs 6/27/2007, set in swaco mud
cleaning equipment. Move pipe baskets, junk basket &derrick stand with crane to make more
room on location to work. Unload trip tank & cutting catch tank with crane. Will set in trip tank,
gas buster, choke manifold house and spot Weatherford air compresser package with crane in
morning 6/28/2007. Line pad for air compresser with pit liner plastic Note; ( Weatherford
coming out around 23:00hrs tonight 6/27/2007 to check on 20" flanges for rotating head up,
will swap 20" riser spool end for end in morning. Keeping crane extra day to set in
Weatherford air package & Swaco equipment will send in 1 housing trailer back to Stallion late
afternoon and will be receiving L-90 fork liftfrom Casper, Wyoming to handle big tools from

Total: 12.50
M's rental, the L-70 forklift not big enough to handle Bope equipment )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summarý
Activity Date : 6/26/2007 Days From Spud : -6 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 14.00 21 Hot and dry out 107 degrees; DHS is inspecting their drill pipe, drill collars and tools with 0 0 NIH
Black Jack Inspection 20' of 20" casing showed up at 10:00hrs. Welders showed up at
14:00hrs. Weld on 20" flange to 20" conductor; Preparing reserve pit for mat and pit liner.
Wind picked up & blowing to hard to set in mat and pit liner, will install first thing in the
morning. Rig up rig equipment; Note; ( Received 8000 gals diesel fuel 6/22/2007 from
Western Petroleum Vernal, Utah ) Note; ( Received 8000 gals diesel fuel 6/25/2007 from
Western Petroleum Vernal, Utah. Trucked in housing 6/23/2007 finished setting up same
6/24/2007 from Casper, Wyoming. Trucking, pilot cars and hot shot services along with set up
housing & equipment, plus communications set up, plus day rates for same are caught up to

Total: 14.00
date on this report )

Daily Summary
Activity Date : 6/27/2007 Days From Spud : -5 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 12.00 21 Hot and dry out 106 degrees; Install mat and pit liner in reserve pit. Weld and fabricate 20" O O NIH

riser for rotating head. Weatherford sent out a 22" weld on flange instead of 20" weld flange,
they are sending out the right one. Inspect drill pipe with Black Jack Inspection. Set in 20"
mud cross on 20" conductor flange Note; ( Black Jack Inspection finished inspecting drill pipe
at 18:00hrs 6/26/2007 Note; ( Have 125 ton crane lined out in morning 6/27/2007, to sent in

Total: 12.00
Swaco mud cleaning equipment, gas buster, triptank and bar hopper with Swaco hands )

Daily Summary
Activity Date : 6/28/2007 Days From Spud : -4 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Fabricate 20" 15ft riser spool weld on 20" flanges and 4 pad 0 0 NIH

eyes to center same, weld flange on 8" pipe for blooie line; Cut cellar ring flush with ground
level. Install 20" riser spool and set in 20" rotating head. 20" spool flanges not lining up with
20" rotating head flanges. Crane showed up at 10:30hrs 6/27/2007, set in swaco mud
cleaning equipment. Move pipe baskets, junk basket &derrick stand with crane to make more
room on location to work. Unload trip tank & cutting catch tank with crane. Will set in trip tank,
gas buster, choke manifold house and spot Weatherford air compresser package with crane in
morning 6/28/2007. Line pad for air compresser with pit liner plastic Note; ( Weatherford
coming out around 23:00hrs tonight 6/27/2007 to check on 20" flanges for rotating head up,
will swap 20" riser spool end for end in morning. Keeping crane extra day to set in
Weatherford air package & Swaco equipment will send in 1 housing trailer back to Stallion late
afternoon and will be receiving L-90 fork liftfrom Casper, Wyoming to handle big tools from

Total: 12.50
M's rental, the L-70 forklift not big enough to handle Bope equipment )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

DailySummary
Activity Date : 6/29/2007 Days From Spud : -3 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:30 12.50 21 Hot and dry out 109 degrees; Set in Swaco equipment with crane. Remove 20" rotating head 0 0 NIH
& spacer spool. Weatherford hand checking out 20" flanges mate up to rotating head (wrong
bolts). Set in Weatherford air package equipment. Rig up all related equipment with welders;
Nipple up 20" rotating head as Weatherford provided the correct bolts. Release crane at
16:00hrs 6/28/2007; Note; ( We still have a lot of fabrication and equipment to rig up for air

Total: 12.50
drilling, it is possible that we may spud in by Saturday afternoon 6/30/2007 )

Daily Summary
Activity Date : 6/30/2007 Days From Spud : -2 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:30 12.50 21 Hot and dry out 108 degrees; Finish hammer up 20" rotating head. Dig pit for and set in 0 0 NIH

d'x40'x5' catch tank. Set air muffler on catch tank to fab & weld same. Lay out 8" blooie lines
to fab to air muffler. Rig up Weatherford air compresser equipment. Build burm around
Weatherford equipment and 12,000 gal diesel fuel tank. Continue rigging up Swaco mud
cleaning equipment with welders; Fabricate, rig up accumilator and choke manifold lines with
welders; Note; ( Received 8000 gals of diesel fuel from Western Petroleum Vernal, Utah for
Weatherford air compressors package Fabricate air muffler to catch tank and 8" blooie lines to
same. Have anchor crew out in mid morning 6/30/2007/ to anchor down air muffler and 8"
blooie lines. Weatherford should finish rigging their equipment by afternoon 6/30/2007.
Received light tower for Weatherford air compresser package, generator and power panel to
power Swaco equipment from Rocky Mountain Power Rent, from Grand Junction, Colo. DHS
generators do not have enough kws' to power all swaco equipment; We still have to weld,

Total: 12.50
fabricate & rig up to drill with air all day 6/30/2007, projectingspud in 17 1/2" hole Sunday)

Daily Summary
Activity Date : 7/1/2007 Days From Spud : -1 Current Depth : 40 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 18.00 01 Continue rigging up to spud in 17 1/2" surface hole with air mist;Hot and dry out 111 degrees; O 0 NIH

Eabricate air muffler & 8" blooie lines to catch tank, fabricate in koomey lines, choke manifold
& lines with welder Drlg anchors for air muffler & 8" blooie lines. Continue rigging up Swaco
equipment. Fabricate overflow line from muffler catch tank. Di g ditch with backhoe from catch
tank to reserve pit and set in conduit pipe in same. Rig up fisher pump from catch tank to
reserve pit. Install pit liner under shale shakers so not to go under existing reserve pit liner.
Break tour evening of 6/30/2007. Continue to rig up to air drlg 17 1/2" surface hole; Note; (
Hope to spud in 17 1/2" surface hole by noon 7/01/2007, there was lots' of equipment that had

Total: 18.00
to be rigged up before spudding in surface hole )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/2/2007 Days From Spud : 1 Current Depth : 468 Ft 24 Hr. Footage Made : 428 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 18.00 21 Air hammer drlg 17 1/2" surface hole; Hot and dry out 110 degrees; Rig up to air drlg 17 1/2" O O NIH
surface hole. Held 60 minute safety meeting with all hands on location, discussing handling
big tools and air drilling procedures. Discuss B.L.M. regulations and adherence to all Fidelity
Exploration & DHS safety rules. Test Weatherford 2" air manifold to 650 psi ( ok ) ( Rig on
Payroll at 15:00hrs 7/01/2007 ) Pick up and make up 17 1/2" air hammer dril bit assembly,
make up 8"dcs and install rotating head rubber; Air hammer drlg 17 1/2" surface hole from 67'
to 150' ( Spud in 17 1/2" hole @ 18:00hrs 7/01/2007 ) Survey at 102' @0.5 degree ( miss
run on survey, rerun survey ) Air hammer drlg 17 1/2" surface hole from 150' to 242'; Survey at
194' @ 1.25 degree ( miss run on survey, rerun survey )Air hammer drlg 17 1/2" surface hole
from 242' to 336'; Survey at 288' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from
336' to 429'; Survey at 381' @ 1.0 degree; Air hammer drlg 17 1/2" surface hole from 429' to
468'

Total: 18.00

Daily Summary
Activity Date : 7/3/2007 Days From Spud : 2 Current Depth : 635 Ft 24 Hr. Footage Made : 167 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot and dry out 112 degrees; Air hammer drlg 17 1/2" surface hole from 468' to 523'; Survey 0 0 NIH
at 468' @0.25 degree; Air hammer drlg 17 1/2" surface hole from 523' to 635'; Survey at 600'
@0.25 degree; Wipe hole to conductor at 67'. RIH to 600', Circ & clean out fillfrom 600' to 35'
( Held safety meetng ) ; Rig up to and fillhole with fresh water, work out of tight spot from 635'
to 600'; Lay down 1 joint drill pipe. Pooh, remove rotating head & lay down air hammer bit
assy; Make up cement by pass line to reserve pit. Make up casing tools ( Hold safety meeting
with crew & casing crew ) Run 638.20', 15 jnts of 48lb/ft, H-40, ST&C 8rd 13 3/8" casing,
shoe set at 635', float collar at 587.36' with 2 centralizers 1st jnt then centralizer every jnt then
centralizer every joint to surface for a total of 15 centralizers; Wash 13 3/8" casing from 615'
to 635' ( 20ft fill) Circ casing clean for cement job. Rig down casing crew; Held safety meeting
with crew and BJ cementers. Rig up cement head & lines, test lines Pump 20/bbls fresh water
ahead followed by 926.42/ft3 or 165/bbls or 806 of Class G cement with 0.05#/sx static
free+1%bwoc Cacl+ 0.25#/sx cello flake+1 gals/100sx FP-13L+44.1% fresh water
Yield=1.16ft3/sx, Water=4.97gallsx,Density=15.8ppg. Shut down release wiper plug, displace
with 92.71bbis fresh water. Bump plug with 1300 psi with 506 psi prior. Hold 1300 psi for 5
minutes, release preasure, float held ok CIP @04:36hrs 7/03/2007. Rig down BJ cementers;
Wait on cement ( Check cement fall back at 5ft below ground level which is good as the

Total: 24.00
wellhead will be 4ft below groundlevel )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/4/2007 Days From Spud : 3 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot and dry out 114 degrees; Wait on cement; Pick up 20" rotating head, spacer 0 0 NIH
spool and mud cross, rough cut 13 3/8" csg and lay down same. Nipple down 20" rotating
head, 20" spacer spool, 20" mud cross. Cut off 20" conductor csg dress cut 13 3/8" csg. Set in
13 3/8" 5M wellhead; remove 13 3/8" 5M wellhead. Chip out cement around 13 3/8" csg for
more room to weld; Set in 13 3/8" 5M wellhead and weld same. Test weld to 1000 psi (ok);

Total: 24.00
Nipple up 13 3/8" 5M Bope

Daily Summary
Activity Date : 7/5/2007 Days From Spud : 4 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, Install flow line and fab in 0 0 NIH

gas buster lines to same with welder; Nipple up 13 3/8"5M Bope. Rig up koomey lines,
assemble same. Fabricate kill line to choke manifold. Fabricate lines to gas; buster, fabricate
dual shale shaker discharge slides, fabricating flow line with welders. Rig up flare lines from
gas buster & choke manifold, tighten all flanges on choke manifold and Bope stack; Note;
(Will weld 10" flange to mud cross & install 9 5/8" blooie line to air muffler. Finish fabricating
flow line and gas buster lines to flow line. Finish fabricating dual shaker discharge slides and
install same 7/05/2007. Anticipating testing Bope late night 7/05/2007 or early morning
7/06/2007, there is a lot of work that needs to be done before drilling the intermediate hole
section. Was very lucky to have 3 welders today on the fourth of July as they went home at
17:00hrs 7/04/2007 and will be back in the morning 07:30hrs 7/05/2007 to finish this nipple up

Total: 24.00
project, that has to be done before drilling out the shoe)

Daily Summary
Activity Date : 7/6/2007 Days From Spud : 5 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot and dry out 112 degrees; Nipple up Bope operations, finish fab in kill line to O 0 NIH

choke manifold, finish fab in flow line to rotating head, install dual shaker slide; mount same,
fab in 9 5/8" blooey line and install same to air muffler, fab gas buster lines from flow line; Test
13 5/8" 5M Bope with Double Jack Testers out of Rifle, Colo. Witnessed by B.L.M. ( Jack
Johnson ) out of Moab, Utah; Note; ( Will finish fab in gas buster lines to flow line, fab in trip
tank to flow line and finish fab in side from dual shakers before we drill out shoe. Testing Bope
to fill in time when welders go home for the night, they will be back in the morning to finish up
fabricating the above items before we can drill out the shoe. Received 2 x 12 1/8" string
stabilizers & 8" air mist/ mud motor from Hunting Performance Grand Junction, Colo.

Total: 24.00
Received 4 x 8" spiral dcs' form Weatherford Vernal, Utah

Page 5 of 45 Powered by Production Access



Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet

Page 6 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/7/2007 Days From Spud : 6 Current Depth : 635 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot and dry out 114 degrees; Testing Bope with Double Jack Testers witnessed by 0 0 NIH
B.L.M. Jack Johnson out of Moab, Utah. Test Bope to 3000psi; Annullar 1500psi, 13 3/8"
casing 800 psi. Rig down Double Jack Testers; Finish fab in gasbuster lines, dual shale
shaker slides to reserve pit, trip tank fillup valve assy, walkway across front inside sub base
with 2 welders make up 12 1/4" mill tooth bit, 2x8"dcs', stabilizer, 8"dc', stabilizer, 3x8"dcs', xo,
10x6 1/2"dcs'. RIH tagged cement at 470'; Float collar is at 587'. 117' of cement plus float
collar, 46' cement & guide shoe install rotating head and center bope with turnbuckles; Note; (
Weatherford replacement air compressor and second air booster showed up around midnight,
spot & rig up same 2 hands quit & walked off morning tour at 03:00 7/07/2007. 2 welders are
all that was available to finish up the welding. Welder will be out morning 7/07/2007 to finish
welding. Received 3 loads of mud material From M-I7/06/2007)

Total: 24.00

Daily Summary
Activity Date : 7/8/2007 Days From Spud : 7 Current Depth : 645 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 111 degrees; Center up Bope with turnbuckles; Work on DHS O O NIH

hydramatic water brake; Held 3rd party safety meeting with crew, air hammer man &
Weatherford air jammers; Finish centering Bope stack with turnbuckles; Clean out cement &
drill float collar from 470' to 587', clean out cement & drill out from 589' to 635'. Drillto 645,'
drilling on junk; Work on break out cathead on drawworks; Pooh and break bit (row on one
cone of bit has broke off teeth and shanks scarred in deep); Wait on 11.5" magnet; Work on
hydramatic and high drum clutch dump valves & repack water spear; Make up magnet & RIH
to 647'; Work magnet on bottom at 647'; Pooh with magnet, retrieve several pieces iron. Lay
down magnet; Make up bit #2, RIH to 647' to clean out junk in hole; Note; ( Received 8000 gal
of diesel fuel for air compressors & rig from Western Fuels out of Vernal, Utah. Received one
load mud material from M-I mud)

Total: 24.00

Daily Summary
Activity Date : 7/9/2007 Days From Spud : 8 Current Depth : 655 Ft 24 Hr. Footage Made : 10 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 21 Weather - Hot and dry out 106 degrees; Drill on junk; Pooh for magnet. Break off #2 bit & lay 0 0 NIH

down stabilizers. Make up 11 1/2" magnet. RIH to 645'; Pooh with 11 1/2" magnet; Service rig;
Work on rig hydramatic. Day tank run out of fuel for drawworks motors, change out fuel filters
on drawworks motors; Replace air control valve for the 6"orbit valve; Make up 12 1/4" mill and
RIH to 645'; Millon iron from 645' to 650' with pump #1; Pooh, lay down mill. Make up bit #2 &
RIH to 650'; Unload hole of water with air, retighten rotating head clamp; Drlg with 12 1/4" bit

Total: 24.00
from 650' to 655' (Bit hopped a few times); Pooh to pickup magnet
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )

Page 7 of 45 Powered by Production Access 1/11/2008

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/10/2007 Days From Spud : 9 Current Depth : 864 Ft 24 Hr. Footage Made : 209 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start HT Code Remarks Start Depth End Depth Run

0:00 24.00 W ather - Hot and dry out 108 degrees; Pooh, break bit #2 , make up 11 1/2" magnet. RIH 0 0 NIH
with same to 655', change out rotating head rubbers; Work magnet at 655'; Pooh, lay down
magnet; Install bowl gasket in rotating head. Make up hammer drill and stabilizers; RIH to
58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
Bope, close blind & pipe rams); Pooh, lay down hammer bit and stabilizers. RIH with new mill
tooth bit to 587'; Ream out float collar at 587' to 590' and ream whole from 635' to 655'; Pooh,
lay down mill tooth bit. Make up hammer bit and RIH to 587'; Work hammer bit through float
collar at 587' to 590'; Drlg 12 1/4" hole with air hammer bit from 655' to 864'

Daily Summary
Activity Date : 7/11/2007 Days From Spud : 10 Current Depth : 1777 Ft 24 Hr. Footage Made : 913 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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¯
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(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )
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58T; At 587' try working hammer bit through 587' no good (Float collar) (Function test
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Daily Summary
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Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19

¯

WLther- Hot and dry out 109 degrees; Drlg 12 1/4" hole with air hammer bit from 864' to O O NIH
696 , Survey at 896' miss run; Drlg 12 1/4" hole with air hammer bit from 896' to 1147';
Survey at 1147' @ 0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1147' to 1398';
Survey at 1398' @0.50 degree; Drlg 12 1/4" hole with air hammer bit from 1398' to 1649';
Survey at 1649' @ 0.25 degree; Drlg 12 1/4" hole with air hammer bit from 1649' to 1757' ( Air
hammer bit not drilling );Pooh for 12 1/4" air hammer bit #2; 12 1/4" air hammer parted
between hammer body and the hammer head. Call Key fishing services out of Grand Junction,
Co.; Wait on fisherman and tools

Total: 24.00

Daily Summary
Activity Date : 7/12/2007 Days From Spud : 11 Current Depth : 1777 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 19 Weather - 98 degrees out and rained last night and early morning; Wait on fisherman & tools; O O NIH

Unload and make up fishing tools; RIH with taper tap and fishing tools; Work taper tap into fish
(top of hammer drill bit through 2 3/16" air port with taper tap); Pooh with fish slow (idle out of
hole & chain out); Break down fish and lay down same, lay down fishing tools. Make up 11
1/2" magnet; RIH with 11 1/2" magnet; Work 11 12" magnet on bottom; Pooh with 11 1/2"
magnet ( chain out );Note; ( Received 3500 gals diesel fuel from Western Petroleum Vernal,

Total: 24.00
Utah for Weatherford air compressors )

Page 7 of 45 Powered by Production Access 1/11/2008



Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/13/2007 Days From Spud : 12 Current Depth : 1804 Ft 24 Hr. Footage Made : 27 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)

Daily Summary
Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/13/2007 Days From Spud : 12 Current Depth : 1804 Ft 24 Hr. Footage Made : 27 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)

Daily Summary
Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/13/2007 Days From Spud : 12 Current Depth : 1804 Ft 24 Hr. Footage Made : 27 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)

Daily Summary
Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH
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Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)
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Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/13/2007 Days From Spud : 12 Current Depth : 1804 Ft 24 Hr. Footage Made : 27 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)
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0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'
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0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Rig Company : Rig Name:
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6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)

Daily Summary
Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/13/2007 Days From Spud : 12 Current Depth : 1804 Ft 24 Hr. Footage Made : 27 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - nice out 96 degrees; Pooh with magnet (chain out, Retrieved several iron pieces); 0 0 NIH
Lay down magnet, make up bit #3. RIH with bit #3 for lean out run to 1777'; Dr\g 12 1/4" hole
with air from 1777' to 1804' ( bit drilling good );Circ hole clean; Pooh lay down bit #3; Service
rig. Install bowl gasket in rotating head; Pick up & make up 12 1/4" air hammer bit #3. RIH
with same to 1804'; Try circ with air, drill string plugged up; Pooh lay down 12 1/4" air hammer
bit #3. (Drill string float had a little piece of brake block pad on top of crow's foot above drill
string float Checked air hammer poppett valve, it was froze up solid, would not move with
sledge hammer and Bop bolt ) Pick up & make up 12 1/4" air hammer bit #4, check out same
(ok) RIH with same to 1804'; Note; ( air hammer bit #3 was layed down and discovered the air
poppett valve or one way valve was frozen up, we tried to knock it loose with a sledge hammer
and Bop bolt several times, it would not budge at all. Looked like corrosion had frozen it shut,

Total: 24.00
not good at all. Weatherford changed out air compressors; they did not shut us down)

Daily Summary
Activity Date : 7/14/2007 Days From Spud : 13 Current Depth : 2714 Ft 24 Hr. Footage Made : 910 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - hot & dry 100 degree; Change out rotating head rubber; Drlg 12 1/4" hole with 0 0 NIH

hammer bit from 1805' to 2055'; Service rig & survey at 2055' @0.25 degree ( Function test
Bope ); Drlg 12 1/4" hole with hammer bit from 2055' to 2306'; Survey at 2251' @ 1.0 degree;
Drlg 12 1/4" hole with hammer bit from 2306' to 2494'; Weld up hole back side of 7" valve
flange going to blooie line; Drlg 12 1/4" hole with hammer bit from to 2494' to 2556'; Survey at

Total: 24.00
2403' g 1.0 degree; Drlp 12 1/4" hole with hammer bit from 2556' to 2714'

Daily Summary
Activity Date : 7/15/2007 Days From Spud : 14 Current Depth : 3695 Ft 24 Hr. Footage Made : 981 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0:00 24.00 02 Weather - Hot & dry 100 degree ; Drig 12 1/4" hole with hammer bit from 2714' to 2777'; O 0 NIH

burvey at 2758' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 2777' to 3027'; Service
rig. Survey at 2978' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3027' to 3310';
Survey at 3256' @0.75 degree degree; Drlg 12 1/4" hole with hammer bit from 3310' to 3561';

Total: 24.00
Survey at 3507' g 0.75 degree; Drlg 12 1/4" hole with hammer bit from 3561' to 3695'
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/16/2007 Days From Spud : 15 Current Depth : 4194 Ft 24 Hr. Footage Made : 499 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 02 Weather - Hot & dry 110 degree ; Drlg 12 1/4" hole with hammer bit from 3695' to 3780'; O O NIH
burvey at 3731' @ 1.0 degree; Drlg 12 1/4" hole with hammer bit from 3780' to 3999'; Service
rig. Survey at 3950' @0.50 degree; Drlg 12 1/4" hole with hammer bit from 3999' to 4194'
(hammer bit drilling rate fell off); Survey at 4149' @0.50 degree; Pooh with air hammer bit;
Compound oil chain broke in drawworks and wiped out chain oiler lines, repair same ( 1 stand
drill pipe plus BHA in hole );Working on drawworks compound oiler chain and repair chain
oiler lines.

Total: 24.00

Daily Summary
Activity Date : 7/17/2007 Days From Spud : 16 Current Depth : 4351 Ft 24 Hr. Footage Made : 157 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot & dry 114 degree; Work on draw works compound oiler chain and repair chain 0 0 NIH
oiler lines, install link in compound chain; Pooh 1 stand dril pipe and BHA. Lay down air
hammer bit (Close blind rams & function test Bope); Make up tricone GF-30B, STC, and 12
1/4" bit #7. RIH to 4074' (install rotating head); Unload hole with air; Ream hole from 4074' to
4194' ( 120' ); Drlg 12 1/4" hole from 4194' to 4248'; Survey at 4199' @ miss run, rerun survey
at 4199' @0.50 degree; Drlg 12 1/4" hole from 4248' to 4342'; Survey at 4293' @0.50
degree; Drlg 12 1/4" hole from 4342' to 4351'; Note; ( Received 4300 gals diesel fuel from
Western Petroleum Vernal, Utah for Weatherford air compressors 7/16/2007 Received 5155',
120 joints of HCL-80 40#lft 9 5/8"casing from Midway Supply Rifle, Colo. Sent 6 joints back
to Midway Supply Rifle ,Colo. We have 4855.60' made up length or 114 joints on location of 9
5/8" 40#lft, HCL-80, LT&C 8rd. Mountain States Hot Shot Services Grand Junction, Colo.
Washed, cleaned, drifted and strap line measured 9 5/8" casing 7/16/2007 );Drill 12 1/4" hole
with tricone bit

Total: 24.00

Daily Summary
Activity Date : 7/18/2007 Days From Spud : 17 Current Depth : 4494 Ft 24 Hr. Footage Made : 143 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 11 Weather - Hot & dry 112 degree; Drlg 12 1/4" hole from 4351' to 4430' (with air); Survey at 0 0 NIH

4387' @ 1.0 degree (with air );Drig 12 1/4" hole from 4430' to 4494'; Line up stand pipe and
flow line valves. Fill hole with water from reserve pit. Pumped away 1200bbls of reserve pit
water down hole at 50K to 70K chlorides; Pooh for logs, lay down 1 joint drill pipe. (Pipe wet
on 4 stands out of hole 378') (Close blind rams & function test Bope); Held safety meeting with
crew and Loggers. Rig up loggers, run tripplecombo logs at GR-SP-DIL-SFL-ML, GR-CALl-
FDC/CNL, Sonic (BHC) Temp log. Break down tool and run Gamma. Top of fluid at 2300' +/-,

Rig down loggers; Wait on orders; Note; (Released Weatherford air compressor package at

Total: 24.00
midnight 7/17/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH

pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 7/19/2007 Days From Spud : 18 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degree; Wait on orders. Note; ( Top of salt 1 picked at 4388', shale 1 0 0 NIH
at 4456', salt 2 at 4482' picked by Justin Milliare with Pason );RIH to 4365' (Close blind
rams and function test Bope ); Fill hole with salt gel & LCM; Service rig, RIH to 4494'; Fill hole
with salt gel & LCM, spot 40 bbl high vis pill on bottom ( Pumped away 1000 bbis of salt gel &
LCM, saw no returns ) POOH for loggers; Held safety meeting with crew and loggers. Rig up
loggers and run Gamma-Density-Temp-Caliper logs. Loggers TD = 4484', Drillers TD = 4494'.

Total: 24.00
Max temp 90 degree; Rig down loggers; Pull wear ring & wait on orders;

Daily Summary
Activity Date : 7/20/2007 Days From Spud : 19 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot & dry 109 degree; Wait on orders; RIH 25 stands drill pipe to 2350'; Mix and 0 0 NIH
pump LCM mud (800bbis); Pooh ( Close blind Held safety meeting with crew and casing
crew. Rig up casing crew and Laydown machine. Baker-Lok and tack weld shoe; 1st collar,
float collar and 2nd joint pin 9 5/8" csg. Run 105 joints of HCL-80, 40#lft, LT&C Brd 9 5/8"
casing. Baker-Lok shoe; float collar and pin on 2nd joint,spot weld same. Shoe set at
4472.28, Float collar at 4425.21'. 2 centralizers 6' above shoe and below collar first joint then
centralizers next 20 joints then 6 centralizers every other joint then cement baskets next 2
joints then 4 centralizers every 3rd joint for a total of 32 centralizers and 2 cement baskets. Fill
casing in every 8 joints to bottom. RIH slow, we saw no bridges as casing went to bottom. Rig
down casing crew and Laydown machine; Wait on Halliburton bulk cement trucks (Circ casing

Total: 24.00
while waiting for cement using reserve pit fluid) Wait on Halliburton bulk cement trucks.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/21/2007 Days From Spud : 20 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degrees out; Wait on Halliburton cement bulk trucks from cement 0 0 NIH
plant out of Grand Junction, Col; Held safety meeting with crew and cementers. Rig up
cement lines. Test lines to 3000psi. Pump 20bbis fresh water ahead followed by 843.5/ft3 or
150.22/bbis or 350sx of Lite Premium-SBM+0.25#lsx polyflake+5#/sx gilsonite+5#lsx cal
seal+3%salt cement. Density=12ppg, Yield=2.41ft3/sx, Water=13.68gallsx followed by
994.5/ft3 or 177.12/bbis or 850sx of Premium class G+5%salt+0.125#lsx poly flake+015%HR-
5 cement. Density=15.8ppg, Yield=1.17ft3/sx, Water=5.1gallsx. Shut down; drop wiper plug
and displace with 335.77 bbis of fresh water. Saw 285 psi through most of cement job at 8
bbis /min, saw 265psi most of displacement at 10bbl/min, saw 45psi the last 10bbis of
displacement. Bump plug with 1388psi and hold for 5 minutes, release pressure, received
2bbls back, floats held (ok) CIP at 10:52hrs 7/20/2007. Rig down cementers; Rig down blooie
lines, flow line and 4 bolts Bope stack; Held safety meeting with crew and loggers. Rig up
loggers. Run temperature log in 9 5/8" csg, Logger TD=4394', Float Collar at 4425'. Drillers
TD=4494'. Saw temperature change at 3580' Estimate top of cement at 3580' at 891' of
cement. Shoe set at 4471.78'. Rig down loggers Wait on cement 30 hrs from CIP for cement
bond logs (Rigging down Bope 4 bolt stack for nipple down operations, check out mud pits for
bad valves and gun lines, repair same. Prepare to change out gas busters and choke manifold
with crane, move pipe baskets. Swaco to have 400 bbi premix tank, big gas buster, flare stack
arrive mid-afternoon, set in with crane 7/21/2007) Note; (Pumped away approximate 12,000

Total: 24.00
bbls of fluid in hole from reserve pit)Wait on cement for bond log

Daily Summary
Activity Date : 7/22/2007 Days From Spud : 21 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 109 degrees out; Wait on cement for bond log (4 bolts all flanges on 5M 0 0 NIH

bope stack. Unload big gas buster, 10M choke manifold assy, 10M single gate pipe rams,
10M double gate rams, 10M spacer spools, 10M mud cross assy, 10M Bag preventer, 10M
rotating head assay, flare stack & lines. Load up little gas buster and lines, send back to
Swaco Casper, Wyo. with crane. Spot in big gas buster and 10M choke manifold with 175 ton
crane. Assemble flare stack chiminey and spot same with crane. Unload 400bbl pre-mix tank)
Set in 200 ton spider & slips around 9 5/8" csg; Held safety meeting with crew and wire line
loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
cement bond to 4394'. Pooh with bond log tools and lay down same (Weatherford wire line
truck had major problems with their computer system & computer back up they could not print
but one bond log) Wait on orders ( Rig up flare stack tie guy downs, clean & repair mud tank
valves Set 200 ton spiders and slips around 9 5/8" csg. Pick up 5M Bope with rig blocks. Set
slips in 13 5/8" x 5M wellhead with Cameron. Remove 200 ton spiders and slips, pick up and
set 9 5/8" slips with 110K @05:00hrs 7/22/2007. Set down 5M Bope, remove 200 ton spiders
and 9 5/8" csg slips. Set up to pick up SM Bope stack for Cameron to rough cut off9 5/8"csg
Note:(Double Jack Bope lifting system could not set up right on rig floor to liftthe 5M Bope
stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
regulations, leaving rig with no well control) Setup to pick up 5M Bope stack for Cameron to
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6:00 24.00 21 Weather - Hot & dry 110 degrees out; Wait on Halliburton cement bulk trucks from cement 0 0 NIH
plant out of Grand Junction, Col; Held safety meeting with crew and cementers. Rig up
cement lines. Test lines to 3000psi. Pump 20bbis fresh water ahead followed by 843.5/ft3 or
150.22/bbis or 350sx of Lite Premium-SBM+0.25#lsx polyflake+5#/sx gilsonite+5#lsx cal
seal+3%salt cement. Density=12ppg, Yield=2.41ft3/sx, Water=13.68gallsx followed by
994.5/ft3 or 177.12/bbis or 850sx of Premium class G+5%salt+0.125#lsx poly flake+015%HR-
5 cement. Density=15.8ppg, Yield=1.17ft3/sx, Water=5.1gallsx. Shut down; drop wiper plug
and displace with 335.77 bbis of fresh water. Saw 285 psi through most of cement job at 8
bbis /min, saw 265psi most of displacement at 10bbl/min, saw 45psi the last 10bbis of
displacement. Bump plug with 1388psi and hold for 5 minutes, release pressure, received
2bbls back, floats held (ok) CIP at 10:52hrs 7/20/2007. Rig down cementers; Rig down blooie
lines, flow line and 4 bolts Bope stack; Held safety meeting with crew and loggers. Rig up
loggers. Run temperature log in 9 5/8" csg, Logger TD=4394', Float Collar at 4425'. Drillers
TD=4494'. Saw temperature change at 3580' Estimate top of cement at 3580' at 891' of
cement. Shoe set at 4471.78'. Rig down loggers Wait on cement 30 hrs from CIP for cement
bond logs (Rigging down Bope 4 bolt stack for nipple down operations, check out mud pits for
bad valves and gun lines, repair same. Prepare to change out gas busters and choke manifold
with crane, move pipe baskets. Swaco to have 400 bbi premix tank, big gas buster, flare stack
arrive mid-afternoon, set in with crane 7/21/2007) Note; (Pumped away approximate 12,000
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bope stack. Unload big gas buster, 10M choke manifold assy, 10M single gate pipe rams,
10M double gate rams, 10M spacer spools, 10M mud cross assy, 10M Bag preventer, 10M
rotating head assay, flare stack & lines. Load up little gas buster and lines, send back to
Swaco Casper, Wyo. with crane. Spot in big gas buster and 10M choke manifold with 175 ton
crane. Assemble flare stack chiminey and spot same with crane. Unload 400bbl pre-mix tank)
Set in 200 ton spider & slips around 9 5/8" csg; Held safety meeting with crew and wire line
loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
cement bond to 4394'. Pooh with bond log tools and lay down same (Weatherford wire line
truck had major problems with their computer system & computer back up they could not print
but one bond log) Wait on orders ( Rig up flare stack tie guy downs, clean & repair mud tank
valves Set 200 ton spiders and slips around 9 5/8" csg. Pick up 5M Bope with rig blocks. Set
slips in 13 5/8" x 5M wellhead with Cameron. Remove 200 ton spiders and slips, pick up and
set 9 5/8" slips with 110K @05:00hrs 7/22/2007. Set down 5M Bope, remove 200 ton spiders
and 9 5/8" csg slips. Set up to pick up SM Bope stack for Cameron to rough cut off9 5/8"csg
Note:(Double Jack Bope lifting system could not set up right on rig floor to liftthe 5M Bope
stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
regulations, leaving rig with no well control) Setup to pick up 5M Bope stack for Cameron to
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cement. Shoe set at 4471.78'. Rig down loggers Wait on cement 30 hrs from CIP for cement
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crane. Assemble flare stack chiminey and spot same with crane. Unload 400bbl pre-mix tank)
Set in 200 ton spider & slips around 9 5/8" csg; Held safety meeting with crew and wire line
loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
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Note:(Double Jack Bope lifting system could not set up right on rig floor to liftthe 5M Bope
stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
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Set in 200 ton spider & slips around 9 5/8" csg; Held safety meeting with crew and wire line
loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
cement bond to 4394'. Pooh with bond log tools and lay down same (Weatherford wire line
truck had major problems with their computer system & computer back up they could not print
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set 9 5/8" slips with 110K @05:00hrs 7/22/2007. Set down 5M Bope, remove 200 ton spiders
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stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
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loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
cement bond to 4394'. Pooh with bond log tools and lay down same (Weatherford wire line
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Note:(Double Jack Bope lifting system could not set up right on rig floor to liftthe 5M Bope
stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
regulations, leaving rig with no well control) Setup to pick up 5M Bope stack for Cameron to

Total: 24.00
rough cut off 9 5/8" casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/21/2007 Days From Spud : 20 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 110 degrees out; Wait on Halliburton cement bulk trucks from cement 0 0 NIH
plant out of Grand Junction, Col; Held safety meeting with crew and cementers. Rig up
cement lines. Test lines to 3000psi. Pump 20bbis fresh water ahead followed by 843.5/ft3 or
150.22/bbis or 350sx of Lite Premium-SBM+0.25#lsx polyflake+5#/sx gilsonite+5#lsx cal
seal+3%salt cement. Density=12ppg, Yield=2.41ft3/sx, Water=13.68gallsx followed by
994.5/ft3 or 177.12/bbis or 850sx of Premium class G+5%salt+0.125#lsx poly flake+015%HR-
5 cement. Density=15.8ppg, Yield=1.17ft3/sx, Water=5.1gallsx. Shut down; drop wiper plug
and displace with 335.77 bbis of fresh water. Saw 285 psi through most of cement job at 8
bbis /min, saw 265psi most of displacement at 10bbl/min, saw 45psi the last 10bbis of
displacement. Bump plug with 1388psi and hold for 5 minutes, release pressure, received
2bbls back, floats held (ok) CIP at 10:52hrs 7/20/2007. Rig down cementers; Rig down blooie
lines, flow line and 4 bolts Bope stack; Held safety meeting with crew and loggers. Rig up
loggers. Run temperature log in 9 5/8" csg, Logger TD=4394', Float Collar at 4425'. Drillers
TD=4494'. Saw temperature change at 3580' Estimate top of cement at 3580' at 891' of
cement. Shoe set at 4471.78'. Rig down loggers Wait on cement 30 hrs from CIP for cement
bond logs (Rigging down Bope 4 bolt stack for nipple down operations, check out mud pits for
bad valves and gun lines, repair same. Prepare to change out gas busters and choke manifold
with crane, move pipe baskets. Swaco to have 400 bbi premix tank, big gas buster, flare stack
arrive mid-afternoon, set in with crane 7/21/2007) Note; (Pumped away approximate 12,000

Total: 24.00
bbls of fluid in hole from reserve pit)Wait on cement for bond log

Daily Summary
Activity Date : 7/22/2007 Days From Spud : 21 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 109 degrees out; Wait on cement for bond log (4 bolts all flanges on 5M 0 0 NIH

bope stack. Unload big gas buster, 10M choke manifold assy, 10M single gate pipe rams,
10M double gate rams, 10M spacer spools, 10M mud cross assy, 10M Bag preventer, 10M
rotating head assay, flare stack & lines. Load up little gas buster and lines, send back to
Swaco Casper, Wyo. with crane. Spot in big gas buster and 10M choke manifold with 175 ton
crane. Assemble flare stack chiminey and spot same with crane. Unload 400bbl pre-mix tank)
Set in 200 ton spider & slips around 9 5/8" csg; Held safety meeting with crew and wire line
loggers. Rig up wire line and run cement bond log, showed cement top at 3580' & 55% to 85%
cement bond to 4394'. Pooh with bond log tools and lay down same (Weatherford wire line
truck had major problems with their computer system & computer back up they could not print
but one bond log) Wait on orders ( Rig up flare stack tie guy downs, clean & repair mud tank
valves Set 200 ton spiders and slips around 9 5/8" csg. Pick up 5M Bope with rig blocks. Set
slips in 13 5/8" x 5M wellhead with Cameron. Remove 200 ton spiders and slips, pick up and
set 9 5/8" slips with 110K @05:00hrs 7/22/2007. Set down 5M Bope, remove 200 ton spiders
and 9 5/8" csg slips. Set up to pick up SM Bope stack for Cameron to rough cut off9 5/8"csg
Note:(Double Jack Bope lifting system could not set up right on rig floor to liftthe 5M Bope
stack, we used the rig) Note; (Pusher and crew were instructed to 4 bolt all flanges on the 5M
Bope stack as to save time on nipple down the 5M stack Harold Hastings with DHS instructed
tool pusher to remove the 5" pipe rams from the double gate Bope. They also removed kill
line wing valves and choke line wing valves off the mud cross, not letting Fidelity know as to
their intentions and were caught by Fidelity doing so. This is serious situation violating B.L.M.
regulations, leaving rig with no well control) Setup to pick up 5M Bope stack for Cameron to

Total: 24.00
rough cut off 9 5/8" casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/23/2007 Days From Spud : 22 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0:00 24.00 21 Weather - Hot & dry 104 degrees out; Set up to pick up 13.5" x SM Bope stack for Cameron to O O NIH
rough cut 9 5/8" csg. Pick up 13.5" x 5M Bope stack, rough cut 9 5/8" csg, set down 13.5" x
5M Bope stack; Nipple down 13.5" x 5M Bope stack; Dress cut 9 5/8" csg and install packing
unit, install 13.5"x 5M by 11" x 10M Cameron B-Section and test same (ok); Held safety
meeting with crew and Double Jack. Pick up and nipple up 11' x 10M Bope with Double Jack
nipple up crew using hydraulic wrench; Note; (Double Jack did not nipple up 7100 series
rotating head saying that the bolts were to long, for the record we have two sets of bolts out

Total: 24.00
for that rotating head ) Nipple up Bope

Daily Summary
Activity Date : 7/24/2007 Days From Spud : 23 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 14 Weather - Hot & dry 105 degrees out; Nipple up Bope operations. Fabricate choke lines and 0 0 NIH

related equipment from 5M Bope to 10M Bope. Install 12" gas vent lines from gas buster to
flare stack, pick up and nipple up 7100 series rotating head, install koomey lines to 10M Bope,
continue rigging up 10M Bope. (Had twowelders, then lost one welder due to machine failure,
then gained one mid afternoon giving us two welders. There should be 4 possible 5 welders
for tomorrow 7/24/2007, have asked them if they would work shifts thru the night, they said
some would work late hrs, but will not around the clock in shifts) Clean out mud tanks and

Total: 24.00
repair valves in same during the night Fabricate and nipple up 10M Bope operations

Daily Summary
Activity Date : 7/25/2007 Days From Spud : 24 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Nipple up Bope operations, fabricate 10M Bope with 0 0 NIH

welders. Center Bope stack with turnbuckles, install panic lines to flare pit; Clean mud pits,
test for leaks, bad valves and bad guns (ok); Safety meeting with crew and Double Jack
testers. Rig up to test 10M Bope and test same. Bottom pipe rams failed, top pipe rams failed,
top of mud cross to bottom of double gate ring failed (Witnesses by Jack Johnson with B.L.M.)
Break loose 10M Bope stack at top mud cross and bottom double gate flange, inspect ring
grooves replace with new ring, set down and tighten same with hydraulic wrench Test 10M
Bope with Double Jack testers (witnessed by Jack Johnson with B.L.M. ) Inspect leaking
choke valve, remove same and wait on replacement valve Note; ( Weatherford out of Vernal,
Utah sent out 10M Bope with 4 1/2" pipe rams installed instead of 5" pipe rams. They were
informed several times that 5" drill pipe was the only pipe on location out here. One joint of 5"
drill pipe was pinched two places damaging the 5" G-105, 19.5#lft joint of drill pipe belonging
to DHS rig 12. They have one set in Vernal, Utah and are trying to locate 2nd 5" pipe ram set
as soon as possible. Also the 5" jointof damaged drill pipe just had a complete pipe
inspection) Wait on replacement valve for choke manifold; continue fabricating flow, gas
buster lines

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH

//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/TI 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 7/26/2007 Days From Spud : 25 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 08 Weather - Hot & dry 104 degrees out 0 0 NIH
Wait on replacement valve from Weatherford Vernal, Utah. Fabricate gas buster lines, flow

line, fab watermelon for choke manifold to gas buster. Wait on 2 replacement sets of pipe
rams for 10M Bope, 5" pipe rams arrived at 16:30 hrs 7/25/2007 Change out 2 sets of pipe
rams in 10M Bope & choke manfold valve, install panic line and bore tie downs with Western
Auger Test 10M Bope ( ok ) ( upper kelly cock valve failed ) ( Witnessed by Jack Johnson
with B.L.M. )
Wait on upper kelly cock valve ( Clean out trip tank &gel up gates n mud pits for oil based
mud ) Test upper kelly cock to SM (ok ) Clean out triptank & gel up gates in mud tank for oil
based mud

Total: 23.98

Daily Summary
Activity Date : 7/27/2007 Days From Spud : 26 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 100 degrees out, down pour rain at 17:00hrs & cooled things off 0 0 NIH
//26/2007; Continue to fabricate with welders gas buster, watermelon, flow lines & premix tank
to mud pump to mud tank lines, welders rained out at 17:00hrs Install line from 7100 series
rotating head to flow line; Lay down 6 x 8"dcs', 6 x 6 1/2" dcs' and 27 joints of drill pipe out of
derrick. Continue nipple up Bop equipment; Continue fab with welders gas buster, to flow line,

Total: 24.00
manifold to gas buster & premixto mud pump

Daily Summary
Activity Date : 7/28/2007 Days From Spud : 27 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH

flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fill pipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 7/29/2007 Days From Spud : 28 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Continue fabricating lines to gas buster to choke 0 0 NIH

manifold, Gas buster to shale shaker wire box, pre-mix tank to mud pumps and mud pits with
welders; Hold safety meeting with crew & Halliburton. Rig up Halliburton & test lines to
5300psi fluid & 8000psi nitrogen pump 10 bbis fresh water ahead followed by 52bbls or
291.97/ft3 or 250sx of Premium class G
with 6% salt + 1% cacl2 accelerator Density=15.8ppg, Yield =1.18 ft3/sx, Water= 5.05gallsx
lead cement followed by 18bbls or 101.06/ft3 or 69sx of Poz Premium 50/50 with 1.5% zone
sealant 2000 + 0.2% versaset + 5bbl/sx + 1% econolite Density=13.5ppg, Yield=1.47ft3/sx,
Water= 7.05gallsx tail foamed tail cement. Start nitrogen pumped 2000scfm. Foam cement
coming out top of Bope stack, shut down; close blind rams pressured up to 2000psi, try
pumping cap cement pump to 2700psi. Shut down operations and rig down Halliburton; Wash
and clean out Bope, pumping fresh water with mud pump tillclean Pull wear ring and RIH 350'
11 joints, circ hole clean, Pooh and lay down 11 joints drill pipe Test wellhead & B-section with
Cameron; Testing wellhead and B-section with Cameron

Total: 24.00

Daily Summary
Activity Date : 7/30/2007 Days From Spud : 29 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; clean out cement from flow line, valves all and mud pit. O 0 NIH

Iighten all gas buster, flow line, manifold to gas buster flanges, tighten mud pump to mud pit
to pre-mix pit flanges. Replace air boot #2 mud pump suction line Hold safety meeting with
crew and Halliburton. Rig up lines and test to 5000psi cement lines, 8000 psi nitrogen lines.
Pump 100bbls fresh water ahead followed by 295/ft3 or 52.53bbis or 295sx of Premium class
G lead cement with 6% salt + 1% cacl2 Density=15.8ppg, Yield=1.18ft3/sx,
Water=5.05gallsx followed by 514.50/ft3 or 91.63bbis or 350sx of Poz 50/50 with 1.5%
zonesealant + 0.2% versaset + 5#lsx silicalite + 1% econonlite Density=13.5ppg,
Yield=1.47ft3/sx, Water=7.05gal/sx foamed cement slurry with rate of nitrogen at start of
1040scfm decrease to 980scfm to 820scfm to 740scfm to 680scfm to 620scfm to 580 scfm
then off line followed by 175.5/ft3 or 31.25bbis or 150sx of Premium class G cap cement with
3% cacl2 Density=15.8ppg Yield=1.17ft3/sx, Water=5.03gallsx. Job start saw 65psi dropping
to 39psi 100bbis 8.33ppg water @4bpm then saw 120psi start and dropping to 88psi lead
cement 15.8ppg @4bpm, then saw 348psi start of nitrogen foamed 13.5ppg cement dropping
to 280psi, then saw 32psi start of cap cement dropping to 14psi and ending with 28psi end of
job 15.8ppg @2bpm. CIP at 02:30hrs 7/30/2007 Continue tighteningall fabricated flanges to
prepare for shoe drill out Note; (ist cement job was pumped using the wrong valve on
wellhead B-section and cement was pumped into reserve pit. Cameron tested wellhead &
packing in B-section is when it was discovered that the wrong valve was hooked up for
cementing, wellhead tested (ok) We are waiting for oil mud from Big Piney, Wyoming to be
delivered, have received 6 loads approximate 480bbis as of 06:00hrs 7/30/2007. Have called
Hyland truckingyesterday talked to Don Kidd to double up on trucks to get oil here sooner)

Total: 24.00
Continue rig up to drill out with oil mud
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00

Page 15 of 45 Powered by Production Access

Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00

Page 15 of 45 Powered by Production Access

Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 7/31/2007 Days From Spud : 30 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & dry 102 degrees out; Wait on cement. Continue tighteningall fabricated 0 0 NIH
flanges to prepare for shoe drill out. Clean out water and seal up mud pits to receive oil mud
(front mud pits) Finish rig up katch kan hoses and pump. Measure Bope rams positions from
rig floor and document same. Enter new BHA and pipe string in Pason tally,fillpipe racks 92
jnts and strap same; Pick up jars and RIH to 4409' tagged cement ( Function test Bope close
blind rams ) Circ and condition mud Clean out cement from 4409' drill out float collar @ 4424'
clean out cement to 4451'Work on yellow dog pump, change out pumps with hydraulic pump;
Clean out cement from 4451', drill out shoe @4471' and clean out to 4494'; Circ out hole

Total: 24.00
clean and spot vicious pillfor formation integrity test

DailiSummary
Activity Date : 8/1/2007 Days From Spud : 31 Current Depth : 4494 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & dry 102 degrees out; Circ hole clean and spot vicious pill on bottom; Perform 0 0 NIH

formation integrity test with Double Jack testers, pump up to 750 psi upper pipe rams leaking
by. Close annular and pump up to 2100psi at the rate of 1gal I minute, seemed like formation
taking fluid at 2100psi, immediately backed off pressure also noticed that flow line was
dripping fluid at 2100psi, not risking chances of breaking down formation, test was equivalent
to 17.5ppg heavy with 8.5ppg water at 2100psi Pooh for cement bond logs (Function Bope
and close blind rams) Hold safety meeting with crew and loggers. Rig up and run cement bond
logs with Black Warrior Rig Double Jack testers and test Bope, upper pipe rams failed several
times, Weatherford hand changed out seals several times Wait on pipe rams from
Weatherford.

Total: 24.00

Daily Súmmary
Activity Date : 8/2/2007 Days From Spud : 32 Current Depth : 4501 Ft 24 Hr. Footage Made : 7 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & humid out 96 degrees out, raining this morning Wait on pipe rams from 0 0 NIH

Weatherford ( Hang travelingblocks slip and cut 70' drilling line ) Install variable pipe rams.
Rig up Double Jack and test pipe rams to 10M for 10 minutes (ok) rig down Double Jack Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills Install wear bushing, make up BHA and RlH hwdp ( Bop drill while
trippingin hole, 5 minutes ) Replace 8" wafer valve between shale shakers to reserve pit; Held
safety meeting with rig crew, tool pusher and Fidelity company man about well control, safety
policies and Bop drills RIH to 4477' Install rotating head and kelly driver bushing, RIH to 4494'
Circ oil mud and displace water out of hole to reserve pit Drlg 8.75" hole from 4494' to 4501'
Note; ( Received total of 8350gais of diesel fuel, 6140gals for oil mud tank and 2210gals in rig
tank from Western Petroleum, Venal, Utah 8/01/2007 )

Total: 24.00
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'

Page 16 of 45 Powered by Production Access

Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/3/2007 Days From Spud : 33 Current Depth : 4601 Ft 24 Hr. Footage Made : 100 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Hot, humid & muggy out 94 degrees; Work on both mud pumps. Work on pump #2, O 0 NIH
remove suction feed line and cap plate off suction manifold under pump modules, suction
manifold two third full of steel filings and cement, wash out entire fluid end tillclean in mud
pump #2, assemble same Drlg 8.75" hole from 4501' to 4502' Work on #2 mud pump, replace
air boot on suction line from mud pits Drlg 8.75" hole from 4502' to 4507' Work on #2 mud

Total: 24.00
pump, engine over heating, Iow on antifreeze and 10 gals Drlg 8.75" hole from 4507' to 4601'

Dáijy Summary
Activity Date : 8/4/2007 Days From Spud : 34 Current Depth : 4920 Ft 24 Hr. Footage Made : 319 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Hot, humid & muggy out 97 degrees; Drlg 8.75" hole from 4601' to 4671'; Service 0 0 NIH

rig (Function test Bope and hold drilling Bop drill at 1.5 minutes); Drlg 8.75" hole from 4671'
to 4913'; Well control take on 19bbls kick fluid pit gain, shut sicp at 250psi, sidpp at 150psi,
raise mud wt from 13ppg to 14ppg with the wait & weight system; Build mud weight to 14ppg
to kill well

Total: 24.00

Daily Summary
Activity Date : 8/5/2007 Days From Spud : 35 Current Depth : 4920 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot, humid & muggy out 95 degrees; Build kill mud weight to 14ppg Killwell 0 0 NIH

procedures with wait and weight system start with 750psi initial csg pressure to 628psi final
csg pressure at 1003 strokes to bit, maintain 690psi drill pipe pressure at 2507 strokes from
bit to surface, pump 300 extra strokes for a total of 3810 strokes shut down open annular, well
dead at 09:00hrs 8/04/2007 ( Held 3rd party safety meeting before killoperation ) Pump
out 55bbis oil mud from gas buster, close annular and bottom pipe rams, line up kill lines and
mud cross wing valves,
Pump reserve pit water and flush out waited mud out of choke manifold tillclean, drain out
water from gas buster, line up choke and all valves for drilling Circ & condition mud weight to
14+ppg well started flowing 1/2" to 3/4" stream of fluid. Shut in well and calculate kill mud
weight to 14.7ppg 125psi sicp with 175psi sidpp Build kill mud weight to 15.1 ppg, sicp
@125psi,sidpp @375psiat 21:00hrs (Held 3rd party safety meeting before killoperation) Kill
well procedures wi20th wait and weight system start with 1075psi initial csg pressure to 990psi
final csg pressure at 1003 strokes to bit, maintain 990psi drill pipe pressure at 2507 strokes
from bit to surface, csg pressure staying at 650psi suspect choke partial plugging, pump 1000
extra strokes for total of 4500 total strokes tillmud wt 15ppg. Shut down open choke wide
open, check for flow (no flow) open annular check for flow (no flow) well dead at 23:35 hrs
8/04/2007 ( Pump out 55 bbls oil mud of gas buster ) Move drill string, drill string free.
Position drill string close bottom pipe rams & annular, flush across mud cross & through choke
manifold & gas buster with reserve pit water tillclean using #1 mud pump, drain gas buster,
line up all valves for drilling Circ & condition mud weight to 15+ppg Circ bottoms up, no gas;

Total: 24.00
Drlg 8.75" hole from 4913' to 4920'
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Well NametCane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/6/2007 Days From Spud : 36 Current Depth : 5529 Ft 24 Hr. Footage Made : 609 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 eather - Rained late afternoon and into the night; Drlg 8.75" hole from 4920' to 5091'; O 0 NIH
ervice rig ( Function test Bope );Drlg 8.75" hole from 5091' to 5529'

Total: 24.00

Daily Summary
Activity Date : 8/7/2007 Days From Spud : 37 Current Depth : 5936 Ft 24 Hr. Footage Made : 407 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Cloudy most of day , humid and muggy out; Drlg 8.75" hole from 5529' to 5577'; O O NIH
Work on both mud pumps, #1 mud pump fan went thru fan guard did not ruin radiator, #2 mud
pump suction air boot failed at mud tank to charger line, change out same; Drlg 8.75" hole
from 5577' to 5591' ( Bop drill while drilling 1 minute 8 seconds );Service rig ( Function test
Bope );Drlg 8.75" hole from 5591' to 5796'; Work on #2 mud pump , change out swabs and

Total: 24.00
liner gasket;Dr\p 8.75" hole from 5796' to 5936'

Daily Summary
Activity Date : 8/8/2007 Days From Spud : 38 Current Depth : 6342 Ft 24 Hr. Footage Made : 406 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Cloudy most of day , very humid out; Drlg 8.75" hole from 5936' to 5963'; Work on 0 0 NIH

mud pump #2, liner, liner washers, and swab; Drlg 8.75" hole from 5963' to 6092'( Function

Total: 24.00
test Bope, Bope drill while drilling 1 minute 45 seconds );Drlg 8.75" hole from 6092' to 6342'

Daily Summary
Activity Date : 8/9/2007 Days From Spud : 39 Current Depth : 6935 Ft 24 Hr. Footage Made : 593 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Cloudy most of day , very humid out; Drlg 8.75" hole from 6342' to 6500'; Service 0 0 NIH

rig ( Function test Bope );Drlg 8.75" hole from 6500' to 6790' ( Bope while drilling 1 minute
5 seconds ); Service rig ( Bull plug kill line to repair kill line valve );Drlg 8.75" hole from 6790'
to 6935'; Note; ( Received 4159gals diesel fuel for oil mud tank & 3901gals diesel fuel for rig
tank from Western Petroleum, Vernal, Utah)

Total: 24.00
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to 6935'; Note; ( Received 4159gals diesel fuel for oil mud tank & 3901gals diesel fuel for rig
tank from Western Petroleum, Vernal, Utah)
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5 seconds ); Service rig ( Bull plug kill line to repair kill line valve );Drlg 8.75" hole from 6790'
to 6935'; Note; ( Received 4159gals diesel fuel for oil mud tank & 3901gals diesel fuel for rig
tank from Western Petroleum, Vernal, Utah)
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Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT
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Total: 24.00
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Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Cloudy most of day , very humid out; Drlg 8.75" hole from 6342' to 6500'; Service 0 0 NIH
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Total: 24.00
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Well NameiCané Creek 244
Field Name: Cane Creek Fed SiflR 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/10/2007 Days From Spud : 40 Current Depth : 7405 Ft 24 Hr. Footage Made : 470 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - Partly cloudy with warm breeze, nice out; Drlg 8.75" hole from 6935' to 7123'; O O NIH
¯ Service rig ( Function test Bope );Drlg 8.75" hole from 7123' to 7200'; Drlg 8.75" hole from

Total: 24.00
7200' to 7405' ( Held Bope drill morning tour )

Daily Summary
Activity Date : 8/11/2007 Days From Spud : 41 Current Depth : 7741 Ft 24 Hr. Footage Made : 336 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Partly cloudy with warm breeze, nice out; Drig 8.75" hole from 7405' to 7437'; O O NIH

Service rig (Function Bope and Bop drill while drilling 3 minutes); Drlg 8.75" hole from 7437'
to 7655'; Function Bope (Bope drill while drilling 3 minutes); Drlg 8.75" hole from 7655' to

Total: 24.00
7741'; Note; (Lost approximate 220bbis oil mud to hole, hole taking fluid)

Daily Sumniary
Activity Date : 8/12/2007 Days From Spud : 42 Current Depth : 7850 Ft 24 Hr. Footage Made : 109 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 02 Weather - Partly cloudy with warm breeze, nice out; Drlg 8.75" hole from 7741' to 7850' = TD 7741 7850 NIH

( Function test Bope, Bop drill while drilling 2 minutes) Circ bottoms up, mix pill and pump
same and monitor well; Pooh (slow) to shoe at 4471' ( wiper trip); ORlH ( slow ) to 7850'
Note; ( Tool pusher took in morning tour derrick hand to Moab, Utah emergency room , he

Total: 24.00
smashed his thumb between pipe elevator horns and stand of drill pipe 04:00hrs 8/12/2007 )

Daliý Summary
Activity Date : 8/13/2007 Days From Spud : 43 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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6:00 24.00 21 Weather - Hot out 105 degree; RlH to 7850' ( Function test Bope );Circ out gas and condition 7850 7850 NIH

mud for logs ( Wait on Baker-Atlas Loggers to be available before Pooh. Bop drill circ 1 minute
) Pooh for logs from 7850' to 1500' ( Bop drill trippingI minute ) Note; ( Received 2500gals
diesel fuel in rig tank and 5500gals diesel in oil mud tank total of 8000 gal diesel fuel from
Western Petroleum, Vernal, Utah )

Total: 24.00
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Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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Western Petroleum, Vernal, Utah )

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/14/2007 Days From Spud : 44 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
mpany : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 We are currently hung-up (inside of casing) with the bit at approximately 1250'. The drillstring 7850 7850 NIH
can be turned with the tongs, indicating that we are stuck at the bit. The jars are not working,
but when pulling up, the driller hit it with such force, that it might have 'wiped-out' our jars. We
have fishing tools being rounded up and will keep you appraised of further
developments.Weather - Hot out 103 degree; Pooh for logs, Jars went off at 06:18 hrs
8/13/2007 with 1 joint hwdp plus 18' on the next joint hwdp above rotary table, Driller pulled
415K total at 355K over string weight. Try work pipe free, stuck in 9 5/8" csg at approximate
1258' from surface, string turns free, suspect stuck at bit Break off top joint hwdp at 18' above
rotary table, make up kelly to same for well control. Drain out cellar, open 2" valve back side of
13.5/8" csg wellhead, on vacuum for 10 minutes with no blow back. Break circ through kelly
on stuck drill pipe, no mud motor torque, try working stuck drill pipe loose, pulling 130K over
string wt. Shut down mud pump, remove hydraulic clamp on 7100 series Weatherford double
rubber rotating head, try picking up drill pipe string totallyfree. Set down on same and remove
kelly from drill pipe 18' above rotary table. Set back kelly and lay down stuck double rubber
7100 series Weatherford rotating head on joint of hwdp. Pooh, lay down stabilizers and
teledrift tool ( Function test Bope and Bop drill at 1 minute ) Remove wear bushing and test
13 5/8" wellhead csg port to 550psi (ok), test "B" section to 3000psi (ok) with Cameron Tools;
Clear off rig floor of tools and clean up same Wait on Weatherford retrievable bridge plug; Pick
up and make up retrievable bridge plug , RIH to 2100', suspect hitting stringers of cement,
pick up to 2040' kelly up circ clean to set retrievable bridge plug Note; ( Released Baker-Atlas
loggers at 08:00hrs 8/13/2007, Called out Cameron to test 13 5/8" csg wellhead and "B"
section for damages, called Weatherford for retrievable bridge plug to test 10M Bope for
damage when stuck pulling 415K on stuck pipe in Weatherford 7100 series double rotating

Total: 24.00
head ) Circ clean to set retrievable bridge plug

Daily Summary
Activity Date : 8/15/2007 Days From Spud : 45 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degree; Circ and try setting retrievable bridge plug (no luck); Pooh with 7850 7850 NIH

bridge plug, lay down retrievable bridge plug, seals gone bad ( Wait on replacement bridge
plug );Set test plug in Bope and test Wait on 9 5/8" casing scrapper same (ok); Make up 9
5/8" casing scrapper and RIH work scrapper to 4463'; Pooh with casing scrapper and lay down
same; Make up retrievable bridge plug and RIH to 1901', bridge plug stacking out; Pull up to
1830' and set retrievable bridge plug , rig up to test 9 5/8" casing; Rig up to test 9 5/8" casing
with Double Jack Testers

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming

Page 20 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/16/2007 Days From Spud : 46 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain; Test 9 5/8" casing to 500psi with 7850 7850 NIH
Double Jack Testers, rig down testers Pooh with retrievable bridge plug and lay down same (
Function test Bope );RIH with bit # 8 to 7780' ( Fill drill pipe every 10 stands );Circ out and
flare gas through gas buster. Circ and condition mud for logs (change rotating rubbers); Pooh
for logs; Note; ( Lost approximate 500bbis oil mud to hole and cuttings, as hole was taking
fluid while drilling and some when out of hole, Pdc bit #8 is 3/16" out of gauge but all cutters
look good calling them 3 on wear scale. 7100 series rotating head was jammed in with hard
band off second joint of hwdp going through same, had to cut in half 1 joint 5" hwdp from
Cedar Rentals out of Rock Springs, Wyoming. Inspection was performed at Rocky Mountain
Bit machine shop out of Moab, Utah) Remove rotating head; handle dcs' to rig up for logs
What had us hung up was an equipment failure. The rotating head had seized up on the drill
pipe. This head was provided by Weatherford, and I'm sure we will be requesting some
concessions for the failure. My concern was that when the wellhead seized up, a large
amount of upward force was applied to the BOP stack, which could have possibly damaged
the stack, our wellhead, and even the casing. It was then decided that a test of these
components was prudent. We have tested the wellhead and are currently setting a bridge
plug in the intermediate casing so that the BOP stack and casing can be tested. We felt that

Total: 24.00
this needed to be done now (before we circulate up our gas bubble).

Daily Summary
Activity Date : 8/17/2007 Days From Spud : 47 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out 100 degrees, tryingto rain Hold safety meeting with crew and 7850 7850 NIH

Loggers. Rig up lubricator and loggers. Run logs Loggers TD=7845' Drillers TD=7850'; Run
Mutipole Array Acoustilog - Gamma Ray Log, Caliper Log - High Definition Induction Log -

Compensated Z-Densilog- Compensated Neutron Log - Gamma Ray Log - Caliper Log -

Micro Imager Log. Rig down lubricator and loggers; RIH to circ and condition hole for 7"
casing ( Function test Bope ) Note; ( There is no Lay down machine available for minimum

Total: 24.00
12 to 16 hrs, have tong crew, no Lay down machine )

Daily Summary
Activity Date : 8/18/2007 Days From Spud : 48 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & muggy out, rain clouds this morning; RIH to circ and condition mud for 7" 7850 7850 NIH

casing ( Filldrill pipe every 10 stands ) ( Function test Bope );Circ and condition mud for 7"
casing Lost full returns lost approximate 88bbis, mix Lcm to 40#lbbl and pump away 200bbls
40#lbbl oil mud, saw no pump pressure or returns ( Lost approximate 680bbls oil based mud

Total: 24.00
to well ) Wait on oil based mud out of Big Piney, Wyoming
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.

Page 21 of 45 Powered by Production Access

Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration &Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/19/2007 Days From Spud : 49 Current Depth : 7850 Ft 24 Hr. Footage Made : | 0 Ft

Formation : Weather:
Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming ( 7850 7850 NIH
I-unction test Bope and monitor well for flow ) Well flowing gained 6bbis. Shut in well with
annular, observed 250psi building to 500psi, then preasure dropped to zero psi; Open
annular, no flow Wait on oil mud from Big Piney, Wyoming ( monitor well for flow );Well
flowing gained 40bbis. Shut in well with annular, observed SOOpsibuilding to 1050psi; bleed
off 50psi at 3bbis increments at 50psi gain on casing pressure, bleed off total of 15bbls,
casing pressure at 1050psi @06:00hrs 8/19/2007 Note; ( Received 3817.10 ' overall length
81 joints of HCP-110, 29#lft, 7" 8rd production casing from Sooner @West, trucked in by
John Bunning Transfer Co. Both from Rock Springs, Wyoming. Received 4 loads 260bbls

Total: 24.00
15.5ppg oil mud from Big Piney, Wyoming 8/19/2007)

Daily Summary
Activity Date : 8/20/2007 Days From Spud : 50 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming , well 7850 7850 NIH
shut in casing pressure with 1050psi at 06:00hrs 8/19/2007, building to 1175psi at 10:30hrs
8/19/2007 , then shut casing pressure dropped to 625psi at 14:30hrs 8/19/2007. Make
connection and strip throughannular to 7807' 43' off bottom with 650 psi on shut casing
pressure. Shut in casing pressure building from 650psi to 1150psi at 17:30hrs 8/19/2007 then
dropping to 875psi at 01:00hrs 8/20/2007 and holding same to 06:00hrs 8/20/2007 monitor
same Note; ( Received two loads 120bbis oil mud from Big Piney, Wyoming 21:00hrs

4.00
8/19/2007 )

Daily &ammary
Activity Date : 8/21/2007 Days From Spud : 51 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot & rain clouds this morning; Wait on oil mud from Big Piney, Wyoming, well shut 7850 7850 NIH

in with 875psi at 06:00hrs 8/20/2007 at 06:30hrs 8/20/2007well rising to Held safety
meeting with crew and Weatherford loggers. Break kelly and install rig Tiw valve close same,
install Weatherford Tiw valve and pump in wire line lubricator, rig up RIH with Temperature
and noise logs to 7740', saw noise from 6400' to 6600' estimate fuld level in drill string to be
from 1200't/1800' off fluid on wire line, saw no temperature in drill string, Pooh with logs Wait
on orders, loggers on stand-by 925psi at 10:30hrs 8/20/2007 and holding steady to 18:30hrs
8/20/2007 then 950psi to 21:30hrs 8/20/2007 then 1000psi to 22:30hrs 8/20/2007 then 975psi
to 24:30hrs 8/21/2007 then to 1000psi to 03:00hrs 8/21/2007 then to 1050psi to 05:00hrs
8/21/2007 then to 1000psi at 06:00hrs 8/21/2007 Note: Boots & Coots' interpretation of the log

Total: 24.00
is that fluid is entering the wellbore at 6400' and travelingdownhole.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots

Page 22 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Activity Date : 8/22/2007 | Days From Spud : | 52 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
Formation : Weather:

Rig Company : Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

21 Wait on orders and monitor well with 1000psi at 06:00hrs to 1025psi at 08:00hrs 8/21/07; 7850 7850 NIH
Rerun temperature log, run noise log from 7740' to 7000'. Saw slight noise at 7610' and
Logger estimates fluid level in drill pipe at 1200' to 1800' by fluid on his line ; Monitor well and
wait on Boots & Coots ( Boots and Coots showed up at 21:30hrs 8/21/2007 ) Raise mud
weight in active and pre-mix from 15.7ppg to 16.7ppg; Shut in casing pressures and time as
follows; 1025psi from 08:00hrs to 15:00hrs, 1050psi from 15:00hrs to 21:00hrs, 1075psi from
21:00hrs 8/21/207 to 03:00hrs 8/22/2007 1075psi from 03:00hrs to 06:00hrs, 1100psi at
06:00hrs 8/22/2007 Note; ( Received 7500gals diesel fuel 3250gals for oil mud tank and
4250gals rig fuel tank from Western Petroleum Verna, Utah 8/21/2007 ) Monitor well and

Total: 24.00
condition mud weight from 15.7ppg to 16.7ppg

bailySumirtai
Activity Date : 8/23/2007 Days From Spud : 53 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees; Weight up mud from 15.7ppg to 16.7ppg, monitor well at 7850 7850 NIH

1150psi at 06:00hrs to 07:00hrs at 1175psi to 10:00hrs at 1150psi to 14:30hrs 8/22/2007; Rig
up Halliburton to auxiliary kill line, to suction mud pit and drill pipe through Tiw valve; Hold
safety meeting with Boots & Coots, Halliburton, DHS and everyone on location about the well
control operation, procedures and meeting place should unforeseen events happen. There
was 26 people at the safety meeting, 6 people were leaving at tour change and 1 person
arriving after safety meeting for a total of 21 people on location; Pump down drill pipe 16.7ppg
mud with Halliburton pump truck at 1bpm for a total of 150bbls session #1, Pump through kill
line 12bbis at the rate of 0.3bpm to 0.5bpm, then pump 30bbls at 1bpm, session #2 Sicp
1275psi to 1103psi; Analyze current data re-group operations; Pump down kill line at the rate
of 1bpm with Halliburton pump truck Session #3 sicp 650psi at 06:00hrs 8/23/2007; Monitor
sicp as follows: 1150psi at 18:30hrs to 23:00hrs 1250psi 8/22/2007 to 24:15 hrs to 1275psi to
01:30 to 03:45hrs 1075psi 8/23/2007 Note; ( Received 246.6 gals of propane for flare stack
flare line from Amerigas Moab, Utah 8/22/2007 ) PRESENT OPERATION: Well control

Total: 24.00
operations with Boots & Coots
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/24/2007 Days From Spud : 54 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Pump down kill line with Halliburton pump truck at 1bpm 7850 7850 NIH

16.7ppg mud 180bbls total Have zero pressure on sicp, cellar has bubbles coming from
suspect 13 5/8"csg to 9 5/8"csg valve, drain out cellar check out same (ok) pump down back
side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
drill pipe rate of 1.9bpm at 26spm # 1 mud pump, saw no retums or pressure Transfer mud
from pre-mix tank to active mud tanks; Pooh 3 stands drill pipe to 7523' very slow & RIH3
stands drill pipe very slow to 7807' (Shut in well monitor same); Hold safety meeting with crew
& loggers, rig up loggers. run temperature and noise logs, rig down loggers; Monitor well and
wait for Halliburton blender-mixer truck and bulk trailertruck; Note: ( Shut in casing pressure
as follows 25psi at 15:00hrs to 17:00hrs then 50psi from 17:00hrs 8/23/2007 to 06:00hrs
8/24/2007 Logs saw little noise at 4461' and noise at 6400' and saw no significant temperature

Total: 24.00
changes )

Daily Summary
Activity Date : 8/25/2007 Days From Spud : 55 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Monitor well sicp at 50psi and wait for Halliburton blender- 7850 7850 NIH

mixing truck; Pooh 10 stands drill pipe slow from 7807' to 6862' (Fill annulus with 7bbis mud &
pipe taking correct fluid fill); Monitor well sicp at 50psi and wait for Halliburton blender-mixing
truck; Rig up Halliburton blender truck and relocate Halliburton pump truck. Run test mix, mix
wetting agent with diesel. Hold 3rd party safety meeting; Test lines to 3000psi and pump
56bbis of 18ppg bar mix at 4bpm, over displace drill pipe 10bbis for a total of 117bbis; Pooh
10 stands drill pipe slow from 6862' to 5917'; Note; (Halliburton 4" suction line to blender split
in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
7550')

Total: 24.00

Daily Summary
Activity Date : 8/26/2007 Days From Spud : 56 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Pooh 10 stands drill pipe slow from 6862' to 5917'; Close 7850 7850 NIH

annular and monitor well (Sicp shows 50psi there is no pressure when open choke, gauge is
off 50psi); Rig up lines to and pump down drill pipe, saw small pulse then no movement at all,
pump string capacity 90bbls plus 10bbis; RIH to 7850'did not tag anything; Pooh to stand
back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options

Total: 24.00
of material to pump )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/24/2007 Days From Spud : 54 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees; Pump down kill line with Halliburton pump truck at 1bpm 7850 7850 NIH
16.7ppg mud 180bbls total Have zero pressure on sicp, cellar has bubbles coming from
suspect 13 5/8"csg to 9 5/8"csg valve, drain out cellar check out same (ok) pump down back
side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
drill pipe rate of 1.9bpm at 26spm # 1 mud pump, saw no retums or pressure Transfer mud
from pre-mix tank to active mud tanks; Pooh 3 stands drill pipe to 7523' very slow & RIH3
stands drill pipe very slow to 7807' (Shut in well monitor same); Hold safety meeting with crew
& loggers, rig up loggers. run temperature and noise logs, rig down loggers; Monitor well and
wait for Halliburton blender-mixer truck and bulk trailertruck; Note: ( Shut in casing pressure
as follows 25psi at 15:00hrs to 17:00hrs then 50psi from 17:00hrs 8/23/2007 to 06:00hrs
8/24/2007 Logs saw little noise at 4461' and noise at 6400' and saw no significant temperature

Total: 24.00
changes )

Daily Summary
Activity Date : 8/25/2007 Days From Spud : 55 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Monitor well sicp at 50psi and wait for Halliburton blender- 7850 7850 NIH

mixing truck; Pooh 10 stands drill pipe slow from 7807' to 6862' (Fill annulus with 7bbis mud &
pipe taking correct fluid fill); Monitor well sicp at 50psi and wait for Halliburton blender-mixing
truck; Rig up Halliburton blender truck and relocate Halliburton pump truck. Run test mix, mix
wetting agent with diesel. Hold 3rd party safety meeting; Test lines to 3000psi and pump
56bbis of 18ppg bar mix at 4bpm, over displace drill pipe 10bbis for a total of 117bbis; Pooh
10 stands drill pipe slow from 6862' to 5917'; Note; (Halliburton 4" suction line to blender split
in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
7550')

Total: 24.00

Daily Summary
Activity Date : 8/26/2007 Days From Spud : 56 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Pooh 10 stands drill pipe slow from 6862' to 5917'; Close 7850 7850 NIH

annular and monitor well (Sicp shows 50psi there is no pressure when open choke, gauge is
off 50psi); Rig up lines to and pump down drill pipe, saw small pulse then no movement at all,
pump string capacity 90bbls plus 10bbis; RIH to 7850'did not tag anything; Pooh to stand
back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options

Total: 24.00
of material to pump )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/24/2007 Days From Spud : 54 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees; Pump down kill line with Halliburton pump truck at 1bpm 7850 7850 NIH
16.7ppg mud 180bbls total Have zero pressure on sicp, cellar has bubbles coming from
suspect 13 5/8"csg to 9 5/8"csg valve, drain out cellar check out same (ok) pump down back
side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
drill pipe rate of 1.9bpm at 26spm # 1 mud pump, saw no retums or pressure Transfer mud
from pre-mix tank to active mud tanks; Pooh 3 stands drill pipe to 7523' very slow & RIH3
stands drill pipe very slow to 7807' (Shut in well monitor same); Hold safety meeting with crew
& loggers, rig up loggers. run temperature and noise logs, rig down loggers; Monitor well and
wait for Halliburton blender-mixer truck and bulk trailertruck; Note: ( Shut in casing pressure
as follows 25psi at 15:00hrs to 17:00hrs then 50psi from 17:00hrs 8/23/2007 to 06:00hrs
8/24/2007 Logs saw little noise at 4461' and noise at 6400' and saw no significant temperature

Total: 24.00
changes )

Daily Summary
Activity Date : 8/25/2007 Days From Spud : 55 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Monitor well sicp at 50psi and wait for Halliburton blender- 7850 7850 NIH

mixing truck; Pooh 10 stands drill pipe slow from 7807' to 6862' (Fill annulus with 7bbis mud &
pipe taking correct fluid fill); Monitor well sicp at 50psi and wait for Halliburton blender-mixing
truck; Rig up Halliburton blender truck and relocate Halliburton pump truck. Run test mix, mix
wetting agent with diesel. Hold 3rd party safety meeting; Test lines to 3000psi and pump
56bbis of 18ppg bar mix at 4bpm, over displace drill pipe 10bbis for a total of 117bbis; Pooh
10 stands drill pipe slow from 6862' to 5917'; Note; (Halliburton 4" suction line to blender split
in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
7550')

Total: 24.00

Daily Summary
Activity Date : 8/26/2007 Days From Spud : 56 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Pooh 10 stands drill pipe slow from 6862' to 5917'; Close 7850 7850 NIH

annular and monitor well (Sicp shows 50psi there is no pressure when open choke, gauge is
off 50psi); Rig up lines to and pump down drill pipe, saw small pulse then no movement at all,
pump string capacity 90bbls plus 10bbis; RIH to 7850'did not tag anything; Pooh to stand
back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options

Total: 24.00
of material to pump )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/24/2007 Days From Spud : 54 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees; Pump down kill line with Halliburton pump truck at 1bpm 7850 7850 NIH
16.7ppg mud 180bbls total Have zero pressure on sicp, cellar has bubbles coming from
suspect 13 5/8"csg to 9 5/8"csg valve, drain out cellar check out same (ok) pump down back
side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
drill pipe rate of 1.9bpm at 26spm # 1 mud pump, saw no retums or pressure Transfer mud
from pre-mix tank to active mud tanks; Pooh 3 stands drill pipe to 7523' very slow & RIH3
stands drill pipe very slow to 7807' (Shut in well monitor same); Hold safety meeting with crew
& loggers, rig up loggers. run temperature and noise logs, rig down loggers; Monitor well and
wait for Halliburton blender-mixer truck and bulk trailertruck; Note: ( Shut in casing pressure
as follows 25psi at 15:00hrs to 17:00hrs then 50psi from 17:00hrs 8/23/2007 to 06:00hrs
8/24/2007 Logs saw little noise at 4461' and noise at 6400' and saw no significant temperature

Total: 24.00
changes )

Daily Summary
Activity Date : 8/25/2007 Days From Spud : 55 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 104 degrees; Monitor well sicp at 50psi and wait for Halliburton blender- 7850 7850 NIH

mixing truck; Pooh 10 stands drill pipe slow from 7807' to 6862' (Fill annulus with 7bbis mud &
pipe taking correct fluid fill); Monitor well sicp at 50psi and wait for Halliburton blender-mixing
truck; Rig up Halliburton blender truck and relocate Halliburton pump truck. Run test mix, mix
wetting agent with diesel. Hold 3rd party safety meeting; Test lines to 3000psi and pump
56bbis of 18ppg bar mix at 4bpm, over displace drill pipe 10bbis for a total of 117bbis; Pooh
10 stands drill pipe slow from 6862' to 5917'; Note; (Halliburton 4" suction line to blender split
in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
7550')

Total: 24.00

Daily Summary
Activity Date : 8/26/2007 Days From Spud : 56 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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off 50psi); Rig up lines to and pump down drill pipe, saw small pulse then no movement at all,
pump string capacity 90bbls plus 10bbis; RIH to 7850'did not tag anything; Pooh to stand
back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options

Total: 24.00
of material to pump )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/24/2007 Days From Spud : 54 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
drill pipe rate of 1.9bpm at 26spm # 1 mud pump, saw no retums or pressure Transfer mud
from pre-mix tank to active mud tanks; Pooh 3 stands drill pipe to 7523' very slow & RIH3
stands drill pipe very slow to 7807' (Shut in well monitor same); Hold safety meeting with crew
& loggers, rig up loggers. run temperature and noise logs, rig down loggers; Monitor well and
wait for Halliburton blender-mixer truck and bulk trailertruck; Note: ( Shut in casing pressure
as follows 25psi at 15:00hrs to 17:00hrs then 50psi from 17:00hrs 8/23/2007 to 06:00hrs
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in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
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pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options
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back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options
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side total of 222bbis of 16.7ppg mud, hole full; Kelly up and pump 160bbis of 16.7ppg down
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pipe taking correct fluid fill); Monitor well sicp at 50psi and wait for Halliburton blender-mixing
truck; Rig up Halliburton blender truck and relocate Halliburton pump truck. Run test mix, mix
wetting agent with diesel. Hold 3rd party safety meeting; Test lines to 3000psi and pump
56bbis of 18ppg bar mix at 4bpm, over displace drill pipe 10bbis for a total of 117bbis; Pooh
10 stands drill pipe slow from 6862' to 5917'; Note; (Halliburton 4" suction line to blender split
in half and spilled 2bbls of diesel fuel onto location 8/25/2007, Estimated top of bar pill at
7550')
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Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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6:00 24.00 21 Weather - Hot out 104 degrees; Pooh 10 stands drill pipe slow from 6862' to 5917'; Close 7850 7850 NIH

annular and monitor well (Sicp shows 50psi there is no pressure when open choke, gauge is
off 50psi); Rig up lines to and pump down drill pipe, saw small pulse then no movement at all,
pump string capacity 90bbls plus 10bbis; RIH to 7850'did not tag anything; Pooh to stand
back Bha in derrick; Note; ( Will stand back Bha and hwdp derrick, then run in hole with all drill
pipe with Baker flapper door style float on end of drill pipe with bit sub, this gives more options

Total: 24.00
of material to pump )
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Weil Name:Cane Creek 24-1
Field Name: Cane Creek Fed SIT/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/27/2007 Days From Spud : 57 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
:

¯

Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot 02 degrees, raining out this morning; Pooh to stand back hwdp on derrick, lay 7850 7850 NIH
down mud motor, dc, and Pdc bit; Make up float sub with Baker float flapper style. RIH to
6540'; Pick up and make up 41 joints drill pipe and RIHto 7831'; Build volume mix mud &

Total: 24.00
Lcm. Rig up Halliburton to pumpLCM mud

Daily Summary
Activity Date : 8/28/2007 Days From Spud : 58 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Light rain yesterday morning, cool with rain clouds on horizon this morning; Rig up 7850 7850 NIH

Halliburton to pump & mix Lcm mud; Held 3rd party safety meeting. Pump 346bbis of LCM
mud at 110#lbbl out drill pipe, pump 15bbis of no LCM mud spacer and displace with 124bbis
LCM mud. Break off circ head, drill pipe on vacuum; Pooh 20 stands drill pipe from 7831' to
5941'; Close annular and monitorwell; RIH 20 stands drill pipe to 7831' ( saw no fluid
displacement );Close annular and monitor well ( wait on loggers );Held 3rd party safety
meeting. Rig up lubricator and Loggers, run temperature, sound logs and pressure bomb
sensor; Note; (Received 125gals of propane for flare stack from Amerigas, Moab, Utah. Saw
135psi start & 120psi finish on Halliburton gauge when spotting 15bbis clean mud spacer

Total: 24.00
down drill pipe)

Daily Sûmmäry
Activity Date : 8/29/2007 Days From Spud : 59 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 Weather - Nice out yesterday & cool this morning 7850 7850 NIH

Run temperature, sound and pressure bomb sensor logs. Rig down loggers ( Slight noise
from 6400' +/- nothing at 7615' Pressure bomb sensor shows BHP at 13.55ppg with 16.6ppg
fluid density, fluid level at 1466' information from BHP survey ) Pooh 36 stands drill pipe from

Total: 23.98
7831' to 4374' Condition mud from 16.5ppg to 13.5ppg ( Lighten up mud weight )
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7831' to 4374' Condition mud from 16.5ppg to 13.5ppg ( Lighten up mud weight )
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Weil Name:Cane Creek 24-1
Field Name: Cane Creek Fed SIT/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 8/27/2007 Days From Spud : 57 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
:

¯

Rig Name:
Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot 02 degrees, raining out this morning; Pooh to stand back hwdp on derrick, lay 7850 7850 NIH
down mud motor, dc, and Pdc bit; Make up float sub with Baker float flapper style. RIH to
6540'; Pick up and make up 41 joints drill pipe and RIHto 7831'; Build volume mix mud &

Total: 24.00
Lcm. Rig up Halliburton to pumpLCM mud

Daily Summary
Activity Date : 8/28/2007 Days From Spud : 58 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Light rain yesterday morning, cool with rain clouds on horizon this morning; Rig up 7850 7850 NIH

Halliburton to pump & mix Lcm mud; Held 3rd party safety meeting. Pump 346bbis of LCM
mud at 110#lbbl out drill pipe, pump 15bbis of no LCM mud spacer and displace with 124bbis
LCM mud. Break off circ head, drill pipe on vacuum; Pooh 20 stands drill pipe from 7831' to
5941'; Close annular and monitorwell; RIH 20 stands drill pipe to 7831' ( saw no fluid
displacement );Close annular and monitor well ( wait on loggers );Held 3rd party safety
meeting. Rig up lubricator and Loggers, run temperature, sound logs and pressure bomb
sensor; Note; (Received 125gals of propane for flare stack from Amerigas, Moab, Utah. Saw
135psi start & 120psi finish on Halliburton gauge when spotting 15bbis clean mud spacer

Total: 24.00
down drill pipe)

Daily Sûmmäry
Activity Date : 8/29/2007 Days From Spud : 59 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 Weather - Nice out yesterday & cool this morning 7850 7850 NIH

Run temperature, sound and pressure bomb sensor logs. Rig down loggers ( Slight noise
from 6400' +/- nothing at 7615' Pressure bomb sensor shows BHP at 13.55ppg with 16.6ppg
fluid density, fluid level at 1466' information from BHP survey ) Pooh 36 stands drill pipe from

Total: 23.98
7831' to 4374' Condition mud from 16.5ppg to 13.5ppg ( Lighten up mud weight )
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Field Name: Cane Creek Fed SIT/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
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mud at 110#lbbl out drill pipe, pump 15bbis of no LCM mud spacer and displace with 124bbis
LCM mud. Break off circ head, drill pipe on vacuum; Pooh 20 stands drill pipe from 7831' to
5941'; Close annular and monitorwell; RIH 20 stands drill pipe to 7831' ( saw no fluid
displacement );Close annular and monitor well ( wait on loggers );Held 3rd party safety
meeting. Rig up lubricator and Loggers, run temperature, sound logs and pressure bomb
sensor; Note; (Received 125gals of propane for flare stack from Amerigas, Moab, Utah. Saw
135psi start & 120psi finish on Halliburton gauge when spotting 15bbis clean mud spacer

Total: 24.00
down drill pipe)

Daily Sûmmäry
Activity Date : 8/29/2007 Days From Spud : 59 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 Weather - Nice out yesterday & cool this morning 7850 7850 NIH

Run temperature, sound and pressure bomb sensor logs. Rig down loggers ( Slight noise
from 6400' +/- nothing at 7615' Pressure bomb sensor shows BHP at 13.55ppg with 16.6ppg
fluid density, fluid level at 1466' information from BHP survey ) Pooh 36 stands drill pipe from

Total: 23.98
7831' to 4374' Condition mud from 16.5ppg to 13.5ppg ( Lighten up mud weight )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio|Location Desc: District: UTAH

Daily Summary
Activity Date : 8/30/2007 Days From Spud : 60 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 21 Weather - Nice out yesterday & cool this morning Condition mud from 16.5ppg to 13.5ppg 7850 7850 NIH
Pump down drill pipe at 4374' 152bbis 13.5ppg mud, saw pressure to 100psi then dropped off
Pooh 20 stands drill pipe to 2484' Pump down drill pipe at 2484' 123bbis 13.5ppg mud, saw
slight movement in shale shaker weir box
Pooh 10 stands drill pipe to 1589' Pump down drill pipe at 1589' 42bbls 13.5ppg mud, saw no
movement in shale shaker weir box Pooh 10 stands drill pipe to 644' Pump down drill pipe at
644' 30bbis 13.5ppg mud saw no movement in shale shaker weir box Rig waiting on orders (
Boots & Coots making decisions ) RIH to shoe at 4471'Condition mud from 16.5 ppg in

Total: 23.98
storage tanks to 13.5 ppgin active mud pits.

Dáily Sûmrühry
Activity Date : 8/31/2007 Days From Spud : 61 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg ( Sicp 7850 7850 NIH
ZOOpsi, bleed 50psi with 7.8bbis gain );Pump down drill pipe 46bbis 13.5ppg mud no circ,
Pump down annulus 300bbls 13.5ppg mud ( zero sicp );RIH 36 stands drill pipe from 4471'
to 7837'; Condition mud to 13.5ppg; Note; ( Received 8000gals of diesel fuel 4800gals for oil
mud tank and 3200gals for rig tank from Western Petroleum Vernal, Utah 8/30/2007 sicp
early morning 8/31/2007 was entered wrong on the Pason chart, driller was reading wrong

Total: 24.00
gauge that was in kpa and was not working ) Condition mud to 13.5ppg

Daily Summary
Activity Date : 9/1/2007 Days From Spud : 62 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg; Pump 7850 7850 NIH

down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at

Total: 24.00
08:30hrs 09/01/2007 ) Monitor well with 425psi sicp at 06:00hrs 9/01/2007
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mud tank and 3200gals for rig tank from Western Petroleum Vernal, Utah 8/30/2007 sicp
early morning 8/31/2007 was entered wrong on the Pason chart, driller was reading wrong

Total: 24.00
gauge that was in kpa and was not working ) Condition mud to 13.5ppg
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6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg; Pump 7850 7850 NIH

down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at

Total: 24.00
08:30hrs 09/01/2007 ) Monitor well with 425psi sicp at 06:00hrs 9/01/2007

Page 25 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio|Location Desc: District: UTAH

Daily Summary
Activity Date : 8/30/2007 Days From Spud : 60 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 21 Weather - Nice out yesterday & cool this morning Condition mud from 16.5ppg to 13.5ppg 7850 7850 NIH
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slight movement in shale shaker weir box
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movement in shale shaker weir box Pooh 10 stands drill pipe to 644' Pump down drill pipe at
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down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
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rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at
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ZOOpsi, bleed 50psi with 7.8bbis gain );Pump down drill pipe 46bbis 13.5ppg mud no circ,
Pump down annulus 300bbls 13.5ppg mud ( zero sicp );RIH 36 stands drill pipe from 4471'
to 7837'; Condition mud to 13.5ppg; Note; ( Received 8000gals of diesel fuel 4800gals for oil
mud tank and 3200gals for rig tank from Western Petroleum Vernal, Utah 8/30/2007 sicp
early morning 8/31/2007 was entered wrong on the Pason chart, driller was reading wrong
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gauge that was in kpa and was not working ) Condition mud to 13.5ppg
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6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg; Pump 7850 7850 NIH

down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at

Total: 24.00
08:30hrs 09/01/2007 ) Monitor well with 425psi sicp at 06:00hrs 9/01/2007
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down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
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of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
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Pump down annulus 300bbls 13.5ppg mud ( zero sicp );RIH 36 stands drill pipe from 4471'
to 7837'; Condition mud to 13.5ppg; Note; ( Received 8000gals of diesel fuel 4800gals for oil
mud tank and 3200gals for rig tank from Western Petroleum Vernal, Utah 8/30/2007 sicp
early morning 8/31/2007 was entered wrong on the Pason chart, driller was reading wrong

Total: 24.00
gauge that was in kpa and was not working ) Condition mud to 13.5ppg

Daily Summary
Activity Date : 9/1/2007 Days From Spud : 62 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg; Pump 7850 7850 NIH

down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at

Total: 24.00
08:30hrs 09/01/2007 ) Monitor well with 425psi sicp at 06:00hrs 9/01/2007
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio|Location Desc: District: UTAH

Daily Summary
Activity Date : 8/30/2007 Days From Spud : 60 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 23.98 21 Weather - Nice out yesterday & cool this morning Condition mud from 16.5ppg to 13.5ppg 7850 7850 NIH
Pump down drill pipe at 4374' 152bbis 13.5ppg mud, saw pressure to 100psi then dropped off
Pooh 20 stands drill pipe to 2484' Pump down drill pipe at 2484' 123bbis 13.5ppg mud, saw
slight movement in shale shaker weir box
Pooh 10 stands drill pipe to 1589' Pump down drill pipe at 1589' 42bbls 13.5ppg mud, saw no
movement in shale shaker weir box Pooh 10 stands drill pipe to 644' Pump down drill pipe at
644' 30bbis 13.5ppg mud saw no movement in shale shaker weir box Rig waiting on orders (
Boots & Coots making decisions ) RIH to shoe at 4471'Condition mud from 16.5 ppg in

Total: 23.98
storage tanks to 13.5 ppgin active mud pits.

Dáily Sûmrühry
Activity Date : 8/31/2007 Days From Spud : 61 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg ( Sicp 7850 7850 NIH
ZOOpsi, bleed 50psi with 7.8bbis gain );Pump down drill pipe 46bbis 13.5ppg mud no circ,
Pump down annulus 300bbls 13.5ppg mud ( zero sicp );RIH 36 stands drill pipe from 4471'
to 7837'; Condition mud to 13.5ppg; Note; ( Received 8000gals of diesel fuel 4800gals for oil
mud tank and 3200gals for rig tank from Western Petroleum Vernal, Utah 8/30/2007 sicp
early morning 8/31/2007 was entered wrong on the Pason chart, driller was reading wrong

Total: 24.00
gauge that was in kpa and was not working ) Condition mud to 13.5ppg

Daily Summary
Activity Date : 9/1/2007 Days From Spud : 62 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 102 degrees, cloudy skies this morning; Condition mud to 13.5ppg; Pump 7850 7850 NIH

down drill pipe no circ, then pump down backside with annular closed (bullhead )13.5ppg mud
to 7831' for a total of 535bbis ( 135bbis drill pipe volume and 400bbis down back side sicp
212psi to zero psi ); Hold 3rd party safety meeting, rig up loggers and run temperature log
from 3000' to 7833' saw no temperature signatures changes, rig down loggers; Clean up rig
floor rig to lay down and lay down 3 joints 6.5" dcs' and 35 joints hwdp out of derrick; Pump
down drill pipe 73bbls of 13.5ppg mud at rate of 3.1bbis per minute and receiving 1.5 bbis
returns in to trip tank; Close annular and monitor well ( Wait on cement from Halliburton out
of Vernal, Utah );Note; ( Received 7900gals diesel 6500gals in oil mud tank and 1400gals in
rig fuel tank from Western Petroleum, Vernal, Utah );( 300/ft3 of 13.4ppg cement should
arrive around 14:00hrs from Halliburton Vernal, Utah 09/01/2007 we have 525psi sicp at

Total: 24.00
08:30hrs 09/01/2007 ) Monitor well with 425psi sicp at 06:00hrs 9/01/2007
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/2/2007 Days From Spud : 63 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 105 degrees, clear skies this morning; Monitor well and wait for cement 7850 7850 NIH
trom Halliburton Vernal, Utah. Sicp 550psi bleed to 200psi at 41.7bbls gain in trip tank, sicp;
725psi pump at 40spm #1 mud pump from 725psi to zero psi with 345bbis 13.5ppg mud down
annulus ( bullhead ) open chokes no flow or pressure, monitor well; Hold 3rd party safety
meeting, rig up Halliburton lines, test lines to 3000psi, pump 11bbis diesel spacer followed by
301.5/ft3 or 53.7bbis or 192sx of 13.4ppg cement Yield=1.57ft3/sx, Water=7.68gallsx
followed by 9bbls diesel spacer followed by 114bbis oil mud. CIP @ 18:35hrs 9/01/2007. Rig
down cement lines (Received 50% returns after 73bbis pumped into cement job); Pooh 12
stands drill pipe from 7833' to 6700'; Kelly up and pump 50bbis to clean out drill pipe from
cement job. Pump thru fill up line and monitor gain or loss. Gained 15bbis mud in ihr period,
close annular sicp 300psi, open choke and pump 46spm #1 mud pump at 3.5bpm with
13.5ppg mud pump 4600strokes at 354bbls gain and losses stabilized. At 23:00hrs open
annular and pump 40spm or 3.1bpm thru gas buster, gas went from 2500 units to 4150 units
increase pump rate to 64spm or 4.9bpm, gas continue to climb to 6100units and dropped to
4440units after pumping 966bbis of 13.5ppg mud. Took 14bbls mud gain in one minute, shut
down #1 pump and close annular sidpp @ 100psi & sicp @50psi, circ thru choke at 30spm or
2.3bpm sicp @80psi & sidpp @250psi gas 3200units, mud wt 13.5ppg in & 13.2ppg out, circ
bottoms up after kick gas increased to 3600units. At 06:00hrs 9/02/2007 still circ thru choke &
maintaining well control and constant bottom hole pressure off cement plug to let set up
without forcing back into formation or down hole; Circ hole thru choke and maintain well

Total: 24.00
control with no mud gainsor losses

Daily Summary
Activity Date : 9/3/2007 Days From Spud : 64 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH

weight to control gas thru choke manifold ( well control );Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in trip tank for 30 minutes ( no flow );RlH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.0ppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Stimmary
Activity Date : 9/4/2007 Days From Spud : 65 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Weather - Hot out 106 degrees, clouds on horizon this morning; Circ and condition mud 7850 7850 NIH
weight to control gas thru choke manifold ( well control ); Mud weight 14.5ppg in & 14.5ppg
out, stop mud pump #2 and check for flow in triptank for 30 minutes ( no flow );RIH 6 stands
and 1 joint drill pipe 35' in, tagged top of cement @ 7300' +/- Set back one stand drill pipe,
Kelly up; Circ and condition mud, raise mud from 14.5ppg to original killweight at 14.8ppg to
15ppg; Note; ( 15.Oppg mud weight going in and 14.9ppg mud weight coming out at 06:00hrs

Total: 24.00
9/04/2007 ) Fill trip tank to Pooh to change piperams to casing rams and run casing

Daily Summary
Activity Date : 9/5/2007 Days From Spud : 66 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Hot out 104 degrees, Rain clouds this morning; Fill triptank and prepare to Pooh. 7850 7850 NIH
Check for flow (no flow ) Pooh ( strap drill pipe out ) Break Kelly and pipe spinners, Pooh lay
down float sub Change out upper pipe rams from 5" pipe rams to 7" casing rams. Try testing
7" casing rams; test plug would not go by annular; element rubber. Test waived by Jack
Johnson with B.L.M. Moab, Utah branch, rig down Double Jack test tools Hold 3rd party safety
meeting. Rig up Weatherford power tongs and Laydown machine. Run 81 joints of 7" 29#
LT&C 8rd and 82 joints of 7" 26# LT&C 8rd casing Combined Total of 7307.65'. Float shoe set
at 7300', float collar at 7249.74', Baker-Lok; float shoe first jointand float collar with centralizer
8ft above float shoe and centralizers next 11 collars, then 20 centralizers every third collar for
total of 32 centralizers, last centralizer on collar joint 72. Rig down Weatherford power tongs &

Total: 24.00
Laydown machine Circ and condition for casing cement job(Wait on cement from Halliburton)

Daily Summarÿ
Activity Date : 9/6/2007 Days From Spud : 67 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 12 Weather - Hot out 104 degrees, Rain clouds this morning; Circ and condition for casing 7850 7850 NIH

cement job (Wait on cement from Halliburton) Hold thirdparty safety meeting. Rig up cement
head and lines. Test lines to 5000psi & 7500psi nitrogen lines. Pump 25bbis tuned spacer III
@ 14.9ppg, bring foamer on @ 1.8gpm into tuned spacer, bring nitrogen on @541scfm just
prior to pumping cement, Pump foam cement (5bpm) Mixed density=16.4ppg,
Yield=1.17ft3/sx, Water=4.84gallsx, Foam density=15ppg,; Quality=10.02, at 898.37/ft3 or
160bbis or 768sx followed by Density=16.4ppg, Yield=1.17ft3/sx, Water=4.84gallsx at
33.12ft3 or 5.9bbls or 28sx unfoamed Tail cement. Shut down clean pump and lines, drop
wiper plug, displace with 272.13bbis 8.5ppg 3% KCL water Bump plug CIP with 4000psi with
3600psi prior at 02:15 hrs 9/06/2007. Floats held ok, displace with 4bpm last 20bis slow
down to 3bpm rate on displacement. Cement job at 5bpm pump rate. Rig down cementers
Wait on cement for 12 hrs from 02:15hrs 9/06/2007 Note; ( Received diesel fuel 4052 gals in
mud fuel tank and 3948gals in rig fuel tank total of 8000gals from Western Petroleum Vernal,
Utah 9/05/2007 ) Wait on cement for 12hrs from 02:15hrs 9/06/2007

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH

with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/7/2007 Days From Spud : 68 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 12 Hot out 104 degrees, Rain clouds this morning; Wait on cement from 02:15hrs to 14:00hrs 7850 7850 NIH
9/06/2007; Rig down Katch Kan. Rig up Double Jack hydraulic Bop winches to lift 10M Bop
stack. Open inside wing valve and HCR valve on mud cross, casing pressure 1250psi. Bleed
off pressure to zero psi, monitor ihr (ok) Check for gas with L.E.L. meter (ok); Hold third party
safety meeting. Lift 10M Bop stack. Set 7" casing slips with Cameron hand, slips set with110K
Cut off 7" casing 6" above B-Section with pipe cutters; Set down 10M Bop stack and tighten
every other bolt on B-Section to spacer spool, hook up choke lines with Double Jack. Rig
down Double Jack hydraulic Bop winches. Close blind rams and B-Section wing valve Hold
thirdparty safety meeting. Rig up Weatherford Lay down machine and false stand. Lay down
drill pipe out of derrick using mouse hole Note; ( Had Black Jack Pipe inspection, inspect 12 x
6.5" dcs', 35 x 5" hwdp, 6 x 8" dcs', and cross over subs, teledrifttools 8 3/4" stabilizers, bit
sub and safety valves 9/06/2007. Casing pressure was nitrogen gas breaking out of oil mud.
Approximate 3100bbls oil mud lost to well lost circ and well control operations. Have included
estimate cost on this mud report section today at cost of $112 per bbl oil mud) Lay down drill

Total: 24.00
pipe out of derrick with Lay down machine using mouse hole

Daily Summary
Activity Date : 9/8/2007 Days From Spud : 69 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 96 degrees, Clear skies this morning; Lay down 5" drill pipe out of derrick 7850 7850 NIH
with Lay down machine using mouse hole. Rig down Lay down machine and false flag; Rig up
Double Jack Bop liftwinches and lift 10M bope stack, remove 20" spacer spool; Clean up and
dress 7" casing cut off with files for B-section; Install B-section and test same (Energize
between casings to 6000psi and test 7" casing slips to 5000psi); Set down 10M Bop stack and
tighten flanges with hydraulic wrench. Rig down Double Jack Bop lift winches Work on mud
pumps, change out all liners and swabs from 6" to 5"; Note; ( One welder to be out at 08:30hrs
and second welder to be out at 11:30hrs 9/08/2007 to fabricate choke line and flow lines. We

Total: 24.00
are running CBL-GR-CCL logs with Black Warrior at 08:00hrs 9/08/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/9/2007 Days From Spud : 70 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - Nice out 95 degrees, Clear skies this morning; Work on mud pumps, change out 7850 7850 NIH
Iiners and swabs from 6" to 5"; Hold third party safety meeting. Rig up Black Warrior and run
CBL-GR-CCL logs, Tag cement at 7153'. Rig down loggers; Remove flow line elbow from flow
line, remove pieces to fit same, fit flow line elbow twiceand weld up same away from location
as not to start fire with oil mud e choke line elbow from HCR valve to choke line. Fabricate and
add 8" to both; Install flow line and choke line elbows. Make up 3.5" rotating head rubber; Lay
down 5.25" hex Kelly, make room for 3.5" drill pipe Note; (Rapid rig cleaning crews cleaning
up oil messes on and around entire rig using super sucker truck to clean out solids in both
active pits and pre-mix pits. Had Kuhr Trucking out of Vernal Utah move 4 pipe baskets with
5"drill pipe off location to room for 3.5" drill pipe coming in Sunday morning 9/09/2007. Sent in
6 joints 5" hwdp and one 8"dc to Stewart Machine shop in Vernal Utah for cracked pins and
boxes repairs with Kuhr Trucking 9/08/2007. Double Jack Bop Testers here at 07:30hrs
9/09/2007 test blind rams, choke lines and choke manifold to 4000psi, can't install test plug
due to annular rubber element Test waived by Jack Johnson with BLM out of Moab Utah
9/09/2007 BLM ok with 4000psi testing due to annular element) Move 5.25" hexK and make

Total: 24.00
room for 3.5" drill pipe

Daily Summary
Activity Date : 9/10/2007 Days From Spud : 71 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Wait On Bop Tester; Test Bop, Test Blind Rams, Choke Lines 7850 7850 NIH

And Choke Manifold To 4000 Psi; Rig Up Kach Kan, KillLine & Gas Buster, Unload 3 1/2"
Swdp & Dp, Strap 3 1/2" Swdp & Dp Pick Up Kelly, Subs, Elevators & Tongs; Third Party
Safety Meeting, Rig Up L/D Machine & Pick Up 3 1/2" Swdp & Dp F/ O To 3448'; Lowering
Mud Wt. In Pits from 15 Ppg to 13.5 Ppg. For Displacement of 8.5 Ppg. Kcl Plan to Tih W/ 40

Total: 24.00
Swdp & 185 DP,Test Pipe Rams & Displace Kcl WI invert Mud.

Daily Sumniary
Activity Date : 9/11/2007 Days From Spud : 72 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 63 Deg & Calm; Pick Up 3 1/2" DrillPipe FI 3348' To 7199; Rig Down Lay down 7850 7850 NIH

I ruck; Rig Up, Reinstall 3" KillLine, Test Top & Bottom Pipe Rams, Hcr Valve, KillLine &
Casing To 4000 Psi Annular To 1500 Psi; Displace Kcl Water W/ 13.5 Ppg invert Mud; Drill
Out Shoe Track In 7' Casing Fl 7250' To 7260'; Rig Service; DrillOut Shoe Track In 7' Casing
F/ 7260' To 7300', DrillCement Below Shoe, Cement For 20' To 25'; Void From 7325' To
7427', Tag Cement @ 7427', Drill Cement Fl 7427' To 7500', Cement Held 10,000 # @150To
200 Ft/Hr.; Circ Bottoms Up; POOh, (Sim), Hole Taking Correct Amount Of Fluid On Backside;

Total: 24.00
Pooh For Cement Plug For Sidetrack.
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 9/12/2007 Days From Spud : 73 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 63 Deg & Calm; POOH (Slm); L/D Bit, TlH W/ Open End DP To Set Cement Plug; 7850 7850 NIH
Rig Service; TIH to Casing Shoe; Circ, Wait On Halliburton; TIH To 7500', Halliburton Did Not
Bring 3 1/2" DP Pin FIDP; Circ @ 7500', Wait On DrillPipe Pin From Grand Junction; Note:

Total: 24.00
No Trip Gas, No Fluid Loss; Wait On 3 1/2" Drill Pipe Pin

Daily Symmary
Activity Date : 9/13/2007 Days From Spud : 74 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 CIRC, WAIT ON HALLIBURTON TO GET DRILL PIPE PIN PUMP CEMENT PLUG FI 7850 7850 NIH

SIDETRACK POOH FIVE STANDS CIRC TO CLEAR DRILL PIPE & BACKSIDE
POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%

HR-5
Total: 23.98

Daily Summary
Activity Date : 9/14/2007 Days From Spud : 75 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drill Cmt To 7440'; Circ To Bring Up Cement; Pump Slug & Pooh 7850 7850 NIH

I-/ Directional Tools; Pick Up Directional Tools; Rig Service; Pick Up Directional Tools &
Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
Inch g 7442'

Daily Summary
Activity Date : 9/15/2007 Days From Spud : 76 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Time DrillF/ 7441' To 7500', Slide Drill FI 7500 To 7580' 7850 7850 NIH

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 9/12/2007 Days From Spud : 73 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 63 Deg & Calm; POOH (Slm); L/D Bit, TlH W/ Open End DP To Set Cement Plug; 7850 7850 NIH
Rig Service; TIH to Casing Shoe; Circ, Wait On Halliburton; TIH To 7500', Halliburton Did Not
Bring 3 1/2" DP Pin FIDP; Circ @ 7500', Wait On DrillPipe Pin From Grand Junction; Note:

Total: 24.00
No Trip Gas, No Fluid Loss; Wait On 3 1/2" Drill Pipe Pin

Daily Symmary
Activity Date : 9/13/2007 Days From Spud : 74 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 CIRC, WAIT ON HALLIBURTON TO GET DRILL PIPE PIN PUMP CEMENT PLUG FI 7850 7850 NIH

SIDETRACK POOH FIVE STANDS CIRC TO CLEAR DRILL PIPE & BACKSIDE
POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%

HR-5
Total: 23.98

Daily Summary
Activity Date : 9/14/2007 Days From Spud : 75 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drill Cmt To 7440'; Circ To Bring Up Cement; Pump Slug & Pooh 7850 7850 NIH

I-/ Directional Tools; Pick Up Directional Tools; Rig Service; Pick Up Directional Tools &
Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
Inch g 7442'

Daily Summary
Activity Date : 9/15/2007 Days From Spud : 76 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Time DrillF/ 7441' To 7500', Slide Drill FI 7500 To 7580' 7850 7850 NIH

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH
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Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
Inch g 7442'
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Activity Date : 9/15/2007 Days From Spud : 76 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH
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Rig Service; TIH to Casing Shoe; Circ, Wait On Halliburton; TIH To 7500', Halliburton Did Not
Bring 3 1/2" DP Pin FIDP; Circ @ 7500', Wait On DrillPipe Pin From Grand Junction; Note:

Total: 24.00
No Trip Gas, No Fluid Loss; Wait On 3 1/2" Drill Pipe Pin
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Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%
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Total: 23.98

Daily Summary
Activity Date : 9/14/2007 Days From Spud : 75 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drill Cmt To 7440'; Circ To Bring Up Cement; Pump Slug & Pooh 7850 7850 NIH

I-/ Directional Tools; Pick Up Directional Tools; Rig Service; Pick Up Directional Tools &
Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH
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Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 63 Deg & Calm; POOH (Slm); L/D Bit, TlH W/ Open End DP To Set Cement Plug; 7850 7850 NIH
Rig Service; TIH to Casing Shoe; Circ, Wait On Halliburton; TIH To 7500', Halliburton Did Not
Bring 3 1/2" DP Pin FIDP; Circ @ 7500', Wait On DrillPipe Pin From Grand Junction; Note:

Total: 24.00
No Trip Gas, No Fluid Loss; Wait On 3 1/2" Drill Pipe Pin
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POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%
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7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT
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Daily Summary
Activity Date : 9/12/2007 Days From Spud : 73 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 63 Deg & Calm; POOH (Slm); L/D Bit, TlH W/ Open End DP To Set Cement Plug; 7850 7850 NIH
Rig Service; TIH to Casing Shoe; Circ, Wait On Halliburton; TIH To 7500', Halliburton Did Not
Bring 3 1/2" DP Pin FIDP; Circ @ 7500', Wait On DrillPipe Pin From Grand Junction; Note:

Total: 24.00
No Trip Gas, No Fluid Loss; Wait On 3 1/2" Drill Pipe Pin

Daily Symmary
Activity Date : 9/13/2007 Days From Spud : 74 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 CIRC, WAIT ON HALLIBURTON TO GET DRILL PIPE PIN PUMP CEMENT PLUG FI 7850 7850 NIH

SIDETRACK POOH FIVE STANDS CIRC TO CLEAR DRILL PIPE & BACKSIDE
POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%

HR-5
Total: 23.98

Daily Summary
Activity Date : 9/14/2007 Days From Spud : 75 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drill Cmt To 7440'; Circ To Bring Up Cement; Pump Slug & Pooh 7850 7850 NIH

I-/ Directional Tools; Pick Up Directional Tools; Rig Service; Pick Up Directional Tools &
Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
Inch g 7442'

Daily Summary
Activity Date : 9/15/2007 Days From Spud : 76 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Time DrillF/ 7441' To 7500', Slide Drill FI 7500 To 7580' 7850 7850 NIH

Total: 24.00

Page 30 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
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Activity Date : 9/13/2007 Days From Spud : 74 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 23.98 21 CIRC, WAIT ON HALLIBURTON TO GET DRILL PIPE PIN PUMP CEMENT PLUG FI 7850 7850 NIH

SIDETRACK POOH FIVE STANDS CIRC TO CLEAR DRILL PIPE & BACKSIDE
POOH TO PICK UP BIT TO TAG & DRESS OFF PLUG WAIT ON CEMENT TIH W/ MILL
TOOTH BIT TO TAG $ DRESS OFF PLUG, TAG CEMENT @ 7030' CIRC $ WAIT ON
CEMENT @7000' DRILL CEMENT FI 7030' TO 7211' W/ 15,000# ON BIT, ROP= 40/ 50
FTlHR PUMPED 12 BBL DIESEL AHEAD, 145 SKS (25.3 BBL) 17.5 PPG CEMENT W/ A .98

YEILD, 3 BBL DIESEL BEHIND TO BALANCE, DISPLACED Wl 42 BBL INVERT MUD 145
SKSOF CLASS G CEMENT W/ 15% SALT, .75% CFR-3, .3%

HR-5
Total: 23.98

Daily Summary
Activity Date : 9/14/2007 Days From Spud : 75 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drill Cmt To 7440'; Circ To Bring Up Cement; Pump Slug & Pooh 7850 7850 NIH

I-/ Directional Tools; Pick Up Directional Tools; Rig Service; Pick Up Directional Tools &
Scribe Tools, Install Pathfinder Footage Tracking Device; Tih W/ 5 Stds Dp & 40 Swdp; Slip &
Cut Drilling Line; Tih, Fill Pipe @4000'; Orient Tools, Get Tool Face & Time DrillFI 7440' To
7441' @ 5 Min/ Inch; Drilled Cmt To ( Kop) 7370', Lost Cmt @7369', Drilled To 7410' To Find
Firm Cmt; Tripped FI Directional Tools. When Back in Hole, Discovered That Driller Had
Layed Down Joint Of Dp On Trip Out, Had To Pick Up I Joint To Tag Bottom @ 7440'. In Hole
W/ 2.77 Deg. Bend in Motor; Need To Get 30 Deg. To Stay O Target; Timed Drlg @ 5 Min./

Total: 24.00
Inch g 7442'

Daily Summary
Activity Date : 9/15/2007 Days From Spud : 76 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Time DrillF/ 7441' To 7500', Slide Drill FI 7500 To 7580' 7850 7850 NIH

Total: 24.00
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Summary
Activity Date : 9/16/2007 Days From Spud : 77 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 65 Deg & Calm; Drlg, Slide Fl 7580' To 7643'; Rig Service; DrIg, Slide Fl 7643' To 7850 7850 NIH

//32; Took Some Gas, Third Party Peaked Ag62@ 47%, Pason Showed Peaked @93%;
Picked Up & Checked Flow, No Flow, Resume Drlg. Flow Good @Shale Shakers, Pason
Showing 92%, Third Party Showing 20%, Raise Mud Wt. To 13.7 Ppg Mud Wt In -13.8, Mud

Total: 24.00
Wt. Out- 13.1 Pojected 79% @Bit Should Land @90% @ 7655 Tvd; Slide Drillinq @ 7732'

Daily Summary
Activity Date : 9/17/2007 Days From Spud : 78 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 70 degree and afternoon showers with lightning, rained through the night into early 7850 7850 NIH

morning; Dir drlg - slide & rotate from 7732' to 7771'; Service rig ( Function test Bope );Dir
drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit

Total: 24.00

Daily Summary
Activity Date : 9/18/2007 Days From Spud : 79 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 64 degree rain clouds all day yesterday with clear skies this morning; RIH with Pdc 7850 7850 NIH

bit #10, ( filldrill pipe and check directional tools, install rotating head ) Function test Bope;
Circbottoms up and gas out to drill; Directional drlg from 7782' to 7787' ( slide );Service rig (
Function test Bope ); Directional drlg from 7787' to 7803' ( slide ); Directional drlg from slide fl
7803' to 7828', rotate fl 7828' to 7838', slide f/ 7838' to 7843', rotate fl 7843' to 7850'; Note; (
Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
and 4200gal rig fuel tank 9/17/2007 )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Summary
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6:00 24.00 21 Weather - 65 Deg & Calm; Drlg, Slide Fl 7580' To 7643'; Rig Service; DrIg, Slide Fl 7643' To 7850 7850 NIH
//32; Took Some Gas, Third Party Peaked Ag62@ 47%, Pason Showed Peaked @93%;
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morning; Dir drlg - slide & rotate from 7732' to 7771'; Service rig ( Function test Bope );Dir
drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit
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Formation : Weather:
Rig Company : Rig Name:
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Circbottoms up and gas out to drill; Directional drlg from 7782' to 7787' ( slide );Service rig (
Function test Bope ); Directional drlg from 7787' to 7803' ( slide ); Directional drlg from slide fl
7803' to 7828', rotate fl 7828' to 7838', slide f/ 7838' to 7843', rotate fl 7843' to 7850'; Note; (
Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
and 4200gal rig fuel tank 9/17/2007 )
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morning; Dir drlg - slide & rotate from 7732' to 7771'; Service rig ( Function test Bope );Dir
drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit

Total: 24.00
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6:00 24.00 21 Weather - 64 degree rain clouds all day yesterday with clear skies this morning; RIH with Pdc 7850 7850 NIH
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Function test Bope ); Directional drlg from 7787' to 7803' ( slide ); Directional drlg from slide fl
7803' to 7828', rotate fl 7828' to 7838', slide f/ 7838' to 7843', rotate fl 7843' to 7850'; Note; (
Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
and 4200gal rig fuel tank 9/17/2007 )
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Picked Up & Checked Flow, No Flow, Resume Drlg. Flow Good @Shale Shakers, Pason
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drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit

Total: 24.00
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6:00 24.00 21 Weather - 64 degree rain clouds all day yesterday with clear skies this morning; RIH with Pdc 7850 7850 NIH

bit #10, ( filldrill pipe and check directional tools, install rotating head ) Function test Bope;
Circbottoms up and gas out to drill; Directional drlg from 7782' to 7787' ( slide );Service rig (
Function test Bope ); Directional drlg from 7787' to 7803' ( slide ); Directional drlg from slide fl
7803' to 7828', rotate fl 7828' to 7838', slide f/ 7838' to 7843', rotate fl 7843' to 7850'; Note; (
Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
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drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit
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Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
and 4200gal rig fuel tank 9/17/2007 )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Summary
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Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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//32; Took Some Gas, Third Party Peaked Ag62@ 47%, Pason Showed Peaked @93%;
Picked Up & Checked Flow, No Flow, Resume Drlg. Flow Good @Shale Shakers, Pason
Showing 92%, Third Party Showing 20%, Raise Mud Wt. To 13.7 Ppg Mud Wt In -13.8, Mud
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morning; Dir drlg - slide & rotate from 7732' to 7771'; Service rig ( Function test Bope );Dir
drlg - slide & rotate from 7771' to 7782'; Circ and condition mud, increase mut weight from
13.7ppg to 14.1ppg ( Pason gas showing 7800 units 3rd party gas showing 2376 units ) pump
dry job (pill); Pooh, break bit #9 and lay down mud motor; Pick up new mud motor, check out
and install mwd tools. Scribe in tool face and orient same RlH with bit #10; RiH with Pdc bit

Total: 24.00

Daily Summary
Activity Date : 9/18/2007 Days From Spud : 79 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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bit #10, ( filldrill pipe and check directional tools, install rotating head ) Function test Bope;
Circbottoms up and gas out to drill; Directional drlg from 7782' to 7787' ( slide );Service rig (
Function test Bope ); Directional drlg from 7787' to 7803' ( slide ); Directional drlg from slide fl
7803' to 7828', rotate fl 7828' to 7838', slide f/ 7838' to 7843', rotate fl 7843' to 7850'; Note; (
Received 7800gal diesel fuel from Western Petroleum Vernal, Utah 3600gal mud diesel tank

Total: 24.00
and 4200gal rig fuel tank 9/17/2007 )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/19/2007 Days From Spud : 80 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 02 Weather - 60 deg with clear skies this morning; Directional drlg slide from 7850' to 7865', 7850 7850 NIH
rotate from 7865' to 7881', rotate from 7881' to 7913'; Service rig; Directional drlg rotate from
7913' to 7945', rotate from 7945' to 7956'; Circ out gas , raise mud wt from 14.2ppg to
14.9ppg, mud coming back gas cut to 12.9ppg to 13.2ppg; Pick up Kelly and shut in well with
sicp @ 1400psi and sidpp @250 psi calculate to 15.5ppg kill mud wt; Circ through choke
manifold & gas buster at 26spm, raise mud wt to 15.4ppg, circ around with 5000 strokes, mud
coming back at 12.6ppg to 11.4ppg well not dying. Weight up 400bbis mud in pre-mix pit to
16ppg and pump through choke and gas buster at 30spm # 1 mud pump; Pason gas showing
7950 units, shut in well with sicp @500psi. Fill pre-mix pit to 400bbis and weight up mud to
16.5ppg; Note; (Received 290gals of propane from Amerigas Green River, Utah. 50' to 80'

Total: 24.00
qas flares from gas buster flare stack. For the record this well is being very ornery)

Daily Summary
Activity Date : 9/20/2007 Days From Spud : 81 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 65 deg with scattered clouds this morning; Weighting up mud to 16.6ppg / 16.5ppg 7850 7850 NIH
in pre-mix pit; Open choke, pump through choke manifold & gas buster with 16.5ppg
to16.5ppg mud, maintain 600psi - 550psi; backside with 800psi in drill pipe starting out and
ending with 550-500psi backside and 1400psi drill pipe receiving 15.7ppg mud returns for a
total of 6730 strokes @ 32-28 spms' with #1 mud pump pulling out of pre-mix pit with 16.5ppg
to 16.6ppg mud Shut in well with 50psi sicp. Transfer mud from storage tanks, active pits to
pre-mix pit several times to weight up to 16.6ppg- 16.7ppg mixing sack bar in pre-mix pit while
waiting on bulk barite from Myton, Utah; Open choke, pump through choke manifold & gas
buster with 16.6ppg to16.7ppg mud, maintain 300psi-250psi backside with 1100psi on drill
pipe with 28spms #1 mud pump pulling out of pre-mix pit with 16.6ppg to 16.7ppg mud. Well
acts like it is dead, shut down pumping operations and shut in well with 50psi sicp; Change out
rotating head rubbers with new rubber, to circ through gas buster with normal circulation. Move
drill string ( free );Note; ( Well acts like it is dead and near static, we had tinyamount of flow
with choke wide open and #1 mud pump shut down early this morning around 17:00hrs
9/20/2007. Plan on circulating through gas buster normal way after we change out rotating
rubbers. We moved the drill string 70' in both directions, it is positively free )Change out

Total: 24.00
rotating rubbers to circ normal through gas buster ( Drillstring is free )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH

8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/21/2007 Days From Spud : 82 Current Depth : 8022 Ft 24 Hr. Footage Made : 172 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg with clear skies this morning; Change out rotating head rubbers; Circ down 7850 7850 NIH
Kelly normal way 16.5ppg mud, receive 16.4ppg returns; Transfer light mud from active pits to
storage tanks, fill pre-mix pit and build mud weight to 16.5ppg, transfer mud from pre-mix pit to
active mud pits with 16.5ppg mud. Circulate over top of hole and active pits while building mud
wt to 16.5ppg; Pump 16.5ppg down drill pipe, no returns, pump over top of hole with fill up line
have returns, hole is full; Pooh 7 stands drill pipe to inside shoe @ 7300' from 7929' to 7262';
Work on both mud pumps. Pump down drill pipe have good returns; RIH 7 stands drill pipe
from 7262' to 7929'; Circ bottoms up with #2 mud pump at 50 spms 2250psi; Nail in pop-off
valve blew in #2 mud pump, prime and air out #1 mud pump; Circ and wash to bottom from
7929' to 7956'; Directional drlg rotate from 7956' to 7977', slide from 797T to 7984', rotate
from 7984' to 8022'; Directional drill slide & rotate

Total: 24.00

Daily Summary
Activity Date : 9/22/2007 Days From Spud : 83 Current Depth : 8169 Ft 24 Hr. Footage Made : 147 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 70 deg with scattered clouds this morning; Directional drlg rotate from 8022' to 7850 7850 NIH
8041', rotate from 8041' to 8051', slide from 8051' to 8066', rotate from 8066' to 8095';
Directional drlg rotate from 8095' to 8114', slide from 8114' to 8136', rotate from 8136' to
8169' ( Function test Bope );Blow out in Kelly hose. Pooh 9 stands drill pipe to 7293' shoe
@7300'; Remove Kelly hose. Wait on new Kelly hose from Rifle, Colo; Note; ( Received 75
joints over all total 3126.40', 13.5#lft, P-110, LT&C 8rd, 4 1/2" production casing from Red
Man Pipe and Supply Rock Springs, Wyoming

, John Bunning Transfer Co hauled 9/21/2007.

Total: 24.00
Hole took 55bbis drink over 2.5hr periodfrom8100' to 8122' then stabilized)

Daily Summary
Activity Date : 9/23/2007 Days From Spud : 84 Current Depth : 8294 Ft 24 Hr. Footage Made : 125 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 62 deg Rained yesterday evening and raining this morning; Wait on new Kelly hose; 7850 7850 NIH

Install new Kelly hose on stand pipe in derrick & swivel; RIH from 7293' to 8158'; Circ bottoms
up ( 1049 Pason gas units for high );Directional dríg rotate from 8169' to 8294' = TD as
directed by geologist; Circ and condition hole to wipe to shoe run; Note; ( Received 259gals

Total: 24.00
propane for flare stack from Amerigas Greenriver , Utah )
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 244
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/24/2007 Days From Spud : 85 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 68 deg out with scattered clouds this morning; Circ & condition hole ( Fill trip tank 7850 7850 NIH
& pump pill, dry job ); Pooh to shoe @ 7300'; Service rig ( Function test Bope );Circ mud pits
over top of hole thru trip tank to monitor well; RIH 11 stands drill pipe from shoe @7300' to
8285'; Circ & condition hole ( Fill trip tank & pump pill, dry job );Pooh. Lay down all directional
tools; Break bit #10 and Lay down all directional tools; Pick up, make up Weatherford 5 1/2"
(od) open hole packer. RIH with same filling drill pipe every 15stands; RIH with Weatherford 5

Total: 24.00
1/2" (od) open hole packer

Dailý Summary
Activity Date : 9/25/2007 Days From Spud : 86 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 60 deg out, clear skies this morning; RIH with Weatherford 5 1/2" (OD) open 7850 7850 | NIH
packer. Stacked out at 7460' with 64K at 18K under with string wt at 82K. Pull 110K at 28K
over string wt not moving, work with 28K over pulling 110K several times, finally free after 30
minutes; Pull two stands to 7300' at shoe ( Pulled 8K over string wt at shoe ) Pooh at an idle
while monitoring fluid levels in trip tank. Found piece of rubber 90 foot on drill pipe above
Weatherford packer, cut off rubber from drill pipe; Break down and Lay down Weatherford 5
1/2" packer; Make up Bit #10 , float sub and RIH to 8053' , install rotating.head ( Fill drill pipe
every 15stands in ); Single in 4 joints rill pipe with Kelly from 8053' to 8294'; Circ and
condition hole for 4 1/2" liner, ( Circ out gas at high of 740 units Pason gas ); Pooh to shoe at
7300' ( 11 stands drill pipe );Monitor well ( Wait on flush joint liner and running tools from
Odessa, Texas ); Note; ( We had to cut off rubber off drill pipe 90 foot above Weatherford
packer tool. Weatherford denies that the rubber is off his tool But note we had to cut it off the
drill pipe, Weatherford packer element was scarred, but no missing rubber off the packing

Total: 24.00
element) Monitor well at 7300' shoe while waiting for flush joint4 1/2" liner and running tools

Daily Summary
Activity Date : 9/26/2007 Days From Spud : 87 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 44 degrees out, clear skies this morning; Monitor well at 7300' shoe. Circulated over 7850 7850 NIH
hole thru trip tank (Function test Bope, Wait for 4 1/2" flush joint liner and running tools); Note;
(Received 4500gals diesel fuel for rig tank from Western Petroleum Vernal, Utah 9/25/2007,

Total: 24.00
received 1499als of Propane for flare stack from Amerigas Green River, Utah 9/25/2007)
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH

hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 9/27/2007 Days From Spud : 88 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 40 degrees out, clear skies this morning; Monitor well at shoe 7300'. Circulate over 7850 7850 NIH
hole thru trip tank ( Function test Bope ); Note; ( Received 2 marker pup joints & 14 joints 4
1/2", 13.5#lft ,

P-110 ulra flush joint threads, along with 4 1/2" ultra flush joint float collar, 4
1/2" ultra flush jointguide shoe, 2 4 1/2" ultra flush jointx 4 1/2" LT&C 8rd cross over 18"
long, and 2 x 4 1/2" ultra flush joint handling nubbings for flush joint liner. Manifest shows
received 617' overall total flush joint tublars. From Lone Star Transportation 19:00 hrs
9/26/2007)

Total: 24.00

Daily Summary
Activity Date : 9/28/2007 Days From Spud : 89 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 45 degrees out with major rain clouds this morning, could rain anytime; Monitor well 7850 7850 NIH

at shoe 7300'. Circ over hole thru trip tank ( Function test Bope, wait on 4 more joints 4 1/2",
P-110, 13.5#lft, ultra flush joint from Odessa, Texas );RIH 11 stands drill pipe from shoe at
7300' to 8294'; Circ and condition mud from 16.4ppg to 16.5ppg, circ hole clean to run 4 1/2"
liner ( Unload 4 joints Ultra flush liner. Lay out, tallyand prepare liner assembly to be run in
hole ); Pooh, remove rotating head, Break bit #10 and lay down float sub, clear off rig floor of
tools; Rig up Lay down machine and power tongs. Hold 3rd party safety meeting. Run 4 1/2"

Total: 24.00
liner assembly; RIH with 4 1/2" liner assembly

Daily Summary
Activity Date : 9/29/2007 Days From Spud : 90 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 40 degrees out with clear skies this morning; Run in hole with 4 1/2" liner assembly 7850 7850 NIH

(float shoe, flush jnt, float collar, landing collar, 17 x flush jnts, xo, 10 jnts P-110, liner hanger);
Rig down power tongs and Lay down machine (Function test Bope); RIH with 4 1/2" liner and
hydraulic liner hanger slow to 8151'. Install circ head manifold; Circ out gas and condition for
cement ( Hold 3rd party safety meeting );Test lines to 3500psi, Drop ball to activate liner,
pump with Halliburton, slips on hydraulic hanger not activating, pump ball thru with 2650 psi
thru landing collar to circ 4 1/2" liner; Try several times to set liner hanger run 84' deeper &
40' higher 8195' to 8235', no luck at all. Run 4 1/2" liner to bottom at 8294'; Circ up gas &
bottoms up twice;test lines to 3500psi, Pump 15bbis tuned spacer Ill OBM followed by
210.09/ft3 or 37.41bbls or 143sx of type "G" cmt with Hi-dense #4
30%bwoc+salt15%bwow+Halad-413 0.6%bwoc+CFR-30.4%bwoc+D-air30000.4%bwoc+HR-
50.6%bwoc+super-CBLO.4% bwoc, Water=6.37gallsx, Yield=1.49ft3/sx, Density=16.8ppg.
Shut down release wiper plug and displace with 64bbis of 16.5ppg oil based mud, bump plug
with 1500psi with 950psi prior, hold 1500psi for 5 minutes, release pressure floats held ok.
Liner is (ok) Rig down cementers; Pooh 15 stands drill pipe from 7063' to 5640'; Kelly up circ
out cement from drill pipe and hole tillclean; Note; ( Float shoe at 8294', landing collar, float

Total: 24.00
collar at 8245' estimated top of liner @7058' +/- )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH

pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same

Page 36 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same

Page 36 of 45 Powered by Production Access

Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc District: UTAH

Daily Summary
Activity Date : 9/30/2007 Days From Spud : 91 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 32 Crispy degrees out with clear skies this morning; Circ cement clean out of drill 7850 7850 NIH
pipe & hole; Pooh. Lay down liner hanger running tools; Service rig ( Function tet Bope and
close blind rams );Wait on cement ( Extremely high winds out here );Make up RR bit #6,
float sub, 40 joints hwdp & RIH tag top of cement @6308' (extremely high winds during trip
in );Clean out cement from 6308' to 6420' ( first 30' of cement was mush, Pason gas units
3366 high, average 1800 units ); Note; ( 3125' 13.5#lft, P-110, LT&C 8rd 4 1/2" csg & 860'
13.5#lft, P-110, Ultra flush joint4 1/2" csg, plus liner hanger & running tools estimated cost in

Total: 24.00
Casing Intermediate / Production cost 9/30/2007 )

Daily Summary
Activity Date : 10/1/2007 Days From Spud : 92 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather - 42 degrees out with few clouds on horizon this morning; Drill& clean out cement 7850 7850 NIH

trom6420' to 6765'; Circ out gas ( Pason gas showing 4200 units );Lay down 10 joints drill
pipe and RlH 3 stands drill pipe out of derrick; Service Rig ( Function test Bope );Drill&
clean out cement from 6765' to 7058' Tag 4 1/2" liner hanger; Circ out cement and gas, Raise
mud wt to 16.7ppg ( Pason gas showing 3500/4000 units on average to 5500 units for high );

Total: 24.00
Pooh with 6" bit, ( Fill trip tank and pumpdry jobpill, Remove rotating head )

Daily Summary
Activity Date : 10/2/2007 Days From Spud : 93 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Weather -40 degrees Started raining early afternoon and thru the night with clear skies this 7850 7850 NIH

morning; Pooh with RR bit #6. Lay down bit #6 ( Function test Bope and Close blind rams )
Make up 6" casing scraper. RIH with 6" casing scraper to 7058'; Work 6" casing scraper 80'
above 4 1/2" liner hanger at 7058'; Circ casing clean for 6" composite bridge plug; Break all
connections pipe spinners, Kelly, upper lower Kelly cocks & saver sub; Pooh with 6" scraper,
break and lay down same; Hold 3rd party safety meeting with crew & Black Warrior. Rig up
and run 6" composite bridge plug set @7025' +/-. Rig down Black Warrior; Test composite
bridge plug to 1000psi with Double Jack Testers hold for 10 minutes (ok); RlH to lay down drill
pipe Weatherford Lay down machine on location @05:00hrs 10/02/2007 Note; ( J.D.
Trucking hauled off 78 joints of 3 1/2" rental drill pipe back to Weatherfords' yard in Vernal,

Total: 24.00
Utah 9/29/2007 ) RIH with 3 1/2" drill pipe to lay down same
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/3/2007 Days From Spud : 94 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 Weather - 38 degrees, clear skies this morning; RIH with 40 stands of 3 1/2" drill pipe; Hold 7850 7850 NIH
drd party safety meeting with crew & Lay down machine hands. Lay down drill pipe; RIH with
37 stands of 3 1/2" drill pipe; Lay down drill pipe and 40 joints of 3 1/2" hwdp; Lay down 4 1/4"
hex Kelly, swivel and tools. Load out 2 trucks 78 joints each @ 156 joints of 3 1/2" drill pipe,
and send back to Weatherfords' yard Vernal, Utah; Slip drilling line; Break all bolts on 10M
Bope stack with Double Jack Testers hydraulic wrench and nipple down 10M Bope stack;
Note; (J.D. Trucking hauled off 156 joints of 3 1/2" rental drill pipe to Weatherfords' yard

Total: 24.00
Vernal, Utah 10/02/2007) Nipple down 10M Boge stack

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/4/2007 Days From Spud : 95 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Nipple down 10M bope and set out same. 7850 7850 NIH

Uap well B-section with 10M cap installed by CameronTools Grand Junction,Colo; Load out 93
jnts drill pipe &40 jnts hwdp all 3 1/2" plus 4 1/4" hex kelly in shuck back to Weatherfords'
yard Vernal, Utah; Pump oil mud out of mud pits back to oil storage tanks. Rig down choke
manifold lines to gas buster, gas buster to flow line, Pump oil mud out of mud pits back to oil
storage tanks. Rig down choke manifold lines to gas buster, gas buster to flow line, cleaned
out of mud pits with Rapid Industrial Cleaning super sucker truck morning of 10/04/2007 Note;
( Cameron Tools out of Grand Junction, Colo. Will be out to remove 2nd B-section off
wellhead & install 10M tubing head with tree when rig moves off location. J.D. Trucking
Vernal, Utah hauled off 93 joints of 3 1/2" rental drill pipe. 40 joints 3 1/2" rental heavy wall drill
pipe and 4 1/4" hex kelly in kelly shuck back to Weatherfords' yard Vernal, Utah );Rigging

Total: 24.00
down mud pits for Rapid Industrial Cleaning to clean out same

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 10/5/2007 Days From Spud : 96 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Rig down mud pits and clean out oil based 7850 7850 NIH
mud with Rapid Industrial super sucker vac truck and cleaning crews; Release DHS Rig #12
@ 18:00hrs 10/04/2007; Note; ( Will be moving camp trailers from Cane Creek 24-1 location
to Cane Creek 8-1 location morning of 10/05/2007 and rig up camp trailers, sewer and trailer
equipment on same with Richardson Trucking, Casper, Wyoming.. Sent in 10M annular, 10M
double gate, 10M mud cross with 10M Hcr valve and 3 x 10M wing valves, 10M x 20" spacer
spool, 5M x 10M Dsa, 10M single gate, 7100 series Williams rotating head bowl, hydraulic
pump unit and control, with tool box, 4 1/4" Kelly drive bushings, 2 sets 3ft pipe tongs, and 3
1/2 IF Iower Kelly cock, 3 1/2"IF x TIW valve, 3 1/2" IF x Dart valve, 12 1/4" string stabilizer
with J.D. Trucking Vernal, Utah to Weatherfords' yard 10/04/2007) Rig released @ 18:00hrs
10/4/07, Move camp trailers to Cane Creek 8-1 morning of 10/5/07

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/6/2007 Days From Spud : 97 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rig down houses and equipment on Cane creek 24-1 location. Move houses and equipment 7850 7850 NIH

to Cane Creek 8-1 location, rig up houses and equipment on same Note; (Kuhr Trucking of
Vernal, Utah and Speedy Cranes of Rifle, Colo. Will be here Monday morning 10/08/2007 to
move rig from Cane Creek 24-1 location to Cane Creek 8-1 location. Speedy will provide 190
ton& 120 ton cranes for rig move) 10/05/2007 to 10/07/2007 - Rig down rig & equip to move
off Cane Creek 24-1 location, to move to Cane Creek 8-1 location10/08/2007 - Moving rig
form Cane Creek 24-1 location to Cane Creek 8-1 location with Kuhr Trucking of Vernal,
Utahi20 ton Speedy Crane of Rifle, Colo. showed up late Monday afternoon
10/08/200710/09/2007 to 10/13/2007 Moving rig from Cane Creek 24-1 location to Cane
Creek 8-1 location and rigging up on same with Kuhr Trucking of Vernal, Utah and Speedy
Cranes of Rifle, Colo. Note; (Speedy 190 ton crane showed up midday Wednesday
10/10/2007 ) Continue rigging up on Cane Creek 8-1 location from 10/09/2007 to 10/13/2007
Note; ( Raised derrick late afternoon 10/13/2007 ) Note; ( Cost are up from 10/06/2007 to
10/13/2007 not counting for trucks, cranes and location building cost )

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 10/5/2007 Days From Spud : 96 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Rig down mud pits and clean out oil based 7850 7850 NIH
mud with Rapid Industrial super sucker vac truck and cleaning crews; Release DHS Rig #12
@ 18:00hrs 10/04/2007; Note; ( Will be moving camp trailers from Cane Creek 24-1 location
to Cane Creek 8-1 location morning of 10/05/2007 and rig up camp trailers, sewer and trailer
equipment on same with Richardson Trucking, Casper, Wyoming.. Sent in 10M annular, 10M
double gate, 10M mud cross with 10M Hcr valve and 3 x 10M wing valves, 10M x 20" spacer
spool, 5M x 10M Dsa, 10M single gate, 7100 series Williams rotating head bowl, hydraulic
pump unit and control, with tool box, 4 1/4" Kelly drive bushings, 2 sets 3ft pipe tongs, and 3
1/2 IF Iower Kelly cock, 3 1/2"IF x TIW valve, 3 1/2" IF x Dart valve, 12 1/4" string stabilizer
with J.D. Trucking Vernal, Utah to Weatherfords' yard 10/04/2007) Rig released @ 18:00hrs
10/4/07, Move camp trailers to Cane Creek 8-1 morning of 10/5/07

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/6/2007 Days From Spud : 97 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rig down houses and equipment on Cane creek 24-1 location. Move houses and equipment 7850 7850 NIH

to Cane Creek 8-1 location, rig up houses and equipment on same Note; (Kuhr Trucking of
Vernal, Utah and Speedy Cranes of Rifle, Colo. Will be here Monday morning 10/08/2007 to
move rig from Cane Creek 24-1 location to Cane Creek 8-1 location. Speedy will provide 190
ton& 120 ton cranes for rig move) 10/05/2007 to 10/07/2007 - Rig down rig & equip to move
off Cane Creek 24-1 location, to move to Cane Creek 8-1 location10/08/2007 - Moving rig
form Cane Creek 24-1 location to Cane Creek 8-1 location with Kuhr Trucking of Vernal,
Utahi20 ton Speedy Crane of Rifle, Colo. showed up late Monday afternoon
10/08/200710/09/2007 to 10/13/2007 Moving rig from Cane Creek 24-1 location to Cane
Creek 8-1 location and rigging up on same with Kuhr Trucking of Vernal, Utah and Speedy
Cranes of Rifle, Colo. Note; (Speedy 190 ton crane showed up midday Wednesday
10/10/2007 ) Continue rigging up on Cane Creek 8-1 location from 10/09/2007 to 10/13/2007
Note; ( Raised derrick late afternoon 10/13/2007 ) Note; ( Cost are up from 10/06/2007 to
10/13/2007 not counting for trucks, cranes and location building cost )

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 10/5/2007 Days From Spud : 96 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Rig down mud pits and clean out oil based 7850 7850 NIH
mud with Rapid Industrial super sucker vac truck and cleaning crews; Release DHS Rig #12
@ 18:00hrs 10/04/2007; Note; ( Will be moving camp trailers from Cane Creek 24-1 location
to Cane Creek 8-1 location morning of 10/05/2007 and rig up camp trailers, sewer and trailer
equipment on same with Richardson Trucking, Casper, Wyoming.. Sent in 10M annular, 10M
double gate, 10M mud cross with 10M Hcr valve and 3 x 10M wing valves, 10M x 20" spacer
spool, 5M x 10M Dsa, 10M single gate, 7100 series Williams rotating head bowl, hydraulic
pump unit and control, with tool box, 4 1/4" Kelly drive bushings, 2 sets 3ft pipe tongs, and 3
1/2 IF Iower Kelly cock, 3 1/2"IF x TIW valve, 3 1/2" IF x Dart valve, 12 1/4" string stabilizer
with J.D. Trucking Vernal, Utah to Weatherfords' yard 10/04/2007) Rig released @ 18:00hrs
10/4/07, Move camp trailers to Cane Creek 8-1 morning of 10/5/07

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/6/2007 Days From Spud : 97 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rig down houses and equipment on Cane creek 24-1 location. Move houses and equipment 7850 7850 NIH

to Cane Creek 8-1 location, rig up houses and equipment on same Note; (Kuhr Trucking of
Vernal, Utah and Speedy Cranes of Rifle, Colo. Will be here Monday morning 10/08/2007 to
move rig from Cane Creek 24-1 location to Cane Creek 8-1 location. Speedy will provide 190
ton& 120 ton cranes for rig move) 10/05/2007 to 10/07/2007 - Rig down rig & equip to move
off Cane Creek 24-1 location, to move to Cane Creek 8-1 location10/08/2007 - Moving rig
form Cane Creek 24-1 location to Cane Creek 8-1 location with Kuhr Trucking of Vernal,
Utahi20 ton Speedy Crane of Rifle, Colo. showed up late Monday afternoon
10/08/200710/09/2007 to 10/13/2007 Moving rig from Cane Creek 24-1 location to Cane
Creek 8-1 location and rigging up on same with Kuhr Trucking of Vernal, Utah and Speedy
Cranes of Rifle, Colo. Note; (Speedy 190 ton crane showed up midday Wednesday
10/10/2007 ) Continue rigging up on Cane Creek 8-1 location from 10/09/2007 to 10/13/2007
Note; ( Raised derrick late afternoon 10/13/2007 ) Note; ( Cost are up from 10/06/2007 to
10/13/2007 not counting for trucks, cranes and location building cost )

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 10/5/2007 Days From Spud : 96 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Rig down mud pits and clean out oil based 7850 7850 NIH
mud with Rapid Industrial super sucker vac truck and cleaning crews; Release DHS Rig #12
@ 18:00hrs 10/04/2007; Note; ( Will be moving camp trailers from Cane Creek 24-1 location
to Cane Creek 8-1 location morning of 10/05/2007 and rig up camp trailers, sewer and trailer
equipment on same with Richardson Trucking, Casper, Wyoming.. Sent in 10M annular, 10M
double gate, 10M mud cross with 10M Hcr valve and 3 x 10M wing valves, 10M x 20" spacer
spool, 5M x 10M Dsa, 10M single gate, 7100 series Williams rotating head bowl, hydraulic
pump unit and control, with tool box, 4 1/4" Kelly drive bushings, 2 sets 3ft pipe tongs, and 3
1/2 IF Iower Kelly cock, 3 1/2"IF x TIW valve, 3 1/2" IF x Dart valve, 12 1/4" string stabilizer
with J.D. Trucking Vernal, Utah to Weatherfords' yard 10/04/2007) Rig released @ 18:00hrs
10/4/07, Move camp trailers to Cane Creek 8-1 morning of 10/5/07

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/6/2007 Days From Spud : 97 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:
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10/08/200710/09/2007 to 10/13/2007 Moving rig from Cane Creek 24-1 location to Cane
Creek 8-1 location and rigging up on same with Kuhr Trucking of Vernal, Utah and Speedy
Cranes of Rifle, Colo. Note; (Speedy 190 ton crane showed up midday Wednesday
10/10/2007 ) Continue rigging up on Cane Creek 8-1 location from 10/09/2007 to 10/13/2007
Note; ( Raised derrick late afternoon 10/13/2007 ) Note; ( Cost are up from 10/06/2007 to
10/13/2007 not counting for trucks, cranes and location building cost )
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH

Daily Summary
Activity Date : 10/5/2007 Days From Spud : 96 Current Depth : 8294 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
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Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Weather - 38 degrees, clear skies this morning; Rig down mud pits and clean out oil based 7850 7850 NIH
mud with Rapid Industrial super sucker vac truck and cleaning crews; Release DHS Rig #12
@ 18:00hrs 10/04/2007; Note; ( Will be moving camp trailers from Cane Creek 24-1 location
to Cane Creek 8-1 location morning of 10/05/2007 and rig up camp trailers, sewer and trailer
equipment on same with Richardson Trucking, Casper, Wyoming.. Sent in 10M annular, 10M
double gate, 10M mud cross with 10M Hcr valve and 3 x 10M wing valves, 10M x 20" spacer
spool, 5M x 10M Dsa, 10M single gate, 7100 series Williams rotating head bowl, hydraulic
pump unit and control, with tool box, 4 1/4" Kelly drive bushings, 2 sets 3ft pipe tongs, and 3
1/2 IF Iower Kelly cock, 3 1/2"IF x TIW valve, 3 1/2" IF x Dart valve, 12 1/4" string stabilizer
with J.D. Trucking Vernal, Utah to Weatherfords' yard 10/04/2007) Rig released @ 18:00hrs
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Daily Summary
Activity Date : 10/6/2007 Days From Spud : 97 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rig down houses and equipment on Cane creek 24-1 location. Move houses and equipment 7850 7850 NIH

to Cane Creek 8-1 location, rig up houses and equipment on same Note; (Kuhr Trucking of
Vernal, Utah and Speedy Cranes of Rifle, Colo. Will be here Monday morning 10/08/2007 to
move rig from Cane Creek 24-1 location to Cane Creek 8-1 location. Speedy will provide 190
ton& 120 ton cranes for rig move) 10/05/2007 to 10/07/2007 - Rig down rig & equip to move
off Cane Creek 24-1 location, to move to Cane Creek 8-1 location10/08/2007 - Moving rig
form Cane Creek 24-1 location to Cane Creek 8-1 location with Kuhr Trucking of Vernal,
Utahi20 ton Speedy Crane of Rifle, Colo. showed up late Monday afternoon
10/08/200710/09/2007 to 10/13/2007 Moving rig from Cane Creek 24-1 location to Cane
Creek 8-1 location and rigging up on same with Kuhr Trucking of Vernal, Utah and Speedy
Cranes of Rifle, Colo. Note; (Speedy 190 ton crane showed up midday Wednesday
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Note; ( Raised derrick late afternoon 10/13/2007 ) Note; ( Cost are up from 10/06/2007 to
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Summary
Activity Date : 10/7/2007 Days From Spud : 98 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 21 No activity 7850 7850 NIH
Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Daily Summary
Activity Date : 10/8/2007 Days From Spud : 99 Current Depth : 8294 Ft 24 Hr. Footage Made : 444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 21 No activity 7850 7850 NIH

Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8294 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 | 0 0 0.00 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/9/2007 Days From Spud : 100 Current Depth : 7850 Ft 24 Hr. Footage Made : -444 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 21 No activity 7850 7850 NIH

Total: 0.00

Mud Properties
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
785 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/268/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc: District UTAH

Daily Summary
Activity Date : 10/7/2007 Days From Spud : 98 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:
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Field Name: Cane Creek Fed SIT/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed SIT/R 24/26S/19E County,State GRAND, UT

Operator: ity Exploration & Productio Location Desc District UTAH

Daily Summary
Activity Date : 10/10/2007 Days From Spud : 101 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 21 No activity 7850 7850 NIH
Total: 0.00
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Daily Summary
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/265/19E County,State: GRAND, UT

Operator: ity Exploration & Producti Location Desc: District: UTAH
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Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 21 No activity 7850 7850 NIH
Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7850 0.00 0.00 0 0 0 0/0/0 0.0 0.0 | 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/17/2007 Days From Spud : 108 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
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Daily Summary
Activity Date : 10/18/2007 Days From Spud : 109 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 10/19/2007 Days From Spud : 110 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 21 They planned to set two tanks and a T packer. Cost of the battery $18463.00, these costs are 7850 7850 NIH

up to 10/20 and include both our costs and Mon-Dak Tanks, which are for labor and
equipment. Other costs- Natco (tanks etc), Midway Supply (fittings) - I do not have these
costs, they should be billing Fidelity direct.

Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7850 0.00 0.00 0 0 0 | 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 | 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/24/2007 Days From Spud : 115 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Welding lines and digging dump lines; Pluming tanks; Doing all the basic tank hook up; Work 7850 7850 NIH

over rig coming in on Friday will try to start completion work on Monday. Dailey Cost for the

Total: 24.00
Tank Battery Tue 10/23 $3949

Daily Summary
Activity Date : 10/25/2007 Days From Spud : 116 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 CCF 24-1 Dailey Costs10/24 $3786 - Weld flowlines, plumb in production tanks, dig trench for 7850 7850 NIH

tiowlines,basic plumbing in all components. Beautiful day in Moab, we topped out at 66

Total: 24.00
degrees.

Daily Summary
Activity Date : 10/26/2007 Days From Spud : 117 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 $5330- Weld flow lines, plumb tanks, set line in ditch, also includes cost for rig anchors being 7850 7850 NIH

Total: 24.00

set- 79 degree's today
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equipment. Other costs- Natco (tanks etc), Midway Supply (fittings) - I do not have these
costs, they should be billing Fidelity direct.

Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7850 0.00 0.00 0 0 0 | 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 | 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 10/24/2007 Days From Spud : 115 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 Welding lines and digging dump lines; Pluming tanks; Doing all the basic tank hook up; Work 7850 7850 NIH

over rig coming in on Friday will try to start completion work on Monday. Dailey Cost for the

Total: 24.00
Tank Battery Tue 10/23 $3949

Daily Summary
Activity Date : 10/25/2007 Days From Spud : 116 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
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Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations
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6:00 24.00 21 CCF 24-1 Dailey Costs10/24 $3786 - Weld flowlines, plumb in production tanks, dig trench for 7850 7850 NIH

tiowlines,basic plumbing in all components. Beautiful day in Moab, we topped out at 66

Total: 24.00
degrees.
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set- 79 degree's today
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Well Name:Cane Creek 24-1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Daily Summary
Activity Date : 10/27/2007 Days From Spud : 118 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 21 $3241- Finish fab. and tie in flow line, stock pile dike dirt, backfill prod. line ditch, rand tie in 7850 7850 NIH
the flare lines

Total: 24.00

Daily Summary
Activity Date : 10/28/2007 Days From Spud : 119 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Daily Summary
Activity Date : 10/29/2007 Days From Spud : 120 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 $6357.50- Completion Costs- Hot shot of BOP, Accumulator etc, testing, & supervisor 7850 7850 NIH

Total: 24.00

Daily Summary
Activity Date : 10/30/2007 Days From Spud : 121 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 21 2532.50- testing, supervisor;$4568 -fittings transport ticket,dykes building, plumbing in tanks, 7850 7850 NIH

etc......(we are hauling gravel, I don't have thosecosts yet). I went out to location today, and it
is a mad house on site.. Weather is so nice, it was 73 degrees today, overcast.
10/30 Tank Battery Costs- $4568 -fittings transport ticket,dykes building, plumbing in tanks,
etc......(we are hauling gravel, I don't have those costs yet). I went out to location today, and it

Total: 24.00
is a mad house on site. Weather is so nice; it was 73 degrees today, overcast.
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Formation : Weather:
Rig Company : Rig Name:

Daily Cost: $0 Cum DHC: $0 Total Well Cost: $0

Daily Summary
Activity Date : 10/29/2007 Days From Spud : 120 Current Depth : 7850 Ft 24 Hr. Footage Made : 0 Ft

Formation : Weather:
Rig Company : Rig Name:
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etc......(we are hauling gravel, I don't have thosecosts yet). I went out to location today, and it
is a mad house on site.. Weather is so nice, it was 73 degrees today, overcast.
10/30 Tank Battery Costs- $4568 -fittings transport ticket,dykes building, plumbing in tanks,
etc......(we are hauling gravel, I don't have those costs yet). I went out to location today, and it

Total: 24.00
is a mad house on site. Weather is so nice; it was 73 degrees today, overcast.
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Well Name:Cane Creek 24-·1
Field Name: Cane Creek Fed S/T/R 24/26S/19E County,State: GRAND, UT

Operator: ity Exploration & Productio Location Desc: District: UTAH

Formation Name Current Well Top Subsea Datum Ref
WelIFormat enc

Top Comments

Casin
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

6/16/2007 40 2 1. Conductor 20 24 40
7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635

Stage: 1, Tail, 0, 806, Surface, Class G, 1.16, 15.8
7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472

Stage: 1, Lead, 0, 350, lite Premium, Class G, 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G. Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O
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FEPCo
WellWork LOE

1700 Lincoln Street, Suite 4600
Denver, CO 80203 Chronological Report
(303) 893-3133

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator: ' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2007 Activity Type: MIRU Rig Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 1
Daily Detail :

Operations
Start Hrs Category/Remarks

7:00 10.50 MIRUI Move rig onto location; spot equipment.
Total : 10.50

Date : 10/29/2007 ctivity Type: Repair rig Rig Name :

Daily Cost : $0.00 Cum Cost $0.00 Days On WellWork
Daily Detail :

Operations
Start Hrs Category/Remarks

0.00 Repair rig/ Repair burnt wiring on rig; N/U BOP
Total : 0.00

Date : 10/30/2007 ctivity Type: Complete Well Rig Name
Daily Cost : $0.00 Cum st $0.00 OnivellWork 5

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 23.98 Repair rig/ Tested BOP, and continue to repair rig due to electrical fire.
Total : 23.98

Date :10/31/2007 ctivity Type: Complete Well Rig Name :

Daily Cost : 0.00 Cum Cost : $0.00 Days On WellWork: 6
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 23.98 Repair rig/ Continue to repair rig.(verbal pe Greg, they should be rigged up @3:00
Total : 23.98

Date : 11/1/2007 ctivity Type: Complete Well Rig Name :

Daily Cost $0.00 Cum Cost $0.00 Days On WellWork 7
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel) -PU 6" Drillbit; 120 jts 2-7/8" tubingTl4000'; RU Pump & Tank; Transfer invert to tank; Break

Total : 24.00
circulation (2 BPM @1000psi); Reverse circulate hole 30 min; PU pipe to 6670'; Tag fill; SDFN

1/14/2008 10:20 AM Powered by Production
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(303) 893-3133
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Daily Detail :

Operations
Start Hrs Category/Remarks

7:00 10.50 MIRUI Move rig onto location; spot equipment.
Total : 10.50

Date : 10/29/2007 ctivity Type: Repair rig Rig Name :

Daily Cost : $0.00 Cum Cost $0.00 Days On WellWork
Daily Detail :

Operations
Start Hrs Category/Remarks

0.00 Repair rig/ Repair burnt wiring on rig; N/U BOP
Total : 0.00

Date : 10/30/2007 ctivity Type: Complete Well Rig Name
Daily Cost : $0.00 Cum st $0.00 OnivellWork 5

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 23.98 Repair rig/ Tested BOP, and continue to repair rig due to electrical fire.
Total : 23.98

Date :10/31/2007 ctivity Type: Complete Well Rig Name :

Daily Cost : 0.00 Cum Cost : $0.00 Days On WellWork: 6
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 23.98 Repair rig/ Continue to repair rig.(verbal pe Greg, they should be rigged up @3:00
Total : 23.98

Date : 11/1/2007 ctivity Type: Complete Well Rig Name :

Daily Cost $0.00 Cum Cost $0.00 Days On WellWork 7
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel) -PU 6" Drillbit; 120 jts 2-7/8" tubingTl4000'; RU Pump & Tank; Transfer invert to tank; Break

Total : 24.00
circulation (2 BPM @1000psi); Reverse circulate hole 30 min; PU pipe to 6670'; Tag fill; SDFN

1/14/2008 10:20 AM Powered by Production



Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00
Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date :11/2/2007 tivity Type Complete Well Rig N
Daily Co $0.00 Cum Cost : $0.00 Days On WellWork: 8

Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)- Drilled out deposit BP@ 6660'; Pushed down to the top of 4½" liner @ 7059'; Circulate clean; TOH;

Total : 24.00
Leave 600' kill string in hole; SDFN

Date : 11/3/2007 ctivity Type: Complete Well Rig Name :

Daily Cost:$0 00 Cum C t $0.00 Days On WellWork:9
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ -(Verbal per Greg Creel)-PU 3-3/4 bit; TOH w/tubing string clean out cmt & 4.5" liner; F/7066' T/7199'; TlH T/7460'; Drillcollars
would not slide around corner; TOH TI 600'; SI

Total : 24.00

Date : 11/4/2007 ActivityType Complete Well Rig Name :

Daily Cost $0.00 Cum Cost 00 Days On WellWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull kill string 3-1/8" drill collars; TIH w/3¾" bit & tubing string; Tag TD @ 8245'; Cir clean TOH T/600'
Total : 24,00

Date :11/5/2007 ActivityType: Complete Well Rig Name :

Daily Cos $0.00 Cum Cost 00 Days On WelfWork 11
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Other/ (Verbal per Greg Creel)-Pull Killstring; TlH Wl4½" tapered mill; Dress off 3" of liner top @7059';TOH ; T1H3 ¾" bit; T/8233';

Total : 24.00
Reverse circ 160 bbls diesel; Pressured climbed to 3700 psi;Too dark to safely pump remaining 190 bbls; SDFN

Date : 11/7/2007 Activity Type: testing Rig Name :

Daily Cost $0.00 numCost 00 Days WelÏWork:
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 Test/ 10" TlH w/TCP & production string; Land tubing and boll weevil hanger; RU Rocky Mountain wire line; Correlate production string
with gamma ray log; Shift string up hole 4' to desired depth; RD Wire line; nipple down BOP; Set packer with 34000 lbs compression;

Total : 24.00
Nipple up tree; pressure test tubing & 4½" liner to 1600 psi held good; Pressure test annulus to 2400 psi held good; Shut well in; SDFN

Date : 11/8/2007 ctivity Type Complete Well Rig Name :

Daily Cost : $0.00 Cum Cost : $0.00 Days On WellWork: 14
Daily Detail :

Operations
Start Hrs Category/Remarks

6:00 24.00 COMPLETE/ Nipple up flow line & pressure test tubing & liner up to 4100 psi; Hold for 1 minute; Bleed off pressure; Guns auto fire
trigger 5 min. Instant pressure 500 lbs blowing; Flow back to 200 bbls 20 min; Wide open 2" line @975 lbs; Shut well in; Shut in

Total : 24.00
pressure 3850#; Turn battery for production.

1/14/2008 10:20 AM Powered by Production



STATE OF UTAH 

DIVISION OF OIL, GAS AND MINING 
\.J.~~ 1,1 t. d'L 

DEPARTMENT OF NATURAL RESOURCES 

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 
la. TYPE OF WELL: OIL [ZJ GAS 0 0 OTHER WELL WELL DRY 

b. TYPE OF WORK: 
NEW 0 HORIZ. 0 DEEP- 0 RE- 0 DIFF. 0 
WELL LATS EN ENTRY RESVR. OTHER 

2. NAME OF OPERATOR' 

Fidelity Exploration and Production Company 

3. ADDRESS OF OPERATOR: I PHONE NUMBER: 

2585 Heartland drive '::IT"J Sheridan :37,[;, ';'E WY z:p 82801 (307) 675-4924 

4. LOCATION OF WELL (FOOTAGES) 

AT SURFACE: 682FNL & 2829 FEL 

AT TOP PRODUCING INTERVAL REPORTED BELOW: 1284 FNL & 2414 FEL 

AT TOTAL DEPTH: 1284 FNL & 2414 FEL 

AMENDED REPORT IZl 
(highlight changes) 

FORM 8 

5. LEASE DESIGNATION AND SERIAL NUMBER: 

UTU65973 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME 

N/A 
7. UNIT or CA AGREEMENT NAME 

Cane Creek Unit 

8. WELL NAME and NUMBER: 

Cane Creek 24-1 

9. API NUMBER: 

4301931447 

10 FIELD AND POOL, OR WILDCAT 

Cane Creek Federal Unit 

11. OTR/OTR. SECTION, TOWNSHIP, RANGE. 
MERIDIAN: 

NENW 24 26 19 

12. COUNTY 113. STATE 

Grand UTAH 

14. DATE SPUDDED: 1159~;~/;~6;ACHED 116'1D;;~/~;~~TED ABANDONED 0 READY TO PRODUCE IlJ 17. ELEVATIONS (DF, RKB, RT. GL): 

7/1/2007 6051 GL 

18. TOTAL DEPTH: MD 8.294 r9 PLUG BACK T.D .. MD 8,245 ro IF MULTIPLE COMPLETIONS. HOW MANY? • 21 DEPTH BRIDGE MD 
PLUG SET: 

TVD 7.657 TVD 7.606 TVD 

22 TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23. 

Temperature; Sector Bond; Compensated Photo Density See 
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STATE OF UTAH AMENDED REPORT 2 FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:

UTU65973
6. IF 1NDIAN, ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
la. TYPE OF WELL: OW

LL
GWAESLL DRY OTHER

7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

NEWL HORZ EP-
TRY

DREFSFVR.
OTHER Cane Creek 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration and Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

2585 Heartland drive orsv Sheridan STATE WY w 82801 (307) 675-4924 Cane Creek Federal Unit
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE: 682FNL &2829 FEL NENW 24 26 19
AT TOP PRODUCING INTERVAL REPORTED BELOW: 1284 FNL &2414 FEL

12. COUNTY 13. STATE
ATTOTALDEPTH: 1284 FNL &2414 FEL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS (DF, RKB, RT, GL):

7/1/2007 9/23/2007 11/8/2007 ABANDONED READY TO PRODUCE 6051 GL
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Tv¤ 7,657 Tvo 7,606 Tvo
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6 4.5 P-16 13.5 7,058 8,290 141 37 7058
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) S1ZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.87 7,045 2.37 7,570 2.87 6,973 7,030
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SlZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 7,650 7,680 7,650 7,680 .29 120 open Squeezed

(B) Cane Creek 7,710 7,834 7,710 7,834 .29 496 DPen 2 Squeezed
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DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

0 to 4472 295 Sx Premium Class G & 350 sx 50/50 Pozmix & 150 sx Premium Class G (Total 795 Sx cmt sque

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGlC REPORT DST REPORT DIRECTIONALSgVgY
om §roducingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VFRIFICATION CORE ANALYSIS OTHER: L.

JANL8 =005

(5/2000) (CONTINUED ON

STATE OF UTAH AMENDED REPORT 2 FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:

UTU65973
6. IF 1NDIAN, ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
la. TYPE OF WELL: OW

LL
GWAESLL DRY OTHER

7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

NEWL HORZ EP-
TRY

DREFSFVR.
OTHER Cane Creek 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration and Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

2585 Heartland drive orsv Sheridan STATE WY w 82801 (307) 675-4924 Cane Creek Federal Unit
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE: 682FNL &2829 FEL NENW 24 26 19
AT TOP PRODUCING INTERVAL REPORTED BELOW: 1284 FNL &2414 FEL

12. COUNTY 13. STATE
ATTOTALDEPTH: 1284 FNL &2414 FEL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS (DF, RKB, RT, GL):

7/1/2007 9/23/2007 11/8/2007 ABANDONED READY TO PRODUCE 6051 GL
16. TOTAL DEPTH: MD 8,294 19. PLUG BACKT.D.: MD 8,245 20. IF MULTIPLECOMPLETlONS, HOW MANY? * 21 DEPTH BRIDGE MD

PLUG SET:
Tv¤ 7,657 Tvo 7,606 Tvo

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)
Temperature; Sector Bond; Compensated Photo Density See

WAS DST RUN? NO YES (Submit report)attached list.
DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CEMENF
S

CKES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 40 3 167 0
17.5 13.37 H-40 48 0 635 806 167 4
12.25 9.625 HClu 40 0 4,472 1,20 177 3580
8.5 7.0 P-16 26 0 6,334 768 160 3000

8.5 7 P-18 29 6,334 7,307 28 6
6 4.5 P-16 13.5 7,058 8,290 141 37 7058
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) S1ZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.87 7,045 2.37 7,570 2.87 6,973 7,030
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SlZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 7,650 7,680 7,650 7,680 .29 120 open Squeezed

(B) Cane Creek 7,710 7,834 7,710 7,834 .29 496 DPen 2 Squeezed

(c) Cane Creek 7,860 8,100 7,860 8,100 .29 960 open 2 Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

0 to 4472 295 Sx Premium Class G & 350 sx 50/50 Pozmix & 150 sx Premium Class G (Total 795 Sx cmt sque

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGlC REPORT DST REPORT DIRECTIONALSgVgY
om §roducingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VFRIFICATION CORE ANALYSIS OTHER: L.

JANL8 =005

(5/2000) (CONTINUED ON

donstaley
Highlight



31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER -'BBL: INTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: -* 590 588 0 POW
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

11/8/2007 12/4/2007 24 RATES: ¯* 590 588 0 Flowing
CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

10 1,700 1,400 42.00 1 RATES: 590 588 0 POW
INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

11/8/2007 12/4/2007 24 RATES: -* 590 588 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATlO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:

10 1,700 1,400 42.00 1 RATES: ¯* 590 588 0 POW
INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flaring
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

Cane Creek 7,650 7,680 Organic and some Dolomite
Cane Creek 7,710 7,834 Organic and some Dolomite
Cane Creek 7,860 8,100 Organic and some Dolomite

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correctas determined from all available records.

NAME(PLEASEPRINT) Step nie Masters TITLE Operation Technician

SIGNATU DATE 1/22/2008

This report must ubmitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



STATE OF UTAH CONFIDENEL FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTR1BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals, Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OlL WELL / GAS WELL OTHER Cane Creek 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration and Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

2585 Heartland Drive
CITY

Sheridan 82801 (307) 675-4924 Cane Creek Federal
4. LOCATION OF WELL

FOOTAGESATSURFACE: 682' FNL &20Ë9'FEL COUNTY Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

. NOTICE OF INTENT
ACIDizE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMlNGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OF'ERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request an 120 day extension to continue flaring thiswell while we prepare to get
on the March docket to go before the Utah Division of Oil, Gas & mining. There are no pipelines or other alternatives at this
time. The well flared 374mcf 1/24/2008.

COPYBRTTOOPERATOR

Date: 2 -R
inittels: 6

NAME(PLEASE RI T) Stephanie}/lasters TITLE Operations

SIGNATUR DATE 1/24/2008

(ThisspaceforStateuseon REQUESTDENIED
UtahDivisionof

011,Gas and Mining RE VED
(5/2000) (See instructions on Reverse Si e) JAN28

STATE OF UTAH CONFIDENEL FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTR1BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals, Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OlL WELL / GAS WELL OTHER Cane Creek 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration and Production Company 4301931447
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CITY

Sheridan 82801 (307) 675-4924 Cane Creek Federal
4. LOCATION OF WELL

FOOTAGESATSURFACE: 682' FNL &20Ë9'FEL COUNTY Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

. NOTICE OF INTENT
ACIDizE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMlNGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OF'ERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request an 120 day extension to continue flaring thiswell while we prepare to get
on the March docket to go before the Utah Division of Oil, Gas & mining. There are no pipelines or other alternatives at this
time. The well flared 374mcf 1/24/2008.

COPYBRTTOOPERATOR

Date: 2 -R
inittels: 6

NAME(PLEASE RI T) Stephanie}/lasters TITLE Operations

SIGNATUR DATE 1/24/2008

(ThisspaceforStateuseon REQUESTDENIED
UtahDivisionof

011,Gas and Mining RE VED
(5/2000) (See instructions on Reverse Si e) JAN28

STATE OF UTAH CONFIDENEL FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTR1BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals, Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.
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QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

. NOTICE OF INTENT
ACIDizE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL
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O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMlNGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OF'ERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request an 120 day extension to continue flaring thiswell while we prepare to get
on the March docket to go before the Utah Division of Oil, Gas & mining. There are no pipelines or other alternatives at this
time. The well flared 374mcf 1/24/2008.

COPYBRTTOOPERATOR

Date: 2 -R
inittels: 6
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SIGNATUR DATE 1/24/2008

(ThisspaceforStateuseon REQUESTDENIED
UtahDivisionof

011,Gas and Mining RE VED
(5/2000) (See instructions on Reverse Si e) JAN28
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DEPARTMENT OF NATURAL RESOURCES
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UTU65973

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTR1BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals, Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.
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Fidelity Exploration and Production Company 4301931447
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2585 Heartland Drive
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4. LOCATION OF WELL

FOOTAGESATSURFACE: 682' FNL &20Ë9'FEL COUNTY Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

. NOTICE OF INTENT
ACIDizE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMlNGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OF'ERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request an 120 day extension to continue flaring thiswell while we prepare to get
on the March docket to go before the Utah Division of Oil, Gas & mining. There are no pipelines or other alternatives at this
time. The well flared 374mcf 1/24/2008.

COPYBRTTOOPERATOR

Date: 2 -R
inittels: 6

NAME(PLEASE RI T) Stephanie}/lasters TITLE Operations

SIGNATUR DATE 1/24/2008

(ThisspaceforStateuseon REQUESTDENIED
UtahDivisionof

011,Gas and Mining RE VED
(5/2000) (See instructions on Reverse Si e) JAN28

STATE OF UTAH CONFIDENEL FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
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SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTR1BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals, Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OlL WELL / GAS WELL OTHER Cane Creek 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration and Production Company 4301931447
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4. LOCATION OF WELL
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QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
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ACIDizE DEEPEN REPERFORATE CURRENT FORMATION
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time. The well flared 374mcf 1/24/2008.

COPYBRTTOOPERATOR

Date: 2 -R
inittels: 6
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011,Gas and Mining RE VED
(5/2000) (See instructions on Reverse Si e) JAN28
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STATE OF UTAH CONFIDENEL FORM 9
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6 FINDIAN,ALLOTTEEORTR1BENAME:
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CONFllENTIAL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERlALNUMBER:

UTU-65973
6 IF INDlAN, ALLOTTEEORTRIBENAME:SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNíT or CA AGREEMËNTNAMË:

Do not use We fon for proposals to drillnew wells, signilicantlydeepen existingwells below current bottom-hole depth, reenter piogged wells, or t° Cane Creek Unitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL forynfor such proposats.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:

OIL WELL Ü GAS WELL OTHER Cane Creek #24-1
2. NAMEOF OPERATOR: 9. API NUMBER.

Fidelity Exploration and Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONENUMBER: 10. FIELDANDPOOL, OR WILDCAT:
2585 Heartland Drive Sheridan WY 82801 (307) 675-4924 Big Flat

4. LOCATlON OF WELL

FOOTAGESATSURFACE: 682' FNL & 2829' FEL COUNTY Grand

QTR/QTR, SECTION. TOWNSHIP, RANGE,MERIDIAN: NENW 24 5 19Ë STATE
UTAH

si CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSJON TYPE OF ACTION

O AC1DiZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTERCASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date workwill start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBlNG PLUGAND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit OrigirtalForm Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER4/12/2008
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find attached a cornplete chronological workover history for thiswell covering 4/3/2008 to 4/12/2008.

(See attached chronologicalwell workover history)

RECEIVED
APR1 - 2003

DIV.0FOIL,GAS&MlNING

NAME(PLEASE T) Stephpnie M ers T1TLE Operations Technician Ill

SIGNA DATE 4/14/2008

(This space for S use only)

(5/2000) (See instructions on Reverse

CONFllENTIAL
STATE OF UTAH FORM 9
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UTU-65973
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TYPE OF SUBMISSJON TYPE OF ACTION

O AC1DiZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
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Date of work completion:
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CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION
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RECEIVED
APR1 - 2003

DIV.0FOIL,GAS&MlNING

NAME(PLEASE T) Stephpnie M ers T1TLE Operations Technician Ill

SIGNA DATE 4/14/2008

(This space for S use only)
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CONFllENTIAL
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CONFlQE&
FEPCo

WelIWork LOE
1700 Lincoln Street, Suite 4600
Denver, CO 80203 Chronological Report
(303) 893-3133

Well Name : Cane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator: ' Exploration & Producti Phone: NRI: 0.775
roduction Current/E>tgeáted Oil: 0 / 0 0 0 / 0 Water: 0 / 0

Date : 4/3/2008 Activity Type: Workover Rig Name :

Daily Cost : $0.00 Cum Cost : $0 00 i Days On WellWork:|1
Daily Detail :|

Operations
Start Hrs Category/Remarks

6.00 24.00 MIRUI Move ng from Duchesne to Cane Creek 24-1, R.U. sdfn.
Tätä! 24.00

Date : 4/4/2008 Activity Type:lWorkover Rig Name .

Daily Cost : $0ÃO Cum Sif 0 ÃO Days On WellWgk:(2
Daily Detail :

Operations
Start Hrs Category/Remarks

0.00 Other/ Rig up hot oller, kill well w/60 bbis produced 10#water. N/D well head, NIU B.O.P's; xover flange, and hydril, R.U. rig floor.
Release T' packer, install TlW valve below tubing hanger, reset hanger, R.U. B.O.P. tester, test pipe rams tl 10000 psi, test hydrill
t/2500 psi, pull out 2 7/8" pup joint and test blind rams t/10000 psi, TlW valve not holding swicth out TlW valves,r.u. hot oiler and kill
well w/ 60 bbis 10#water retest t/10000 psi, test good, TOH w/2 7/8" tubing, 7" packer, and 2 3/8" tubing. RIH w/ 2000' kill string shut
in well. SDFN.

Tot I 0.00
Opte : 4/5/2008 ctivit Tÿýë:iWorkover Rig Ninne

Dáily Cost : $0.00 Corn Coët : 0.00 s W IIWätk 3
Daily D téil

0.00 Workover! Safty meeting, Check for psi, slight blow, R.U. hot oiler, killwell w/ 20 bbis 10# water P.U. over shot, bumper sub and
collars, RIH t/7058', stacked out on top of liner, try rotating thu linertop, pipe keeps torqueing up, continue towork pipe, made @4'
through liner. 7062' pipe stopped, try to rotate, just torques up, POOH. The end of the over shot was bent out. Run 2000' of kill string,
shut in well SDFN.

Total 0.00

Date : 4/6/2008 Activity Type:iWorkover Rig Name :

Daily Cost :]$0 00 _ Cum Cost . $0.00 Days On WellWork:|4
Daily Detail :

Operations
Start Hrs Category/Remarks

0 00 Workover/ Safety Meeting, Check well for psi, O POOH w/ kill stnng, PU New over shot, RiH w/tools and tubing, ( Corrected New
Tally) Tagged Tight spot @7043', work fish through7043' T/7048', pipe taking weight, try to rotate, pipe torques up, R.U. hot oiler.
Circulate while working pipe up and down slowly. Not making any head way. POOH, LD, overshot and bumper sub, P.U. 3 3/4" bit,
collars. RIH Ti 6930'. Shut in well, SDFN

Total 0.00

4/14/2008 09:43 AM Powered by Production
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Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: WI: 1

Operator: ' Exploration & Producti Phone: NRI: 0.775
roduction Current/E>tgeáted Oil: 0 / 0 0 0 / 0 Water: 0 / 0

Date : 4/3/2008 Activity Type: Workover Rig Name :

Daily Cost : $0.00 Cum Cost : $0 00 i Days On WellWork:|1
Daily Detail :|

Operations
Start Hrs Category/Remarks

6.00 24.00 MIRUI Move ng from Duchesne to Cane Creek 24-1, R.U. sdfn.
Tätä! 24.00

Date : 4/4/2008 Activity Type:lWorkover Rig Name .

Daily Cost : $0ÃO Cum Sif 0 ÃO Days On WellWgk:(2
Daily Detail :

Operations
Start Hrs Category/Remarks

0.00 Other/ Rig up hot oller, kill well w/60 bbis produced 10#water. N/D well head, NIU B.O.P's; xover flange, and hydril, R.U. rig floor.
Release T' packer, install TlW valve below tubing hanger, reset hanger, R.U. B.O.P. tester, test pipe rams tl 10000 psi, test hydrill
t/2500 psi, pull out 2 7/8" pup joint and test blind rams t/10000 psi, TlW valve not holding swicth out TlW valves,r.u. hot oiler and kill
well w/ 60 bbis 10#water retest t/10000 psi, test good, TOH w/2 7/8" tubing, 7" packer, and 2 3/8" tubing. RIH w/ 2000' kill string shut
in well. SDFN.

Tot I 0.00
Opte : 4/5/2008 ctivit Tÿýë:iWorkover Rig Ninne

Dáily Cost : $0.00 Corn Coët : 0.00 s W IIWätk 3
Daily D téil

0.00 Workover! Safty meeting, Check for psi, slight blow, R.U. hot oiler, killwell w/ 20 bbis 10# water P.U. over shot, bumper sub and
collars, RIH t/7058', stacked out on top of liner, try rotating thu linertop, pipe keeps torqueing up, continue towork pipe, made @4'
through liner. 7062' pipe stopped, try to rotate, just torques up, POOH. The end of the over shot was bent out. Run 2000' of kill string,
shut in well SDFN.

Total 0.00

Date : 4/6/2008 Activity Type:iWorkover Rig Name :

Daily Cost :]$0 00 _ Cum Cost . $0.00 Days On WellWork:|4
Daily Detail :

Operations
Start Hrs Category/Remarks

0 00 Workover/ Safety Meeting, Check well for psi, O POOH w/ kill stnng, PU New over shot, RiH w/tools and tubing, ( Corrected New
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Circulate while working pipe up and down slowly. Not making any head way. POOH, LD, overshot and bumper sub, P.U. 3 3/4" bit,
collars. RIH Ti 6930'. Shut in well, SDFN

Total 0.00
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Well Name : Gane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND,UT Work Type: Dnlling
Field: Cane Creek Fed Supervisor: Wl: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
roduction Gurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 4/7/2008 Activity Type: Workover Rig Name :

Dady Cost $0 00 Cum Cost $0 00 Days On WellWork:\5
DailyDetail :

Operations
Start Hrs Cafegory/Remarkt

0 00 Workover/ Safety Meeting, Check well for psi (0),TIHTI 7040, RU power swivel, RU to reverse circulate Ease down to tight spot
drill through tightspot @2', move on down to liner hanger, went in @4' Pull up, rig down power swivel, run on down liner, and tag
guns @7728, POOH, LDbit and sub, P,U. overshot and bumper sub, TIH, slow down at 7040, ease down to 7044' tagged tight spot
Work pipe up and down on tightspot , rotate from the top working down, pipe torques up. Continue to work pipe through tight spot.

Total 0 00
pipe fell through, ease down to the liner hanger, overshot hung up, took 20000# over to pull out. POOH T/ 2000' shut well in SDFN.

Date : 4/8/2008 otivitÿTy¢e Workover Rig Name :

Daily Cost:$0,00 guifigg$0 00 Days On WellWõVk6
Daily Detail :

Operations
Start Hrs Category/Remarks

8:00 10.00 Workover/ Safety Meeting, Check well psi, (0),POOH, LD, overshot, stand back collars, P.U. 6"bit, sub and xo, RIHTI 7043, R.U.
Power swivel, break circulation reversing, ease down 7043', start drilling, very hard for the first foot, mushy on down to 7048', ease
down and tag the liner top @7058', Circulate clean, dark redish brown shale in returns, well started to kick, circulate gas out, s.d.
pump, well dead. L.D. Power swivel, POOH, L.D.6" bit, sub, and xo. P.U. overshot, collars and xo, RIHT/ 7058' drop through liner

Total 10.00
top T/7069', pull up to 7057', Shut well in, SDFN.

Dat 4/9/2008 tiVit TygWorkover Rig Name :

D I Cóä $0.00 Cuni G ät $0.00 Days On WellWo k 7

7:00 10.00 Workover/ Safety Meeting, Check well psi (0),RIH T/ 7070' tagged bridge, try working through,by rotating pipe and moving up and
down, reverse circulate, pumped 107 bbis, no circulation work pipe, fell through bridge, ease through liner, working pipe through tight
spots. tagged fish @7771' circulate on top of fish, engage fish, pulled 30000#over on fish Lost físh, try to engage fish again, no luck,

Total : 10.00
circulate on top of fish, POOH to check tool Redress overshot, RIH T/2000'. Shut in well. SDFN

: Dâte :14/11/2008 ActMtÿ Týßël Workover Rk.jNané i
DailyCost $0 00 Curn Cost $0 00 Days On WellWork:9

Dady Detail .I
Operatlons

Start Hrs Category/Remarks
7.00 8.00 Workover/ The Office decided to leave the guns m the hole, and run pump and rods. RIHWI23;ts, 2 3/8" tbg, (747.44'), OX (.78";,

tbg anchor (2.38'), and 1jt 2 7/8" (33.40') seat Nipple(1.10') and 211Jts 2 7/8" tbg (6969.19'). Pump 35 bbis to clear tbg, well is dead,
N/D BOPs, and hydrill, Set tbg anchor w/ 15000# tension and land in hanger (anchor set @7006.06')NIU. B-1 adapter, rod radigan
and flow tee. Remove thread protectors and Install collars. P/U screen, 2 1/2" x 1 3/4" x 20'× 23' RHAC pump 4 K bars, 5 (28")

Total : 8.00
spacers, RIH w/ 94, 3/4" slick Rods, shut in well. SDFN.
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down and tag the liner top @7058', Circulate clean, dark redish brown shale in returns, well started to kick, circulate gas out, s.d.
pump, well dead. L.D. Power swivel, POOH, L.D.6" bit, sub, and xo. P.U. overshot, collars and xo, RIHT/ 7058' drop through liner

Total 10.00
top T/7069', pull up to 7057', Shut well in, SDFN.

Dat 4/9/2008 tiVit TygWorkover Rig Name :

D I Cóä $0.00 Cuni G ät $0.00 Days On WellWo k 7

7:00 10.00 Workover/ Safety Meeting, Check well psi (0),RIH T/ 7070' tagged bridge, try working through,by rotating pipe and moving up and
down, reverse circulate, pumped 107 bbis, no circulation work pipe, fell through bridge, ease through liner, working pipe through tight
spots. tagged fish @7771' circulate on top of fish, engage fish, pulled 30000#over on fish Lost físh, try to engage fish again, no luck,

Total : 10.00
circulate on top of fish, POOH to check tool Redress overshot, RIH T/2000'. Shut in well. SDFN

: Dâte :14/11/2008 ActMtÿ Týßël Workover Rk.jNané i
DailyCost $0 00 Curn Cost $0 00 Days On WellWork:9

Dady Detail .I
Operatlons

Start Hrs Category/Remarks
7.00 8.00 Workover/ The Office decided to leave the guns m the hole, and run pump and rods. RIHWI23;ts, 2 3/8" tbg, (747.44'), OX (.78";,

tbg anchor (2.38'), and 1jt 2 7/8" (33.40') seat Nipple(1.10') and 211Jts 2 7/8" tbg (6969.19'). Pump 35 bbis to clear tbg, well is dead,
N/D BOPs, and hydrill, Set tbg anchor w/ 15000# tension and land in hanger (anchor set @7006.06')NIU. B-1 adapter, rod radigan
and flow tee. Remove thread protectors and Install collars. P/U screen, 2 1/2" x 1 3/4" x 20'× 23' RHAC pump 4 K bars, 5 (28")

Total : 8.00
spacers, RIH w/ 94, 3/4" slick Rods, shut in well. SDFN.

4/14/2008 09:43 AM Powered by Production

Well Name : Gane Creek 24-1
Prospect: Big Flat API #: 43-019-31447

Sec/Twp/Rge: 24 / 26S / 19E County, St.: GRAND,UT Work Type: Dnlling
Field: Cane Creek Fed Supervisor: Wl: 1

Operator:' Exploration & Producti Phone: NRI: 0.775
roduction Gurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 4/7/2008 Activity Type: Workover Rig Name :

Dady Cost $0 00 Cum Cost $0 00 Days On WellWork:\5
DailyDetail :

Operations
Start Hrs Cafegory/Remarkt
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Well Name: Cane Cre'e¼24-1
Prospect: Big Flat API #: 43-019-31447

SecfTwp/Rge: 24 / 26S / 19E County, SL: GRAND, UT Work Type: Drilling
Field: Cane Creek Fed Supervisor: Wl: 1

Operator: ' Exploration & Producti Phone: NRI: 0.775
odüdtiöri Cúriánt/Ekgacted il: 0 / 0 0 / 0 WM¢t! 0 / 0

Date : 4/Ì2Ïióó ctivity Tyi: Workover g Narne :

Daily Cost : $0.00 u ost . SO.00 Days On WellW k 10

7:00 8.00 Workover/ Safety Meeting, Check well psi (0),RIH w/ 61- 3/4" rods w/ scrapers and 123-7/8" rods w/ scrapers,Tag the seat nipple,
lay down 1 7/8" rod, space out polish rod w/ 1- 8' rod and 1-6'

,
1-4' rod. N/U pack off and pump jack head, psi test tbg T/1000#.

Went to stroke pump with pump jack, and the head moved, siding to the right, catching the polish rod bending back, as the bridle slide
off the top of the head. Change out polish rod, respace taking out the 4' rod, Retest tog TI 1000#, stroke the pump using the rig
pump worked fine. Called out a welder to repair pump jack head, welded new alignment plates to I beam, adjusted head, and tested.

Total 8.00
Rig up flowlines, putwell on production.
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Fideity Emploration & Production
Cane Creek Unit 824-1
BB2°FNL 2828°FEL See. 24-T2BS-RdSE
Grand Co. Utah
APig 43-ass-St447

is af6" Surface
Casing Set @ 635"

-------- - ---- 211 Jts. 2 718" Tubing
8942.19°

S SIB°

intermediate - Pump Seating Nipple

Casing Set @ 4472" - 6978.28" KB
4 Jt. 2 718- Tubing

7" Produm ¯

Tubing Anaher Catcher
Casing 288 & 298 ¯¯

7008.07"

27la"x2318"XO
4 112" K.iner
Top ® 7 5 "

23 Jts. 2 318" Tubing
Bottom @ 8294" MD 747.44°

- EOT @
7754.29

Spent Perforating Guns
Top of eens e 7770.47

OrEginal Hele TB TflO' to 7834
7850°, Plugged 7880° to 8400
back with Gement PBTD @
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United States Department of the Interior

BUREAUOF LAND MANAGEMENT YAKE PRIDE
CH 3 * UtahState Office INAM ER1CA

P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.b1m.gov

IN REPLY REFER TO:
3180
UT-922

July 8, 2008

Fidelity Exploration & Production Company
Attn: Terry L. Savage
2585 Heartland Drive
Sheridan, WY 82801

Re: 1st Revision of the Cane Creek
Participating Area "B"
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Savage:

The 1st Revision of the Cane Creek Participating Area "B", UTU80000C, is hereby approved
effective as of November 1, 2007, pursuant to Section 11 of the Cane Creek Unit Agreement,
Grand and San Juan Counties, Utah.

The 1st Revision of the Cane Creek Participating Area "B", results in the addition of 916.63
acres to the participating area for a total of 1,835.86 acres and is based upon the completion of
the following unit well Unit Well No. 24-1, API No. 43-019-31447, located in the NE¼NW¼ of
Section 24, Township 26 South, Range 19 East, SLM&B, Unit Tract No. 30, Lease No.
UTU65973, as a well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate Federal agencies and
one copy is returned herewith. Please advise all interested parties of the approval of the 1"
Revision ofthe Cane Creek Participating Area "B", Cane Creek Unit and its effective date.

Sincerely,

/s/ Becky J. Hammond

Becky J. Hammond

Enclosure
Chief, Branch of Fluid Minerals

RECEIVED
JUL16 2008

DIV.0FOIL,GAS&
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STATE OF UTAH roRM C
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS ANDMINING

ENTITYACTION FORM

Operator. Eidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zio 82801 Phone Number: (307) 6754924
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155
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API Well No: 43019314470000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

1/8/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please find attached Workover chronological report. Well back on Production
1/7/2010. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 1/12/2010

PHONE NUMBER:
303 893-3133  Ext 

Workover 

 

PHONE NUMBER
307 675-4924

January 12, 2010

January 12, 2010

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:
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4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND
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NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/8/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find attached Workover chronological report. Well back on Production
1/7/2010. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQg2 W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/12/2010

RECEIVED January 12,

iPI Well No: 43019314470000
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January 12, 2010

FEPCo
CONFilENTIAI.

1700 Lincoln Street, Suite 46oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(303) 893-3133

Well Name : Cane Creek 24-1
Prospect: Big Flat AFE #: 070335

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Dan Carroll

Work Type: Workover County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date l 12/15/2009 Activity Fishing Rig Name Days:1
Daily Report Summary

Daily Report Detail.
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Set rig pad. Rig up. Rig up to pull rods. Lay down horse head. Unseat

pump. Pump 30 bbls hot water down tubing. POOH with rods, K-bars and pump.
SDFN

Date : 12/16/2009 Activity: KillWell Rig Name: Days :2

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. NU BOPE. RU to pull tubing. Strap out of hole with tubing.

Pick up 5-3/4" scraper and 5-7/8" bit. TIH with tubing, bit sub and bit. Tag top of
liner at 7,078' - solid, not mushy. (Details below) No drag or tight spots. Pull up
one stand. SDFN

Rig had problems with hydrotarder on trip in hole.

Notes:
1. Please refer to tubing details in yesterday's report. This information was taken
from the reports from 4/11/2008 and has no KBE referenced or included in the
measurements.
2. From the casing tallies, the sonic log and reports the original KBE referenced is
27'
3. The current rig floor is 7' leaving a KB difference for correction of 20', With the
20' in the tallytotal the liner top is tagged at 7,079.21' - 20 below the previously
recorded liner top. Removing the 20' from the tallytotal the liner top is tagged at
7,059.21' within 1' of the recorded top.
4. A new strap will be done to verify the current tally.

Date : 12/17/2009 Activity: Workover Rig Name: Days :3

Daily Report Summary :
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tallies. Pump 252 bbis lease crude at 4 bpm, no pressure. No returns. Good blow
on tubing but no circulation. Continue in hole. Tag fish at 7,764'. Set down 4000
lbs. Solid, no drag when pickingup. POOH with 50 stands to 4,468'. SDFN
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i
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January 12, 2010

Well Nam : Cane Cre R24A
Prospect: Big Flat AFE #: 070335

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
ÁPI #; 43-019-31447 Rièli: Big Flat SuperúisóË: Dan Carroll

Work Type: Workover County St GRAND, UT Phone:
Production Current/Expebted Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

DÑie ÀÏÑ!Ñ99_ FisÏiirg Rig Name 5
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. POOH with tubing. Change out grapple for 1-11/16" grapple.

TlH with tubing and fishing tools. Tag fish at 7,791 Set down 20,000 lbs on fish 3
times. Pick up with 5000 lbs over pull. Pull up 30' lost all over pull. Work back
down over fish. Jar down 15,000 lbs on fish. Pick up with 5000 lbs over pull -

slipped off of fish. Pump 40 bbis lease crude down annulus - good blow on tubing.
Set back down on fish. Stack out 40,000 lbs on fish. POOH with tubing, fishing
tools and part of fish. Shut well in. SDFN.
Hot oiler heated and batched all oil into one tank.

Fish recovered is 4' 1.5" long. 10.5" was left in overshot - could not remove, fish
unscrewed from piece in over shot. From the Halliburton hand-drawing of the fish
there is approximately 20" to swallow to reach the 2.875" OD top of the gun.
Plan to TlH with overshot and 2-7/8" grapple and 24"+ extension.

Date 12/21/2009 Activity Fishing Rig Name Days 7
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: TlH : Well dead. T1Hwith tubing and fishing assembly to top of liner. (See tubing

tally) Rig tongs broke down three times going in the hole Incorrect shears pins in
tong dies. SDFWE.

Hot shot delivered bowl extension last night.
Date : 12/22/2009 Activity: Fishing Rig Name Days 8
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. TlH to top of fish. Tag 3-1/2' high from calculated top. Rotate,

set down, pump 125 bbis lease crude down annulus with good blow on tubing, jar
down on fish. Maximum set down was 40,000 lbs, Jar down with 15,000 lbs. Work
down to top of fish. POOH with 6000 lbs extra weight. Pull 68 stands to 3,380'-
tubing full of oil. RU swab. Recover 4 bbis. Unable to get below 1,100' in tubing
due to heavy paraffin. Lay down swab. POOH with wet string. All oil directed into
cellar, cleaned up with vacuum truck and returned to stock tank - estimate 15 bbis.
Recover and lay down all of fish - 20 jts of 20' perforatingguns. Shut well in. SDFN.

Date 12/23/2009 Activity: POOH Rig Name Daýs :9

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: POOH : Well dead. TlH with tubing, bit sub and 3-3/4" bit. Necessary to work

tubing from 7,793' to 8,118'. Appears to be salt rings in liner. Set down solid at
8,118'. Unable to work deeper, POOH to top of liner. Shut well in. SDFWE.

Date 12/27/2009 Activity: Other Rig Name Days 13
Daily Report Summary :

Daiy ÑÑpoÑÕeiaÏÏ
From 6:00 To 6:00 24 hrs Category/Rmks: Other : 12/27/09 Met with Halliburton CTU personnel on location to insure coil

would fit under rig.
Date 12/29/2009 Activity: POOH Rig Name Days 15
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs category/Rmks: Other : Well dead. POOH with tubing, bit sub and bit. Lay down 14 joints of 2-3/8"

tubing. Fluid level on tubing at 24 stands, -1,600', from surface . Spot in flow back
tank. Nipple down washington head and spool. Lay flow back line to tank. Shut
well in. SDFN
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Date 12/21/2009 Activity Fishing Rig Name Days 7
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: TlH : Well dead. T1Hwith tubing and fishing assembly to top of liner. (See tubing

tally) Rig tongs broke down three times going in the hole Incorrect shears pins in
tong dies. SDFWE.

Hot shot delivered bowl extension last night.
Date : 12/22/2009 Activity: Fishing Rig Name Days 8
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. TlH to top of fish. Tag 3-1/2' high from calculated top. Rotate,

set down, pump 125 bbis lease crude down annulus with good blow on tubing, jar
down on fish. Maximum set down was 40,000 lbs, Jar down with 15,000 lbs. Work
down to top of fish. POOH with 6000 lbs extra weight. Pull 68 stands to 3,380'-
tubing full of oil. RU swab. Recover 4 bbis. Unable to get below 1,100' in tubing
due to heavy paraffin. Lay down swab. POOH with wet string. All oil directed into
cellar, cleaned up with vacuum truck and returned to stock tank - estimate 15 bbis.
Recover and lay down all of fish - 20 jts of 20' perforatingguns. Shut well in. SDFN.

Date 12/23/2009 Activity: POOH Rig Name Daýs :9

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: POOH : Well dead. TlH with tubing, bit sub and 3-3/4" bit. Necessary to work

tubing from 7,793' to 8,118'. Appears to be salt rings in liner. Set down solid at
8,118'. Unable to work deeper, POOH to top of liner. Shut well in. SDFWE.

Date 12/27/2009 Activity: Other Rig Name Days 13
Daily Report Summary :

Daiy ÑÑpoÑÕeiaÏÏ
From 6:00 To 6:00 24 hrs Category/Rmks: Other : 12/27/09 Met with Halliburton CTU personnel on location to insure coil

would fit under rig.
Date 12/29/2009 Activity: POOH Rig Name Days 15
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs category/Rmks: Other : Well dead. POOH with tubing, bit sub and bit. Lay down 14 joints of 2-3/8"

tubing. Fluid level on tubing at 24 stands, -1,600', from surface . Spot in flow back
tank. Nipple down washington head and spool. Lay flow back line to tank. Shut
well in. SDFN
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Work Type: Workover County St GRAND, UT Phone:
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RECEIVED January 12,



January 12, 2010

Wëll Namó : Cane Creek 2421
Prospéct: Big Flat AFE #: 070335

Son/TWp/5 è: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Fiëld: Big Flat SupérŸisor: Dan Carroll

Work Týpe) Workover C60nty , St.: GRAND, UT Phone:
Production CulŸënt/Eipectád il: 0 / 0 Gas: 0 / 0 Water: 0 / 0

12/30/2009 52 it Cleanout Fu ÑÃÑ Dag 6
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Dategory/Smks: Cleanout : Well dead. MIRU Halliburton CTU, pump truck and nitrogen

equipment. (Slip type connector tested to 20,000 lbs in Halliburton yard
12/28/2009) RlH with 2.88" Pulsonix nozzle. Start nitrogen at 1,500' at 1000 scf/m,
118 deg F. Start water and foaming agent mix at 2,000' at 3/4 bpm. No fluid
returns until 5,200' - all water. Tag top of liner at 7,073'. Unable to work thru liner
top. String weight 12,000 lbs. Set down 10,000 lbs. Worked for 1-1/2 hours with no
success. Fluid recovery 40 bbis 90% water. POOH with CT. Pulsonix nozzle had
worn spot on side (See photo at right) RIH with knuckle joint and open ended
nozzle. Started nitrogen at 6,500' at 1000 scf/m, 125 deg F. Started fluid at 7,000'.
Tag liner top at 7,058' - same spot on coil, counter wheel slipped. String weight
15,000 lbs. Again unable to work thru liner top. Set down 11,000 lbs - pick up
clean, not sticky. At no time was the pick up ever tight. No fluid returns from this
trip. POOH with CT. No marks on tool. Coated with paraffinic oil. RD all
Halliburton equipment. Shut well in. SDFN

Date : 12/31/2009 Activity: Workover Rig Name Days 7
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs category/Rmks: Workover : Well dead. RU to run tubing. TlH with tubing, 3-3/4" scraper, bit sub

and 3-3/4" bit to 8,126'. Passed thru top of liner seeing nothing on weight indicator -

no tag or indications. Work each stand full length twicethru liner. No drag, no
evidence of any salt, paraffin or scale on weight indicator. POOH with tubing and
tools. No marks or buildup on bit or scraper. ND washington head and spool. PU
floor. Spot in CTU. RU CTU BOPE on wellhead. Shut well in. SDFN

Date : 1/1/2010 Activity: Workover Rig Name: Days 18
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. Pick up pulsonix nozzle and centralizer (see picture 1). RIH

with tools and 1-3/4" CT. Tag top of liner at 7,061' (same place as indicated by
paint marks on coil.) Attempt to work slowly thru top of liner, run at 60 fpm, pump
50 bbis produced water to activate nozzle to try to pass top of liner. Unable to get
thru top of liner. POOH. RIH with knuckle joint, shorter centralizer (see picture 2)
and pulsonix nozzle. Attempted to work thru top of liner with no results. POOH.
RD injector head. Shut well in. SDFN.

Date : 1/2/2010 Activity: Other j Rig Name: Days :19

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : No Operations

Date 1/3/2010 Activity: Workover Rig Name Days 20
Daily Report Summary :

Daily Report Detail: -

From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. Build extension on pulsonix tool. (See pictures) RIH with 1-
3/4" CT and tools. Passed thru liner top with no problem. Tag PBTD at 8,098' CT.
POOH to top of perforations. Wait 2 hours for fire equipment. RIH to 8,098'. Treat
well with 3500 gallons diesel and N Ver Sperse O thru Pulsonix nozzle moving CT
at 12 fpm treating 8.8 gallft. Pump at 2-1/2 bpm. Max pressure: 5300 psig.
Pressure drop across nozzle estimated to be 2000 psig. Displace with nitrogen @
2000 scfm (2.25 bpm), 2400 psig. Shut down after displacing CT. POOH with CT
Displace CT with 30,000 scf above 6,000'. Shut well in. SICP: 300 psig. RD and
release Halliburton.
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equipment. (Slip type connector tested to 20,000 lbs in Halliburton yard
12/28/2009) RlH with 2.88" Pulsonix nozzle. Start nitrogen at 1,500' at 1000 scf/m,
118 deg F. Start water and foaming agent mix at 2,000' at 3/4 bpm. No fluid
returns until 5,200' - all water. Tag top of liner at 7,073'. Unable to work thru liner
top. String weight 12,000 lbs. Set down 10,000 lbs. Worked for 1-1/2 hours with no
success. Fluid recovery 40 bbis 90% water. POOH with CT. Pulsonix nozzle had
worn spot on side (See photo at right) RIH with knuckle joint and open ended
nozzle. Started nitrogen at 6,500' at 1000 scf/m, 125 deg F. Started fluid at 7,000'.
Tag liner top at 7,058' - same spot on coil, counter wheel slipped. String weight
15,000 lbs. Again unable to work thru liner top. Set down 11,000 lbs - pick up
clean, not sticky. At no time was the pick up ever tight. No fluid returns from this
trip. POOH with CT. No marks on tool. Coated with paraffinic oil. RD all
Halliburton equipment. Shut well in. SDFN

Date : 12/31/2009 Activity: Workover Rig Name Days 7
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs category/Rmks: Workover : Well dead. RU to run tubing. TlH with tubing, 3-3/4" scraper, bit sub

and 3-3/4" bit to 8,126'. Passed thru top of liner seeing nothing on weight indicator -

no tag or indications. Work each stand full length twicethru liner. No drag, no
evidence of any salt, paraffin or scale on weight indicator. POOH with tubing and
tools. No marks or buildup on bit or scraper. ND washington head and spool. PU
floor. Spot in CTU. RU CTU BOPE on wellhead. Shut well in. SDFN

Date : 1/1/2010 Activity: Workover Rig Name: Days 18
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. Pick up pulsonix nozzle and centralizer (see picture 1). RIH

with tools and 1-3/4" CT. Tag top of liner at 7,061' (same place as indicated by
paint marks on coil.) Attempt to work slowly thru top of liner, run at 60 fpm, pump
50 bbis produced water to activate nozzle to try to pass top of liner. Unable to get
thru top of liner. POOH. RIH with knuckle joint, shorter centralizer (see picture 2)
and pulsonix nozzle. Attempted to work thru top of liner with no results. POOH.
RD injector head. Shut well in. SDFN.

Date : 1/2/2010 Activity: Other j Rig Name: Days :19

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : No Operations

Date 1/3/2010 Activity: Workover Rig Name Days 20
Daily Report Summary :

Daily Report Detail: -

From 6:00 To 6:00 24 hrs Category/Rmks: Other : Well dead. Build extension on pulsonix tool. (See pictures) RIH with 1-
3/4" CT and tools. Passed thru liner top with no problem. Tag PBTD at 8,098' CT.
POOH to top of perforations. Wait 2 hours for fire equipment. RIH to 8,098'. Treat
well with 3500 gallons diesel and N Ver Sperse O thru Pulsonix nozzle moving CT
at 12 fpm treating 8.8 gallft. Pump at 2-1/2 bpm. Max pressure: 5300 psig.
Pressure drop across nozzle estimated to be 2000 psig. Displace with nitrogen @
2000 scfm (2.25 bpm), 2400 psig. Shut down after displacing CT. POOH with CT
Displace CT with 30,000 scf above 6,000'. Shut well in. SICP: 300 psig. RD and
release Halliburton.
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RECEIVED January 12,



January 12, 2010

Well Name : Cáne Cr ek Mn
Pfosýèbt: Big Flat AFE #: 070335

S 6/Twp/Rgél 24 / 26S / 19E 0perator: Fidelity E&P
APlŠ: 43-019-31447 Field: Big Flat Suliedisor: Dan Carroll

W rk Týpe: Workover County St.: GRAND, UT Plióné
Production Cúrrent/Exp ct d il: 0 / 0 Gas; 0 / 0 W¾ter: 0 / 0

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs category/Rmks: Workover : SICP: 300 psig. Blow well down to frac tank - no fluid recovered. RU

floor, washington head and tongs. TlH with tubing, anchor and seating nipple
(Details Below). Hot oil tubing with 40 bbis oil at 250 deg F. Steam clean well
head. Pour new rope socket. RU to swab. Initial FL 6500' from surface. Swab 11
bbis oil in 4 hours. Very little gas in fluid. Very viscous oil on top of each run
followed by a more liquid oi! - 50/50. Vacuum after each run. Unable to feel fluid
level but based on each swab recovery it appears to stay around 6,600'. No free
water present. Shut well in. Lay down swab. SDFN.

D te 1/6/2010 Activity Workover Rig Name Days 23
Daily Report Summary :

From 6:00 To 6:00 24 hrs Category/Rmks: Workover : SICP: 0, SITP: 0. Pick up swab. Initial FL 6600' from surface. Swab
back 23 bbls fluid in 6 hours, Very gassy after run 6. Good blow on all swabs after
run 6. Lay down swab. Blow down casing - 50 psig. ND BOPE. Set tubing anchor
with 12,000 lbs. NU pumpingwellhead. Pull one swab. Shut well in. SDFN

Date 1/7/2010 Activity: Workover Rig Name Days :
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Swabbing : SICP: 20 psig, SITP: <10 psig. Pull one swab. FL 6100' from

surface. Recovered 4 bbis oil on swab. RD swab. Run rods and pump. (Details
below). Hang well on. Load tubing with 33 BO. Pressure test pump to 1000 psig
for 15 minutes - held okay. Put well on production. Good pump action. RD and
move from wellhead.

Date 1/8 010 ctivity Final Report Rig Name: Days :25
Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: RDMO : Well pumping. Road rig to Harrison's yard. Move pump, tank and rig pad

to Harrison's yard. R&W Rental picked all equipment. Rain for Rent picked up light
plant. Flow back tank released but still on location. Will be cleaned out and picked
up on January 12.
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with 12,000 lbs. NU pumpingwellhead. Pull one swab. Shut well in. SDFN
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surface. Recovered 4 bbis oil on swab. RD swab. Run rods and pump. (Details
below). Hang well on. Load tubing with 33 BO. Pressure test pump to 1000 psig
for 15 minutes - held okay. Put well on production. Good pump action. RD and
move from wellhead.
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From 6:00 To 6:00 24 hrs Category/Rmks: RDMO : Well pumping. Road rig to Harrison's yard. Move pump, tank and rig pad

to Harrison's yard. R&W Rental picked all equipment. Rain for Rent picked up light
plant. Flow back tank released but still on location. Will be cleaned out and picked
up on January 12.
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January 12, 2010

WellName : Cane Creèk 244
Prospect: Big Flat AFE #: 070335

Sec/Twp/Rge: 24 / 26S / 19E Opérator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Súpervisor: Dan Carroll

Work Type: Workover County , St.: GRAND, UT ËInoné:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Waten 0 / 0

Casint
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

6/16/2007 40 2 1. Conductor 20 24 40
7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635

Stage: 1, Tail, 0, 806, Surface, Class G, 1.16, 15.8
7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472

Stage: 1, Lead, 0, 350, lite Premium, Class G, 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O
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RECEIVED January 12,



API Well No: 43019314470000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/14/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to

+/-7038’ w/612’-2 3/8” Tail jt,XO,7” production PKR,“F” profile nipple,on-off
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. RD

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 6/2/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

June 02, 2010

June 07, 2010

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
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11.
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SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request permission to perform a workover on the above referenced
well. 1. MIRU WO Unit 2. NU BOP (7 1/16X 10K double gate). Test to pump Accepted by the
capacity. 3. POH w/ rods & tubing. Stand back in derrick & tally. 4. RIH to Utah Division of

+/-7038' w/612'-2 3/8" Tail jt,XO,7" production PKR,"F" profile nipple,on-off Oil, Gas and Mining
tool,SN. 5. Swab to WO tank 6. RU Halliburton- pump 2000 gal 10% MSA w/
100 Bio Balls 7. Displace w/ 40bbl fresh water 8. Control flow w/ choke 9. te: Jun 07,, 20

Halliburton 10. Make decision to flow or RIH w/ pump & rods. 11. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/2/2010

RECEIVED June 02,



API Well No: 43019314470000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

1/18/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request permission to Fracture referenced well on
January 18 2011. See attached procedure. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/29/2010

December 29, 2010

01/05/2011

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/18/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to Fracture referenced well on
January 18 2011. See attached procedure. Accepted by the

Utah Division of
Oil, Gas and Mining

Date: 01/05/29 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/29/2010

RECEIVED December 29,

iPI Well No: 43019314470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/18/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to Fracture referenced well on
January 18 2011. See attached procedure. Accepted by the

Utah Division of
Oil, Gas and Mining

Date: 01/05/29 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/29/2010

RECEIVED December 29,
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Cane Creek Unit 24-1 
 

Field:   Cane Creek 
 
Location:  NE NW Section 24 T26S R19E    
 
Depths:  PBTD = 8245 
 
Elevations:  6051’ GL; 6078’ KB 
 
Casing:  
 
 Surface:  635’ 13 3/8” H-40 48 # 
 Intermediate:  4472’ 9 5/8” HC L-80 40# 
 Production:  3512’ 7” HCP-110 26#  
                 3512’ to 7300’ 7” HCP-110 29# 
    7058’ to 7495’ 4 ½” HCP-110 LTC 13.5# 
    7495’ to 8294’ 4 ½” P-110 Ultra FJ 13.5# 
 
Top of Cement: 3580 (Actual) 
 
Spud Date:   
 
Perforations:     Cane Creek- 7650’-7680’, 7710’-7834’, 7860’-8100’ 
 
Objective: N2 – 4 Stage Frac  
 
Contacts:  Consultant:  Charlie Harrison. Cell: 435-260-1114.  
  

Fidelity Engineer: Kevin Jensen. Office: 720-956-
5779. Cell: 720-854-4591. 

  
Fidelity Asset Manager: Harvey Dunham. Office: 
720-956-5769. Cell: 307-752-3332. 
 
Halliburton: Marty Curtis. Office: 435-789-2550 
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NOTES: 
 
1. All depths in the procedure are referenced from KB, unless 

otherwise noted.   
2. Please give cased hole loggers 48 hours advance notice prior 

to performing perforating work on the well. 
3. Hold pre-job safety meetings prior to beginning any new work. 
4. MSDS’s for all chemicals used in this procedure must be 

available on location for inspection and use.  An inventory of all 
chemicals used should be submitted to the Denver office at the 
completion of the job. 

 
Safety Precautions: 
 

1. Smoking will not be allowed within 100’ of the wellhead. 
2. All on-site personnel are to wear safety glasses with side-

shields, steel-toed boots, and plastic hardhats at all times. 
3. Eye protection and hand protection should be worn when 

handling acid/chemicals.  Eye protection should be worn 
when there is the potential for acid/chemicals to blow or 
splash into the eyes. 

4. While the perforating guns are in the open, radio’s or cell 
phones will not be used within 500’ of the location.  Signs 
indicating this will be placed on all access roads (signs will be 
provided by the perforating company). 

5. The service company should bring communication devices 
for each individual operating pumps/valves and for the field 
engineer. 

6. Fresh water will be on location in case of accidental 
discharge or an emergency (water to be provided by the 
treating company). 

7. Eye wash bottles should be available and ready for use.  All 
on-site personnel should be aware of the location of these 
bottles. 

8. Only personnel needed for the job will be allowed to handle 
the perforating guns. 

9. While perforating, ensure the safety lockout key is in the 
proper position. 

10. Hold tailgate safety meetings daily prior to any work being 
performed.  Determine safe location where all personnel will 
meet in the event of an emergency. 
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Cane Creek Unit 24-1 
Work-over Procedure 

 
1. MIRU WO Unit 
2. NU BOP (7 1/16X 10K double gate). Test to 7500psi. 
3. POH w/ rods & tubing. Lay down on pipe rack 
4. RD WO Unit 
5. MIRU Halliburton Frac Crew- Test to 7500psi 
6. RIH to TD w/ CT & clean hole/tag bottom 
7. RIH  w/ CT & jetting tool 
8. Perform “Surgifrac” at following depths 

a. 8120 
b. 8000 
c. 7880 
d. 7760 

9. Bleed off pressure & flow back to WO tanks- choke to 
200bbl/d if necessary. 

10. RD Halliburton 
11. Make decision to flow or RIH w/ pump &rods 
12. RDMO 

 
 
 
 
 
 
Prepared by: Kevin Jensen 
     Reservoir Engineer 
     Office: 720-956-5779 
     Cell: 720-854-4591 

   kevin.jensen@fidelityepco.com  

December 29, 2010December 29, 2010
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API Well No: 43019314470000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

2/1/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Flow back pit 20x20x5

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request permission to build a temporary pit 20x20x5
where the original pit was(see attached diagram) to flow back water and sand

into during the fracturing procedure that was scheduled for 1/18/2011 has
now been moved to 2/1/2011. When oil starts to flow back it will then be sent

to the production tanks. Fidelity will reclaim and reseed this pit as soon as
weather permits. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 1/19/2011

January 19, 2011

01/24/2011

iPI Well No: 43019314470000
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

3/19/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to report that the fracture treatment was complete on
2/4/2011 and well put back on production on 3/19/2011, to evaluate the

effectiveness of the completed operations. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3/30/2011

03/30/2011

Mar. 30, 2011

Sundry Number: 13906 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/19/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to report that the fracture treatment was complete on
2/4/2011 and well put back on production on 3/19/2011, to evaluate the

effectiveness of the completed operations. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

12/16/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/16/2011

01/04/2012

Dec. 16, 2011

Sundry Number: 21328 API Well Number: 43019314470000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEAS6E59D7ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
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The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019314470000

See requirements of R649-3-36. 

Dec. 16, 2011

Sundry Number: 21328 API Well Number: 43019314470000Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices
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RECEIVED: Dec. 10, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /24 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through
04/24/12 Made up mill and scraper for 7” casing. TIH and tag Lateral

#1 liner top at 7055’. MU CICR #1 and TIH. Attempt to set 7” CICR #1 at
7045’ and could not set. Move to 6935’ and re-attempt to set CICR #1

and could not set. POH and 1.98’ of CICR #1 was left in hole. MU 7”
CICR #2 and TIH. Set CICR #2 at 7045’. Sting into CICR and could not
establish injection. Unsting and pressure test 7” casing to surface at
3000 psi – good test. 04/24/12, 11:00 – Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7” casing (CICR #1 at 7055’ and CICR #2 at 7045’) and without cement

squeeze below the retainers. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 12/10/2013

January 06, 2014

Sundry Number: 45736 API Well Number: 43019314470000Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,

Sundry Number: 45736 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Plug Lateral #1 to re-enter well to drill Lateral #2. 04/22/12 through Accepted by the
04/24/12 Made up mill and scraper for 7" casing. TlH and tag Lateral Utah Division of

#1 liner top at 7055'. MU CICR #1 and TlH. Attempt to set 7" CICR #1 at Oil, Gas and Mining

7045' and could not set. Move to 6935' and re-attempt to set CICR #1 FOR RECORD ONLY
and could not set. POH and 1.98' of CICR #1 was left in hole. MU 7" January 06, 2014

CICR #2 and TlH. Set CICR #2 at 7045'. Sting into CICR and could not
establish injection. Unsting and pressure test 7" casing to surface at
3000 psi - good test. 04/24/12, 11:00 - Received approval from Mr.

Eric Jones, BLM Moab Office, to proceed with operations with two
cement retainer set in the 7" casing (CICR #1 at 7055' and CICR #2 at 7045') and without cement

squeeze below the retainers.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/10/2013

RECEIVED: Dec. 10,
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RECEIVED: Jan. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /10 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Re Drill 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like permission to re-enter and drill the referenced well.
It is anticipated that the 7" casing will be drilled out with a 5.5" bit to a

kick off point of approximately @7040' (Top of 4.5" liner @ 7058'); A
target TVD of 7700', azimuth of 326.6 degrees is anticipated. Proposed
BHL 196' FWL, 2112' FSL, Sec 13, T26S, R19E. Fidelity here by certifies

that it is that it is the sole working interest owner within 460'of the
entire directional well bore.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 1 /19 /2012

March 05, 2012

Sundry Number: 22389 API Well Number: 43019314470000Sundry Number: 22389 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/10/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: ReDrill

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like permission to re-enter and drill the referenced well. Approved by the
It is anticipated that the 7" casing will be drilled out with a 5.5" bit to a utah Division of

kick off point of approximately @7040' (Top of 4.5" liner @ 7058'); A Oil, Gas and Mining

target TVD of 7700', azimuth of 326.6 degrees is anticipated. Proposed Date: March 05, 2012
BHL 196' FWL, 2112' FSL, Sec 13, T26S, R19E. Fidelity here by certifies

that it is that it is the sole working interest owner within 460'of the By: e
entire directional well bore.

Horizontal lateral #2

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/19/2012

RECEIVED: Jan. 19,

Sundry Number: 22389 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/10/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: ReDrill

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like permission to re-enter and drill the referenced well. Approved by the
It is anticipated that the 7" casing will be drilled out with a 5.5" bit to a utah Division of

kick off point of approximately @7040' (Top of 4.5" liner @ 7058'); A Oil, Gas and Mining

target TVD of 7700', azimuth of 326.6 degrees is anticipated. Proposed Date: March 05, 2012
BHL 196' FWL, 2112' FSL, Sec 13, T26S, R19E. Fidelity here by certifies

that it is that it is the sole working interest owner within 460'of the By: e
entire directional well bore.

Horizontal lateral #2

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/19/2012

RECEIVED: Jan. 19,

Sundry Number: 22389 API Well Number: 43019314470000
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DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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RECEIVED: Jan. 24, 2012

Sundry Number: 22389 API Well Number: 43019314470000

FIDELITY· 
Exploration & Production Company 

Diana Mason 
State of Utah 

January 19, 2012 

Division of Oil, Gas and Mining 
P.O. Box 145801 
Salt Lake City, UT 84114-5801 

Re: Directional Drilling R649-3-11 

Cane Creek Unit # 24-1-Section 24,682' FNL, 2829' FEL (Surface) 

Section 13,2112' FSL, 196 FWL (Bottom hole A) 

Section 13, 652' FNL, 2020'FWL (Bottom hole B) 

Grand County, Utah 

Dear Diana Mason, 

Pursuant to the filing of a sundry for permission to re-enter the above referenced well on 
February 10, 2012. We are hereby submitting this letter in accordance with Oil & Gas 
Conservation Rule R649-3-11 pertaining to the location and sitting of the well. 

It is proposed at that time to re-drill the Cane Creek horizontally. Fidelity would like 
permission to re-enter and drill the referenced well using one or the other of the lateral 
BHL's listed below. Management is currently in the process of reviewing data to 
determine which lateral will be drilled, as per the attached directional program. This is a 
Federal lease UTU-65973. 

• Plan A- Fidelity anticipates the kick off point of approximately 7040' TVD; a 
target TVD at an azimuth of326.6 degrees is anticipated. 

• Plan B- which Fidelity anticipates the kick off point of approximately 7040' 
TVD; a target TVD at an azimuth of353 degrees is anticipated. The actual 
directional program maybe altered as dictated by hole conditions. 

• Furthermore Fidelity Exploration and Production Company hereby certify that we 
are the sole working interest owner within 460 feet of the entire directional well 
bores. 

Therefore, based on the above stated information Fidelity Exploration and Production 
Company request the permit be granted pursuant to R649-3-11. 

Respectfully submitted, 
~- .-~ .. 

)-.-c !/, ,., 
~. /L~.~j}/..Le:(j4: 
~ I/. 

Stephf.ue Masters 
Operations Technician III 
Fidelity Exploration & Production Company 

2585 Heartland Drive 

Sheridan, WY 82801 

Phone: 307.672.7111 

Fax: 307.673.6850 

An MDU Resources GrouP. Inc. Company 

Sundry Number: 22389 API Well Number: 43019314470000

FIDELITY
Exploration&ProductionCompany
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February 10, 2012. We are hereby submitting this letter in accordance with Oil & Gas
Conservation Rule R649-3-11 pertaining to the location and sitting of the well.

It is proposed at that time to re-drill the Cane Creek horizontally. Fidelity would like
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2585 Heartland Drive
Stephyne Masters Sheridan,WY82801
Operations Teclmician III
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Pursuant to the filing of a sundry for permission to re-enter the above referenced well on
February 10, 2012. We are hereby submitting this letter in accordance with Oil & Gas
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Procedures for CC 24-1 re entry:

(pumping unit will be already relocated)

1. Bleed any pressure off casing and make record.
2. Nipple down wellhead and NU 7 1/16" X 10000 psi WP hydraulic BOPwith 2 7/8"

w/ pipe and blind rams.
3. MIRU service unit to pull 234 jts 2 7/8" J55 tbg (EOT7805) and sucker rods

(167 ¾" & 125 7/8" tapered string) out of hole, LD on flatbed to re locate.

4. RIH and gauge ring and tag liner top @7058'
5. RIH w/4.5" CIBPand set @7400' (Top of fish @7600)
6. Rig up Schlumberger wireline to run SLBUSITtool to confirm cement on c2

backside. If cement is insufficient, look for supplemental cement squeeze procedure.

7. lf cement is good, proceed to run bit and scraper to check condition of 7" P-110

production string.

Re Drill:

1. MIRU Frontier #10, test anchors and prep location.
2. Pick up single-run whipstock and set same on top of retainer that was previously Set.

Pick up gyro and check orientation. NOTE: It is anticipated that the casing exit would be
made to the low side of the hole and then a correction to achieve the target azimuth
would be made.

3. Mill window in 7" casing @7040' (top of 4 ½" liner @7058'). Milling assembly to be
complete with 6" pilot mill and two 6" string mills. POOH and lay down milling assembly.

4. Pick up 6" five or six-bladed fixed-cutter bit and directional drilling assembly. TlH with
same. Due to the presence salts and extreme pressures, an OBM system will be utilized.

5. Build angle at 10° per 100 ft. Drill through salt immediately above Cane Creek Fm.
POOH w/ drill string.

6. RU 4 ½" liner and liner hanger to be installed through salt bearing zone for isolation.
Cement liner in place with class _cement.

7. It is estimated that three days would be required to build angle and five additional days
would be required to drill to TD. New lateral will be drilled 2800'to the NW.

8. Pressure test liner to 5000 psi
9. RDMO Frontier #10

10. Place well on production

Prepared by Steve Cavalli - Fidelity Engineering &.Operations Specialist

Office -720-956-5758

, Cell 303-501-3310 e-mail
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RECEIVED: Jan. 24, 2012
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RECEIVED: Jan. 24, 2012

From: "Coulthard, Michael L" <mcoultha@blm.gov>
To: "Jones, Eric C" <ejones@blm.gov>
CC: Brad Hill <bradhill@utah.gov>, Diana Mason <dianawhitney@utah.gov>
Date: 1/24/2012 11:05 AM
Subject: Cane Creek Unit 24-1 Proposed Recompletion - Coulthard 

Eric,

I have no objection to either lateral.

Thank you,

Mickey

Michael L. Coulthard
Petroleum Engineer
Bureau of Land Management
Phone (801) 539-4042
Fax (801) 539-4261

From: Jones, Eric C
Sent: Tuesday, January 24, 2012 11:03 AM
To: Coulthard, Michael L
Subject: RE: Cane Creek Unit 24-1 Proposed Recompletion

Yes, they would be in the Cane Creek.

From: Coulthard, Michael L
Sent: Tuesday, January 24, 2012 10:28 AM
To: Jones, Eric C
Subject: RE: Cane Creek Unit 24-1 Proposed Recompletion

Hi Eric,

Are the laterals proposed for the Cane Creek?

Thank you,

Mickey

Michael L. Coulthard
Petroleum Engineer
Bureau of Land Management
Phone (801) 539-4042
Fax (801) 539-4261

From: Jones, Eric C
Sent: Tuesday, January 24, 2012 8:56 AM
To: Coulthard, Michael L
Subject: Cane Creek Unit 24-1 Proposed Recompletion

Mickey,

Fidelity has proposed to plug-back the Cane Creek Unit 24-1 (#43-019-31447) well and drill a new lateral.
The new well path would be one of two alternatives proposed, but not yet selected by the operator.  The 
bottom-hole location of each alternative is:

Sundry Number: 22389 API Well Number: 43019314470000Sundry Number: 22389 API Well Number: 43019314470000
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The new well path would be one of two alternatives proposed, but not yet selected by the operator. The
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RECEIVED: Jan. 24, 2012

                Plan A BHL:  2112' fsl, 196' fwl, Section 13, T26S, R19E

                Plan B BHL:  652' fnl, 2020' fwl, Section 13, T26S, R19E

As proposed, each of the possible well-paths would extend beyond the boundary of the present PA.

Thanks,
                ecj
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Procedures for CC 24-1 re entry:

(pumping unit will be already relocated)

1. Bleed any pressure off casing and make record.
2. Nipple down wellhead and NU 7 1/16" X 10000 psi WP hydraulic BOP with 2 7/8"

w/ pipe and blind rams.
3. MIRUservice unit to pull 234 jts 2 7/8"155 tbg (EOT7805) and sucker rods

(167 ¾" & 125 7/8" tapered string) out of hole, LDon flatbed to re locate.

4. RIHand gauge ring and tag liner top @7058'
5. RIHw/ 4.5" CIBPand set @7400' (Top of fish @7600)
6. Rigup Schlumberger wireline to run SLB USITtool to confirm cement on

backside, If cement is insufficient, look for supplemental cement squeeze procedure.

7. If cement is good, proceed to run bit and scraper to check condition of 7" P-110

production string.

Re Drill:

1. MIRUFrontier #10, test anchors and prep location.
2. Pick up single-run whipstock and set same on top of retainer that was previously set.

Pick up gyro and check orientation. NOTE: It is anticipated that the casing exit would be
made to the low side of the hole and then a correction to achieve the target azimuth
would be made.

3. Mill window in 7" casing @7040' (top of 4 ½" liner @ 7058'). Milling assembly to be
complete with 6" pilot mill and two 6" string mills. POOH and laydown milling assembly.

4. Pick up 6" five or six-bladed fixed-cutter bit and directional drilling assembly. TlH with
same. Due to the presence salts and extreme pressures, an OBM system will be utilized.

5. Build angle at 10° per 100 ft. Drill through salt immediately above Cane Creek Fm.
POOH w/ drillstring.

6. RU 4 ½" liner and liner hanger to be installed through salt bearing zone for isolation.
Cement liner in place with class G cement.

7. It is estimated that three days would be required to build angle and five additional days
would be required to drill to TD. New lateral will be drilled 2800' to the NW.
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RECEIVED: May. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached chronological drilling report. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /4 /2012

May 17, 2012

Sundry Number: 25463 API Well Number: 43019314470000Sundry Number: 25463 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached chronological drilling report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 17, 2012
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000

Field Name: 
Operator: 

Project AFE: 

FEPCo 

1700 Lincoln Street Suite 2800 

Denver, CO 80203 

(720) 931-9631 

Well Name:Cane Creek 24-1 
Big Flat SfTlRj 24/26S/19E 

Fidelity E&P Localion Desc: I 
120017 AFEs Associated: I 

Daily Summary 

Drilling Chronological 
Regulatory 

I County,State:1 GRAND, UT 

I District:! 01 PARA 

. 

I 

III 

Activity Date : 4/18/2012 I Days From Spud: 1 1753 Current Depth: o Ftl 24 Hr. Footage Made: I o Ft 

Rig Company: Rig Name: 
Formation: Weather: 

Operations 
Start Hrs Code Remarks Start Depth End Depth Run 

0.00 Note: Will be moving rig camps today .. 0 0 NtH 

6:00 24.00 01 Rigging down, moving rig from cane creek 18-1 to cane creek 24-1 0 0 NtH 
Totat: 24.00 

Daily Summary 

Activity Date: 4/19/2012 I Days From Spud: I 1754 Current Depth: o Ftl 24 Hr. Footage Made: OFt 
Rig Company: Rig Name: 

Formation: Weather: 

Operations 
Start I Hrs I Code Remarks Start Depthl End Depth I Run 

6:001 24.001 01 Rig down rig camps, move to 24-1 & rig up camp, rigging up ZECO equipment, mud a 1 a I NtH 
tanks.Mud pumps. 

Totat:124.00 I I 
Daily Summary . 

Aclivity Date: 4/20/2012 1 Days From Spud: 1 1755 Current Depth: o Ftl 24 Hr. Footage Made: 1 OFt 
Rig Company: Rig Name: 

Formation: Weather: 

Operations 
Start I Hrs I Code Remarks Start Depthl End Depth I Run 

6:001 24.001 01 RIgging up, Install Drum shaft in drowworks, set & rig up droWNorks, raise derrick, rig up a I a I NtH 
derrick. 

I Totat: 24.00 

Daily Summary 

Activity Date: 4/21/2012 I Days From Spud: I 1756 Current Depth : o Ftl 24 Hr. Footage Made: I o Ft 
Rig Company: Rig Name: 

Formation: Weather: 

Operations 
Start Hrs Code Remarks Start Depth End Depth Run 

6:00 4.00 01 Safety meeting wI colo spooling & spool up drill line a a NtH 
10:00 2.00 01 Safety meeting wI tfi state & pick up top drive a 0 NIH 
12:00 10.50 01 Rig up top drive, rig up rig floor & install orbit valve on flow line, skid rig a a NtH 
22:30 5.00 15 Test BOPs, hy-drill to 250 tow, 5000 ht9h, all rams & vatves to 250 tow & 10,000 high 0 a NtH 

3:30 0.50 09 Slip off drill tine a 0 NtH 
4:00 2.00 01 Rig up B & L lay down truck to pick up pipe, & rigging up drip pan under rotary. a 0 NIH 

Totat: 24.00 
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Sundry Number: 25463 API Well Number: 43019314470000

FEPCo
1700 Lincoln Sireet Suite 2800
Denver, CO 80203 Drilling Chronological
(720) 931-9631 Requiatory

Well Name:Cane Creek 24-1
Field Name: Big Flat STTIR 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Project AFE: 120017 AFEs Associated: / / /

Daily Summary
Activity Date : 4/18/2012 Days From Spud : 1753 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

0.00 Note: Will be moving rigcamps today.. 0 0 NIN
6:00 24.00 01 Rigging down, movingrig fromcane creek 18-1 to cane creek 24-1 0 0 NIH

Total: 24.00

Daily Summary
Activity Date : 4/19/2012 Days From Spud : 1754 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Rig down rig camps, move to24-1 & rig up camp, riggIng up ZECO equipment, mud 0 0 NIH

Total: 24.00
tanks.Mud pumps.

Daily Summary
Activity Date : 4/20/2012 Days From Spud : 1755 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Rigging up, install Drum shaft in drowworks, set & rig up drowworks, raise derrick,rig up 0 0 NIH
derrick.

Total; 24.00

Daily Summary
Activity Date : 4/21/2012 Days From Spud : 1756 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4,00 01 Safety meeting w/ colo spooling &spool up drill line O 0 NIH

10:00 2.00 01 Safety meeting w/ tristate & pickup top drive 0 0 N1H
12:00 10.50 01 Rig up topdrive, rigup rig floor &install orbit valve on flow line, skid rig 0 0 NIH
22:30 5.00 15 Test BOPs, hy-drill to 250 low, 5000 hlgh, all rams & valves to 250 fow &10,000 high 0 0 NIH

3:30 0.50 09 Silp off drillline 0 0 NIH
4:00 2.00 01 Rig up B & L lay down truck topick up pipe, & rigging up drîp pan under rotary. 0 0 NIH

Total: 24.00
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12:00 10.50 01 Rig up topdrive, rigup rig floor &install orbit valve on flow line, skid rig 0 0 NIH
22:30 5.00 15 Test BOPs, hy-drill to 250 low, 5000 hlgh, all rams & valves to 250 fow &10,000 high 0 0 NIH

3:30 0.50 09 Silp off drillline 0 0 NIH
4:00 2.00 01 Rig up B & L lay down truck topick up pipe, & rigging up drîp pan under rotary. 0 0 NIH

Total: 24.00
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RECEIVED: May. 04,

Sundry Number: 25463 API Well Number: 43019314470000

FEPCo
1700 Lincoln Sireet Suite 2800
Denver, CO 80203 Drilling Chronological
(720) 931-9631 Requiatory

Well Name:Cane Creek 24-1
Field Name: Big Flat STTIR 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Project AFE: 120017 AFEs Associated: / / /

Daily Summary
Activity Date : 4/18/2012 Days From Spud : 1753 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

0.00 Note: Will be moving rigcamps today.. 0 0 NIN
6:00 24.00 01 Rigging down, movingrig fromcane creek 18-1 to cane creek 24-1 0 0 NIH

Total: 24.00

Daily Summary
Activity Date : 4/19/2012 Days From Spud : 1754 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Rig down rig camps, move to24-1 & rig up camp, riggIng up ZECO equipment, mud 0 0 NIH

Total: 24.00
tanks.Mud pumps.

Daily Summary
Activity Date : 4/20/2012 Days From Spud : 1755 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 Rigging up, install Drum shaft in drowworks, set & rig up drowworks, raise derrick,rig up 0 0 NIH
derrick.
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000

II Well Name:Cane Creek 24-1 I 
Field Name:1 Big Flat I SITIRj 24/26S/19E I County,State:1 GRAND, UT 

Operator:1 Fidelity E&P I Location Desc:1 I District:! 01 PARA 

Daily Summary 

Activity Date : 4/22/2012 I Days From Spud: I 1757 Current Depth : o Ftl 24 Hr. Footage Made: I o Ft 
Rig Company: Rig Name: 

Formation: Weather: 

Operations 
Slarl Hrs Code Remarks Slart Deplh End Deplh Run 

6:00 1.50 01 Rigging up drip pan & fill up lines. 0 0 NIH 
7:30 5.00 06 Pick up 135jts. 4" D.P. and stand in derrick 0 0 NIH 

12:30 1.50 06 lay oul & slrap BHA 0 0 NIH 
14:00 0.50 06 Make up mill, esg. Scraper, bit sub 0 0 NIH 
14:30 0.50 01 Rig up trip tank & trash water tank 0 0 NIH 
15:00 10.00 06 Pick up BHA & 4" D.P. & run in hole, Tagged TOl @ 7055' 0 0 NIH 
1:00 0.50 01 Rig down lay down truck 0 0 NIH 
1:30 3.50 06 POOH, lay down mill & scraper 0 0 NIH 
5:00 1.00 06 Make up weatherford cement retainer & TIH 0 0 NIH 

Tolal: 24.00 

Daily Summary . 

Activity Date: 4/23/2012 I Days From Spud: I 1758 Current Depth : o Ftl 24 Hr. Footage Made: I o Ft 
Rig Company: Rig Name: 

Formation: Weather: 

Operations 
Slarl Hrs Code Remarks Slart Deplh End Deplh Run 

6:00 1.00 07 Service rig, Change air line on drolNWorks. 0 0 NIH 
7:00 10.00 06 Make up cement retainer & TIH 0 0 NIH 

17:00 1.50 21 Allempling 10 sel cemenl relainer,@ 7,045' would nol sel, pull up 6,935'. And relry, slill would 0 0 NIH 
not set 

18:30 3.50 06 POOH ( left 1.98' of cemenl relainer in hole) 0 0 NIH 
22:00 0.50 06 Break down cement retainer & x-o 0 0 NIH 
22:30 2.00 21 Wait on new retainer, & change out lube pump on top drive, service rig 0 0 NIH 
0:30 2.00 08 Repair top drive 0 0 NIH 
2:30 3.50 06 Make up New cement retainer & TIH. 0 0 NIH 

Tolal: 24.00 

Mud Properties 

Depth I Time Wt In IWt Out! Vis I PV I YP I Gels I FL I HTFL I FC I HTFC I Solid I Water I Oil I Sand 
7055 I 15:00 8.50 I 0.00 I 65 I 0 I 0 I 0/0/0 I 0.0 I 0.0 I 0 I 0.00 I 0.0% I 0.0% I 0.0% I 0.0% 

MBT I pH Pm I Pf Mf I CI I Ca I ES I Pom I Lime ITotal SaI.l CaCI2 I EDTA I OIW Ratio I Mud Loss 
0.0 11 0.50 0.00 I 0.00 0.001 0 I 0 I 0 I 0.00 I 0.00 I 0 I 0 I 0.00 I I 0 

Water Loss I LCM I ECD FL Tempi I IRemarks 
0 I 0.0 I 0.0 70 I I I 
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Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cane Creák 24
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Oaily¾ummary
Activity Date : 4/22/2012 Days From Spud : 1757 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Oepth End Depth Run

6:00 1.50 01 Rigging up drip pan & fillup lines. 0 0 NIH
7:30 5.00 06 Pick up 135]ts. 4" D.P. and stand in derrick 0 0 NIH

12:30 1.50 06 Lay out & strap BHA 0 0 NIH
14:00 0.50 06 Make up mill, csg. Scraper, bil sub 0 0 NIH
14:30 0.50 01 Rig up trip lank & trash water tank 0 0 NIH
15:00 10.00 06 Pick up BHA & 4" D.P. & run in hole, Tagged TOL @7055' 0 0 NIH

1:00 0.50 01 Rig downlay down truck 0 0 NIH
1:30 3.50 06 POOH, lay down mill& scraper 0 0 NIH
5:00 1.00 06 Make up weatherford cement retainer &TlH 0 0 NIH

Total: 24.00

Daily Summary
Activity Date : 4/23/2012 Days From Spud : 1758 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 07 Service rig, Change air line on drowworks. 0 0 NIH
7:00 10.00 06 Make up cement retainer & T1H 0 0 NIH

17:00 1.50 21 Attempting to set cement retainer,@ 7,045' would not set, pull up 6,935' And retry, still would 0 0 NIH
not set

18:30 3.50 06 POOH ( Left 1.98'of cement retainer in hole ) 0 0 NIH
22:00 0,50 06 Break down cement retainer & X-O 0 0 NIH
22:30 2.00 21 Wait on new retainer, & change out lube pump on topdrive, service rig 0 0 NIH

0:30 2.00 08 Repair top drive 0 0 NIH
2:30 3,50 06 Make up New cement retainer &TIH. 0 0 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7055 15:00 8.50 0.00 65 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 10.50 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70
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not set
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22:30 2.00 21 Wait on new retainer, & change out lube pump on topdrive, service rig 0 0 NIH

0:30 2.00 08 Repair top drive 0 0 NIH
2:30 3,50 06 Make up New cement retainer &TIH. 0 0 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7055 15:00 8.50 0.00 65 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 10.50 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70
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RECEIVED: May. 04,
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cano Creek 2&P
Field Name: Big Flat S/T/R 24/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

glidrimmary
Activity Date : 4/24/2012 Days From Spud : 1759 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: 4-23-12 @ 11:00hrs.approval from MR. Eric Jones of BLM toproceed with operations O O N1H
with2/cement retainers set in 7" casing # 1 @7055, # 2 set @7045' &with out squeezing
cement below retainers

6:00 2.00 06 T1Hwithcement retainer 0 0 NIH
8:00 2.50 16 Set cement retainer @ 7045', could not pump thru other retainer, test casing to3000# 0 0 NIH

10:30 4.00 05 Displace water out of hole with water base mud 8.5ppg. 0 0 NIH
14:30 4.00 06 POOH & lay down cement retainer stinger 0 0 N1H
18:30 3.50 06 Pick & make up whipstock, narate gyro 0 0 NIH
22:00 5.00 06 TIHto 6910' 0 0 NIH

3:00 1.00 01 Rig up black warrior wireline 0 0 NIH
4:00 2.00 11 RIH WlBWWC E-line & Orient Whipstock to 329 deg. 0 0 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
0 11:00 8.50 0.00 150 18 57 48/67/0 16.0 0.0 0 0.00 0.0% 1.0% 0.0% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 11.00 0.70 0.01 0.03 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70

Activity Date : 4/25/2012 Days From Spud : 1760 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 10 RUN Gyro survey tooreint whipstock,to 330.81 deg. survey out of hole every 500' R/D 0 0 NIH
BWWC &Gyro survey tool.

8:30 0.50 07 Service rig, Repair lub. Pump. 0 0 NIH
9:00 1.00 21 R/U & SET Whipstock @7010' 0 0 NIH

10:00 5.00 20 Millingwindow W Smith millingassy, Window top6890' Bottom @6901'drill 10, of rat hole to O 0 NIH
6911'

15:00 1.00 05 Circ hole clean & R/U and preformFIT. @6890', 3060 psi W/8,5 ppg mud, = 17.0 ppg.EMW. O 0 NIH
16:00 6.50 21 Cleaning Mud Pils O 0 NIH
22:30 5.00 05 Transfer oil base mud tomud pits, Circulate displace water base mud witholl base mud & 0 0 NIH

slug pipe.
3:30 2.50 06 POOHW/WhipstockMillingassy. 0 0 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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0.0 11.00 0.70 0.01 0.03 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70
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6911'

15:00 1.00 05 Circ hole clean & R/U and preformFIT. @6890', 3060 psi W/8,5 ppg mud, = 17.0 ppg.EMW. O 0 NIH
16:00 6.50 21 Cleaning Mud Pils O 0 NIH
22:30 5.00 05 Transfer oil base mud tomud pits, Circulate displace water base mud witholl base mud & 0 0 NIH

slug pipe.
3:30 2.50 06 POOHW/WhipstockMillingassy. 0 0 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
0 11:00 8.50 0.00 | 150 | 18 57 48/67/0 16.0 0.0 0 0.00 0.0% 1.0% 0.0% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 11.00 0.70 0.01 0.03 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70
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Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cano Creek 2&P
Field Name: Big Flat S/T/R 24/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

glidrimmary
Activity Date : 4/24/2012 Days From Spud : 1759 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
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Activity Date : 4/25/2012 Days From Spud : 1760 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cane Creek 241¾
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/26/2012 Days From Spud : 1761 Current Depth : 6919 Ft 24 Hr. Footage Made : 29 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2,00 06 POOH LJDMillingassy. 6890 6911 NIH
8:00 3.50 06 Pick up & make up dir. BHA 6911 6911 NIH

11:30 3.00 06 TlH io 4100' 6911 6911 NIH
14:30 1.00 09 Slip &cut 80ft. Of drillline 6911 6911 NIH
15:30 2.50 06 TIH to6908' 6911 6911 NIH
18:00 1.00 01 Rig up BWWCwire line &gyro 6911 6911 NIH
19:00 2.00 11 Run in hole withgyro on wire line, connect to UHBO & lock down wire in side door sub. 6911 6911 NIH
21:00 0.50 02 Slide drillfrom6908' to6919' 6911 6919 NIH
21:30 0.50 06 Gyro went out, attempt topull wire out of hole, wire line broke, POOH istd. To wire line 6919 6919 NIH
22:00 3.00 11 Tle wire Ilne together, spool fine up on truck & pull wire line out of hole. 6919 6919 NIH

1:00 4.00 01 Spool bad wire off truck, rehead wireline, make up gyro tools, & test tools. 6919 6919 NIH
5:00 1.00 11 Run in hole with wife line. 6919 6919 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6930 15:00 13.70 0.00 56 25 16 9/11/0 3.0 0.0 0 0.00 22.0% 18.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 4 0 0.00 0.00 0 24 0.00 76/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70

Daily Summary
Activity Date : 4/27/2012 Days From Spud : 1762 Current Depth : 7330 Ft 24 Hr. Footage Made : 411 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 10 Gyro survey 6919 6919 NIH

| 6:30 1.50 02 Slide drillingfrom6919' to 6953' 6919 6953 NIH
8:00 4.00 21 Attempt topull wire line, pull rotating rubber, untangle wire line POOH wl E-line& lay down 6953 6953 NIH

gyrotools&R/D wire line
12:00 4.50 02 Rolate & slide drilling from 6953' to7105' 6953 7105 NIH
16:30 0.50 07 Service rig& top drive 7105 7105 NIH
17:00 13.00 02 Rotate & slide drillingfrom 7105' to 7330' 7105 7330 NIH
Total: 24.00

NIud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6919 3:00 15.10 15,20 50 22 8 4/7/0 4.0 200.0 0 4.00 28.0% 19.4% 80.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 5 0 0.00 0.00 0 369601 0.00 81/19 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.6 78
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21:00 0.50 02 Slide drillfrom6908' to6919' 6911 6919 NIH
21:30 0.50 06 Gyro went out, attempt topull wire out of hole, wire line broke, POOH istd. To wire line 6919 6919 NIH
22:00 3.00 11 Tle wire Ilne together, spool fine up on truck & pull wire line out of hole. 6919 6919 NIH

1:00 4.00 01 Spool bad wire off truck, rehead wireline, make up gyro tools, & test tools. 6919 6919 NIH
5:00 1.00 11 Run in hole with wife line. 6919 6919 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6930 15:00 13.70 0.00 56 25 16 9/11/0 3.0 0.0 0 0.00 22.0% 18.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 4 0 0.00 0.00 0 24 0.00 76/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70

Daily Summary
Activity Date : 4/27/2012 Days From Spud : 1762 Current Depth : 7330 Ft 24 Hr. Footage Made : 411 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 10 Gyro survey 6919 6919 NIH

| 6:30 1.50 02 Slide drillingfrom6919' to 6953' 6919 6953 NIH
8:00 4.00 21 Attempt topull wire line, pull rotating rubber, untangle wire line POOH wl E-line& lay down 6953 6953 NIH

gyrotools&R/D wire line
12:00 4.50 02 Rolate & slide drilling from 6953' to7105' 6953 7105 NIH
16:30 0.50 07 Service rig& top drive 7105 7105 NIH
17:00 13.00 02 Rotate & slide drillingfrom 7105' to 7330' 7105 7330 NIH
Total: 24.00

NIud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6919 3:00 15.10 15,20 50 22 8 4/7/0 4.0 200.0 0 4.00 28.0% 19.4% 80.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 5 0 0.00 0.00 0 369601 0.00 81/19 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.6 78
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Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cane Creek 241¾
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/26/2012 Days From Spud : 1761 Current Depth : 6919 Ft 24 Hr. Footage Made : 29 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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8:00 3.50 06 Pick up & make up dir. BHA 6911 6911 NIH

11:30 3.00 06 TlH io 4100' 6911 6911 NIH
14:30 1.00 09 Slip &cut 80ft. Of drillline 6911 6911 NIH
15:30 2.50 06 TIH to6908' 6911 6911 NIH
18:00 1.00 01 Rig up BWWCwire line &gyro 6911 6911 NIH
19:00 2.00 11 Run in hole withgyro on wire line, connect to UHBO & lock down wire in side door sub. 6911 6911 NIH
21:00 0.50 02 Slide drillfrom6908' to6919' 6911 6919 NIH
21:30 0.50 06 Gyro went out, attempt topull wire out of hole, wire line broke, POOH istd. To wire line 6919 6919 NIH
22:00 3.00 11 Tle wire Ilne together, spool fine up on truck & pull wire line out of hole. 6919 6919 NIH

1:00 4.00 01 Spool bad wire off truck, rehead wireline, make up gyro tools, & test tools. 6919 6919 NIH
5:00 1.00 11 Run in hole with wife line. 6919 6919 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6930 15:00 13.70 0.00 56 25 16 9/11/0 3.0 0.0 0 0.00 22.0% 18.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 4 0 0.00 0.00 0 24 0.00 76/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 70

Daily Summary
Activity Date : 4/27/2012 Days From Spud : 1762 Current Depth : 7330 Ft 24 Hr. Footage Made : 411 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 10 Gyro survey 6919 6919 NIH

| 6:30 1.50 02 Slide drillingfrom6919' to 6953' 6919 6953 NIH
8:00 4.00 21 Attempt topull wire line, pull rotating rubber, untangle wire line POOH wl E-line& lay down 6953 6953 NIH

gyrotools&R/D wire line
12:00 4.50 02 Rolate & slide drilling from 6953' to7105' 6953 7105 NIH
16:30 0.50 07 Service rig& top drive 7105 7105 NIH
17:00 13.00 02 Rotate & slide drillingfrom 7105' to 7330' 7105 7330 NIH
Total: 24.00

NIud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6919 3:00 15.10 15,20 50 22 8 4/7/0 4.0 200.0 0 4.00 28.0% 19.4% 80.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 5 0 0.00 0.00 0 369601 0.00 81/19 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.6 78
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000Sundry Number: 25463 API Well Number: 43019314470000

Well Name:Cane Créek 24
Field Name: Big Flat SIT/R 24/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/28/2012 Days From Spud : 1763 Current Depth : 7425 Ft 24 Hr. Footage Made : 95 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Rotate & Silde drilling from 7330' to 7386' 7330 7386 NIH

10:30 0.50 07 Service rig & top drive 7386 7386 NIH
11:00 2.50 02 Rotate & Slide driffing from 7386' to7420' 7386 7420 NIH
13:30 1.00 05 Cir., mix& pump slug 7420 7420 NIH

14:30 8.00 06 POOH 7420 7420 NIH
22:30 1.00 06 Change out bits 7420 7420 NIH
23:30 5.50 08 TlH withbit #2 to7420' 7420 7420 NIH

5:00 1.00 02 Rotate &slide drillfrom 7420' to 7425 7420 7425 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7420 3:00 15,20 14.50 52 23 6 4/7/0 3.0 200.0 2.00 28.0% 20,8% 79.2% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal, CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0 5 529 0.00 0.00 0 317433 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 78

Daily Summary
Activity Date : 4/29/2012 Days From Spud : 1764 Current Depth : 7496 Ft 24 Hr. Footage Made : 71 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.50 02 Slide & rotate from 7425' to 7478' 7425 7478 NIH
17:30 0.50 07 Service rig & top drive 7478 7478 NIH
18:00 2.00 02 Slide &rotate from7478' to 7496' 7478 7496 NIH
20:00 1.50 05 Cir. B/U, build slug, pump slug 7496 7496 NlH
21:30 5.00 06 POOH from 7496' to650' 7496 7496 N1H

2:30 1.00 08 Working on draworks 7496 7496 NIH
3:30 1.00 06 Finish POOH, &break out bit#2 7496 7496 NIH
4;30 1.50 06 Make up bit #3 & TlH 7496 7496 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7496 3:00 15.50 15.50 52 26 8 4/6/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 | 4 695 0.00 0.00 0 273765 | 0.00 | 79/21 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 78
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Sundry Number: 25463 API Well Number: 43019314470000
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Operator: Fidelity E&P Location Desc: District: 01PARA
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22:30 1.00 06 Change out bits 7420 7420 NIH
23:30 5.50 08 TlH withbit #2 to7420' 7420 7420 NIH
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O 0.0 15.9 78

Daily Summary
Activity Date : 4/29/2012 Days From Spud : 1764 Current Depth : 7496 Ft 24 Hr. Footage Made : 71 Ft
Rig Company : Rig Name:

Formation : Weather:
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Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
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Rig Company : Rig Name:
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21:30 5.00 06 POOH from 7496' to650' 7496 7496 N1H

2:30 1.00 08 Working on draworks 7496 7496 NIH
3:30 1.00 06 Finish POOH, &break out bit#2 7496 7496 NIH
4;30 1.50 06 Make up bit #3 & TlH 7496 7496 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7496 3:00 15.50 15.50 52 26 8 4/6/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 | 4 695 0.00 0.00 0 273765 | 0.00 | 79/21 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 78
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RECEIVED: May. 04, 2012

Sundry Number: 25463 API Well Number: 43019314470000Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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Sundry Number: 25463 API Well Number: 43019314470000

Well Naine:Caná Cieák 24&
Field Name: Big Flat S/T/R 24/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 4/30/2012 Days From Spud : 1765 Current Depth : 7531 Ft 24 Hr. Footage Made : 35 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 4.50 06 TlH from 1244' to7496' 7496 7496 NIH
10:30 6.00 02 Slide &Rotate drillfrom 7496' to 7531' ( Could not control toolface while sliding with this bit 7496 7531 NIH

)(SEC-FX64)
16:30 0.50 05 Cir.& pump slug, filltriptank. 7531 7531 NIH
17:00 2.50 06 POOH 7531 7531 NIH
19:30 0.50 21 Pull rotatíng head rubber 7531 7531 NIH
20:00 1.00 06 POOH from2631' to 1244' 7531 7531 NIH
21:00 1.50 09 Cut 55' of drill line 7531 7531 NIH
22:30 1.00 06 POOH from 1244' tobit, break out bit 7531 7531 N1H
23:30 0.50 07 Service rig & top drive 7531 7531 N1H

0:00 3.00 21 Clean rig floor&fixspinners while waiting on new bit 7531 7531 NíH
3:00 3.00 06 Make up bit #4 & TIH, filling pipe every 20stds. 7531 7531 NlH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7531 3:00 15.60 15.50 54 24 | 7 4/7/0 3.0 200.0 3.00 30.0% 20.8% | 80,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0 5 679 0.00 0.00 0 357840 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 16.2 78

Activíty Date : 5/1/2012 Days From Spud : 1766 Current Depth : 7841 Ft 24 Hr. Footage Made : 310 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: topof cane creek M/D 7,772' TVD 7,576' 7531 7531 NIH
6:00 2.50 06 TIH from2,610' to 7,531' 7531 7531 NIH
8:30 2.50 02 Slide & Rotate drill from 7,53f to 7,571' 7531 7571 NiH

11:00 0.50 07 Service rig& topdrive 7571 7571 NIH
11:30 18.50 02 Silde &Rotate drill from 7,571' to 7,841' 7571 7841 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7805 | 2:00 15.60 15.50 49 23 7 4/7/0 3.0 200.0 3.00 28.0% 20.8% 79.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0 4 712 0.00 0.00 0 303871 0.00 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 16.2 88
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RECEIVED: Dec. 10, 2013

API Well Number: 43019314470000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINOIAN,ALLOTTEEORTRIBENAME

1a- TYPE OF WELL:
ELL W LL DRY OTHER 7. UN1ToreCACAG EkMEN I AME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EO 1°WO %EP- -TRY
S OTHER Cane Creek Unit 24-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESSOF OPERATOR: PHONE NUMBER: 1D FIELO ANO POOL. OR WILOCAT

1700 Lincoln ciTY Denver sT4 e CO zie60203 (303) 893-3133 Cane Creek
4. LOCATIONOF WELL(FOOTAGES) 11. QTRICTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOP PRODUCINGINTERVALREPORTED BELOW:

ATTOTALDEPTH. 2112 FSL 196 FWL Sec 13 T26S R19E
"GooaUNTdY 13. STATE

UTAH
14 OATE SPUDDED 15. DATET.D REACHED: 15. DATECOMPLETED: 17. ELEVATIONS(DF, RKB,RT, GL):

7/1/2007 5/6/2012 5/15/2012 ABANDONED READYTOPRODUCE Z 6051 GL
18. TOTALDEPTH: MD 9 659 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS.HOW MANY?* 21. DEPTHBRIDGE MD

PLUGSET:
Tv¤ 7,716 Tv¤ TVD

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN(Submit copy of escli) 23.

WASWELL CORED? NO YES (Submlt analysis}

WASDST RUN? NO YES (Submit rep¤rt)

OIRECTIONAL SURVEY? NO YES (Submit copy)

24. CAS[NG AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD)
STAGEDOEMENTER CNEMENFSTYPES

VC E BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class @ 3 167 GL
17.5 133/8 H-40 48 0 635 Classg 806 167 4'(CIR)
12.25 9 5/8 HClà 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HClà 26 3,240 7,300 Class 768 160 3000(CBL)
6 4.5 P116 15.1 6,798 7,967 Classg 95 24 6798

25. TUBING RECO

DEPTHSET (MO) PACWERSET (MD) S1ZE DEPTHSET (MD) PACKERSET (MD) S1ZE DEPTHSET (MO) PACKER SET (MD)

26. PRODUClNG 1NTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MO) TOP (TVD) BOTTOM (TVO) INTERVAL (ToplBot -MD) SIZE NO. HOLES FERFORATION STATUS

(A) Cane Creek 7,626 7,689 7,967 9,659 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID,FRACTURE, TRËATMENT, CEMENTSciBEEZË,ETC.

WAS WTLL HYDRAULICALLYFRACTURED? YES NO IFYES - DATEFRACTURED:

DEPTHINTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS, 30. WELLSTATUS:

ELECTRICALIMECHAN CAL LOGS GEOLOGIC REPORT OST REPORT DIRECTIONAL SURVEY

TAO SUNDRY NOTICE FOR PLUGGINGANO CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

Horizontal Lateral

donstaley
Text Box
Horizontal Lateral 2



RECEIVED: Dec. 10, 2013

API Well Number: 43019314470000

31. INITlAL PRODUCT1DN INTERVAL A {As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED. TEST PRODUCTION OIL- BBL: GAS- MCF WATER- BBL: PROD, METHOD:
5/15/2013 24 R^TES 0 0 0

CHOKESIZE: TBG. PRESS. CSG. PRESS. APJ ORAVITY BTU-GAS GAS/OILRATIO 24 HR PRODUCTION CIL- BEL: GAS- MCF WATER- BBL: INTERVALSTATUS:
RATES: -h

INTERVALB (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURSTESTED TEST PRODUCTION OIL- BEL: GAS- MCF WATER- BBL: PROD. METHOD:
RATES: -h

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION CIL- BBL: GAS - MCF WATER - BBL: INTERVAL STATUS:
RATES: -+

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL - BBL: GAS- MCF: WATER - BBL: PROO. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVtTY BTU - GAS GASICIL RATIO 24 HR PRODUCTION O[L - BBL: GAS- MCF WATER - BBL INTERVAL STATUS
RATES: -b

INTERVALD (As shown in item #26}

DATE FJRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL PROO. METHOD:
RATES: *

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY ETTU- GAS GAS/CIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL INTERVAL STATUS
RATES: ->

32. DISPOSITIONOF GAS (Sold, Used for Fuel. Vented, Etc.)

33. SUMMARY OF POROUSZONES(Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereef. Cored intervals and all drill-stemtests, includingdepth interval tested,
cusliion used, timetoolopen, flowlngand shut-Fnpressures and recoveries.

Formation Descriptians, Contents, etc. Name (Measu
ecpDepth)

Clastic 1 4,462 Salt/Slt/Anhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Too Cane Creek 7.590
Cane Creek Shai 7,317 Sh/Slt/Anhy Horiz target 7,626

Base Cane Creek 7,689

38. ADDITIONAL REM pl roc

36. I Itereby certify tilattlieforegoing and attacned Information is complete and correctas determlned from allavailablerecords.

NAME (PLEASE PRINT) ,Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 12/10/2013

This report must be submitted within 30 days of
• completing or plugginga new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bom below the previous bottom-hole depth
a recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top- Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond 10g (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITlAL PRODUCT1DN INTERVAL A {As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED. TEST PRODUCTION OIL- BBL: GAS- MCF WATER- BBL: PROD, METHOD:
5/15/2013 24 R^TES 0 0 0

CHOKESIZE: TBG. PRESS. CSG. PRESS. APJ ORAVITY BTU-GAS GAS/OILRATIO 24 HR PRODUCTION CIL- BEL: GAS- MCF WATER- BBL: INTERVALSTATUS:
RATES: -h

INTERVALB (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURSTESTED TEST PRODUCTION OIL- BEL: GAS- MCF WATER- BBL: PROD. METHOD:
RATES: -h

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION CIL- BBL: GAS - MCF WATER - BBL: INTERVAL STATUS:
RATES: -+

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL - BBL: GAS- MCF: WATER - BBL: PROO. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVtTY BTU - GAS GASICIL RATIO 24 HR PRODUCTION O[L - BBL: GAS- MCF WATER - BBL INTERVAL STATUS
RATES: -b

INTERVALD (As shown in item #26}

DATE FJRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL PROO. METHOD:
RATES: *

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY ETTU- GAS GAS/CIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL INTERVAL STATUS
RATES: ->

32. DISPOSITIONOF GAS (Sold, Used for Fuel. Vented, Etc.)

33. SUMMARY OF POROUSZONES(Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereef. Cored intervals and all drill-stemtests, includingdepth interval tested,
cusliion used, timetoolopen, flowlngand shut-Fnpressures and recoveries.

Formation Descriptians, Contents, etc. Name (Measu
ecpDepth)

Clastic 1 4,462 Salt/Slt/Anhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Too Cane Creek 7.590
Cane Creek Shai 7,317 Sh/Slt/Anhy Horiz target 7,626

Base Cane Creek 7,689

38. ADDITIONAL REM pl roc

36. I Itereby certify tilattlieforegoing and attacned Information is complete and correctas determlned from allavailablerecords.

NAME (PLEASE PRINT) ,Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 12/10/2013

This report must be submitted within 30 days of
• completing or plugginga new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bom below the previous bottom-hole depth
a recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top- Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond 10g (CBL), temperature survey (TS)).
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1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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32. DISPOSITIONOF GAS (Sold, Used for Fuel. Vented, Etc.)

33. SUMMARY OF POROUSZONES(Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereef. Cored intervals and all drill-stemtests, includingdepth interval tested,
cusliion used, timetoolopen, flowlngand shut-Fnpressures and recoveries.

Formation Descriptians, Contents, etc. Name (Measu
ecpDepth)

Clastic 1 4,462 Salt/Slt/Anhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Too Cane Creek 7.590
Cane Creek Shai 7,317 Sh/Slt/Anhy Horiz target 7,626
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38. ADDITIONAL REM pl roc

36. I Itereby certify tilattlieforegoing and attacned Information is complete and correctas determlned from allavailablerecords.

NAME (PLEASE PRINT) ,Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 12/10/2013

This report must be submitted within 30 days of
• completing or plugginga new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bom below the previous bottom-hole depth
a recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top- Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond 10g (CBL), temperature survey (TS)).
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1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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RECEIVED: Dec. 10, 2013

API Well Number: 43019314470000

FIOITY
Exploration&ProductionCompany A Schlumberger Company

AnMDUResourcesGroupcompany GE: 6051'/ KB: 23"

WELLBORE TARGET DETAILS(MAP CO-ORD[NATES}

Name TVD +NI S +El-W Northing Easting Shape
Land_R STD2 7600.0 696.5 -232.6 77666.32 2493754.18 Point
Tum BTD2 7715.7 2234.0 -1125.6 79388.29 2492631.67 Point
PBHL STO1 7683.0 3795.3 -2310.1 80924.44 2491617.25 Point

WELL DETAILS:Cane Creek Unit #24-1
4000

Ground Level: 6051.0 -

Northing Easting Latittude Longitude ne cre Unit#2-! I--besign 5
77174.44 2494000.18 36 31' 55.610 N 109 46' 24.050 W

Straig Li Prujection to Ril Dep h 1049W MD

G75(1 - Ca ufreekUnit#24-9STO2
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SECTION DETAILS

MD Inc Azi TVD +N/-S +E/-W Dleg TFace VSect Target
6700.0 3.97 359.81 6693.6 158,6 3.1 0.00 0.00 133.9
6710.0 6.48 34t00 6703.5 159.5 2.9 30.07 -43.92 134.7
6797.3 16.93 344.75 6788.9 176.5 -2,0 12.00 6.02 151.8
7288.5 16.93 344.75 7258.8 314.5 -39.6 0.00 0.00 289,2
7871.4 86.28 329.85 7600.0 696.5 -232.6 12.00 -15.85 715.9 Land R STD2
9653.1 86.28 329.85 7715.7 2234.0 -1125.6 0.00 0.00 2493.5
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11613.8 91.18 322.48 7683.0 3795.3-2310.1 0.00 0.00 4443.1 PBHL STO1 Created By: Breck Enoch Date:
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RECEIVED: May. 21, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Undesirable Event

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit
24-1 location around 4:30am on 5/15/2012. Approximately 97 barrels
of fluid were discharged from a holding tank with 33 barrels breaching
containment and 64 barrels remaining in secondary containment. The

spill was immediately identified and quickly contained. Mud flow off the
well pad extended approximately 300'from the pad along a narrow

cattle path, which was bermed to limit the extent of flow. Initially, crews
noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation. 

May 24, 2012

Sundry Number: 25931 API Well Number: 43019314470000Sundry Number: 25931 API Well Number: 43019314470000
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: UndesirableEvent

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit Accepted by the24-1 location around 4:30am on 5/15/2012. Approximately 97 barrelS Utah Division of
of fluid were discharged from a holding tank with 33 barrels breaching Oil, Gas and Mining

containment and 64 barrels remaining in secondary containment. The FOR RECORD ONLY
spill was immediately identified and quickly contained. Mud flow off the May 24, 2012

well pad extended approximately 300'from the pad along a narrow
cattle path, which was bermed to limit the extent of flow. Initially, crews

noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation.

RECEIVED: May. 21,

Sundry Number: 25931 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: UndesirableEvent

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit Accepted by the24-1 location around 4:30am on 5/15/2012. Approximately 97 barrelS Utah Division of
of fluid were discharged from a holding tank with 33 barrels breaching Oil, Gas and Mining

containment and 64 barrels remaining in secondary containment. The FOR RECORD ONLY
spill was immediately identified and quickly contained. Mud flow off the May 24, 2012

well pad extended approximately 300'from the pad along a narrow
cattle path, which was bermed to limit the extent of flow. Initially, crews

noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation.

RECEIVED: May. 21,

Sundry Number: 25931 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: UndesirableEvent

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit Accepted by the24-1 location around 4:30am on 5/15/2012. Approximately 97 barrelS Utah Division of
of fluid were discharged from a holding tank with 33 barrels breaching Oil, Gas and Mining

containment and 64 barrels remaining in secondary containment. The FOR RECORD ONLY
spill was immediately identified and quickly contained. Mud flow off the May 24, 2012

well pad extended approximately 300'from the pad along a narrow
cattle path, which was bermed to limit the extent of flow. Initially, crews

noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation.

RECEIVED: May. 21,

Sundry Number: 25931 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: UndesirableEvent

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit Accepted by the24-1 location around 4:30am on 5/15/2012. Approximately 97 barrelS Utah Division of
of fluid were discharged from a holding tank with 33 barrels breaching Oil, Gas and Mining

containment and 64 barrels remaining in secondary containment. The FOR RECORD ONLY
spill was immediately identified and quickly contained. Mud flow off the May 24, 2012

well pad extended approximately 300'from the pad along a narrow
cattle path, which was bermed to limit the extent of flow. Initially, crews

noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation.

RECEIVED: May. 21,

Sundry Number: 25931 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: UndesirableEvent

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

An oil-based mud (OBM) spill occurred at Fidelity's Cane Creek Unit Accepted by the24-1 location around 4:30am on 5/15/2012. Approximately 97 barrelS Utah Division of
of fluid were discharged from a holding tank with 33 barrels breaching Oil, Gas and Mining

containment and 64 barrels remaining in secondary containment. The FOR RECORD ONLY
spill was immediately identified and quickly contained. Mud flow off the May 24, 2012

well pad extended approximately 300'from the pad along a narrow
cattle path, which was bermed to limit the extent of flow. Initially, crews

noticed mud overflowing from the thief-hatch on OBM tank 4 and
immediately stopped the mud pumps and two vac-truck vehicles

staged at the well site immediately began removing free OBM liquids. A formal notification to BLM
(Eric Jones and Rock Smith) and the State of Utah (Dustin Doucet) was given at approximately 9:30 am
and by 10:00 am trucks had removed almost all free liquid. They continued to clean up contaminated
soil with a front loader and shovel crews and by 11:30 am approximately 90% of the spill off the pad

had been cleaned up. By 9:00 on 5/16/12 approximately 95% of contaminated soils had been
removed. The remaining contaminated soil was 100% removed once the OBM tanks were moved to the

next well location. To prevent future OBM spills from this point forward, Fidelity will implement the
installation of a liner-covered dirt berm capable of containing 1.5 times the maximum volume of the
largest OBM holding tank (500 bbls). Also a revised OBM mixing protocol will be implemented where
mud mixing and transfer between tanks would only occur during daylight hours. There will also be a

hand solely responsible for the mixing and transfer of mud in the OBM storage tanks. This
responsible party will not leave the OBM tank area anytime the transfer/mixing pump is in operation.

RECEIVED: May. 21,



RECEIVED: May. 21, 2012

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /21 /2012

Sundry Number: 25931 API Well Number: 43019314470000Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,

Cundr Numbor: 25031 API Well Number: 13010311170000
NAME (PLE SE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/21/2012

RECEIVED: May. 21,



RECEIVED: Jun. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 6 /4 /2012

June 07, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:
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RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 5/22/2012 Activity: MIRU Rig Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Crew Travel
SITP- 0# SICP- 0# MI rig. Clean up area on location for the rig. Try and keep safe. There are
construction hands working around the we!Ihead.
MIRU rig #21. NU closing unit to the BOPs.
MI220 jnts of 2 7/8" tbg from inspectors. Unioad tbg to the rig racks. Tally top row of tbg. 15 jnts have slim
hole collars, rejected these Jnts.
Prep well for completion
Secure Well / SDFN / Travel

Date : 5Ï23Ï20Ì2 Activity: NU BOP Rig Nami Days :2

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting. MIRU BOP tester. Test BOPs, 250# tow& 8000# high. BOPs tested. MI 3 400bbls
tanks & 1 500 bbis tank w/ fluids.
Prep to TlH retrieving head. TlHas follows: retrieving head, XO, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Profile Nipple ( 2,313"), 184 jntsof
2 7/8" 6.5# N-80 EUE 8rd tbg. Ld the tbg in the slips. 1st RBP @6000', EOT @5893'. SI well
Prep well for completion
Secure Well / SDFN / Travel

Date : 5/24/2012 Activity: Complete Well Rig Name: Days :3

Daily Report Summary :

Daily Report Detall: Crew Travel SITP - 0# SICP - 0#
Hold safety meeting.
NU al1Iines, manifold,tanks&pit for prep of the completion
Repair sand line, pour new rope socket. Clean up location around the rig from the drilling operation.
Prep well for completion. Ready to pick plugs and fish on Tuesday.
Secure Well / SDF Holiday / Travel
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tanks & 1 500 bbis tank w/ fluids.
Prep to TlH retrieving head. TlHas follows: retrieving head, XO, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
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Repair sand line, pour new rope socket. Clean up location around the rig from the drilling operation.
Prep well for completion. Ready to pick plugs and fish on Tuesday.
Secure Well / SDF Holiday / Travel
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RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/29/2012 Activ \ÒompleteWell Rig Name: ays :8

Daily Report Summary :

Daily Report Detail: Crew Travel SITP - 0# SICP - 9#
Hold safety meeting, discuss thejob.
TlHw/ 4 jnts, latch onto plug. Pick plug, pull 2000 bis over. TOOHw/plug. LD plug, inspection of the
plug showed the plug was in good shape.
RU fishing tools. TIHfishing toolsas follows:oveshot wl 3 1/8" grapple 6.07 , XO ( 2 /78" reg X2 7/8"
EUE ) 1.50', LBS- 7.61',
RU fishing tools. TlH fishing tools as follows:oveshot wl 3 1/8" grapple 6.07 , XO ( 2 /78" reg X 2 7/8"
EUE ) 1.50', LBS- 7.61',
TlH fishing assembly. Keep pump on the hole to keep the displacemnet moving.
Set over fish, pump in reverse @1.5bpm @600#. Latch onto fish @6739', PU 10', Pump @1.5 bpm @
750#, set down, press went to 1000#, seem like good grab on the fish. Gained some weight. TOOH,all
indications tells us we have the fish. Keep hole full during the TOOH.
Fishing toolsare at the surface, no fish. Inspect the tools and grapple. Alltools and grapple look good
with no damage.
TlH hole with same fishing assembly to just above the fish to 6719'. We are unable to go any further
tonight, there is a good kill string in the hole.
TlH fishing assembly on 210 jnts of tbg. St well.
Secure Well / SDFN / Travel

Date : _5/30/2012 Activity: Fishing rne Days :9

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
PU 1 jntof 2 7/8" tbg, (1) 2 7/8" X 10' pup. Set down & rotate on the fish. Reverse circ the well.The circ
freely@1.5 bpm @600#, set down on fish and the well looses circ. PU 10' the fish seems to be in the
grapple, SD the pump to bleed of to 0#. Start the pump up again,
the well is circulating @1.5 bpm @600#. Lost fish from grapple. Try to catch fish and followthis
procedure 4 times. The grapples are releasing the fish after the pressure bleeds off. The fish seems to be
smaller than 3 1/8". TOOHwith fishing assembly #2.
The well seem to be drinking the mud as it is pumped. We show a loss of 27 bbls since we started fishing.
Tools on the surface. No fish. Sight amount of wear on the grapples. Change the grapple to 3.00", add a
1.51' open burst sub to the fishing assembly.
TIH new fishing assembly #3 w/ 3.00" grapple.
Work over the fish, rotating and reverse circ the hole. Setting weight on the fish &rotating down. The tbg
is torquingup with 8000 lbs on the fish.
This is an indication that the fish is in the grapple.
TOOH with fishing assembly #3. Fill the hole during the TOOH. Tools on the surface withwireline fish. RU
Baker retrieving tools.
TlH w/ Baker retrieving tools, 1 jnt2 7/8" N-80 tbg, 2 7/8"X nipple ( 2.313" ),209 jnts of 2 7/8" tbg.
Ld tbg in rig slips just above plug #2, Evaluation of the fluids in the rig tank is thata total of 47 bbis of mud
was lost. SI well.
Secure Well / SOFN / Travel
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was lost. SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/29/2012 Activ \ÒompleteWell Rig Name: ays :8

Daily Report Summary :

Daily Report Detail: Crew Travel SITP - 0# SICP - 9#
Hold safety meeting, discuss thejob.
TlHw/ 4 jnts, latch onto plug. Pick plug, pull 2000 bis over. TOOHw/plug. LD plug, inspection of the
plug showed the plug was in good shape.
RU fishing tools. TIHfishing toolsas follows:oveshot wl 3 1/8" grapple 6.07 , XO ( 2 /78" reg X2 7/8"
EUE ) 1.50', LBS- 7.61',
RU fishing tools. TlH fishing tools as follows:oveshot wl 3 1/8" grapple 6.07 , XO ( 2 /78" reg X 2 7/8"
EUE ) 1.50', LBS- 7.61',
TlH fishing assembly. Keep pump on the hole to keep the displacemnet moving.
Set over fish, pump in reverse @1.5bpm @600#. Latch onto fish @6739', PU 10', Pump @1.5 bpm @
750#, set down, press went to 1000#, seem like good grab on the fish. Gained some weight. TOOH,all
indications tells us we have the fish. Keep hole full during the TOOH.
Fishing toolsare at the surface, no fish. Inspect the tools and grapple. Alltools and grapple look good
with no damage.
TlH hole with same fishing assembly to just above the fish to 6719'. We are unable to go any further
tonight, there is a good kill string in the hole.
TlH fishing assembly on 210 jnts of tbg. St well.
Secure Well / SDFN / Travel

Date : _5/30/2012 Activity: Fishing rne Days :9

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
PU 1 jntof 2 7/8" tbg, (1) 2 7/8" X 10' pup. Set down & rotate on the fish. Reverse circ the well.The circ
freely@1.5 bpm @600#, set down on fish and the well looses circ. PU 10' the fish seems to be in the
grapple, SD the pump to bleed of to 0#. Start the pump up again,
the well is circulating @1.5 bpm @600#. Lost fish from grapple. Try to catch fish and followthis
procedure 4 times. The grapples are releasing the fish after the pressure bleeds off. The fish seems to be
smaller than 3 1/8". TOOHwith fishing assembly #2.
The well seem to be drinking the mud as it is pumped. We show a loss of 27 bbls since we started fishing.
Tools on the surface. No fish. Sight amount of wear on the grapples. Change the grapple to 3.00", add a
1.51' open burst sub to the fishing assembly.
TIH new fishing assembly #3 w/ 3.00" grapple.
Work over the fish, rotating and reverse circ the hole. Setting weight on the fish &rotating down. The tbg
is torquingup with 8000 lbs on the fish.
This is an indication that the fish is in the grapple.
TOOH with fishing assembly #3. Fill the hole during the TOOH. Tools on the surface withwireline fish. RU
Baker retrieving tools.
TlH w/ Baker retrieving tools, 1 jnt2 7/8" N-80 tbg, 2 7/8"X nipple ( 2.313" ),209 jnts of 2 7/8" tbg.
Ld tbg in rig slips just above plug #2, Evaluation of the fluids in the rig tank is thata total of 47 bbis of mud
was lost. SI well.
Secure Well / SOFN / Travel
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RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel
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Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: (Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Holdsafety meeting, discuss thejob.
Finish breaking out the fishing tools.Send wireline tools with Picience fisherman.
TIH to plug#2 with3 jnts of tbg. Engage the plug #2 and pick the plug. TOOH wl plug#2. Slowgo do to
the tbg draining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Baker csg scraper, 1 jt 2 7/8" N-80 tbg,X nipple ( 2,313" ),T1Hon 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TlHto 6792'. Prep to TOOH.
TOOH w/ 7" scraper assembly. Pull 7 jnts. The tbg is standing fullduring the TOOH. Unable toTOOHwith
the tbg holding fluid.
EOT @6572'. Leave a good killstring in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si thewell, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity: Other Rig Name: Days :111

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Holdsafety meeting, discuss the job. Reems delivered 105 bbls of 17.7ppg inverted mud fromdrillingrig,
total mud in tank@141 bbis.
Bleed off tbg & csg. PU on the string to TOOH.Tbg began flowing.Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg.Lost 5 bbis while pumping.
The tbg cont
to flow, the csg is dead.
Roll the whole hole w/ mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @ 1.5bpm @
350#.
Circfor 30 minw/ 45 bbls @1.5bpm @350#. Lost 24 bbis while circ, totalof 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bble of mud @ .5 bpm, pumping @1.5 bpm @550#, 17.4ppg in / 16.0
ppg out
Switch to circulating the hole conventional, Pump @1.5bpm @350#. in 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @ 750#. Loss at this is .21bpma pump rate of 2.0bpm @750#, Cont to roll the hole.
Rate: 2.0 bpm @ 705# pump press, Pumped a total of 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17,5ppg.
Total bbis of mud lost today is 41 bbls, total bbls lost- 92 bbls
Open csg to the rig tank,the esg is flowing with a 1/2" stream.
Check the flow and the csg is not flowingas strongas before, open tbg to flowwith the csg. Flow @a 3/4"
stream. Cont to monitor flow.
Tbg & csg open to the rig tank. No flow@this time. SI tbg&csg, SI well.
Secure Well / SOFN / Travel

COMMENTS:
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Location:

People- 6
Monument, EOC
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RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/2/2012 Àctivity:Other Rig Name: Days :12

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting, discuss the job. Open tbg to the rig tank, flowing a 3/4" string. Open the csg to the
rig tank,flowinga 1" stream of mud.
Open tbg to the rig tank, no flow. Attemped to TOOH, tbgflowing as we picked it up, Lower tbg, stab TlW
valve.
Tbg cont to flow, pump 30 bbis of 17.6ppg mud doen the tbgto killthe tbg. Lost 5 bbis while pumping.
The tbg cont
to flow,the csg is flowing a 3/4" stream. Cont to flowthe csg to the rig tank.SI tbg.
Csg flowing a 3/4" stream, Mud: 17.4ppg. Flowed back 4 bbis. Check the tbg and the tbg is laying dead.
Make another attempt to
TOOHw/ tbg, pull up, the tbgstarted to flow as the tbgwas being raised. Lower tbg & hang in the slips,
stab TlW valve & SI. Cont
to flowthe csg to the rig tank. Check the wt of the mud in the rig tank @17.6ppg. Pump 35 bbis of 17.6#
mud into the tbgfor a kill.
Check the flow on the (bg, slight flow,check the flow on the csg, 3/4" stream of mud. Cont to flow the csg
to relieve the press on the well.
Cont to monitorthe tbg and cag for flow.
CSg flowing a 3/4" stream, Mud: 17.4ppg. Flowed back 7 bbis. Check the tbg and the tbghas a slight
flow. Concerns are that if thewell is not dead
than there can be a problem ifwe are tbg light and the well won't stay dead. Cont to monitor the flow on
the csg & tbg.
Order mud, ordered 100 bbls of 17.8ppg mud to be built on the drilling rig, Called for a truck to move the
mud to this rig.
Csg flowing 3/4" stream, tbg flowing slightly. Return mud weighing in @ 17.4ppg. Returned 9 bbis of mud
to the rig tank. SI well. WO
mud from drillingrig. Concerned thatwhat ever is driving the flow is cuttingthe mud down hole.
WO Mud. 17,8ppg mud is on location. RU truck,prep to pump mud.
Puump 35 bbis of 17.8ppg mud into the tbg, returned 34 bbis to the tank.Tbg dead, csg flowing 3/4"
stream.
TOOHw/ 2 7/8" N-80 8rd tbg. Std the tbg in the derrick. Keep hole fullduring the trip.
LD bit &scraper for 7" csg. SI well.
Secure Welf / SDFN / TRAVEL

COMMENTS:

On
Location:

People- 6
Monument, EOC
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Order mud, ordered 100 bbls of 17.8ppg mud to be built on the drilling rig, Called for a truck to move the
mud to this rig.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBíNG Rig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowing a 1/2" stream. SI csg. Move equip away from the wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coilunit.
NU blind sheers, stage valve, coil BOPs, lubricator & topassembly on top of the BOPs. MIunder the rig
witha crane.
There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.
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There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.

Page 5 of 6 Powered by Production Access 6/4Ï201209:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBíNG Rig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowing a 1/2" stream. SI csg. Move equip away from the wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coilunit.
NU blind sheers, stage valve, coil BOPs, lubricator & topassembly on top of the BOPs. MIunder the rig
witha crane.
There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.

Page 5 of 6 Powered by Production Access 6/4Ï201209:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBíNG Rig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowing a 1/2" stream. SI csg. Move equip away from the wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coilunit.
NU blind sheers, stage valve, coil BOPs, lubricator & topassembly on top of the BOPs. MIunder the rig
witha crane.
There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.

Page 5 of 6 Powered by Production Access 6/4Ï201209:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBíNG Rig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowing a 1/2" stream. SI csg. Move equip away from the wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coilunit.
NU blind sheers, stage valve, coil BOPs, lubricator & topassembly on top of the BOPs. MIunder the rig
witha crane.
There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.

Page 5 of 6 Powered by Production Access 6/4Ï201209:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBíNG Rig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowing a 1/2" stream. SI csg. Move equip away from the wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coilunit.
NU blind sheers, stage valve, coil BOPs, lubricator & topassembly on top of the BOPs. MIunder the rig
witha crane.
There's enough equip to hide 24' of tools.MUBHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars, 2 7/8" dual flapper check valve & 2 7/8" coil tbgconnector.
BHA-21.43'. Fill coil w/ 55 bbis of 17.6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @ 5650', displaced 52 bbis back to the rig tank. Cont to RIHw/ BHA & coil.

Page 5 of 6 Powered by Production Access 6/4Ï201209:55



RECEIVED: Jun. 04, 2012

Sundry Number: 26383 API Well Number: 43019314470000Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55

Sundry Number: 26383 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 1200Ü

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1, Tall.0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1. Lead, 0, 350, lite Prem1um, Class G. 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Talf, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 6 of 6 Powered by Production Access 6/4/2012 09:55



RECEIVED: Jul. 26, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /26 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Operations have been suspended until further notice. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 7 /26 /2012

July 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/26/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Operations have been suspended until further notice. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
July 26, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech
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N/A 7/26/2012
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/26/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Operations have been suspended until further notice. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
July 26, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/26/2012

RECEIVED: Jul. 26,
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

FEPCo
1700 Lincoln Street Suite 280o WellWork AFE Chronological
Denver, 00 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 /26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 5/22/2012 Activity: |MIRU Rig ( Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Crew Travel
SITP- 0# SICP- 0# Mi rig. Clean up area on location for the rig. Try and keep safe. There are
construction hands working around thewellhead.
MIRU rig #21. NU closing unit to the BOPs.
Mi 220 jnts of 2 7/8" tbg frominspectors, Unload tbg to the rig racks. Tally top rowof tbg. 15 jnts have slim
hole collars, rejected these jnts.
Prep well for completion
Secure Well / SDFN / Travel

Date: 5/23/2012 Activity: NU BOP Rig Name: Days:2
Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting. MIRU BOP tester. Test BOPs, 250# low & 8000# high. BOPs tested.Mi 3 400bbis
tanks &1 500 bbis tankw/ fluids.
Prep to TlHretrievinghead. TíHas follows:retrieving head, XO, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Profile Nipple ( 2.313" },184 jnts of
2 7/8" 6.5# N-80 EUE Brd tbg. Ld the tbg in the slips. 1st RBP @6000', EOT @5893'. SI well
Prep well for completion
Secure Well / SDFN / Travel

Date : 5/24/2012 Activity: Complete Well Rig NamÑ
Daily Report Summary :

Daily Report Detail: Crew Travel SITP - 0# SICP - 0#
Hold safety meeting.
NU all lines, manifold,tanks & pit for prep of the completion
Repair sand line, pour new rope socket, Clean up locationaround the rig from the drilling operation.
Prep well for completion. Ready to pick plugs and fish on Tuesday.
Secure Well / SDF Holiday / Travel
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Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 5/22/2012 Activity: |MIRU Rig ( Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Crew Travel
SITP- 0# SICP- 0# Mi rig. Clean up area on location for the rig. Try and keep safe. There are
construction hands working around thewellhead.
MIRU rig #21. NU closing unit to the BOPs.
Mi 220 jnts of 2 7/8" tbg frominspectors, Unload tbg to the rig racks. Tally top rowof tbg. 15 jnts have slim
hole collars, rejected these jnts.
Prep well for completion
Secure Well / SDFN / Travel

Date: 5/23/2012 Activity: NU BOP Rig Name: Days:2
Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting. MIRU BOP tester. Test BOPs, 250# low & 8000# high. BOPs tested.Mi 3 400bbis
tanks &1 500 bbis tankw/ fluids.
Prep to TlHretrievinghead. TíHas follows:retrieving head, XO, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Profile Nipple ( 2.313" },184 jnts of
2 7/8" 6.5# N-80 EUE Brd tbg. Ld the tbg in the slips. 1st RBP @6000', EOT @5893'. SI well
Prep well for completion
Secure Well / SDFN / Travel

Date : 5/24/2012 Activity: Complete Well Rig NamÑ
Daily Report Summary :

Daily Report Detail: Crew Travel SITP - 0# SICP - 0#
Hold safety meeting.
NU all lines, manifold,tanks & pit for prep of the completion
Repair sand line, pour new rope socket, Clean up locationaround the rig from the drilling operation.
Prep well for completion. Ready to pick plugs and fish on Tuesday.
Secure Well / SDF Holiday / Travel
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Mte : 5/29/2012 Activity: Complete Well Rig Name: _ Days :8

Daily Report Summary :

Daily Report Detail: Crew Travel SITP - 0# SICP - 9#
Holdsafety meeting, discuss thejob.
TlH w/ 4 jnts, latch onto plug. Pick plug, puli 2000 bis over. TOOHw/plug. LD plug, Inspection of the
plug showed the plug was in good shape.
RU fishing tools.TIH fishing toolsas follows: oveshot w/ 3 1/8" grapple 6.07' , XO ( 2 /78" reg X 2 7/8"
EUE ) 1.50', LBS- 7.61',
RU fishing tools. TIH fishing tools as follows: oveshot wl 3 1/8" grapple 6.07' , XO ( 2 /78" reg X 2 7/8"
EUE ) 1.50', LBS- 7.61',
TlH fishing assembly. Keep pump on the hole to keep the displacemnet moving.
Set over fish, pump in reverse @ 1.5bpm @600#. Latch onto fish @6739', PU 10'. Pump @1.5 bpm @
750#, set down, press went to 1000#. seem like good grab on the fish. Gained some weight. TOOH, all
indications tellsus we have the fish. Keep hole full during the TOOH.
Fishing tools are at the surface, no fish. Inspect the toolsand grapple. All tools and grapple look good
withno damage.
TlH hole withsame fishing assembly tojust above the fish to 6719'. We are unable to go any further
tonight,there is a good killstring in the hole.
TlH fishing assembly on 210 jnts of tbg. SI well.
Secure Well / SDFN / Travel

te 5/30/2012 Activity: Fishing Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting, discuss the job.
PU 1 jnt of 2 7/8" tbg, (1) 2 7/8" X 10' pup. Set down & rotate on the fish. Reverse circ the well. The circ
freely @1.5 bpm @600#, set down on fish and thewell looses circ. PU 10' the fish seems to be in the
grapple, SD the pump to bleed of to 0#. Start the pump up again,
the well is circulating @1.5 bpm @600#. Lost fish from grapple. Try to catch fish and followthis
procedure 4 times. The grapples are releasing the fish after the pressure bleeds off. The fish seems to be
smaller than 3 1/8". TOOHwith fishing assembly #2.
The well seem to be drinking the mud as it is pumped. We show a foss of 27 bbis since we started fishing.
Tools on the surface. No fish. Sight amount of wear on the grapples. Change thegrapple to 3.00", add a
1.51' open burst sub to the fishingassembly.
TlH new fishingassembly #3 w/ 3.00" grapple.
Work over the fish, rotating and reverse circ the hole. Setting weight on the fish & rotating down. The tbg
is torquing up with 8000 lbs on the fish.
This is an indication that the fish is in the grapple.
TOOHwith fishing assembly #3. Fill the hole during theTOOH. Tools on the surface withwiretine fish. RU
Baker retrievingtools.
TIHw/ Baker retrieving tools,1 jnt2 7/8" N-80 (bg, 2 7/8" X nipple ( 2.313" ),209 jnts of 2 7/8" (bg.
Ld tbg in rig slips just above plug #2. Evaluation of the fluids in the rig tank is thata totalof 47 bbis of mud
was lost. SI well.
Secure Well / SDFN / Travel
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was lost. SI well.
Secure Well / SDFN / Travel
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel

COMMENTS:

On
Location:

People- 6
Monument, EOC
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: FidelityE&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/31/2012 Activity: Trips Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Crew Travel SlTP- 0# SICP- 0#
Hold safety meeting, discuss the job.
Finish breaking out the fishing tools. Send wireline tools with Picience fisherman.
TlH to plug #2 with3 jnts of tbg.Engage the plug #2 and pick the plug. TOOHw/ plug#2. Slow go do to
the tbgdraining slowly.
PU 6" 3 bladed drag bit, bit sub, 7" Saker csg scraper, 1 jt 2 7/8" N-80 tbg, X nipple ( 2.313" ),TIH on 212
jnts of 2 7/8" N-80 EUE tbg.
Begin 7" scraper run. TIH to 6792'. Prep toTOOH.
TOOH w/7" scraper assembly. Pull 7 jnts. The tbg is standing full during the TOOH. Unable toTOOH with
the tbg holding fluid.
EOT @6572'. Leave a good kill string in the hole. Daily mud loss- 4 bbis, Total mud loss- 51 bbis
Si the well, prep to leave over night.
Secure Well / SDFN / Travel

Date : 6/1/2012 Activity Other Rig Name: Days :11

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 40# SICP- 0#
Hold safety meeting, discuss the job. Reems delivered 105 bbis of 17.7ppg inverted mud from drilling rig,
totalmud in tank @141 bbis,
Bleed off tbg & csg. PU on the string to TOOH. Tbg began flowing. Ld tbg in the rig slips, secure tbg, flow
csg.
Tbg cont to flow, pump 30 bbls of 17.6ppg mud doen the tbg to kill the tbg. Lost S bbis white pumping.
The tbg cont
to flow, the csg is dead.
Roll thewhole hole wl mud from the rig tank. Reverse circ, 17.6ppg in / 17.5ppg out. Circ @1.5bpm @
350#.
Circfor 30 minw/ 45 bbis @1.5bpm @350#. Lost 24 bble whilecirc, total of 30 bbis lost. Check mud @

30 min, 17.6ppg in / 16.9ppg out.
Cont to circ hole in reverse.
Pumped 20 min. Lost 10 more bbls of mud @ .5 bpm, pumping @1.5 bpm @ 550#, 17.4ppg in / 16,0
ppg out.
Switch to circulating the hole conventional, Pump @1.5bpm @350#. In 15 min pumped 22.5 bbis @1.5
bpm @550#. Increse the pump rate
to 2.0 bpm @750#. Loss at this is .21bpma pump rate of 2.0bpm @750#. Cont to rollthe hole.
Rate: 2.0 bpm @ 705# pump press. Pumped a totalof 293 bbis of mud, mud wt. in= 17.5ppg, Wt out=
17.5ppg.
Total bbls of mud lost today is 41 bbis, total bbis lost- 92 bbis
Open csg to the rigtank,the csg is flowing with a 1/2" stream.
Check the flow and the csg is not flowing as strongas before, open tbgto flow withthe csg. Flow @a 3/4"
stream. Cont to monitorflow.
Tbg &csg open to the rig tank.Noflow@this time. SI tbg&csg, S1well.
Secure Well | SOFN / Travel
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recompletion County , St.: GRAND, l)T Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water 0 / 0

Date 6/2/2012 Activity: Other Rig Name: Days :12

Daily Report Summary :

Daily Report Detail: Crew Travel SITP- 0# SICP- 0#
Hold safety meeting, discuss the job. Open tbg to the rig tank, flowing a 3/4" string. Open the esg to the
rig tank,flowing a 1" stream of mud.
Open tbgto the rig tank,no flow. Attemped to TOOH,tbg flowing as we picked it up. Lower tbg, stab TlW
valve.
Tbg cont to flow,pump 30 bbis of 17.6ppg mud doen the tbg to kill the tbg. Lost 5 bbis while pumping.
The tbgcont
to flow, theesg is flowing a 3/4" stream. Cont to flow the csg to the rig tank. Si tbg.
Csg flowing a 3/4" stream, Mud:17.4ppg. Flowed back 4 bbis. Check the tbgand the tbg is layingdead.
Make another attempt to
TOOH w/ tbg, pull up, the tbg started to flow as the tbg was being raised. Lower tbg &hang in the slips,
stab TlW valve & SI. Cont
to flow the csg to the rig tank. Check the wt of the mud in the rig tank @17.6ppg. Pump 35 bbls of 17.6#
mud into the tbgfor a kill.
Check the flow on the tbg, slight flow,check the flowon the esg, 3/4" stream of mud. Cont to flow the csg
to relieve the press on the well.
Cont to monitor the tbg and cag for flow.
CSg flowinga 3/4" stream, Mud: 17.4ppg. Flowed back 7 bbls. Check the tbgand the tbghas a slight
flow. Concerns are that if the well is not dead
than therecan be a problem ifwe are tbg light and the well won't stay dead. Cont to monitorthe flow on
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/3/2012 Activity: COILEDTUBING ig Name: Days 13
Daily Report Summary :

Daily Report Detail: Crew Travel SICP- 0#
Open the csg, csg flowinga 1/2" stream. SI csg. Moveequip away fromthe wellhead. Prep for coil rig.
WO Coll.
Cudd coil unit on location. MIRU Cudd's 2" coil unit.
NU blind sheers, stage valve, coilBOPs, lubricator & top assembly on top of the BOPs. MI under the rig
with a crane.
There's enough equip to hide 24' of tools. MU BHA as follows: 3.625" 4 bladed drag bit, 2 7/8" motor, 2
7/8" circ sub,
2 7/8" hydraulic disconnect, 2 7/8" drilling jars,2 7/8" dual flapper check valve &2 7/8" coil (bg connector.
BHA- 21.43'. Fillcoilw/ 55 bbis of 17,6ppg mud.
Test equip to blind rams to 2800#, test equip to staging valve to 5000#, Test coil to 8000#. Test bit and
motor for rotation @
1.5 bpm @ 7500# pump press. All tests were successful.
Start in hole with drill out assembly on 2" coil.
Bit @5650', displaced 52 bbls back to the rig tank. Cont toRIHw/ BHA & coil.
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Start in hole with drill out assembly on 2" coil.
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 /0 Gas: 0 /0 Water: 0/0

Date : 6/4/ Activ Other Ri ys

Daily Report Summary :

Daily Report Detail: Bit @5650', displaced 52 bbis back to the rig tank, Cont to RIH w/ BHA & coiL Pump 17.6ppg fluids

@1.5 bpm @7600#
Returns are @ 17.5ppg. Gained 15 bbis mud from the coil displacement, 9 bbls fromthe well.
Bit @6750'. SD, pump 44 bbis of mud from rig tankto 400 bbis holdingtank, need the room in the rig
tank.
Cont to RIH,Pump fluids@1.4 bpm @7600#. Good returns. Gained 9 bbis mud.
RIH, bit @ 6845'. Mudwt- 12.8ppg out / 18.3ppg in. Pump rate @1.5bpm @6500# Gas cut mud.
Wellhead press- 275#. Tag and move abostruction @9746'.
Tag up @ 9753. Begin drilling.Pump rate: 1.75bpm @ 6850#, wellhead @325#. Flowing througha
40/64" choke. Bit shows it's working well.
Makinghole. Retuming gas cut mud. Gaining fluids. Millto 975T
Workingbit from795T up to 7950'. Loosing hole, something is following up the bit up the hole. Work the
bit down to 795T. The bit is stalling
out when tryingto make hole past 7950'. MudWt- 13.2ppg out / 15.7ppg in. Rate- 1.75 bpm @6900#,
Wellhead: 450#. Change choke to 32/64".
Returning gas cut fluids. Cont towork the bit.
Working bit from 7957' up to 7950'. Loosing hole, something is following up the bit up the hole. Work the
bit down to 795T. The bit is stalling
out when tryingto make hole past 7957'. Mud Wt- 14.3ppg out / 10.3ppg in. Rate- 1.75 bpm @6900#,
Wellhead: 525#. Change choke to 32/64".
Cudd has ca11edfor excess cycling in one spot. ROOH w/ bit assembly #1. Cudd will cut off 100' of coil
before running back In the hole.
Coil- 6700#, Wellhead- 550#. Gas cut fluids.
TOOH wl bit assembly #1. Bleed down coil &wellhead. Remove bit #1 and the mud motor. The mud
motor tooksgood and is stillin
good working order. The face of the bit is sharp and untouched. The sides of the bit is wore and under
guaged (3.595"). There was wear on the bit
2" up the side of it. Noticable damage showing the the bit had something up along side of it.
MU Bit #2 (new) and replace the mud motor with the a different motor. Cut off 120' of the coil to change
the cycle. Test equip.
TlH bit assembly #2. Pump @1.5bpm @5600#during TíH.Tagged shallow @7835', stacked out PU

50', TIH,push obstrution to bottom @9761', 4' difference do to cut coil.
Milling@ 796f. The motor is stalling out withvery littleWOB. PU each time and restart. Pump: 1.75bpm

@6950#, Mud:14.3ppg in / 10.5 out.
Wellhead press went form 900# to 1600# on a 20/64" choke. Big gas kick, bit is millingat this time @
7961'. PU bit. Gas cut fluids, 13.2ppg in/7.2ppg out.
Pinch the choke to 14/64", wellhead press- 2200#, Coil@6850# @1.25bpm. Mia Reems truckand pull

110 bbis from the rig tank for room.
Choke- 14/64" Wellhead press- 2500#, Pump @1.25 bpm @ 6900#. Begin pumping 17.8ppg from
upright to conditon the hole and wt up the fluids
in the well.
Circ the hole, Wellhead press- 2500#, Coil- 6850# Choke- 15/64". Mud-17.0 in / 14.3#out, gas cut mud.
Begin TOOHw/ coil.
Fluidgained in the last 24 hrs.: 133 bbis Total Gained- 142 bbis
On Location: Monument, Cudd, Premium, EOC
People- 17

Here are the reports for the Cane Creek 24-1 for 6/4/2012.
Thank You, Paul Nicholas
Summary·
M111from9753' To 975T w/bit assembly #1. TOOHbecause of coilcycle. MU &TIH bit assembly #2, Tag

shallow @9635', push to 976f. 4' difference after cutting coli. Mill@9761', big gas kick.Control the well,
Condition hole, Begin TOOH. See repo
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7961'. PU bit. Gas cut fluids, 13.2ppg in/7.2ppg out.
Pinch the choke to 14/64", wellhead press- 2200#, Coil@6850# @1.25bpm. Mia Reems truckand pull

110 bbis from the rig tank for room.
Choke- 14/64" Wellhead press- 2500#, Pump @1.25 bpm @ 6900#. Begin pumping 17.8ppg from
upright to conditon the hole and wt up the fluids
in the well.
Circ the hole, Wellhead press- 2500#, Coil- 6850# Choke- 15/64". Mud-17.0 in / 14.3#out, gas cut mud.
Begin TOOHw/ coil.
Fluidgained in the last 24 hrs.: 133 bbis Total Gained- 142 bbis
On Location: Monument, Cudd, Premium, EOC
People- 17

Here are the reports for the Cane Creek 24-1 for 6/4/2012.
Thank You, Paul Nicholas
Summary·
M111from9753' To 975T w/bit assembly #1. TOOHbecause of coilcycle. MU &TIH bit assembly #2, Tag

shallow @9635', push to 976f. 4' difference after cutting coli. Mill@9761', big gas kick.Control the well,

Condition hole, Begin TOOH. See repo
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/5/2012 Activity: Other Rig Name:
Daily Report Summary:

Daily Report Detail: Bit @6750', conditioningthe hole. Wellhead press- 2500#, Coil- 6850#, Choke- 15/64",Mud: 17.0ppg
in / 14.3ppg out, gas cut mud.
The well is cutting the mud as we circ it around.
Begin TOOH w/ bit assembly #2, circ the hole @ 1.25 bpm whileTOOH.
Bit at the surface, killthe pumps. Wellhead Press- 2500#, Coll @6500#, SI well.Remove the bit
assembly.
The bit is in great condition and looks as new as it did when we put it on. Prep well.
NU to evacuate the coil. Pump 12 bbis ofdiesel pad followedby 12000csf of N2, pump and evacuate the
coils of drilling mud.
RDMO Cudd coit units & equip.
Well SI, SICP- 600#
Secure Well / SOFN / Travel

e 6/6/2012 Activity:_)Wireline Rig Name: Days

Daily Report Summary '

Daily Report Detail: Crew travel, SICP- 650#
MIRU BWWireline, Prep to run tools.
RIH w/ 5.95" gauge ring. RIH and tag @6798'. Corr to 7" collar strip. ROOHand LD gauge ring.
PU Baker 7" hornet packer w/ knockoutdiscs. RIH & set topof packer @ 6735', elements @6739',
bottom @ 6763'.
ROOH w/ setting tools. SI well. SICP- 650# Bleed off pressure to the rig tank. No flow.Prep to TlH
circulating string.
TlH wl 2 7/8" circ string as follows:2 3/8" collar, 2 3/8" X 2 7/8" reducer, 2 7/8" collar, 1 jnt of 2 7/8" N-80

8rd tbg,X nipple ( 2.313" ID ),
209 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. MI 210 bbls of 11.6# CACL water. Mixand stir the tankwith a
corrosion inhibitor and a paraffin block. SI well.
EOT @6702'. Pressure test the cag and the packer to 2000#, Good test. Bleed off to 0#. Cont to roll the
tankand mix thechemicals in the 11.6#
Secure Well / SDFN / Travel

Date : | 6/7/2012 Activity: Trips Rig Name: Days :17

Daily Report Summary :

Daily Report Detail:
Crew travet,SITP- 0# SICP- 0#.
PU 2 ints& a 6' &8' 2 7/8" N-80 Brd pups. Tag the pkr, PU 1'. Prep to circ out the mud.
Begin to circ out the oil base mud w/ 11.6ppg treated CACL water. Pump in reverse, down the csg & up
the tbg.
Start the job w/ 22 bbis of diesel, followed by 11.6ppg treated CACL water. Pump @ 1 bpm @500#. Start
the job slow to begin moving the
heavy mud tryingto keep from channeling through the mud. Good returns of mud up the tbg. Haul mud to
drillingas it is returned.
The mud seems to be thinning.Starting to see a flowof gas in the fluids. The gas flow increased right
before the diesel returned to the surface.
The diesel is at the surface. Strong gas flow in the fluids. The diesel came and went. Right behind the
diesel was gas cut mud. This was followed
by gas cut water. Trying to blow down the tbg.Still pumping water @ i bpm to circ thewell. Check thecsg
periodicallyto check for flow, the csg is on a vac.
The tbg is finally laying dead. The csg is on a vac. Total water pumped was 287 bbis. Total diesel pumped
was 22 bbls, total fluid pumped was 309 bbis.
Holevolume is 239 bbis. The extra fluid pumped was for stabilizing thewell and cleaning out the mud.
Good water retums were est before SD the job.
Minpump press- 350#, Max pump press- 1550#. Min Rate-

.75 bpm, Max Rate- 1.5bpm.
TOOHw/ circ string.
ND washington head, NU 5000# annular. TlHhanger & 10' 2 7/8" pup. Test the annular to 4000#. Good
test. Pull the hanger & pup, SI well.
Secure Well / SDFN / Travel
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Daily Report Summary:

Daily Report Detail: Bit @6750', conditioningthe hole. Wellhead press- 2500#, Coil- 6850#, Choke- 15/64",Mud: 17.0ppg
in / 14.3ppg out, gas cut mud.
The well is cutting the mud as we circ it around.
Begin TOOH w/ bit assembly #2, circ the hole @ 1.25 bpm whileTOOH.
Bit at the surface, killthe pumps. Wellhead Press- 2500#, Coll @6500#, SI well.Remove the bit
assembly.
The bit is in great condition and looks as new as it did when we put it on. Prep well.
NU to evacuate the coil. Pump 12 bbis ofdiesel pad followedby 12000csf of N2, pump and evacuate the
coils of drilling mud.
RDMO Cudd coit units & equip.
Well SI, SICP- 600#
Secure Well / SOFN / Travel

e 6/6/2012 Activity:_)Wireline Rig Name: Days

Daily Report Summary '

Daily Report Detail: Crew travel, SICP- 650#
MIRU BWWireline, Prep to run tools.
RIH w/ 5.95" gauge ring. RIH and tag @6798'. Corr to 7" collar strip. ROOHand LD gauge ring.
PU Baker 7" hornet packer w/ knockoutdiscs. RIH & set topof packer @ 6735', elements @6739',
bottom @ 6763'.
ROOH w/ setting tools. SI well. SICP- 650# Bleed off pressure to the rig tank. No flow.Prep to TlH
circulating string.
TlH wl 2 7/8" circ string as follows:2 3/8" collar, 2 3/8" X 2 7/8" reducer, 2 7/8" collar, 1 jnt of 2 7/8" N-80

8rd tbg,X nipple ( 2.313" ID ),
209 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. MI 210 bbls of 11.6# CACL water. Mixand stir the tankwith a
corrosion inhibitor and a paraffin block. SI well.
EOT @6702'. Pressure test the cag and the packer to 2000#, Good test. Bleed off to 0#. Cont to roll the
tankand mix thechemicals in the 11.6#
Secure Well / SDFN / Travel

Date : | 6/7/2012 Activity: Trips Rig Name: Days :17

Daily Report Summary :

Daily Report Detail:
Crew travet,SITP- 0# SICP- 0#.
PU 2 ints& a 6' &8' 2 7/8" N-80 Brd pups. Tag the pkr, PU 1'. Prep to circ out the mud.
Begin to circ out the oil base mud w/ 11.6ppg treated CACL water. Pump in reverse, down the csg & up
the tbg.
Start the job w/ 22 bbis of diesel, followed by 11.6ppg treated CACL water. Pump @ 1 bpm @500#. Start
the job slow to begin moving the
heavy mud tryingto keep from channeling through the mud. Good returns of mud up the tbg. Haul mud to
drillingas it is returned.
The mud seems to be thinning.Starting to see a flowof gas in the fluids. The gas flow increased right
before the diesel returned to the surface.
The diesel is at the surface. Strong gas flow in the fluids. The diesel came and went. Right behind the
diesel was gas cut mud. This was followed
by gas cut water. Trying to blow down the tbg.Still pumping water @ i bpm to circ thewell. Check thecsg
periodicallyto check for flow, the csg is on a vac.
The tbg is finally laying dead. The csg is on a vac. Total water pumped was 287 bbis. Total diesel pumped
was 22 bbls, total fluid pumped was 309 bbis.
Holevolume is 239 bbis. The extra fluid pumped was for stabilizing thewell and cleaning out the mud.
Good water retums were est before SD the job.
Minpump press- 350#, Max pump press- 1550#. Min Rate-

.75 bpm, Max Rate- 1.5bpm.
TOOHw/ circ string.
ND washington head, NU 5000# annular. TlHhanger & 10' 2 7/8" pup. Test the annular to 4000#. Good
test. Pull the hanger & pup, SI well.
Secure Well / SDFN / Travel
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date ' 89012 _Activity Trips me: Days :118

Daily Report Summary :

Daily Report Detail: Crew travel,SITP- 0# SICP- 0#.¯¯Hold
safety meeting. Prep to TIH w/ tbg & cap string.

TlH w/ tbg & cap string as follows: Baker retrieving tool. (1) 6' 2 7/8" pup, Baker injection sub, (1) 6'X 2
7/8" pup, Xnipple ( 2.313" ),
211 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (1) 8'X 2 7/8" pup, (1) 10'X 2 7/8" pup, Cameron tbg hanger.
Run the cap string withthe tbg.
Tie the cap string into the hanger. Latch onto the packer, hang off the tbgin the tbghead w/ 25,000#
compression on the packer.
Tighten all lock bolts on the tbg head. Prep to test the packer. Pressure up the annulus to 2000#.
Hold the packer and annulus test for 15 min. (( Good test ).Open the osg to the rig tank. MIflowlest
equip & NU.
Eating lunch &discuss the next move. Noticedthere was a flow into the rig tank.Check the situation out.
During the last 45 min
the csg flowed82 bb1sto the rigtank,The FCP- 50#. SI csg.
Csg is SI. Begin to ND the BOPs to check the tbg pressure.
SICP- 950# @1330 hrs. ND BOPs
SICP- 1475# @1400 hrs. ND BOPs
SICP- 1600# @1430 brs. Check tbg pressure, SITP- 180#, Blew down immediately, no flow on tbg.
Called into the office with the latest info.Determined togo ahead and NU the Cammmeron 10,000# tree.
NU tree. Test tree to 10,000#. Good test.
SICP- 1650# SITP- 0# RD Monument rig#21. Move rig away fromthe wellhead.
SICP- 1750# SITP- 0# Secure Well / SDFN / Travel

Comments:
The concerns on the csg are that there is either a hole in the csg above the packer or the packer gave up.
We will flow the well and monitorthe
pressures to try and determine what the problem is.
MIflowlest equip and set up the well.
Found the packer @ 6758' with the tbg. A difference of 23' fromthe wireline measurement.

On Location: Monument, Reemes, Baker, Cameron,
EOC People- 12

Date 6/9/2012 Activity: Other Rig Name: Day

Daily Report Summary :

Daily Report Detail: Travel, SITP- 0# SICP- 2150#.
Hold safety meeting. Prep to fabricate & NU manifoldon the wellhead.
Begin NU of the wellhead manifold. Fabricate lines a nd valves to the flowline.
MI Phoenix slickline,prep to hammer out the packer disc. NU hotoiler to the pump in tee on the slickline
lubricator.
RIH with a chisel bit, 2 spang jars, 2 sinker bars. Largest OD- 1.75". Stop just above the packer. Press tbg
to 2700#.
Move into the packer and hammer out the discs. Tbg press went from 2700# to 1800#. RiH to 6825', all is
clear..
ROOHwl chisel. SITP- 1850# SICP- 2250#. SI all valves on thewellhead. RD & release the slickline
truck. Bleed off lubricator press.
Cont to NU welihead to flowline.
Pressure test from thewellhead to the flowlestseparator. Good test.
SITP- 1900# SICP- 2250# SI well Monitor pressures over night.
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TlH w/ tbg & cap string as follows: Baker retrieving tool. (1) 6' 2 7/8" pup, Baker injection sub, (1) 6'X 2
7/8" pup, Xnipple ( 2.313" ),
211 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (1) 8'X 2 7/8" pup, (1) 10'X 2 7/8" pup, Cameron tbg hanger.
Run the cap string withthe tbg.
Tie the cap string into the hanger. Latch onto the packer, hang off the tbgin the tbghead w/ 25,000#
compression on the packer.
Tighten all lock bolts on the tbg head. Prep to test the packer. Pressure up the annulus to 2000#.
Hold the packer and annulus test for 15 min. (( Good test ).Open the osg to the rig tank. MIflowlest
equip & NU.
Eating lunch &discuss the next move. Noticedthere was a flow into the rig tank.Check the situation out.
During the last 45 min
the csg flowed82 bb1sto the rigtank,The FCP- 50#. SI csg.
Csg is SI. Begin to ND the BOPs to check the tbg pressure.
SICP- 950# @1330 hrs. ND BOPs
SICP- 1475# @1400 hrs. ND BOPs
SICP- 1600# @1430 brs. Check tbg pressure, SITP- 180#, Blew down immediately, no flow on tbg.
Called into the office with the latest info.Determined togo ahead and NU the Cammmeron 10,000# tree.
NU tree. Test tree to 10,000#. Good test.
SICP- 1650# SITP- 0# RD Monument rig#21. Move rig away fromthe wellhead.
SICP- 1750# SITP- 0# Secure Well / SDFN / Travel

Comments:
The concerns on the csg are that there is either a hole in the csg above the packer or the packer gave up.
We will flow the well and monitorthe
pressures to try and determine what the problem is.
MIflowlest equip and set up the well.
Found the packer @ 6758' with the tbg. A difference of 23' fromthe wireline measurement.

On Location: Monument, Reemes, Baker, Cameron,
EOC People- 12

Date 6/9/2012 Activity: Other Rig Name: Day

Daily Report Summary :

Daily Report Detail: Travel, SITP- 0# SICP- 2150#.
Hold safety meeting. Prep to fabricate & NU manifoldon the wellhead.
Begin NU of the wellhead manifold. Fabricate lines a nd valves to the flowline.
MI Phoenix slickline,prep to hammer out the packer disc. NU hotoiler to the pump in tee on the slickline
lubricator.
RIH with a chisel bit, 2 spang jars, 2 sinker bars. Largest OD- 1.75". Stop just above the packer. Press tbg
to 2700#.
Move into the packer and hammer out the discs. Tbg press went from 2700# to 1800#. RiH to 6825', all is
clear..
ROOHwl chisel. SITP- 1850# SICP- 2250#. SI all valves on thewellhead. RD & release the slickline
truck. Bleed off lubricator press.
Cont to NU welihead to flowline.
Pressure test from thewellhead to the flowlestseparator. Good test.
SITP- 1900# SICP- 2250# SI well Monitor pressures over night.
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date ' 89012 _Activity Trips me: Days :118

Daily Report Summary :

Daily Report Detail: Crew travel,SITP- 0# SICP- 0#.¯¯Hold
safety meeting. Prep to TIH w/ tbg & cap string.

TlH w/ tbg & cap string as follows: Baker retrieving tool. (1) 6' 2 7/8" pup, Baker injection sub, (1) 6'X 2
7/8" pup, Xnipple ( 2.313" ),
211 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (1) 8'X 2 7/8" pup, (1) 10'X 2 7/8" pup, Cameron tbg hanger.
Run the cap string withthe tbg.
Tie the cap string into the hanger. Latch onto the packer, hang off the tbgin the tbghead w/ 25,000#
compression on the packer.
Tighten all lock bolts on the tbg head. Prep to test the packer. Pressure up the annulus to 2000#.
Hold the packer and annulus test for 15 min. (( Good test ).Open the osg to the rig tank. MIflowlest
equip & NU.
Eating lunch &discuss the next move. Noticedthere was a flow into the rig tank.Check the situation out.
During the last 45 min
the csg flowed82 bb1sto the rigtank,The FCP- 50#. SI csg.
Csg is SI. Begin to ND the BOPs to check the tbg pressure.
SICP- 950# @1330 hrs. ND BOPs
SICP- 1475# @1400 hrs. ND BOPs
SICP- 1600# @1430 brs. Check tbg pressure, SITP- 180#, Blew down immediately, no flow on tbg.
Called into the office with the latest info.Determined togo ahead and NU the Cammmeron 10,000# tree.
NU tree. Test tree to 10,000#. Good test.
SICP- 1650# SITP- 0# RD Monument rig#21. Move rig away fromthe wellhead.
SICP- 1750# SITP- 0# Secure Well / SDFN / Travel

Comments:
The concerns on the csg are that there is either a hole in the csg above the packer or the packer gave up.
We will flow the well and monitorthe
pressures to try and determine what the problem is.
MIflowlest equip and set up the well.
Found the packer @ 6758' with the tbg. A difference of 23' fromthe wireline measurement.

On Location: Monument, Reemes, Baker, Cameron,
EOC People- 12

Date 6/9/2012 Activity: Other Rig Name: Day

Daily Report Summary :

Daily Report Detail: Travel, SITP- 0# SICP- 2150#.
Hold safety meeting. Prep to fabricate & NU manifoldon the wellhead.
Begin NU of the wellhead manifold. Fabricate lines a nd valves to the flowline.
MI Phoenix slickline,prep to hammer out the packer disc. NU hotoiler to the pump in tee on the slickline
lubricator.
RIH with a chisel bit, 2 spang jars, 2 sinker bars. Largest OD- 1.75". Stop just above the packer. Press tbg
to 2700#.
Move into the packer and hammer out the discs. Tbg press went from 2700# to 1800#. RiH to 6825', all is
clear..
ROOHwl chisel. SITP- 1850# SICP- 2250#. SI all valves on thewellhead. RD & release the slickline
truck. Bleed off lubricator press.
Cont to NU welihead to flowline.
Pressure test from thewellhead to the flowlestseparator. Good test.
SITP- 1900# SICP- 2250# SI well Monitor pressures over night.
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/10/2012 Activity: Other Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Monitor Pressures. SITP- 2000# SICP- 2250#.
Open well on a 10/64" choke. Monitor the flowand pressures. Begin flowtest.
Flowtest well. FTP- 1775# SiCP- 2410# Hrs- 4 hrs Choke- 14/64" flowline temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 31.67 bbis Gas- not measurable ( slight flow ).
Welltbg @1100hrs was 2525# flowing on a 18/64" choke. The well looks strong and has some potential.
There is some drivedown hole.
There is 11.6ppg water in the tbg at this time.
Cont to flowtestwell
FTP- 475# SICP- 2400# Hrs- 9 hrs. Choke- 14/64" Temp- 66oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 7.5 bbis Gas- not measurable ( strong flow ).Totals: Oll-
0 bbis Water- 40 bbis Mud- 145 bbls
Cont to flowtest well
FTP- 50# SICP- 2250# Hrs- 13 hrs. Choke- 48/64" Temp- 55oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbls Mud-5,0 bbis Gas- not measurable ( strong flow ).Totals: oil- 0
bbls Water- 40 bbis Mud- 231.30 bbls
Cont to flowtestwell
FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-0 bbis Gas- not measurable ( strong flow ). Totals: Oil- 0
bbls Water- 40 bbis Mud- 268 bbis
Change the chokes to (2) 48/64" = 1.5" to t<yand recover the mud from the well.
Cont to flowlest well

Arrived at 06:00,The well is being prepared to open. At 17:00 pressured up to manifold on FS-150. We
will take tubing and casing pressure readings throughoutthe night. Nothingfurther to report. Arrived at
18:00 and continued taking readings. Nothingfurther to report.
Choke size:
Casing psi: 1975
Tubing psi: 2250
24 hour BBLS water:
Total BBLS water Accumulated:
24 hour Bbis, oil:
Total Bbis. oil accumulated:
24 MCF
Total MCF accumulated:
Update 6/10/12 @17:30

Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to thewater tank.
We moved the choke up periodicallybumped the choke up until we reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because itwas rocking
the tank to hard. AT 17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving.
Paul Nicholas Comments:
Began flowtest @0800hrs. Trying to bring well on @10bph to 20 bph. Ifyou notice on the report the tbg
pressure was high thendropped off, we started to get drilling mud at this time.The heavy mud in the tbg
is causing the low pressure readings. The was a large amount of mud lost during the drilling of the well.
We should recover 50% of the mud lost. This amount is what we have been recoveringon the last 2 wells.
Opening the choke up should bring on the mud flow. After we start making oil the testers will cut the flow
to 10bph.
Choke size: 18/64
Casing psi: 2350
Tubing psi: 400
12 hour BBLS water: 191.68
Total BBLS water Accumulated: 191.68
12 hour Bbls, oil: 0
Total Bbls, oil accumulated: 0
12 MCF: 0
Total MCF accumulated: 0
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Tank levels:
Water tank:
10'7"

Oil tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank 4:

Tank levels:
Water
tank

Oil tank 1:
Oil tank2:
Oli tank 3:
Oil tank 4:

I
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

¯ÕaÏe
6/11/2012 Activity: Other Rig Name: Days :21

Daily Report Summary :

Daily Report Detail: FTP- 15# SICP- 2150# Hrs- 21 hrs. Choke- 48/64" Temp- 45oF
Fluid Totals: Oil- 0 bbis Water- 40 bbis Mud- 268 bbis Gas- 0 mcf ( flow not measurable )
Cont to flow test well.
FTP- 10# SICP- 2130# Hrs- 4 hrs, Choke- 2" Temp- 61oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- strong flow( not measurable ) DailyTotais-
Oll- 0 bbis Water- 0 bbis Mud- 24.58 bbis
MIRU Monument rig #21. Prep to swab
Ready to swab. Tbg began to flow. Well flowing to the water tank.Good flow FTP- 80# SICP- 2130#
Choke 2". Oil cut mud.
FTP- 10# SICP- 2120# Hrs- 6.5 hrs. Choke- 2" Temp- 66oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud-22.5 bbis Gas- not measurable ( strong flow ).Daily
Totals: Oil- 0 bbis Water- 40 bbls Mud- 47 bbis
Cont to flowtest well
FTP- 5# SICP- 2100# Hrs-9 hrs. Choke- 2" Temp- 71oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud- 0 bbis Gas- not measurable ( strong flow ).Daily Totals:
Oil- 0 bbis Water- 0 bbis Mud-47 bbis
Prep to swab.
1st swab run: FL@ 450' PF- 1000' BBLS Rec- 7.8 bbis Welllfllowing
2nd swab run: FL@ 1300' PF- 2000' BBLS Rec- 3.3 bbis Gas cut fluids, well flowing.
3rd swab run: FL@ 2200' PF- 2800' BBLS Rec- 5.5 bbis Gas cut fluids, rec oil cut mud.
4th swab run: FL@ 1400' PF- 2400' BBLS Rec- 2.2 bbis Gas cut fluids, rec oilcut mud.
5th swab run: FL@ 1300' PF- 3500' BBLS Rec- 4.5 bbis Gas cut fluids, rec oil cut mud.
FTP- 15# SICP- 210D# Hrs- 13 hrs. Choke- 48/64" Temp- 73oF No fluid flow.SI well for BU,
monitor pressures.
SITP- 750# SICP- 2080# Well SI 11 hrs.

Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 0 bbls Mud-83 bbis Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 2 Hrs- 34 hrs Fluids- Oib Obbis Water- 40 bbis Mud- 369 bbis Gas- immeasurable
BWTR- 40 bbis BWR- 40 bbis BWLTR- 0 bbls
Hauled 3 loads of mud to disposal.
On Location: Monument, MCVI, EOC People-12

Update 6/11/12 @5:30
Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to the water tank.

We moved the choke up periodically bumped the choke up untilwe reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because it was rocking
the tank to hard. AT17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving. Arrivedat 18:00, Tubing pressure and returns were dropping off so we increased
the choke size periodically, up to a 48/64", to keep the mud flowing. Tubing pressure continued to falluntil
reaching 15 psi. 5:00 - Increased choke to 1.5" per consultant
Paul Nicholas Comments:
40 bbis of the 308 bbis flowed is 11.6# CACL water, the other 268 bbls of fluid is drillingmud. The drilling
mud has slowed the recovery process. We are flowingthrough both sides of the manifold on a 1.5"
choke. The pressure and flow are increasing now, There may be a turnaroundcoming. Nooil has been
recorded as of yet. There has been a strong flowof gas at times.
Choke size: 1.5"
Casing psi: 2150
Tubing psi: 15
24 hour BBLS water: 308.33
Total BBLS water Accumulated: 308.33
24 hour Bb1s. oil: 0
Total Bbls. oil accumulated: 0
24 MCF:0
Total MCFaccumulated: 0
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FTP- 5# SICP- 2100# Hrs-9 hrs. Choke- 2" Temp- 71oF
Fluid last Hr: Oil- 0 bbls Water- 0 bbis Mud- 0 bbis Gas- not measurable ( strong flow ).Daily Totals:
Oil- 0 bbis Water- 0 bbis Mud-47 bbis
Prep to swab.
1st swab run: FL@ 450' PF- 1000' BBLS Rec- 7.8 bbis Welllfllowing
2nd swab run: FL@ 1300' PF- 2000' BBLS Rec- 3.3 bbis Gas cut fluids, well flowing.
3rd swab run: FL@ 2200' PF- 2800' BBLS Rec- 5.5 bbis Gas cut fluids, rec oil cut mud.
4th swab run: FL@ 1400' PF- 2400' BBLS Rec- 2.2 bbis Gas cut fluids, rec oilcut mud.
5th swab run: FL@ 1300' PF- 3500' BBLS Rec- 4.5 bbis Gas cut fluids, rec oil cut mud.
FTP- 15# SICP- 210D# Hrs- 13 hrs. Choke- 48/64" Temp- 73oF No fluid flow.SI well for BU,
monitor pressures.
SITP- 750# SICP- 2080# Well SI 11 hrs.

Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 0 bbls Mud-83 bbis Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 2 Hrs- 34 hrs Fluids- Oib Obbis Water- 40 bbis Mud- 369 bbis Gas- immeasurable
BWTR- 40 bbis BWR- 40 bbis BWLTR- 0 bbls
Hauled 3 loads of mud to disposal.
On Location: Monument, MCVI, EOC People-12

Update 6/11/12 @5:30
Arrived at 06:00 well was shut in, we opened the well up at 08:00 on a 10/64 choke to the water tank.

We moved the choke up periodically bumped the choke up untilwe reached an 18/64 choke at 10:00. At
11:30 we started seeing a gas cut in the fluid and had to choke it back to a 14/64 because it was rocking
the tank to hard. AT17:00 the BBL production was dropping off so we took the choke back to an 18/64 to
keep the mud moving. Arrivedat 18:00, Tubing pressure and returns were dropping off so we increased
the choke size periodically, up to a 48/64", to keep the mud flowing. Tubing pressure continued to falluntil
reaching 15 psi. 5:00 - Increased choke to 1.5" per consultant
Paul Nicholas Comments:
40 bbis of the 308 bbis flowed is 11.6# CACL water, the other 268 bbls of fluid is drillingmud. The drilling
mud has slowed the recovery process. We are flowingthrough both sides of the manifold on a 1.5"
choke. The pressure and flow are increasing now, There may be a turnaroundcoming. Nooil has been
recorded as of yet. There has been a strong flowof gas at times.
Choke size: 1.5"
Casing psi: 2150
Tubing psi: 15
24 hour BBLS water: 308.33
Total BBLS water Accumulated: 308.33
24 hour Bb1s. oil: 0
Total Bbls. oil accumulated: 0
24 MCF:0
Total MCFaccumulated: 0
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¯ÕaÏe
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Tank levels:
Water tank: 16'5"

Date 6/12/2012 Activity: (Other Rig Name: _ Days :

Daily Report Summary :

Daily Report Detail: SITP- 750# SICP- 2080#
SITP- 840# SICP- 2150# 12 hr BU @0600hrs.
Open well to the separator@ 0600hrs., hold 100# on the unit for supply gas. Try to bring on well to
untoad fluids.
0900 hrs. FTP- 2# SICP- 2050# Hrs- 3 hrs. Choke- 2" Temp- 61oF
Fluid last Hr: Oil-0 bbls Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totals- Oil- 0 bb1s Water- 0 bbis Mud-11.25 bbis
1st swab run: FL@ 450' PF- 1500' BBLS Rec- 6.75 bbis Well flowing,good after flow.
2nd swab run: FL@ 1200' PF- 1500' BBLS Rec- 5.50 bbls Well flowing, Slight after flow.
3rd swab run: FL@ 1200 ' PF- 2000' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
4th swab run: FL@ 2000 ' PF- 3000' BBLS Rec- 7.8 bbis Well flowing, Good after flow.
5th swab run: FL@ 2930 ' PF- 3930' BBLS Rec- 3,3 bbis Well flowing, Slight after flow.
Returning drilling mud cut withoil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 1700 ' PF- 2800' BBLS Rec- 3.3 bbis Well flowing, Slight after flow.
7th swab run: FL@ 1700 ' PF- 3360' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
8th swab run: FL@ 2250 ' PF- 4000' BBLS Rec- 6.75 bbis Well flowing,Good after flow.
9th swab run: FL@ 2000 ' PF-4450' BBLS Rec- 5.5 bbis Well flowing, Slight after flow.
10th swab run: FL@ 2250 ' PF- 4450' BBLS Rec- 5.5 bbls Well flowing, Slight after flow.
11th swab run: FL@ 3000 ' PF- 5000' BBLS Rec- 4.5 bbls Well flowing, Slight after flow.
12th swab run: FL@ 3250 ' PF- 5500' BBLS Rec- 2.25 bbls Well flowing, Slight after flow.13th Run:
FL@ 3250, PF- 5500' BBLS Rec- 2.25 bbis, slight flow.
14th swab run: FL@ 3550 ' PF- 5450' BBLS Rec- 6.34 bbis, Good after flow. 15th Run: FL@ 3700, PF-

5400' BBLS Rec- 2.00 bbis, slight flow.
FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis
of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9
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Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9

Page 12 of 38 Powered by ProducHon Access 7/26/2012 07:29

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Tank levels:
Water tank: 16'5"

Date 6/12/2012 Activity: (Other Rig Name: _ Days :

Daily Report Summary :

Daily Report Detail: SITP- 750# SICP- 2080#
SITP- 840# SICP- 2150# 12 hr BU @0600hrs.
Open well to the separator@ 0600hrs., hold 100# on the unit for supply gas. Try to bring on well to
untoad fluids.
0900 hrs. FTP- 2# SICP- 2050# Hrs- 3 hrs. Choke- 2" Temp- 61oF
Fluid last Hr: Oil-0 bbls Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totals- Oil- 0 bb1s Water- 0 bbis Mud-11.25 bbis
1st swab run: FL@ 450' PF- 1500' BBLS Rec- 6.75 bbis Well flowing,good after flow.
2nd swab run: FL@ 1200' PF- 1500' BBLS Rec- 5.50 bbls Well flowing, Slight after flow.
3rd swab run: FL@ 1200 ' PF- 2000' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
4th swab run: FL@ 2000 ' PF- 3000' BBLS Rec- 7.8 bbis Well flowing, Good after flow.
5th swab run: FL@ 2930 ' PF- 3930' BBLS Rec- 3,3 bbis Well flowing, Slight after flow.
Returning drilling mud cut withoil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 1700 ' PF- 2800' BBLS Rec- 3.3 bbis Well flowing, Slight after flow.
7th swab run: FL@ 1700 ' PF- 3360' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
8th swab run: FL@ 2250 ' PF- 4000' BBLS Rec- 6.75 bbis Well flowing,Good after flow.
9th swab run: FL@ 2000 ' PF-4450' BBLS Rec- 5.5 bbis Well flowing, Slight after flow.
10th swab run: FL@ 2250 ' PF- 4450' BBLS Rec- 5.5 bbls Well flowing, Slight after flow.
11th swab run: FL@ 3000 ' PF- 5000' BBLS Rec- 4.5 bbls Well flowing, Slight after flow.
12th swab run: FL@ 3250 ' PF- 5500' BBLS Rec- 2.25 bbls Well flowing, Slight after flow.13th Run:

FL@ 3250, PF- 5500' BBLS Rec- 2.25 bbis, slight flow.
14th swab run: FL@ 3550 ' PF- 5450' BBLS Rec- 6.34 bbis, Good after flow. 15th Run: FL@ 3700, PF-

5400' BBLS Rec- 2.00 bbis, slight flow.
FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis

of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Tank levels:
Water tank: 16'5"

Date 6/12/2012 Activity: (Other Rig Name: _ Days :

Daily Report Summary :

Daily Report Detail: SITP- 750# SICP- 2080#
SITP- 840# SICP- 2150# 12 hr BU @0600hrs.
Open well to the separator@ 0600hrs., hold 100# on the unit for supply gas. Try to bring on well to
untoad fluids.
0900 hrs. FTP- 2# SICP- 2050# Hrs- 3 hrs. Choke- 2" Temp- 61oF
Fluid last Hr: Oil-0 bbls Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totals- Oil- 0 bb1s Water- 0 bbis Mud-11.25 bbis
1st swab run: FL@ 450' PF- 1500' BBLS Rec- 6.75 bbis Well flowing,good after flow.
2nd swab run: FL@ 1200' PF- 1500' BBLS Rec- 5.50 bbls Well flowing, Slight after flow.
3rd swab run: FL@ 1200 ' PF- 2000' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
4th swab run: FL@ 2000 ' PF- 3000' BBLS Rec- 7.8 bbis Well flowing, Good after flow.
5th swab run: FL@ 2930 ' PF- 3930' BBLS Rec- 3,3 bbis Well flowing, Slight after flow.
Returning drilling mud cut withoil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 1700 ' PF- 2800' BBLS Rec- 3.3 bbis Well flowing, Slight after flow.
7th swab run: FL@ 1700 ' PF- 3360' BBLS Rec- 4.5 bb1s Well flowing, Slight after flow.
8th swab run: FL@ 2250 ' PF- 4000' BBLS Rec- 6.75 bbis Well flowing,Good after flow.
9th swab run: FL@ 2000 ' PF-4450' BBLS Rec- 5.5 bbis Well flowing, Slight after flow.
10th swab run: FL@ 2250 ' PF- 4450' BBLS Rec- 5.5 bbls Well flowing, Slight after flow.
11th swab run: FL@ 3000 ' PF- 5000' BBLS Rec- 4.5 bbls Well flowing, Slight after flow.
12th swab run: FL@ 3250 ' PF- 5500' BBLS Rec- 2.25 bbls Well flowing, Slight after flow.13th Run:

FL@ 3250, PF- 5500' BBLS Rec- 2.25 bbis, slight flow.
14th swab run: FL@ 3550 ' PF- 5450' BBLS Rec- 6.34 bbis, Good after flow. 15th Run: FL@ 3700, PF-

5400' BBLS Rec- 2.00 bbis, slight flow.
FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis

of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9
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4th swab run: FL@ 2000 ' PF- 3000' BBLS Rec- 7.8 bbis Well flowing, Good after flow.
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Returning drilling mud cut withoil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
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14th swab run: FL@ 3550 ' PF- 5450' BBLS Rec- 6.34 bbis, Good after flow. 15th Run: FL@ 3700, PF-

5400' BBLS Rec- 2.00 bbis, slight flow.
FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis

of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9
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FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis

of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
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15 swab runs for the day.
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14th swab run: FL@ 3550 ' PF- 5450' BBLS Rec- 6.34 bbis, Good after flow. 15th Run: FL@ 3700, PF-

5400' BBLS Rec- 2.00 bbis, slight flow.
FTP- 3# SICP- 2150# SI well @1800 hrs, monitor pressures over night. Swabbed a tota!Of70.74 bbis

of mudcut with green oil.
SITP- 110# SICP- 2050# 11 hrs Si.

I Daily Data: Hrs- 5 hrs Fluids: Oil- 0 bbis Water- O bbis Mud-89.32 bb1s Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 3 Hrs- 39 hrs Fluids- Oil- Obbis Water- 40 bbls Mud- 440 bbis Gas- immeasurable
BWTR- 40 bb1s BWR- 40 bbis BWLTR- 0 bbis
15 swab runs for the day.
On Location: Monument, MCVI, EOC People-9
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, LIT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Daily Report Summary :

Daily Report Detail: | SITP- 110# SICP- 2050#
SITP- 120# SICP- 2050# 12 hr BU @0600hrs.
Open well to the tank @0600hrs. Try to bring on well to unload fluids. Blew down immediately.
0800 hrs. FTP- 2# SICP- 2050# Hrs- 3 hrs, Choke- 2" Temp- 720F
Fluid last Hr: Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totals- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls
1st swab run: FL@ 300' PF- 1620' BBLS Rec- 9.0 bbis Well flowing, good after flow.
2nd swab run: FL@ 700' PF- 2000' BBLS Rec- 4.5 bbls Well flowing,Slight after flow.
3rd swab run: FL@ 800 ' PF- 2100' BBLS Rec- 11.25 bbis Well flowing, Good after flow.
4th swab run: FL@ 1000 ' PF- 2800' BBLS Rec- 4.5 bbis Well flowing, Slight after flow.
5th swab run: FL@ 1600 ' PF- 3300' BBLS Rec- 4.4 bbis Well flowing,Slight after flow.
Returning drilling mud cut with oil. AIIfluids are gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 1800 ' PF- 3800' BBLS Rec- 11.25 bbis Well flowing, Good after flow.
7th swab run: FL@ 2600 ' PF- 3600' BBLS Rec- 4.5 bbis Well flowing, Slight after flow.
8th swab run: FL@ 3100 ' PF- 4430' BBLS Rec- 4.5 bbis Well flowing,Slight after flow.
9th swab run: FL@ 2400 ' PF- 3800' BBLS Rec- 1.0 bbis Well flowing,Slight after flow.
10th swab run: FL@ 3900 ' PF- 5000' BBLS Rec- 8.0 bbis Well flowing, Good after flow.
FTP- 2# SICP- 2100# SI well @1800 hrs, monitorpressures over night. Swabbed a totaiOf62.90 bbls
of mud cut with green oit
SITP- 135# SlCP- 2035# SI 11 hrs,

Arrived at 06:00 well was shut in, we opened it up on a 20/64" choke through the FS-150 tocontrol the
gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
made 15 runs and finished at 17:00. Arrived at 18:00. Shut in well to build up tubing pressure. Monitored
wellwith ½ hour pressure readings. Nothingfurther to report.
Paul Nicholas Comments: The 12 hr BU was slower than the previous BU. This shows that the entry point
is plugged. We willbegin swabbing when the rigcrew is prepared to swab. Thank You, Paul
Choke size: SI
Casing psi: 2050
Tubing psi: 110
12 hour BBLS water: 89.32
Total BBLS water Accumulated: 480.22
12 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
12 MCF: ir
Total MCF accumulated: 1
Tank levels:
Water tank:
3'2"

Update 6/13/12 @17:30

Arrived at 06:00 wellwas shut in, we opened it up on a 48/64 bypassing the separator and going
straight tothe tanks. The pressure dropped so quickly we immediately opened up to the 2" line. At 08:30
the Rig crew started making swab runs, theymade 10 runs and finished at 16:30.
Paul Nicholas Comments: Swabbed 10 runs from 0800 hrs to 1700hrs. We had some good after flow
fromthe well after every 3 runs. Swabbed in 62.9 bbis of oil cut mud, More oil than mud in the last 2 runs.
IFL@ 300' EFL @3900'. We willSI well @1800hrs for a 12hr BU. Thank You, Paul
Choke size: 2"
Casing psi: 2100
Tubing psi: 2
12 hour BBLS water: 66
Total BBLS water Accumulated: 546.22
12 hour Bbis. oil: 0
Total Bbls. oil accumulated: 0
12 MCF: N/A
Total MCF accumulated: 1
Tank levels:
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gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
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Paul Nicholas Comments: Swabbed 10 runs from 0800 hrs to 1700hrs. We had some good after flow
fromthe well after every 3 runs. Swabbed in 62.9 bbis of oil cut mud, More oil than mud in the last 2 runs.
IFL@ 300' EFL @3900'. We willSI well @1800hrs for a 12hr BU. Thank You, Paul
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gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
made 15 runs and finished at 17:00. Arrived at 18:00. Shut in well to build up tubing pressure. Monitored
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Paul Nicholas Comments: The 12 hr BU was slower than the previous BU. This shows that the entry point
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straight tothe tanks. The pressure dropped so quickly we immediately opened up to the 2" line. At 08:30
the Rig crew started making swab runs, theymade 10 runs and finished at 16:30.
Paul Nicholas Comments: Swabbed 10 runs from 0800 hrs to 1700hrs. We had some good after flow
fromthe well after every 3 runs. Swabbed in 62.9 bbis of oil cut mud, More oil than mud in the last 2 runs.
IFL@ 300' EFL @3900'. We willSI well @1800hrs for a 12hr BU. Thank You, Paul
Choke size: 2"
Casing psi: 2100
Tubing psi: 2
12 hour BBLS water: 66
Total BBLS water Accumulated: 546.22
12 hour Bbis. oil: 0
Total Bbls. oil accumulated: 0
12 MCF: N/A
Total MCF accumulated: 1
Tank levels:
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, LIT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Daily Report Summary :

Daily Report Detail: | SITP- 110# SICP- 2050#
SITP- 120# SICP- 2050# 12 hr BU @0600hrs.
Open well to the tank @0600hrs. Try to bring on well to unload fluids. Blew down immediately.
0800 hrs. FTP- 2# SICP- 2050# Hrs- 3 hrs, Choke- 2" Temp- 720F
Fluid last Hr: Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totals- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls
1st swab run: FL@ 300' PF- 1620' BBLS Rec- 9.0 bbis Well flowing, good after flow.
2nd swab run: FL@ 700' PF- 2000' BBLS Rec- 4.5 bbls Well flowing,Slight after flow.
3rd swab run: FL@ 800 ' PF- 2100' BBLS Rec- 11.25 bbis Well flowing, Good after flow.
4th swab run: FL@ 1000 ' PF- 2800' BBLS Rec- 4.5 bbis Well flowing, Slight after flow.
5th swab run: FL@ 1600 ' PF- 3300' BBLS Rec- 4.4 bbis Well flowing,Slight after flow.
Returning drilling mud cut with oil. AIIfluids are gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 1800 ' PF- 3800' BBLS Rec- 11.25 bbis Well flowing, Good after flow.
7th swab run: FL@ 2600 ' PF- 3600' BBLS Rec- 4.5 bbis Well flowing, Slight after flow.
8th swab run: FL@ 3100 ' PF- 4430' BBLS Rec- 4.5 bbis Well flowing,Slight after flow.
9th swab run: FL@ 2400 ' PF- 3800' BBLS Rec- 1.0 bbis Well flowing,Slight after flow.
10th swab run: FL@ 3900 ' PF- 5000' BBLS Rec- 8.0 bbis Well flowing, Good after flow.
FTP- 2# SICP- 2100# SI well @1800 hrs, monitorpressures over night. Swabbed a totaiOf62.90 bbls
of mud cut with green oit
SITP- 135# SlCP- 2035# SI 11 hrs,

Arrived at 06:00 well was shut in, we opened it up on a 20/64" choke through the FS-150 tocontrol the
gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
made 15 runs and finished at 17:00. Arrived at 18:00. Shut in well to build up tubing pressure. Monitored
wellwith ½ hour pressure readings. Nothingfurther to report.
Paul Nicholas Comments: The 12 hr BU was slower than the previous BU. This shows that the entry point
is plugged. We willbegin swabbing when the rigcrew is prepared to swab. Thank You, Paul
Choke size: SI
Casing psi: 2050
Tubing psi: 110
12 hour BBLS water: 89.32
Total BBLS water Accumulated: 480.22
12 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
12 MCF: ir
Total MCF accumulated: 1
Tank levels:
Water tank:
3'2"
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9th swab run: FL@ 2400 ' PF- 3800' BBLS Rec- 1.0 bbis Well flowing,Slight after flow.
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gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
made 15 runs and finished at 17:00. Arrived at 18:00. Shut in well to build up tubing pressure. Monitored
wellwith ½ hour pressure readings. Nothingfurther to report.
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Arrived at 06:00 well was shut in, we opened it up on a 20/64" choke through the FS-150 tocontrol the
gas. At 06:30 we opened to the tankon a 2" line. At 09:00 the rig crew started making swab runs, they
made 15 runs and finished at 17:00. Arrived at 18:00. Shut in well to build up tubing pressure. Monitored
wellwith ½ hour pressure readings. Nothingfurther to report.
Paul Nicholas Comments: The 12 hr BU was slower than the previous BU. This shows that the entry point
is plugged. We willbegin swabbing when the rigcrew is prepared to swab. Thank You, Paul
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected 011: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Water tank: 3'5"
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 6/14/2012 Activity: Other Rig Name: Days :24
Daily Report Summary :

Daily Report Detail: SITP- 135# SICP- 2035#
SITP- 135# SICP- 2025# 12 hr BU @0600hrs.
Open well to the tank@ 0600hrs. Try to bring on well to unload fluids. Blew down immediately.
0800 hrs. FTP- 2# SICP- 2020# Hrs- 2 hrs. Choke- 2" Temp- 72oF
Fluid last Hr: Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- strong flow ( not measurable ) Daily
Totats- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls
ist swab run: FL@ 1450' PF- 2800' BBLS Rec- 6.75 bbls Well flowing, good after flow.
2nd swab run: FL@ 1800F PF- 3300' BBLS Rec- 13.5bbis Well flowing,Slight after flow.
3rd swab run: FL@ 2650 ' PF- 4950' BBLS Rec- 11.25 bbis Well flowing,Good after flow.
4th swab run: FL@ 3250 ' PF- 5000' BBLS Rec- 4.5 bbls Well flowing, Slight after flow.
5th swab run: FL@ 3500 ' PF- 5400' BBLS Rec- 6.75 bbls Weil flowing,Slight after flow.
Returning drilling mud cut with oil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 3300 ' PF- 5500' BBLS Rec- 2.25 bbis Well flowing, Good after flow.
7th swab run: FL@ 3700 ' PF- 5000' BBLS Rec- 9.0 bbis Well flowing, Slight after flow.
RDMO rig to make clear for coil unit in the morning.
FTP- 2# SICP- 2010# SI well @ 1800hrs, monitor pressures over night. Swabbed a total of 54.0 bbls of
mud cut with green oil.
SITP- 21# SICP- 2010# SI 11 hrs.

Daily Data: Hrs- 2 hrs Fluids: Oil- 0 bbis Water- 0 bbis Mud- 54.0 bbls Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 5 Hrs- 44 hrs Fluids- Oil- Obbis Water- 40 bbis Mud-600.22 bbls Gas-
immeasurable
BWTR- 40 bbis BWR- 40 bbls BWLTR-0 bbis
7 swab runs for the day.
On Location: Monument, MCVI, EOC People-9

Arrived at 06:00 well was shut in, we opened it up on a 48/64" bypassing the separator and going straight
to the tanks. The pressure dropped so quickly we immediately opened up to the 2" line. At 08:30 the Rig
crew started making swab runs, theymade 10 runs and finished at 16:30. Arrived at 18:00. Shut in well to
buildup tubingpressure. Monitored well with ½ hour pressure readings. Nothingfurther to report.
Paul Nicholas Comments: 11hrs of BU, SITP- 135# SICP- 2035. There seems to be a restriction down
hole that is restricting the BU. Open well to the tank @0600 hrs. Thank You, Paul
Choke size :Si
Casing psi: 2035
Tubing psi: 135
24 hour BBLS water: 66
Total BBLS water Accumulated: 546.22
24 hour Bbls. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1
Update 6/14/12 @ 17:30

Arrived at 06:00 well was shut in, we opened it up 2" line. At 08:00 the Rig crew started making swab
runs, they made 7 runs and finished at 16:00. Nothing further to report.
Paul Nicholas Comments:
1FL@ 1450' EFL@ 3900' Swabbed 7 hrs, made 7 runs, Rec- 54 bbis of oil cut mud. ROMO rig to clear the
way for the coil unit.
Thank you, Paul.
Choke size: 2"
Casing psi: 2060
Tubing psi: 2
12 hour BBLS water: 56.5
Total BBLS water Accumulated: 602.72
12 hour Bbis. oil: 0
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Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017
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API #: 43-019-31447 Field: Big Flat Supervisor:
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Date 6/14/2012 Activity: Other Rig Name: Days :24
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2nd swab run: FL@ 1800F PF- 3300' BBLS Rec- 13.5bbis Well flowing,Slight after flow.
3rd swab run: FL@ 2650 ' PF- 4950' BBLS Rec- 11.25 bbis Well flowing,Good after flow.
4th swab run: FL@ 3250 ' PF- 5000' BBLS Rec- 4.5 bbls Well flowing, Slight after flow.
5th swab run: FL@ 3500 ' PF- 5400' BBLS Rec- 6.75 bbls Weil flowing,Slight after flow.
Returning drilling mud cut with oil.AIIfluidsare gas cut, swabbing through pockets of gas and fluid.
6th swab run: FL@ 3300 ' PF- 5500' BBLS Rec- 2.25 bbis Well flowing, Good after flow.
7th swab run: FL@ 3700 ' PF- 5000' BBLS Rec- 9.0 bbis Well flowing, Slight after flow.
RDMO rig to make clear for coil unit in the morning.
FTP- 2# SICP- 2010# SI well @ 1800hrs, monitor pressures over night. Swabbed a total of 54.0 bbls of
mud cut with green oil.
SITP- 21# SICP- 2010# SI 11 hrs.

Daily Data: Hrs- 2 hrs Fluids: Oil- 0 bbis Water- 0 bbis Mud- 54.0 bbls Gas- strong flow ( not
measurable )
Chokes- varied to keep flow.
Total Data: Days- 5 Hrs- 44 hrs Fluids- Oil- Obbis Water- 40 bbis Mud-600.22 bbls Gas-
immeasurable
BWTR- 40 bbis BWR- 40 bbls BWLTR-0 bbis
7 swab runs for the day.
On Location: Monument, MCVI, EOC People-9

Arrived at 06:00 well was shut in, we opened it up on a 48/64" bypassing the separator and going straight
to the tanks. The pressure dropped so quickly we immediately opened up to the 2" line. At 08:30 the Rig
crew started making swab runs, theymade 10 runs and finished at 16:30. Arrived at 18:00. Shut in well to
buildup tubingpressure. Monitored well with ½ hour pressure readings. Nothingfurther to report.
Paul Nicholas Comments: 11hrs of BU, SITP- 135# SICP- 2035. There seems to be a restriction down
hole that is restricting the BU. Open well to the tank @0600 hrs. Thank You, Paul
Choke size :Si
Casing psi: 2035
Tubing psi: 135
24 hour BBLS water: 66
Total BBLS water Accumulated: 546.22
24 hour Bbls. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1
Update 6/14/12 @ 17:30

Arrived at 06:00 well was shut in, we opened it up 2" line. At 08:00 the Rig crew started making swab
runs, they made 7 runs and finished at 16:00. Nothing further to report.
Paul Nicholas Comments:
1FL@ 1450' EFL@ 3900' Swabbed 7 hrs, made 7 runs, Rec- 54 bbis of oil cut mud. ROMO rig to clear the
way for the coil unit.
Thank you, Paul.
Choke size: 2"
Casing psi: 2060
Tubing psi: 2
12 hour BBLS water: 56.5
Total BBLS water Accumulated: 602.72
12 hour Bbis. oil: 0
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Total Bbts. oil accumulated: 0
12 MCF: N/A
Total MCF accumulated: 1
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Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/15/2012 Activity: Other Rig Name: Days :25
Daily Report Summary : SITP- 380# SICP- 2000#

SITP- 410# SICP- 2000# 12 hr BU @0600hrs.
Open well to the tank @ 0600hrs. Try to bring on well to unload fluids. Blew down immediately.
Cont to RU coil onto the wellhead, NU 2 9/16" X 4 1/16" DSA,NU coil BOPs. Connect on the 2.125" CTC.
Test pull the connector to 15,000\bs.
Press test to 2500#. PU 40' of 10,000# Iubricator. Cont to PU motor & toolsas follows: CTC

.83'(

2.125"OD ),Dual check valve 1.02'( 2.125"OD ),
Hydrolic jars 4.84' ( 2.15"OD ), Hydrolic disconnect 1.58' (2.125"OD ),Circulating sub 1.14' ( 2.125"OD ),
Motor 10.41' ( 2,125" ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ). NU to wellhead w/ coilassembly. Press
test coil, injectorhead and connections
to 8000#. Bleed off.
RIH w/ 2 .125" tool assembly. Pump 1.5 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
gas, mud & oil, displacement press- 90#.

Daily Data: Hrs- 12 hrs Fluids: Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- strong flow ( not measurable

Chokes- 2"
Total Data: Days- 6 Hrs- 56 hrs Fluids- Oil- Obbis Water- 40 bbis Mud- 600.22 bbis Gas-
immeasurable
BWTR- 40 bbis BWR-40 bbis BWLTR-0 bbis

On Location: Monument,MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail:

Arrived at 06:00, well was shut in, we opened it up 2" line. At 08:00 the rig crew started making swab
runs, they made 7 runs and finished at 16:00. Nothing further to report. Arrived at 18:00. Shut in welL
Took ½ hour pressure readings. Nothing further to report.
Paul Nicholas Comments:
11 hrs of SI overnight, SITP 21# SICP- 2010#.

Choke size: Si
Casing psi: 2010
Tubing psi: 21
24 hour Bbis water: 56.5
Total Bbis water Accumulated: 602.72
24 hour Bbis, oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Tank levels:
Water tank:
3'5"
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RECEIVED: Jul. 26, 2012
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: O/ O Water: 0 / 0

Date : 6/16/2012 Activity: Complete Well Rig Name: Days :=28

Daily Report Summary : SITP- 380# SICP- 2000#
SITP- 415# SICP- 2000# 12 hr BU @0600hrs.
Open well to the tank@0600hrs. Try to bring on well to unload fluids. Blew down immediately.
Cont to RU coil onto the wellhead, NU 2 9/16" X4 1/16" DSA, NU coil BOPs. Connect on the 2.125" CTC.
Test pull theconnector to 15,000Ibs.
Press test to 2500#. PU 40' of 10,000# lubricator. Cont to PU motor & tools as follows:CTC

.83'(

2.125"OD ),Dual check valve 1.02'( 2.125"OD ),
Hydraulic jars 4.84' ( 2.15"OD ),Hydraulic disconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' ( 2.125"OD
),Motor 10.41'(2.125",
XO .29' ( 2.125"OD ), Carbide 3 blade junk mill .5' ( 2.125"OD ).Test motor. NU to wellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off,
RfHw/ 2 ,125" toolassembly. Pump 1.5 bbls @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
gas, mud & oil, displacement press- 90#.
Mill@6730', sitting just above the 1st profile @6745'. Begin pumping @ 1.5 bpm @5500#. Good
returns, the return press is 350#on a 20/64" choke.
RIH through the 1st profile@6745'. Run in & out of Xnipple 6 times to make sure the nipple is clean. RIH
to the next nipple @6776', pumping @ 1.5 bpm
at 5600#, return press @450#, No noticeable debris in the nipple,work ín &out of the XN 6 times. RIH to
the re-entry guide. Tag up on debris and stall the motor.
Tag @6782'. PU to 6779', RIH & tag again softer than the ist tag. Work and rotate on debris. The well
start to come around and flow @ 2600#on a 25/64"
choke. PU out of the debris and out of the packer to 4500', Pumping @1.25 bpm, well flowing From
2200# to 2800#on a 20/64" choke. Reduce the rate to ibpm
to keep the motor turning.Millat 4500', ROOHwhilethewell is flowing.
The FTP on the well is dropping, flowinggas, mud, water &oil.
The FTP @100# on a 25/64" choke, Seeing less gas @the surface. Mill@3800', RIHw/ 2.125" mill
string. No tag @6745' (Xnipple ),no tag @6776' (XN ),
No tag @ the re-entry guide @6782', RIH mill to 6788', 6' further than the 1st time. Pump: Rate- 1.5 bpm
@6400#, returns@ 500#. Good retums.
ROOH w/ 2.125" mill assembly.
FTP- 50# SICP- 2200# ND the 2.125" tools.Cutoff the 2.125" coil connect. Weld on the 1.5" coil
connect. Set up the weld to cool very slowly, wrap weld.
FTP- 3# SICP- 2200# SI Well for 12 hr BU. Ready to run 1 11/16" tools w/ 1/875" Junkmill in the
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Daily Report Detail: Arrived at 06:00 well was shut in, we opened the well through a 2" line. At 12:00 Baker Hughes Arrived
and started riggingup . Nothing further to report.
Shut in well at 18:00. Took hourly pressure readings. Nothing further to report.
Paul Nicholas Comments:
MIRU BJ Coil @ 1200hrs. Load coil withwater. Prep to RIHw/ coil. 1800 hrs, the coil is ready, start job in
the morning.
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Choke size: SI
Casing psi: 2010
Tubing psi:380
24 hour BBLS water: 0
Total BBLS water Accumulated: 602.72
24 hour Bbis, oil:0
Total Bbis. oil accumulated: 0
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St : GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

24 MCF: N/A
Total MCF accumulated: 1

Tank levels:
Water tank:
3'6.5"

Oil tank1: 0'0"
Oil tank 2: O'0"
Oil tank3: O'0"
Oil tank 4: 0'O
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 Ï 0 Water: 0 / 0

Date : 6/17/20 ctivity: Complete Well Rig Name: ays [27

Daily Report Summary : SITP- 3# SICP- 2100#
SITP- 3# SICP- 2100# 12 hr BU@0600hrs.
Open well to the tank@0600hrs. Try to bringon well to unload fluids. Blew down immediately.
Dress up the 1.50" etc, test pullthe connector to 15,000lbs. Press test to 2500#, all good tests.
Cont to PU motor & toolsas follows: CTC

.83'(
1 11/16"OD ), Dual check valve 1.02'(1 11/16"OD ),

Hydraulic jars 4.84' ( 1 11/16""OD ),Hydraulic disconnect 1.58' ( 1 11/16"OD ),Circulating sub 1.14' (1
11/16"OD ), Motor10.41' ( 1 11/16" ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' (1.875"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#, Bleed off.
RIHw/ 1 11/16" tool assembly. Pump 1 bbls @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
gas, mud &oil,displacement press- 50#on a 48/64" choke..
Move throughthe packer. No debris or obstruction in the packer assembly. Mill@7100' cont RíH, pump
.75 bpm @5100#, retums: water,
return press@ 50#, 48/64" choke.
Mill@7550', everything is going well, liner is still clear of an obstruction, Cont to MlH. Pump: 1 bpm @
i5100#
Mill@7959,8'. The motor is staling and the bit is torquingup. Unable to put any weighton the bit.
Working in 10th ft at a time. Pump: Rate- 1.0 bpm,
Press- 4000# to 4200#, Choke- 48/64", Return Press- 30# to50# Havingto PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7961'. Work through thisarea 4 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Milling@7980'. Unable to put any weight on the bit, the motor will stall. Feathering downon the
obstruction. Going off of the Weatherford schematic
7980' may be the ball seat, they have the ball seat @7965', The returns have some aluminum slivers.
Millingon aluminum, the ball seat is made
of aluminum. There has not been any gas or oli in the returns all day. The returns are the 10.4ppg water
that has been pumped. Bit stuck @7980'.
Work to release bit, pull 17,000\bs over, jar downon bit. Pump @1bpm, Press-5100# Bit freed up after
30 mins. Pull out of the hole with coll.
ROOHw/ 1.875" millassembly. Pump @3/4bpm @3500#, Retum Press- 15# SICP- 2450#
FTP- 3# SICP- 2400# SI Well for 12 hrs. 1/875" junk mill is in good shape. Pumped 413 bbis, Rec- 413
bbis
SITP- 0# SICP- 2190#
Daily Data: Hrs- 3 hrs Fluids: Oil- 0 bbis Water- 413 bbis Pumped- 413 bbis Mud- 0 bbis Gas- None
Total Data: Days- 8 Hrs- 63 hrs Fluids- Oil- Obbis Water- 167 bbis Mud-600.22 bbis Gas- None
BWTR- 616 bbis BWR- 580 bbis BWLTR- 36 bbls
On Location: Monument,MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:0D, wellwas shut in. We opened the well through a 2" line to the water tank. Coil tubing
started in hole at 09:30 and was out of the hole at 15:30, they pumped 163 Bbis. of water and we
recovered 127 Bbis., leaving 36 Bbis, between the coil and the hole still missing. Nothingfurther to report.
Arrivedat 18:00. Shut in well and tookhourlypressure readings. Nothing further to report.
Paul Nicholas Comments: RIHw/ 2,125" millassembly, milled on an obstruction @the re-entry guide.
Flowed well, Pull up to 3800', well died. RIH past the re-entry guide. No obstruction, ROOH. Weld on the
1.50" coil connect. S1well for a 12 S1Test. Prep to RlHw/ 1 11/16" tools. Thank You, Paul.
Choke size: SI
Casing psi:2100
Tubing psi: 2
24 hour Bbis. water: 140.5
Total Bbis. water accumulated: 743.22
24 hour Bbis. oil: 0
Total Bbls, oil accumulated: 0
24 hour MCF:0
Total MCF accumulated: 1
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obstruction. Going off of the Weatherford schematic
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Millingon aluminum, the ball seat is made
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that has been pumped. Bit stuck @7980'.
Work to release bit, pull 17,000\bs over, jar downon bit. Pump @1bpm, Press-5100# Bit freed up after
30 mins. Pull out of the hole with coll.
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started in hole at 09:30 and was out of the hole at 15:30, they pumped 163 Bbis. of water and we
recovered 127 Bbis., leaving 36 Bbis, between the coil and the hole still missing. Nothingfurther to report.
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11/16"OD ), Motor10.41' ( 1 11/16" ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' (1.875"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#, Bleed off.
RIHw/ 1 11/16" tool assembly. Pump 1 bbls @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
gas, mud &oil,displacement press- 50#on a 48/64" choke..
Move throughthe packer. No debris or obstruction in the packer assembly. Mill@7100' cont RíH, pump
.75 bpm @5100#, retums: water,
return press@ 50#, 48/64" choke.
Mill@7550', everything is going well, liner is still clear of an obstruction, Cont to MlH. Pump: 1 bpm @
i5100#
Mill@7959,8'. The motor is staling and the bit is torquingup. Unable to put any weighton the bit.
Working in 10th ft at a time. Pump: Rate- 1.0 bpm,
Press- 4000# to 4200#, Choke- 48/64", Return Press- 30# to50# Havingto PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7961'. Work through thisarea 4 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Milling@7980'. Unable to put any weight on the bit, the motor will stall. Feathering downon the
obstruction. Going off of the Weatherford schematic
7980' may be the ball seat, they have the ball seat @7965', The returns have some aluminum slivers.
Millingon aluminum, the ball seat is made
of aluminum. There has not been any gas or oli in the returns all day. The returns are the 10.4ppg water
that has been pumped. Bit stuck @7980'.
Work to release bit, pull 17,000\bs over, jar downon bit. Pump @1bpm, Press-5100# Bit freed up after
30 mins. Pull out of the hole with coll.
ROOHw/ 1.875" millassembly. Pump @3/4bpm @3500#, Retum Press- 15# SICP- 2450#
FTP- 3# SICP- 2400# SI Well for 12 hrs. 1/875" junk mill is in good shape. Pumped 413 bbis, Rec- 413
bbis
SITP- 0# SICP- 2190#
Daily Data: Hrs- 3 hrs Fluids: Oil- 0 bbis Water- 413 bbis Pumped- 413 bbis Mud- 0 bbis Gas- None
Total Data: Days- 8 Hrs- 63 hrs Fluids- Oil- Obbis Water- 167 bbis Mud-600.22 bbis Gas- None
BWTR- 616 bbis BWR- 580 bbis BWLTR- 36 bbls
On Location: Monument,MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:0D, wellwas shut in. We opened the well through a 2" line to the water tank. Coil tubing
started in hole at 09:30 and was out of the hole at 15:30, they pumped 163 Bbis. of water and we
recovered 127 Bbis., leaving 36 Bbis, between the coil and the hole still missing. Nothingfurther to report.
Arrivedat 18:00. Shut in well and tookhourlypressure readings. Nothing further to report.
Paul Nicholas Comments: RIHw/ 2,125" millassembly, milled on an obstruction @the re-entry guide.
Flowed well, Pull up to 3800', well died. RIH past the re-entry guide. No obstruction, ROOH. Weld on the
1.50" coil connect. S1well for a 12 S1Test. Prep to RlHw/ 1 11/16" tools. Thank You, Paul.
Choke size: SI
Casing psi:2100
Tubing psi: 2
24 hour Bbis. water: 140.5
Total Bbis. water accumulated: 743.22
24 hour Bbis. oil: 0
Total Bbls, oil accumulated: 0
24 hour MCF:0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 Ï 0 Water: 0 / 0

Date : 6/17/20 ctivity: Complete Well Rig Name: ays [27

Daily Report Summary : SITP- 3# SICP- 2100#
SITP- 3# SICP- 2100# 12 hr BU@0600hrs.
Open well to the tank@0600hrs. Try to bringon well to unload fluids. Blew down immediately.
Dress up the 1.50" etc, test pullthe connector to 15,000lbs. Press test to 2500#, all good tests.
Cont to PU motor & toolsas follows: CTC

.83'(
1 11/16"OD ), Dual check valve 1.02'(1 11/16"OD ),

Hydraulic jars 4.84' ( 1 11/16""OD ),Hydraulic disconnect 1.58' ( 1 11/16"OD ),Circulating sub 1.14' (1
11/16"OD ), Motor10.41' ( 1 11/16" ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' (1.875"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#, Bleed off.
RIHw/ 1 11/16" tool assembly. Pump 1 bbls @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
gas, mud &oil,displacement press- 50#on a 48/64" choke..
Move throughthe packer. No debris or obstruction in the packer assembly. Mill@7100' cont RíH, pump
.75 bpm @5100#, retums: water,
return press@ 50#, 48/64" choke.
Mill@7550', everything is going well, liner is still clear of an obstruction, Cont to MlH. Pump: 1 bpm @
i5100#
Mill@7959,8'. The motor is staling and the bit is torquingup. Unable to put any weighton the bit.
Working in 10th ft at a time. Pump: Rate- 1.0 bpm,
Press- 4000# to 4200#, Choke- 48/64", Return Press- 30# to50# Havingto PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7961'. Work through thisarea 4 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Milling@7980'. Unable to put any weight on the bit, the motor will stall. Feathering downon the
obstruction. Going off of the Weatherford schematic
7980' may be the ball seat, they have the ball seat @7965', The returns have some aluminum slivers.
Millingon aluminum, the ball seat is made
of aluminum. There has not been any gas or oli in the returns all day. The returns are the 10.4ppg water
that has been pumped. Bit stuck @7980'.
Work to release bit, pull 17,000\bs over, jar downon bit. Pump @1bpm, Press-5100# Bit freed up after
30 mins. Pull out of the hole with coll.
ROOHw/ 1.875" millassembly. Pump @3/4bpm @3500#, Retum Press- 15# SICP- 2450#
FTP- 3# SICP- 2400# SI Well for 12 hrs. 1/875" junk mill is in good shape. Pumped 413 bbis, Rec- 413
bbis
SITP- 0# SICP- 2190#
Daily Data: Hrs- 3 hrs Fluids: Oil- 0 bbis Water- 413 bbis Pumped- 413 bbis Mud- 0 bbis Gas- None
Total Data: Days- 8 Hrs- 63 hrs Fluids- Oil- Obbis Water- 167 bbis Mud-600.22 bbis Gas- None
BWTR- 616 bbis BWR- 580 bbis BWLTR- 36 bbls
On Location: Monument,MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:0D, wellwas shut in. We opened the well through a 2" line to the water tank. Coil tubing
started in hole at 09:30 and was out of the hole at 15:30, they pumped 163 Bbis. of water and we
recovered 127 Bbis., leaving 36 Bbis, between the coil and the hole still missing. Nothingfurther to report.
Arrivedat 18:00. Shut in well and tookhourlypressure readings. Nothing further to report.
Paul Nicholas Comments: RIHw/ 2,125" millassembly, milled on an obstruction @the re-entry guide.
Flowed well, Pull up to 3800', well died. RIH past the re-entry guide. No obstruction, ROOH. Weld on the
1.50" coil connect. S1well for a 12 S1Test. Prep to RlHw/ 1 11/16" tools. Thank You, Paul.
Choke size: SI
Casing psi:2100
Tubing psi: 2
24 hour Bbis. water: 140.5
Total Bbis. water accumulated: 743.22
24 hour Bbis. oil: 0
Total Bbls, oil accumulated: 0
24 hour MCF:0
Total MCF accumulated: 1
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Prospect: Cane Creek AFE #: 120017
Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recompletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 Ï 0 Water: 0 / 0

Date : 6/17/20 ctivity: Complete Well Rig Name: ays [27

Daily Report Summary : SITP- 3# SICP- 2100#
SITP- 3# SICP- 2100# 12 hr BU@0600hrs.
Open well to the tank@0600hrs. Try to bringon well to unload fluids. Blew down immediately.
Dress up the 1.50" etc, test pullthe connector to 15,000lbs. Press test to 2500#, all good tests.
Cont to PU motor & toolsas follows: CTC

.83'(
1 11/16"OD ), Dual check valve 1.02'(1 11/16"OD ),

Hydraulic jars 4.84' ( 1 11/16""OD ),Hydraulic disconnect 1.58' ( 1 11/16"OD ),Circulating sub 1.14' (1
11/16"OD ), Motor10.41' ( 1 11/16" ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' (1.875"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#, Bleed off.
RIHw/ 1 11/16" tool assembly. Pump 1 bbls @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
gas, mud &oil,displacement press- 50#on a 48/64" choke..
Move throughthe packer. No debris or obstruction in the packer assembly. Mill@7100' cont RíH, pump
.75 bpm @5100#, retums: water,
return press@ 50#, 48/64" choke.
Mill@7550', everything is going well, liner is still clear of an obstruction, Cont to MlH. Pump: 1 bpm @
i5100#
Mill@7959,8'. The motor is staling and the bit is torquingup. Unable to put any weighton the bit.
Working in 10th ft at a time. Pump: Rate- 1.0 bpm,
Press- 4000# to 4200#, Choke- 48/64", Return Press- 30# to50# Havingto PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7961'. Work through thisarea 4 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Milling@7980'. Unable to put any weight on the bit, the motor will stall. Feathering downon the
obstruction. Going off of the Weatherford schematic
7980' may be the ball seat, they have the ball seat @7965', The returns have some aluminum slivers.
Millingon aluminum, the ball seat is made
of aluminum. There has not been any gas or oli in the returns all day. The returns are the 10.4ppg water
that has been pumped. Bit stuck @7980'.
Work to release bit, pull 17,000\bs over, jar downon bit. Pump @1bpm, Press-5100# Bit freed up after
30 mins. Pull out of the hole with coll.
ROOHw/ 1.875" millassembly. Pump @3/4bpm @3500#, Retum Press- 15# SICP- 2450#
FTP- 3# SICP- 2400# SI Well for 12 hrs. 1/875" junk mill is in good shape. Pumped 413 bbis, Rec- 413
bbis
SITP- 0# SICP- 2190#
Daily Data: Hrs- 3 hrs Fluids: Oil- 0 bbis Water- 413 bbis Pumped- 413 bbis Mud- 0 bbis Gas- None
Total Data: Days- 8 Hrs- 63 hrs Fluids- Oil- Obbis Water- 167 bbis Mud-600.22 bbis Gas- None
BWTR- 616 bbis BWR- 580 bbis BWLTR- 36 bbls
On Location: Monument,MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:0D, wellwas shut in. We opened the well through a 2" line to the water tank. Coil tubing
started in hole at 09:30 and was out of the hole at 15:30, they pumped 163 Bbis. of water and we
recovered 127 Bbis., leaving 36 Bbis, between the coil and the hole still missing. Nothingfurther to report.
Arrivedat 18:00. Shut in well and tookhourlypressure readings. Nothing further to report.
Paul Nicholas Comments: RIHw/ 2,125" millassembly, milled on an obstruction @the re-entry guide.
Flowed well, Pull up to 3800', well died. RIH past the re-entry guide. No obstruction, ROOH. Weld on the
1.50" coil connect. S1well for a 12 S1Test. Prep to RlHw/ 1 11/16" tools. Thank You, Paul.
Choke size: SI
Casing psi:2100
Tubing psi: 2
24 hour Bbis. water: 140.5
Total Bbis. water accumulated: 743.22
24 hour Bbis. oil: 0
Total Bbls, oil accumulated: 0
24 hour MCF:0
Total MCF accumulated: 1
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0

Page 22 of 38 Powered by Production Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
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Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: BigFlat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 /0 Water: 0 /0

Date : 6/18/2012 Ñvity;Cornplete Well Rig Name: \ _ Da 8

Daily Report Summary : SITP-0# SICP- 2190#
SITP- 0# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Cut off the 1.50" ctc, RU the 2.125" CTC, test pull the connector to 15,0001bs. Press test to 2500#, all
good tests.
Cont to PU motor & tools as follows:CTC

.83'(
2.125"OD ), Dual check valve 1.02'( 2.125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' ( 2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill .5' ( 2.125"OD ).Test motor. NU to wellhead w/coil
assembly. Press test coil, injectorhead and connections
to 8000#. Bleed off.
RIH wl 2.125" tool assembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole, Displacing
water, displacement press- 50# on a 48/64" choke..
Move through the packer. No debris or obstruction in the packer assembly, Mill@ 7100' cont RIH, pump
.75 bpm @ 5100#, returns:water,
retum press@ 50#, 48/64" choke.
Mill@ 7962'. The motor is stalling and the bit is torquing up. Unable to put any weighton the bit. Working
In 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthru obstruction @ 7962'. Work through this area 3 times to clean area up. Cont into the hole, sliding
to 7980'. Slid 19' before tagging up.
Press- 4000#to 4200#, Choke- 48/64", Return Press- 30# to 50# Having to PU offof the obstruction each
time the motor stalls.
Millthru obstruction @7962'. Work through this area 4 times to clean area up. Cont into the hole, sliding
to 7981.5'. Slid 19' before taggingup.
Milling@7981.5'. Unable to put any weight on the bit, the motorwill stall. Feathering down on the
obstruction. PP- 6500#, Choke- 14/64", RP-1500#
Returning aluminum in the samples. No gas or oil.
Milling@ 7984'. Feathering down on the obstruction. PP- 6500#, Choke- 14/64", RP-1400# Looslog fluid
is the RP is over 1600#.
Milling@ 7984'. PP- 6500#, Choke- 14/64", RP-1400# The millis not stalling or torquing. Need to make a
mill trip.SD pump.
ROOHw/ 2.125" mill assembly, Pump @0.5bpm @2200#, Return Press- 15# Choke- 48/64"
FTP- 1# SICP- 2800# Si Well till0600 hrs. 2.125" junk millhas been used up. Pumped 628 bbis, Rec-

483 bbis, lost- 145 bbis
SITP- 1300# SICP- 2350#
Daily Data: Hrs- 3 hrs Fluids: 011-0 bbis Water- 483 bbls Pumped- 628 bbis Mud- 0 bbis Gas- None
Total Data: Days- 9 Hrs- 66 hrs Fluids- Oil- Obbis Water- 167 bbis Mud- 600.22 bbls Gas- None
BWTR- 1244 bbis BWR- 1063 bbis BWLTR- 181 bbis
On Location: Monument, MCVI,BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in, we opened the wellthrough a 2" line to the water tank. Coil tubing
started in hole at 08:20 and was out of the hole at 16:15, they pumped 413.6 Bbis. of water and we
recovered 413,6 Bbis. throughoutthe day. Nothing further to report. Arrived at 18:00. Shut inwell.Took
hourlypressure readings. Nothing further to report.
Paul Nicholas Comments:
Millat 7960', pump 1.0 bpm, NO gas or oil in the retums today.Millthru @7961'. Slide to 7980', mill @
7980'. Bit stuck, free up the bit, ROOH. Pumped 413 bbis, recovered 413 bbis of 10.4ppg water.
Aluminum slivers in the returns. Thank You, Paul

Choke size: SI
Casing psi: 2190
Tubing psi: 0
24 hour Bbls. water: 413.6
Total Bbis, water Accumulated: 1156.82
24 hour Bbls, oil: 0
Total Bbis, oil accumulated: 0
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 |Water: 0 / 0

24 hour MCF: 0
Total MCF accumulated: 1
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming

out of the hole, they pumped a total of 628 Bbls of water. At 20:30 we shut in the wellto build up tubing
pressure, took hourly pressure reading. Nothing further to report.
Paul Nicholas Comments: Starting pressures: SITP- 0# SICP- 2190#
RIH wl 2.125" mill assembly, Millto 7986.2', ROOH w/ 2.125" mill assembly. SI well @1800hrs. 0500hrs
SI Pressures: SITP- 1360# SICP- 2350# Open well @0600hrs.

Choke size: SI
Casing psi: 2350
Tubing psi: 1360
24 hour BBLS water: 483,5
Total BBLS water Accumulated: 1640.32
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 6/19/2012 Activity: ÒÒlÜJTUBING Rig Name Days :29

Daily Report Summary : SITP- 1300# SICP- 2350#
SITP- 1300# SICP- 2190# 12 hr BU @0600hrs.
FTP- 0# SICP- 2190# received orders to run the 2.125" assembly
Prep to PU new flat face mill.
Cont to PU motor &tools as follows:CTC

.83'(
2.125"OD ),Dual check valve 1.02'( 2,125"OD ),

Hydraulicjars 4.84' ( 2.125"OD ),Hydraulicdisconnect 1.58' (2.125"OD ),Circulating sub 1.14' (
2.125"OD ),Motor 10.41' ( 2.125"OD ) ,

XO .29' ( 2.125"OD ),Carbide 3 blade junkmill.5' ( 2.125"OD ).Test motor. NU towellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 2.125" toolassembly. Pump 1 bbis @ .25bpm every 2000'. The hole is displacing as the coil
moves down the hole. Displacing
water, displacement press- 50#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
Move through the packer. No debris or obstruction in the packer assembly. Mill@ 7984' cont RIH, pump
.75 bpm @5100#, returns: water,
return press@ 50#, 48/64" choke. Pumping water w/ 2% Clayfix & FR,
Mill@7984'. The motor is stalling and the bit is torquingup. Unable to put any weight on the bit. Working
in 10th ft at a time. Pump: Rate- 1.5 bpm,
Millthruobstruction @ 7986', Workthrough this area 3 times to clean area up. Cont mill, 7989'. Pumping

@ 1.25bpm @5500#, holding Pack Pressure of 800#
Press- 5500#, Choke- 48/64", Return Press- 800# Having to PU off of the obstruction each time the motor
stalls.
Millthruobstruction @799f. Work through this area 3 timesto clean area up, Pu 3' and well will increase
the return press to 2100#.
Milling@7991'. Rate- 1.25bpm, PP- 6300#, Choke- 12/64", RP-2100# Holding pack press to help the
milling, what ever is in frontof the millis spinning.
Returning water, no gas or oil. Lost 57 bbls of water today.
Pull out of hole from 7991'. Choke 3/64", holding a back press on the well to keep any debris from
passing the millto the surface. Sticky pull.
At the surface withthe mill, milllooks as though something was holding it. LD mill &tools
SITP- 2000# open well on a 14/64" choke. The tbg is flowing water. Open the choke as needed to unload
welLSee flowlest report.
At 19:30 hrs FTP- 22# Choke- 48/64" , Return last 30 min: 11 bbis water &mud, rec 76 bb1s water in the
last 2.5 hrs, started flowing mud in the last 30 min.
FTP- 12# SICP- 2410# Choke- 48/64" 8 bbis mud in the fast hr. Some gas show. See flowtest report,
cont to flowtest well.
Daily Data: Hrs- 14 hrs Fluids: Oil- 0 bbis Water- 472 bbis Pumped- 383 bbis Rec Water- 89 bbis Mud-

show/ bbls Gas- None
Total Data: Days- 10 Hrs- 80 hrs Fluids- Oll- Obbls Water- 256 bbis Mud- 600.22 bbis Gas- None
BWTR- 1627 bbls BWR- 1535 bbis BWLTR- 92 bbis
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 wellwas shut in. Coil tubingstarted in hole at 10:15. Choked the well as necessary to
hold pressure on the tubing.Nothing further to report. Arrived at 18:00. At 18:30 coil tubing unit started
coming
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Page 24 of 38 Powered by Production Access 7/26/2012 07:30



RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I 0 Water: 0 / 0

Total Bbis. oilaccumulated: 0
24 MCF: N/A
Total MCF accumulated: 1
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas:| 0 I 0 |Water: 0 / 0

Date : 6/20/2012 Activity: COILEDTUBING Rig Name: Days :30

Daily Report Summary : SITP- 12# SICP- 2410#
SITP- 12# SlCP- 2410# 12 hr BU @0600hrs.
FTP- 0# SlCP- 2190# received orders to run the 2.125" assembly
Weid on 1.5" coil tbgconnector, let the weld cool slowly. TESt pullconnect to 15,000#, press test to
2500#.
Cont to PU motor & toolsas follows:CTC

.83'(
1.5"OD),Dual check valve 1.02'(1 11/16"OD ),

Hydraulic jars 4.84' ( 1 11/16"OD ),Hydraulicdisconnect 1.58' ( 1 11/16"OD ),Circulating sub 1.14' ( 1
11/16"OD ),Motor 10.41' ( 1 11/16"OD ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' ( 2.125"OD ).Test motor. NU to wellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 1 11/16" toolassembly w/ 2.125" milL Pump1 bbis @ .25bpm every 2000'. The hole is displacing
as the coil moves down the hole. Displacing
water, Pump @ .5 bpm displacement press- 10#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
RIH to 8005', this 14' into theopen hole.
ROOH, pull into DV tool. Had to pull 17,000\bs over to get through the tool. Cont to ROOH. LD mill
assembly.
RU N2 trucks,PU 1.75" rotating nozzle with check valve.
RIH rotating nozzle. Pump 100 scflmin while running in hole. RIH to 6700'. Dispacing some oil mud
during the trip.The hole began displacing
fluids when nozzle was @4700'. Unioading oil cut mud & 10.4ppg water. Stop @6700', Pump N2 @300
sof/min. Unloading fluids from the hole.
EOC@ 6700', Choke- 48/64", N2 Rate- 300 sof/min,Coil Press- 2200#, Return Press- 430#
EOC@ 6700', Choke 48/64", N2 Rate- 300 scf/min, Coll Press- 1650#, Return Press- 100# Reduce N2
rate to 200 scf/min
EOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coll Press- 1650#, Return Press- 60# Fluids fast Hr-
1 bbis
EOC@ 6700', Choke 48/64", N2 Rate- 100 scf/min, Coll Press- 1340#, Return Press- 10# Fluids last hr-
9 bbis
EEOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coil Press- 1766#, Return Press- 0# Fluids last hr-
0 bbis
ROOHw/ coil, Pump 75 scf/min during the trip. Recovered 78.8 bbls of oil cut mud&water during the N2
job.
Nozzle at the surface. RD coll. Cont to flow well overnight.
FTP- 0# SICP- 2230# flow well overnight. No rec of fluidsovenight.

Daily Data: Hrs- 7 hrs Fluids: Oil-0 bbis Water- 156 bbis Pumped- 120 bbis Rec Water- 36 bbis Mud-
show/ bbls Gas- None
Total Data: Days- 11 Hrs- 87 his Fluids- Oil- Obbis Water- 292 bbis Mud- 600.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1691 bbis BWLTR- 56 bbls
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in. Bled welldown through a 12/64" choke. Coil tubingstarted in hole at
9:00. Choked the well as necessary to hold pressure on the tubing.Load pumped today 383 Bbls. Flowed
back 300 Bbis. As of 18:00. Nothing further to report. Arrived at 18:00 flowing wellto flowback tank on a
48/64" choke takinghalf hour readings. Flowed back 172.5bbis as of 05:30. Drillingmud became present
In the fluidreturns at 19:00. Nothing further to report.
Paul Nicholas Comments:
We milled to 7991', good response from the well. ROOH w/ 2.125" mill. @1700hrs the tbghad 2000#,
opened to flowback tankon a 14/64" choke. The tbgpressure dropped to 3# then started to bring on
drilling mud. Most of the night thewell brought back drilling mud. I had the flowlesters open the well on a
2" @0600hrs. Immediately the well started to flow heavier mud, the mud must have been backed up at
the choke. Thank You, Paul

Choke size: 48/64"
Casing psi: 2410
Tubing psi: 12

Page 26 of 38 Powered by Producuon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas:| 0 I 0 |Water: 0 / 0

Date : 6/20/2012 Activity: COILEDTUBING Rig Name: Days :30

Daily Report Summary : SITP- 12# SICP- 2410#
SITP- 12# SlCP- 2410# 12 hr BU @0600hrs.
FTP- 0# SlCP- 2190# received orders to run the 2.125" assembly
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as the coil moves down the hole. Displacing
water, Pump @ .5 bpm displacement press- 10#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
RIH to 8005', this 14' into theopen hole.
ROOH, pull into DV tool. Had to pull 17,000\bs over to get through the tool. Cont to ROOH. LD mill
assembly.
RU N2 trucks,PU 1.75" rotating nozzle with check valve.
RIH rotating nozzle. Pump 100 scflmin while running in hole. RIH to 6700'. Dispacing some oil mud
during the trip.The hole began displacing
fluids when nozzle was @4700'. Unioading oil cut mud & 10.4ppg water. Stop @6700', Pump N2 @300
sof/min. Unloading fluids from the hole.
EOC@ 6700', Choke- 48/64", N2 Rate- 300 sof/min,Coil Press- 2200#, Return Press- 430#
EOC@ 6700', Choke 48/64", N2 Rate- 300 scf/min, Coll Press- 1650#, Return Press- 100# Reduce N2
rate to 200 scf/min
EOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coll Press- 1650#, Return Press- 60# Fluids fast Hr-
1 bbis
EOC@ 6700', Choke 48/64", N2 Rate- 100 scf/min, Coll Press- 1340#, Return Press- 10# Fluids last hr-
9 bbis
EEOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coil Press- 1766#, Return Press- 0# Fluids last hr-
0 bbis
ROOHw/ coil, Pump 75 scf/min during the trip. Recovered 78.8 bbls of oil cut mud&water during the N2
job.
Nozzle at the surface. RD coll. Cont to flow well overnight.
FTP- 0# SICP- 2230# flow well overnight. No rec of fluidsovenight.

Daily Data: Hrs- 7 hrs Fluids: Oil-0 bbis Water- 156 bbis Pumped- 120 bbis Rec Water- 36 bbis Mud-
show/ bbls Gas- None
Total Data: Days- 11 Hrs- 87 his Fluids- Oil- Obbis Water- 292 bbis Mud- 600.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1691 bbis BWLTR- 56 bbls
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in. Bled welldown through a 12/64" choke. Coil tubingstarted in hole at
9:00. Choked the well as necessary to hold pressure on the tubing.Load pumped today 383 Bbls. Flowed
back 300 Bbis. As of 18:00. Nothing further to report. Arrived at 18:00 flowing wellto flowback tank on a
48/64" choke takinghalf hour readings. Flowed back 172.5bbis as of 05:30. Drillingmud became present
In the fluidreturns at 19:00. Nothing further to report.
Paul Nicholas Comments:
We milled to 7991', good response from the well. ROOH w/ 2.125" mill. @1700hrs the tbghad 2000#,
opened to flowback tankon a 14/64" choke. The tbgpressure dropped to 3# then started to bring on
drilling mud. Most of the night thewell brought back drilling mud. I had the flowlesters open the well on a
2" @0600hrs. Immediately the well started to flow heavier mud, the mud must have been backed up at
the choke. Thank You, Paul
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Casing psi: 2410
Tubing psi: 12
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as the coil moves down the hole. Displacing
water, Pump @ .5 bpm displacement press- 10#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
RIH to 8005', this 14' into theopen hole.
ROOH, pull into DV tool. Had to pull 17,000\bs over to get through the tool. Cont to ROOH. LD mill
assembly.
RU N2 trucks,PU 1.75" rotating nozzle with check valve.
RIH rotating nozzle. Pump 100 scflmin while running in hole. RIH to 6700'. Dispacing some oil mud
during the trip.The hole began displacing
fluids when nozzle was @4700'. Unioading oil cut mud & 10.4ppg water. Stop @6700', Pump N2 @300
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Nozzle at the surface. RD coll. Cont to flow well overnight.
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Total Data: Days- 11 Hrs- 87 his Fluids- Oil- Obbis Water- 292 bbis Mud- 600.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1691 bbis BWLTR- 56 bbls
On Location: Monument, MCVI, BJ Coil, Premium,
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Daily Report Detail: Arrived at 06:00 well was shut in. Bled welldown through a 12/64" choke. Coil tubingstarted in hole at
9:00. Choked the well as necessary to hold pressure on the tubing.Load pumped today 383 Bbls. Flowed
back 300 Bbis. As of 18:00. Nothing further to report. Arrived at 18:00 flowing wellto flowback tank on a
48/64" choke takinghalf hour readings. Flowed back 172.5bbis as of 05:30. Drillingmud became present
In the fluidreturns at 19:00. Nothing further to report.
Paul Nicholas Comments:
We milled to 7991', good response from the well. ROOH w/ 2.125" mill. @1700hrs the tbghad 2000#,
opened to flowback tankon a 14/64" choke. The tbgpressure dropped to 3# then started to bring on
drilling mud. Most of the night thewell brought back drilling mud. I had the flowlesters open the well on a
2" @0600hrs. Immediately the well started to flow heavier mud, the mud must have been backed up at
the choke. Thank You, Paul
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show/ bbls Gas- None
Total Data: Days- 11 Hrs- 87 his Fluids- Oil- Obbis Water- 292 bbis Mud- 600.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1691 bbis BWLTR- 56 bbls
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in. Bled welldown through a 12/64" choke. Coil tubingstarted in hole at
9:00. Choked the well as necessary to hold pressure on the tubing.Load pumped today 383 Bbls. Flowed
back 300 Bbis. As of 18:00. Nothing further to report. Arrived at 18:00 flowing wellto flowback tank on a
48/64" choke takinghalf hour readings. Flowed back 172.5bbis as of 05:30. Drillingmud became present
In the fluidreturns at 19:00. Nothing further to report.
Paul Nicholas Comments:
We milled to 7991', good response from the well. ROOH w/ 2.125" mill. @1700hrs the tbghad 2000#,
opened to flowback tankon a 14/64" choke. The tbgpressure dropped to 3# then started to bring on
drilling mud. Most of the night thewell brought back drilling mud. I had the flowlesters open the well on a
2" @0600hrs. Immediately the well started to flow heavier mud, the mud must have been backed up at
the choke. Thank You, Paul

Choke size: 48/64"
Casing psi: 2410
Tubing psi: 12
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Date : 6/20/2012 Activity: COILEDTUBING Rig Name: Days :30

Daily Report Summary : SITP- 12# SICP- 2410#
SITP- 12# SlCP- 2410# 12 hr BU @0600hrs.
FTP- 0# SlCP- 2190# received orders to run the 2.125" assembly
Weid on 1.5" coil tbgconnector, let the weld cool slowly. TESt pullconnect to 15,000#, press test to
2500#.
Cont to PU motor & toolsas follows:CTC

.83'(
1.5"OD),Dual check valve 1.02'(1 11/16"OD ),

Hydraulic jars 4.84' ( 1 11/16"OD ),Hydraulicdisconnect 1.58' ( 1 11/16"OD ),Circulating sub 1.14' ( 1
11/16"OD ),Motor 10.41' ( 1 11/16"OD ) ,

XO .29' ( 1 11/16"OD ),Carbide 3 blade junk mill .5' ( 2.125"OD ).Test motor. NU to wellhead w/ coil
assembly. Press test coil, injector head and connections
to 8000#. Bleed off.
RIH w/ 1 11/16" toolassembly w/ 2.125" milL Pump1 bbis @ .25bpm every 2000'. The hole is displacing
as the coil moves down the hole. Displacing
water, Pump @ .5 bpm displacement press- 10#on a 48/64" choke. Pumping water w/ 2% Clayfix & FR.
RIH to 8005', this 14' into theopen hole.
ROOH, pull into DV tool. Had to pull 17,000\bs over to get through the tool. Cont to ROOH. LD mill
assembly.
RU N2 trucks,PU 1.75" rotating nozzle with check valve.
RIH rotating nozzle. Pump 100 scflmin while running in hole. RIH to 6700'. Dispacing some oil mud
during the trip.The hole began displacing
fluids when nozzle was @4700'. Unioading oil cut mud & 10.4ppg water. Stop @6700', Pump N2 @300
sof/min. Unloading fluids from the hole.
EOC@ 6700', Choke- 48/64", N2 Rate- 300 sof/min,Coil Press- 2200#, Return Press- 430#
EOC@ 6700', Choke 48/64", N2 Rate- 300 scf/min, Coll Press- 1650#, Return Press- 100# Reduce N2
rate to 200 scf/min
EOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coll Press- 1650#, Return Press- 60# Fluids fast Hr-
1 bbis
EOC@ 6700', Choke 48/64", N2 Rate- 100 scf/min, Coll Press- 1340#, Return Press- 10# Fluids last hr-
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EEOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coil Press- 1766#, Return Press- 0# Fluids last hr-
0 bbis
ROOHw/ coil, Pump 75 scf/min during the trip. Recovered 78.8 bbls of oil cut mud&water during the N2
job.
Nozzle at the surface. RD coll. Cont to flow well overnight.
FTP- 0# SICP- 2230# flow well overnight. No rec of fluidsovenight.
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Total Data: Days- 11 Hrs- 87 his Fluids- Oil- Obbis Water- 292 bbis Mud- 600.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1691 bbis BWLTR- 56 bbls
On Location: Monument, MCVI, BJ Coil, Premium,
EOC People-14

Daily Report Detail: Arrived at 06:00 well was shut in. Bled welldown through a 12/64" choke. Coil tubingstarted in hole at
9:00. Choked the well as necessary to hold pressure on the tubing.Load pumped today 383 Bbls. Flowed
back 300 Bbis. As of 18:00. Nothing further to report. Arrived at 18:00 flowing wellto flowback tank on a
48/64" choke takinghalf hour readings. Flowed back 172.5bbis as of 05:30. Drillingmud became present
In the fluidreturns at 19:00. Nothing further to report.
Paul Nicholas Comments:
We milled to 7991', good response from the well. ROOH w/ 2.125" mill. @1700hrs the tbghad 2000#,
opened to flowback tankon a 14/64" choke. The tbgpressure dropped to 3# then started to bring on
drilling mud. Most of the night thewell brought back drilling mud. I had the flowlesters open the well on a
2" @0600hrs. Immediately the well started to flow heavier mud, the mud must have been backed up at
the choke. Thank You, Paul
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EEOC@ 6700', Choke 48/64", N2 Rate- 200 scf/min, Coil Press- 1766#, Return Press- 0# Fluids last hr-
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ROOHw/ coil, Pump 75 scf/min during the trip. Recovered 78.8 bbls of oil cut mud&water during the N2
job.
Nozzle at the surface. RD coll. Cont to flow well overnight.
FTP- 0# SICP- 2230# flow well overnight. No rec of fluidsovenight.
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Choke size: 48/64"
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recornpletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

24 hour BBLS water: 472.5
Total BBLS water Accumulated: 2112.82
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1

Prospect: Cane Creek AFE #: 120017
SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

t 6/21/2012 Activity: Complete Well Rig Name: 1

DailyReport Summary : SITP- 0# SICP- 2230# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 brs.
FTP- 0# SICP- 2190# Flowing well
Prep equip & tools to RIH. Try to straighten the end of thecoil. Mi diesel truck&spot. MIfirewatch truck
and discuss procedure.
Fillcoil w/ 16 bbis of 10.4ppg water.
Hold safety meeting, discuss theJob.
RIH w/ 1.75" rotating mill on 1.5" coil. Begin displacing the water in the coil as the coil enters the hole. We
want to have
the coil filleddiesel by the timethe coil is at the ball seat. The coil displacement is 17 bb1s. Returns, oilcut
mud & gas.
RlH Tag up @7995', set down 7000\bs. Pumping diesel @0.5 bpm and work to get the nozzles deeper.
ROOH to 6800' to re-adjust coiL Run back in hole and tagged again @7995', set down 7000Ibs. Trying to
make some hole withthe nozzle.
unable to make hole, tag @7995'.
Pump diesel into the lateral, pump 15 bb\s. Pumping 15 bb1s 10.4ppg water behind the diesel to help flush
the coil.
Start the N2 behind thewater, pump N2 @300sof/min. Move up hole to 6800'.
Cont to jet the well @ 300 scflmin. Good returns to the flowback tank, choke- 48/64". Returning oilcut
mud, water & gas.
Return Press- 45# Choke- 48/64" Pump Press- 1998# Rate- 300 sof/min
Return Press- 140# Choke- 48/64" Pump Press- 1998# Rate- 300 scf/min. Returning oilcut mud,
water, N2,gas. Returns: 20 bbis mud, oil, gas, N2
Return Press- 100# Choke- 48/64" Pump Press- 2228# Rate- 300 sof/min. Retuming oilcut mud,
water, N2,gas. Fluid last hr- 13.7 bbis oil cut mud & diesel
Return Press- 55# Choke- 48/64" Pump Press- 2300# Rate- 300 sof/min. Returning oil cut mud,
water, N2, gas. Returns: 6 bbis
Return Press- 70# Choke- 48/64" Pump Press- 2300# Rate- 200 scf/min. Returning N2, gas. Returns:
0 bbis Flowing dry.
ROOHw/ coil, Pump 75 sof/min during the trip. Recovered 78.8 bbis of oil cut mud & water during the N2
job.
Nozzle at the surface. RO coil. Cont to flowwell overnight. Pumped- 50 bbis Diesel, 10.4ppg water, Rec-

119 bb1sDiesel, water, mud, oil.
FTP- 0# SICP- 2180# flowwell overnight. No rec of fluids overnight.
The fluids are coming in emulsified, oil cut mud, definite cut of oil, some gas now.
Daily Data: Hrs- 11 hrs Fluids: Oil- 0 bbis Water- 119 bbis Pumped- 50 bbis Rec Water- 30 bbis Oi!
cut Mud-89 bbls Gas- None
Total Data: Days- 12 Hrs- 99 hrs Fluids- Oil- Good Showlbbis Water- 322 bbis Mud-689.22 bbls
Gas- None
BWTR- 1747 bbls BWR- 1691 bbis BWLTR- 56 bbis
On Location: MCVi, BJ Coil, Premium, Fíre watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Well was surging 15 to 30 psi, opened well to
a 2" line to try to unload. Returns are thickdrill mud with light gas. Coll tubing started in hole at 10:00.
Complete round trip.TIH to unload withN2 @15:45. Load pumped today, including unloading pump truck
and coil:97 Bbls. Load returned, including pump truck and coil, as of 17:30: 132 Bbis.. Nothing further to
report.
Arrived at 18:00 well was open on a 48/64" choke. At 21:00 coil tubingstarted coming out of the hole,
BHA reached surface at 22:00. Shut well in to rig down coil tubingunit, opened well at 22:15 to flowback
tank on a 48/64"choke and continued monitoring wellwith half hour readings. Nothingfurther to report.
Paul Nicholas Comments:
PU i 11/16" tools & 2.125" mill,RIHto 8005'. 14' out in the open hole. ROOH.PU rotating nozzle, RlH to
6700' w/ N2 running to lighten fluid column. Well is giving up some fluids but doesn't want to cont flowing.
ROOH w/ nozzle. Cont to flow tbgovernight, made no fluidduring the night.
Thank You, Paul

Choke size: 48/64"
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ROOHw/ coil, Pump 75 sof/min during the trip. Recovered 78.8 bbis of oil cut mud & water during the N2
job.
Nozzle at the surface. RO coil. Cont to flowwell overnight. Pumped- 50 bbis Diesel, 10.4ppg water, Rec-

119 bb1sDiesel, water, mud, oil.
FTP- 0# SICP- 2180# flowwell overnight. No rec of fluids overnight.
The fluids are coming in emulsified, oil cut mud, definite cut of oil, some gas now.
Daily Data: Hrs- 11 hrs Fluids: Oil- 0 bbis Water- 119 bbis Pumped- 50 bbis Rec Water- 30 bbis Oi!
cut Mud-89 bbls Gas- None
Total Data: Days- 12 Hrs- 99 hrs Fluids- Oil- Good Showlbbis Water- 322 bbis Mud-689.22 bbls
Gas- None
BWTR- 1747 bbls BWR- 1691 bbis BWLTR- 56 bbis
On Location: MCVi, BJ Coil, Premium, Fíre watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Well was surging 15 to 30 psi, opened well to
a 2" line to try to unload. Returns are thickdrill mud with light gas. Coll tubing started in hole at 10:00.
Complete round trip.TIH to unload withN2 @15:45. Load pumped today, including unloading pump truck
and coil:97 Bbls. Load returned, including pump truck and coil, as of 17:30: 132 Bbis.. Nothing further to
report.
Arrived at 18:00 well was open on a 48/64" choke. At 21:00 coil tubingstarted coming out of the hole,
BHA reached surface at 22:00. Shut well in to rig down coil tubingunit, opened well at 22:15 to flowback
tank on a 48/64"choke and continued monitoring wellwith half hour readings. Nothingfurther to report.
Paul Nicholas Comments:
PU i 11/16" tools & 2.125" mill,RIHto 8005'. 14' out in the open hole. ROOH.PU rotating nozzle, RlH to
6700' w/ N2 running to lighten fluid column. Well is giving up some fluids but doesn't want to cont flowing.
ROOH w/ nozzle. Cont to flow tbgovernight, made no fluidduring the night.
Thank You, Paul

Choke size: 48/64"
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , SL: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casing psi: 2230
Tubing psi: 0
24 hour BBLS water: 155.9
Total BBLS water Accumulated: 2271.52
24 hour Bbis. oil: 0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Page 29 of 38 Powered by ProducUon Access 7/26/2012 07:30



RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul

Choke size: 48/64"
Casing psi: 2180
Tubing psi: 0
24hour BBLS water: 118.9
Total BBLS water Accumulated: 2390.62
24 hour Bbls, oil:0
(Total Bbis. oil accumulated: 0
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Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul

Choke size: 48/64"
Casing psi: 2180
Tubing psi: 0
24hour BBLS water: 118.9
Total BBLS water Accumulated: 2390.62
24 hour Bbls, oil:0
(Total Bbis. oil accumulated: 0
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Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul
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Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul
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24 hour Bbls, oil:0
(Total Bbis. oil accumulated: 0

Page 30 of 38 Powered byProductíon Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul
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Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul

Choke size: 48/64"
Casing psi: 2180
Tubing psi: 0
24hour BBLS water: 118.9
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P

API #: 43-019-31447 Field: Big Flat Supervisor:
Work Type: Recornpletion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 10 Water: 0 / 0

Date : 6/22/2012 Activity:_ Complete W Rig Nam Days :132

Daily Report Summary : SITP- 0# SICP- 2180# Wellopen
FTP- 0# SICP- 2230# Well open, tbg started to flow @0730 hrs.
FTP- 0# SICP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil-0 bbis Mud-0 bbls
Gas- no show. Open csg to the tankto check for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbis Gas-

no show, Si csg.
Oreded out tools tocatch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today, on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- 9bb1s Oil- 0 bbis Mud- 0 bbis
Gas- show. SI csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- show. Si csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbls Mud- 0 bbis
Gas- show, Si csg.
Cont to flowwell,

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbls Water- 9 bbis Pumped- 0 bb1s Rec Water- 9 bbls Oil cut
Mud-0 bbis Gas- None
Total Data: Days- 13 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbls Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbis BWR- 1700 bbls BWLTR- 47 bbis
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Westem,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was O psi. Well unloaded 9
Bbis between 7:30 and 8:00.Coll tubingstarted in hole at 10:20. Pumped 36 Bbis. of diesel into lateral,
then pulled back and cleaned out with N2. Pumped today: 74 Bbis of water and 36 Bbis of diesel, for a
total of 110 Sbls. Total load returned as of 17:30: 108 Bbis. Pumped 65,000 Cu Ft N2 as of 5:30. Nothing
further to report.
Arrived at 18:00 well was open on a 48/64 choke. At 19:00 coil tubing started out of the hole. At 20:00
coll tubing reached surface and Baker Hughes shut in wellto rig down the coil tubing unit. At 20:08
reopened well on a 48/64 choke to the flow back tank. Nothing to report.
Paul Nicholas Comments:
Held safety meeting, Mifire watch team, Midiesel, RIH and add diesel to the coil before entering the open
hole. Enter open hole, tagged@7995'. This is 10' shorter than we went the day before. Worked to get
deeper, unable to gain any hole. Jet out the diesel with N2, move up to 6800' and jet the well.Well came
dry, ROOH w/ coil. Flow well over night and rec 0 bbls fluid over night. Thank You, Paul

Choke size: 48/64"
Casing psi: 2180
Tubing psi: 0
24hour BBLS water: 118.9
Total BBLS water Accumulated: 2390.62
24 hour Bbls, oil:0
(Total Bbis. oil accumulated: 0

Page 30 of 38 Powered byProductíon Access 7/26/2012 07:30



RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

24 MCF: 0
Total MCF accumulated: 1

Tank levels:
Water tank:1'3"
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 6/n/2012 ) Activity: )Complete Well (Rig Name: Õa :33

Daily Report Summary : SITP- 0# SICP- 2180# Well open
FTP- 0# SICP- 2230# Wellopen, tbg started to flow@0730 hrs.
FTP- 0# SiCP- 2180# Choke 48/64" Fluid recovered last hr: Water- Obbis Oil- 0 bbis Mud- 0 bbls
Gas- no show. Open csg to the tanktocheck for flow.
FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbls Oll- 0 bbis Mud- 0 bbls Gas-
no show. SI ceg.
Oreded out tools to catch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
morning.
There is now coil activity today,on stand-by.
FTP- 6# SICP- 100# Choke 48/64" Fluid recovered last br: Water- 9bbis Oil- 0 bble Mud-0 bble
Gas- show. Si csg.
The well died off after the is flow.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbls Mud- 0 bbis
Gas- show. SI csg.
FTP- 0# SICP- 100# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud-0 bbis
Gas- show. SI csg.
Cont to flow well.

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbis Water- 9 bbis Pumped- 0 bbis Rec Water- 9 bbis Oil cut
Mud- 0 bble Gas- None
Total Data: Days- 14 Hrs- 123 hrs Fluids- Oil- Good Show/bbls Water- 331 bbis Mud- 689.22 bbis
Gas- None
BWTR- 1747 bbls BWR- 1700 bbis BWLTR- 47 bbls
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Western,
EOC People-20

OailyReport Detail: Arrived at 06:00, well was open through a 48/64" choke. Tubing pressure was 0 psi. Rigged up line to
casing and bled down pressure on backside. Shut in casing at 14:00 and continued takinghourly with
tubingopen througha 48/64" choke. Casing is slowly building up. Nothing further to report. Arrived at
18:00 well was flowing on a 48/64" choke to the flowback tank.At 22:00 well was unloading fluidand
tubing had 20PSI on it
At 23:00 it had brought back 9 bbis of fluidand tubinghad dropped back down to O PSI.
Paul NicholasComments:
Received orders to make up tools to catch a sample of theobstruction down hole. Tools will be delivered
by tonight ready to run in the moming. There was no coil activity during the day. The was blown down
from2280# to 0#, the flow recovered i bbls water. There was no additional flow from the csg. Cont to flow
the tbg. See flowtest report. Thank You, Paul
Choke size: 48/64"
Casing psi: 110.
Tubing psi: 0
24 hour BBLS water: 9 bbis
Total BBLS water Accumulated: 2399.62 bbis
24 hour Bbls. oil:0
Total Bbis. oil accumulated: 0
24 MCF: 0
Total MCF accumulated: 1

Tank levels:
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FTP- 0# FCP- 0# Choke 48/64" Fluid recovered last hr: Water- Obbls Oll- 0 bbis Mud- 0 bbls Gas-
no show. SI ceg.
Oreded out tools to catch a sample of the obstruction. The tools will be delivered tonigh, ready for in the
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At 23:00 it had brought back 9 bbis of fluidand tubinghad dropped back down to O PSI.
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18:00 well was flowing on a 48/64" choke to the flowback tank.At 22:00 well was unloading fluidand
tubing had 20PSI on it
At 23:00 it had brought back 9 bbis of fluidand tubinghad dropped back down to O PSI.
Paul NicholasComments:
Received orders to make up tools to catch a sample of theobstruction down hole. Tools will be delivered
by tonight ready to run in the moming. There was no coil activity during the day. The was blown down
from2280# to 0#, the flow recovered i bbls water. There was no additional flow from the csg. Cont to flow
the tbg. See flowtest report. Thank You, Paul
Choke size: 48/64"
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Water tank:1'3"
Date_:_ 6/24/2012_ _Activity COILEDTUBING Rig Name: Days:34
Daily Report Summary : SITP- 0# SICP- 220# Wellopen

FTP- 0# SICP- 220# Well open. Working on getting toolsfor the lateral washout job.
Prep for washout.
FTP- 2# SICP- 275# Choke 48/64" Fluid recovered last hr: Water- Obbls Oil- 0 bbis Mud- 0 bbis
Gas- no show. SI csg.

Daily Data: Hrs- 24 hrs Fluids: Oil- 0 bbis Water- 0 bbis Pumped- 0 bbis Rec Water- 0 bbis Oil cut
Mud-0 bbls Gas- None
Total Data: Days- 15 Hrs- 171 hrs Fluids- Oil- Olbbls Water- 331 bbis Mud-689.22 bbls Gas- None
BWTR- 1747 bbis BWR- 1700 bbis BWLTR- 47 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrivedat 06:00, well was open through a 48/64" choke. Tubing pressure was 0 psi,TlH with coil to take
a core sample in open hole. At 17:00 coil is preparing to tripanother 40' into open hole. Load pumped as
of 17:00 - 192 Bbis. Load recovered 168 Bbis. Nothing further to report. Arrived at 18:00, trippingin hole
with coil tubingunit to 8120'. Retrieved core sample and rigged down coil tubing unit at 20:00. Total load
pumped as of 20:00 was 275 bbls. Opened well to flowback tankat 20:30 on a 48/64" choke takinghourly
reading . Nothing further to report.
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Tubing psi: 0
24 hour BBLS water: 222
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Total Bbis. oil accumulated:
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Total MCF accumulated: 1

Tank levels:
Water tank:
1'3"
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Oli tank 3:
Oli tank 4:
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ) 6/25/2012 | Activity: monitor Rig Name: Days :35

Daily Report Summary SITP- 2# SICP- 275# Well open
Crews travel
MIdiesel, MIfire watch crew, PU wash assembly. Fill coil w/ 16 bbis of 10.4ppg water. Test tools for
operations.
Hold safety meeting and discuss thejob. Test the string & connections to 8000#, Prep to RiH.
RlH w/ washout assembly as follows: fabricated 1.875" mill w/ 6 3/32" holes (0.50'L ),Xover (0.29'L), 1
11/16" motor (10.41' L),
1 11/16" Circulating sub ( 1.14' L ), i 11/16" H Oisconnect ( 1.58" L ), i 11/16" Drillingjars ( 4.84' L ), 1

11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
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11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
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SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
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BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.
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MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ) 6/25/2012 | Activity: monitor Rig Name: Days :35

Daily Report Summary SITP- 2# SICP- 275# Well open
Crews travel
MIdiesel, MIfire watch crew, PU wash assembly. Fill coil w/ 16 bbis of 10.4ppg water. Test tools for
operations.
Hold safety meeting and discuss thejob. Test the string & connections to 8000#, Prep to RiH.
RlH w/ washout assembly as follows: fabricated 1.875" mill w/ 6 3/32" holes (0.50'L ),Xover (0.29'L), 1
11/16" motor (10.41' L),
1 11/16" Circulating sub ( 1.14' L ), i 11/16" H Oisconnect ( 1.58" L ), i 11/16" Drillingjars ( 4.84' L ), 1

11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ) 6/25/2012 | Activity: monitor Rig Name: Days :35

Daily Report Summary SITP- 2# SICP- 275# Well open
Crews travel
MIdiesel, MIfire watch crew, PU wash assembly. Fill coil w/ 16 bbis of 10.4ppg water. Test tools for
operations.
Hold safety meeting and discuss thejob. Test the string & connections to 8000#, Prep to RiH.
RlH w/ washout assembly as follows: fabricated 1.875" mill w/ 6 3/32" holes (0.50'L ),Xover (0.29'L), 1
11/16" motor (10.41' L),
1 11/16" Circulating sub ( 1.14' L ), i 11/16" H Oisconnect ( 1.58" L ), i 11/16" Drillingjars ( 4.84' L ), 1

11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ) 6/25/2012 | Activity: monitor Rig Name: Days :35

Daily Report Summary SITP- 2# SICP- 275# Well open
Crews travel
MIdiesel, MIfire watch crew, PU wash assembly. Fill coil w/ 16 bbis of 10.4ppg water. Test tools for
operations.
Hold safety meeting and discuss thejob. Test the string & connections to 8000#, Prep to RiH.
RlH w/ washout assembly as follows: fabricated 1.875" mill w/ 6 3/32" holes (0.50'L ),Xover (0.29'L), 1
11/16" motor (10.41' L),
1 11/16" Circulating sub ( 1.14' L ), i 11/16" H Oisconnect ( 1.58" L ), i 11/16" Drillingjars ( 4.84' L ), 1

11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ) 6/25/2012 | Activity: monitor Rig Name: Days :35

Daily Report Summary SITP- 2# SICP- 275# Well open
Crews travel
MIdiesel, MIfire watch crew, PU wash assembly. Fill coil w/ 16 bbis of 10.4ppg water. Test tools for
operations.
Hold safety meeting and discuss thejob. Test the string & connections to 8000#, Prep to RiH.
RlH w/ washout assembly as follows: fabricated 1.875" mill w/ 6 3/32" holes (0.50'L ),Xover (0.29'L), 1
11/16" motor (10.41' L),
1 11/16" Circulating sub ( 1.14' L ), i 11/16" H Oisconnect ( 1.58" L ), i 11/16" Drillingjars ( 4.84' L ), 1

11/16" Dual flapper valve ( 1.02' L ),
1.5" Coil tbg connector (0.83'L ) on 1.50"XH coil. BHA fength 20.61'. RIH, work throughstage tool, RIH
to 7996'. POOH to just above the
ball seat, displace the water with 16 bbls of dieset
RIH and wash. Rate- 0.50bpm @E Rate @16ft/min, Pump Press- 2900#, Choke- 48/64". Check wt @
8425'. Cont RíH wash job. Tight spot @8740', worked
through area. Increased rate to 0.59bpm @E Rate @ 17ft/min @ 3250'. Check wt @8750' @ 19,800lbs.
Washing through a tight spot starting @8725'
Wt check @8900'@20,100lbs. Washing @ E rate 6ft/min @0.59bpm, PP- 2750#, Returns- 0.62bpm.
9048' wt check 26,500]bs ( sticky ),used 2900 gals @9050'
MD@9148', E rate 6ft/min @0.59bm, PP-2850#, Returns: 0.68bpm heavy fluids,mud. Pumped 3200 gals
of 5000 gals of diesel on location.
Turn around and ROOHusing the remaining 1800 gals to wash out to the shoe. The retums are red
heavy fluids, similar to the invert mud.
Exit Rates: E rate@ 18ft/min@ 0.59bpm, PP- 2475#, Return Press- 32#, Choke- 48/64", Returns: 0.64
bpm, mud, water, dieset Fluid wt@8.4ppg.
Pulled tight@8037, 46' fromshoe, We never pulled into it much, we only pulled to 23,000]bs. We don't
want to pull into it and pack it off any tighter. Set down
string wt + -3500Ibs. Change up the pump rate while tryingto free up the coil, there are no reutros to the
surface. Pressure at the pump up to4700#.
The fluid seems to be going in the zone. SD pumps, trytowork coit free by pushing on the coil. Unable to
gain any hole fromwhere the coil was
originaly stuck. Leave wt on the coil and secure the coil to leave overnight. The flowtesters willcheck the
coilovernight. SI well and monitor.
SITP- 1050# SICP- 340# Tbg opened on a 20/64", open to a 36/64" as the flow pressure dropped.
Water Pumped- 30 bis, Diesel Pumped- 5000 gals.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 17 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 560# SICP- 350# Tbg opened on a 14/64" choke, open to a 36/64" choke as the flow pressure
dropped.
FTP- 0# SICP- 350# Choke= 36/64" no flow, flowed 11 bbis of mud and diesel over the last hr. SI well
for BU.
SITP- 415# SICP- 350# Opened well@0600hrs on a 32/64" choke.
Daily Data: Hrs- 13 hrs Fluids: Oil- 0 bbis Water- 22 bbis Water Pumped- 30 bbis, Diesel Pumped- 5000
gals, Rec Water- 16 bbis Oli cut Mud- 55 bbis Gas- None
Total Data: Days- 16 Hrs- 171 hrs Fluids- Oil- 0/bbis Water- 353 bbis Mud-689.22 bbls Gas- None
BWTR- 1777 bbis BWR- 1716 bbis BWLTR- 61 bbis
On Location: MCVi, BJ Coll, Premium, Fire watch crew, Western,
EOC People-20

Daily Report Detail: Arrived at 06:00, well was open througha 48/64" choke. Tubing pressure was 0 psi. Continue
monitoring well. Nothing further to report. Arrived at 18:00 well was flowing through a 48/64"choke to the
flowback
tank. Continue taking hourly reading's. Nothingfurther to report.

Choke size: 48/64"
Casing psi: 275
Tubing psi: 1
24 hour BBLS water: 0
Total BBLS water Accumulated: 2621.62
24 hour Bbis. oil: 0
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36
Daily Report Summary

Daily Report Detail: SITP- 415# SICP- 350# Well open
Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St : GRAND, UT Phone;
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

fotal Bbis. oil accumulated: 0
24 MCF: 0
fotal MCF accumulated: 1

Tank levels:
Water tank:
1'3"

Oli tank 1: O'0"
Oil tank2:
Oil tank 3:
Oil tank4:

Date : 6/26/2012 Activity: Other Rig Name: Days :36

Daily Report Summary
Daily Report Detail: SITP- 415# SICP- 350# Well open

Crews travel, Open well on a 48/64" choke, flowing.
MIdiesel, MIfire watch crew, check coil for movement. Coil moved down 10' overnight, move another 10'
to be sure it's free. Coil
free and moving,move the toolsup hole to above the packer @ 6730'. Pump and insure that the down
hole toolsare working properly, good mill movement.
Hold safety meeting & discuss the job. Prep to wash out the 4 1/2" liner.
Begin washing liner to 7695', this is @450 in the we!I. Pumping: 10.4ppg water @ 0.50bpm, N2@ 300scf,
move coil down @ 15ft/min.
Stop @7695', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coilup @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in light, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for 5 mins.
Pumped 51 bbis, Rec- 56 bbis
Begin washing liner the 2nd time to 7960', thisis @750 in the well. Pumplng: 10.4ppg water @0.50bpm,
N2@ 300scf, move coil down @15ft/min.
Stop @ 7960', wash liner back w/ 10.4ppg water @0.50bpm, N2@ 300scf, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH@ 6730'. Jet for
10 mins. Pumped 56 bbis Rec- 51 bbis
Begin washing liner the 3rd timeto 7975', this is to the ball seat. Pumping: 10.4ppg water @0.50bpm,
N2@ 300sof, move coil down @15ft/min.
Stop @7975', wash linerback w/ 10.4ppg water @0.50bpm, N2@ 300sof, move coil up @10ft/min.
Returning: water, oil, mud, N2, solids.
The solids are coming in very heavy, the solids are a granular. Black & red. Stop ROOH @6730'. Jet for
10 mins. Pumped 55 bbis Rec- 56 bbls
Cont to ROOH,jetting w/ N2 &water the hole way. Returns: water, mud, oil, N2
Tools are on the surface. Inspection of the motor indicates that it was damage by the N2 &diesel and
needed to be changed out.
SITP- 70# SICP- 420# Open tbg on a 48/64" choke, try to flow we!I.
FTP- 0# SICP- 400# No flow,Si (bg fro BU. Flowed no fluids in the last hr.
SITP- 55# SICP- 400# SI for BU.

Comments:
Pumped: Water- 217 bbis, N2- 12,000scf. Recovered: water & mud- 219 bbis Solids: granular ( Black &
Red ).

Daily Data: Hrs- 4 hrs Fluids:Oil-0 bbis Water- 219 bbis Water Pumped- 217 bbls, Diesel Pumped- 0
gals. Rec Water- 2 bbis Oil cut Mud- 2 bbis Gas- None
Total Data: Days- 17 Hrs- 175 hrs Fluids- Oil- Olbbis Water- 355 bbls Mud- 691.22 bbis Gas- None
BWTR-1994 bbis BWR- 1935 bbis BWLTR- 59 bbis
On Location: MCVI,BJ Coll, Premium, Fire watch crew, Western,
EOC People-16
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/27/2012 Ac0vity: OthÑ Rig Name' DR:Í37
Daily Report Summary :

Daily Report Detail: SITP- 55# SICP- 400# Well open
Crews travel, Open wellon a 48/64" choke, flowing.
Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
mill ( 0.57' L ),1 11/16" Xover ( 0.26' L ),
1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
EOC People-16
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/27/2012 Ac0vity: OthÑ Rig Name' DR:Í37
Daily Report Summary :

Daily Report Detail: SITP- 55# SICP- 400# Well open
Crews travel, Open wellon a 48/64" choke, flowing.
Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
mill ( 0.57' L ),1 11/16" Xover ( 0.26' L ),
1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
EOC People-16

Page 36 of 38 Powered by Production Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/27/2012 Ac0vity: OthÑ Rig Name' DR:Í37
Daily Report Summary :

Daily Report Detail: SITP- 55# SICP- 400# Well open
Crews travel, Open wellon a 48/64" choke, flowing.
Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
mill ( 0.57' L ),1 11/16" Xover ( 0.26' L ),
1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
EOC People-16
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Crews travel, Open wellon a 48/64" choke, flowing.
Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
mill ( 0.57' L ),1 11/16" Xover ( 0.26' L ),
1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
EOC People-16
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Daily Report Summary :

Daily Report Detail: SITP- 55# SICP- 400# Well open
Crews travel, Open wellon a 48/64" choke, flowing.
Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
mill ( 0.57' L ),1 11/16" Xover ( 0.26' L ),
1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
EOC People-16

Page 36 of 38 Powered by Production Access 7/26/2012 07:30

Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 6/27/2012 Ac0vity: OthÑ Rig Name' DR:Í37
Daily Report Summary :

Daily Report Detail: SITP- 55# SICP- 400# Well open
Crews travel, Open wellon a 48/64" choke, flowing.
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1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
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Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
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Mifirewatch crew, Hold safety meeting. PU 1 11/16" tools wl 1 7/8" milL PU & run tools as follows:1 7/8"
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1 11/16" motor (9,8'L ), 1 11/16" ported sub, 4 1/8" holes 3600 (0.71'L ),1 11/16" circ sub wl rupture
disc (0.94'L ), 1 11/16" hydraulic disconnect ( 1.35'L )
1 11/16" drilling jars (4.36' L ), 1 11/16" dual check valve (0.93L ), 1.5" coil connector (0.iT L ).Test
motor, test equip to 8000#.
RIH w/ new 1 11/16" assembly. Stop @7975'. Eased through the stage tool. Pump a few bbis water
periodicallyto keep motor tuming.
Stop @ 7695', Hold safety meeting and discuss the job pumping diesel.
Fill coil with 16 bbis of diesel, prep to was into open hole.
Begin toworkdown hole from 7695', ist obstruction @7986', worked mill to 7989'. 2nd obstruction @
7989', tryingto work throughthis
obstruction. Loosing 1/3 of the returns, pumping diesel. Seeing some solids in the returns. The well is not
helping at all withthe returns.
Workdown to 7990'. Pumping diesel @ 1.25bpm, returns @ .75bpm, pump pressure @3900#. The end
of the liner is @7992'.
Concerns over the amount of diesel used by this timeand not being out of the liner. Used 75 bbls of
diesel. Switch to water w/ Clayfix & FR.
Pumping water @1.25bpm, returns @ .70bpm. Returns have some solids in them ( black shale &
hematite ).Working mill down from 7991'
Mill@7996', still milling on obstruction, foosing fluids. Unable to move out into the hole easily. Worried
that the mill could be milling the
side of the hole, milling a new hole in the wall, Returns are not showing solids, the solids maybe dropping
out.
Milling@8002', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
Milling@ 8003', Worked the mill up & down, in & out of the liner to reposition. The returns diminish when
the millworks past 7992' ( end of shoe ).
ROOHw/ 1.875" mill &1 11/16" tools. Slow pump rate to .25bpm. Run solids samples to DR, analyze
samples.
OOHw/ tools, tools look good. RD from tree. Leave tbg Si for BU. Monitor pressures overnight.
SITP- 8# SICP- 425# Well SI
Comments:
Pumped: Water-165bbis, Diesel-75 bbis. Rec: water- 125 bbis ( Loss- 40 bbis), Diesel- 46bbis (Loss-
29bbis), Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs- 2 hrs Fluids Rec: Oil- 0 bbis, Water- 125 bbis, Diesel- 46bbls, Water Pumped- 175
bbls, Diesel Pumped- 75 bbis
Total Data: Days- 18 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud-691.22 bbls Gas- None
BWTR- 2159 bbls BWR- 2060 bbls BWLTR- 99 bbis
On Location: MCVI,BJ Coll, Premium, Firewatch crew, Western,
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : ( 6/28/2012 | Activity: |Other Rig Name: Days :38
Daily Report Summary :

Daily Report Detail: SITP- 8# SICP- 425# Wellopen
Crews travel
Holdsafety meeting discuss job.
NU to wellhead. Evacuate thewater from the coil w/ N2. RD & release the coilunit.
Leave the coil on location, theywill leave out in the morning.
BD csg to 0# on a 48/64" choke. Csg BO immediately, returned 1 /4 bbis. Leave open for 2 hrs., no flow.
SI
Gather all the oil from the workingtankson location, put the oil in the#1 prod tank. Transferred 250 bbis.
Pull a load of mud from the flowback tank & haul to the disposal.
Monitor pressures over night.
SITP- 114# SICP- 60#
Comments:
Pumped: Water- 0 bbls, Diesel- 0 bbis. Rec: water- 14 bbis ( Loss- 0 bbis), Diesel- Obbis (Loss-Obbis),
Solids: granular ( Black & Red ).
Solids; black shale (granular),hematite, barite.
Daily Data: Hrs Flowed- 0 hrs Fluids Rec: Oil-0 bbis, Water- 14 bbis, Diesel- Obbis, Water Pumped- 0
bbls, Diesel Pumped- 0 bbls
Total Data: Days- 19 Hrs- 177 hrs Fluids- Oil- 0/bbis Water- 520 bbls Mud- 691.22 bbis Gas- None
BWTR-2159 bbis BWR- 2074 bbis BWLTR- 85 bbls
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Western,
EOC People-16

Date : 6/30/2012 Activity: Other Rig Name: Days : 40
Daily Report Summary :

Crew Travel
SITP- 164# SICP- 110# WellSi
Clean up around location.
The trucks needed to clean the tanks were unable to show up. Suspend the tankclean up tilllater on.
They don't need to be cleaned at thistime.
SITP- 163# SICP- 130# Release the flowtesters tillfurther notice.
SITP- 165# SICP- 135# Well S1 Operations are SD tillfurther notice, WOO.
Comments:
Pumped: Water- 0 bbls, Diesel- 0 bbis. Rec: water- 0 bbis ( Loss- 0 bbis), Diesel- Obbis (Loss-Obbls),
Solids: granular ( Black &Red ).
Solids: black shale (granular),hematite, barite.
Daily Data: Hrs Flowed- 0 hrs Fluids Rec: Oil- 0 bbis, Water- 0 bbls, Diesel- Obbis, Water Pumped- 0
bbis, Diesel Pumped- 0 bbis
Total Data: Days- 19 Hrs- 177 hrs Fluids- Oil- Olbbis Water- 520 bbis Mud- 691.22 bbls Gas- None
BWTR- 2159 bbis BWR-2074 bbis BWLTR- 85 bbis
On Location: MCVI, EOC People-3

Daily Report Detail: Here are the reports for theCane Creek 24-1R for 6/30/2012.¯¯
Thank You, Paul Nicholas
Summary: The server was not responding earlier today.
0600hrs: SITP- 164# SiCP- 110#
Cleaned up around the well. Released the flowtesters. Monitor pressures.
Suspend the operations, WOO.
1800hrs: SITP- 165# SICP- 135#
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BD csg to 0# on a 48/64" choke. Csg BO immediately, returned 1 /4 bbis. Leave open for 2 hrs., no flow.
SI
Gather all the oil from the workingtankson location, put the oil in the#1 prod tank. Transferred 250 bbis.
Pull a load of mud from the flowback tank & haul to the disposal.
Monitor pressures over night.
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Comments:
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BWTR-2159 bbis BWR- 2074 bbis BWLTR- 85 bbls
On Location: MCVI, BJ Coil, Premium, Fire watch crew, Western,
EOC People-16

Date : 6/30/2012 Activity: Other Rig Name: Days : 40
Daily Report Summary :

Crew Travel
SITP- 164# SICP- 110# WellSi
Clean up around location.
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RECEIVED: Jul. 26, 2012

Sundry Number: 28096 API Well Number: 43019314470000Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected| Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINIO HoteDiam TD

6/16/2007 40 2 1. Conductor 20 24 40
7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635

Stage: 1, Tail, 0, 806, Surface, Class G, 1.16, 15.8
7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472

Stage: 1, Lead, 0, 350, lite Prem1um, Class G, 2.41, 12
Stage: 1, Talf, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
IStage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O
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Stage: 1, Talf, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
IStage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O
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Sundry Number: 28096 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor:

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected| Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Casinç
Dateln Setting Depth Jts Run Type Size Weight Grade MINIO HoteDiam TD

6/16/2007 40 2 1. Conductor 20 24 40
7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635

Stage: 1, Tail, 0, 806, Surface, Class G, 1.16, 15.8
7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472

Stage: 1, Lead, 0, 350, lite Prem1um, Class G, 2.41, 12
Stage: 1, Talf, 0, 850, Premiun G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
IStage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O

Page 38 of 38 Powered by Producilon Access 7/26/2012 07:30



RECEIVED: Aug. 08, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /30 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and
azimuth of 332.56. Please see attached End of Well Directional Survey

along with the current well bore diagram. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 8 /8 /2012

August 08, 2012

Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,

Sundry Number: 28688 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity drilled to TVD 7716', MD 9659', Inclination of 91.19, and Accepted by the
azimuth of 332.56. Please see attached End of Well Directional Survey Utah Division of

along with the current well bore diagram. Oil, Gas and Mining

FOR RECORD ONLY
August 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/8/2012

RECEIVED: Aug. 08,
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(nWELL NAME: Cane Creek24.1 Reentry SECTION,TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 1326S 19E
FIELD: Care Creek Surfaco: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NADS3): 38°32"33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACE LONG (NADB3): -109°46'53.12" (xxx)
EXpl¢rallon &ProductionCompany AFENUMBER: 120017 KB: 6078

M MDURoscur¢csGroupcompvy
SPUD DATE: 04/24/2012 GL; 6050 (finished grade)

REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipo SIze Grade Weight C0nn OR ID Drift Burst Collapso TOC Top Btto
Inchos ppf Inches inchos ¡nghgg palat1001. palat100% foot foot foot

Conduatár 20 52-78 Surface 0 80
Surf Csq 13 3/8* H40 48 0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8 835 8.679 5,780 > 3.090 Surface 0 4.472
ProdCsq 7 FICP110 26.0 LTC 7.000 8.276 6.151 e,960 >6.230 3,240 0 3.512 Lateral #2 mProd Csp 7 HCP 110 29.0 LTC 7-000 6.184 6.059 11.220 > 11,220 3,240 3512 7,300

Llner 4 1/2" P 110 15.1 Vam SFC | 4.500 3.826 3.701 14.420 14,240 6,798 6798 7,967

Curront Status: Original latera plugged bejaw cementretalner.Well reentered to drit1lateral #2.
Notos: 1) The VAM SFC liner has tho following connectiondimensions: 4.646" OD; 3.765" to.

Production Tubing:
2 7/8" L-10 onoff connector
6'x27/8",6.5ppfPup
2 7/8" ported chemicalinjection sub
6' x 2 7/8", 6.5 ppf Pup
X profile 2.313" seal bore

- Surface Casing: 2 7/8" 6.5 ppf L-80 EUE ORDto surface
133/8" 48.0 ppf. H 40 @635' Production Packer
Cement to surface 2 7/8"X P Baker Homet rethevable at 6735'

Packer TallAssembly
4'x27/8",6.5ppfPup

Intermedlate Casing: BXNproftle 2.313*seal bore &2.205" NO-GO
9 S/8"40.0 ppf. HPL 80 @4,472·

4'x 2 7/8", 6,6 ppf Pup
TOC3580

, Topped offw/1" Magnum dual disk pressure Isolation sub, 15K
Wireline re-enttygulde

Production Cas\ng:
7 26.0 ppf, HCP 110 surface -3512 Perforations
? 29,0 ppf. HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Stm (TVD) Net Int (MD) Size SPF Phase Holes Status
TOC: ntermittentgood bond 4360" to 6920•, a. | 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open

Uppemiost good bond intervat 3240'-3516'
o

65 ppf, P-110 VAMSFC 6798' - 796T MD

Note: VAMSFC liner has specialconnectJon dimenslons per noteabove.

Shoo: TD:
796T (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716° (TVD)

rgina] Iateral (Not Shown) plugged below emtretalner.
Lateral Length, ft (MD): LOS2
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RECEIVED: Aug. 08, 2012

Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000

FÍDEL'ITY
Exploration&Productioncompany A Schlumberger Company

AnMOUResourcesGroupcompany GE: 6051'/ KB: 23'

WELLBORE TARGET DETAILS (MAP CO-ORD1NATES)

Name TVD +NI-S +El-W Northing Easting Shape
Land STO1 7622.0 626.2 -290,0 77794.92 2493698 15 Polnt
PBHL ST01 7622.0 3795.3 -2310.1 80924.44 2491617 25 Polnt

WELL DETAILS: Cane Creek Unit #24-1
4060-

Ground Level: 6051.0
Northing Easting Latittude Longitude

77174.44 2494000.18 38° 31' 55.610 N 109° 46' 24.050 W - -- - -
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SECTION DETAILS

MD Inc Azi TVD +N/-S +El-W D1egTFace VSect Target
6852.0 2.4836.44 6845,3 167.0 2.2 0.00 0.00 141.5
6900.0 2.4830.00 6893.3 168.9 1.3 0.58-93.22 143.6
6910.0 5.4830.00 6903.3 169.5 1.0 30.00 0.00 144.3
6972.8 13.01327.49 6965.2 178.0 -4.3 12.00 -4.31 154.3
7287.2 13.01327.49 7252.0 233.9 -39.9 0.00 0.00 220.8 Plan: Design #3 (Cane Creek Unit #24-1]STOl}
7908.8 90.0Œ27.497622.0 626.2 -290.0 12.00 0.00 685.7

11666.9 90.0U27.497622.0 3795.3-2310.1 0.00 0.004443.1PBHL STO1 createdBy: IIreckEnoch Date:
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Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000

FI ITY
SuathynRnedper

ASchlumbergerCompany

Company: Fidelity Exploration & Production Co. i.ocal Coãordinate Refe ence: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec 24 T26S R19E MDReference: WELL@6074.0usft (Original Well Elev}
Well; Cane Creek Unit#24-1 rth RefÑnu True

Wellbore: STO1 Survey.Calculat n Method MinimumCurvature

Deslgn: STol Database; EDM 5000.1 Single User Db

Project Grand County, UT

Map System US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Sec24 T26S R19E

Site Positlon Northing: 77,174.44 usft Lathude: 38° 31' 55.610 N
From: Lat/Long Easting: 2.494,000.18 usft Longitude: 109' 46' 24.050 W
Posillon Uncertainty 0.0 usft Slot Radius: 13-3116 " Grid Convergence: 1.11 *

Well Cane Creek Unit #24-1

Well Position +NI.S 0.0 usft Northing: 77,174.44 usft Latitude: 38° 31' 55.610 N
+El-W 0.0 usft Easting: 2,494,000.18 usft Long1tude: 109 46'24.050 W

Positlon Uncertalnty 0.0 usft Wellhead Elevation: usft Ground Levet: 6,051.0 usft

Wellbore STO1

M notics Model thme Sample Date Decilnadon DI ngle Field SÑength
(*) (*) (nT)

IGRF2010 04/12/12 10.87 64.58 51,390

Design ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usit) (usft) (usft) {)

0.0 0.0 0.0 328.67

Survey Program Date 05/11/12

From To
(usft) (usit} Survey (Wellbore) Tool Name Description

500.0 9,659,0 Survey #2 (STOT) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI.S +El-W Section Rate Rate Rate
(usft) (6) (*) (usft} (usít) (usit) (usft) (*I100usft) (°l100usft) (°1100usit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500,0 0,69 329.22 500.0 2.6 -1.5 3.0 0.14 0.14 0.00

1,000.0 0.27 353.54 1,000.0 6.3 -3 2 7.1 0.09 -0.08 4.86
1,500.0 0.27 305.79 1,500.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000.0 0,44 326.21 2,000,0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12,0 -0.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2.999.9 11,7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0,33 280,04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12 2 -12.5 16.9 0.18 0.12 35.68

05/11/12 12:21:OOPM Page 2 COMPASS 6000.1
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Sundry Number: 28688 API Well Number: 43019314470000
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ASchlumbergerCompany

Company: Fidelity Exploration & Production Co. i.ocal Coãordinate Refe ence: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec 24 T26S R19E MDReference: WELL@6074.0usft (Original Well Elev}
Well; Cane Creek Unit#24-1 rth RefÑnu True

Wellbore: STO1 Survey.Calculat n Method MinimumCurvature

Deslgn: STol Database; EDM 5000.1 Single User Db

Project Grand County, UT

Map System US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Sec24 T26S R19E

Site Positlon Northing: 77,174.44 usft Lathude: 38° 31' 55.610 N
From: Lat/Long Easting: 2.494,000.18 usft Longitude: 109' 46' 24.050 W
Posillon Uncertainty 0.0 usft Slot Radius: 13-3116 " Grid Convergence: 1.11 *

Well Cane Creek Unit #24-1

Well Position +NI.S 0.0 usft Northing: 77,174.44 usft Latitude: 38° 31' 55.610 N
+El-W 0.0 usft Easting: 2,494,000.18 usft Long1tude: 109 46'24.050 W

Positlon Uncertalnty 0.0 usft Wellhead Elevation: usft Ground Levet: 6,051.0 usft

Wellbore STO1

M notics Model thme Sample Date Decilnadon DI ngle Field SÑength
(*) (*) (nT)

IGRF2010 04/12/12 10.87 64.58 51,390

Design ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usit) (usft) (usft) {)

0.0 0.0 0.0 328.67

Survey Program Date 05/11/12

From To
(usft) (usit} Survey (Wellbore) Tool Name Description

500.0 9,659,0 Survey #2 (STOT) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI.S +El-W Section Rate Rate Rate
(usft) (6) (*) (usft} (usít) (usit) (usft) (*I100usft) (°l100usft) (°1100usit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500,0 0,69 329.22 500.0 2.6 -1.5 3.0 0.14 0.14 0.00

1,000.0 0.27 353.54 1,000.0 6.3 -3 2 7.1 0.09 -0.08 4.86
1,500.0 0.27 305.79 1,500.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000.0 0,44 326.21 2,000,0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12,0 -0.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2.999.9 11,7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0,33 280,04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12 2 -12.5 16.9 0.18 0.12 35.68
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Sundry Number: 28688 API Well Number: 43019314470000
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Company: Fidelity Exploration & Production Co. i.ocal Coãordinate Refe ence: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec 24 T26S R19E MDReference: WELL@6074.0usft (Original Well Elev}
Well; Cane Creek Unit#24-1 rth RefÑnu True

Wellbore: STO1 Survey.Calculat n Method MinimumCurvature

Deslgn: STol Database; EDM 5000.1 Single User Db

Project Grand County, UT

Map System US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Sec24 T26S R19E

Site Positlon Northing: 77,174.44 usft Lathude: 38° 31' 55.610 N
From: Lat/Long Easting: 2.494,000.18 usft Longitude: 109' 46' 24.050 W
Posillon Uncertainty 0.0 usft Slot Radius: 13-3116 " Grid Convergence: 1.11 *

Well Cane Creek Unit #24-1

Well Position +NI.S 0.0 usft Northing: 77,174.44 usft Latitude: 38° 31' 55.610 N
+El-W 0.0 usft Easting: 2,494,000.18 usft Long1tude: 109 46'24.050 W

Positlon Uncertalnty 0.0 usft Wellhead Elevation: usft Ground Levet: 6,051.0 usft

Wellbore STO1

M notics Model thme Sample Date Decilnadon DI ngle Field SÑength
(*) (*) (nT)

IGRF2010 04/12/12 10.87 64.58 51,390

Design ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usit) (usft) (usft) {)

0.0 0.0 0.0 328.67

Survey Program Date 05/11/12

From To
(usft) (usit} Survey (Wellbore) Tool Name Description

500.0 9,659,0 Survey #2 (STOT) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI.S +El-W Section Rate Rate Rate
(usft) (6) (*) (usft} (usít) (usit) (usft) (*I100usft) (°l100usft) (°1100usit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500,0 0,69 329.22 500.0 2.6 -1.5 3.0 0.14 0.14 0.00

1,000.0 0.27 353.54 1,000.0 6.3 -3 2 7.1 0.09 -0.08 4.86
1,500.0 0.27 305.79 1,500.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000.0 0,44 326.21 2,000,0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12,0 -0.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2.999.9 11,7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0,33 280,04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12 2 -12.5 16.9 0.18 0.12 35.68
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Sundry Number: 28688 API Well Number: 43019314470000
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Company: Fidelity Exploration & Production Co. i.ocal Coãordinate Refe ence: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec 24 T26S R19E MDReference: WELL@6074.0usft (Original Well Elev}
Well; Cane Creek Unit#24-1 rth RefÑnu True

Wellbore: STO1 Survey.Calculat n Method MinimumCurvature

Deslgn: STol Database; EDM 5000.1 Single User Db

Project Grand County, UT

Map System US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Sec24 T26S R19E

Site Positlon Northing: 77,174.44 usft Lathude: 38° 31' 55.610 N
From: Lat/Long Easting: 2.494,000.18 usft Longitude: 109' 46' 24.050 W
Posillon Uncertainty 0.0 usft Slot Radius: 13-3116 " Grid Convergence: 1.11 *

Well Cane Creek Unit #24-1

Well Position +NI.S 0.0 usft Northing: 77,174.44 usft Latitude: 38° 31' 55.610 N
+El-W 0.0 usft Easting: 2,494,000.18 usft Long1tude: 109 46'24.050 W

Positlon Uncertalnty 0.0 usft Wellhead Elevation: usft Ground Levet: 6,051.0 usft

Wellbore STO1

M notics Model thme Sample Date Decilnadon DI ngle Field SÑength
(*) (*) (nT)

IGRF2010 04/12/12 10.87 64.58 51,390

Design ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usit) (usft) (usft) {)

0.0 0.0 0.0 328.67

Survey Program Date 05/11/12

From To
(usft) (usit} Survey (Wellbore) Tool Name Description

500.0 9,659,0 Survey #2 (STOT) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI.S +El-W Section Rate Rate Rate
(usft) (6) (*) (usft} (usít) (usit) (usft) (*I100usft) (°l100usft) (°1100usit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500,0 0,69 329.22 500.0 2.6 -1.5 3.0 0.14 0.14 0.00

1,000.0 0.27 353.54 1,000.0 6.3 -3 2 7.1 0.09 -0.08 4.86
1,500.0 0.27 305.79 1,500.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000.0 0,44 326.21 2,000,0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12,0 -0.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2.999.9 11,7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0,33 280,04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12 2 -12.5 16.9 0.18 0.12 35.68
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Sundry Number: 28688 API Well Number: 43019314470000
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Company: Fidelity Exploration & Production Co. i.ocal Coãordinate Refe ence: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec 24 T26S R19E MDReference: WELL@6074.0usft (Original Well Elev}
Well; Cane Creek Unit#24-1 rth RefÑnu True

Wellbore: STO1 Survey.Calculat n Method MinimumCurvature

Deslgn: STol Database; EDM 5000.1 Single User Db

Project Grand County, UT

Map System US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Sec24 T26S R19E

Site Positlon Northing: 77,174.44 usft Lathude: 38° 31' 55.610 N
From: Lat/Long Easting: 2.494,000.18 usft Longitude: 109' 46' 24.050 W
Posillon Uncertainty 0.0 usft Slot Radius: 13-3116 " Grid Convergence: 1.11 *

Well Cane Creek Unit #24-1

Well Position +NI.S 0.0 usft Northing: 77,174.44 usft Latitude: 38° 31' 55.610 N
+El-W 0.0 usft Easting: 2,494,000.18 usft Long1tude: 109 46'24.050 W

Positlon Uncertalnty 0.0 usft Wellhead Elevation: usft Ground Levet: 6,051.0 usft

Wellbore STO1

M notics Model thme Sample Date Decilnadon DI ngle Field SÑength
(*) (*) (nT)

IGRF2010 04/12/12 10.87 64.58 51,390

Design ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usit) (usft) (usft) {)

0.0 0.0 0.0 328.67

Survey Program Date 05/11/12

From To
(usft) (usit} Survey (Wellbore) Tool Name Description

500.0 9,659,0 Survey #2 (STOT) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI.S +El-W Section Rate Rate Rate
(usft) (6) (*) (usft} (usít) (usit) (usft) (*I100usft) (°l100usft) (°1100usit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500,0 0,69 329.22 500.0 2.6 -1.5 3.0 0.14 0.14 0.00

1,000.0 0.27 353.54 1,000.0 6.3 -3 2 7.1 0.09 -0.08 4.86
1,500.0 0.27 305.79 1,500.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000.0 0,44 326.21 2,000,0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12,0 -0.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2.999.9 11,7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0,33 280,04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12 2 -12.5 16.9 0.18 0.12 35.68
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RECEIVED: Aug. 08, 2012

Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000

FI ITY s
rvehy edpe

" ASchlumbergerCompany

Company Fidelity Exploration & Production Co 1-ocal Co·ordinate Reference: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec24 T26S RieE MDReference: WELL@6074,0ustt (Original Well Elev)
Well; Cane Creek Unit #24-1 North Reference: True

Wellbore: STot surveyCalculation Method: MinimumCurvature

Design: STol Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +EI.W Section Rate Rate Rate
(usft) (*) (•) (ustt) (ustt) (usit) (usít) ("l100usft) ('I100usft) (*Ii00usft)

5,000.0 1,28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0.10 15.65
5,500.0 6.26 13.57 5,498.6 60.0 -10.8 48,3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99,3 -3.1 86.4 0.29 -0.20 .2.06

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71

6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0.92

6,300.0 5.02 6.66 6,295.0 125.3 0.2 106.9 0.13 0,02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6.500.0 4,77 5.83 6,494.2 143.0 2.1 121.0 0.53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2,8 127.6 0.17 -0.13 -1,39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.76 -0,67 -4.63

0,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5.86

6,852.0 2.48 336.44 6,845.3 167.0 2 2 141.6 1.85 -0.94 -33.67

Tle Into Gyrodata Wirellne Survey @8852*MD

6,890.0 2.48 336.44 6,883.3 168.5 1.6 143.1 0.00 0.00 0.00
Interpolated Survey at Top of Casing Window@ 6890' MD

6,993.0 19.52 322.20 6,984.0 104.3 -9.9 162.6 16.63 16,54 -13.63

7,024.0 19.87 322.33 7,013.2 192.6 -16.3 173.0 1.14 1,13 0.42

7,055.0 20.14 322.70 7.042.4 201.0 -22.8 183.5 0.96 0.87 1.19
7,086.0 20.22 320.66 7,071.5 209.4 -29.4 194.1 2.06 0,26 -5.94

7,118.0 20.66 327.16 7,101.4 218.4 -35.9 205.2 7.01 1.38 19.69
7,149.0 20.75 328.68 7,130.4 227.7 -41.8 216.2 1.76 0.29 4.90
7,181.0 20.75 329.02 7,160.4 237.4 -47.6 227.5 0.38 0.00 1.06

7,212.0 20.75 329.39 7,189.4 246.8 -53,3 238.5 0.42 0.00 1.19
7,243.0 20.58 329.07 7,218.4 256.2 -58.9 249.5 0.66 -0.55 -1,03

7,274.0 21.46 328.60 7,247.3 265.7 -64.6 260.6 2.89 2.84 -1.62

7,305.0 27.08 32ô.34 7,275.5 276.5 -71,5 273.3 18.37 18.13 -7.29

7,337.0 32.10 326.71 7,303.4 289.6 -80.2 289.1 15.70 15,69 1.16

7,369.0 34.66 325.90 7,330.1 304.3 -90,0 300.7 8.09 7.97 -2.53

7,397.0 37.90 326.66 7,352.7 318.1 -99,1 323.2 11.72 11.61 2.71
7,428.0 41.24 327.59 7,376.6 334.6 -109.9 343.0 10.94 10.77 3,00
7,460.0 43.18 325.72 7,400.3 352.6 -12L7 364.5 7,22 6.06 -5.84

7,491.0 46.52 325.60 7,422.2 370.6 -134,0 386,3 10.78 10.77 -0.39

7,523.0 47.75 326.33 7,444.0 390.1 -147.1 409.7 4.19 3.84 2.28
7,554.0 48,36 325.62 7,464.7 409.2 -160.0 432,7 2,60 1.97 -2.29

7,585.0 49.95 326.59 7,485.0 428.7 -173.1 456.2 5.65 5.13 3.13
7,617.0 52.94 327.48 7,504.9 449.7 -186.7 481.2 9.59 9.34 2.78
7,648.0 57.07 326.64 7,522.7 471.0 -200.5 506.6 13.51 13.32 -2.71

7,679.0 61.29 326.34 7,538.6 493.2 -215.2 533.2 13.64 13.61 -0.97

7,711.0 64.64 325.59 7,553.2 516.8 -231.2 561.6 10.37 10.16 -2.34

7,742.0 68.06 325.60 7,565.6 540.2 -247.2 590.0 11.35 11.35 0.03
7,774.0 72.37 325.99 7,576.4 565.1 -264.1 620,0 13.52 13.47 1.22
7,805.0 75.18 326.38 7,585.1 589.8 -280.7 649.8 9.14 9.06 1.26

7,837,0 77,47 325.42 7,592.7 615.5 -298.1 660.8 7.73 7.16 -3.00

7,868.0 79.14 325.93 7,599.0 640.6 -315.2 711.1 5.62 5.39 1.65
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Sundry Number: 28688 API Well Number: 43019314470000

FI ITY s
rvehy edpe

" ASchlumbergerCompany

Company Fidelity Exploration & Production Co 1-ocal Co·ordinate Reference: Well Cane Creek Unit #24-1

Project: Grand County, UT TVDReference: WELL@6074,0usft (Original Well Elev)

Site: Sec24 T26S RieE MDReference: WELL@6074,0ustt (Original Well Elev)
Well; Cane Creek Unit #24-1 North Reference: True

Wellbore: STot surveyCalculation Method: MinimumCurvature

Design: STol Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +EI.W Section Rate Rate Rate
(usft) (*) (•) (ustt) (ustt) (usit) (usít) ("l100usft) ('I100usft) (*Ii00usft)

5,000.0 1,28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0.10 15.65
5,500.0 6.26 13.57 5,498.6 60.0 -10.8 48,3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99,3 -3.1 86.4 0.29 -0.20 .2.06

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71

6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0.92

6,300.0 5.02 6.66 6,295.0 125.3 0.2 106.9 0.13 0,02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6.500.0 4,77 5.83 6,494.2 143.0 2.1 121.0 0.53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2,8 127.6 0.17 -0.13 -1,39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.76 -0,67 -4.63

0,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5.86

6,852.0 2.48 336.44 6,845.3 167.0 2 2 141.6 1.85 -0.94 -33.67

Tle Into Gyrodata Wirellne Survey @8852*MD

6,890.0 2.48 336.44 6,883.3 168.5 1.6 143.1 0.00 0.00 0.00

Interpolated Survey at Top of Casing Window@ 6890' MD
6,993.0 19.52 322.20 6,984.0 104.3 -9.9 162.6 16.63 16,54 -13.63

7,024.0 19.87 322.33 7,013.2 192.6 -16.3 173.0 1.14 1,13 0.42

7,055.0 20.14 322.70 7.042.4 201.0 -22.8 183.5 0.96 0.87 1.19
7,086.0 20.22 320.66 7,071.5 209.4 -29.4 194.1 2.06 0,26 -5.94

7,118.0 20.66 327.16 7,101.4 218.4 -35.9 205.2 7.01 1.38 19.69
7,149.0 20.75 328.68 7,130.4 227.7 -41.8 216.2 1.76 0.29 4.90
7,181.0 20.75 329.02 7,160.4 237.4 -47.6 227.5 0.38 0.00 1.06

7,212.0 20.75 329.39 7,189.4 246.8 -53,3 238.5 0.42 0.00 1.19
7,243.0 20.58 329.07 7,218.4 256.2 -58.9 249.5 0.66 -0.55 -1,03

7,274.0 21.46 328.60 7,247.3 265.7 -64.6 260.6 2.89 2.84 -1.62

7,305.0 27.08 32ô.34 7,275.5 276.5 -71,5 273.3 18.37 18.13 -7.29

7,337.0 32.10 326.71 7,303.4 289.6 -80.2 289.1 15.70 15,69 1.16

7,369.0 34.66 325.90 7,330.1 304.3 -90,0 300.7 8.09 7.97 -2.53

7,397.0 37.90 326.66 7,352.7 318.1 -99,1 323.2 11.72 11.61 2.71
7,428.0 41.24 327.59 7,376.6 334.6 -109.9 343.0 10.94 10.77 3,00
7,460.0 43.18 325.72 7,400.3 352.6 -12L7 364.5 7,22 6.06 -5.84

7,491.0 46.52 325.60 7,422.2 370.6 -134,0 386,3 10.78 10.77 -0.39

7,523.0 47.75 326.33 7,444.0 390.1 -147.1 409.7 4.19 3.84 2.28
7,554.0 48,36 325.62 7,464.7 409.2 -160.0 432,7 2,60 1.97 -2.29

7,585.0 49.95 326.59 7,485.0 428.7 -173.1 456.2 5.65 5.13 3.13
7,617.0 52.94 327.48 7,504.9 449.7 -186.7 481.2 9.59 9.34 2.78
7,648.0 57.07 326.64 7,522.7 471.0 -200.5 506.6 13.51 13.32 -2.71
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7,742.0 68.06 325.60 7,565.6 540.2 -247.2 590.0 11.35 11.35 0.03
7,774.0 72.37 325.99 7,576.4 565.1 -264.1 620,0 13.52 13.47 1.22
7,805.0 75.18 326.38 7,585.1 589.8 -280.7 649.8 9.14 9.06 1.26

7,837,0 77,47 325.42 7,592.7 615.5 -298.1 660.8 7.73 7.16 -3.00

7,868.0 79.14 325.93 7,599.0 640.6 -315.2 711.1 5.62 5.39 1.65
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Well; Cane Creek Unit #24-1 North Reference: True

Wellbore: STot surveyCalculation Method: MinimumCurvature

Design: STol Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +EI.W Section Rate Rate Rate
(usft) (*) (•) (ustt) (ustt) (usit) (usít) ("l100usft) ('I100usft) (*Ii00usft)

5,000.0 1,28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0.10 15.65
5,500.0 6.26 13.57 5,498.6 60.0 -10.8 48,3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99,3 -3.1 86.4 0.29 -0.20 .2.06

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71

6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0.92

6,300.0 5.02 6.66 6,295.0 125.3 0.2 106.9 0.13 0,02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6.500.0 4,77 5.83 6,494.2 143.0 2.1 121.0 0.53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2,8 127.6 0.17 -0.13 -1,39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.76 -0,67 -4.63

0,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5.86

6,852.0 2.48 336.44 6,845.3 167.0 2 2 141.6 1.85 -0.94 -33.67

Tle Into Gyrodata Wirellne Survey @8852*MD

6,890.0 2.48 336.44 6,883.3 168.5 1.6 143.1 0.00 0.00 0.00

Interpolated Survey at Top of Casing Window@ 6890' MD
6,993.0 19.52 322.20 6,984.0 104.3 -9.9 162.6 16.63 16,54 -13.63

7,024.0 19.87 322.33 7,013.2 192.6 -16.3 173.0 1.14 1,13 0.42

7,055.0 20.14 322.70 7.042.4 201.0 -22.8 183.5 0.96 0.87 1.19
7,086.0 20.22 320.66 7,071.5 209.4 -29.4 194.1 2.06 0,26 -5.94

7,118.0 20.66 327.16 7,101.4 218.4 -35.9 205.2 7.01 1.38 19.69
7,149.0 20.75 328.68 7,130.4 227.7 -41.8 216.2 1.76 0.29 4.90
7,181.0 20.75 329.02 7,160.4 237.4 -47.6 227.5 0.38 0.00 1.06

7,212.0 20.75 329.39 7,189.4 246.8 -53,3 238.5 0.42 0.00 1.19
7,243.0 20.58 329.07 7,218.4 256.2 -58.9 249.5 0.66 -0.55 -1,03

7,274.0 21.46 328.60 7,247.3 265.7 -64.6 260.6 2.89 2.84 -1.62

7,305.0 27.08 32ô.34 7,275.5 276.5 -71,5 273.3 18.37 18.13 -7.29

7,337.0 32.10 326.71 7,303.4 289.6 -80.2 289.1 15.70 15,69 1.16

7,369.0 34.66 325.90 7,330.1 304.3 -90,0 300.7 8.09 7.97 -2.53

7,397.0 37.90 326.66 7,352.7 318.1 -99,1 323.2 11.72 11.61 2.71
7,428.0 41.24 327.59 7,376.6 334.6 -109.9 343.0 10.94 10.77 3,00
7,460.0 43.18 325.72 7,400.3 352.6 -12L7 364.5 7,22 6.06 -5.84

7,491.0 46.52 325.60 7,422.2 370.6 -134,0 386,3 10.78 10.77 -0.39

7,523.0 47.75 326.33 7,444.0 390.1 -147.1 409.7 4.19 3.84 2.28
7,554.0 48,36 325.62 7,464.7 409.2 -160.0 432,7 2,60 1.97 -2.29

7,585.0 49.95 326.59 7,485.0 428.7 -173.1 456.2 5.65 5.13 3.13
7,617.0 52.94 327.48 7,504.9 449.7 -186.7 481.2 9.59 9.34 2.78
7,648.0 57.07 326.64 7,522.7 471.0 -200.5 506.6 13.51 13.32 -2.71

7,679.0 61.29 326.34 7,538.6 493.2 -215.2 533.2 13.64 13.61 -0.97

7,711.0 64.64 325.59 7,553.2 516.8 -231.2 561.6 10.37 10.16 -2.34

7,742.0 68.06 325.60 7,565.6 540.2 -247.2 590.0 11.35 11.35 0.03
7,774.0 72.37 325.99 7,576.4 565.1 -264.1 620,0 13.52 13.47 1.22
7,805.0 75.18 326.38 7,585.1 589.8 -280.7 649.8 9.14 9.06 1.26

7,837,0 77,47 325.42 7,592.7 615.5 -298.1 660.8 7.73 7.16 -3.00

7,868.0 79.14 325.93 7,599.0 640.6 -315.2 711.1 5.62 5.39 1.65
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RECEIVED: Aug. 08, 2012

Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000

Pathfinder INDERBDELITY Survey Report
ASchlumbergerCompany

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #24-1

Project: Grand County, UT TVD Reference: WELL@6074.0usít (Original Well Elev)

Site: Sec 24 T28S Rí9E MDReference: WELL @6074.0usít (Original Well Elev)
Well: Cane Creek Unit#24-1 North Reference: True

Wellbore: STO1 Survey calculationMethod: Minimum Cuivature

Design: STOI Database: EOM 6000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth factination Azimuth DePib +NI-S +El-W Section Rate Rate Rate
{usft) (•) (*) (usit) (usit) (usit) (usit) (°1100usít} (*IiC0usft) (°l100usít)

7,900.0 81.07 326.23 7,604.5 666,8 -332.8 742.6 6.10 6.03 0,94
7,930.0 83.27 326.23 7,608.5 691.5 -349.4 772.3 7.33 7,33 0.00
7,961.0 64.08 325.78 7,612.0 717.0 -366.6 803.1 2.93 2.55 -1.45

7,992.0 83.80 326.47 7,615.2 742.6 -383.8 833.9 2.37 -0,84 2,23
8,024.0 84.24 326.73 7,618,6 769.2 -401.3 865.7 1.59 1.38 0.81
8,055.0 84.59 328.31 7.621.6 794.9 -418.3 896.5 1.76 1.13 -1.35

8,087,0 84.15 326.63 7,624.7 821.5 -435,9 928.3 1.70 -1.38 1,00
8,118.0 84.50 325.64 7,627,8 647.1 -453.1 959.2 3.37 1.13 -3.19

8,149.0 84.42 32ô.17 7.630.8 872.6 -470.4 990.0 1.72 -0.26 L71
8,181,0 84.59 327.04 7.633.9 899.2 -487,9 1,021.8 2.76 0.63 2,72

8,212.0 85.03 327.71 7,636,7 925.2 -504.6 1,052.7 2.58 1.42 2.16
8,243.0 84.77 328.31 7,639.4 951.4 -520.9 1,083.5 2.10 -0.84 1.94
8,275.0 84.68 329.57 7,642.4 978.7 -537.4 1,115.4 3.93 -0.28 3.94

8,308.0 84.86 329.99 7,646.2 1,005.4 -552.9 1,146.3 1.47 0.68 1.35
8,338.0 86.00 331.08 7,647.7 1,033.2 -568.6 1,178.2 4.92 3.56 3.41
8,369.0 86.09 331.82 7,649,9 1,060.3 -583.4 1,209.0 2.40 0.29 2.39

8,401.0 86.09 331.41 7,652.0 1,088.4 -598.5 1,240.9 1,28 0.00 -1.28

8,432.0 87.05 332.29 7,653.9 1,115.7 -613.1 1,271.8 4.20 3.10 2.84

8,464.0 88.02 332.81 7,655.3 1,144.1 -627.9 1,303.7 3,44 3.03 1.63
8,495.0 87.76 332.37 7,656.4 1,171.6 -642.1 1,334.6 1.65 -0.84 -1.42

8,527.0 87.32 332.10 7,657.8 1,199.9 -657.0 1,366.5 1.61 -1.38 .0.84

8,558.0 87.58 331,87 7,659.2 1,227.2 -671.6 1,397.5 1.12 0.84 -0.74

8,590.0 85.82 330.71 7,661.0 1,255.2 -686.9 1,429.4 6,58 -5.50 -3.63

8,621.0 84.24 329.80 7,663.7 1,262.0 -702.2 1,460.2 5.88 -5.10 -2.94

8,652.0 84.86 329.42 7,666.6 1,308.6 -717.9 1,491.1 2.34 2.00 -1.23

0,684.0 85.74 330.60 7,669.3 1,336.3 -733.8 1,523.0 4.59 2.75 3.69
8,715.0 84.68 330.25 7,671.9 1,363.1 -749.0 1,553.8 3.60 -3.42 -1,13

8,746.0 83.01 330.08 7,675.2 1,389.9 -764.4 1,584.7 5.41 -5.39 -0.55

8,809.0 83.01 330.21 7,682.8 1,444.1 -795.5 1,647.2 0.20 0.00 0.21
8,840.0 84.77 329.66 7,686.1 1,470.8 -810.9 1,678.0 5.95 5.68 -1.77

8.871.0 84.77 330,04 7,689.0 1,497.5 -826.5 1,708,8 1,22 0.00 1.23
8,902.0 88.55 330.83 7,690.8 1,524.4 ·841.7 1,739.8 12.46 12.19 2.55
8,933.0 87.49 330.27 7,691.8 1,551.4 -857.0 1,770.7 3.87 ·3.42 -1.81

8,965.0 86.61 329.65 7,693.5 1,579.0 -873.0 1,802,7 3.36 -2.75 -1.94

8,996.0 87,49 329.41 7,695.1 1,605.7 ·888.6 1,833.6 2.94 2.84 -0.77

9,027.0 88.37 330.06 7,696.2 1,632,5 -904.3 1,864.6 3.51 2.84 2.06

9,058.0 88.20 329.71 7,697.1 1,659.3 -919.8 1,895.6 1.23 -0.55 -1.10

9,090.0 87.93 330.29 7,698.2 1,687.0 -935.8 1,927,6 2.00 -0.84 1.81

9,121.0 87.41 330.27 7,699.5 1,713.9 -951.2 1,958.5 1.68 -1.68 -0,06

9,152.0 87.41 329.95 7,700.9 1,740.7 -966.6 1,989,5 1.03 0.00 -1.03

9,183.0 88.29 330.42 7,702.0 1,767.6 -982,0 2,020.6 3.22 2.84 1.52
9,214.0 88.37 330.44 7,702.9 1,794.5 -997.3 2,051.4 0.27 0.26 0.06
9,245.0 88.02 330,41 7,703.9 1,821.5 -1,012.6 2,082.4 1.13 -1,13 -0.10
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Sundry Number: 28688 API Well Number: 43019314470000Sundry Number: 28688 API Well Number: 43019314470000
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ASchtumberger Company

Company Fidelity Exploration & Production Co. Local Co ordinate Reference Well Cane Creek Unit#24-1
Project Grand County, UT TVDReference: WELL@6074.0usft (Original Welf Elev)
SIIe; Sec 24 T26S R19E MDReference: WELL@6074.0usit (Original Well Elev)
WeÏI; Cane Creek Unit#24-1 North Reference True
\Ngibore ST01 Survey Catculation Method: Minimum Curvature
D ign: ST01 Database EDM 5000.1 Single User Db

Survey

Measured Veritcal Vertical Dogleg Build Turn
Depth k clinadon Imuth Depth +Nf-S EleW Section I ate Rate Rate
(usit) =) (usft) {ysti) (usft) (usit) ( ii00usft) (*l100usfi) I100usft)

9,277.0 87.49 329 78 7,705 2 1,849.2 -1,028.5 2,114 4 2.57 -1.66 -1.97

9,308.0 87.41 330 09 7,706 6 1,876.0 -1,044.0 2,145.3 1,03 -0,26 1.00
9,339.0 86.70 329.92 7,708.1 1,902.0 -1.059.6 2,176.3 2.35 -2.29 -0.55

9,371.0 86.26 330.23 7,710.1 1,930.5 -1,075.4 2,208.2 1.68 -1.38 0.97
9,403.0 66.26 330.35 7,712.2 1,958.2 -1,091.3 2,240.1 0.37 0.00 0.38

9,434.0 87.76 330.78 7,713.8 1,985.2 -1,106.5 2,271.1 5.03 4.84 1,39
9,460.0 88.46 331.61 7,714.9 2,013.2 -1,121,9 2,303.0 3.39 2.19 2.59
9,497.0 88.64 331.72 7,715.7 2,040.5 -1,136.6 2,334.0 0.68 0.58 0.35
9,529.0 88.37 331.66 7,716.5 2,068.7 -1,151.7 2,365.9 0.98 -0,84 0,50
9,561.0 89.08 331.84 7,717.2 2,096,9 -1,166.8 2,397.8 2.22 2.22 -0.13

9,592.0 91.19 332.56 7,717.1 2,124.3 -1,181.3 2,428.8 7.19 6,61 2.32
9,659.0 91.19 332.56 7,715.7 2,183,8 -1,212.1 2,495.6 0.00 0.00 0,00

Straight Line Projection to BIt Depth @ 9659' MD

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI.S +El·W
(usft) (usft) (usit) (usit) Comment

6,852.0 6,845.3 167.0 2.2 Tie into Gyrodata Wireline Suntey @6852' MD
6,890.0 6,883.3 168.5 1,6 interpolated Survey at Top of Casing Window @ 6890' MO
9,659.0 7,715.7 2,183.8 -1,212.1 Straight Line Projeclion to Bit Depth @ 9659' MD

Checked Sy: Approved By: Date:
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RECEIVED: Aug. 08, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

8 /9 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity request permission to abandon the Reentry #1, Lateral #2 by
setting a retainer at +/- 6770’. Squeeze 8 bbls of class G cement below
the retainer. Sting out and pump 3.5 bbls (+/- 100’) of class G cement
on top of the retainer. Fidelity is in the process of preparing a Reentry
#2, Lateral #3 plan that will be submitted soon. Please see attached for

current well bore diagram. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 8 /8 /2012

August 08, 2012

Sundry Number: 28689 API Well Number: 43019314470000Sundry Number: 28689 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/9/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:
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current well bore diagram. sy: \ As \
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the retainer. Sting out and pump 3.5 bbls (+/- 100') of class G cement oil, Gas and Mining

on top of the retainer. Fidelity is in the process of preparing a Reentry Date: August 08, 2012
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RECEIVED: Aug. 08, 2012

Production Tubing:

2 7/8" L-10 on-off connector

6' x 2 7/8", 6.5 ppf Pup 

Conductor: 2 7/8" ported chemical injection sub

6' x 2 7/8", 6.5 ppf Pup 

X profile 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface

13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cement to surface 2 7/8" x 7" Baker Hornet retrievable at 6735'

Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup 

Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup 

TOC 3580'. Topped off w/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide

Production Casing:

7" 26.0 ppf, HCP 110 surface - 3512' Perforations
7" 29.0 ppf, HCP 110 3512' - 7300'

TOC: Intermittent good bond 4360' to 6920'. a. 

Uppermost good bond interval 3240' - 3516'

Liner:

4.5" 15.1 ppf, P-110 VAM SFC 6798' - 7967' MD

TOC 6798' 

Note: VAM SFC liner has special connection dimensions per note above.  

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD):
Original lateral (Not Shown) plugged below cmt retainer.

6078

80

Btm
feet

6.184 6.059

At Total Depth: 2112' FSL & 196' FWL

38
o
32' 33.12" (xxx)

-109
o
46' 53.12" (xxx)

6050 (finished grade)

11,220 > 11,220 3,240 3512 7,300Prod Csg 7" HCP 110 29.0 LTC 7.000

635

0 4,472

0 3,512

5,750

9,960

8.835

Surface

Surface

Surface

3,240

Top
feet

0

0

Collapse
psi at 100%

740

> 3,090

> 6,230

1,730

Burst
psi at 100%

STC

6.276

Drift
inches

12.559

8.679

6.151

12.715

ID
inches

NWNE 24 26S 19E

SURFACE LONG (NAD83):
KB:

LTC

LTC

OD
inches

13.373

9.625

7.000

REVISION DATE: 06/14/2012 UPDATED BY: RAB

Conn TOC
feet

GL:

Cane Creek 24-1 Reentry

Cane Creek

Grand County, UT

43-019-31447

120017

04/24/2012

Surface:
SURFACE LAT (NAD83):

SECTION, TOWNSHIP, RANGE:

Prod Csg 7" HCP 110 26.0

Inter Csg 9 5/8" HCL 80 40.0

13 3/8" H-40 48.0

Conductor 20 52.78

682' FSL & 2829' FEL

Pipe Size
inches

Grade Weight
ppf

Top (MD)

7,967

Surf Csg

SPUD DATE:

WELL NAME:
FIELD:

LOCATION:
API#:

AFE NUMBER:

Btm (TVD)

9,659 7,613 7,716

Top (TVD) Phase

Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID. 

Btm (MD) Status

openn/a

1,692

Holes

n/a

SPF

n/a

Size

n/a

3.701

At Total Depth: NWSW 13 26S 19E

Current Status: Original lateral plugged below cement retainer.  Well reentered to drill lateral #2.

Liner 4 1/2"

Net Int (MD)

14,420 14,240 6,798 6798 7,967P 110 15.1 Vam SFC 4.500 3.826

Cane Creek 24-1 Reentry WBD_V2.xls 8/8/2012; 7:57 AM

Sundry Number: 28689 API Well Number: 43019314470000Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.

Cane Creek 24-1 Reentry WBD_V2.xls 8/8/2012; 7:57 AM

RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.

Cane Creek 24-1 Reentry WBD_V2.xls 8/8/2012; 7:57 AM

RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.

Cane Creek 24-1 Reentry WBD_V2.xls 8/8/2012; 7:57 AM

RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.
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RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.
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RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.
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RECEIVED: Aug. 08,

Sundry Number: 28689 API Well Number: 43019314470000

WELL NAME: Cane Creek 24-1 Reentry SECTION, TOWNSHIP, RANGE: NWNE 24 26S 19E At Total Depth: NWSW 13 26S 19E
FIELD: Cane Creek Surface: 682' FSL & 2829' FEL At Total Depth: 2112' FSL & 196' FWL

LOCATION: Grand County, UT SURFACE LAT (NAD83): 38°32' 33.12" (xxx)FIDE LITY API#: 43-019-31447 SURFACELONG(NAD83): -109°46'53.12"(xxx)

Explora:ion&3roductionCompany AFENUMBER: 120017 KB: 6078

wueracercesec.oromc.2.: SPUDDATE: 04/24/2012 GL: 6050(Enishedgrade)
REVISION DATE: 06/14/2012 UPDATED BY: RAB

Pipe Size Grade Weight Conn OD ID Drift Burst Collapse TOC Top Btm
inches ppf inches inches inches psi at 100% psi at 100% feet feet feet

Conductor 20 52.78 Surface 0 80
Surf Csq 13 3/8" H-40 48.0 STC 13.373 12.715 12.559 1,730 740 Surface 0 635
Inter Csq 9 5/8" HCL 80 40.0 LTC 9.625 8.835 8.679 5,750 > 3,090 Surface 0 4,472
Prod Csq 7" HCP 110 26.0 LTC 7.000 6.276 6.151 9,960 > 6,230 3,240 0 3,512
Prod Csq 7" HCP 110 29.0 LTC 7.000 6.184 6.059 11,220 > 11,220 3,240 3512 7,300

Liner 4 1/2" P 110 15.1 Vam SFC 4.500 3.826 3.701 14,420 14,240 6,798 6798 7,967

Current Status: Onginal lateral plugged below cement retainer. Well reentered to drill lateral #2.
Notes: 1) The VAM SFC liner has the following connection dimensions: 4.646" OD; 3.765" ID.

Production Tubing:

2 7/8" L-10 on-off connector
6' x 2 7/8", 6.5 ppf Pup

Conductor: 2 7/8" ported chemical injection sub
6' x 2 7/8", 6.5 ppf Pup

X pronle 2.313" seal bore

Surface Casing: 2 7/8" 6.5 ppf L-80 EUE 8RD to surface
13 3/8" 48.0 ppf, H 40 @ 635' Production Packer:

Cementto surface 2 7/8" x 7" Baker Hornet retrievable at 6735'
Packer Tail Assembly:

4' x 2 7/8", 6.5 ppf Pup
Intermediate Casing: BXN profile 2.313" seal bore & 2.205" NO-GO

9 5/8" 40.0 ppf. HPL 80 @ 4,472' 4' x 2 7/8", 6.5 ppf Pup
TOC 3580'. Topped offw/ 1" Magnum dual disk pressure isolation sub, 15K

Wireline re-entry guide
Production Casing:
7" 26.0 ppf, HCP 110 surface -3512' PerfOraÍiOnS
7" 29.0 ppf, HCP 110 3512'-7300' Top (MD) Btm (MD) Top (TVD) Btm (TVD) Net Int (MD) Size SPF Phase Holes Status

TOC: Intermittent good bond 4360' to 6920'. a. 7,967 9,659 7,613 7,716 n/a n/a n/a n/a open
Uppermost good bond interval 3240' -3516'

Liner:
4.5" 15.1 ppf, P-110 VAM SFC 6798'-7967' MD
TOC 6798'
Note: VAM SFC liner has special connection dimensions per note above.

Shoe: TD:
7967' (MD) a. 6" open hole or barefoot completion 9659' (MD)
7613' (TVD) 7716' (TVD)

Lateral Length, ft (MD): 1,692
Original lateral (Not Shown) plugged below cmt retainer.
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RECEIVED: Aug. 17, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /16 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company plugged and abandoned
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1)
Cement retainer was set at 6750'. Retainer was pressure tested at 2000
psi – good test. 2) Casing wear inspection log was run and indicated no
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbls (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 8 /17 /2012

November 13, 2012

Sundry Number: 29050 API Well Number: 43019314470000Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,

Sundry Number: 29050 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/16/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company plugged and abandoned Accepted by the
the Reentry #1, Lateral #2 on 8/16/2012 by the following well work: 1) Utah Division of
Cement retainer was set at 6750'. Retainer was pressure tested at 2000 Oil, Gas and Mining

psi - good test. 2) Casing wear inspection log was run and indicated no FOR RECORD ONLY
casing problems. 3) Mixed and pumped 20.5 bbls Class G cement with November 13, 2012
additives (100 sxs, 1.15 yield, 15.8 ppg). a. Squeezed 17 bbls Class G
cement below retainer. b. Spotted 3.5 bbis (100 ft) on top of retainer.
TOC ~6650'. c. Cement was pumped at 1.75 bpm at 2030 psi max.

This work was done in preparation for reentry #2 lateral #3 which will
follow.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/17/2012

RECEIVED: Aug. 17,
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RECEIVED: Aug. 22, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

8 /22 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to reenter the Cane Creek 24-1 well as per the
attached drilling program to drill reentry #2 lateral #3 and make it a

producing well. A whipstock will be set at approximately 6,700'. A 6"
window will be milled to exit the casing at that depth. Directional

drilling tools will then be used to depart from the original wellbore, drill
down to a kick off point at approximately 6850', build a curve and land

the sidetrack in the Cane Creek formation at approximately 7878'
MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing

lateral in a direction 330 degrees. The lateral will be 100' from the
previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 8 /22 /2012

August 23, 2012

Sundry Number: 29141 API Well Number: 43019314470000Sundry Number: 29141 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.

Horizontal lateral #3

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,

Sundry Number: 29141 API Well Number: 43019314470000
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5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.

Horizontal lateral #3

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,

Sundry Number: 29141 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000
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2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT
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CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.

Horizontal lateral #3

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,

Sundry Number: 29141 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000
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TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.

Horizontal lateral #3

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,

Sundry Number: 29141 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
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DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
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Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Reentry #2 Lateral #3

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech
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N/A 8/22/2012

RECEIVED: Aug. 22,

Sundry Number: 29141 API Well Number: 43019314470000
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the

previous wellbore. The planned TD is 11,621' if the well conditions are
favorable, but may stop any time before then. Fidelity's contact person

for this program is Sr. Drilling Engineer Will Alexander at 720-917-3025.
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SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per the Approved by the
attached drilling program to drill reentry #2 lateral #3 and make it a utah Division of

producing well. A whipstock will be set at approximately 6,700'. A 6" Oil, Gas and Mining

window will be milled to exit the casing at that depth. Directional Date: August 23, 2012
drilling tools will then be used to depart from the original wellbore, drill

.

down to a kick off point at approximately 6850', build a curve and land By: e
the sidetrack in the Cane Creek formation at approximately 7878'

MD/7600' TVD. A 6" lateral will then be drilled parallel to the existing
lateral in a direction 330 degrees. The lateral will be 100' from the
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       August 22, 2012 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2012 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Eric Jones, Moab Field Office, and 
Mickey Coulthard, Utah State Office, Bureau of Land Management, 
the following well has been revised to add a new horizontal 
lateral as shown below.  The proposed well is planned for 
calendar year 2012 within the Cane Creek Unit, Grand and San Juan 
Counties, Utah. 
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               LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-31447 Cane Creek Unit 24-1 Sec 24 T26S R19E 0682 FNL 2829 FEL 
                       Lateral H3 Sec 13 T26S R19E 2112 FNL 0196 FWL 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
       
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:8-22-12  

Division of Oil Gas and Mining

Michael L. Coulthard
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FI LITY P n
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E"i ,"" ASchlumbergerCompany

Database: EDM 5000.1 Single User Ob tocal Coordinate Reference: Well Cane Creek Unit #24-1
Company: Fidelity Exploration & Production Co. IVD Reference: . WELL @6074,0usít (Original WellElev)
Project: Grand County,UT MD Reference: WELL @6074.0usft (OriginalWell Elev)
Site: Sec 24 T26S R19E North Reference: True
Weli: Cane Creek Unit #24-1 Survey Calculation Method: Minimum Curvature
Wellbore; STO2
Design: Design #4

Project : Grand County, UT

Map System: US State Plane 1927 (Exact solulion) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: UtahCentral 4302

Site Sec 24 T26S R19E

Site Position: Northing: 77,174.44 usA Latitude: 38°31'55.610 N
From: Lat/Long Easting: 2,494,000.18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grfd Convergence: 1.11 °

Well , Cane Creek Unil #24-1

WellPosition +NI-S 0.0usft Northing: 77,174.44usft Latitude: 38°31'55,610N
+El-W 0.0 usít Easting: 2,494,000,18 usft Longitude: 109° 46' 24.050 W

Position Uncertainty 0.0 usft Weilhead Elevation: Ground Level: 6,051.0 usft

Wellbore STO2

Magnetics Model Name Sample Dato Decllnalton Dip Anglo Fle[d Strength
(°) (°) (nT)

IGRF2010 07/18/12 10.83 64.57 51,364

Design Design #4

Audit Notes:

Version: Phase: PROTOTYPE Tie on Depth: 6,600,0

Vertical Section: Depth From (TVD) +N/-S *EI•W Direction
(usft} (usft) (usft) (*)
0.0 0.0 0.0 328.67

Plan Sections

Measured Vortical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (*) (*) (usft} (usft) (usft) ('I100usft) (°I100usft) ('liC0usit) (*) Target

6,800.0 2.97 353.95 6,793.4 164.7 2.8 0.00 0.00 0.00 0.00
6,850.0 2.49 337.23 6,843.3 166,9 2.3 1.85 -0.96 -33.44 -129.25

7,028,6 23.90 342.41 7,016.1 205.4 -10.3 12.00 11.99 2.90 5.74
7,353.7 23,90 342.41 7,313.5 331.0 -50,1 0.00 0.00 0.00 0.00
7,878.8 86.28 329.85 7,600,0 696.5 -232.6 12.00 11.68 -2.39 -14.09 Land_R STO2
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 0.00 0.00 0.00 0.00 Turn STO2
9,837.5 91.18 322.48 7,719.6 2,380.8 -1,224.0 5.00 2.77 -4.17 -56.50

11,621.2 91.18 322AS 7,683.0 3,795.3 -2,310.1 0.00 0.00 0.00 0.00 PBHL STot

07/20/12 11:01:52AM Page 2 GOMPASS 5000.1 Build 42
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Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grfd Convergence: 1.11 °

Well , Cane Creek Unil #24-1

WellPosition +NI-S 0.0usft Northing: 77,174.44usft Latitude: 38°31'55,610N

+El-W 0.0 usít Easting: 2,494,000,18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty 0.0 usft Weilhead Elevation: Ground Level: 6,051.0 usft

Wellbore STO2

Magnetics Model Name Sample Dato Decllnalton Dip Anglo Fle[d Strength
(°) (°) (nT)

IGRF2010 07/18/12 10.83 64.57 51,364

Design Design #4

Audit Notes:

Version: Phase: PROTOTYPE Tie on Depth: 6,600,0

Vertical Section: Depth From (TVD) +N/-S *EI•W Direction
(usft} (usft) (usft) (*)
0.0 0.0 0.0 328.67

Plan Sections

Measured Vortical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (*) (*) (usft} (usft) (usft) ('I100usft) (°I100usft) ('liC0usit) (*) Target

6,800.0 2.97 353.95 6,793.4 164.7 2.8 0.00 0.00 0.00 0.00
6,850.0 2.49 337.23 6,843.3 166,9 2.3 1.85 -0.96 -33.44 -129.25

7,028,6 23.90 342.41 7,016.1 205.4 -10.3 12.00 11.99 2.90 5.74
7,353.7 23,90 342.41 7,313.5 331.0 -50,1 0.00 0.00 0.00 0.00
7,878.8 86.28 329.85 7,600,0 696.5 -232.6 12.00 11.68 -2.39 -14.09 Land_R STO2
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 0.00 0.00 0.00 0.00 Turn STO2
9,837.5 91.18 322.48 7,719.6 2,380.8 -1,224.0 5.00 2.77 -4.17 -56.50

11,621.2 91.18 322AS 7,683.0 3,795.3 -2,310.1 0.00 0.00 0.00 0.00 PBHL STot

07/20/12 11:01:52AM Page 2 GOMPASS 5000.1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LITY P n
ihngRde

it
E"i ,"" ASchlumbergerCompany

Database: EDM 5000.1 Single User Ob tocal Coordinate Reference: Well Cane Creek Unit #24-1
Company: Fidelity Exploration & Production Co. IVD Reference: . WELL @6074,0usít (Original WellElev)
Project: Grand County,UT MD Reference: WELL @6074.0usft (OriginalWell Elev)
Site: Sec 24 T26S R19E North Reference: True
Weli: Cane Creek Unit #24-1 Survey Calculation Method: Minimum Curvature
Wellbore; STO2
Design: Design #4

Project : Grand County, UT

Map System: US State Plane 1927 (Exact solulion) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: UtahCentral 4302

Site Sec 24 T26S R19E

Site Position: Northing: 77,174.44 usA Latitude: 38°31'55.610 N
From: Lat/Long Easting: 2,494,000.18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grfd Convergence: 1.11 °

Well , Cane Creek Unil #24-1

WellPosition +NI-S 0.0usft Northing: 77,174.44usft Latitude: 38°31'55,610N

+El-W 0.0 usít Easting: 2,494,000,18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty 0.0 usft Weilhead Elevation: Ground Level: 6,051.0 usft

Wellbore STO2

Magnetics Model Name Sample Dato Decllnalton Dip Anglo Fle[d Strength
(°) (°) (nT)

IGRF2010 07/18/12 10.83 64.57 51,364

Design Design #4

Audit Notes:

Version: Phase: PROTOTYPE Tie on Depth: 6,600,0

Vertical Section: Depth From (TVD) +N/-S *EI•W Direction
(usft} (usft) (usft) (*)
0.0 0.0 0.0 328.67

Plan Sections

Measured Vortical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (*) (*) (usft} (usft) (usft) ('I100usft) (°I100usft) ('liC0usit) (*) Target

6,800.0 2.97 353.95 6,793.4 164.7 2.8 0.00 0.00 0.00 0.00
6,850.0 2.49 337.23 6,843.3 166,9 2.3 1.85 -0.96 -33.44 -129.25

7,028,6 23.90 342.41 7,016.1 205.4 -10.3 12.00 11.99 2.90 5.74
7,353.7 23,90 342.41 7,313.5 331.0 -50,1 0.00 0.00 0.00 0.00
7,878.8 86.28 329.85 7,600,0 696.5 -232.6 12.00 11.68 -2.39 -14.09 Land_R STO2
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 0.00 0.00 0.00 0.00 Turn STO2
9,837.5 91.18 322.48 7,719.6 2,380.8 -1,224.0 5.00 2.77 -4.17 -56.50

11,621.2 91.18 322AS 7,683.0 3,795.3 -2,310.1 0.00 0.00 0.00 0.00 PBHL STot

07/20/12 11:01:52AM Page 2 GOMPASS 5000.1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LITY P n
ihngRde

it
E"i ,"" ASchlumbergerCompany

Database: EDM 5000.1 Single User Ob tocal Coordinate Reference: Well Cane Creek Unit #24-1
Company: Fidelity Exploration & Production Co. IVD Reference: . WELL @6074,0usít (Original WellElev)
Project: Grand County,UT MD Reference: WELL @6074.0usft (OriginalWell Elev)
Site: Sec 24 T26S R19E North Reference: True
Weli: Cane Creek Unit #24-1 Survey Calculation Method: Minimum Curvature
Wellbore; STO2
Design: Design #4

Project : Grand County, UT

Map System: US State Plane 1927 (Exact solulion) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: UtahCentral 4302

Site Sec 24 T26S R19E

Site Position: Northing: 77,174.44 usA Latitude: 38°31'55.610 N
From: Lat/Long Easting: 2,494,000.18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grfd Convergence: 1.11 °

Well , Cane Creek Unil #24-1

WellPosition +NI-S 0.0usft Northing: 77,174.44usft Latitude: 38°31'55,610N

+El-W 0.0 usít Easting: 2,494,000,18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty 0.0 usft Weilhead Elevation: Ground Level: 6,051.0 usft

Wellbore STO2

Magnetics Model Name Sample Dato Decllnalton Dip Anglo Fle[d Strength
(°) (°) (nT)

IGRF2010 07/18/12 10.83 64.57 51,364

Design Design #4

Audit Notes:

Version: Phase: PROTOTYPE Tie on Depth: 6,600,0

Vertical Section: Depth From (TVD) +N/-S *EI•W Direction
(usft} (usft) (usft) (*)
0.0 0.0 0.0 328.67

Plan Sections

Measured Vortical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (*) (*) (usft} (usft) (usft) ('I100usft) (°I100usft) ('liC0usit) (*) Target

6,800.0 2.97 353.95 6,793.4 164.7 2.8 0.00 0.00 0.00 0.00
6,850.0 2.49 337.23 6,843.3 166,9 2.3 1.85 -0.96 -33.44 -129.25

7,028,6 23.90 342.41 7,016.1 205.4 -10.3 12.00 11.99 2.90 5.74
7,353.7 23,90 342.41 7,313.5 331.0 -50,1 0.00 0.00 0.00 0.00
7,878.8 86.28 329.85 7,600,0 696.5 -232.6 12.00 11.68 -2.39 -14.09 Land_R STO2
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 0.00 0.00 0.00 0.00 Turn STO2
9,837.5 91.18 322.48 7,719.6 2,380.8 -1,224.0 5.00 2.77 -4.17 -56.50

11,621.2 91.18 322AS 7,683.0 3,795.3 -2,310.1 0.00 0.00 0.00 0.00 PBHL STot

07/20/12 11:01:52AM Page 2 GOMPASS 5000.1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LITY P n
ihngRde

it
E"i ,"" ASchlumbergerCompany

Database: EDM 5000.1 Single User Ob tocal Coordinate Reference: Well Cane Creek Unit #24-1
Company: Fidelity Exploration & Production Co. IVD Reference: . WELL @6074,0usít (Original WellElev)
Project: Grand County,UT MD Reference: WELL @6074.0usft (OriginalWell Elev)
Site: Sec 24 T26S R19E North Reference: True
Weli: Cane Creek Unit #24-1 Survey Calculation Method: Minimum Curvature
Wellbore; STO2
Design: Design #4

Project : Grand County, UT

Map System: US State Plane 1927 (Exact solulion) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: UtahCentral 4302

Site Sec 24 T26S R19E

Site Position: Northing: 77,174.44 usA Latitude: 38°31'55.610 N
From: Lat/Long Easting: 2,494,000.18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grfd Convergence: 1.11 °

Well , Cane Creek Unil #24-1

WellPosition +NI-S 0.0usft Northing: 77,174.44usft Latitude: 38°31'55,610N

+El-W 0.0 usít Easting: 2,494,000,18 usft Longitude: 109° 46' 24.050 W
Position Uncertainty 0.0 usft Weilhead Elevation: Ground Level: 6,051.0 usft

Wellbore STO2

Magnetics Model Name Sample Dato Decllnalton Dip Anglo Fle[d Strength
(°) (°) (nT)

IGRF2010 07/18/12 10.83 64.57 51,364

Design Design #4

Audit Notes:

Version: Phase: PROTOTYPE Tie on Depth: 6,600,0

Vertical Section: Depth From (TVD) +N/-S *EI•W Direction
(usft} (usft) (usft) (*)
0.0 0.0 0.0 328.67

Plan Sections

Measured Vortical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (*) (*) (usft} (usft) (usft) ('I100usft) (°I100usft) ('liC0usit) (*) Target

6,800.0 2.97 353.95 6,793.4 164.7 2.8 0.00 0.00 0.00 0.00
6,850.0 2.49 337.23 6,843.3 166,9 2.3 1.85 -0.96 -33.44 -129.25

7,028,6 23.90 342.41 7,016.1 205.4 -10.3 12.00 11.99 2.90 5.74
7,353.7 23,90 342.41 7,313.5 331.0 -50,1 0.00 0.00 0.00 0.00
7,878.8 86.28 329.85 7,600,0 696.5 -232.6 12.00 11.68 -2.39 -14.09 Land_R STO2
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 0.00 0.00 0.00 0.00 Turn STO2
9,837.5 91.18 322.48 7,719.6 2,380.8 -1,224.0 5.00 2.77 -4.17 -56.50

11,621.2 91.18 322AS 7,683.0 3,795.3 -2,310.1 0.00 0.00 0.00 0.00 PBHL STot

07/20/12 11:01:52AM Page 2 GOMPASS 5000.1 Build 42

RECEIVED: Aug. 17,



RECEIVED: Aug. 22, 2012

Sundry Number: 29141 API Well Number: 43019314470000Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35

07/20/12 11:01:52AM Page 3 COMPASS 5000.1 Buud 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35
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RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35
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RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35

07/20/12 11:01:52AM Page 3 COMPASS 5000.1 Buud 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35
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RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35

07/20/12 11:01:52AM Page 3 COMPASS 5000.1 Buud 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI LÏTY Pl n ng Re rt
'"Tidii"" ASchtumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #24-1
Company: Fidofily Exploration & Production Co TVD Reference: WELL @6074 Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6074.0usft (Original Well Elev)
Site: Sec 24 T26S RTSE North Reference: Truo
Well: Cane Creek Unit #24-1 Survey Calculation Method: M•nimum Corvature
Wellbore: STo2
Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (*) (•) (usit) (usft) (usft) (usft) (*l100usit) (*/100usft) (*l1000sit)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.69 329.22 500.0 2,6 -1,5 3.0 0.14 0.14 0.00

1,000,0 0.27 363.54 1,000.0 6.3 -3.2 7.1 0.09 ·0.08 4,86
1,500,0 0.27 305.79 1,600.0 8.2 -4.3 9.2 0.04 0.00 -9.55

2,000,0 0.44 326.21 2,000.0 10.5 -6.3 12.2 0.04 0.03 4.08

2,500.0 0.19 261.43 2,499.9 12.0 -8.2 14.5 0.08 -0.05 -12.96

3,000.0 0.17 102.58 2,999.9 11.7 -8.3 14.3 0.07 0.00 -31.77

3,500.0 0.33 280.04 3,499.9 11.8 -9.0 14.7 0.10 0.03 35.49
4,000.0 0.14 96.26 3,999.9 11.9 -9.8 15.3 0.09 -0.04 35.24
4,500.0 0.76 274.68 4,499.9 12.2 -12.5 16.9 0.18 0.12 35,68

5,000.0 1.28 352.94 4,999.9 18.0 -16.5 23.9 0.27 0,10 15.65
5,500.0 6.26 13.57 5,498.6 50.0 -10.8 48.3 1.02 1.00 4.13
6,000.0 5.24 3.29 5,996.1 99.3 -3.1 86.4 0.29 -0.20 -2,08

6,100.0 4.89 9.00 6,095.7 108.1 -2.2 93.5 0.61 -0.35 5.71
6,200.0 5.00 8.08 6,195.4 116.6 -0.9 100.1 0.14 0.11 -0,92

6,300.0 5.02 6.66 6.295.0 125.3 0.2 106.9 0.13 0.02 -1.42

6,400.0 5.30 5.67 6,394.6 134.2 1.2 114.0 0.29 0,28 -0.99

6,500.0 4.77 5.83 6,494.2 143.0 2.1 121.0 0,53 -0.53 0.16
6,600.0 4.64 4.44 6,593.9 151.1 2.8 127.6 0.17 -0.13 -1.39

6,700.0 3.97 359.81 6,693.6 158.6 3.1 133.9 0.75 -0.67 -4.63

6,800.0 2.97 353.95 6,793.4 164.7 2.8 139,2 1.06 -1.00 -5,86

Tie-In to GyroData Gyro Servey @6800' D
6,650.0 2.49 337.23 6,843.3 166.9 2.3 141.4 1.85 -0,96 -33,44

KOP 12 /100'@ 6850' MD
6,875.0 5.48 340.37 6,868.3 168.6 1.7 143.1 12.00 11.97 12.57
6,900.0 8.48 341,30 6,893.1 171.4 0.7 146.1 12.00 11.99 3.70
6,925.0 11.48 341.74 6,917.7 175,5 -0.7 150.3 12.00 12.00 1.78

6,950.0 14.48 342.00 6,942.1 180,9 -2.4 155.8 12.00 12.00 1.05
6,975.0 17.48 342.18 6,966.1 187.4 -4.6 162.5 12.00 12.00 0.69
7,000.0 20.48 342.30 6,989.7 195,2 -7.0 170.4 12.00 12.00 0.50
7,025.0 23.48 342.39 7,012.9 204,1 -9.9 179.5 12.00 12.00 0.37
7,028.5 23.90 342.41 7,016.1 205.4 -10.3 180.8 12.00 12.00 0.32

Hofd 23.9° @7028'MD

7,100.0 23.90 342.41 7,081.5 233,0 -19,0 209.0 0.00 0.00 0.00
7,200.0 23.90 342.41 7,172.9 271.7 -31,3 248.3 0.00 0.00 0.00
7,300.0 23.90 342.41 7,264.3 310.3 -43,5 287.7 0.00 0.00 0.00
7,353.7 23.90 342.41 7,313.5 331.0 -50,1 308.8 0.00 0.00 0.00

Bulld & Tum 12*/100'@ 7363' MD
7,375.0 26.38 341.01 7,332.7 339.6 -53.0 317.6 12.00 11.67 -6.57

7,400.0 29.31 339.65 7,354.8 350.6 -56.9 329.1 12.00 11.73 -5.44

7,425.0 32.25 338.52 7,376.3 362.5 -61.5 341.6 12.00 11.77 -4.53

7,450.0 35.21 337.56 7,397.1 375.4 -66.7 355.3 12.00 11.81 -3.84

7,475.0 38.17 336.73 7,417.1 389.2 -72.5 370,1 12.00 11.84 -3.32

7,500.0 41.13 336.00 7,436.4 403.8 -78.9 385.9 12.00 11.86 -2.91

7,525.0 44.10 335.35 7,454.8 419.2 -85.8 402.7 12.00 11.87 .2.58

7,550.0 47.07 334.77 7,472.3 435.4 -93.4 420.5 12.00 11.88 -2.32

7,575.0 50.04 334.24 7,488.8 452.3 -101.4 439.1 12.00 11.90 ·2.11

7,600.0 53.02 333.76 7,504.4 469.9 -110.0 458.6 12.00 11.90 -1.93

7,625.0 56.00 333.31 7,518.9 488.1 -119.1 478.9 12.00 11.91 -1.79

7,650.0 58.98 332.90 7,532.3 506.9 -128.6 499.9 12.00 11,92 -1.66

7,675.0 61.96 332.51 7,544.6 526.2 -138.6 521.6 12.00 11,92 -1.56

7,700.0 64.94 332.14 7,555.8 546.0 -149.0 543.9 12,00 11,93 -1,48

7,725.0 67.92 331.79 7,565.8 566.3 -159.8 566.8 12,00 11.93 -1,41

7,750.0 70.90 331.45 7,574.6 586.8 -170.9 590.1 12.00 11,93 -1,35

07/20/12 11:01:52AM Page 3 COMPASS 5000.1 Buud 42

RECEIVED: Aug. 17,



RECEIVED: Aug. 22, 2012

Sundry Number: 29141 API Well Number: 43019314470000Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD
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RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD

07/20/12 11:01:52AM Page 4 COMPASS 5000,1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD

07/20/12 11:01:52AM Page 4 COMPASS 5000,1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD

07/20/12 11:01:52AM Page 4 COMPASS 5000,1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD

07/20/12 11:01:52AM Page 4 COMPASS 5000,1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000

FI ITY P1 n ng
Rd

"' ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)

7,775,0 73.89 33L12 7,582.2 607,7 -182.3 613.9 12.00 11.94 -1.30

7,600,0 76.87 330,81 7,588.5 628,9 -194.1 638.1 12.00 11.94 -1.26

7,625.0 79.88 330,60 7,593.5 650.2 -206.1 662.6 12.00 11.94 -1.23

7,850.0 82.84 330,19 7,597.3 671.7 -218.3 687.3 12.00 11.94 -1.21

7,875.0 86,83 329,90 7,599.7 693.3 -230.7 712.1 12.00 11.94 -1.20

7,878.8 86.28 329,85 7,600.0 696,5 .232,6 715.9 12.00 11.94 -1.19

"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
8,000.0 86.28 329.85 7,607.9 801.1 -293.4 836.8 0.00 0.00 0.00
8,100.0 86,28 329.85 7,614,4 887,4 -343.5 936.6 0,00 0.00 0.00
8,200.0 86,28 329.85 7,620,9 973,7 -393.6 1,036.4 0.00 0.00 0.00

6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
8,400.0 66.28 329.85 7,633,8 1,146.3 -493.6 1,235.9 0.00 0.00 0.00
8,500.0 66,28 329.85 7,640,3 1,232.6 -544.0 1,335.7 0.00 0.00 0.00
8,600.0 66,28 329.85 7,646,8 1,318.9 -594.1 1,435.5 0.00 0.00 0.00
6,700.0 86.26 329.85 7,653,3 1,405.1 -644.2 1,535.2 0.00 0.00 0,00

8,800,0 86.28 329.85 7,659.6 1,491.4 -694.3 1,635,0 0.00 0.00 0.00
8,900.0 86.26 329.85 7,666.3 1,577.7 -744.4 1,734.8 0.00 0.00 0.00
9,000,0 86.28 329.65 7,672.8 1,664.0 -794.5 1,834.5 0.00 0.00 0.00
9,100.0 66.26 329.85 7,679.3 1,750.3 -844.7 1,934.3 0.00 0.00 0.00
9,200.0 66.28 329.85 7,685.8 1,836.6 -894.8 2,034.1 0.00 0.00 0.00

9,300.0 86.28 329.85 7,692.3 1,922.9 -944.9 2,133.8 0.00 0.00 0.00
9,400.0 86.28 329.85 7,698.8 2,009.2 -995.0 2,233.6 0.00 0.00 0.00
9,500.0 86.28 329.85 7,705.3 2,095.5 -1,045.1 2,333.4 0.00 0.00 0.00
9,600.0 86.28 329.85 7,711.8 2,161.8 -1,095.3 2,433.1 0.00 0.00 0.00
9,660.5 86.28 329.85 7,715.7 2,234.0 -1,125.6 2,493.5 0.00 0.00 0.00

Bulld & Tum 5 1100' @9660' MD

9,700.0 87.37 328.20 7,717.9 2,287,8 -1,145,9 2,532,9 5.00 2,76 4.17
9,800.0 90.14 324.04 7,720.1 2,350.8 -1,201,6 2,632,8 5.00 2,77 .4.16

9,837.5 91.18 322.48 7,719.6 2,380-8 -1,224.0 2,670,1 5,00 2,77 -4.16

9,900.0 91.18 322.48 7,718.4 2,430.4 -1,282.1 2,732.2 0.00 0.00 0.00
10,000.0 91.18 322.48 7,716.3 2,509.7 -1,323.0 2,831.6 0.00 0.00 0.00

10,100.0 91.18 322.48 7,714.2 2,589.0 -1,383.8 2,931.0 0.00 0.00 0.00
10,200.0 91.18 322,48 7,712.2 2,688,3 -1,444.7 3,030.4 0.00 0.00 0.00
10,300.0 91.18 322,48 7,710.1 2,747.6 -1,505.6 3,129.8 0.00 0.00 0.00
10,400.0 91.18 322.48 7,708.1 2,026.9 -1,566.5 3,229.2 0.00 0.00 0.00
10,500.0 91,16 322.48 7,706.0 2,906,2 -1,627.4 3,328.6 0.00 0.00 0.00

10,600.0 91,18 322.48 7,704.0 2,985,5 -1,688.3 3,428.0 0.00 0.00 0.00
10,700,0 91.18 322.48 7,701.9 3,064.8 -1,749.2 3,527.4 0.00 0.00 0.00
10,000,0 91.18 322.46 7,699.9 3,144.1 -1,810.1 3,626.8 0.00 0.00 0.00
10,900,0 91.18 322.48 7,697.8 3,223.4 -1,871.0 3,726.2 0.00 0.00 0.00
11,000,0 91.18 322.48 7,695.8 3,302.7 -1,931.8 3,825.6 0.00 0.00 0.00

11,100,0 91.18 322.48 7,693,7 3,382.0 -1,992.7 3,925.0 0.00 0.00 0.00
11,200,0 91.18 322.46 7,691.7 3,461.3 -2,053.6 4,024.4 0.00 0.00 0.00
11,300,0 91.18 322.40 7,689.6 3,540.6 -2,114.5 4,123.6 0.00 0.00 0.00
11,400.0 91.18 322.40 7,687.5 3,619.9 -2,175.4 4,223,2 0.00 0.00 0.00
11,600.0 91.18 322.48 7,685.5 3,699.2 -2,238.3 4,322.6 0.00 0.00 0.00

11,600.0 91.18 322.48 7,683.4 3,778.5 -2,297,2 4,422.0 0.00 0.00 0.00
11,621.2 91.18 322.48 7,683.0 3,795.3 -2,310.1 4,443.0 0.00 0.00 0.00

"TD STO2"@ 11621' MD

07/20/12 11:01:52AM Page 4 COMPASS 5000,1 Build 42

RECEIVED: Aug. 17,

Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000
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Database: EDM 5000.1 Single User Db Local Co< rdinato Refotonco: Well Cane Creek Unit #24-1
Company: Fide ily Explotation & Prodriction Co TVDRoforence: WELL @ 6074.0usft {OriginalWolf Elev)
Project: Grand Counly, UT . MD Reference: WELL @6074.0ustt (Original Well Hiev)
Site: Sec 24 T26S R19fi North Reference: True
Well: Cane Creek Unit #24-1 Survey Calculation Method: Minirnuin Curvature
Wellbore: STO2

Design: Design #4

Planned Survey
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Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usit) (usft) (usft) (usit) (*IiC0usit) (*l100usft) (*l1000sít)
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"Land STO2" 86.3° @7878' MD
7,900.0 86.28 329.85 7,601.4 714.8 -243.2 737.1 0.00 0.00 0.00
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6,300.0 66,28 329.85 7,627.4 1,060.0 443.7 1,136.2 0.00 0.00 0.00
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RECEIVED: Aug. 17,



RECEIVED: Aug. 22, 2012

Sundry Number: 29141 API Well Number: 43019314470000Sundry Number: 29141 API Well Number: 43019314470000
Sundry Number: 29060 API Well Number: 43019314470000
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"if ,"" ASchlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Wel' Cane Creek Unit #24-1
Company: Fidelity Exp!oration & Production Co. TVD Reference: MELL @6074.0usft (Original Wetl Elev)
Project: -Grand County, UT MD Reference: WELL @6074.0usft (Original Weil Elev)
Site: Sec 24 T2ôS RIGE Nodh Referenco: True
Woll: Cane Creek Unit #24-1

,
Survey Calculation Method: Minimum Curvature

Wellbore: STO2
Design: Oesign #4

Dosign Targots

Targot Namo
- hit/miss target Dip Angle Dip Dir. TVD +NI.S +EI.W Northlng . Easting
-Shape (•) (•) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

Land_R STO2 0.00 0.00 7,600.0 696.5 -232.6 77,866,32 2,493,754.17 38° 32' 2.494 N 109° 46' 28.977 W
- plan hits target center
- Point

PBHL STO1 0.00 0.00 7,683.0 3,795.3 -2,310.1 80,924,44 2,491.617.25 38° 32' 33.120 N 109° 46' 53.120 W
- plan hits target center
- Point

Turn STO2 0.00 0.00 7,715.7 2,234.0 -1,125.6 79,386.29 2,492,831.66 38 32' 17.689 N 109' 46' 38.214 W
- plan hits target center
- Point

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usit) (ustt) (usft) Cornment

6,800.0 6,793.4 164.7 2.8 Tie-In to GyroData Gyro Survey @6800' D
6,850.0 6,843.3 166.9 2.3 KOP 12'l100' @ 6850' MD
7,028.5 7,016.1 205.4 -10.3 Hold 23.9° @7028"MO
7,353.7 7,313.5 331.0 -50.1 Build &Turn 12°I100'@ 7353' MD
7,878.8 7,600.0 696.5 -232.6 Land STO2" 86.3' @7878' MD
9,660.5 7,715.7 2,234.0 -1,125.6 Build &Turn 5°l100" @9860' MD

11,621.2 7,683.0 2,380.8 -1,224.0 "TD STO2"@ 11621' MD

07/20/12 11;01:52AM Page 5 COMPASS 5000.1 Build 42

RECEIVED: Aug. 17,
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Sundry Number: 29060 API Well Number: 43019314470000
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Company: Fidelity Exp!oration & Production Co. TVD Reference: MELL @6074.0usft (Original Wetl Elev)
Project: -Grand County, UT MD Reference: WELL @6074.0usft (Original Weil Elev)
Site: Sec 24 T2ôS RIGE Nodh Referenco: True
Woll: Cane Creek Unit #24-1

,
Survey Calculation Method: Minimum Curvature

Wellbore: STO2
Design: Oesign #4

Dosign Targots

Targot Namo
- hit/miss target Dip Angle Dip Dir. TVD +NI.S +EI.W Northlng . Easting
-Shape (•) (•) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

Land_R STO2 0.00 0.00 7,600.0 696.5 -232.6 77,866,32 2,493,754.17 38° 32' 2.494 N 109° 46' 28.977 W
- plan hits target center
- Point

PBHL STO1 0.00 0.00 7,683.0 3,795.3 -2,310.1 80,924,44 2,491.617.25 38° 32' 33.120 N 109° 46' 53.120 W
- plan hits target center
- Point

Turn STO2 0.00 0.00 7,715.7 2,234.0 -1,125.6 79,386.29 2,492,831.66 38 32' 17.689 N 109' 46' 38.214 W
- plan hits target center
- Point

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usit) (ustt) (usft) Cornment

6,800.0 6,793.4 164.7 2.8 Tie-In to GyroData Gyro Survey @6800' D
6,850.0 6,843.3 166.9 2.3 KOP 12'l100' @ 6850' MD
7,028.5 7,016.1 205.4 -10.3 Hold 23.9° @7028"MO
7,353.7 7,313.5 331.0 -50.1 Build &Turn 12°I100'@ 7353' MD
7,878.8 7,600.0 696.5 -232.6 Land STO2" 86.3' @7878' MD
9,660.5 7,715.7 2,234.0 -1,125.6 Build &Turn 5°l100" @9860' MD

11,621.2 7,683.0 2,380.8 -1,224.0 "TD STO2"@ 11621' MD
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RECEIVED: Aug. 22, 2012

Sundry Number: 29141 API Well Number: 43019314470000Sundry Number: 29141 API Well Number: 43019314470000

FIDELÌTY
Exploration&ProdlictionCompany

August 22, 2012

Diana Mason
State of Utah
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Directional Drilling R649-3-11

Cane Creek Unit 24-1 -Section 24, 0682' FNL, 2829' FEL (Surface)
Section 13, 2112' FNL, 196' FWL (Bottom hole)

Grand County, Utah

Dear Diana Mason,

Pursuant to the filing of a sundry for permission to drill the above referenced well
horizontally. We are hereby submitting this letter in accordance with Oil & Gas
Conservation Rule R649-3-11 pertaining to the location and sitting of the well.

• It is proposed at that time to drill the Cane Creek Shale horizontally as per the
attached directional program. This is Federal lease number UTU-65973. Fidelity
anticipates the kick off point of approximately 6850' MD; a target TVD at an
azimuth of 322.48 degrees is anticipated. The actual directional program maybe
altered as dictated by hole conditions.

• Furthermore Fidelity Exploration and Production Company hereby certify that we
are the sole working interest owner within 460 feet of the entire directional well
bore.

Therefore, based on the above stated information Fidelity Exploration and Production
Company request the permit be granted pursuant to R649-3-11.

Steph lie Masters
Operations Technician III
Fidelity Exploration & Production Company 2585 HeartlandDrive

Sheridan, WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResourcesGroup,Inc.
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Carol Daniels - Cane Creek 24-1 Reentry Api # 4301931447 

From: 
To: 
Date: 
SUbject: 
CC: 

"Masters, Stephanie" <stephanie.masters@fidelityepco.com> 
"'Jones, Eric C"' <ejones@b1m.gov>, "'j4brown@blm.gov"' <j4brown@blm.gov ... 
8/24120122:39 PM 
Cane Creek 24-1 Reentry Api # 4301931447 
"Keller, Mike" <Mike.Keller@fidelityepco.com> 

Page 1 of 1 

Fidelity would like to report that they are rigged up and starting work on the Cane Creek 24-1 reentry #2. 

Stephanie Masters 
Operations Technician III 
Fidelity Exploration & Production Co. 
2585 Heartland Drive 
Sheridan Wy 82801 
(307)-675-4924 

RECEIVED 
AUG 2 It 2012 

DIY. OF OIL., GAS & MINING 

file:IIIC:lUsers/CAROLDANIELS/AppDataiLocaliTempIXPgrpwise/5037923FNRDOMA... 8/28/2012 

Page 1 of 1

Carol Daniels - Cane Creek 24-1 Reentry Api # 4301931447

From: "Masters, Stephanie" <stephanie.masters@fidelityepco.com>

To: '"Jones, Eric C'" <ejones@blm.gov>, "'j4brown@blm.gov'"<j4brown@blm.gov...

Date: 8/24/2012 2:39 PM
Subject: Cane Creek 24-1 Reentry Api # 4301931447
CC: "Keller, Mike" <Mike.Keller@fidelityepco.com>

Fidelity would like to report that they are rigged up and starting work on the Cane Creek 24-1 reentry #2.

Stephanie Masters
Operations Technician III
Fidelity Exploration & Production Co.
2585 Heartland Drive
Sheridan Wy 82801
(307)-675-4924

RECEIVED
AUG2 4 2012

DIV.0FOIL,GAS&MINING
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RECEIVED: Oct. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

10 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10 /1 /2012

October 02, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 02, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/1/2012
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RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO80203 RegUlâÍOry Report
(720) 931-9631

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 9/18/2012 | Activity: |Moving off Rig Name: Frontier 10 Days :1
Daily Report Summary :

Daily Report Detail: Begin moving off the drillingrig. Cranes on location
Setup and prep for completion.
Store some fluidsfor the completionn.
Order the tbgand equip for the completion.

From 7:00 To 18:00 |11hrs Category/Rmks: :
Date : 9/19/2012 Activity: Moving off Rig Name: Frontier 10 Days :2
Daily Report Summary:

Daily Report Detaiî: Moving off the drilingrig. Cranes on location.
Setup and prep for completin.
Store some fluids for the completion.
Order the equip for the completion.
The 2 7/8" tbg is in Moab.
Majority of the drilling is off of location.

From 7:00 To 19:00 |12hrs Category/Rmks: :
Date : 9/20/2012 | Activity: Moving off Rig Name: Frontier 10 Days :3
Daily Report Summary :

Daily Report Detail: Continue to MD the drilling rig.
Set up and prep for completion.
Remove the rig tarpfromaround the wellhead.
Level up area around the wellhead.
Try to dry out the area around thewellhead.
Prep location for the completion.
Locate the4 rig anchors.

From 7:00 To 18:00 11 hrs| Category/Rmks: :
Date : 9/21/2012 Activity: MIRU Rig Rig Name: Frontier 10 Days :4
Daily Report Summary :

Daily Report Detail: Crew travel
SICP - 0# Begin MIRU of Monumentrig#21.
MI pump & tank&NUlines.
MI3,400 bbis tanks, w/183 bbis diesel and 20 bbis of 11.8 ppg CACL water. Spot and filltanks.
MIcatwalk and racks.
ND frac head. NU 10,000# BOPs &5000# annular.
MI207 jnts of 2 7/8" 6.5# N-80 EUE 8 rd tbg from Tuboscope. 12 jnts of 2 7/8" 6.5# N-80 EUE Brd tbg
from CC 12-1. Total 219 jnts.
MI 7 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the CC 12-1, 41 jnts of new 2 3/8" 4.7# N-80 EUE Brd tbg
from the CC 19-1.Total- 48 jnts
MI 85 jnts of 2 3/8" 5.95# P-110 WTS tbg. Total- 85 jnts
SI well.
Secure Well / SDFN / Travel

From 5:00 To 18:00 13 hrs category/Rmks: :
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Daily Report Summary :

Daily Report Detail: Begin moving off the drillingrig. Cranes on location
Setup and prep for completion.
Store some fluidsfor the completionn.
Order the tbgand equip for the completion.

From 7:00 To 18:00 |11hrs Category/Rmks: :
Date : 9/19/2012 Activity: Moving off Rig Name: Frontier 10 Days :2
Daily Report Summary:

Daily Report Detaiî: Moving off the drilingrig. Cranes on location.
Setup and prep for completin.
Store some fluids for the completion.
Order the equip for the completion.
The 2 7/8" tbg is in Moab.
Majority of the drilling is off of location.

From 7:00 To 19:00 |12hrs Category/Rmks: :
Date : 9/20/2012 | Activity: Moving off Rig Name: Frontier 10 Days :3
Daily Report Summary :

Daily Report Detail: Continue to MD the drilling rig.
Set up and prep for completion.
Remove the rig tarpfromaround the wellhead.
Level up area around the wellhead.
Try to dry out the area around thewellhead.
Prep location for the completion.
Locate the4 rig anchors.

From 7:00 To 18:00 11 hrs| Category/Rmks: :
Date : 9/21/2012 Activity: MIRU Rig Rig Name: Frontier 10 Days :4
Daily Report Summary :

Daily Report Detail: Crew travel
SICP - 0# Begin MIRU of Monumentrig#21.
MI pump & tank&NUlines.
MI3,400 bbis tanks, w/183 bbis diesel and 20 bbis of 11.8 ppg CACL water. Spot and filltanks.
MIcatwalk and racks.
ND frac head. NU 10,000# BOPs &5000# annular.
MI207 jnts of 2 7/8" 6.5# N-80 EUE 8 rd tbg from Tuboscope. 12 jnts of 2 7/8" 6.5# N-80 EUE Brd tbg
from CC 12-1. Total 219 jnts.
MI 7 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the CC 12-1, 41 jnts of new 2 3/8" 4.7# N-80 EUE Brd tbg
from the CC 19-1.Total- 48 jnts
MI 85 jnts of 2 3/8" 5.95# P-110 WTS tbg. Total- 85 jnts
SI well.
Secure Well / SDFN / Travel

From 5:00 To 18:00 13 hrs category/Rmks: :
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RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect; Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 1 9/22/2012 Activity: MIRU Rig Rig Name: Frontier 10 Days :5
Daily Report Summary :

Daily Report Detail: Crew travel.Start rig, SICP @0 psi. Safety meeting
BOP testers showed up. Tested BOP's
Pipe Rams tested to 250 psi low 8000 psi high
Blind Rams tested to 250 psi low 8000 psi high
Annular tested to 250 psi low 5000 psi high AIItests came out good.

Take deliveryon 2 loads of brine water for frac tanks.
Diesel tk. = 185 bis.
Brine tk. - 178 bls.
Mud tk. = 4 bls.
NU bit, scraper, x- over subs = 7.97
Drift and tallyin hole w/ 203 jts. 2 7/8 tbg. RigKB = 10' ( Drilling rig KB = 23')
203 jts. Tbg = 6453.84' BHA = 7.97 Rig KB = 10' Add 13' for remaining KB = 6474.81' KB
Tagged RBP w/ 4.75' left out on 203 rd joint. @6470,06' KB
NU to reverse circulate well.
Reverse circulate well for 1 hr. @2.5 BPM. 4X tubingvolume. Recovered small amount of mud and
loss circulation material.
ND circulating pump, NU to pull tubing. Used 43 bis. Out of brine water tank. Leaving 135 bis. In tank
when finished.
POOH w/ BHA and tubing.Laying down BHA.

SIW , SDFN , crew travel
From 5:00 To 18:00 13 hrs| Category/Rmks: ;
Date : 9/23/2012 | Activity: Trips Rig Name: Frontier 10 Days :6
Daily Report Summary :

Daily Report Detail: Crew travel.Start rig. SICP @ 0 psi. Safety meeting
Weatherford tool hand on location
NU retrieving toolfor RBP
RIH w/ retrievingtool to6470'. Tag RBP. Pull up 1 ft.
Reverse circulate hole 1.5X tbg volume. Recovered metal fragments in returns
Release Bridge Plug. POOH w/ BHA.
Checked for flow from belowbridge plug. Did not notice any flow.
ND Bridge Plug and retrieving tool
Took deliveryon 100 bls. Of CaCI brine @11.6#
Break for lunch.
NU bit, scraper, and x - over subs
RIHwl BHA to 6480'. Tag up on top of liner.
NU to circulate well. Reverse circulate hole @2.5 BPM / 1 hr.
Circ. 150 bls. = 4X tubingvolume Recover small amount of LCM

POOH with2 jts. Of tubing.Laying down onto rack.
ND circulating unit

SIW SOFN crew travel
From 6:00 To 15:30 .5 hr) Category/Rmks: :
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Checked for flow from belowbridge plug. Did not notice any flow.
ND Bridge Plug and retrieving tool
Took deliveryon 100 bls. Of CaCI brine @11.6#
Break for lunch.
NU bit, scraper, and x - over subs
RIHwl BHA to 6480'. Tag up on top of liner.
NU to circulate well. Reverse circulate hole @2.5 BPM / 1 hr.
Circ. 150 bls. = 4X tubingvolume Recover small amount of LCM

POOH with2 jts. Of tubing.Laying down onto rack.
ND circulating unit

SIW SOFN crew travel
From 6:00 To 15:30 .5 hr) Category/Rmks: :
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect; Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Date : 1 9/22/2012 Activity: MIRU Rig Rig Name: Frontier 10 Days :5
Daily Report Summary :

Daily Report Detail: Crew travel.Start rig, SICP @0 psi. Safety meeting
BOP testers showed up. Tested BOP's
Pipe Rams tested to 250 psi low 8000 psi high
Blind Rams tested to 250 psi low 8000 psi high
Annular tested to 250 psi low 5000 psi high AIItests came out good.

Take deliveryon 2 loads of brine water for frac tanks.
Diesel tk. = 185 bis.
Brine tk. - 178 bls.
Mud tk. = 4 bls.
NU bit, scraper, x- over subs = 7.97
Drift and tallyin hole w/ 203 jts. 2 7/8 tbg. RigKB = 10' ( Drilling rig KB = 23')
203 jts. Tbg = 6453.84' BHA = 7.97 Rig KB = 10' Add 13' for remaining KB = 6474.81' KB
Tagged RBP w/ 4.75' left out on 203 rd joint. @6470,06' KB
NU to reverse circulate well.
Reverse circulate well for 1 hr. @2.5 BPM. 4X tubingvolume. Recovered small amount of mud and
loss circulation material.
ND circulating pump, NU to pull tubing. Used 43 bis. Out of brine water tank. Leaving 135 bis. In tank
when finished.
POOH w/ BHA and tubing.Laying down BHA.

SIW , SDFN , crew travel
From 5:00 To 18:00 13 hrs| Category/Rmks: ;
Date : 9/23/2012 | Activity: Trips Rig Name: Frontier 10 Days :6
Daily Report Summary :

Daily Report Detail: Crew travel.Start rig. SICP @ 0 psi. Safety meeting
Weatherford tool hand on location
NU retrieving toolfor RBP
RIH w/ retrievingtool to6470'. Tag RBP. Pull up 1 ft.
Reverse circulate hole 1.5X tbg volume. Recovered metal fragments in returns
Release Bridge Plug. POOH w/ BHA.
Checked for flow from belowbridge plug. Did not notice any flow.
ND Bridge Plug and retrieving tool
Took deliveryon 100 bls. Of CaCI brine @11.6#
Break for lunch.
NU bit, scraper, and x - over subs
RIHwl BHA to 6480'. Tag up on top of liner.
NU to circulate well. Reverse circulate hole @2.5 BPM / 1 hr.
Circ. 150 bls. = 4X tubingvolume Recover small amount of LCM

POOH with2 jts. Of tubing.Laying down onto rack.
ND circulating unit

SIW SOFN crew travel
From 6:00 To 15:30 .5 hr) Category/Rmks: :

Page 2 of 6 Powered by Production Access 10/1/2012 10:11



RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;

Page 3 of 6 Powered by Production Access 10/1/2012 10:11

Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/24/2012 Activity: Clean Out Rig Name: Frontier 10 Days :7

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting.
LD 3 jnt of 2 7/8" tbg. TOOH w/7" scraper assembly.
LD 7" scraper assembly. PU 4 1/2" scraper assembly.
TlH 4 1/2" scraper assembly as follows:3.625" (3) bladed drag bit, BS, 4 1/2" Baker scraper, 48 jntsof 2
3/8" 4.7# N-80EUE Brd tbg,Xover,
80 jnts of 2 3/8" 5.95# P-110 WTS tbg,Xover, followedby 2 7/8" 6.5# N-80 EUE Brd tbg.Tag a hard tag
w115 jnts of 2 7/8" in the hole.
Tag w/ a totalof 243 jnts@7698'. Set down 20,0001bs on tag. PUw/ 7,000lbs on the tag, rotate on tag
with the tongs,made 6 rotations
and got back all6 turns.PU and set down w/ 5000lbs on the tag, rotate 4 turns,torqueup and returned all
4 turns.
TOOHwl4.5" scraper assembly. LD scraper assembly. There is cement on the scraper and in the bit
PU a 2 3/8" notched collar.TIHwith a notched collaron the end of the string. Tag up @ 7700'. Tbg falling
in a soft tag for 20'.
Set down 10,000# @7720'.
TOOH22 stds to get above the PBR, EOT @6418'. Ld the tbg in the slips. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:30 4.5 hr category/Rmks: :

Date: 9/25/2012 Activity: Trips Rig Name: Frontier10 | Days:8
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Begin tearing into the rig to repair the brakes.
MIa rig mechanic to repair thebrakes, repair rig.
TOOH wl tbg.
Prep to T1Hthe 4.5" bit and scraper assembly.
TlH the 4.5" scraper assembly as follows:3.625" (3) bladed drag bit, Baker 4.5" esg scraper, BS, 1 jnt of 2
3/8" 4.7# N-80 EUE 8rd tbg,
AOR Nipple ( 1.64" ID ), 2 3/8" WTS X 2 3/8" EUE Xover ( 1.73" ID), 80 jnts of 2 3/8" 5,95# P-110 WTS
(bg, 2 3/8" EUE X 2 3/8" WTS Xover ( 1.76" ID ),
47 jnts of 2 3/8" 4.7# N-80 EUE 8td tbg,2 7/8" EUE X 2 3/8" EUE Xover,followedby 2 7/8" 6.5# N-80
EUE 8rd tbg.
Work the bit and scraper past the tag up point of 7698' to 8035'. Taking wt all theway to this depth of
5000Ibs to 8000 lbs.
Tagging @8035' @15,000Ibs down. PU and std back 1 std. PU 1 jnt of tbg,prep to circ @8023'.
Circ the hole in reverse @1.5 bpm @600#. Circ the hole w/ 11.6 ppg water, reverse out the 1500' of mud
from the lateral. Retumed: cement,
LCM &mud.
SD pump and equalize the well. Prep toTOOHto above the PBR.
LD 1 jnt, TOOHto 6415' to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: ;

Page 3 of 6 Powered by Production Access 10/1/2012 10:11



RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 9/26/2012 Activity: ÌrÍps ( Rig Name: (Fronder10 Days :|9

Daily Report Summary :

Daily Report Detail: Crew travel
SITP-0# SICP-0# Holdsafety meeting, Prep toTlH.
TIH to tag @835', tag up @8035'.
LD 72 jts of 2 7/8" tbg from the hole to use whiledrillingcmt. TlH72 jnts from the derrick.
PU power swivel. Break circulation.
Begin drillingon the cmt @8035', Swivel- 70 rpm, Pump- 2 bpm @1100#. WOB- 2 to 3000 lbs.
Drilling through the cmt easily. Setting 2 to 3 points down.
Drillingon hard cmt. The bit is stalling if thewt is over 1500#. Hard drilling@ 8250'.
Kelly down @8278', Checking returns, circ bottoms up. Returns: water, cmt, mud, some metal shavings.
Checking returns for more metal.
RD powerswivel.Swivelbroke at the base of the stiff arm. Ordered out another swivel from Rifle, Co.
PU 1 jnt and try to slide in, unable to slide 3'. Tag up w/ 10,0001bsdown. LD the topjnt.
TOOH30 stds to leave the tbgabove the PBR overnight.
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs Category/Rmks: :

Date : 9/27/2012 | Activity: DrillCement Rig Name: Frontier 10 | Days :|10

Daily Report Summary :

Daily Report Detail: Crew travel
SITP-0# SICP-0# Hold safety meeting. Prep to TlH.
TlH to tag@ 8278', PU 2nd swivel,Break circ,
Begin drilling on the omt @8278'. Swivel- 70 rpm, Pump- 2 bpm @1150#. WOB- 2 to 3000 lbs.
Drilldown ist jnt(#263), slide 29' of int#264, drill all of jnt #265 &#266, slide jnt#267, Drlg jnts#268 &
Slide #269 & #270, circ bottoms up @8564'.
Returns: water, mud, cmt
Cont to SIH jnt # 271, slide in hole tojnt # 280, Circ bottoms up @8881' .

Cont to SIH jnt# 281, slide in hole tojnt#286, Tag up @9073' wi 15,0001bs down, circ hole & drill on
cmt.
Drillingon cmt @9073', Pump: 2 bpm @1200#, Swivel: 70 rpm, WOB: 2 to 3 points on the bit.
Down w/ jnt # 296 @9394', Sliding, soft drilling&hard drilling. Cire bottoms up.
Down w/ jnt# 306 @9706'. Sliding, soft drilling & hard drilling. Circ bottoms up for 45 min..
Std back the swivel.
TOOH52 stds to be above the PBR. SI well.
Secure Well / SDFN / Travel

From 6:00 To 19:45 .75 h Category/Rmks: :

Page 4 of 6 Powered by ProductIon Access 10/1/201210:11
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Returns: water, mud, cmt
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RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected 011: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/28/2012 Activity: Test Csg Rig Name: Frontier 10 Days :11

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting. Prep to TlH.
TlH to tag@9706', Break circ.
Begin drilling on the cmt @9715'. Swivel- 70 rpm, Pump- 2 bpm @1250#. WOB- 2 to 3000 lbs.
Drilldown ist jnt(#306), Drilljnt#307, Slide jnts#307 tojnt#312, Drillíngw/ jnt# 313 @9927 drillto
9960'.
Slide jnt#314 tojnt# 325.
Circ bottoms up @ 10310' for 30 min.
Cont to SlH jnt# 326, Slide Jnt # 326 to the middle of jnt # 327.
Drlg w/ jnt # 327 @10,360', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
Drlg w/ jnt # 328 @10,772', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
TD the clean out w/ 8' of jnt#330 @10444'. Circ the hole for 40 min to get bottoms up.
Short trip to 6450'. Reverse for 10 min @2.5bpm.
TIHto 10,442'
Circ the hole in reverse @2.5 bpm @1375# for 45 min. Hole clean. Test the csg to 3000# for 15 min (
good test ).
TOOH to above the PBR, SI well.
Secure Well / SDFN / Travel
Daily Summary: Ending Depth- 10,444' Daily Ftg- 738'

From 6:00 To 20:00 14 hrs Category/Rmks: :

Date : 9/29/2012 Activity: Other Rig Name: Frontier 10 Days :12

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting. Prep to TOOH
TOOH,Std back the 12 7/8" & 2 3/8" EUE tbg.LD the 2 3/8" WTS tbg,,Move the 2 3/8" WTS tbg to the
edge of the location.
ND the washington head.
Clear out the area around the wellhead.
Prep thewell for logging. Mi&NU flowback equip &flowback tanks.
Clean out the rig tank. Fill the hole with 11.6ppg water.
Secure Well / SDFN / Travel

From 6:00 To 14:30 .5 hr Category/Rmks: :

Date : 9/30/2012 | Activity: (Logging | Rig Name: Frontier 10 Days :\13

Daily Report Summary :

Daily Report Detail: Crew travel
SICP- 0# Holdsafety meeting, Prep to Log lateral.
MIRUWelltech & Baker Atlas. Prep logging tools &tractor. Power up toolsand prep.
Baker computer needs to be rebooted. Talking to all tools.
PU tools and tractor.RIH with tools to 1000'. Pressure up on the grease head, press test csg & head to
3000#, bleed off press.
Cont to RIH w/ CBL, CCL & GR WI 4 Jemco centralizers to 15.1# 4.5" csg. Unable to cont past 7756'.
Start tractor and cont to RIH w/ logging tools.
Makea 200' correlation pass withoutpress from 8100' to 7900'. Correlate to the Thru Bit log.
Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
another 20', tryto move ahead.
Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
We don't want to stick these tools.
Log out from9070', press up to 3000#, hold 3000# while logging, log to 6350', ROOHw/ tools,locate the
PBR @6489' WLD
Tools on the surface, inspection of toolsgave no indicationof what was going on, the tools are OK. LD
tools.
LD tools, RD Backer Atlas & Welltech, release units. S1well.
Secure Well / SDFN / Travel

From 6:00 To 17:30 1.5 hr\ Category/Rmks: :
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Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected 011: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/28/2012 Activity: Test Csg Rig Name: Frontier 10 Days :11

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting. Prep to TlH.
TlH to tag@9706', Break circ.
Begin drilling on the cmt @9715'. Swivel- 70 rpm, Pump- 2 bpm @1250#. WOB- 2 to 3000 lbs.
Drilldown ist jnt(#306), Drilljnt#307, Slide jnts#307 tojnt#312, Drillíngw/ jnt# 313 @9927 drillto
9960'.
Slide jnt#314 tojnt# 325.
Circ bottoms up @ 10310' for 30 min.
Cont to SlH jnt# 326, Slide Jnt # 326 to the middle of jnt # 327.
Drlg w/ jnt # 327 @10,360', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
Drlg w/ jnt # 328 @10,772', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
TD the clean out w/ 8' of jnt#330 @10444'. Circ the hole for 40 min to get bottoms up.
Short trip to 6450'. Reverse for 10 min @2.5bpm.
TIHto 10,442'
Circ the hole in reverse @2.5 bpm @1375# for 45 min. Hole clean. Test the csg to 3000# for 15 min (
good test ).
TOOH to above the PBR, SI well.
Secure Well / SDFN / Travel
Daily Summary: Ending Depth- 10,444' Daily Ftg- 738'

From 6:00 To 20:00 14 hrs Category/Rmks: :

Date : 9/29/2012 Activity: Other Rig Name: Frontier 10 Days :12
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Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
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Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
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Log out from9070', press up to 3000#, hold 3000# while logging, log to 6350', ROOHw/ tools,locate the
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Tools on the surface, inspection of toolsgave no indicationof what was going on, the tools are OK. LD
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LD tools, RD Backer Atlas & Welltech, release units. S1well.
Secure Well / SDFN / Travel

From 6:00 To 17:30 1.5 hr\ Category/Rmks: :

Page 5 of 6 Powered by Production Access 10/1/2012 10:11

Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
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Slide jnt#314 tojnt# 325.
Circ bottoms up @ 10310' for 30 min.
Cont to SlH jnt# 326, Slide Jnt # 326 to the middle of jnt # 327.
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Start tractor and cont to RIH w/ logging tools.
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Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
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Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
We don't want to stick these tools.
Log out from9070', press up to 3000#, hold 3000# while logging, log to 6350', ROOHw/ tools,locate the
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Tools on the surface, inspection of toolsgave no indicationof what was going on, the tools are OK. LD
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3000#, bleed off press.
Cont to RIH w/ CBL, CCL & GR WI 4 Jemco centralizers to 15.1# 4.5" csg. Unable to cont past 7756'.
Start tractor and cont to RIH w/ logging tools.
Makea 200' correlation pass withoutpress from 8100' to 7900'. Correlate to the Thru Bit log.
Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
another 20', tryto move ahead.
Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
We don't want to stick these tools.
Log out from9070', press up to 3000#, hold 3000# while logging, log to 6350', ROOHw/ tools,locate the
PBR @6489' WLD
Tools on the surface, inspection of toolsgave no indicationof what was going on, the tools are OK. LD
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Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
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tools.
LD tools, RD Backer Atlas & Welltech, release units. S1well.
Secure Well / SDFN / Travel

From 6:00 To 17:30 1.5 hr\ Category/Rmks: :

Page 5 of 6 Powered by Production Access 10/1/2012 10:11

Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API#: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St : GRAND, UT Phone:
Production Current/Expected 011: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 9/28/2012 Activity: Test Csg Rig Name: Frontier 10 Days :11

Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting. Prep to TlH.
TlH to tag@9706', Break circ.
Begin drilling on the cmt @9715'. Swivel- 70 rpm, Pump- 2 bpm @1250#. WOB- 2 to 3000 lbs.
Drilldown ist jnt(#306), Drilljnt#307, Slide jnts#307 tojnt#312, Drillíngw/ jnt# 313 @9927 drillto
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PU tools and tractor.RIH with tools to 1000'. Pressure up on the grease head, press test csg & head to
3000#, bleed off press.
Cont to RIH w/ CBL, CCL & GR WI 4 Jemco centralizers to 15.1# 4.5" csg. Unable to cont past 7756'.
Start tractor and cont to RIH w/ logging tools.
Makea 200' correlation pass withoutpress from 8100' to 7900'. Correlate to the Thru Bit log.
Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
another 20', tryto move ahead.
Unable to move ahead. Tools @9100', had to pull 23001bs to move the toolsback, normal pull is 12001bs.
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Log out from9070', press up to 3000#, hold 3000# while logging, log to 6350', ROOHw/ tools,locate the
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Tools on the surface, inspection of toolsgave no indicationof what was going on, the tools are OK. LD
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Slide jnt#314 tojnt# 325.
Circ bottoms up @ 10310' for 30 min.
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Drlg w/ jnt # 327 @10,360', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
Drlg w/ jnt # 328 @10,772', hard cmt. Pump: 2 bpm @1150# Swivel: 70 rpm WOB @2 to 3 points.
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PU tools and tractor.RIH with tools to 1000'. Pressure up on the grease head, press test csg & head to
3000#, bleed off press.
Cont to RIH w/ CBL, CCL & GR WI 4 Jemco centralizers to 15.1# 4.5" csg. Unable to cont past 7756'.
Start tractor and cont to RIH w/ logging tools.
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Unable to move past 9150' work up hole 20', tryto move down hole. Unable to move down hole, move up
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RECEIVED: Oct. 01, 2012

Sundry Number: 30331 API Well Number: 43019314470000Sundry Number: 30331 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 Water: 0 I 0

Casinc
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

6/16/2007 40 2 1. Conductor 20 24 40
7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635

Stage: 1, Tail, 0, 806, Surface, Class G. 1.16, 15.8
7/20/2007 4472.28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472

IStage: 1, Lead, 0, 350, litePremium, Class G, 2.41, 12
Stage: 1, Tail, 0, 850, Premiun G, Class G, 1.17, 15.8

9/8/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1. Tall, 0, 28, Production, Class G, 1.17, 16.4
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Stage: 1, Tail, 0, 141, , Class G, 1.49, 0
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RECEIVED: Nov. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

11 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11 /1 /2012

November 02, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/1/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 02, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/1/2012

RECEIVED: Nov. 01,
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ACI DIZE ALTER CASING CASING REPAIR
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water:

_ _

0 / 0

Date : 10/1/2012 Activity; Trips Rig Name: Frontier 10 Days :]14

Daily Repod Summary :

Daily Report Detail: Crew travel
SICP- 0# Hold safety meeting. Prep to run Baker TCP guns.
Begin TIH w/ Baker TCP gun assembly. 2200' of assembly, 1800' of guns @4spf @7250 hole.
Followed by 48 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg.Follow 2 3/8" tbg with the Baker 7" Hornet packer
assembly and L-10 disconnecter, 1 jnt
of 2 7/8" 6.5# N-80 EUE 8rd tbg,Xnipple ( 2.313" ID ),TIH on 2 7/8" 6.5# N-80 EUE Srd tbg. Watch for
PBR @6489', watch for tight spot
at 9100', everything went well. Use 202 jnts of tbg, Ld with 10' of jnt# 202.
Set the Baker 7" Hornet packer @641T with the elements @6421'. The top shot of the guns is at 8000'
and the bottom shot is @10,425'.
The EOT is @10,427'. Prep to test the packer & csg
Test the packer and csg to 1000# ( good test ). Release from packe rand TOOH 21 Jnts.Leave the rest of
the tbg in the hole for a kill string.
SI well.
Secure Well / SDFN / Travel

From 6:00 To 18:00 12 hrs Category/Rmks: ;

Date : 10/2/2012 Activity: Run Tubing Rig Name: Frontier 10 Days :15

Daily Repoit Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Holdsafety meeting. Prep to TOOHkill string.
TOOH the 2 7/8" kill string w/ L-10 head.
Prep to run the 3/8" cap string with the 2 7/8" tbg, MI Cameron 10,000#wellhead & manifold, set off.
TIH w/ 2 7/8" tbg and Baker 3/8" cap string as follows: L-10 connecter, 6' X 2 7/8" N-80 pup, 4' X 2 7/8"
ported sub, 6' X 2 7/8" N-80 pup,
2 7/8" Xnipple ( 2.313" ID ). 199 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, 6'X 2 7/8" N-80 pup, 4'X 2 7/8" N-
80 pup, 4' X 2 7/8" N-80 pup,
4'X 2 7/8" N-80 pup, 1 jnt 2 7/8" 6.5# N-80 EUE 8rd tbg, 2 7/8" tbg hanger. Spaced out w/ 5' of slackoff.
Pump 200 bbls of packer fluid down the csg, displace up the tbg.
Tie intothe packer and land the tbg in the tbg head with the Cameron hanger. All of the cap string is in
place. Set onto packer w/ 25,000lbs in
compression.
RD rig floor. ND 10,000# BOPs. Test csg & packer to 1000# ( good test ). NU Cameron 10,000# tree, test
shell to 10,000#.
RDMO rig #21. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:00 14 hrs| Category/Rmks: :

Page 6 of 19 Powered by Production Access 11/1/2012 10:04
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2 7/8" Xnipple ( 2.313" ID ). 199 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, 6'X 2 7/8" N-80 pup, 4'X 2 7/8" N-
80 pup, 4' X 2 7/8" N-80 pup,
4'X 2 7/8" N-80 pup, 1 jnt 2 7/8" 6.5# N-80 EUE 8rd tbg, 2 7/8" tbg hanger. Spaced out w/ 5' of slackoff.
Pump 200 bbls of packer fluid down the csg, displace up the tbg.
Tie intothe packer and land the tbg in the tbg head with the Cameron hanger. All of the cap string is in
place. Set onto packer w/ 25,000lbs in
compression.
RD rig floor. ND 10,000# BOPs. Test csg & packer to 1000# ( good test ). NU Cameron 10,000# tree, test
shell to 10,000#.
RDMO rig #21. SI well.
Secure Well / SDFN / Travel

From 6:00 To 20:00 14 hrs| Category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :

Page 7 of 19 Powered by Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/3/2012 Activity: Peiforate Rig Name: Frontier 10 Days : 16
Daily Report Summary :

Daily Report Detail: Crew travel
SITP- 0# SICP- 0# Hold safety meeting.
MI equip to make the adjustments of the flowline.
NU the rest of thewellhead manifold. Make the cuts nesessary to tie in the flowline to the wellhead.
Weld in the connections and flanges needed for the tie in.
Repair the cap string injection line, Install all of the audimation sesnsors on the wellhead.
Test the wellhead and the test equip to 4000#. ( Good Test)
Pressure up the tbgto fire the TCP guns, press to 3900#, wait 30 sec, bleed off to 100# on the tbg.
The guns fired in 6 min 40 sec, the tbg went a vacc instantely.
SITP- 0# Open well at the test manifold on a 2" choke. Tbg is on a slight blow.
FTP- O# Rec 1 bbis of water in 15 min, cont to flowlest well.
1545 hrs: FTP- 0# Rec- 4 bbls, 1600 hrs: FTP- 0# Rec- 3 bbis, 1615 hrs: FTP- 3 bbis, 1630 hrs Rec- 3
bbis, 1645 hrs: FTP- 5 bbls, 1700 hrs: FTP- 0# Rec- 3 bbis
FTP- 50# SICP- 600# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 5 bbls Mud- 18 bbis Gas- show
Started to rec mud @1830 hrs. Cont to flowtest well.
FTP- 2# SICP- 500# Choke- 2"
Rec Lasr HT- Oil- 3 bbis Water- 0 bbis Mud- 0 bbis Gas- show
Started to rec oil @2215 hrs. Cont to flowtest well.
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 13.75 hrs. Chokes: 48/64" & 2" Oil- 77 bbis Water- 44 bbis
Mud- 34 bbis Gas- show
Totals: Days- 1 Hrs- 13.75 hrs Oil- 77 bbis Water- 44 bbis Mud- 34 bbls Gas- show
Cont to flowtest well.

From 7:00 To 0:00 17 hrs Category/Rmks: :

Date : 10/4/2012 Activity: |Flow Test Rig Name: Frontier 10 Days :17

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 1 Hrs- 13.75 hrs Oil- 40.5 bbis Water- 44 bbls Mud- 74.25 bb\s Gas- show
Cont to flowlest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- O bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 54.25 bbis Water-44 bbis Mud- 88.25 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 375# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Oil- 61.65 bbis Water-44 bbis Mud- 95.65 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Lasr Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- Slight blow
Totals: Oil- 73.15 bbis Water- 44 bbis Mud- 107.15 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 350# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
FTP- 0# SICP- 450# Choke- 2"
Rec Last Hr-Oil- 0 bbis Water- 0 bble Mud- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil-43.65 bbis Water-0 bbis Mud- 43.65
bbis Gas- show
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbls Gas- show
Cont to flowtest well.

From S:00 To 5:00 24 hrs Category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :

Page 8 of 19 Powered by Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Greek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
APl #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/5/2012 Activity: Flow Test Rig Name: Frontier 10 Days :18

Daily Report Summary :

Daily Report Detail: Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 2 Hrs- 37.75 hrs Oil- 84.15 bbis Water- 44 bbis Mud- 118.15 bbis Gas- show
Cont to flowtest well.
FTP-0# SICP-400# Choke-2"
Rec Last Hr- Oil- 8.25 bbls Water- 0 bbis Mud- 8.25 bbis Gas- slight blow
RU rig. Prep to swab, cut off some sand line, poor new rope socket.
FTP- 0# SICP- 325# 1st swab run: IFL- 1220' Pull From- 1800' Rec: 4.6 bb1s Gas cut fluid, gas after
flow.
2nd run: FL- 1400' PF-2900' Rec- 8 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2100' PF- 3960' Rec- 12 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4000' Rec- 5 bbis Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2500' PF- 4450' Rec- 3.25 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
6th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
7th run: FL- 3450' PF- 4950' Rec- 3 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
8th run: FL- 4400' PF- 5860' Rec- 6 bbls Gas cut fluids, slight blow after run. Oil & Mud 50/50 10
min between runs
9th run: FL-' 4400' PF- 5860' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
10th run: FL-' 5320' PF- 6230' Rec-2.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
11th run: FL- ' 5320' PF- 6230' Rec- 2 bbis Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
12th run: FL- 5510' PF- 6350' Rec- 2.30 bble Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs
13th run: FL- 5340' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40 10
min between runs
14th run: FL- 5000' PF- 6350' Rec- 4.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
Waited 1hr between runs
15th run: FL- 4900' PF-6350' Rec- 4.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 60/40
10 min between runs, turn over to flowtesters
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 43.15 bbis Water-0 bbis Mud- 39.65 bbis Gas- show
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbis Mud- 157.80 bb1s Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 Yrs category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/6/2012 Activity: Flow Test Rig Name: Frontier 10 Days :19

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbls Water- 0 bbls Mud- 0 bbis Gas- slight blow
Totals: Days- 3 Hrs- 61.75 hrs Oil- 127.30 bbis Water- 44 bbls Mud- 157.80 bbis Gas- show
Cont to flowtest well.
FTP- 0# SICP- 400# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Prep to swab
FTP- 0# SICP- 325# 1st swab run: IFL- 2000' Pull From- 3000' Rec: 4.4 bbis Gas cut fluid, gas after
flow.
2nd run: FL-2000' PF- 3500' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
3rd run: FL- 2350' PF- 3580' Rec- 7 bbis Gas cut fluids, slight blow after run. Oil & Mud 50/50
4th run: FL- 2500' PF- 4500' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
50/50 10 min between runs
5th run: FL- 2700' PF- 4500' Rec- 4.4 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Back to rec more mud than oil.
6th run: FL-4200' PF- 6350' Rec- 9 bbls Gas cut fluids, slight blow after run. Oli & Mud 30/70
7th run: FL- 5000' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified 10 min between runs
8th run: FL- 4700' PF- 6350' Rec- 4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
9th run: FL-' 4300' PF- 6350' Rec- 6.4 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1hr between runs
10th run: FL- 4300' PF- 6350' Rec- 2.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
emulsified Wait 1 hr between runs
11th run: FL- ' 5000' PF- 6350' Rec- 6.5 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
12th run: FL- 4800' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait 1 hr
13th run: FL- 5000' PF- 6350' Rec- 2 bble Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified wait I hr
14th run: FL- 4800' PF- 6350' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsîfied Last run
Turn well over to the flowtesters. Runs- 14, IFL- 2000', EFL- 6350', Rec- 65.30 bbis, Entry over night-
4350'
FTP- 0# SICP- 250# Choke- 2" Rec last Hr: Oil- 0 bbls Mud- 0 bbis Water-0 bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 21.57 bbis Water-0 bbis Mud- 43.73 bb1s Gas- show
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbls Mud- 201.53 bbis Gas- show
On Location
Monument, MCVI, EOC

From 5:00 To 5:00 24 i rs category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/7/2012 Activity: Flow Test Rig Name: Frontier 10 Days :20

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bble Gas- slight blow
Totals: Days- 4 Hrs- 85.75 hrs Oil- 148.07 bbis Water- 44 bbis Mud- 201.53 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 250# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 250# 1st swab run: íFL- 4000' Pull From- 6000' Rec: 8.5 bbls Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 3000' PF- 5000' Rec- 12 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
3rd run: FL- 3600' PF- 5000' Rec- 8.6 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
10 minbetween runs
4th run: FL- 5000' PF- 6300' Rec- 2 bbls Gas cut fluids, slight blow after run. Oil & Mud
30/70 Make 1 run per hr.
Sth run: FL- 4850' PF- 6300' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Pour new rope socket.
6th run: FL- 5700' PF- 6350' Rec- 4.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5400' PF- 6350' Rec- 4.3bbis Gas cut fluids, slight blow after run. Oil &Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5200' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
9th run: FL- 5700' PF- 6350' Rec-4.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per br.
10th run: FL- 5800' PF- 6350' Rec- 2.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr. Last run
Turn well over to the flowtesters.
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbls, Entry over night- 2350'

From 5:00 To 17:00 12 Yrs Category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 I26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St: GRAND, UT Phone:
Prod Otioritúña E ented Oil: 0 / 0 as: 0 / 0 Waten 0 / 0

Dak: 10/8Ñ012 dvity Elow Test Rig Nank(Frontier 10 Daýs 21
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 5 Hrs- 109.75 hrs Oil- 162.37 bbis Water-44 bbis Mud- 233.03 bbls Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbls Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP- 200# 1st swab run: IFL- 4400' Pull From- 5500' Rec: 8.5 bbis Gas cut fluid, gas after
flow. Oil & Mud 30/70
2nd run: FL- 4660' PF- 6350' Rec- 6.3 bbis Gas cut fluids, slîght blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5550' PF- 6350' Rec- 1.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 10 min between runs
4th run: FL- 5720' PF- 6350' Rec- 2.9 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5720' PF- 6300' Rec- 0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 5720' PF- 6350' Rec- 6.5 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
7th run: FL- 5720' PF- 6350' Rec- 2.1bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 5720' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 5720' PF- 6350' Rec- 1.1 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 5900' PF- 6350' Rec- 0.0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
11th run: FL- 5900' PF- 6350' Rec- 1.0 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr. Last run
Swab Day #3 Runs- 10 IFL- 4000', EFL- 6350', Rec- 45.00 bbis, Entry over night-2350'
Turn well over tothe flowtesters.
Swab Day #4 Runs- 11 IFL- 4400', EFL- 6350', Rec- 36.27 bbis, Entry over night- 1950'
Turn well over to the flowtesters.
FTP- 0# SICP- 200# Choke- 2" Rec last Hr: Oil- 0 bbis Mud- 0 bbis Water- O bbis Gas- slight blow
Daily Rec: Hrs- 24 hrs. Chokes: 2" Oil- 10.20 bbis Water-0 bbis Mud- 26.07 bbls Gas- show
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbis Water- 44 bb1s Mud- 259.07 bbis Gas- show

From 5:00 To 18:00 13 hrs category/Rmk :

Page 11 of 19 Poweredby Production Access 11/1/2012 10:04



RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

SeclTwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 gas; O/ 0 Watep 0 / 0

Date : 10/9/2012 Flow Test Narbe Frontier 10 Days 22
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbls Gas- slight blow
Totals: Days- 6 Hrs- 133.75 hrs Oil- 172.57 bbls Water- 44 bbis Mud- 259.07 bbls Gas- show
Cont to flowtest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SlCP-200# 1st swab run: IFL- 5200' Pull From- 6350' Ree: 4.3 bbis Gas cut fluîd, gas after
flow. Oil & Mud 30/70
2nd run: FL- 5400' PF-6350' Rec- 6.5 bble Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL-5550' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL- 5550' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc Make 1 run per hr.
5th run: FL- 5800' PF- 6300' Rec- 3.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
6th run: FL- 6000' PF- 6350' Rec- 2.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified i run per hr.
7th run: FL- 6000' PF- 6350' Rec- 1.0 bb1s Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
8th run: FL- 6000' PF- 6350' Rec- 1.1 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
9th run: FL- 6000' PF- 6350' Rec- 0 bbls Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.
10th run: FL- 6000' PF- 6350' Rec- 2.2 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified 1 run per hr.

Swab Day #5 Runs- 10 IFL- 5200', EFL- 6350', Rec- 23.60 bbis, Entry over night- 1150'
Turn well over to the flowtesters.

From 5:00 To 18:00 13 Yrs category/Smks :

Da 10/10/2012 ) Activity: Flow Test ifÑ rn Frontier 10 I s :23

Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Totals: Days- 7 Hrs- 157.75 hrs Oil- 179.65 bbis Water- 44 bbis Mud- 273.35 bbis Gas- show
Cont to flowlest well.
FTP- 0# SICP- 200# Choke- 2"
Rec Last Hr- Oil- 0 bbis Water- 0 bbis Mud- 0 bbis Gas- slight blow
Prep to swab
FTP- 0# SICP-200# 1st swab run: IFL- 4660' Pull From- 6350' Rec: 8.9 bbis Gas cut fluid, gas after
flow. Oil & Heavy Mud 30/70
2nd run: FL- 5200' PF- 6350' Rec- 4.2 bbls Gas cut fluids, slight blow after run. Emulsified / High
Visc Oil & Mud 30/70
3rd run: FL- 5500' PF-6350' Rec- 2.3 bbis Gas cut fluids, slight blow after run. Oil & Mud 30/70
Emulsified / High Visc 1 run per hr.
4th run: FL-6350' PF- 6350' Rec- O bbis No recovery.
FTP- 0# S1CP- 250# SI well for BU. RD swab equip, RD rig. Move rig to the Cane Creek 19-1 for
rod job.
SlTP- 14# SICP- 200# Monitor BU
S1TP- 17# SICP- 200# Release flowtesters. Production will monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks; :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek24-1
Pröoliëdt) Cane Creek AFE #: 120017

Sec/Twp/l : 24 / 26S / 19E Operator: Fidelity E&P
API 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Tyþe; Recompletion County , St.: GRAND, UT Phone:
Production Curráni/EA à Olli 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/11/2012 fiéity: Flow Test RÎ ame: Fronher 10 Daýà 24
Daily Report Summary .

Daily Report Detail: SITP- 17# SICP- 200# Release flowtesters. Production will monitor BU.
SITP- 22# SI for 24 hrs
See Production Data for further information. The well is being monitored by the wellhead sensor.
SD tillfurther work. WOO

From 5:00 To 5:00 |24hrs category/Rnikg :

Date 10/12/2012 Äctivity:Flow Test Rig Namá Frontier 10 Days 25
Daily Report Summary :

Daily Report Detail: SITP- 49# SICP- 200#

WO E&P slickline to show up on location.
MIRU E&P slicklineto run downhole guages. Bob S. from fidelity is on location.
RIH w/ guage ring to 6400'.
RIH with a collar stop, set the stop 1 jnt above the Xnipple.
RIH wl downhole guages, make gradiant stops every 500', set guages in the stop.
Open well to flowback tank, well bled right down.
Open well, monitorfor BU.

From 13:00 To 7:00 18 hrs category/Rmks; :

D ta 10/13/2012 Activity:Flow Test hibName Frontier 10 Daý 26
Daily Report Summary :

Daily Report Detail: Well open to the flowback tank.
Monitor down hole pressures with guages.
DH Tbg Press: 2088#. Well open to the flowback tank.No flow at the surface.
DH Tbg Press: 2285#. Well open to the flowback tank. No flow at the surface.
S1well and cont to monitor DHpressures.
E&P on location to monitor pressures. Release flowback crew during the SI period.
Leave well SI for 14 days.

From 7:00 To 7:00 24 hrs category/Rmks :

Date 10/14/2012 | Activity: Flow Test Rig Nanie Frontier 10 aÿs :27

Daily Report Summary :

Dgly Report Detail: Well SI
E&P on location to monitorpressures.
PU info disc for the prevlous readings.
DH Tbg Press: 2379#. Cont to monitor SI pressures
Leave well SI for 14 days.

From 7:00 To 7:00 24 hrs category/Rmkg :

Date : 10/15/2012 Actiyity: testing RigNáme: Frontier 10 Days)|28
Daily Report Summary :

Daily Report Detail: Well SI SI 48 hrs. Downhole Press- 2452#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 2525#. Well SI 60 hrs. Cont to monitor Si pressures
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 19:00 12 hrs categorÿ/Riiiks :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/16/2012 Activity: testing Rig Name: 'Frontier 10 ' Days :|29

Daily Report Summary :

Daily Report Detail: Well SI SI 72 hrs. Downhole Press- 2600# Surface tbg Press- 120#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 5032#. Surface Tbg Press- 2222# Well SI 84 hrs. Cont to monitor SI pressures
There was a major increase in the pressures in the last 12 hrs.
Big jumpin pressures.

(10/17/2012) Well SI SI 96 hrs Downhole Press- 4054# Surface tbgpress- 1389#
There has been a decrease in pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs category/Rmks: :

Date : 10/17/2012 Activity: |testing Rig Name: Frontier 10 Days :30

Daily Report Summary :

Daily Report Detail: Well SI SI 96 hrs. Downhole Press-4050# Surface tbg Press- 1389#
E&P on location to monitor pressures.
PU infodisc for the previous readings.
DH Tbg Press: 3675#. Surface Tbg Press- 1028# Well SI 108 hrs. Cont to monitor Si pressures
There was a major decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/18/2012) Well SI SI 120 hrs Downhole Press- 5036# Surface tbg press- 2248#
There has been a increase of 1361# in downhole pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs Category/Rmks:

Date : 10/18/2012 Activity: testing Rig Name: Frontier 10 Days :31

Daily Report Summary :

Daily Report Detail: Well Si SI 120 hrs. Downhole Press- 5036# Surface tbg Press- 2248#
E&P on location to monitorpressures.
PU înfo disc for the previous readings.
DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/16/2012 Activity: testing Rig Name: 'Frontier 10 ' Days :|29

Daily Report Summary :

Daily Report Detail: Well SI SI 72 hrs. Downhole Press- 2600# Surface tbg Press- 120#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 5032#. Surface Tbg Press- 2222# Well SI 84 hrs. Cont to monitor SI pressures
There was a major increase in the pressures in the last 12 hrs.
Big jumpin pressures.

(10/17/2012) Well SI SI 96 hrs Downhole Press- 4054# Surface tbgpress- 1389#
There has been a decrease in pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs category/Rmks: :

Date : 10/17/2012 Activity: |testing Rig Name: Frontier 10 Days :30

Daily Report Summary :

Daily Report Detail: Well SI SI 96 hrs. Downhole Press-4050# Surface tbg Press- 1389#
E&P on location to monitor pressures.
PU infodisc for the previous readings.
DH Tbg Press: 3675#. Surface Tbg Press- 1028# Well SI 108 hrs. Cont to monitor Si pressures
There was a major decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/18/2012) Well SI SI 120 hrs Downhole Press- 5036# Surface tbg press- 2248#
There has been a increase of 1361# in downhole pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs Category/Rmks:

Date : 10/18/2012 Activity: testing Rig Name: Frontier 10 Days :31

Daily Report Summary :

Daily Report Detail: Well Si SI 120 hrs. Downhole Press- 5036# Surface tbg Press- 2248#
E&P on location to monitorpressures.
PU înfo disc for the previous readings.
DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/16/2012 Activity: testing Rig Name: 'Frontier 10 ' Days :|29

Daily Report Summary :

Daily Report Detail: Well SI SI 72 hrs. Downhole Press- 2600# Surface tbg Press- 120#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 5032#. Surface Tbg Press- 2222# Well SI 84 hrs. Cont to monitor SI pressures
There was a major increase in the pressures in the last 12 hrs.
Big jumpin pressures.

(10/17/2012) Well SI SI 96 hrs Downhole Press- 4054# Surface tbgpress- 1389#
There has been a decrease in pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs category/Rmks: :

Date : 10/17/2012 Activity: |testing Rig Name: Frontier 10 Days :30

Daily Report Summary :

Daily Report Detail: Well SI SI 96 hrs. Downhole Press-4050# Surface tbg Press- 1389#
E&P on location to monitor pressures.
PU infodisc for the previous readings.
DH Tbg Press: 3675#. Surface Tbg Press- 1028# Well SI 108 hrs. Cont to monitor Si pressures
There was a major decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/18/2012) Well SI SI 120 hrs Downhole Press- 5036# Surface tbg press- 2248#
There has been a increase of 1361# in downhole pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs Category/Rmks:

Date : 10/18/2012 Activity: testing Rig Name: Frontier 10 Days :31

Daily Report Summary :

Daily Report Detail: Well Si SI 120 hrs. Downhole Press- 5036# Surface tbg Press- 2248#
E&P on location to monitorpressures.
PU înfo disc for the previous readings.
DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/16/2012 Activity: testing Rig Name: 'Frontier 10 ' Days :|29

Daily Report Summary :

Daily Report Detail: Well SI SI 72 hrs. Downhole Press- 2600# Surface tbg Press- 120#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 5032#. Surface Tbg Press- 2222# Well SI 84 hrs. Cont to monitor SI pressures
There was a major increase in the pressures in the last 12 hrs.
Big jumpin pressures.

(10/17/2012) Well SI SI 96 hrs Downhole Press- 4054# Surface tbgpress- 1389#
There has been a decrease in pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs category/Rmks: :

Date : 10/17/2012 Activity: |testing Rig Name: Frontier 10 Days :30

Daily Report Summary :

Daily Report Detail: Well SI SI 96 hrs. Downhole Press-4050# Surface tbg Press- 1389#
E&P on location to monitor pressures.
PU infodisc for the previous readings.
DH Tbg Press: 3675#. Surface Tbg Press- 1028# Well SI 108 hrs. Cont to monitor Si pressures
There was a major decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/18/2012) Well SI SI 120 hrs Downhole Press- 5036# Surface tbg press- 2248#
There has been a increase of 1361# in downhole pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs Category/Rmks:

Date : 10/18/2012 Activity: testing Rig Name: Frontier 10 Days :31

Daily Report Summary :

Daily Report Detail: Well Si SI 120 hrs. Downhole Press- 5036# Surface tbg Press- 2248#
E&P on location to monitorpressures.
PU înfo disc for the previous readings.
DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/16/2012 Activity: testing Rig Name: 'Frontier 10 ' Days :|29

Daily Report Summary :

Daily Report Detail: Well SI SI 72 hrs. Downhole Press- 2600# Surface tbg Press- 120#
E&P on location to monitor pressures.
PU info disc for the previous readings.
DH Tbg Press: 5032#. Surface Tbg Press- 2222# Well SI 84 hrs. Cont to monitor SI pressures
There was a major increase in the pressures in the last 12 hrs.
Big jumpin pressures.

(10/17/2012) Well SI SI 96 hrs Downhole Press- 4054# Surface tbgpress- 1389#
There has been a decrease in pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs category/Rmks: :

Date : 10/17/2012 Activity: |testing Rig Name: Frontier 10 Days :30

Daily Report Summary :

Daily Report Detail: Well SI SI 96 hrs. Downhole Press-4050# Surface tbg Press- 1389#
E&P on location to monitor pressures.
PU infodisc for the previous readings.
DH Tbg Press: 3675#. Surface Tbg Press- 1028# Well SI 108 hrs. Cont to monitor Si pressures
There was a major decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/18/2012) Well SI SI 120 hrs Downhole Press- 5036# Surface tbg press- 2248#
There has been a increase of 1361# in downhole pressures in the last 12 hrs.
Leave well SI for 14 days.
See E&P reports and additional reports.

From 7:00 To 7:00 24 hrs Category/Rmks:

Date : 10/18/2012 Activity: testing Rig Name: Frontier 10 Days :31

Daily Report Summary :

Daily Report Detail: Well Si SI 120 hrs. Downhole Press- 5036# Surface tbg Press- 2248#
E&P on location to monitorpressures.
PU înfo disc for the previous readings.
DH Tbg Press: 4702#. Surface Tbg Press- 1932# Well SI 132 hrs. Cont to monitor Si pressures
There was a decrease in the pressures in the last 12 hrs. This indicates that there is a cross flow
downhole.
Big decrease in pressures.

(10/19/2012) Well SI SI 144 hrs Downhole Press- 4681# Suliace tbg press- 1924#
There has been a decrease of 21# in downhole pressures in the last 12 hrs.
See E&P reports and additional reports.
Begin pulling guages.

From 7:00 To 7:00 24 hrs| category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Iwp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, lJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/19/2012 $ctivity:|testing Rig Name Frontier 10 Days :32

Daily Report Summary :

Daily Report Detail: Well SI SI 144 hrs. Downhole Press- 4681# Surface tbg Press- 1924#
E&P on location to monitor pressures.
Begin ROOHwl guages. Make gradient stops every 1000' for 5min.
OOH with the guages. RD E&P. Prep to flow well.
SITP- 1830# SICP- 234# Open up to the flowback tank through the flowback equip.
The well is decreasing in press rapidly, cont to open the choke. Open to a 2" within 30 min.
FTP- 41# SICP- 154# Choke- 2" Rec 12 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
FTP- 3# SICP- 132# Choke- 2" Rec 7 bbis in the last hr. Fluids- mud w/ oil, Sllght show of gas.
FTP- 3# SICP- 136# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / Slight show of gas. Last flow
was @1215 hrs.
FTP- 2# SICP- 137# Choke- 2" Rec 0 bbis in the last br. Fluids- none / No gas. Last flow was @
1215 hrs.
FTP- 2# SICP- 150# Choke- 2" Rec O bbis in the last hr. Fluids- none / No gas. Last flow was @
1215 hrs.
SI well for BU.
SITP- 22# SICP- 207#
SITP- 663# SICP- 249#
SITP- 1264# SICP- 234# O
Open well on an 8/64". Tbg bled to 160# in 15 min. None fluid recovery. SI well.
SITP- 656# SICP- 197#

From 7:00 To 5:00 22 hrs Category/Rmks: ;

Date : 10/20/2012 Activity: testing Rig Name: Frontier 10 Days : 33
Daily Report Summary :

Daily Report Detail: SITP- 1348# SICP- 225# Travel. MIRU Phoenix slickilne unit.
Prep to RIHwl downhole guages.
RIH w/ guage ring toXnipple @6399', ROOH. RIH w/ collar stop to 636T. Set stop in collar, ROOH.
RIH w/ dual tandem guages and set in the collar stop @6367'
Guages on bottom, ROOH. RD & release slickline.
SITP- 1318# SICP- 224# Open well. Well bleeding right down, end up on a 2" choke within 15 min.
Cont to flow well.
FTP- 25# SICP- 239# Choke- 2" Rec 6.9 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 2# SlCP-236# Choke- 2" Rec 2.3 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died.
FTP- 85# SlCP- 240# Choke- 2" Rec 14.6 bbis in the last 1.5 hrs. Fluids- mud w/ oil, Good show of
gas. Surging in the tank & died.
FTP- 2# SICP- 233# Choke- 2" Rec 0 bbls in the last hr. Fluids- none / No gas. Last flow was @
0:30 hrs.
Flowed 17 hrs. Rec- 50.1 bbis of oily mud. Oil- 0 bbis Gas- good show.
Down hole guages in place and recording.
Cont to flow well.

From 7:00 To 5:00 22 hrs Category/Rmks: :

Date : 10/21/2012 Activity: testing Rig Name: Frontier 10 Days :34

Daily Report Summary :

Daily Report Detail: FTP- 2# SICP- 233# Choke- 2" Rec 0 bbis in the last hr. Fluids- none / No gas.
Cont to flow well.
FTP- 3# SICP- 214# Choke- 2" Rec 13.8 bbis in the last hr. Fluids- mud w/ oil, Slight show of gas.
Surging in the tank & died,
FTP- 3# SlCP- 220# Choke- 2" Rec 0 bbis in the last hr. Fluids- mud w/ oil, Gas- none.
SI well for BU, monitor BU pressures.
SITP- 403# SICP- 214# Well SI for BU.
SITP- 520# SICP- 203# Well SI for BU.
SITP- 589# SlCP- 188# Well Si for BU.
Cont to monitor BU.

From 5:00 To 5:00 24 hrs category/Rmks: :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
Page 16 of 19 Powered by Production Access 11/1/2012 10:04

Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 244
Prospect: Cane Creek AFE#: 120017

Sec/Twp/Rge: 24 / 26S I 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Current/Ek¢ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/22/2012 Activity: testing Rig NAÑf6Frontier 10 Days :$5

Daily Report Summary :

Daily Repod Detail: SITP- 589# SlCP- 188# Wel SI for BU.
Cont to monitorBU.
SlTP- 657# SICP- 196# Well Si for BU. SI HRS- 24hrs.
Cont to monitor BU.
SITP- 715# SICP- 194# Well SI for BU. SI HRS- 31hrs.
Cont to monitorBU,
SITP-748# SICP- 194# Well SI for BU. SI HRS- 36hrs.
Cont to monitorBU.
SITP- 778# SICP- 193# Well Si for BU. SI HRS- 41hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks: :

Dat 10/23/2012 Activity: testing RÌgName; Frontier 10 _0AýÑ36
Daily Report Summary :

Daily Report Detail: SITP- 778# SICP- 193# Well Si for BU. SI HRS-41hrs.
Cont to monitorBU.
SITP- 817# SICP- 193# Well SI for BU. SI HRS-48hrs.
Cont to monitorBU.
SITP- 848# SICP- 194# Well SI for BU. SI HRS- 53hrs.
Cont to monitorBU.
SITP-869# SlCP- 194# Well SI for BU. SI HRS-60hrs.
Cont to monitor BU.
SITP- 887# SICP- 193# Well SI for BU. SI HRS- 65hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs Categoty/Rrnksi :

Date : 10/24/2012 Activity: testing Rig Name Frontier 10 báý( 37
Daily Report Summary :

Daily Report Detail: SITP- 887# SICP- 193# Well Si for BU. SI HRS- 65hrs.
Cont to monitorBU.
SITP- 917# SICP- 193# Well SI for BU. SI HRS- 72hrs.
Cont to monitor BU.
SITP- 929# SICP- 193# Well Si for BU. SI HRS- 77hrs.
Cont to monitorBU.
SITP- 954# SICP- 191# Well SI for BU. SI HRS- 84hrs.
Cont to monitorBU.
SITP-968# SICP- 191# Well Si for BU. SI HRS- 89hrs.
Cont to monitorBU.

From 5:00 To 5:00 24 hrs category/Rmks;

Date 10/25/2012 Activity: itesting Rig N Frontier 10 Öàya 38
Daily Report Summary :

Daily Report Detail: SITP- 968# SICP-191# Well SI for BU. SI HRS- 889hrs.
Cont to monitorBU.
SITP- 991# SICP- 194# Well Si for BU. SI HRS- 106hrs.
Open well to fhe flowback tank, work choke to a 2". Drop press to FTP@ 41# in 20 min.
FTP- 3# SICP- 203# Choke- 2" Fluid in the last hr- Oil- 0 bbls Mud- 0 bbis Water- 0 bbis Gas- show
Daily Total: Hrs- 5 hrs Oil- 0 bbis Mud- 22 bbis Water- 0 bbis Gas- show
FTP- 6# SICP- 204# Choke- 2" Fluid in the last br: Oll- 0 bbis Mud- 0 bbls Water- 0 bbis Gas-
show
Daily Total: Hrs- 12 hrs Oil- 0 bbis Mud- 28 bbis Water- 0 bbls Gas- show
FTP- 38# SICP- 203# Fluid in the last hr: Oil- 0 bble Mud- 18.2 bbis Water- 0 bbis Gas- show
Daily Totals: Hrs- 17 hrs Oil- 0 bbls Mud- 46.80 bbis Water- 0 bbls Gas- show

From 5:00 To 5:00 24 hrs Category/R :

I
Page 16 of 19 Powered by Production Access 11/1/2012 10:04



RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisör Mark Michel

Work Type: Recompletion County , St: GRAND, UT ione
Production Current/Expédiéd ili 0 / 0 Gak OI 0 Waten 0 / 0

Date : 10/26/2012 RÃ testing Rig Nami onti 10 àýs 39
Daily Report Summary :

Daily Report Detail: FTP- 38# SICP- 203# Well flowing. Flowing HRS- 17hrs.
Cont to monitor flow.
FTP- 3# SlCP- 194# Well SI for BU. Flow HRS- 7 hrs.
Cont to monitor flow.
FTP- 3# SICP- 172# Choke- 2" Fluid in the last hr- Oil- 0 bbis Mud-4.6 bbls Water- 0 bbls Gas-
show Flowed 4.6 bbis mud @1600 hrs.
Daily Total: Hrs- 12 hrs Oil- 0 bble Mud- 4.6 bbls Water- 0 bbls Gas- show
FTP- 4# SICP- 174# Choke- 2" Fluid in the last hr: Oil- 0 bbis Mud- 0 bbis Water- 0 bbis Gas-
show
Daily Total: Hrs- 19 hrs Oil- 0 bbls Mud- 0 bbis Water- 0 bb1s Gas- show
FTP- 6# SICP- 175# Fluid in the last hr: Oil- 0 bbis Mud-0 bbis Water- 0 bbls Gas- show
Daily Totals: Hrs- 24 hrs Oil- 0 bbis Mud- 4.6 bbis Water- 0 bbis Gas- show

From 5:00 To 5:00 24 hrs Category/Rmk :

10/27/2012 Activity: testing Rig Name Frontier 10 I ys :40

Daily Report Summary :

Daily Report Detail: FTP- 6# SICP- 175# Well flowing.
Cont to monitor flow.
FTP- 5# SICP- 178# Well flowing. SI Well @0800hrs. No recovery for the last 3 hrs.
Cont to monitor pressures.
SITP- 168# SICP- 177# Choke-2" Well SI for BU, Si for 4 hrs.
Cont to monitor pressures.
SITP- 299# SlCP- 175# Choke- 2" Well SI for BU, SI for 9 hrs.
Cont to monitor pressures.
SITP- 379# SICP- 172# Choke- 2" Well Si for BU, SI for 16 hrs.
Cont to monitor pressures.
SITP-429# SICP- 172# Choke- 2" Well SI for BU, SI for 21 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs Categorý/Rniks :

Dàt 10/28/2012 Activity: testing | Rig Ñame Frontier 10 Daýš 41
Daily Report Summary :

Daily Report Detail: FTP-429# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 495# SICP- 171# Well SI for 28 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 529# SICP- 172# Well SI for BU, SI for 33hrs.
Cont to monitor pressures.
SITP- 564# SICP- 172# Well Si for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 593# SICP- 172# Well SI for BU, SI for 45 hrs.

From 5:00 To 5:00 24 hrs Cagüõ R ;

Date : 10/29/2012 Ãctivity:testing ËigNanie: Frontier 10 Day 42
Daily Report Summary :

Daily Report Detail: FTP- 593# SICP- 172# Well SI.
Cont to monitor pressures.
FTP- 629# S1CP- 172# Well SI for 52 hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 651# SICP- 175# Well S1for BU, SI for 57hrs.
Cont to monitor pressures.
SITP- 682# SICP- 173# Well SI for BU, SI for 40 hrs.
Cont to monitor pressures.
SITP- 702# SICP- 172# Well SI for BU, Si for 45 hrs.
Cont to monitor pressures.

From 5:00 To 5:00 24 hrs category/Rmks; :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field Big Flat Supervisor: Mark Michel

Work Type: Recompletion County St GRAND, UT Phone:
19roduction Current/ dod Gil 0 / 0 Gäät 0 / O Water: 0 / 0

Dàt 10/30/2012 Ñìti ity: testing niÑAÑiFrontier 10 D 43
Daily Report Summary :

Daily Report Detail: FTP- 702# SICP- 172# Well Si for 69 hrs.
Cont to monitor pressures.
FTP- 730# SlCP- 172# Well SI for 76hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 747# SICP- 173# Well Si for BU, SI for 81hrs.
Open well to flowback tank. Open on a 2" choke, choke back to hold pressure.
FTP- 14# SICP- 173# Choke- 48/64" Flowed 2.5 hrs. Rec: 15.6 bbis of mud. Cont to flow well.
FTP- 2# SICP- 171# Choke-48/64" No flow during this period. Cont to flow well.
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period. Con to flow well.
FTP- 43# SICP- 172# Choke- 48/64" Rec: Mud- 6.70 bbis Oil- 0 bbis Water- 0 bbis Gas- show Con
to flow well.
Well still flowing.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date : 10/31/2012 ctivity;. |testing Rig Name: Frontier 10 DAýÊ:44
Daily Report Summary :

Daily Report Detail: FTP- 43# SICP- 172# Well open on 2"
FTP- 5# SICP- 172# Choke- 2" Rec: Mud/oil- 2.21 bbis Oil- O bbis Water- 0 bbis Gas- show
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period, Con to flow well. MIslickline unit.
MIRU Phoenix slickline unit. Prep to retrieve the down hole guages. Heated fluids in the tanks, transferred
to storage tank.
RIH to retrieve the down hole guages @636T. Unable to latch onto the guages. ROOH wl tools.
Check and clean the tools. RIH for a 2nd time to retrieve the guages. Unable to latch onto to the guages.
ROOH
PU an overshot to retrieves the guages. RIH with overshot, set over and try to retrieve the guages. ROOH
The slickline hands think
the may have the guages. Tools are on the surface and the guages are in the tools.Set up the guages to
RIH for gradient stops.
FTP- 4# SICP- 14# RIH to 6367', ROOH with the guages and make gradient stops every 1000'.
FTP- 2# SICP- 14# Tools at the surface, RD slickline unit.
Well still flowing. MI rig.
FTP- 10# SICP- 3# Choke- 2" Rec: Mud/Oil- 12.90 bbis Oil- 0 bbis Water- 0 bbls Gas- show Con to
flow well.
FTP- 3# SICP- 2# Choke- 2" No fluid recovery during thistime.

From 5:00 To 5:00 24 hrs Categoiy/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field Big Flat Supervisor: Mark Michel

Work Type: Recompletion County St GRAND, UT Phone:
19roduction Current/ dod Gil 0 / 0 Gäät 0 / O Water: 0 / 0

Dàt 10/30/2012 Ñìti ity: testing niÑAÑiFrontier 10 D 43
Daily Report Summary :

Daily Report Detail: FTP- 702# SICP- 172# Well Si for 69 hrs.
Cont to monitor pressures.
FTP- 730# SlCP- 172# Well SI for 76hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 747# SICP- 173# Well Si for BU, SI for 81hrs.
Open well to flowback tank. Open on a 2" choke, choke back to hold pressure.
FTP- 14# SICP- 173# Choke- 48/64" Flowed 2.5 hrs. Rec: 15.6 bbis of mud. Cont to flow well.
FTP- 2# SICP- 171# Choke-48/64" No flow during this period. Cont to flow well.
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period. Con to flow well.
FTP- 43# SICP- 172# Choke- 48/64" Rec: Mud- 6.70 bbis Oil- 0 bbis Water- 0 bbis Gas- show Con
to flow well.
Well still flowing.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date : 10/31/2012 ctivity;. |testing Rig Name: Frontier 10 DAýÊ:44
Daily Report Summary :

Daily Report Detail: FTP- 43# SICP- 172# Well open on 2"
FTP- 5# SICP- 172# Choke- 2" Rec: Mud/oil- 2.21 bbis Oil- O bbis Water- 0 bbis Gas- show
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period, Con to flow well. MIslickline unit.
MIRU Phoenix slickline unit. Prep to retrieve the down hole guages. Heated fluids in the tanks, transferred
to storage tank.
RIH to retrieve the down hole guages @636T. Unable to latch onto the guages. ROOH wl tools.
Check and clean the tools. RIH for a 2nd time to retrieve the guages. Unable to latch onto to the guages.
ROOH
PU an overshot to retrieves the guages. RIH with overshot, set over and try to retrieve the guages. ROOH
The slickline hands think
the may have the guages. Tools are on the surface and the guages are in the tools.Set up the guages to
RIH for gradient stops.
FTP- 4# SICP- 14# RIH to 6367', ROOH with the guages and make gradient stops every 1000'.
FTP- 2# SICP- 14# Tools at the surface, RD slickline unit.
Well still flowing. MI rig.
FTP- 10# SICP- 3# Choke- 2" Rec: Mud/Oil- 12.90 bbis Oil- 0 bbis Water- 0 bbls Gas- show Con to
flow well.
FTP- 3# SICP- 2# Choke- 2" No fluid recovery during thistime.

From 5:00 To 5:00 24 hrs Categoiy/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field Big Flat Supervisor: Mark Michel

Work Type: Recompletion County St GRAND, UT Phone:
19roduction Current/ dod Gil 0 / 0 Gäät 0 / O Water: 0 / 0

Dàt 10/30/2012 Ñìti ity: testing niÑAÑiFrontier 10 D 43
Daily Report Summary :

Daily Report Detail: FTP- 702# SICP- 172# Well Si for 69 hrs.
Cont to monitor pressures.
FTP- 730# SlCP- 172# Well SI for 76hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 747# SICP- 173# Well Si for BU, SI for 81hrs.
Open well to flowback tank. Open on a 2" choke, choke back to hold pressure.
FTP- 14# SICP- 173# Choke- 48/64" Flowed 2.5 hrs. Rec: 15.6 bbis of mud. Cont to flow well.
FTP- 2# SICP- 171# Choke-48/64" No flow during this period. Cont to flow well.
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period. Con to flow well.
FTP- 43# SICP- 172# Choke- 48/64" Rec: Mud- 6.70 bbis Oil- 0 bbis Water- 0 bbis Gas- show Con
to flow well.
Well still flowing.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date : 10/31/2012 ctivity;. |testing Rig Name: Frontier 10 DAýÊ:44
Daily Report Summary :

Daily Report Detail: FTP- 43# SICP- 172# Well open on 2"
FTP- 5# SICP- 172# Choke- 2" Rec: Mud/oil- 2.21 bbis Oil- O bbis Water- 0 bbis Gas- show
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period, Con to flow well. MIslickline unit.
MIRU Phoenix slickline unit. Prep to retrieve the down hole guages. Heated fluids in the tanks, transferred
to storage tank.
RIH to retrieve the down hole guages @636T. Unable to latch onto the guages. ROOH wl tools.
Check and clean the tools. RIH for a 2nd time to retrieve the guages. Unable to latch onto to the guages.
ROOH
PU an overshot to retrieves the guages. RIH with overshot, set over and try to retrieve the guages. ROOH
The slickline hands think
the may have the guages. Tools are on the surface and the guages are in the tools.Set up the guages to
RIH for gradient stops.
FTP- 4# SICP- 14# RIH to 6367', ROOH with the guages and make gradient stops every 1000'.
FTP- 2# SICP- 14# Tools at the surface, RD slickline unit.
Well still flowing. MI rig.
FTP- 10# SICP- 3# Choke- 2" Rec: Mud/Oil- 12.90 bbis Oil- 0 bbis Water- 0 bbls Gas- show Con to
flow well.
FTP- 3# SICP- 2# Choke- 2" No fluid recovery during thistime.

From 5:00 To 5:00 24 hrs Categoiy/Rmks: :
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Sundry Number: 31441 API Well Number: 43019314470000

Well Name : Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field Big Flat Supervisor: Mark Michel

Work Type: Recompletion County St GRAND, UT Phone:
19roduction Current/ dod Gil 0 / 0 Gäät 0 / O Water: 0 / 0

Dàt 10/30/2012 Ñìti ity: testing niÑAÑiFrontier 10 D 43
Daily Report Summary :

Daily Report Detail: FTP- 702# SICP- 172# Well Si for 69 hrs.
Cont to monitor pressures.
FTP- 730# SlCP- 172# Well SI for 76hrs, cont to monitor BU.
Cont to monitor pressures.
SITP- 747# SICP- 173# Well Si for BU, SI for 81hrs.
Open well to flowback tank. Open on a 2" choke, choke back to hold pressure.
FTP- 14# SICP- 173# Choke- 48/64" Flowed 2.5 hrs. Rec: 15.6 bbis of mud. Cont to flow well.
FTP- 2# SICP- 171# Choke-48/64" No flow during this period. Cont to flow well.
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period. Con to flow well.
FTP- 43# SICP- 172# Choke- 48/64" Rec: Mud- 6.70 bbis Oil- 0 bbis Water- 0 bbis Gas- show Con
to flow well.
Well still flowing.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date : 10/31/2012 ctivity;. |testing Rig Name: Frontier 10 DAýÊ:44
Daily Report Summary :

Daily Report Detail: FTP- 43# SICP- 172# Well open on 2"
FTP- 5# SICP- 172# Choke- 2" Rec: Mud/oil- 2.21 bbis Oil- O bbis Water- 0 bbis Gas- show
FTP- 3# SICP- 172# Choke- 48/64" No flow during this period, Con to flow well. MIslickline unit.
MIRU Phoenix slickline unit. Prep to retrieve the down hole guages. Heated fluids in the tanks, transferred
to storage tank.
RIH to retrieve the down hole guages @636T. Unable to latch onto the guages. ROOH wl tools.
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RIH for gradient stops.
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RECEIVED: Nov. 01, 2012

Sundry Number: 31441 API Well Number: 43019314470000Sundry Number: 31441 API Well Number: 43019314470000

II Name Cane Creek 24-1
Prospect: Cane Creek AFE #: 120017

Sec/Twp/Rge: 24 / 26S / 19E Operator: Fidelity E&P
API #: 43-019-31447 Field: Big Flat Supervisor: Mark Michel

Work Type: Recompletion County , St.: GRAND, UT Phone:
Production Gurrent/E ected Øili 0 / 0 Gäs: 0 / 0 Water: 0 / 0

Casint
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

6/16/2007 40 2 1. Conductor 20 24 40

7/3/2007 635 15 3. Surface 13.375 48 H-40 12.715 17.5 635
Stage: 1. Tall, 0, 806, Surface, Class G, 1.16, 15.8

7/20/2007 4472,28 105 4. Intermediate 9.625 40 HCL-80 0 12.25 4472
Stage: 1, Lead, 0, 350, lite Premium, Class G, 2.41, 12
Stage: 1, Tall, 0, 850, Premian G, Class G, 1.17, 15.8

9/6/2007 7307.65 163 5. Production 7 29 P-110 6.184 9.875 7308
Stage: 1, Lead, 0, 768, Production, Class G, 1.17, 16.4
Stage: 1, Tail, 0, 28, Production, Class G, 1.17, 16.4

9/28/2007 9493.859 28 6. Liner 4.5 13.5 3.92 6 8288
Stage: 1, Tail, 0, 141, , Class G, 1.49, O
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State of Utah Mail - CANE CREEK 24-1 4301931447 Page 1 of 4

Ýoi . Alexis Huefner< alexishuefner@utah.gov>

CANE CREEK 24-1 4301931447 1
7 messages

Alexis Huefner< alexishuefner@utah.gov> Fri, Nov 9, 2012 at 11:28 AM
To: joy.gardner@fidelityepco.com

Hi Joy,

I'm sorry if I have already emailed you on this well I meant to a while ago and I can't remember if I did...
The division received a sundry for the above referenced well that states that the reentry #1 and lateral
#2 have been plugged and abandoned. Since this was planned as a deepening of the well we need a well
completion report submitted. It should look basicallythe same as a plug and abandon well completion
report on any other well the only difference would be that you don't need to submit any information that
was already submitted on the originalcompletion. If you could email it to me that would be the quickest
way to get everything entered.

Thanks and have a good day,
Alexis

Alexis Huefner
Division of Oil, Gas & Mining
Office Tech II
alexishuefner@utah.gov
Phone: 801-538-5302
Fa×: 801-359-3940

Gardner, Joy< Joy.Gardner@fidelityepco.com> Fri, Nov 9, 2012 at 11:32 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

We are currently stillworking on thatwell. It was perforated after it was deepened but has not produced.
In an effort to get it to produce, we are pulling the perforating guns todayand tomorrow.As soon as the
engineers feel thatwe are done working on the well, I will submit a completion report. I can email it to you
when it is ready.

Thanks,

Joy

From: Alexis Huefner [mailto:alexishuefner@utah.gov]
Sent: Friday, November 09, 2012 11:29 AM
To: Gardner, Joy
Subject: CANECREEK24-1 4301931447
[Quoted text hidden]

Gardner, Joy< Joy.Gardner@fidelityepco.com> Mon, Nov 12, 2012 at 2:06 PM

https://mail.google.com/mail/u/0/?ui=2&ik=cae6164dad&view=pt&search=inbox&th=13af...
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Ýoi . Alexis Huefner< alexishuefner@utah.gov>

CANE CREEK 24-1 4301931447 1
7 messages

Alexis Huefner< alexishuefner@utah.gov> Fri, Nov 9, 2012 at 11:28 AM
To: joy.gardner@fidelityepco.com

Hi Joy,

I'm sorry if I have already emailed you on this well I meant to a while ago and I can't remember if I did...
The division received a sundry for the above referenced well that states that the reentry #1 and lateral
#2 have been plugged and abandoned. Since this was planned as a deepening of the well we need a well
completion report submitted. It should look basicallythe same as a plug and abandon well completion
report on any other well the only difference would be that you don't need to submit any information that
was already submitted on the originalcompletion. If you could email it to me that would be the quickest
way to get everything entered.

Thanks and have a good day,
Alexis

Alexis Huefner
Division of Oil, Gas & Mining
Office Tech II
alexishuefner@utah.gov
Phone: 801-538-5302
Fa×: 801-359-3940

Gardner, Joy< Joy.Gardner@fidelityepco.com> Fri, Nov 9, 2012 at 11:32 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

We are currently stillworking on thatwell. It was perforated after it was deepened but has not produced.
In an effort to get it to produce, we are pulling the perforating guns todayand tomorrow.As soon as the
engineers feel thatwe are done working on the well, I will submit a completion report. I can email it to you
when it is ready.

Thanks,

Joy

From: Alexis Huefner [mailto:alexishuefner@utah.gov]
Sent: Friday, November 09, 2012 11:29 AM
To: Gardner, Joy
Subject: CANECREEK24-1 4301931447
[Quoted text hidden]

Gardner, Joy< Joy.Gardner@fidelityepco.com> Mon, Nov 12, 2012 at 2:06 PM
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Hi Joy,
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The division received a sundry for the above referenced well that states that the reentry #1 and lateral
#2 have been plugged and abandoned. Since this was planned as a deepening of the well we need a well
completion report submitted. It should look basicallythe same as a plug and abandon well completion
report on any other well the only difference would be that you don't need to submit any information that
was already submitted on the originalcompletion. If you could email it to me that would be the quickest
way to get everything entered.

Thanks and have a good day,
Alexis

Alexis Huefner
Division of Oil, Gas & Mining
Office Tech II
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Fa×: 801-359-3940

Gardner, Joy< Joy.Gardner@fidelityepco.com> Fri, Nov 9, 2012 at 11:32 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

We are currently stillworking on thatwell. It was perforated after it was deepened but has not produced.
In an effort to get it to produce, we are pulling the perforating guns todayand tomorrow.As soon as the
engineers feel thatwe are done working on the well, I will submit a completion report. I can email it to you
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Thanks,

Joy
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To: Alexis Huefner <alexishuefner@utah.gov>

Alexis

Attached is the completion report for the 24-1

Thanks,

Joy

From: Ale×is Huefner [mailto:alexishuefner@utah.gov]
Sent: Friday, November 09, 2012 11:29 AM
To: Gardner, Joy
Subject: CANECREEK24-1 4301931447

Hi Joy,

I'm sorry if I have already emailed you on this well I meant to a whileago and I can't remember if I did...
The division received a sundry for the above referenced well that states that the reentry #1 and lateral
#2 have been plugged and abandoned. Since this was planned as a deepening of the well we need a well
completion report submitted. It should look basically the same as a plug and abandon well completion
report on any other well the only difference would be that you don't need to submit any information that
was already submitted on the original completion. If you could email it to me that would be the quickest
way to get everything entered.

Thanks and have a good day,
Alexis

Alexis Huefner
Division of Oil, Gas & Mining
Office Tech II
alexishuefner@utah.gov
Phone: 801-538-5302
Fax: 801-359-3940

CCU 24-1 Well completion report.pdf
890K

Alexis Huefner< alexishuefner@utah.gov> Tue, Nov 13, 2012 at 10:23 AM
To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>

Hi Joy,

Thank you for the completion report. I have a few questions:
What date was it completed? (section 16)
Is it currently producing? (section 30)
Was there a production test done and if so what are the amounts, dates, etc... (section 31)
What are the formation markers? (section 34)

Thank you for your help,
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report on any other well the only difference would be that you don't need to submit any information that
was already submitted on the original completion. If you could email it to me that would be the quickest
way to get everything entered.

Thanks and have a good day,
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Phone: 801-538-5302
Fax: 801-359-3940
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What date was it completed? (section 16)
Is it currently producing? (section 30)
Was there a production test done and if so what are the amounts, dates, etc... (section 31)
What are the formation markers? (section 34)

Thank you for your help,
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report on any other well the only difference would be that you don't need to submit any information that
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way to get everything entered.
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Office Tech II
alexishuefner@utah.gov
Phone: 801-538-5302
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CCU 24-1 Well completion report.pdf
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What date was it completed? (section 16)
Is it currently producing? (section 30)
Was there a production test done and if so what are the amounts, dates, etc... (section 31)
What are the formation markers? (section 34)
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The division received a sundry for the above referenced well that states that the reentry #1 and lateral
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way to get everything entered.
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To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>

Hi Joy,

Thank you for the completion report. I have a few questions:
What date was it completed? (section 16)
Is it currently producing? (section 30)
Was there a production test done and if so what are the amounts, dates, etc... (section 31)
What are the formation markers? (section 34)

Thank you for your help,
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Alexis 

[Quoted text hidden) 

Gardner, Joy < Joy.Gardner@fidelityepco.com> 
To: Alexis Huefner <alexishuefner@utah.gov> 

Hi Alexis, 

Page 3 of4 

Tue, Nov 13, 2012 at 11 :50 AM 

I have added the information that you requested to the completion report for the 24-1 well. It is not 
currently producing. 

Joy. 

PS - is there an easier way to do this than retyping the whole form again? Just wondered. 

From: Alexis Huefner [mailto:alexishuefner@utah.gov] 
Sent: Tuesday, November 13, 2012 10:23 AM 
To: Gardner, Joy 
Subject: Re: CANE CREEK 24-14301931447 

[Quoted text hidden) 

CCU 24-1 Well completion report. pdf 
132K 

Alexis Huefner< alexishuefner@utah.gov> 
To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com> 

Hi Joy, 

Tue, Nov 13, 2012 at 12:03 PM 

I just want to make sure I understand. We received the sundry that stated that the deepening was plugged 
and abandoned. Is that true of this part of the well? Thank you for updating the completion report. As far as 
if there is an easier way to update the form , it depends on how you have it saved and what form you are 
using (pdf etc .. . ) but if there is only a small amount of information I need like a date or a name I can hand 
write it in. With as much information as was needed this time I appreciate you redoing the form so it looks 
better. 
If you have any other questions let me know. 

Thanks, 
Alexis 

[Quoted text hidden) 

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 12:06 PM 
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Alexis

[Quoted text hidden]

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 11:50 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

I have added the information that you requested to the completion report for the 24-1 well. It is not
currently producing.

Joy.

PS -is there an easier way to do thisthan retyping the whole form again? Just wondered

From: Alexis Huefner [mailto:alexishuefner@utah.gov]
Sent: Tuesday, November 13, 2012 10:23 AM
To: Gardner, Joy
Subject: Re: CANECREEK24-1 4301931447

[Quoted text hidden]

CCU 24-1 Well completion report.pdf
132K

Alexis Huefner< alexishuefner@utah.gov> Tue, Nov 13, 2012 at 12:03 PM
To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>

Hi Joy,

I just want to make sure I understand. We received the sundry that stated that the deepening was plugged
and abandoned. Is that true of this part of the well? Thank you for updating the completion report. As far as
if there is an easier way to update the form, it depends on how you have it saved and what form you are
using (pdf etc...) but if there is only a small amount of information I need like a date or a name I can hand
write it in. With as much information as was needed thistimeI appreciate you redoing the form so it looks
better.
If you have any other questions let me know.

Thanks,
Alexis

[Quoted text hidden]

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 12:06 PM

https://mail.google.com/mail/u/0/?ui=2&ik=cae6164dad&view=pt&search=inbox&th=13af...

State of Utah Mail - CANE CREEK 24-1 4301931447 Page 3 of 4

Alexis

[Quoted text hidden]

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 11:50 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

I have added the information that you requested to the completion report for the 24-1 well. It is not
currently producing.

Joy.

PS -is there an easier way to do thisthan retyping the whole form again? Just wondered

From: Alexis Huefner [mailto:alexishuefner@utah.gov]
Sent: Tuesday, November 13, 2012 10:23 AM
To: Gardner, Joy
Subject: Re: CANECREEK24-1 4301931447
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CCU 24-1 Well completion report.pdf
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Alexis Huefner< alexishuefner@utah.gov> Tue, Nov 13, 2012 at 12:03 PM
To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>

Hi Joy,

I just want to make sure I understand. We received the sundry that stated that the deepening was plugged
and abandoned. Is that true of this part of the well? Thank you for updating the completion report. As far as
if there is an easier way to update the form, it depends on how you have it saved and what form you are
using (pdf etc...) but if there is only a small amount of information I need like a date or a name I can hand
write it in. With as much information as was needed thistimeI appreciate you redoing the form so it looks
better.
If you have any other questions let me know.

Thanks,
Alexis

[Quoted text hidden]

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 12:06 PM
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Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 11:50 AM
To: Alexis Huefner <alexishuefner@utah.gov>

Hi Alexis,

I have added the information that you requested to the completion report for the 24-1 well. It is not
currently producing.

Joy.

PS -is there an easier way to do thisthan retyping the whole form again? Just wondered

From: Alexis Huefner [mailto:alexishuefner@utah.gov]
Sent: Tuesday, November 13, 2012 10:23 AM
To: Gardner, Joy
Subject: Re: CANECREEK24-1 4301931447

[Quoted text hidden]

CCU 24-1 Well completion report.pdf
132K

Alexis Huefner< alexishuefner@utah.gov> Tue, Nov 13, 2012 at 12:03 PM
To: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>

Hi Joy,

I just want to make sure I understand. We received the sundry that stated that the deepening was plugged
and abandoned. Is that true of this part of the well? Thank you for updating the completion report. As far as
if there is an easier way to update the form, it depends on how you have it saved and what form you are
using (pdf etc...) but if there is only a small amount of information I need like a date or a name I can hand
write it in. With as much information as was needed thistimeI appreciate you redoing the form so it looks
better.
If you have any other questions let me know.

Thanks,
Alexis

[Quoted text hidden]

Gardner, Joy < Joy.Gardner@fidelityepco.com> Tue, Nov 13, 2012 at 12:06 PM

https://mail.google.com/mail/u/0/?ui=2&ik=cae6164dad&view=pt&search=inbox&th=13af...
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State of Utah Mail- CANE CREEK 24-14301931447 Page 4 of4 

To: Alexis Huefner <alexishuefner@utah.gov> 

Hi Alexis, 

This has been a very confusing well! We reentered the well and drilled it laterally. That hole failed and 
was plugged and abandoned. That is the sundry that you have. The second lateral is the one that is 
reflected in this completion report. 

Let me know if you have more questions. 

Joy 

From: Alexis Huefner [mailto:alexishuefner@utah.gov] 
Sent: Tuesday, November 13, 2012 12:04 PM 

[Quoted text hidden] 

[Quoted text hidden] 
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STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENTOF NATURALRESOURCES (highlightchanges)

DIVISIONOF OIL,GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETIONOR RECOMPLETIONREPORT AND LOG
6 IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: LLL ½ASLL DRY OTHER UNITorCA AGREEMENTNAME

Cane Creek Unit
b. TYPEOF½ORK 8. WELLNAMEendNUMBER:

RL
HOR

N RY
EFSFW.

OTHER Cane Creek Unit 24-1
2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL, OR ½iLDCAT

1700 Lincoln St Ste 2800 civv Denver s1Ave CO zie 80203 (303) 893-3133 Cane Creek
4 LOCATIONOF MELL (FOOTAGES) 11. QTRIQT SECTiON, TOMNSHIP, RANGE.

ATSURFACE: 682 FNL2829 FEL
MERIDI

NENW 24 26S 19E 6
AT TOP PRODUCING 1NTERVALREPORTED BEt.OW

12. COUNTY 13. STATE
ATTOTALDEPTH: 2371 FSL 1085 FWL Sec 13 T26S R19E Grand UTAH

14. DATESPUDDED 15. DATET.D. REACHED: 16. DATECOMPLETED 17. ELEVATIONS(DF, RKB, RT, GL):

7/1/2007 9/12/2012 10/3/2012 ABANDONED READYTOPRODUCE 2 6051 GL
18. TOTALDEPTH: MD 11,614 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOWMANYp* 2L DEPTH BRlDGE MD

PLUG SET:
Tvo 7,683 Tv¤ Tvo

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN (Submit copy of each} 23.

WASWELLCOREO? NO YES (S butanam

WAS DST RUNT NO YES (Subut repom
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLESiZE Sl2EIGRADE WElGHT (#/ft) TOP (MD) BOTTOM(MD) STAGE CEMHENTER CNO
OS CKS VO

UMRE
BL) CEMENT TOP " AMOUNTPULLED

24 20 48 0 40 class6 a 167 GL
17.5 13 3/8 H-40 48 0 635 classg 806 167 4' (CIR)
12,25 9 5/8 HL(B 40 0 4,472 classd 1,2(8 117 3580 (TS)
8.5 7 P116 26 3,240 7,300 classâ 768 160 3000(CBL)

6 4 1/2 P116 15.10 6,480 10,488 classä 383 77 6480

26. TUBlNG RECOR

DEPTH SET {MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

28. PRODUCINGINTERVALS 27. PERFORATIONNECORD

FORMATlONNAME TOP(MD) BOTTOM(MD) TOP (TVD} BOTTOM(TvD) IRIERVAL {Top/Bot- MD) SIZE NO, HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 7,256 open li Squeered

(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeemd

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURWY Workover
SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON BACK)

Horizontal Lateral
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7/1/2007 9/12/2012 10/3/2012 ABANDONED READYTOPRODUCE 2 6051 GL
18. TOTALDEPTH: MD 11,614 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOWMANYp* 2L DEPTH BRlDGE MD

PLUG SET:
Tvo 7,683 Tv¤ Tvo

22. TYPE ELECTRICANDOTHER MECHAN1CALLOGS RUN (Submit copy of each} 23.

WASWELLCOREO? NO YES (S butanam

WAS DST RUNT NO YES (Subut repom
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLESiZE Sl2EIGRADE WElGHT (#/ft) TOP (MD) BOTTOM(MD) STAGE CEMHENTER CNO
OS CKS VO

UMRE
BL) CEMENT TOP " AMOUNTPULLED

24 20 48 0 40 class6 a 167 GL
17.5 13 3/8 H-40 48 0 635 classg 806 167 4' (CIR)
12,25 9 5/8 HL(B 40 0 4,472 classd 1,2(8 117 3580 (TS)
8.5 7 P116 26 3,240 7,300 classâ 768 160 3000(CBL)

6 4 1/2 P116 15.10 6,480 10,488 classä 383 77 6480

26. TUBlNG RECOR

DEPTH SET {MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

28. PRODUCINGINTERVALS 27. PERFORATIONNECORD

FORMATlONNAME TOP(MD) BOTTOM(MD) TOP (TVD} BOTTOM(TvD) IRIERVAL {Top/Bot- MD) SIZE NO, HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 7,256 open li Squeered

(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeemd

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURWY Workover
SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON BACK)

Horizontal Lateral
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31, INiTIALPRODUCTION INTERVALA (As shown In Item #28)

DATEFlRSTPRODUCED TESTDATE: HOURSTESTED: TESTPRODUCTION OIL-BBI GAS-MCF: WATER-BBL: PROD.METHOD;

10/3/2012 13 RATES: ¯' 77 0 44 flowing
CHOKE SI2E: TBG. PRESS. CSG. PRESS. APIGRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION OIL - BBU GAS- MCF; WATER - BBL INTERVALSTATUS:

RATES:

INTERVALB(As shown in item #26}

DATEFlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL GAS - MCF: WATER - BBC PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GASIOlLRATIO 24 HR PRODUCTION OlL - BBI GAS- MCF: WATER - BBL INTERVALSTATUS:
RATES:

INTERVALC (As shown in item #24)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBC GAS - MCF: WATER - BBU PROD. METHOD
RATES:

CHOKE SIZET T8G. PRESS. CSG. PRESS. API GRAVlTY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL GAS- MCF: WATER - BBL INTERVALSTATUS:
RATES: -+

INTERVALD(As shown In Item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTlON OIL-BBL GAS - MCF: WATER- BBL: PROD. METHOD
RATES: -•

CHOKE S‡ZE: TBG. PRESS. CSG. PRESS. APIGRAVITY BTU- GAS ASIOILRATIO 24 HR PRODUCTlON OIL - BBL GAS- MCF: WATER - BBL INTERVALSTATUS:
RATES:

32. DISPOSITIONOF GAS(Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Agulfers): 34. FORMATION(Log) MARKERS:

Show al importanEzones ofporosity and contentsthereof.Cored Intervals and all drill-stem tests, includ ngdepth Interval
tested,cushionused, timetoolopen fleMag and shutin pressures and recoveries.

Formation Descrip6ons, Contents, etc Name (Measu ed Depth}

Clastic 1 4,462 Salt/sillAnhy Chinle 746
Clastic 10 6,006 Sh/Slt/Anhy Paradox 4,382
Clastic 20 7,320 Sh/Slt/Anhy Top Cane Creek 7,590
Cane Creek Shall 7,617 Sh/SIt/Anhy Horiz target 7,626

Base Cane Creek 7,689

35. ADDITIONALREMARK: (Include plugg ng procedure)

36. I hereby certifythatthe foregoing and attached information is completeand correct as determined from all avallable records.

WWE(PGASEPRWn Joy Gardner rivte Sr. Engineering Tech

SIGNATURE k DATE 11/12/2012

This report must be submitted within 30 days of
* completing or plugging a new well e reenteringa previously plugged and abandoned well
* drillinghorizontal laterals from an existing well bore e significantlydeepening an existing well bore below the previous bottom-hole depth
a recompleting to a different producing formation • drillinghydrocarbon exploratoryholes, such as core samples and stratigraphic tests

* ITEM20: Show thenumber of completions ifproduction is measured separately from twoor more formations.

" ITEM24: Cement Top -Show how reported top(s)ofcement were determined (circulated (CIR},calculated (CAL),cementbond log (CBL},temperaturesurvey (TS))

Send to: Utah Divisionof Oll, Gas and Min1ng Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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* drillinghorizontal laterals from an existing well bore e significantlydeepening an existing well bore below the previous bottom-hole depth
a recompleting to a different producing formation • drillinghydrocarbon exploratoryholes, such as core samples and stratigraphic tests

* ITEM20: Show thenumber of completions ifproduction is measured separately from twoor more formations.

" ITEM24: Cement Top -Show how reported top(s)ofcement were determined (circulated (CIR},calculated (CAL),cementbond log (CBL},temperaturesurvey (TS))

Send to: Utah Divisionof Oll, Gas and Min1ng Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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RATES:
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Formation Descrip6ons, Contents, etc Name (Measu ed Depth}
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RECEIVED: Apr. 02, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /2 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Monthly drilling report

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /2 /2013

April 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/2/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/2/2013

RECEIVED: Apr. 02,

Sundry Number: 36168 API Well Number: 43019314470000
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utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013

Well Name: Cane Creek 24-1
APIIUWI Well Area Basln Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft} CF Elev {fi} KBGround Distance (fl} KB CF (ft) Spud Dale Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

item Des OD (in) Wt (Ibilt) Grade Len (ft) Jts

Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 O
Stimulations &Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluiti ("A.- pH Filter Sîze (in) Descripti¤n

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) BIm (ftKB) Stimffreat Fluid Vol Clean Pu .. Val SIury (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluld Rate (gpm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sandsize Conc(lbigal) ConcBH(Ib/gal)

Dale Type String Wel1bore SilmfTreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim (ftKB} Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl)

InitialFluid Rale (gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rale (gpm} Final Rale Boliom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) BIm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ItKB) Bim (itKB) Wellbore Zone Shot... Ente... Stfing Pedorated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB} Status

2,331.7 2,340.9 Open
Date Type Top (11KB) Btm (flKB} Wellbore Zone Shot.. Ente... String Perforaled

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Ently #2
Perforation Statuses
Date Top Depth (11KB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013

Well Name: Cane Creek 24-1
APIIUWi Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (it) KB Ground Distance (It) KB CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Rep¤It End Date

3/11/2013 06:00 3/12/2013 06:00
Operations at Report Time
MIRU,NU BOPs
Operations Summary
MIRU,NU BOPs
Operations Next Repod Period
General Operations
Weather Wellbare
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 3.00 3.00 WOC Crew Travel
09:00 2.00 5.00 SMTG Hold safety meeting. Crew orientation meeting with company safety rep.
11:00 1.00 6.00 WOC Crew travelto location.
12:00 3.00 9,00 RMOV MIRUMonument rig #21. MIrig equip & tanks.
15:00 1.50 10.50 RWHD Set Cameron 2 way check in the hanger. REmove the wellhead &manifold.

16:30 1.50 12.00 BOPI NU 10,000# BOPs &5000# Annular. Lay lines. SI BOPs &Csg.
18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (flKB} OD (in) ID (in) WUI.en (Ib/It) Grade (in) (in} Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 S/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 - 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Puß Date Set Depth (ftKB) WeighfLengih (Iblit) String Grade String Length (it) Top Depih (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) WL(Iblit) Grade Len (it) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100,00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) WelghfLength (Iblit) Slring Grade Stúng Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Ilem Des OD (in) WL(Iblit) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
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Rod Components

Item Des OD (in) WL(Iblit) Grade Len (it) Jts
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Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
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Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013

Well Name: Cane Creek 24-1
APIIUWi Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (it) KB Ground Distance (It) KB CF (ft) Spud Date Rig Release Date
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Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDEUTY Daily Completion - Paradox Executive Daily No CostS Report for: 3/12/2013
ExpleatiedPieduni¥CETNr.y RepOrt #: 2

Well Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # PärrnitNumber Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB43round Distance (ft) KB CF (ft) Spud Dáã Rig Release Date
Grand UT 6,051,00 23.00 7/1/2007 00:00 9/18/2012 19:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (f(KB) Stalus

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
umañawcum Report #: 2

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KBX'F (ft) Spud Date Rig Release Date
Grand UT 6.051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tublng
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ibilt) String Grade String Length (ft) Top Depth (ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Das OD (in) Wt (iblit) Grade Len (It) Als

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 O
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/TreatCompany StimTreatsupervisor

2/1/2011 Original Hole Hallibuiton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Addi1ive Amount Units Concenitation (%)

Stim/Treat Stages
Stage Type sig# Start Date End Date Top {ftKB) Btm (flKB) Stim/freat Fluid Vol Clean Pu... Vol Slurry (bbl}

0.0 0.0
initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start {psl) Casing Pressure Start (psi) Bottom Hele Pressure Start (psl}

Final Fluîd Rate (gpm) Fînal Rate Bottom Hale (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End {psi}

StimlTreat Additives
Addîtive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal}

Date Type Sking Weilbore Stim/freat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Fillet Size (in) Description

Fluid Additives
Additive Amaunt Units Concentration (%)

Stim/Treat Stages
Stage Type Sig# Start Date End Dale Top (ftKB} Stm (ftKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurty (bbl)

InitialFluid Rate (gpm) InitialRate Botlom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi} Bottom Hole Pressure Start (pai)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (pai)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top(ftKB) Btm(ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Boitom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Dale Type Top (ftKB) Stm (ftKB) Wellbare Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850,0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (11KB} Bottom Deptfi (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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umañawcum Report #: 2
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County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KBX'F (ft) Spud Date Rig Release Date
Grand UT 6.051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tublng
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ibilt) String Grade String Length (ft) Top Depth (ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Das OD (in) Wt (iblit) Grade Len (It) Als

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 O
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/TreatCompany StimTreatsupervisor

2/1/2011 Original Hole Hallibuiton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Addi1ive Amount Units Concenitation (%)

Stim/Treat Stages
Stage Type sig# Start Date End Date Top {ftKB) Btm (flKB) Stim/freat Fluid Vol Clean Pu... Vol Slurry (bbl}

0.0 0.0
initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start {psl) Casing Pressure Start (psi) Bottom Hele Pressure Start (psl}

Final Fluîd Rate (gpm) Fînal Rate Bottom Hale (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End {psi}

StimlTreat Additives
Addîtive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal}

Date Type Sking Weilbore Stim/freat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Fillet Size (in) Description

Fluid Additives
Additive Amaunt Units Concentration (%)

Stim/Treat Stages
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (pai)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top(ftKB) Btm(ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Boitom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Dale Type Top (ftKB) Stm (ftKB) Wellbare Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850,0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (11KB} Bottom Deptfi (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
EmpleatedPNMiuCerms Report #: 2

Well Name: Cane Creek 24-1
APlIUWI Weil Area Basin Field Name License # Permit Number Well Cortfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Statt Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/12/2013 06:00 3/13/2013 06:00
Operations at Report Time
BOP test, flow well, swab
operauonssummary
BOP test, flow well. swab
Operations Next Report Period

Weather We11bore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB} End Depth (flKB)

06:00 1.00 1.00 GOP Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting, discuss job. Prep to test BOPs
08:00 4.00 6.00 BOPT MINU Cameron. Pressure test the BOPs, 8000#high & 250 low. Pressure

test annular to 4500# high &250# Iow. ( Good test ) Pull the 2 way check
from the well. RD Cameron

12:00 2.00 8.00 FBCK SITP- 110# SICP- 480# Flow the tbg to the flowback tank on a 2".
Flowed- 21 bbl RU to swab.

14:00 2.00 10.00 SWAB Swab: 1st run, 1FL-500' Pull from- 1000' Reo- 9 bbis oil.Make the 2nd
run, the fluidmet us going in the hole, turn around and got out quickly. The
wellbegan flowing again. Flow well to flowback tank.

16:00 2.00 12.00 SWAB Make the 2nd swab run: FL@ 350' Pull from- 1000' Rec- 5 bbis oil.The
well cont to flow to the flowback tank. Open csg to the flowback tank and
bleed off.Rec during the flow-17 bbis oil Total Fluid rec: Oil-56 bbis
Water- 0 bbis Gas- good show Tum welloverto the flowtesters for rest of
the night. Swab runs- 2 Rec: Oil-39 bbis Water- Obble Gas- good show

18:00 12.00 24.00 FBCK Flow the tbg and the esg to the flowback tank. 0600 hrs: FTP-4# FCP- 0#
Rec last 12 hrs: Oil- 0 bbis Water- 0 bbls Gas- show Daily Rec: Oll- 56
bb1s Water-0 bbis Gas- show

Casing & Line s
Sel Depth OD Nom MaK ID Nom Min Prop

Run Date Csg Des {ftKB) Top (flKB} OD (in) ID (in) Wi/Len (Ib/fi) Grade (in} {in) Run?

6/16Ï2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8

9/6/2007 Production 7,307.6 0.0 . 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Desenption Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (it) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

liem Des OD (in) Wi (Ibitt) Grade Len (ft) J1s

Rod 7/8 6.00

Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00
Rod 23.00
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Water- 0 bbis Gas- good show Tum welloverto the flowtesters for rest of
the night. Swab runs- 2 Rec: Oil-39 bbis Water- Obble Gas- good show

18:00 12.00 24.00 FBCK Flow the tbg and the esg to the flowback tank. 0600 hrs: FTP-4# FCP- 0#
Rec last 12 hrs: Oil- 0 bbis Water- 0 bbls Gas- show Daily Rec: Oll- 56
bb1s Water-0 bbis Gas- show

Casing & Line s
Sel Depth OD Nom MaK ID Nom Min Prop

Run Date Csg Des {ftKB) Top (flKB} OD (in) ID (in) Wi/Len (Ib/fi) Grade (in} {in) Run?

6/16Ï2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8

9/6/2007 Production 7,307.6 0.0 . 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Desenption Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (it) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

liem Des OD (in) Wi (Ibitt) Grade Len (ft) J1s

Rod 7/8 6.00

Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00
Rod 23.00
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
EmpleatedPNMiuCerms Report #: 2

Well Name: Cane Creek 24-1
APlIUWI Weil Area Basin Field Name License # Permit Number Well Cortfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Statt Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/12/2013 06:00 3/13/2013 06:00
Operations at Report Time
BOP test, flow well, swab
operauonssummary
BOP test, flow well. swab
Operations Next Report Period

Weather We11bore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB} End Depth (flKB)

06:00 1.00 1.00 GOP Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting, discuss job. Prep to test BOPs
08:00 4.00 6.00 BOPT MINU Cameron. Pressure test the BOPs, 8000#high & 250 low. Pressure

test annular to 4500# high &250# Iow. ( Good test ) Pull the 2 way check
from the well. RD Cameron

12:00 2.00 8.00 FBCK SITP- 110# SICP- 480# Flow the tbg to the flowback tank on a 2".
Flowed- 21 bbl RU to swab.

14:00 2.00 10.00 SWAB Swab: 1st run, 1FL-500' Pull from- 1000' Reo- 9 bbis oil.Make the 2nd
run, the fluidmet us going in the hole, turn around and got out quickly. The
wellbegan flowing again. Flow well to flowback tank.

16:00 2.00 12.00 SWAB Make the 2nd swab run: FL@ 350' Pull from- 1000' Rec- 5 bbis oil.The
well cont to flow to the flowback tank. Open csg to the flowback tank and
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FI ITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/13/2013
wwwn cort Report #: 3

We11Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-31447 Parado× Big Flat 14507 Horizontal
County State/Province Surveyed Elevalion (fl} CF Elev (ft) KB-Ground Distance {ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Perforation Statuses
Date Top Depth (11KB} Bottom Depill (ftKB) Slatus

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/13/2013
Eipket::n&PmdudicoCtfro Report & 3

Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permil Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ItKB} Weight/Length (Ih/ft) String Grade String Length {fi} Top Depth {flKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing components

item Das OD (in) Wt (Iblit) Grade Len (ft) Jis

Tubing 2 7/8 8.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32,95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations &Treatments
Date Type Stiing Welfbore StimfTreat Company StimTreat Supervisar

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A. pH Filtersize (in) Description

Fluid Additives
Additive Amount Units ConcentraLion (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Bim (ftKB) Stimífreat Fluid Val Clean Pa.. Vol Slurry (hbi)

0.0 0.0
fnitialFluid Rate (gpm} InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure S1art (psi) Bottom Hole Pressure Start (psi}

Final Fluld Rate (gpm) Final Rate Bottom Hole {gym) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Slze Conc (1b/gal) Cone BH (Ib/gal)

Dale Type String Wellbore StimfTreat Company StimTreat Supervîsor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Addillve Amount Units Concentra1(on (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Stm (flKB} Stimffreat Fluld Vol Clean Pu... Vol Siurry (bbl)

InitialFluid Rate {gpm} InitialRate Boilom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm} Fina1Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top {ftKB) Blm (flKB} Wellbore Zone Shot... Ente... String Perforaled

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (flKB) Bottom Depth (flKB) Status

2,395.7 2,468.9 Open
Dale Type Top (ftKB) Blm (flKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (itKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Blm (ItKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforatlon Statuses
Date Top Depth {ftKB) Bottom Depth {ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Bim (ftKB) Wellbore Zone Shot.. Ente... String Pedorated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/13/2013
Eipket::n&PmdudicoCtfro Report & 3

Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permil Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ItKB} Weight/Length (Ih/ft) String Grade String Length {fi} Top Depth {flKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing components

item Das OD (in) Wt (Iblit) Grade Len (ft) Jis

Tubing 2 7/8 8.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32,95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations &Treatments
Date Type Stiing Welfbore StimfTreat Company StimTreat Supervisar

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A. pH Filtersize (in) Description

Fluid Additives
Additive Amount Units ConcentraLion (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Bim (ftKB) Stimífreat Fluid Val Clean Pa.. Vol Slurry (hbi)

0.0 0.0
fnitialFluid Rate (gpm} InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure S1art (psi) Bottom Hole Pressure Start (psi}

Final Fluld Rate (gpm) Final Rate Bottom Hole {gym) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Slze Conc (1b/gal) Cone BH (Ib/gal)

Dale Type String Wellbore StimfTreat Company StimTreat Supervîsor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Addillve Amount Units Concentra1(on (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Stm (flKB} Stimffreat Fluld Vol Clean Pu... Vol Siurry (bbl)

InitialFluid Rate {gpm} InitialRate Boilom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm} Fina1Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top {ftKB) Blm (flKB} Wellbore Zone Shot... Ente... String Perforaled

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (flKB) Bottom Depth (flKB) Status

2,395.7 2,468.9 Open
Dale Type Top (ftKB) Blm (flKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (itKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Blm (ItKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforatlon Statuses
Date Top Depth {ftKB) Bottom Depth {ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Bim (ftKB) Wellbore Zone Shot.. Ente... String Pedorated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2

Page 213 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/13/2013
Eipket::n&PmdudicoCtfro Report & 3

Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permil Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ItKB} Weight/Length (Ih/ft) String Grade String Length {fi} Top Depth {flKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing components

item Das OD (in) Wt (Iblit) Grade Len (ft) Jis

Tubing 2 7/8 8.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32,95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations &Treatments
Date Type Stiing Welfbore StimfTreat Company StimTreat Supervisar

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A. pH Filtersize (in) Description

Fluid Additives
Additive Amount Units ConcentraLion (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Bim (ftKB) Stimífreat Fluid Val Clean Pa.. Vol Slurry (hbi)

0.0 0.0
fnitialFluid Rate (gpm} InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure S1art (psi) Bottom Hole Pressure Start (psi}

Final Fluld Rate (gpm) Final Rate Bottom Hole {gym) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Slze Conc (1b/gal) Cone BH (Ib/gal)

Dale Type String Wellbore StimfTreat Company StimTreat Supervîsor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Addillve Amount Units Concentra1(on (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Stm (flKB} Stimffreat Fluld Vol Clean Pu... Vol Siurry (bbl)

InitialFluid Rate {gpm} InitialRate Boilom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm} Fina1Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top {ftKB) Blm (flKB} Wellbore Zone Shot... Ente... String Perforaled

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (flKB) Bottom Depth (flKB) Status

2,395.7 2,468.9 Open
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Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permil Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ItKB} Weight/Length (Ih/ft) String Grade String Length {fi} Top Depth {flKB)
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Tubing components
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Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32,95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations &Treatments
Date Type Stiing Welfbore StimfTreat Company StimTreat Supervisar

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A. pH Filtersize (in) Description

Fluid Additives
Additive Amount Units ConcentraLion (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Bim (ftKB) Stimífreat Fluid Val Clean Pa.. Vol Slurry (hbi)
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
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Well Name: Cane Creek 24-1
APf/UWI Well Area Basin Field Name License # Permil Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevadon (ft) CF Elev (it) KB Ground Distance (fL) KB-CF (fl) Spud Dale Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Opemtor Compleilons Start Date Completions Finielled Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Calegory Job Typ Jah SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rlg Release Previdus Well Rig Release Date

Daily Operations
Report Start Data Report End Date

3/13/2013 06:00 3/14/2013 06:00
Operations at Report Time
Swab test, flow well
Operations Summary
Swab test , flow well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Statt Time Dur (ht) (br) Code 1 Comment Start Depth (itKB) End Depth {ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job
07:30 4.50 6.00 SWAB FTP- 4# FCP- 0# Swab IFL- 1200' Pull from- 1800', Rec- 10 bbis Well

flowed after the runto the tank. Cont to swab when able to get into the
hole. Recovering oil &gas. 1200hrs: FL@ 2200' PF- 3200' Good blow
after the run. Totals: Runs- 9 Oil-81 bbls Gas- good blow. Cont to swab
welL

12:00 5.50 11.50 SWAB Runs 10 & 11 FL- 2200' PF- 3200' Total Fluid- 106 bbis oil, Runs: 12 &
13 FL- 2800' PF- 4000' folal 11uid:127 bbis oil, Runs: 14,15 & 16 FL
2800' PF- 4000' Total Fluids- 122 bbis oil, Run 17 FL- 3000' PF- 4000'
Total fluid- 127 bbis, Runs 18,19 & 20 FL- 3100' PF-4200' Total fluids-
136 bbis, Run-21 FL- 3700' PF- 5000' Total fluids- 139 bbis, Last run- 22FL-4100° PF- 5300' Total fluids- 143 bbls oil. Totals: Runs- 22 Hrs- 10
hrs IFL- 1200' EFL-4100' Fluids: Oil- 143 bb1s Water-0 bbls Gas- good
show. Gas and fluids were blowing after each run. Cont to tiowtby &csg to
flowback tank over night. Tum well over to the flowback

17:30 1.00 12.50 GOP Crew travel,flow well
18:30 11.50 24.00 FBCK Flow wellto tank, no fluid recovered.
Casing & Line s

set Depth OD Nom Max [DNom Min Prop
Run Date Csg Des (ItKB) Top (itKB} OD (in) ID(in) WIILen (Ib/ft) Grade (in) (In) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635,0 0.0 13 3/8 12.715 48:00 H-40 13 3/8 12.715
7/20/2007 lntermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5Ï8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1Ï2 3.826 No
Rods
Rod Desciiption Run Date Pull Dale Set Depth (ftKB) Weight/Length (Ibilt) Stríng Grade String Length {ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (11) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525,00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
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Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Statt Time Dur (ht) (br) Code 1 Comment Start Depth (itKB) End Depth {ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job
07:30 4.50 6.00 SWAB FTP- 4# FCP- 0# Swab IFL- 1200' Pull from- 1800', Rec- 10 bbis Well

flowed after the runto the tank. Cont to swab when able to get into the
hole. Recovering oil &gas. 1200hrs: FL@ 2200' PF- 3200' Good blow
after the run. Totals: Runs- 9 Oil-81 bbls Gas- good blow. Cont to swab
welL

12:00 5.50 11.50 SWAB Runs 10 & 11 FL- 2200' PF- 3200' Total Fluid- 106 bbis oil, Runs: 12 &
13 FL- 2800' PF- 4000' folal 11uid:127 bbis oil, Runs: 14,15 & 16 FL
2800' PF- 4000' Total Fluids- 122 bbis oil, Run 17 FL- 3000' PF- 4000'
Total fluid- 127 bbis, Runs 18,19 & 20 FL- 3100' PF-4200' Total fluids-
136 bbis, Run-21 FL- 3700' PF- 5000' Total fluids- 139 bbis, Last run- 22
FL-4100° PF- 5300' Total fluids- 143 bbls oil. Totals: Runs- 22 Hrs- 10
hrs IFL- 1200' EFL-4100' Fluids: Oil- 143 bb1s Water-0 bbls Gas- good
show. Gas and fluids were blowing after each run. Cont to tiowtby &csg to
flowback tank over night. Tum well over to the flowback

17:30 1.00 12.50 GOP Crew travel,flow well
18:30 11.50 24.00 FBCK Flow wellto tank, no fluid recovered.
Casing & Line s

set Depth OD Nom Max [DNom Min Prop
Run Date Csg Des (ItKB) Top (itKB} OD (in) ID(in) WIILen (Ib/ft) Grade (in) (In) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635,0 0.0 13 3/8 12.715 48:00 H-40 13 3/8 12.715
7/20/2007 lntermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5Ï8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1Ï2 3.826 No
Rods
Rod Desciiption Run Date Pull Dale Set Depth (ftKB) Weight/Length (Ibilt) Stríng Grade String Length {ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (11) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525,00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
EiplodensPaktsucerord RepOrt #: 4

Well Name: Cane Creek 24-1
APflUWI WellArea Basin FleidName License# PermilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance {ft) KB CF (it) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Das OD (in) Wl(Ib/R} Grade Len (it) Jts

Elevation 2 7/8 6.50 J-55 23.00 0
IStimulations &Treatments
Date Type String Wellbore Stimífreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type |Stg # Start Date End Date Top (ftKB} Blm (ftKB) Stimffreat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
lnitial Fluid Rate (gpm) InitialRale Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole {gpm) Pressure Tubirig End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal} Conc BH(ib/gal}

Date Type String Wellbore Stim/Treat Company SilmTreat Supervisor
2/1Ï2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A.,. pH Filter Size (in} Description

Fluid Additives
Addliive Amount Units Concentration (%)

Stim/Treat Stages
Slage Type Stg # Start Dale End Date Top (itKB) Bim (itKB) Stim/Treal Fluid Vol Clean Pu... Vol Sluiry (bbt)

[nitialFluid Rate (gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Start {psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi}

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (Iblgal) Conc BH (Ib/gal)

Perforations
Date TyPB Top (ftKB) Blm {ftKB) Wel1bore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot.. Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB} Bim (ftKB) Wellbore Zone Shot... Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforatlon Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot.. Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB} Status

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
ExplemiasPodemosc RO Ort #: 4

Well Name: Cane Creek 24-1
APilUWI WellArea Basin FieldName License# PermitNumber WellConifg
43-019-31447 Paradox Big Flat 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-GF(ft} Spud Data Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Dale Completions Finished Dale Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/14/2013 06:00 3/15/2013 06:00
Operations at Report Time
Swab test, flow well
Operations Summary
Swab test, flowwell.
Operations Next Report Peliod

Weenier Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position OfBce

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

StartTime Dur{hr) (hr} Codei Comment StartDepth(ftKB) EndDepih(ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 8.50 10.00 SWAB Swab test well. IFL-5000' PF- 6000' Rec- 3 bbis oil. Swab all day. 1600

hrs: RD swab. Daily: Runs- 13 Fluids: Oil-44 bbis Water-0 bbis Gas-
good show. EFL@ 6300' The well swabbed down. No more entry. Leave
the well open to the tank.

16:00 14.00 24.00 FBCK Well being watched by the flowtesters. No recovery over night. FTP- 3#
FCP- 0#,

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD (In) ID (m) Wt/Len (Ibilt) Grade (In} (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth {ftKB} Weight/Length (Ib/ft) String Grade Siring Length (it) Top Depth (ftKB}
Rod 12/30/2009 7,099.0 7,099,00 0.0
Rod Components

FlemDes OD (in) Wt (Ibtit} Grade Len (it) Jls

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525,00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Descripti¤n Run Date Pull Date Set Depth (itKB) Weight/Length (Ibitt) String Grade String Lengtli (ft} Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Ilem Des OD (in) Wl (fblR) Grade Len (ft) Jis

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0

Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Dale Completions Finished Dale Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/14/2013 06:00 3/15/2013 06:00
Operations at Report Time
Swab test, flow well
Operations Summary
Swab test, flowwell.
Operations Next Report Peliod

Weenier Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position OfBce

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

StartTime Dur{hr) (hr} Codei Comment StartDepth(ftKB) EndDepih(ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 8.50 10.00 SWAB Swab test well. IFL-5000' PF- 6000' Rec- 3 bbis oil. Swab all day. 1600

hrs: RD swab. Daily: Runs- 13 Fluids: Oil-44 bbis Water-0 bbis Gas-
good show. EFL@ 6300' The well swabbed down. No more entry. Leave
the well open to the tank.

16:00 14.00 24.00 FBCK Well being watched by the flowtesters. No recovery over night. FTP- 3#
FCP- 0#,

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD (In) ID (m) Wt/Len (Ibilt) Grade (In} (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth {ftKB} Weight/Length (Ib/ft) String Grade Siring Length (it) Top Depth (ftKB}
Rod 12/30/2009 7,099.0 7,099,00 0.0
Rod Components

FlemDes OD (in) Wt (Ibtit} Grade Len (it) Jls

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525,00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Descripti¤n Run Date Pull Date Set Depth (itKB) Weight/Length (Ibitt) String Grade String Lengtli (ft} Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Ilem Des OD (in) Wl (fblR) Grade Len (ft) Jis

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0

Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Espkrali.n&Pmlu:w Crs, Report #: 5

Well Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB,CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

llem Des OD (in) Wl(Ib/ft) Grade Len (ft) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32,95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulatlons &Treatments
Date Type String Wellbore Stimífreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sfg # Start Date End Date Top (itKB} Blm (ftKB} Stim/Treat Fluid Vo1Clean Pu... Vol Slurry (bbl)

initialFluid Rate (gpm) InitialRate Bottom Hole (gpm} Tublng Pressure Start (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Hallibudon

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid {A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Siart Date End Date Top (ftKB) Bim (fiKB) StimfTreat Fluid Vol Clean Pu... VolSlurfy (bbl)

InitialFluid Rate (gpm} initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fînal Fluid Rate (gpm} Fina1Rate Bottom Hole (gpm) Pressure Tubing End {psi} Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Addillve Type Amount Units Sand She Conc (Ibigal) Conc BH (Ibigal)

Perforations
Date Type Top {ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Tap Depth (itKB} Bottom Depth (ilKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm {ftKB) Wellbare Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (flKB) Bottom Depth {ftKB) Status

2,468.9 2,468,9 Open
Date Type Top(ftKB) Stm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (f!KB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Bim (itKB) Weilbore Zarie Shot... Ente... String Perforated

3/28/2013 10,025.0 10.400.0 Original Hole cane creek, Re-Entry #2
Perforatlon Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Espkrali.n&Pmlu:w Crs, Report #: 5
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Uplaati:niPrektic, Crpri Reoort it: 5

Well Name: Cane Creek 244
APIIUWI Well Area Basin Field Name License # Pernit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Compleijons Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
JobCalegory JobTyp JobSubTyp PlannedStartDate StartDate EndDate
Recompletion Re-entry#2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/15/2013 06:00 3/16/2013 06:00
Operations at Report Time
swab, killwell, TOOH, TIH 3.70 mills
Operations Summary
Swab, killwell,TOOH, T1H3.70 mills
Operadons Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 2.00 2.00 GOP Crew travel,Flow well.
08:00 0.50 2.50 SMTG Hold safetymeeting,discuss job.
08:30 0.50 3.00 SWAB Make a swab runto check fluid level. FL@ 6000', rec 5 bbis oil. RD swab.

09:00 3.00 6.00 WKLL Killwe11w/7.1 ppg crude from the well, Pump down the tbg and up the esg.
Circ out the gas. Well dead.

12:00 3.00 9.00 TRIP TOOH wl2 7/8" & 2 3/8" production string. Sd back the tbg in the derrick.

15:00 3.00 12.00 TRIP TIH w/ 3.70 millassembly as follows: 3 5/8" Drag bit, 3.70" tapered mill,
Xover, 2 3/8"X 6' pup, Xover, 2nd 3.70" tapered mill,Xover,1 jnt of2 3/8"
4.7# N-80 EUE Brd tbg, X nipple, 2 3/8" 4.7# N-80 EUE 8td tbg,Xover, 1
jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,X nipple, rest of 2 7/8" 6.5# N-80 EUE
Brd tbg. (204) jnts EOT @6439'.

18:00 1.00 13.00 GOP Creww Travel.Leave wellopen to tank. Turn well over the the flowlesters.

19:00 11.00 24.00 FBCK Flow well to tank, No fluid recoveryovernight.FTP-2# FCP- 0#
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB} OD (in) ID (in) Wt/Len {lb/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7.307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/2812007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Desciiption Run Dale Pull Date Set Depth (ftKB) Weight/Length (lblit) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

[temDes OD (in) Wt {lblft) Grada Len {ft) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod . 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB} Weight/Length (ib/ft) String Grade String Length (11) Top Depth {ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0

Page 112 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Uplaati:niPrektic, Crpri Reoort it: 5

Well Name: Cane Creek 244
APIIUWI Well Area Basin Field Name License # Pernit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Compleijons Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
JobCalegory JobTyp JobSubTyp PlannedStartDate StartDate EndDate
Recompletion Re-entry#2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/15/2013 06:00 3/16/2013 06:00
Operations at Report Time
swab, killwell, TOOH, TIH 3.70 mills
Operations Summary
Swab, killwell,TOOH, T1H3.70 mills
Operadons Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 2.00 2.00 GOP Crew travel,Flow well.
08:00 0.50 2.50 SMTG Hold safetymeeting,discuss job.
08:30 0.50 3.00 SWAB Make a swab runto check fluid level. FL@ 6000', rec 5 bbis oil. RD swab.

09:00 3.00 6.00 WKLL Killwe11w/7.1 ppg crude from the well, Pump down the tbg and up the esg.
Circ out the gas. Well dead.

12:00 3.00 9.00 TRIP TOOH wl2 7/8" & 2 3/8" production string. Sd back the tbg in the derrick.

15:00 3.00 12.00 TRIP TIH w/ 3.70 millassembly as follows: 3 5/8" Drag bit, 3.70" tapered mill,
Xover, 2 3/8"X 6' pup, Xover, 2nd 3.70" tapered mill,Xover,1 jnt of2 3/8"
4.7# N-80 EUE Brd tbg, X nipple, 2 3/8" 4.7# N-80 EUE 8td tbg,Xover, 1
jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,X nipple, rest of 2 7/8" 6.5# N-80 EUE
Brd tbg. (204) jnts EOT @6439'.

18:00 1.00 13.00 GOP Creww Travel.Leave wellopen to tank. Turn well over the the flowlesters.

19:00 11.00 24.00 FBCK Flow well to tank, No fluid recoveryovernight.FTP-2# FCP- 0#
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB} OD (in) ID (in) Wt/Len {lb/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7.307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/2812007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Desciiption Run Dale Pull Date Set Depth (ftKB) Weight/Length (lblit) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

[temDes OD (in) Wt {lblft) Grada Len {ft) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod . 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB} Weight/Length (ib/ft) String Grade String Length (11) Top Depth {ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0

Page 112 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Uplaati:niPrektic, Crpri Reoort it: 5

Well Name: Cane Creek 244
APIIUWI Well Area Basin Field Name License # Pernit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Compleijons Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
JobCalegory JobTyp JobSubTyp PlannedStartDate StartDate EndDate
Recompletion Re-entry#2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/15/2013 06:00 3/16/2013 06:00
Operations at Report Time
swab, killwell, TOOH, TIH 3.70 mills
Operations Summary
Swab, killwell,TOOH, T1H3.70 mills
Operadons Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 2.00 2.00 GOP Crew travel,Flow well.
08:00 0.50 2.50 SMTG Hold safetymeeting,discuss job.
08:30 0.50 3.00 SWAB Make a swab runto check fluid level. FL@ 6000', rec 5 bbis oil. RD swab.

09:00 3.00 6.00 WKLL Killwe11w/7.1 ppg crude from the well, Pump down the tbg and up the esg.
Circ out the gas. Well dead.

12:00 3.00 9.00 TRIP TOOH wl2 7/8" & 2 3/8" production string. Sd back the tbg in the derrick.

15:00 3.00 12.00 TRIP TIH w/ 3.70 millassembly as follows: 3 5/8" Drag bit, 3.70" tapered mill,
Xover, 2 3/8"X 6' pup, Xover, 2nd 3.70" tapered mill,Xover,1 jnt of2 3/8"
4.7# N-80 EUE Brd tbg, X nipple, 2 3/8" 4.7# N-80 EUE 8td tbg,Xover, 1
jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,X nipple, rest of 2 7/8" 6.5# N-80 EUE
Brd tbg. (204) jnts EOT @6439'.

18:00 1.00 13.00 GOP Creww Travel.Leave wellopen to tank. Turn well over the the flowlesters.

19:00 11.00 24.00 FBCK Flow well to tank, No fluid recoveryovernight.FTP-2# FCP- 0#
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB} OD (in) ID (in) Wt/Len {lb/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7.307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/2812007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Desciiption Run Dale Pull Date Set Depth (ftKB) Weight/Length (lblit) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

[temDes OD (in) Wt {lblft) Grada Len {ft) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod . 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB} Weight/Length (ib/ft) String Grade String Length (11) Top Depth {ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/15/2013
Uplaati:niPrektic, Crpri Reoort it: 5
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Page 112 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/16/2013
OpimientPoktincrpri Report II: 6

Well Name: Cane Creek 24-1
APUUWI Well Area Basin Field Name License # Permit Number Well Config
43-019 31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl} KB-Ground Distance (ft) KB-CF (ft} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wi (IbMt) Grade Len (It} Jls
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7Ï8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7Ï8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimífreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration {%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (itKB) Blm (flKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm) Inital Rate Bottom Hole (gpm) Tubing Pressure Slait (pei) Casing Pressure Start (psi) Botlom Hole Pressure Start (psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (pei) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Canc (Ib/gal) Conc BH (iblgal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%}

Stim/Treat Stages
Stage Type Stg # Start Dale End Dale Top (itKB) BIm (itKB} Stim/Treat Fluid Vol Clean Pu... Vol Sluny (bbl)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing PressureStart(psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cono (Ib/gal) Conc BH (iblgal)

Perforations
Date Type Top (11KB) Btm (flKB) Welfbore Zone Shot .. Enfe .. Sking Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB} Status

2,395.7 2,468.9 Open
Date Type Tap (ItKB) Btm (itKB) Wellbore Zone Shot .. Ente... Slring Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (itKB) Boilom Depth (flKB) Status

2,468.9 2,468.9 Open
Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone shot...Ente... String Perforated

3/28/2013 9,850,0 9,995.0 Original Hole cane creek. Re-Entry #2
Perforation Statuses
Date Top Depth {flKB) Bottom Depth {ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB} Bfm (ItKB) Wellbore Zane Shot.., Ente- String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Slatus

2,350.0 2,387.8 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/16/2013
OpimientPoktincrpri Report II: 6
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Elevation 2 7/8 6.50 J-55 23.00 0
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Date Type Top (11KB) Btm (flKB) Welfbore Zone Shot .. Enfe .. Sking Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB} Status

2,395.7 2,468.9 Open
Date Type Tap (ItKB) Btm (itKB) Wellbore Zone Shot .. Ente... Slring Perforated
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Perforation Statuses
Date Top Depth (itKB) Boilom Depth (flKB) Status
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Slatus
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Well Name: Cane Creek 24-1
APUUWI Well Area Basin Field Name License # Permit Number Well Config
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/16/2013
Inplea1miPrductimCerpri Report #: 6

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KElGround Distance {ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Starl Dale End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date

Daily Operations
Report Slart Date Report End Date

3/16/2013 06:00 3/17/2013 06:00
Operations at Report Time
TiH 3.70" mills,work on tightspot, TlH to bottom, TOOH to killstring
Operations Summary
TlH 3.70" mills,work ob tightspot, TlH to bottom, TOOH to killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Otlice
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (ht) Code 1 Comment Start Depth (flKB) End Depth (itKB}
06:00 1.00 1.00 GOP Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting, discuss job. Cont to TIH w/ 3.70" mills. Tag on a tight

spot @8498'. PU the power swivel.
08:00 2.00 4.00 GOP Work on tightspot @8498. Wrok throughthe area until the mills are

running free. LDthe power swivwl.
10;00 0.50 4.50 TRIP Cont to TlH w/ 3.70" mills to 10,447" encountered no tightareas.
10:30 1.00 5.50 CTU Reverse circ the hole w/ 76 bbls of crude oil. Cire up clean.
11:30 3.00 8.50 TRIR TOOH w/ millassembly. Std back the tbg in the derrick. LD the mills.
14:30 3.50 12.00 TRIP PU the 4 1/2" scrapers, TlH as follows: 3 5/8" Drag bit, 4 1/2" Scraper,

Xover, 2 3/8" X 6' pup, Xover, 4 1/2" Scraper, Xover, 1 jnt of 2 3/8" 4.7# N-
80 EUE Brd tbg, X nipple, rest of the 2 3/8" tbg, Xover (2 3/8" to 2 7/8") 1
jnt of 2 7/8" 6.5# N-80 EUE 8td tbg, X nipple (2.313"" ID ), 2 7/8" 6.5# N-80
EUE 8rd tbg. Ld the tbg in the slips, EOT @6470'.

18:00 1.00 13.00 GOP Crew Travel. Cont to flow well to tank.Turn well over to the flowlesters.
Flow wellover night

19:00 11.00 24.00 FBCK Flow well over night. No fluid recovered. FTP- 0# FCP- 0#
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB} Top {ftKB) OD (in) 1D(in) WtlLen (Ibilt) Grade (in) (10) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Llner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (lblit) Slring Grade String Length (It) Top Depth (flKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Iblit) Grade Len (ft) Jis
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525,00
Rod 3/4 2, 350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depih (itKB) Weight/Length (Ibitt) String Grade String Length {ft) Top Depth (ftKB}
Production 12/30/2009 7,805.7 6.50 J-55 7,805,70 0.0
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Operations Next Report Period
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Job Contact Position Otlice
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Start Time Dur (hr) (ht) Code 1 Comment Start Depth (flKB) End Depth (itKB}
06:00 1.00 1.00 GOP Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting, discuss job. Cont to TIH w/ 3.70" mills. Tag on a tight

spot @8498'. PU the power swivel.
08:00 2.00 4.00 GOP Work on tightspot @8498. Wrok throughthe area until the mills are

running free. LDthe power swivwl.
10;00 0.50 4.50 TRIP Cont to TlH w/ 3.70" mills to 10,447" encountered no tightareas.
10:30 1.00 5.50 CTU Reverse circ the hole w/ 76 bbls of crude oil. Cire up clean.
11:30 3.00 8.50 TRIR TOOH w/ millassembly. Std back the tbg in the derrick. LD the mills.
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9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Llner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
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Production 12/30/2009 7,805.7 6.50 J-55 7,805,70 0.0
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/17/2013

We11Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
Couniy State/Province Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

liem Des OD (in) Wt (Ib/ft) Grade Len (it) Jls

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) PressureTubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/17/2013

We11Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
Couniy State/Province Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

liem Des OD (in) Wt (Ib/ft) Grade Len (it) Jls

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) PressureTubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/17/2013

We11Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
Couniy State/Province Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

liem Des OD (in) Wt (Ib/ft) Grade Len (it) Jls

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) PressureTubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/17/2013

We11Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
Couniy State/Province Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

liem Des OD (in) Wt (Ib/ft) Grade Len (it) Jls

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) PressureTubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Tubing Components
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Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)
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Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
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InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)
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Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
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Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
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2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Tubing Components
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Tubing 2 7/8 6.50 J-55 750.75 23
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Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0
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Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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Tubing Components
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Anchor J-55 3.18 0
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Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FiEterSize{in) Description

Fluid Additives
Addillve Amount UlilÏs Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Data End Date Top (ftKB) Btm (ftKB) StimfTreat Fluid

¯

Vol Clean Pu... Vol Sluny {bbl)
0.0 0.0

InitialFluid Rate (gpm) InitialRate Bottom Hote (gpm) TubingPressure Start {psl} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) PressureTubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ibigal) CancBH(ibigal)

Dale Type String Wellbore Stimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Am¤unt Unlis Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Tap {ftKB} Bfm (ftKB) Stimífreat Fluid Vol Clean PU... Vol Siuny (bbl}

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure TubingEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Unils Sand Size Conc {lb/gal) Conc BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (itKB} Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Btm (ItKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Batlom Depth (itKB} Status

2,468.9 2,468.9 Open
Date Type Top {ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hofe cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth ((tKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) B1m(ftKB) Wellbore Zone Shot.- Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/17/2013

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (ft} KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operatar Completions Start Dale Completions Finislied Dale Well Stalus
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig CompanyMan\WellSîte Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/17/2013 06:00 3/18/2013 06:00
Operations at Report Time
TlH w/ 4 1/2" scrapers. Circ, TOOH, TlH killstring.
Operations Summary
TlH w/4 1/2;; scrapers, Circ, TOOH, TIH killstring
Operations Nexl Report Period

Weather Weilbore
High winds Re-Entry #2
Daily Contacts

Job Contact Posinon Office

Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr} Code 1 Comment Start Depth {ftKB) End Depth (flKB)

08:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting, discuss the job.
07:30 1.50 3.00 TRIP Cont to TlH w/ bit & tandom scrapers. TIH to 9870'. Prep to ciro the hole.
09:00 2.00 5.00 CTU Circ the hole, down the tbg & up the esg. Pump 220 bbis of crude oil to

clean the hole. Cire bottoms up,
11:00 4.00 9.00 TRIP TOOH w/ bit & scraper assembly. LD 18 jnts of 2 3/8" tbg &tools.
15:00 3.50 12.50 TRIP TIH wl 204 Jntsof tbg for a killstring. EOT @6439'. Leave the tbg and the

cag open to the tank. Tum well over to the flowlesters. Crew travel
18:30 11.50 24.00 FBCK Flow well to the tank overnight. No fluid Rec over night. 0600 hrs: FTP- 0#

FCP-0#

Casing & Liners
Set Depth OD NomMax LDNam Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (m) ID (m) Wt/Len (Ibitt) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12,715
7/20/2007 [ntermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Descúptl¤n Run Date Pull Dale Set Depth (ftKB) Weight/Length {lblít) String Grade String Length {tt) Top Depth (ftKB)
Rod 12/3012009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in} Wt (fblit) Grade Len (†L) Jis

Rod 7/8 6.00
Rod .7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 . 12.00
Rod 100.00
Rod 23.00
Tubing
Tubîng Description Run Date Pull Date Set Depth {ftKB) Weight/Length (Ib/ft) Stríng Grade Sidng Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-SS 7,805.70 0.0
Tubing Components

Item Des OD {ln) Wt (Ibtit) Grade Len {ft} Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-SS 1.40 0
Seating Nipple J-SS 1.10 0
Tubing 2 7/8 6.50 J-SS 32.95 0
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15:00 3.50 12.50 TRIP TIH wl 204 Jntsof tbg for a killstring. EOT @6439'. Leave the tbg and the

cag open to the tank. Tum well over to the flowlesters. Crew travel
18:30 11.50 24.00 FBCK Flow well to the tank overnight. No fluid Rec over night. 0600 hrs: FTP- 0#

FCP-0#

Casing & Liners
Set Depth OD NomMax LDNam Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (m) ID (m) Wt/Len (Ibitt) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12,715
7/20/2007 [ntermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Descúptl¤n Run Date Pull Dale Set Depth (ftKB) Weight/Length {lblít) String Grade String Length {tt) Top Depth (ftKB)
Rod 12/3012009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in} Wt (fblit) Grade Len (†L) Jis

Rod 7/8 6.00
Rod .7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 . 12.00
Rod 100.00
Rod 23.00
Tubing
Tubîng Description Run Date Pull Date Set Depth {ftKB) Weight/Length (Ib/ft) Stríng Grade Sidng Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-SS 7,805.70 0.0
Tubing Components

Item Des OD {ln) Wt (Ibtit) Grade Len {ft} Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-SS 1.40 0
Seating Nipple J-SS 1.10 0
Tubing 2 7/8 6.50 J-SS 32.95 0
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open

Page 212 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open

Page 212 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open

Page 212 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open

Page 212 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Dale Top (ftKB) Bim (ftKB) Stimirreat Fluid Vol Clean Pu... VolSiurry (bbl)

0.0 0.0
InitialFluid Rata (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start {psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additîve Type Amount Units Sand Size Cone (Ibigal) Cone BH (Ib/gal)

Date Type String Wellbora Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimiTreat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top (itKB) Bim (ftKB) Stim/freat Fluid Vol Clean Pu... Vol Sluny {bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand She Cone (Ib/gal) Cano BH (ibigal}

Perforations
Date Type Top (flKB} Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente.. String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (itKB} Bottom Depth (ftKB) Slatus

2,395.7 2,468.9 Open
Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
sommere i Report #: 8

Well Name: Cane Creek 24-1
API/UWI Weli Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Ilem Des OD (in) Wt (IblfL) Grade Len (it) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10

¯

0
Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevâtion 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supenilsor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
Eiploali:dPteductiretor Report #: 8

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Comple1ions Start Date : Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletíon Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rfg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/18/2013 06:00 3/19/2013 06:00
Operations at ReporlTîme
TOOH killstring, TlH guns &swell packer, Ld in head.
Operations Summary
TOOH killstring, TlH guns &swell packer, Ld in head
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (br) Code i Comment Start Depth (ftKB) End Depth (ftKB}

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.00 3.50 TRIP FTP- 0# FCP- 0# TOOH wl killstring
09:30 1.50 5.00 GOP Prep toPU the guns &swell packer assembly,
11:00 7.00 12.00 TRIP TIH wl guns &swell packer assernbly as folliows: Baker TCP bottom 3 1/8"

guns, blank, top 3 1/2" guns, blank, Owen Intergun timedelay (6 min)
safety spacer, Model RD firinghead, Hydrolic accuated firing head, P-
sleeve, 2 3/8" X 10' pup, Baker swellpacker, (113) jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg,Xover (2 3/8"X 2 7/8"), (1) jnt of 2 7/8" 6.5# EUE Brd tbg,X
nipple (2.313" ID), (195) jnts of 2 7/8" 6.5# N-80 EUE Brd tbg, Tbg hanger.
Hang off in head. Baker swell packer ( center ) @9802', Guns @9850 -

9995 & 10,025 - 10400.

18:00 1.00 13.00 GOP Ld the tbg in the wellhead. Leave the csg open to the flowback tank. Si tbg.

19:00 1.00 14.00 GOP Crew travel.Turn well opver to the flowlesters.
20:00 10.00 24.00 FBCK SITP- 0# FCP- 0#Flow the esg over night, tbg SL
Casing & Line e

Set Depth OD Nom Max ID Num Min Pop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (In} Wl/Len (ib/ft) Grade (In) (in} Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6.479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Pull Dale Set Depth {ftKB) Weight/Length (lb/ft) String Grade String Lengih (fi) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

liem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pu11Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
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guns, blank, top 3 1/2" guns, blank, Owen Intergun timedelay (6 min)
safety spacer, Model RD firinghead, Hydrolic accuated firing head, P-
sleeve, 2 3/8" X 10' pup, Baker swellpacker, (113) jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg,Xover (2 3/8"X 2 7/8"), (1) jnt of 2 7/8" 6.5# EUE Brd tbg,X
nipple (2.313" ID), (195) jnts of 2 7/8" 6.5# N-80 EUE Brd tbg, Tbg hanger.
Hang off in head. Baker swell packer ( center ) @9802', Guns @9850 -

9995 & 10,025 - 10400.

18:00 1.00 13.00 GOP Ld the tbg in the wellhead. Leave the csg open to the flowback tank. Si tbg.

19:00 1.00 14.00 GOP Crew travel.Turn well opver to the flowlesters.
20:00 10.00 24.00 FBCK SITP- 0# FCP- 0#Flow the esg over night, tbg SL
Casing & Line e

Set Depth OD Nom Max ID Num Min Pop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (In} Wl/Len (ib/ft) Grade (In) (in} Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6.479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Pull Dale Set Depth {ftKB) Weight/Length (lb/ft) String Grade String Lengih (fi) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

liem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pu11Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/18/2013
Eiploali:dPteductiretor Report #: 8

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Comple1ions Start Date : Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletíon Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rfg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Report Start Date Report End Date
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Daily Contacts

Job Contact Position Office
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Time Log
Cum Dur

Start Time Dur (br) (br) Code i Comment Start Depth (ftKB) End Depth (ftKB}
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9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6.479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
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Rod 7/8 3,075.00
Rod 3/4 1,525.00
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/19/2013

Well Name: Cane Creek 24-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Povince Surveyed Elevation (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OO (in) Wt (IbRt) Grade Len (ft) Jls

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 650 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Dale Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluide
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Blm (flKB) Slim/freat Fluld Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm} InitialRate Bottom Hole {gpm} Tubing Pressure Start (psi) Casing Pressure Start (psl) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tublng End (psl} Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal} Conc BH (IbIgal)

Date Type String Wellbore Slimffreat Company StimTreat Supervisor

2/1/2011 Acid Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A

.. pH FifterSize (In) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type sig# Start Date End Date Top (flKB} Bim (ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry {bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Starl(psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final FluidRate (gpm) FinaERate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Am¤unt Units Sand Size Conc (lblgal) Conc BH(Ib/gal)

Perforations
Date Type Top {ftKB) Blm (itKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ItKB) Otm (flKB) Wellbore 20ne Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
Date Type Top {ftKB) Otm (ItKB) Wellbore Zone Shof... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hofe
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,468.9 2,468.9 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/19/2013

Well Name: Cane Creek 24-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Povince Surveyed Elevation (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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Dale Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluide
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Blm (flKB) Slim/freat Fluld Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm} InitialRate Bottom Hole {gpm} Tubing Pressure Start (psi) Casing Pressure Start (psl) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tublng End (psl} Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal} Conc BH (IbIgal)

Date Type String Wellbore Slimffreat Company StimTreat Supervisor

2/1/2011 Acid Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A

.. pH FifterSize (In) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Additive Type Am¤unt Units Sand Size Conc (lblgal) Conc BH(Ib/gal)

Perforations
Date Type Top {ftKB) Blm (itKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ItKB) Otm (flKB) Wellbore 20ne Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
Date Type Top {ftKB) Otm (ItKB) Wellbore Zone Shof... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shot... Ente... String Perforaled

8,100.0 8,100.0 Original Hofe
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,468.9 2,468.9 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/19/2013

Well Name: Cane Creek 24-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
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StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,468.9 2,468.9 Open
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Item Des OO (in) Wt (IbRt) Grade Len (ft) Jls

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 650 J-55 1.40 0

Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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Dale Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluide
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB) Blm (flKB) Slim/freat Fluld Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm} InitialRate Bottom Hole {gpm} Tubing Pressure Start (psi) Casing Pressure Start (psl) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tublng End (psl} Casing Pressure End (psi) Pressure BH End (psi)
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Perforations
Date Type Top {ftKB) Blm (itKB) Wellbore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ItKB) Otm (flKB) Wellbore 20ne Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,468.9 2,468.9 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/19/2013
'2" "" Report #: 9

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number We!IConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF(11) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Compleilons Finished Date Well Status
Fidelity E&P 3Ï11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Data
Recompletion Re entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Reporl Starl Date Report End Date

3/19/2013 06:00 3/20/2013 06:00
Operations at Report Time
Clean, ND BOPs, NUwellhead, Test wellhead
Operations Summary
Clean, ND BOPs, NUwellhead, Test wellhead
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(br) (hr) Code i Comment Stad Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 FBCK SITP- 0# FCP- 0# Csg open to flowback tank.
07:00 1.00 2.00 GOP Crew Travel
08:00 1.00 3.00 SMTG Hold safety meeting &discuss job.
09:00 2.50 5.50 GOP Install Cameron 2 way check in the wellhead. Clean up the BOPs &area

around the wellhead wl Badger. Clean out a bad 4000 bbis tankand send
back to Hyland.

11:30 1.00 6.50 BOPR ND the 10,000# BOPs.
12:30 1.50 8.00 lWHD NU wellhead&welihead manifold to the flowline.
14:00 3.00 11.00 PTST Test the wellhead. Test the 10,000# connections to 8000# ( high ) to 250#

( low ), 5000# connections to 4000# ( high ) & 250# ( low ). (Good tests ).
Remove the 2 way check with a lubricator. Install the automation sensors
and gauges, Si tbg &csg.

17:00 1.00 12.00 GOP Secure Well / Travel Turn well over to theflowtesters to monitor SI
pressures.

18:00 12.00 24.00 FBCK SITP-0# SICP-0# MonitorSI pressures.
Casing & Line s

Set Depih OD Nom Max ID Nom Min Prop
Run Dale Csg Des (flKB) Top (ftKB) OD (In) ID (in) Wl/Len (Ib/ft) Grade (in) (In) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307,6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Red Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ib/fl} Sking Grade String Lenglh (ft) Top Depth (flKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (Iblit) Grade Len (ft) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade Shing Length (ft} Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
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item Des OD (in) Wt (Iblit) Grade Len (ft) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade Shing Length (ft} Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/19/2013
'2" "" Report #: 9

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number We!IConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF(11) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Compleilons Finished Date Well Status
Fidelity E&P 3Ï11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Data
Recompletion Re entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Reporl Starl Date Report End Date

3/19/2013 06:00 3/20/2013 06:00
Operations at Report Time
Clean, ND BOPs, NUwellhead, Test wellhead
Operations Summary
Clean, ND BOPs, NUwellhead, Test wellhead
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(br) (hr) Code i Comment Stad Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 FBCK SITP- 0# FCP- 0# Csg open to flowback tank.
07:00 1.00 2.00 GOP Crew Travel
08:00 1.00 3.00 SMTG Hold safety meeting &discuss job.
09:00 2.50 5.50 GOP Install Cameron 2 way check in the wellhead. Clean up the BOPs &area

around the wellhead wl Badger. Clean out a bad 4000 bbis tankand send
back to Hyland.

11:30 1.00 6.50 BOPR ND the 10,000# BOPs.
12:30 1.50 8.00 lWHD NU wellhead&welihead manifold to the flowline.
14:00 3.00 11.00 PTST Test the wellhead. Test the 10,000# connections to 8000# ( high ) to 250#

( low ), 5000# connections to 4000# ( high ) & 250# ( low ). (Good tests ).
Remove the 2 way check with a lubricator. Install the automation sensors
and gauges, Si tbg &csg.

17:00 1.00 12.00 GOP Secure Well / Travel Turn well over to theflowtesters to monitor SI
pressures.

18:00 12.00 24.00 FBCK SITP-0# SICP-0# MonitorSI pressures.
Casing & Line s

Set Depih OD Nom Max ID Nom Min Prop
Run Dale Csg Des (flKB) Top (ftKB) OD (In) ID (in) Wl/Len (Ib/ft) Grade (in) (In) Run?
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9/6/2007 Production 7,307,6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/20/2013
"* Report #: 10

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Surveyed Elevallon (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) WI(Iblit) Grade Len (it) JEs

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String WetIbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (itKB} Btm (ftKB} Stim/Treat Fluid Vol Clean Pu... Vol Sturry (bbl}

0.0 0,0
In11(alFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressum Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
À ¡¡¡ Type Amount Units Sand Slze Cone (Iblgal) Conc BH (Ib/gal)

Date Type String Wellbore Slim/Treal Company SilmTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°As. pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%}

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Stm (flKB) Stimffreat Fluid Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rate (gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ib/gal) ConcBH(Ibiga1)

Perforations
Date Type Top (itKB) Btm (itKB) Welibore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

2.331.7 2,340.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Origina1Hole
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

2,350.0 2.387.8 Open
Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shots.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

2,468.9 2,468.9 Open
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"* Report #: 10
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Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (itKB} Btm (ftKB} Stim/Treat Fluid Vol Clean Pu... Vol Sturry (bbl}

0.0 0,0
In11(alFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressum Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
À ¡¡¡ Type Amount Units Sand Slze Cone (Iblgal) Conc BH (Ib/gal)

Date Type String Wellbore Slim/Treal Company SilmTreat Supervisor
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Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ib/gal) ConcBH(Ibiga1)

Perforations
Date Type Top (itKB) Btm (itKB) Welibore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

2.331.7 2,340.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Origina1Hole
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

2,350.0 2.387.8 Open
Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shots.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

2,468.9 2,468.9 Open

Page 2/2 Report Printed:

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/20/2013
"* Report #: 10

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Surveyed Elevallon (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) WI(Iblit) Grade Len (it) JEs

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String WetIbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (itKB} Btm (ftKB} Stim/Treat Fluid Vol Clean Pu... Vol Sturry (bbl}

0.0 0,0
In11(alFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressum Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
À ¡¡¡ Type Amount Units Sand Slze Cone (Iblgal) Conc BH (Ib/gal)

Date Type String Wellbore Slim/Treal Company SilmTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°As. pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%}

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Stm (flKB) Stimffreat Fluid Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rate (gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psi)

Final Fluid Rate (gpm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(Ib/gal) ConcBH(Ibiga1)

Perforations
Date Type Top (itKB) Btm (itKB) Welibore Zone Shot... Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

2.331.7 2,340.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Origina1Hole
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

2,350.0 2.387.8 Open
Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shots.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

2,468.9 2,468.9 Open

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/20/2013
emorms-c' "< Report #: 10

Well Name: Cane Creek 24-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft} CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9Ï18/2012 19:00
Operatar Completions Start Date Completions Finished Date Weil Status
Fidelity E&P 3/11/2013 WOC
Job Categaly Job Typ Job SubTyp Planned Starl Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rîg Company Man\Well Site Lead Rig ErnailAddress Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Repart End Date

3/20/2013 06:00 3/21/2013 06:00
Operations at Report Time
Clean up tank, rig &equip.
Operations Summary
Clean up tank, rig &equip.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Posillon Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ifKB) End Depth (ftKB)

06:00 1.00 1.00 FBCK Monitor SI pressures. SITP- 0# SICP- 0#
07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job. MI Badger.
08:30 4.50 7.00 GOP RD rig. RU Badger to clean up equip. Clean off the wellhead, Clean out the

rigtank. Clean off the rest of the equip on location.
13:00 1.00 8.00 GOP Secure Well Turn well over to flowtesters. Crew travel.
14:00 16.00 24.00 FBCK Monitor SI pressures. 0600 hrs: SITP- 0# SICP- 0#
Casing & Llners

Set Depth OD Nam Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (flKB) OD (in) (D (In) Wl/Len (îb/ft) Grade (In} (In} Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Sulface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26,00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3,826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Descúption Run Date Pull Dale Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Das OD (in) Wt {lbitt) Grade Len (ft) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (flKB} Weight/Lengih (Ibitt) String Grade String Length (ft) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (It} Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
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Operatar Completions Start Date Completions Finished Date Weil Status
Fidelity E&P 3/11/2013 WOC
Job Categaly Job Typ Job SubTyp Planned Starl Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rîg Company Man\Well Site Lead Rig ErnailAddress Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Repart End Date

3/20/2013 06:00 3/21/2013 06:00
Operations at Report Time
Clean up tank, rig &equip.
Operations Summary
Clean up tank, rig &equip.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Posillon Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ifKB) End Depth (ftKB)

06:00 1.00 1.00 FBCK Monitor SI pressures. SITP- 0# SICP- 0#
07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job. MI Badger.
08:30 4.50 7.00 GOP RD rig. RU Badger to clean up equip. Clean off the wellhead, Clean out the

rigtank. Clean off the rest of the equip on location.
13:00 1.00 8.00 GOP Secure Well Turn well over to flowtesters. Crew travel.
14:00 16.00 24.00 FBCK Monitor SI pressures. 0600 hrs: SITP- 0# SICP- 0#
Casing & Llners

Set Depth OD Nam Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (flKB) OD (in) (D (In) Wl/Len (îb/ft) Grade (In} (In} Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Sulface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26,00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3,826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Descúption Run Date Pull Dale Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Das OD (in) Wt {lbitt) Grade Len (ft) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (flKB} Weight/Lengih (Ibitt) String Grade String Length (ft) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (It} Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/21/2013

Well Name: Cane Creek 24-1
APF/UWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation {ft) CF Elev (ft) KB Ground Distance (It) KB-CF (ft} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

liem Des OD (in) Wt (Ibilt) Grade Len (ft) Jts

Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Slim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH Filter Size (in) Descrip1îon

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Slage Type Slg # Start Date End Date Top (ftKB) Btm (ItKB) StÏm/Treat Fluid Vol Clean Pu .. Vol Sluny (bbl)

0.0 0.0
InitialFluid Rale (gpm) InitialRale Bottom Hole (gpm) Tubing Pressure Slart (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) Pressure Tubing End (psi} Casing Pressure End (psi) Pressure BH End (psi}

Stim/Treat Additives
Additive Type Amount Unils SandSize Conc(Ib/gal) Conc6H(Ibigal)

Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filler Size (in) Description

Fluid Additives
Additive Amount Units Concentration {%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB} Btm (flKB) Stim/Treat Fluid Vol Clean Pu... VolSlurfy (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lbigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ilKB) Blm (ftKB) Wellbote Zone Shot... Ente... String Peiforated

7,650,0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,331.7 2,340.9 Open
Date Type Tap {ftKB) Btm (ftKB) Weilbore Zone Shot.. Ente... Slring Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB} Status

2,350.0 2,387.8 Open
Date Type Top (ftKB) Blm (itKB} Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (11KB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot.. Ente... Siting Perforaled

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bollam Depth (ilKB) Status

2,468.9 2,468.9 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FISITy Daily Completion - Paradox Executive Daily No Costs Reportfor:3/21/2013

Well Name: Cane Creek 24-1
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Starl Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Campany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/21/2013 06:00 3/22/2013 06:00
Operations at Report Time
MO rig &equip to the staging area. Monitor SI pressures
Operations Summary
MO rig &equip to staging area. Monitor SI pressures.
Operations Next Report Period

Weather Weilbare
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) {hr) Code 1 Comment Start Depth (IIKB} End Depin (ftKB)

06:00 1.00 1.00 FBCK S1TP-0# SICP-0# MonitorSI pressures.
07:00 1.00 2.00 GOP Crew Travel
08:00 6.00 8.00 RMOV Hold safety meeting &discuss Job.Move off the rig#21 and the rig equip to

the staging area. above the well. Well still SI. Remove the fluids from the
flowback tank, Move the flowback tank out of the way of the construction.
The production side needed roomto spot a production tank in theirtank
area. NU the flowback tank. Waiting on swell packer to swell. Cont to
monitorSI pressures. Turn well over to the flowtesters.

14:00 1.00 9.00 GOP Crew travel.
15:00 15.00 24.00 FBCK Monitor Si pressures. 0600hrs: SITP- 5# SICP- 0#
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Dale Csg Des (flKB} Top (ftKB) OD (in) ID (in) Wl/Len (IIIMt} Grade (in} (in} Runi'

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Pull Dale Set Depth (flKB) Weight/Length (Ibilt) String Grade String Length (ft) Tap Depth (itKB}
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

llem Des OD (in) Wt (lbnt) Grade Len (ft} Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2.350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
TubÌng Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length {tt) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

liem Des OD (in) Wl(Ib/ft) Grade Len (It) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
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Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) {hr) Code 1 Comment Start Depth (IIKB} End Depin (ftKB)

06:00 1.00 1.00 FBCK S1TP-0# SICP-0# MonitorSI pressures.
07:00 1.00 2.00 GOP Crew Travel
08:00 6.00 8.00 RMOV Hold safety meeting &discuss Job.Move off the rig#21 and the rig equip to

the staging area. above the well. Well still SI. Remove the fluids from the
flowback tank, Move the flowback tank out of the way of the construction.
The production side needed roomto spot a production tank in theirtank
area. NU the flowback tank. Waiting on swell packer to swell. Cont to
monitorSI pressures. Turn well over to the flowtesters.

14:00 1.00 9.00 GOP Crew travel.
15:00 15.00 24.00 FBCK Monitor Si pressures. 0600hrs: SITP- 5# SICP- 0#
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Dale Csg Des (flKB} Top (ftKB) OD (in) ID (in) Wl/Len (IIIMt} Grade (in} (in} Runi'

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Pull Dale Set Depth (flKB) Weight/Length (Ibilt) String Grade String Length (ft) Tap Depth (itKB}
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

llem Des OD (in) Wt (lbnt) Grade Len (ft} Jis

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2.350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
TubÌng Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length {tt) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

liem Des OD (in) Wl(Ib/ft) Grade Len (It) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
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Sundry Number: 36168 API Well Number: 43019314470000

FISITy Daily Completion - Paradox Executive Daily No Costs Reportfor:3/21/2013

Well Name: Cane Creek 24-1
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/22/2013
ne""" Report #: 12

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevanon (ft) CF Elev {ft) KB-Ground Distance (ft) KB-CF (it} Spud Date Rig Release Date
Grand LJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°As. pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimiTreat Stages
Stage Type Stg # Starl Date End Date Top {ftKB) Stm (ftKB) S$mffreat Fluid Vol Clean Pu... Vol Slurry (bbi)

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hale Pressure Start (psl}

Final Fluid Rate {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BHEnd (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Ibigal)

Date Type String Wellbore StimfTreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concen1tation (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (flKB} Btm (flKB} Stim/Treat Fluid Vol Clean Pu... VolSluny (bbl)

InitialFluid Rate (gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Botlom H¤Je (gpm) Pressure Tubing End {psi) Casing Pressure End (pei} Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (Iblgal) Cone BH (Ib/gal)

Perforations
Date Type Top (ftKB) Bim (ftKB) Wellbore Zone Shot.. Ente... String Perforated

7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,331,7 2,340.9 Open
Date Type fop (ftKB} Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (11KB) Status

2,350.0 2,387.8 Open
Date Type Top (flKB) Stm (ftKB) Wellbare Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Depih (11KB) Status

2,395.7 2,468.9 Open
Date Type Top {ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

2,468.9 2,468.9 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/22/2013
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ne""" Report #: 12
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ne""" Report #: 12
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Date Type String Wellbore StimfTreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton
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Fluid Additives
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Stim/Treat Stages
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StimlTreat Additives
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Perforations
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7,650.0 7,680.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,331,7 2,340.9 Open
Date Type fop (ftKB} Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

7,710.0 7,834.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (11KB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/22/2013
El U.BPrkr Cowr Report #: 12

Well Name: Cane Creek 24-1
APNUWI Well Area Basin Field Name License # Permit Number WelfConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (11) KB Ground Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Starl Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Starl Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManìWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/22/2013 06:00 3/23/2013 06:00
Operations at Report Time
Monitor Sí pressures, last report tillthe guns are fired.
Operations Summary
Monitor pressures, last report tillguns are fired.
Operations Next Report Period

Weather Wellbore
High winds Re-Entry#2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ItKB) End Depth (ilKB}
06:00 24.00 24.00 FBCK SITP- 5# SICP- 0# Monitor SI pressures. Last report until the guns are

fired on Thursday the 28th. Cont to monitor SI pressures.
Casing & Liners

Set Depth OD Nom Max 10 NomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (In) ID(in) Wt/Len (Ihtit) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod DescripNon Run Date Pull Date Set Depth (itKB) Weight/Length (Ib/ft) String Grade String Length (it) Top Depth ((tKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

1tem Des OD (in) Wl (fbilt) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3.075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Dale Pull Date Set Depui (flKB) Weiglit/Length (lblit} String Grade Slring Length (ft} Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-SS 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Iblit) Grade Len {fi} Jts
Tubing 2 7/8 6.50 J-SS 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Dale Type String Wellbore StimfTreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod DescripNon Run Date Pull Date Set Depth (itKB) Weight/Length (Ib/ft) String Grade String Length (it) Top Depth ((tKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

1tem Des OD (in) Wl (fbilt) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3.075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Dale Pull Date Set Depui (flKB) Weiglit/Length (lblit} String Grade Slring Length (ft} Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-SS 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Iblit) Grade Len {fi} Jts
Tubing 2 7/8 6.50 J-SS 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Dale Type String Wellbore StimfTreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/28/2013
"¶$6 Report #: 13

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License ti Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft} KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB} Status

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/28/2013
eramese "i Report#:13

Well Name: Cane Creek 24-1
APilUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Description Run Date Pull Date Set Depth {ftKB) Weight/Length (ib/ft) String Grade String Length (it) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

liem Des OD (in) Wt (Ibilt) Grade Len (ft) Jis

Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-SS 0.70 0
Tubing 2 7/8 6.50 J-SS 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Welfbore Stimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Descrip1ion

Fluid Additives
Additive Amount Units ConcentritÍoÑ(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Blm (11KB) Stim/Treal Fluid Vol Clean nu VolSlurry (bbl}

0.0 0.0
InitialFluid Rale (gpm} InitialRale Bottom Hole (gpm) Tublng Pressure Start (psi) Casing Pressure Start (psi) Botlom Hole Pressure Start (ps))

Final Fluid Rate (gpm) Final Rale Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Date Type String Welibare Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Flulds
Fluid Name Fluid Type Dens Fluid (°A.« pH Filter Size (in} Description

Fluid Additives
Additive Amount Units Concentration (%}

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB) Blm (ftKB) Stimffreat Fluid Vol Clean Pu... Vol Slurry (bbÍ)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi} Casing Pressure Start {psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) FInal Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Bim (flKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top(itKB} Bfm (itKB) Wellbore 2One Shot... Ente... Siring Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB} Btm (flKB) Wellbore 2One Shol... Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

2,331.7 2,340,9 Open
Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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APilUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/28/2013
Report #: 13

Well Name: Cane Creek 24-1
APIlUWi Well Area Basin Field Name License # Permit Number WäÌConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Distance (it) KB CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Starl Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWellSite Lead Rig Email Address Rig Phone Number Rig Release PreÃousWell Rig Release Date

Daily Operations
Repod Start Date Report End Date

3/28/2013 06:00 3/29/2013 06:00
Operations at Repod Time
Filltbg, fire guns. Reperf( 9850'-9995') ( 10,025'- 10400')
Operations Summary
Filltbg, fire guns
Operations NextReport Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office

Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth (itKB)

06:00 3.00 3.00 GOP Crew travel
09:00 0.50 3.50 SMTG Hold safety meeting&discuss job. NU Iines from the rig pumpto the

wellhead.
09:30 2.00 5.50 PFRT Filltbgwith fluids. Pump 10 bbis of diesel followed by 42 bbls of heavy

crude. Pump up the tbg to 4000# to shift the sleeve and fire the guns. Hold
the pressure @3785#. The guns fired @1058 hrs. Perforated @9850' to
9995' ( 4 spf @576 holes ) & 10,025' to 10,40 ' (4 spf @ 1500 holes ),
The tbg is still@3785# but the csg went from 204# to -11# instantly. The
csg is @ negative 11#of pressure. @ 1130 hrs: bleed offtbg pressure to
0#. Evacuate the pump lines and wellhead of oil.

11:30 2.00 7.50 MISC Fillthe pump lines and wellhead wilh 10.5ppg CACL water. ( 1.25 bbis).
Begin pumping up the tbg to shift the sleeve. Pump the tbg piessure up to
4500#. The sleeve failed to shift. Hold 4375# on the tbg for 35 min. The esg
is @ney 12#, Bleed offthe tbg to0#. Contact Baker for info and support on
the problems with the Psleeve. Waiting on a response.

13:30 1.00 8.50 GOP SITP- 0# SICP- Neg 12# Monitor SI pressures.
14:30 15.50 24.00 SDFN SI well. Secure the welL Crew travel.Tum wellover to the flowlesters to

monitor over night.
SI pressures @0600hrs: SITP- 217# SICP- 3# The tbg pressure may be
do to the fluids heatingup in the well.Cont to monitor pressures.

Casing & Line 's
Set Dep1h 00 Nom Max ID Nom Min Prop

Run Dale Csg Des (ItKB) Top (itKB) OD (in) ID (in) WULen (ibitt} Grade (in) (in) Run7

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 1ifÏš
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.154
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Data Set Depth (ftKB) Weight/Length (lblR) String Grade Stnng Length (it) Top Depth {ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

llem Des OD (in) Wt (ibili) Grade Len (it) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth (itKB)

06:00 3.00 3.00 GOP Crew travel
09:00 0.50 3.50 SMTG Hold safety meeting&discuss job. NU Iines from the rig pumpto the

wellhead.
09:30 2.00 5.50 PFRT Filltbgwith fluids. Pump 10 bbis of diesel followed by 42 bbls of heavy

crude. Pump up the tbg to 4000# to shift the sleeve and fire the guns. Hold
the pressure @3785#. The guns fired @1058 hrs. Perforated @9850' to
9995' ( 4 spf @576 holes ) & 10,025' to 10,40 ' (4 spf @ 1500 holes ),
The tbg is still@3785# but the csg went from 204# to -11# instantly. The
csg is @ negative 11#of pressure. @ 1130 hrs: bleed offtbg pressure to
0#. Evacuate the pump lines and wellhead of oil.

11:30 2.00 7.50 MISC Fillthe pump lines and wellhead wilh 10.5ppg CACL water. ( 1.25 bbis).
Begin pumping up the tbg to shift the sleeve. Pump the tbg piessure up to
4500#. The sleeve failed to shift. Hold 4375# on the tbg for 35 min. The esg
is @ney 12#, Bleed offthe tbg to0#. Contact Baker for info and support on
the problems with the Psleeve. Waiting on a response.

13:30 1.00 8.50 GOP SITP- 0# SICP- Neg 12# Monitor SI pressures.
14:30 15.50 24.00 SDFN SI well. Secure the welL Crew travel.Tum wellover to the flowlesters to

monitor over night.
SI pressures @0600hrs: SITP- 217# SICP- 3# The tbg pressure may be
do to the fluids heatingup in the well.Cont to monitor pressures.

Casing & Line 's
Set Dep1h 00 Nom Max ID Nom Min Prop

Run Dale Csg Des (ItKB) Top (itKB) OD (in) ID (in) WULen (ibitt} Grade (in) (in) Run7

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 1ifÏš
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.154
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Data Set Depth (ftKB) Weight/Length (lblR) String Grade Stnng Length (it) Top Depth {ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

llem Des OD (in) Wt (ibili) Grade Len (it) Jts

Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/29/2013
omi.::mascos Report#:14

Well Name: Cane Creek 24-1
APillWI WellArea Basîn FieldName License# PemiilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim {ftKB) SlimfEreat Fluid Vol Clean Pu-. Vol Slurry {bb]}

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psl}

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi} Casing Pressure End {psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Unils Sand Size Cone (Ibigal) Conc BH (Ib/gal)

Date Type Slring Wellbore Stimífreat Company StimTieat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A,.. pH Filter Size (in) Description

Fluld Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top {ftKB) Btm (11KB} Stim/Treat Fluid Voi Clean Pu... VolSlurry (bbi)

InitialFluid Rate (gpm} initialRale Bottom Hole (gpm} Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fiuld Rale (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSIze Conc(Ib/gat) ConcBH(Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... Slring Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} BLm(itKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bollam Depth (ftKB} Status

2,468.9 2,468,9 Open
Date Type Top (flKB) Blm (flKB) Wellbore Zone Shat.. Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (f(KB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed: 4/1/2013

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/29/2013
omi.::mascos Report#:14

Well Name: Cane Creek 24-1
APillWI WellArea Basîn FieldName License# PemiilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim {ftKB) SlimfEreat Fluid Vol Clean Pu-. Vol Slurry {bb]}

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psl}

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi} Casing Pressure End {psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Unils Sand Size Cone (Ibigal) Conc BH (Ib/gal)

Date Type Slring Wellbore Stimífreat Company StimTieat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A,.. pH Filter Size (in) Description

Fluld Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top {ftKB) Btm (11KB} Stim/Treat Fluid Voi Clean Pu... VolSlurry (bbi)

InitialFluid Rate (gpm} initialRale Bottom Hole (gpm} Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fiuld Rale (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSIze Conc(Ib/gat) ConcBH(Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... Slring Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} BLm(itKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bollam Depth (ftKB} Status

2,468.9 2,468,9 Open
Date Type Top (flKB) Blm (flKB) Wellbore Zone Shat.. Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (f(KB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed: 4/1/2013

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/29/2013
omi.::mascos Report#:14

Well Name: Cane Creek 24-1
APillWI WellArea Basîn FieldName License# PemiilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim {ftKB) SlimfEreat Fluid Vol Clean Pu-. Vol Slurry {bb]}

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psl}

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi} Casing Pressure End {psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Unils Sand Size Cone (Ibigal) Conc BH (Ib/gal)

Date Type Slring Wellbore Stimífreat Company StimTieat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A,.. pH Filter Size (in) Description

Fluld Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top {ftKB) Btm (11KB} Stim/Treat Fluid Voi Clean Pu... VolSlurry (bbi)

InitialFluid Rate (gpm} initialRale Bottom Hole (gpm} Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fiuld Rale (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSIze Conc(Ib/gat) ConcBH(Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... Slring Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} BLm(itKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bollam Depth (ftKB} Status

2,468.9 2,468,9 Open
Date Type Top (flKB) Blm (flKB) Wellbore Zone Shat.. Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (f(KB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed: 4/1/2013

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/29/2013
omi.::mascos Report#:14

Well Name: Cane Creek 24-1
APillWI WellArea Basîn FieldName License# PemiilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim {ftKB) SlimfEreat Fluid Vol Clean Pu-. Vol Slurry {bb]}

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psl}

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi} Casing Pressure End {psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Unils Sand Size Cone (Ibigal) Conc BH (Ib/gal)

Date Type Slring Wellbore Stimífreat Company StimTieat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A,.. pH Filter Size (in) Description

Fluld Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top {ftKB) Btm (11KB} Stim/Treat Fluid Voi Clean Pu... VolSlurry (bbi)

InitialFluid Rate (gpm} initialRale Bottom Hole (gpm} Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fiuld Rale (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units SandSIze Conc(Ib/gat) ConcBH(Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... Slring Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB} BLm(itKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bollam Depth (ftKB} Status

2,468.9 2,468,9 Open
Date Type Top (flKB) Blm (flKB) Wellbore Zone Shat.. Ente... Sking Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Stm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (f(KB) Bottom Depth {ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed: 4/1/2013

Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/29/2013
omi.::mascos Report#:14

Well Name: Cane Creek 24-1
APillWI WellArea Basîn FieldName License# PemiilNumber WellConfig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company SlimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim {ftKB) SlimfEreat Fluid Vol Clean Pu-. Vol Slurry {bb]}

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl (psl}

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi} Casing Pressure End {psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Unils Sand Size Cone (Ibigal) Conc BH (Ib/gal)

Date Type Slring Wellbore Stimífreat Company StimTieat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A,.. pH Filter Size (in) Description
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Stage Type Sig # Start Date End Date Top {ftKB) Btm (11KB} Stim/Treat Fluid Voi Clean Pu... VolSlurry (bbi)
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7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status
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Date Type Top (ftKB} BLm(itKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bollam Depth (ftKB} Status

2,468.9 2,468,9 Open
Date Type Top (flKB) Blm (flKB) Wellbore Zone Shat.. Ente... Sking Perforated
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/29/2013
Espkt:n &PI:du te Corpri Report #: 14

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF{ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Statt Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/29/2013 06:00 3/30/2013 06:00
Operations at Report Time
Monitor SI pressures.
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (br) (fir) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 MISC Monitor SI Pressures: 1730 hrs: SITP- 275# SICP- 30#
17:30 0.50 12.00 FBCK SITP-275# SICP- 30# Open the tbg to the flowback tank. BD the tbg to

0#in less than 1 min. Csg stayed the same. Si the tbg. Monitor SI
pressures.

18:00 12.00 24.00 MISC Monitor SI pressures. 0600 hrs: SITP- 8# SICP- 60# Cont to monitor Si
pressures.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (flKB) OD (in) ID (in) Wt/Lan (Ib/ft} Grade (in) {in) Run7
6/16/2007 Conductor 40.0 0.0 20 20
7/3Ï2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rad Descripti¤n Run Date Pull Date Set Depth (itKB) Welght/Length (Ibnt} String Grade Stríng Length (ft} Top Depth {ftKB)
Rod 12/30/2009 7.099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (lbRt) Grade Len (ft} Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00

Tubing
Tubing Description Run Date Pull Date Set Depth (ItKB) Weight/Length (Ibilt} String Grade String Length (ft) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ihtit} Grade Len (ft} Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-SS 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-SS 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rad Descripti¤n Run Date Pull Date Set Depth (itKB) Welght/Length (Ibnt} String Grade Stríng Length (ft} Top Depth {ftKB)
Rod 12/30/2009 7.099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (lbRt) Grade Len (ft} Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00
Rod 23.00

Tubing
Tubing Description Run Date Pull Date Set Depth (ItKB) Weight/Length (Ibilt} String Grade String Length (ft) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ihtit} Grade Len (ft} Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-SS 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-SS 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/29/2013
Espkt:n &PI:du te Corpri Report #: 14

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF{ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Statt Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/29/2013 06:00 3/30/2013 06:00
Operations at Report Time
Monitor SI pressures.
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (br) (fir) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 MISC Monitor SI Pressures: 1730 hrs: SITP- 275# SICP- 30#
17:30 0.50 12.00 FBCK SITP-275# SICP- 30# Open the tbg to the flowback tank. BD the tbg to

0#in less than 1 min. Csg stayed the same. Si the tbg. Monitor SI
pressures.

18:00 12.00 24.00 MISC Monitor SI pressures. 0600 hrs: SITP- 8# SICP- 60# Cont to monitor Si
pressures.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (flKB) OD (in) ID (in) Wt/Lan (Ib/ft} Grade (in) {in) Run7
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Tubing 2 7/8 6.50 J-SS 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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Espkt:n &PI:du te Corpri Report #: 14
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDEIITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
EspkmimiPolutlioic69M RepOrt #: 15

Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Suiveyed Elevation (ft) CF Elev (It) KB-Gr¤und Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ibltt) Grade Len (ft) Jts

Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FilterSize {in) Description

Fluid Additives
Additive Amount Unils Concentration (%)

Stim/Treat Stages
Stage Type sig# Start Date End Date Top (ftKB) Btm (ftKB} StimfTreat Fluid Vol Clean Pu... VolSturry (bbl)

0.0 0.0
InitialF[uidRate (gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bollom Ho[e Pressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure TuhîngEnd (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimiTreat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc Bif(Ïb/gal)

Date Type String Wellbore Stim/Treat Company StimTreal Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A . pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (itKB) Stimífreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tublng Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stirn/Treat Additives
Additive Type Amount Units Sand Size Conc (Iblgal) Cone BH (Ib/ga1)

Perforations
Date Type Top (itKB} Btm (ftKB) Wellbore Zone ShoL.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,395.7 2,468.9 Open
Date Type Top (itKB) Btm (itKB) Wellbore Zone ShoL. Ente... Sking Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (flKB) Blm (flKB} Wellbore Zone Shot.. Ente... Slring Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (itKB} Status

2,331.7 2,340.9 Open
Date Type Top {ftKB) BIm (ftKB) Wellbore Zone Shot., Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB} Status

2,350.0 2,387.8 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDEIITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
EspkmimiPolutlioic69M RepOrt #: 15

Well Name: Cane Creek 24-1
APIIUW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Suiveyed Elevation (ft) CF Elev (It) KB-Gr¤und Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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StimiTreat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc Bif(Ïb/gal)

Date Type String Wellbore Stim/Treat Company StimTreal Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A . pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (itKB) Stimífreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tublng Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stirn/Treat Additives
Additive Type Amount Units Sand Size Conc (Iblgal) Cone BH (Ib/ga1)

Perforations
Date Type Top (itKB} Btm (ftKB) Wellbore Zone ShoL.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,395.7 2,468.9 Open
Date Type Top (itKB) Btm (itKB) Wellbore Zone ShoL. Ente... Sking Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (flKB) Blm (flKB} Wellbore Zone Shot.. Ente... Slring Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (itKB} Status

2,331.7 2,340.9 Open
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Sundry Number: 36168 API Well Number: 43019314470000
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EspkmimiPolutlioic69M RepOrt #: 15
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Sundry Number: 36168 API Well Number: 43019314470000

FIDEIITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
EspkmimiPolutlioic69M RepOrt #: 15
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Additive Type Amount Units Sand Size Conc (Ib/gal) Conc Bif(Ïb/gal)

Date Type String Wellbore Stim/Treat Company StimTreal Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A . pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (itKB) Stimífreat Fluid Vol Clean Pu... Vol Sluny (bbl}
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Additive Type Amount Units Sand Size Conc (Iblgal) Cone BH (Ib/ga1)

Perforations
Date Type Top (itKB} Btm (ftKB) Wellbore Zone ShoL.. Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

2,395.7 2,468.9 Open
Date Type Top (itKB) Btm (itKB) Wellbore Zone ShoL. Ente... Sking Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Dale Type Top (flKB) Blm (flKB} Wellbore Zone Shot.. Ente... Slring Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (flKB} Bottom Depth (itKB} Status

2,331.7 2,340.9 Open
Date Type Top {ftKB) BIm (ftKB) Wellbore Zone Shot., Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (itKB} Status

2,350.0 2,387.8 Open
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Sundry Number: 36168 API Well Number: 43019314470000

FIDEIITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
EspkmimiPolutlioic69M RepOrt #: 15
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APIIUW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County Stale/Province Suiveyed Elevation (ft) CF Elev (It) KB-Gr¤und Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
SWMOPG¾¾Cryy Report #: 15

Well Name: Cane Creek 24-1
APIIUWJ WellArea Basin FieldName License# PermitNumber WellContig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (il) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Categoly Job Typ JobSubTyp Planned Start Dale Start Dale End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Re[ease Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/30/2013 06:00 3131/2013 06:00
Operations at Report Time
Pressure up, shift sleeve, flow well, SI
Operalians Summary
Pressure up, shift sleeve, flow well, SI
Operations Next Rep¤;t Period

Weather Weltbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Curn Dur

Start Time Our (hr) (br) Code i Comment Start Depth (ftKB) End Depili (ItKB}
06:00 7.00 7.00 FBCK Monitor SI Pressures. 1300hrs: SITP- 0# SICP- 285#
13:00 0.50 7.50 GOP Hold safety meeting &discuss job. MINUCameron test truckto the tbg side

of the wellhead. Starting SITP- 0# SICP- 285#
13:30 1.00 8.50 PUMP Pump up the tbg to shift the Baker P-sleeve. Pump to 5000#, hold 10 min.

Tbg Press held @4925#. Press up to 5500#, hold 10 min. Tbg press held
@5470#. Press up to 6000#, hold 10 min. Tbg press held @5980#. Press
up to 6500#. The tbg press broke back to 770# and the csg press climbed
to 780#, The sleeve shifted @6500#. ND Cameron & release. Prep to flow
well.

14:30 0.50 9.00 FBCK SITP- 416# SICP- 760# Open the tbg up to the flowback tank on a 32/64"
choke. Tho tbg blow down in 3 min to 0#. Mado 1 bbis oil. Cont to leave tlie
tog open to the flowback tank on a 48/64" choke. The well mado no more
fluids. SI well.

15:00 15.00 24.00 FBCK Well SI over night. Monitor SI Pressures. 0600 hrs: SITP- 66# SICP-93#.
Cont to monitorpresures.

Casing & Line 's
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (flKB} OD (in) ID (in) W1/Len(Iblit) Grade (in) {in} Run?
6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26,00 P-110 7 6.184

9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Dale Pull Date Set Depth (flKB) Weight/Length (1blR} String Grade String Length (fi} Top Depth {ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (IblR) Grade Len (11) Jts
Rod 7/8 6.00
Rod 7/8 - 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Dale Set Depth (ItKB) Weigh1/Length (IblR) String Grade String Length (it) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD {In) WL(Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
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Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Dale Set Depth (ItKB) Weigh1/Length (IblR) String Grade String Length (it) Top Depth (itKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD {In) WL(Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
SWMOPG¾¾Cryy Report #: 15

Well Name: Cane Creek 24-1
APIIUWJ WellArea Basin FieldName License# PermitNumber WellContig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (il) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Categoly Job Typ JobSubTyp Planned Start Dale Start Dale End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Re[ease Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/30/2013 06:00 3131/2013 06:00
Operations at Report Time
Pressure up, shift sleeve, flow well, SI
Operalians Summary
Pressure up, shift sleeve, flow well, SI
Operations Next Rep¤;t Period

Weather Weltbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Curn Dur

Start Time Our (hr) (br) Code i Comment Start Depth (ftKB) End Depili (ItKB}
06:00 7.00 7.00 FBCK Monitor SI Pressures. 1300hrs: SITP- 0# SICP- 285#
13:00 0.50 7.50 GOP Hold safety meeting &discuss job. MINUCameron test truckto the tbg side

of the wellhead. Starting SITP- 0# SICP- 285#
13:30 1.00 8.50 PUMP Pump up the tbg to shift the Baker P-sleeve. Pump to 5000#, hold 10 min.

Tbg Press held @4925#. Press up to 5500#, hold 10 min. Tbg press held
@5470#. Press up to 6000#, hold 10 min. Tbg press held @5980#. Press
up to 6500#. The tbg press broke back to 770# and the csg press climbed
to 780#, The sleeve shifted @6500#. ND Cameron & release. Prep to flow
well.

14:30 0.50 9.00 FBCK SITP- 416# SICP- 760# Open the tbg up to the flowback tank on a 32/64"
choke. Tho tbg blow down in 3 min to 0#. Mado 1 bbis oil. Cont to leave tlie
tog open to the flowback tank on a 48/64" choke. The well mado no more
fluids. SI well.

15:00 15.00 24.00 FBCK Well SI over night. Monitor SI Pressures. 0600 hrs: SITP- 66# SICP-93#.
Cont to monitorpresures.

Casing & Line 's
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (flKB} OD (in) ID (in) W1/Len(Iblit) Grade (in) {in} Run?
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9/6/2007 Production 7,307.6 0.0 7 6.276 26,00 P-110 7 6.184

9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permil Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Sunteyed Elevation (ft) CF Elev (it) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations & Treatments
Date Type String Weilb¤Ie Slimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A-. pH FilterSize (in) Description

Fluid Additives
Additive Amount Unlis Concentration (%)

Stim/Treat Stages
Stage Type Slg # Start Data End Dale Top (ItKB) Bfm (ftKB) Stim/Treat Fluid Vo1Clean PU... Vol Sturry (bbi)

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Stad (psi) Bottom Hofe Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi}

Stim/Treat Additives
Addillve Type Amount Units Sand Size Conc {lblgal) Cano BH (iblgal)

Date Type String Wellbore Slimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluld Type Dans Fluid (A... pH FiftetSize (in) Descrij>tion

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Slage Type Slg # Start Date End Date Top (ftKB) Bfm (ftKB) Stim/Treat Fluid Val Clean Pu, . Val Slurry (bbt)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Starl (pst) Casing Pressure Start (psi) Botl¤m H¤fePressure Starl (psi)

Final Fluid Rale (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Cone BH (iblgal)

Perforations
Date Type Top (ftKB) Btm (ItKB) Wellbore Zane Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ItKB) Bottom Depth (ftKB) Status

2,395,7 2,468.9 Open
Date Type Top (ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... Sking Perlorated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bolt¤m Depth (ilKB) Status

2,468.9 2,468.9 Open
Date Type Top (flKB) Btm (ilKB) Wellbore Zone Shot.. Ente... String Perforaled

3/28/2013 9,850.0 9,995,0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (itKB) Botlom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (flKB) Bim (ftKB) Wellbare Zane Shot... Ente... String Perforated

3/28Ï2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Dale Top Depth (ftKB) Bottom Dep14 (ftKB) Status

2,350.0 2,387.8 Open

i
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Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013
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County State/Province Sunteyed Elevation (ft) CF Elev (it) KB-Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations & Treatments
Date Type String Weilb¤Ie Slimffreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A-. pH FilterSize (in) Description

Fluid Additives
Additive Amount Unlis Concentration (%)

Stim/Treat Stages
Stage Type Slg # Start Data End Dale Top (ItKB) Bfm (ftKB) Stim/Treat Fluid Vo1Clean PU... Vol Sturry (bbi)

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Stad (psi) Bottom Hofe Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi}

Stim/Treat Additives
Addillve Type Amount Units Sand Size Conc {lblgal) Cano BH (iblgal)

Date Type String Wellbore Slimffreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluld Type Dans Fluid (A... pH FiftetSize (in) Descrij>tion

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Slage Type Slg # Start Date End Date Top (ftKB) Bfm (ftKB) Stim/Treat Fluid Val Clean Pu, . Val Slurry (bbt)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Starl (pst) Casing Pressure Start (psi) Botl¤m H¤fePressure Starl (psi)

Final Fluid Rale (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Cone BH (iblgal)

Perforations
Date Type Top (ftKB) Btm (ItKB) Wellbore Zane Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ItKB) Bottom Depth (ftKB) Status

2,395,7 2,468.9 Open
Date Type Top (ftKB) Blm (ftKB) Wellbore Zone Shot... Ente... Sking Perlorated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB} Bolt¤m Depth (ilKB) Status

2,468.9 2,468.9 Open
Date Type Top (flKB) Btm (ilKB) Wellbore Zone Shot.. Ente... String Perforaled

3/28/2013 9,850.0 9,995,0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (itKB) Botlom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (flKB) Bim (ftKB) Wellbare Zane Shot... Ente... String Perforated

3/28Ï2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Dale Top Depth (ftKB) Bottom Dep14 (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: Apr. 02, 2013

Sundry Number: 36168 API Well Number: 43019314470000Sundry Number: 36168 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

townwwwc6'**

Report#:16

Well Name: Cane Creek 24-1

APl/UWi WellArea
Basin

FieldName License#
PermitNumber We11Òonfig

43-019-31447 Paradox
Big Flat

14507 Horizontal

County
State/Province Surveyed Elevation (It) CFElev (it) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date

Grand UT
6,051.00

23.00
7/1/2007 00:00 9/18/2012 19:00

Operator
Completions StartDate Completions FinishedDate WellStatus

Fidelity E&P
3/11/2013

WOC

Job Category
Job Typ Job SubTyp Planned Stad Data Start Date End Date

Recompletion
Re-entry #2

3/11/2013
3/1112013

Rig Company MankWellSite Lead Rig Email Address
Rig Phone Number Rig Release Previous Well Rig Release Date

,Daily Operations
Repovt Statt Date

Report End Date

3/31/2013 08:00

4/1/2013 06:00

Operations at Report Time

Flow well 2 hrs.
I Operations Summary

i Flow well 2 hrs.
I Operations Next ReportPeriod

Weather

Wellbore

i Sunny and Clear

Re-Entry #2

Daily Contacts
Job Contact .

Position
flice

Paul Nicholas

Consultant
(307) 321-0544

Time Log
Cum Dur

Statt Time Dur (br) {hr) Code 1
Comment

Start Depth (itKB} End Depth (itKB)

06:00 3.00 3.00 SOFN Well SI. SITP- 100# SICP- 65#

¾00 2.00 5.00 FBCK Open tbg up on a 48/64" choke. Start Tbg press: 100#. The tbg BD to7#in

3 min.There was no fluid recovery during this time.Left the tbg open on a

48/64" choke for 2 hrs. Ending pressures: FTP- 7# SlCP- 48#. Si tbg.

Monitor St Pressures.

11:00 19.00 24.00 SDFN SITP-100# SICP- 94# SDFN

Casing & Liners Set Depth

OD Nom Max LDNom Min Prop

Run Date Csg Des . (ftKB) Top (ftKB) OD (m) 10 (in) WttLen (Ib/ft) Grade (in) (In}
_

Run?

6/16/2007 Conductor
40.0 0.0 20

20

713/2007 Surface
635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715

7/20/2007 intermediate
4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8

Õ/6/2007 Production
7,307.6 0.0 7 6,276 26.00 P-110 7 6.iŠ4

9/28/2007 Liner
9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92

9/15/2012 Liner
10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 Ü2 3.8É6 No

Rods
Rod Descripilon Run Date Pull Date Set Depth (itKB) Weight/Length {lb/ft) Stang Grade Stang Length (fÍ) Top Depth (ffKB)

Rod
12/3012009

7,099.0
7,099.00 0.0

Rod Components
ltem Des

OD (in) Wi (lb/ft)
Grade Len (ft) Jts

Rod

7/8

6.00

Rod

7/8
8.00

Rod
7/8

3,075.00

Rod
3/4

1,525.00

Rod

3/4
2,350.00

Rod

3/4
12 00

od

100.00
3.00

<iption
Run Dale PullDate Set Depth (ftKB) Weight/Length (Ib/ft) Stang Grada Sinng Length (11) Top Dep t1(ftKB)

12/30/2009
7,805.7 6.50 J-55 7,805.70 0.0

nonents
Item Des

OD (in) Wi {\bift) Grade Len (ft) Jfs

2 7/8 6,50 J-55
6,992.62 211

2 7/8 6.50 J-55
1.40 0

J-55 L10 0

2 7/8 6.50 J-55
32.95 0

J-55
3.18 0

J-55
0.75 0 I

2 7/8 6,50 J-55
750.7Š 23

2 7/8 6.50 J-SS
23,0Ò 0
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RECEIVED: May. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /6 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 5 /6 /2013

May 15, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH
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ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/6/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 15, 2013
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/6/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/2/2013
Report #: 18

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
initialFluid Rate (gpm) initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

1nitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:4/2/2013
Report #: 18

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/2/2013 06:00 4/3/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
SI for BU
Operations Next Report Period

Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 22.00 22.00 GOP SI for BU
04:00 1.00 23.00 GOP SI for BU. 0500 hrs SI pressures: SITP- 158# SICP- 178#
05:00 1.00 24.00 GOP SI for BU
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Tubing
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/3/2013
Report #: 19

Well Name: Cane Creek 24-1
AP1/UWi Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton
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Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/3/2013
Report #: 19

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Parado× Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date We11Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/3/2013 06:00 4/4/2013 06:00
Operations at Report Time

SI for BU
Operations Summary
SI for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 GOP SI for BU. SITP- 201# SICP- 219#
05:00 1.00 24.00 SDFN SI for BU
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Parado× Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date We11Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/3/2013 06:00 4/4/2013 06:00
Operations at Report Time

SI for BU
Operations Summary
SI for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 GOP SI for BU. SITP- 201# SICP- 219#
05:00 1.00 24.00 SDFN SI for BU

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 20

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Pemlit Number Well Contlg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stege Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) StimíTreat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 20

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/4/2013 06:00 4/5/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
SI for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Ome Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI fro BU
04:00 1.00 23.00 GOP SI for BU. SITP- 232# SICP- 244#
05:00 1.00 24.00 SDFN SI for BU.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 20

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/4/2013 06:00 4/5/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
SI for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/5/2013
Report #: 21

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
StimlTreat Fluids
Fluid Name FluidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat F1uid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/5/2013
Report #: 21

Well Name: Cane Creek 24-1
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/5/2013 06:00 4/6/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
SI for BU
Operations Next Report Pedod

Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 FBCK SI for BU. 0500 hrs SI pressures: SITP- 256# SICP- 266#
05:00 1.00 24.00 SDFN Si for BU
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore StimíTreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore StimíTreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/5/2013
Report #: 21

Well Name: Cane Creek 24-1
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/5/2013 06:00 4/6/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
SI for BU
Operations Next Report Pedod

Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 FBCK SI for BU. 0500 hrs SI pressures: SITP- 256# SICP- 266#
05:00 1.00 24.00 SDFN Si for BU
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
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Stimulations & Treatments
Date Type String Weilbore StimíTreat Company StimTreat Supervisor
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/6/2013
Report #: 22

Well Name: Cane Creek 24-1
APl/UWI We11 Area Basin Field Name License # Permit Number Well Cont1g
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stimffreat Fluid Vol Clean Pu... Vol Sluny (bbl)

0.0 0.0
InitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat F1uid Vol Clean Pu... VolSlurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Peiforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/6/2013
Report #: 22

Well Name: Cane Creek 24-1
APl/UWI We11 Area Basin Field Name License # Permit Number Well Cont1g
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stimffreat Fluid Vol Clean Pu... Vol Sluny (bbl)

0.0 0.0
InitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat F1uid Vol Clean Pu... VolSlurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Peiforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2 |
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/6/2013
Report #: 22

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/6/2013 06:00 4/7/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
Si for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 FBCK SI for BU. 0500 hrs: SITP-261# SICP- 280#
05:00 1.00 24.00 SDFN SI for BU

Casîng & Liners
Set Depth OD Nom Max ¡D Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton

Page 1/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000
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APl/UWI Well Area Basin Field Name License # Permit Number Well Config
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Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date
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Operations at Report Time
SI for BU
Operations Summary
Si for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 FBCK SI for BU. 0500 hrs: SITP-261# SICP- 280#
05:00 1.00 24.00 SDFN SI for BU
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Set Depth OD Nom Max ¡D Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Rod 3/4 1,525.00
Rod 3/4 2,350.00
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Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components
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Tubing 2 7/8 6.50 J-55 6,992.62 211
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Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
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Crossover - reducing J-55 0.70 0
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Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/6/2013 06:00 4/7/2013 06:00
Operations at Report Time
SI for BU
Operations Summary
Si for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN SI for BU
04:00 1.00 23.00 FBCK SI for BU. 0500 hrs: SITP-261# SICP- 280#
05:00 1.00 24.00 SDFN SI for BU

Casîng & Liners
Set Depth OD Nom Max ¡D Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 23

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

0.0 0.0
InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Pelforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Pedorated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Recompletion Re-entri #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/7/2013 06:00 4/8/2013 06:00
Operations at Report Time
SI for BU
Operations Šummary
SI for BU
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 22.00 22.00 SDFN Si for BU
04:00 1.00 23.00 FBCK 0500 hrs: SITP-298# SICP-296# Cont to SI for BU
05:00 1.00 24.00 SDFN SI for BU
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Seating Nipple J-55 1.10 0
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Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore StimfEreat Company StimTreat Supervisor
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 24

Well Name: Cane Creek 24-1
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 24

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

0.0 0.0
InitialFluid Rate (gpm) 1nitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (]b/gal) Conc BH (Ib/gal)

Date Type String Wellbore StimíTreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton
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Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (lb/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot...|Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot .. Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 24

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

0.0 0.0
InitialFluid Rate (gpm) 1nitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (]b/gal) Conc BH (Ib/gal)

Date Type String Wellbore StimíTreat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton
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Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (lb/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot...|Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot .. Ente... String Perforated
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 24

Well Name: Cane Creek 24-1
APllUWI Well Area Basin Field Name License # Permit Number Well Contlg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Štart Date End Date
Recornpletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/8/2013 06:00 4/9/2013 06:00
Operations at Report Time
Si for BU, swab, flowtest
Operations Summary
Si for BU, swab, flowtest
Operations Next Report Period

Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 GOP SI for BU. 0900 hrs: SITP- 300# SICP- 300# Open well on a 48/64"
choke to BD. The well blew down immediately to 11#. No fluid recovery.

10:00 1.00 5.00 FBCK FTP- 10# SICP 289# No flow in the last hr.
11:00 1.50 6.50 SRIGUP MIRU Monument swab rig. Prep to swab the well. Hold safety meeting &

discuss job.
12:30 1.50 8.00 SWAB Swab well. IFL- surface Pull from- 2000' Rec- 15.5 bbls oiL 2nd run: FL-

2000' PF- 4000' Rec- 11.1 bbls oil. 3rd run: FL-4000' PF- 5500' Rec-
5.4 bbis oil. 4th run: FL- 5500' PF- 6150' Rec-.8 bbis Oil
Wait 1 hr for next run. CSICP after 4th run: -8# No after flow on the runs.

14:00 1.00 9.00 SWAB Sth run: FL- 5800' PF- 6150' Rec: .60 bbis oil wait 1 hr tillnext run. Very
littleentry.

15:00 1.00 10.00 SWAB 6th run: FL- 5850' PF- 6150' Rec: .4 bbls oil. Last run. Total fluid rec:
33.3 bbls oil. Water- 0 bbis Gas- trace. Last run for the day. Leave well
open overnight. SD swabbing.Turn well over to flowtesters.

16:00 8.00 18.00 FBCK FTP- 1# SICP: -10# Choke- 48/64" No fluid recovery.
00:00 6.00 24.00 FBCK FTP- 4# SICP: -10# Choke- 8/64" No fluid recovery. Total fluid rec: Oil-

33.3 bbls Water- 0 bbis Mud- 0 bbis Gas- trace
Casing & Line s

Set Depth OD Nom Max lD Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pu!IDate Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
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Daily Operations
Report Start Date Report End Date

4/8/2013 06:00 4/9/2013 06:00
Operations at Report Time
Si for BU, swab, flowtest
Operations Summary
Si for BU, swab, flowtest
Operations Next Report Period

Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 GOP SI for BU. 0900 hrs: SITP- 300# SICP- 300# Open well on a 48/64"
choke to BD. The well blew down immediately to 11#. No fluid recovery.

10:00 1.00 5.00 FBCK FTP- 10# SICP 289# No flow in the last hr.
11:00 1.50 6.50 SRIGUP MIRU Monument swab rig. Prep to swab the well. Hold safety meeting &

discuss job.
12:30 1.50 8.00 SWAB Swab well. IFL- surface Pull from- 2000' Rec- 15.5 bbls oiL 2nd run: FL-

2000' PF- 4000' Rec- 11.1 bbls oil. 3rd run: FL-4000' PF- 5500' Rec-
5.4 bbis oil. 4th run: FL- 5500' PF- 6150' Rec-.8 bbis Oil
Wait 1 hr for next run. CSICP after 4th run: -8# No after flow on the runs.

14:00 1.00 9.00 SWAB Sth run: FL- 5800' PF- 6150' Rec: .60 bbis oil wait 1 hr tillnext run. Very
littleentry.

15:00 1.00 10.00 SWAB 6th run: FL- 5850' PF- 6150' Rec: .4 bbls oil. Last run. Total fluid rec:
33.3 bbls oil. Water- 0 bbis Gas- trace. Last run for the day. Leave well
open overnight. SD swabbing.Turn well over to flowtesters.

16:00 8.00 18.00 FBCK FTP- 1# SICP: -10# Choke- 48/64" No fluid recovery.
00:00 6.00 24.00 FBCK FTP- 4# SICP: -10# Choke- 8/64" No fluid recovery. Total fluid rec: Oil-

33.3 bbls Water- 0 bbis Mud- 0 bbis Gas- trace
Casing & Line s

Set Depth OD Nom Max lD Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pu!IDate Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00

Rod 3/4 12.00
Rod 100.00

Rod 23.00
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand LJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License# Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

0.0 0.0
1nitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hoje (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Stad (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
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Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

0.0 0.0
1nitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hoje (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time

Swab, flowtest well
Operations Summary
Swab, flowtest well.
Operations Next Report Penod

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK FTP- 1# SICP: -10# Flow well No fluid recovery.
08:00 0.50 2.50 SMTG Hold safety meeting & discuss job. Prep to swab
08:30 1.50 4.00 SWAB Swab. 1st run: IFL- 3300' PF- 4800' Rec; Oil- 8 bbls Water- 0 bbis Gas

- trace. 2nd run: FL- 4800' PF- 6150' Rec: Oil- 3.8 bbis Water- 0 bbls
Gas- trace. 3rd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbls Water-
Obbls Gas- trace. No entry at this time.Seeing some mud in the oil.

10:00 2.00 6.00 GOP Wait 2 hrs before next run.
12:00 2.00 8.00 SWAB Swab. 4th run: FL- 4900' PF- 6150' Rec: Oil-0 bbis Water- 0 bbls

Gas-trace. The mandrill was coated with dry drillingmud. The mud was
magnetic ( Hematite ). 5th run: Changed to 1 TA cup. FL- 4950' PF-
6150' Rec- Oill- 1 bbls Water- 0 bbls Gas- trace. 6th run: Changed
back to 2 MBs. FL_ 5900' PF- 6150' Rec- Oll- 2 bbis Water- 0 bbls
Gas- trace.

14:00 2.00 10.00 GOP Walt 2 hrs before next run.
16:00 1.00 11.00SWAB 7thrun: FL-5400' PF-6150' Rec: Oil-2.2bbis Water-Obbis Gas-

trace RD swab. Secure well. Cont to flow tbg over night. Turn well over
to flowtesters. Swab Report: Runs- 7 IFL- 300' EFL- 6150' Entry over
night- 2500' Rec: Oil- 17 bbls Water- 0 bbls Gas- trace Saw a trace of
mud in the fluids recovered.

17:00 13.00 24.00 FBCK FTP- 6# SICP: -8#

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
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7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time

Swab, flowtest well
Operations Summary
Swab, flowtest well.
Operations Next Report Penod

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK FTP- 1# SICP: -10# Flow well No fluid recovery.
08:00 0.50 2.50 SMTG Hold safety meeting & discuss job. Prep to swab
08:30 1.50 4.00 SWAB Swab. 1st run: IFL- 3300' PF- 4800' Rec; Oil- 8 bbls Water- 0 bbis Gas

- trace. 2nd run: FL- 4800' PF- 6150' Rec: Oil- 3.8 bbis Water- 0 bbls
Gas- trace. 3rd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbls Water-
Obbls Gas- trace. No entry at this time.Seeing some mud in the oil.

10:00 2.00 6.00 GOP Wait 2 hrs before next run.
12:00 2.00 8.00 SWAB Swab. 4th run: FL- 4900' PF- 6150' Rec: Oil-0 bbis Water- 0 bbls

Gas-trace. The mandrill was coated with dry drillingmud. The mud was
magnetic ( Hematite ). 5th run: Changed to 1 TA cup. FL- 4950' PF-
6150' Rec- Oill- 1 bbls Water- 0 bbls Gas- trace. 6th run: Changed
back to 2 MBs. FL_ 5900' PF- 6150' Rec- Oll- 2 bbis Water- 0 bbls
Gas- trace.

14:00 2.00 10.00 GOP Walt 2 hrs before next run.
16:00 1.00 11.00SWAB 7thrun: FL-5400' PF-6150' Rec: Oil-2.2bbis Water-Obbis Gas-

trace RD swab. Secure well. Cont to flow tbg over night. Turn well over
to flowtesters. Swab Report: Runs- 7 IFL- 300' EFL- 6150' Entry over
night- 2500' Rec: Oil- 17 bbls Water- 0 bbls Gas- trace Saw a trace of
mud in the fluids recovered.

17:00 13.00 24.00 FBCK FTP- 6# SICP: -8#

Casing & Line s
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Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00

Page 1/3 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time

Swab, flowtest well
Operations Summary
Swab, flowtest well.
Operations Next Report Penod

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK FTP- 1# SICP: -10# Flow well No fluid recovery.
08:00 0.50 2.50 SMTG Hold safety meeting & discuss job. Prep to swab
08:30 1.50 4.00 SWAB Swab. 1st run: IFL- 3300' PF- 4800' Rec; Oil- 8 bbls Water- 0 bbis Gas

- trace. 2nd run: FL- 4800' PF- 6150' Rec: Oil- 3.8 bbis Water- 0 bbls
Gas- trace. 3rd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbls Water-
Obbls Gas- trace. No entry at this time.Seeing some mud in the oil.

10:00 2.00 6.00 GOP Wait 2 hrs before next run.
12:00 2.00 8.00 SWAB Swab. 4th run: FL- 4900' PF- 6150' Rec: Oil-0 bbis Water- 0 bbls

Gas-trace. The mandrill was coated with dry drillingmud. The mud was
magnetic ( Hematite ). 5th run: Changed to 1 TA cup. FL- 4950' PF-
6150' Rec- Oill- 1 bbls Water- 0 bbls Gas- trace. 6th run: Changed
back to 2 MBs. FL_ 5900' PF- 6150' Rec- Oll- 2 bbis Water- 0 bbls
Gas- trace.

14:00 2.00 10.00 GOP Walt 2 hrs before next run.
16:00 1.00 11.00SWAB 7thrun: FL-5400' PF-6150' Rec: Oil-2.2bbis Water-Obbis Gas-

trace RD swab. Secure well. Cont to flow tbg over night. Turn well over
to flowtesters. Swab Report: Runs- 7 IFL- 300' EFL- 6150' Entry over
night- 2500' Rec: Oil- 17 bbls Water- 0 bbls Gas- trace Saw a trace of
mud in the fluids recovered.

17:00 13.00 24.00 FBCK FTP- 6# SICP: -8#

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00

Page 1/3 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time

Swab, flowtest well
Operations Summary
Swab, flowtest well.
Operations Next Report Penod

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK FTP- 1# SICP: -10# Flow well No fluid recovery.
08:00 0.50 2.50 SMTG Hold safety meeting & discuss job. Prep to swab
08:30 1.50 4.00 SWAB Swab. 1st run: IFL- 3300' PF- 4800' Rec; Oil- 8 bbls Water- 0 bbis Gas

- trace. 2nd run: FL- 4800' PF- 6150' Rec: Oil- 3.8 bbis Water- 0 bbls
Gas- trace. 3rd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbls Water-
Obbls Gas- trace. No entry at this time.Seeing some mud in the oil.

10:00 2.00 6.00 GOP Wait 2 hrs before next run.
12:00 2.00 8.00 SWAB Swab. 4th run: FL- 4900' PF- 6150' Rec: Oil-0 bbis Water- 0 bbls

Gas-trace. The mandrill was coated with dry drillingmud. The mud was
magnetic ( Hematite ). 5th run: Changed to 1 TA cup. FL- 4950' PF-
6150' Rec- Oill- 1 bbls Water- 0 bbls Gas- trace. 6th run: Changed
back to 2 MBs. FL_ 5900' PF- 6150' Rec- Oll- 2 bbis Water- 0 bbls
Gas- trace.

14:00 2.00 10.00 GOP Walt 2 hrs before next run.
16:00 1.00 11.00SWAB 7thrun: FL-5400' PF-6150' Rec: Oil-2.2bbis Water-Obbis Gas-

trace RD swab. Secure well. Cont to flow tbg over night. Turn well over
to flowtesters. Swab Report: Runs- 7 IFL- 300' EFL- 6150' Entry over
night- 2500' Rec: Oil- 17 bbls Water- 0 bbls Gas- trace Saw a trace of
mud in the fluids recovered.

17:00 13.00 24.00 FBCK FTP- 6# SICP: -8#

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00

Page 1/3 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 25

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time

Swab, flowtest well
Operations Summary
Swab, flowtest well.
Operations Next Report Penod

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK FTP- 1# SICP: -10# Flow well No fluid recovery.
08:00 0.50 2.50 SMTG Hold safety meeting & discuss job. Prep to swab
08:30 1.50 4.00 SWAB Swab. 1st run: IFL- 3300' PF- 4800' Rec; Oil- 8 bbls Water- 0 bbis Gas

- trace. 2nd run: FL- 4800' PF- 6150' Rec: Oil- 3.8 bbis Water- 0 bbls
Gas- trace. 3rd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbls Water-
Obbls Gas- trace. No entry at this time.Seeing some mud in the oil.

10:00 2.00 6.00 GOP Wait 2 hrs before next run.
12:00 2.00 8.00 SWAB Swab. 4th run: FL- 4900' PF- 6150' Rec: Oil-0 bbis Water- 0 bbls

Gas-trace. The mandrill was coated with dry drillingmud. The mud was
magnetic ( Hematite ). 5th run: Changed to 1 TA cup. FL- 4950' PF-
6150' Rec- Oill- 1 bbls Water- 0 bbls Gas- trace. 6th run: Changed
back to 2 MBs. FL_ 5900' PF- 6150' Rec- Oll- 2 bbis Water- 0 bbls
Gas- trace.

14:00 2.00 10.00 GOP Walt 2 hrs before next run.
16:00 1.00 11.00SWAB 7thrun: FL-5400' PF-6150' Rec: Oil-2.2bbis Water-Obbis Gas-

trace RD swab. Secure well. Cont to flow tbg over night. Turn well over
to flowtesters. Swab Report: Runs- 7 IFL- 300' EFL- 6150' Entry over
night- 2500' Rec: Oil- 17 bbls Water- 0 bbls Gas- trace Saw a trace of
mud in the fluids recovered.

17:00 13.00 24.00 FBCK FTP- 6# SICP: -8#

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00

Page 1/3 Report Printed:



RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Flu[d Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialF1uidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Flu[d Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialF1uidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Flu[d Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialF1uidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Flu[d Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialF1uidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Seating Nipple J-55 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0

Anchor J-55 3.18 0

Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-55 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Flu[d Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
InitialF1uidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open

Page 2/2 Report Printed:



RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 26

Well Name: Cane Creek 24-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/10/2013 06:00 4/11/2013 06:00
Operations at Report Time
Swab, flowtest well
Operations Summary
Swab, flowtest well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 GOP Crew travel
07:30 0.50 2.00 SMTG Hold safety meeting &discuss job. RU swab
08:00 1.00 3.00 SWAB Swab. Ist run: IFL- 5600' PF- 6150' Rec: Oil- 1.2 bbis Water- 0 bbis

Recovery over night: 550'. 2nd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbis
Water- 0 bbls No fluid entry.

09:00 3.00 6.00 FTE The production side had us move off of location. They tested the lines from
the CC 24-1 to the CC 13-1.

12:00 2.00 8.00 SWAB Swab. 3rd run: FL- 6100' PF- 6150# Rec: Oil- 0 bbls Water- 0 bbls
No fluid entry in the last 2 hrs. RD swab from well. Release swab crew.
Cont to leave the tbg open to the flowback tank. Turn well over to the
flowtesters.

14:00 16.00 24.00 FBCK Flowtest well. Tbg open to flowback tank on a 2". FTP- 4# SICP- 308#
The csg pressure has been as high as 444#.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
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Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/10/2013 06:00 4/11/2013 06:00
Operations at Report Time
Swab, flowtest well
Operations Summary
Swab, flowtest well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 GOP Crew travel
07:30 0.50 2.00 SMTG Hold safety meeting &discuss job. RU swab
08:00 1.00 3.00 SWAB Swab. Ist run: IFL- 5600' PF- 6150' Rec: Oil- 1.2 bbis Water- 0 bbis

Recovery over night: 550'. 2nd run: FL- 6100' PF- 6150' Rec: Oil- 0 bbis
Water- 0 bbls No fluid entry.

09:00 3.00 6.00 FTE The production side had us move off of location. They tested the lines from
the CC 24-1 to the CC 13-1.

12:00 2.00 8.00 SWAB Swab. 3rd run: FL- 6100' PF- 6150# Rec: Oil- 0 bbls Water- 0 bbls
No fluid entry in the last 2 hrs. RD swab from well. Release swab crew.
Cont to leave the tbg open to the flowback tank. Turn well over to the
flowtesters.

14:00 16.00 24.00 FBCK Flowtest well. Tbg open to flowback tank on a 2". FTP- 4# SICP- 308#
The csg pressure has been as high as 444#.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/11/2013
Report #: 27

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type Stäng Wellbore StimíTreat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

0.0 0.0
initialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Sthng Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) We11bore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (itKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Štatus

2,350.0 2,387.8 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/11/2013
Report #: 27

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/11/2013 06:00 4/12/2013 06:00
Operations at Report Time
Swab, flowtest well
Operations Summary
Swab, flowtest well
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK Monitor pressures. Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting &discuss jo. RU to swab.
08:30 1.00 3.50 SWAB Swab. 1strun: IFL-5900' PF-6150' Rec: Oil-1bbis Water-Obbis No

after flow. Wait to swab.
09:30 1.50 5.00 GOP Wait to swab
11:00 1.00 6.00 SWAB Swab. 2nd run: FL- 6150' PF- 6150' Rec: Oil- 0 bbls Water- 0 bbls

Gas- trace RD swb rig &release. SI well.

12:00 18.00 24.00 GOP Monitor SI pressures. SITP- 2# SICP- 292#
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
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Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/11/2013 06:00 4/12/2013 06:00
Operations at Report Time
Swab, flowtest well
Operations Summary
Swab, flowtest well
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 FBCK Monitor pressures. Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting &discuss jo. RU to swab.
08:30 1.00 3.50 SWAB Swab. 1strun: IFL-5900' PF-6150' Rec: Oil-1bbis Water-Obbis No

after flow. Wait to swab.
09:30 1.50 5.00 GOP Wait to swab
11:00 1.00 6.00 SWAB Swab. 2nd run: FL- 6150' PF- 6150' Rec: Oil- 0 bbls Water- 0 bbls

Gas- trace RD swb rig &release. SI well.

12:00 18.00 24.00 GOP Monitor SI pressures. SITP- 2# SICP- 292#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/12/2013
Report #: 28

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

0.0 0.0
Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

InitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Pedorated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/12/2013
Report #: 28

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Stad Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/12/2013 06:00 4/13/2013 06:00
Operations at Report Time
Monitor Pressures, Shoot fluid level, MonitorSI
Operations Summary
Monitor pressures, shoot fluid level, MonitorSI
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.00 8.00 GOP Monitor SI pressures.
14:00 1.50 9.50 GOP Shoot fluid levels. Shoot the fluid level 2 times. Unable to see a destinct

level in the csg. There was fluid at the surface when removing the equip.
Cont to leave well SI.

15:30 14.50 24.00 SDFN Monitor SI Pressures.
0600 hrs: SITP- 2# SICP- 295#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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Elevation 2 7/8 6.50 J-55 23.00 0
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/12/2013
Report #: 28

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Stad Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/12/2013 06:00 4/13/2013 06:00
Operations at Report Time
Monitor Pressures, Shoot fluid level, MonitorSI
Operations Summary
Monitor pressures, shoot fluid level, MonitorSI
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.00 8.00 GOP Monitor SI pressures.
14:00 1.50 9.50 GOP Shoot fluid levels. Shoot the fluid level 2 times. Unable to see a destinct

level in the csg. There was fluid at the surface when removing the equip.
Cont to leave well SI.

15:30 14.50 24.00 SDFN Monitor SI Pressures.
0600 hrs: SITP- 2# SICP- 295#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
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Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 29

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolS]urry (bbl)

0.0 0.0
Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stimffreat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tub¡ng Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psl)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 29

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/13/2013 06:00 4/14/2013 06:00
Operations at Report Time
Monitor Si pressures
Operations Summary
Monitor Si pressures
Operations Next Repori Period

Weather Weilbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 SDFN Monitor SI pressures: 0600 hrs (4/14/2013) SITP- 3# SICP- 279# Cont
to Monitor SI pressures.

Casing & Liners
Set Depth OD Nom Max JD Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 SDFN Monitor SI pressures: 0600 hrs (4/14/2013) SITP- 3# SICP- 279# Cont
to Monitor SI pressures.

Casing & Liners
Set Depth OD Nom Max JD Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 29

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 30

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

0.0 0.0
InitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type Stäng Weilbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Sluny (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Report #: 30

Well Name: Cane Creek 24-1
AP1/UWI Well Area Basin Field Name License # Permit Number Well Coniig
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

0.0 0.0
InitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)
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Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Sluny (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 30

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Conng
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Wel1Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/14/2013 06:00 4/15/2013 06:00
Operations at Report Time
Monitor SI pressures
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 GOP SI for BU. Monitor SI Pressures. (600 hrs 4/15/2013) SITP- 3# SICP-

312#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (Ín) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Interrnediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entn]#2
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:4/15/2013
Report #: 31

Well Name: Cane Creek 24-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/15/2013 06:00 4/16/2013 06:00
Operations at Report Time
Monitor SI Pressures
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore

Rain Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 GOP Monitor SI Pressures. SITP- 4# SICP- 313#
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type Sthng Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/15/2013 06:00 4/16/2013 06:00
Operations at Report Time
Monitor SI Pressures
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore

Rain Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 GOP Monitor SI Pressures. SITP- 4# SICP- 313#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type Sthng Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 32

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bb])

0.0 0.0
initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wel1bore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 32

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/16/2013 06:00 4/17/2013 06:00
Operations at Report Time
Monitor Si pressures
Operations Summary
Monitor Si pressures
Operations Next Repon Period

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 GOP Well SI for BU. Monitor SI pressures. SITP-6# SICP- 329#
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Šupervisor

2/1/2011 Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description
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Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Šupervisor

2/1/2011 Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 32

Well Name: Cane Creek 24-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/16/2013 06:00 4/17/2013 06:00
Operations at Report Time
Monitor Si pressures
Operations Summary
Monitor Si pressures
Operations Next Repon Period

Weather Wellbore
Rain Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544
Time Log

Cum Dur
Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 GOP Well SI for BU. Monitor SI pressures. SITP-6# SICP- 329#

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) (in) Run?
6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components
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Rod 3/4 1,525.00
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Tubing
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Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Šupervisor

2/1/2011 Original Hole Halliburton
StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 33

Well Name: Cane Creek 24-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

0.0 0.0
InitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Flu¡d Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Stiing Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 33

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Conng
43-019-31447 Parado× Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/17/2013 06:00 4/18/2013 06:00
Operations at Report Time
Monitor SI pressures
Operations Summary
Monitor SI pressures
Operations Next Report Period

Weather Wellbore
Snow Re-Entry #2
Daily Contacts

Job Contact Position Ofnce
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 FBCK Well Si for BU. Monitor SI pressures. SITP-4# SICP- 330#
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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06:00 24.00 24.00 FBCK Well Si for BU. Monitor SI pressures. SITP-4# SICP- 330#
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00
Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-55 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-55 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 33

Well Name: Cane Creek 24-1
API/UW1 Well Area Basin Field Name License # Permit Number Well Conng
43-019-31447 Parado× Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/18/2013
Report #: 34

Well Name: Cane Creek 24-1
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

InitialFluid Rate (gpm) 1nitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
2/1/2011 Acid Original Hole Halliburton

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Voi Sfurry (bbl)

initialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (1b/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot .. Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entr/ #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Voi Sfurry (bbl)

initialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (1b/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7,860.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,395.7 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

8,100.0 8,100.0 Original Hole
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,468.9 2,468.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/28/2013 9,850.0 9,995.0 Original Hole cane creek, Re-Entry #2
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,331.7 2,340.9 Open
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot .. Ente... String Perforated

3/28/2013 10,025.0 10,400.0 Original Hole cane creek, Re-Entr/ #2
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2,350.0 2,387.8 Open
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RECEIVED: May. 06, 2013

Sundry Number: 37573 API Well Number: 43019314470000Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/18/2013
ce:: * Report #: 34

Well Name: Cane Creek 24-1
IAPllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/18/2013 06:00 4/19/2013 06:00
Operations at Report Time
Monitor Si Pressures
Operations Summary
Monitor Si Pressures, Last report, WOO
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 inactive SITP- 4# SICP- 330# Well SI for BU. Last report, WOO.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20
7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8
9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00
Rod 3/4 2,350.00
Rod 3/4 12.00
Rod 100.00
Rod 23.00

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211
Tubing 2 7/8 6.50 J-55 1.40 0
Seating Nipple J-SS 1.10 0
Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0
Tubing 2 7/8 6.50 J-SS 750.75 23
Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Rod 7/8 3,075.00
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Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components
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Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0

Seating Nipple J-SS 1.10 0
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Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0

Seating Nipple J-SS 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-SS 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 37573 API Well Number: 43019314470000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/18/2013
ce:: * Report #: 34

Well Name: Cane Creek 24-1
IAPllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-31447 Paradox Big Flat 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/11/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Recompletion Re-entry #2 3/11/2013 3/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/18/2013 06:00 4/19/2013 06:00
Operations at Report Time
Monitor Si Pressures
Operations Summary
Monitor Si Pressures, Last report, WOO
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Paul Nicholas Consultant (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 inactive SITP- 4# SICP- 330# Well SI for BU. Last report, WOO.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

6/16/2007 Conductor 40.0 0.0 20 20

7/3/2007 Surface 635.0 0.0 13 3/8 12.715 48.00 H-40 13 3/8 12.715
7/20/2007 Intermediate 4,472.3 0.0 9 5/8 40.00 HCL-80 9 5/8

9/6/2007 Production 7,307.6 0.0 7 6.276 26.00 P-110 7 6.184
9/28/2007 Liner 9,493.9 8,288.3 4 1/2 3.920 13.50 P-110 4 1/2 3.92
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Rod 12/30/2009 7,099.0 7,099.00 0.0
Rod Components

item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Rod 7/8 6.00
Rod 7/8 8.00
Rod 7/8 3,075.00
Rod 3/4 1,525.00

Rod 3/4 2,350.00

Rod 3/4 12.00

Rod 100.00

Rod 23.00

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Production 12/30/2009 7,805.7 6.50 J-55 7,805.70 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 J-55 6,992.62 211

Tubing 2 7/8 6.50 J-55 1.40 0

Seating Nipple J-SS 1.10 0

Tubing 2 7/8 6.50 J-55 32.95 0
Anchor J-55 3.18 0
Crossover - reducing J-55 0.70 0

Tubing 2 7/8 6.50 J-SS 750.75 23

Elevation 2 7/8 6.50 J-55 23.00 0
Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

2/1/2011 Original Hole Halliburton
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:



RECEIVED: May. 21, 2013

API Well Number: 43019314470000

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURC ES 

DIVISION OF OIL, GAS AND MINI NG 

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 
1a. TYPE OF weLL: OIL Q] GAS 0 DRY 0 OTH ER WELL WELL 

b. TYPE OF 'NORK: 
NEW 0 HORtZ. 0 DEEP- 0 RE- III DIFF. 0 
l,NElL LATS. EN ENTRY RESVR. OTHER 

;2. NAI\-1e OF OPERATOR: 

Fidelity Explora tion & Production Company 
3. AD DRESS OF OPERATOR: 

1 P"(;~~)';;~;-31 33 1700 Lincoln St Ste 28 0CCITY Denver STATE CO ZIP 80203 
4. LOCATION OF VVELL (FOOTAGES) 

AT SUR FAC E: 682 FNL 2829 FEL 

AT TOP PRODUCING INTERVAL REPORTED BELOW. 129 FSL 2341 FW L Sec 13 SESW 

AT TOTAL DEPTH' 237 1 FSL 1085 FW L Sec 13 T26S R19E 

AMENDED REPORT 0 
(highlight changes) 

FORM 8 

5, LEASE DESIGNAT ION AND SERIAL NUMBER: 

UTU-65973 
6. IF INDIAN, ALLOTTEE OR TRIBE NAME 

7, UNIT a CAAGREEMENTNAME 

Cane Creek Unit 
8. v.£lL NAME and NUMBER: 

Cane Creek Unit 24-1 
9, API NUM BER: 

4301 931447 
10 fiELD AND POOL, OR WILDCAT 

Cane Creek 
11. orR/OTR. SECTION, TOVVNSH IP, RANGE, 

MERIDIAN: 

NENW 24 26S 19E 6 

12. COUNTY 113. STATE 

Grand UTAH 

14. DATE SPUDDeD: 1 '59/~~/;~;rCHED 1'6 ;1;~/c;;;~TED ABANDONED 0 READY TO PRODUCE 0 17. elEVATIONS (OF, RKB, RT, Gl ): 

7/1 /2007 6051 GL 
18. TOTAL DEPTH; MD 11 .614 1'9. PLUG BACK T.D.' :, 

1'0 
IF MULTIPLE COMPLETIONS, HOW MANY? • 21. DEPTH BRIDGE MO 

PLUG SET: 
TVD 7.683 TVD 

22. TYPE ELECTRIC AND OTHER MECHANICAL lOGS RUN (Submit copy of eacl'l) 23. 

WAS WELL CORED? NO IZl YES O (Submit analysis) 

WAS DST RUN? N0 0 YES 0 (Submit report) 

DIRECTIONAL SURVEY? NO i7i YES Fi (Submit copy) 

24. CASING AND L1NE~ RECORD (Report all strings set in well) 

HOLE SIZE SIZE/GRADE WEIGKT (#/f!.) TOP (MO) BOTTOM (MO) 
STAGE CEMENT ER CEMENT TYPE 5: SLURRY 

CEMENT TOP "* AMOUNT PULLED DEPTH NO. OF SACKS VOLUME (BSL) 

24 20 48 0 40 Class Ii 3 167 GL 

17.5 13 3/8 H-4o 48 0 635 Class Ii 806 167 4' (CIR) 

12.25 95/8 HCIa 40 0 4.472 Class Ii 1 ,2Qii 117 3580 (TS) 

8.5 7 HCIQ 26 3,240 7,300 Class /iii 768 160 3ooo(CBL) 

6 4 tl2 P-H~ 15.10 6,480 10,488 Classfi 363 77 6480 

25. TUBING RECORD 

SIZE I OEP lH SET (MO) I PACKER SET (MOl I SIZE I DEPTH SET (MO) I PACKER SET (MO) I SIZE I DEPTH SET (MD) I PACKER SET (MO) 

I I I I I I I I 
2 •. PROOUCING INTERVAL S 27. PERFORATION RECORD 

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVO) INTERVAL (TOP/Bot MO) SIZE NO. HOLES PERFORATION STATUS 

(A) Cane Creek 7.626 7,689 8,000 10,425 .4 8,932 Open IZJ Squeezed D 
iB) 

iC) 

iD) 

28. ACID, FRACTURE, TREA TMENT, CEMENT SQUEEZE, ETC. 

DEPTH INTERVAL 

29. ENCLOSED A TTACHM ENTS; 

o ELECTRICAUTo1 ECHANICAL LOGS 

D SU NDRY NOTICE FOR PLUGG ING AND CEMENT VERIFICATION 

(5f20DC ) 

Open 0 Squeezed D 
Open D Squeezed 0 
Open D Squeezed D 

AMOUNT AND TYPE OF MATERIAL 

30 . WELL STATUS: 

D GEOLOG IC REPORT 

D CORE ANALYSIS 

D DST RE PORT 0 DIRECTIONAL SURVEY 

o OTHE"' _________ _ 

ICONTINUED ON BACK) 

TA 

STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6 FFINDIAN.ALLOTTEEORTRIBENAME

1a TYPE OF WELL:
LL

WESLL OTHER UNITor CA AGREEMENT NAME

Cane Creek Unit
b TYPE OF WORK 8 WELL NAMEand NUMEERa* O 1°r"iO lEP-

TRY
EFFYR.

OTHER Cane Creek Unit 24-1
1 NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR; PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 280CerrvDenver STATE GO P 80203 (303) 893-3133 Cane Creek
4. LOCATIONOF WËLL (FOOTAGES) i t QTFUOTR.SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOPPRODUCINGINTERVALREPORTEDBELOW 129 FSL 2341 FWL Sec 13 SESW

12 COUNTY 13. STATE
ATTOTALDEPTH 2371 FSL 1085 FWL Sec13 T26S R19E Grand UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED 16. DATE COMPLETED: 1T ELEVATIONS(DF. RKB, RT GL)

7/1/2007 9/12/2012 4/20/2013 WNDONED REA0YTOPRODUCE Ü 6051 GL
18. TOTALDEPTH: MD 11,614 19 PLUG BACKT D.: MD 20 1FMULTIPLE COlvlPLET10NS. HOW MANY?* 21 DEPTH BRIDGE MD

PLUGSET
Tvo 7.683 Tvo Ivo

22. TYPE ELECTRICAND OTHER MECHAN1CAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YS (Submit copy)

24. CASING AND LINER RECORD [Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#}fl.) TOP (MD) EIOTTOM(MD) STAGED TMHENTER CNE NF
S

CKES VOLUL
BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 classs 3 167 Gk
17.5 13 3/8 H-40 48 0 635 classä 806 167 4' (CIR)
12.25 9 5/6 HCIn 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HCià 26 3,240 7,300 Classg 766 160 3000(CBL)
6 4 1/2 P-11M 15.10 6,480 10,488 classg 363 77 6480

26. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET(MO) SIZË DEPTH SET (MO) PACKER SET (MD)

28. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD} BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) 312E NO HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 8,932 open sousezedO
(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeezed

28. AC[D, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERFAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY TA
SUNDRYNOTICE FOR PLLIGOLNGAND CEMENT VERIFICATION CORE ANALYS]S OTHER:

(5:2000) (CONTINUEDON

STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6 FFINDIAN.ALLOTTEEORTRIBENAME

1a TYPE OF WELL:
LL

WESLL OTHER UNITor CA AGREEMENT NAME

Cane Creek Unit
b TYPE OF WORK 8 WELL NAMEand NUMEERa* O 1°r"iO lEP-

TRY
EFFYR.

OTHER Cane Creek Unit 24-1
1 NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR; PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 280CerrvDenver STATE GO P 80203 (303) 893-3133 Cane Creek
4. LOCATIONOF WËLL (FOOTAGES) i t QTFUOTR.SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOPPRODUCINGINTERVALREPORTEDBELOW 129 FSL 2341 FWL Sec 13 SESW

12 COUNTY 13. STATE
ATTOTALDEPTH 2371 FSL 1085 FWL Sec13 T26S R19E Grand UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED 16. DATE COMPLETED: 1T ELEVATIONS(DF. RKB, RT GL)

7/1/2007 9/12/2012 4/20/2013 WNDONED REA0YTOPRODUCE Ü 6051 GL
18. TOTALDEPTH: MD 11,614 19 PLUG BACKT D.: MD 20 1FMULTIPLE COlvlPLET10NS. HOW MANY?* 21 DEPTH BRIDGE MD

PLUGSET
Tvo 7.683 Tvo Ivo

22. TYPE ELECTRICAND OTHER MECHAN1CAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YS (Submit copy)

24. CASING AND LINER RECORD [Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#}fl.) TOP (MD) EIOTTOM(MD) STAGED TMHENTER CNE NF
S

CKES VOLUL
BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 classs 3 167 Gk
17.5 13 3/8 H-40 48 0 635 classä 806 167 4' (CIR)
12.25 9 5/6 HCIn 40 0 4,472 Class 6 1,20s 117 3580 (TS)
8.5 7 HCià 26 3,240 7,300 Classg 766 160 3000(CBL)
6 4 1/2 P-11M 15.10 6,480 10,488 classg 363 77 6480

26. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET(MO) SIZË DEPTH SET (MO) PACKER SET (MD)

28. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD} BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) 312E NO HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 8,932 open sousezedO
(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeezed

28. AC[D, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERFAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY TA
SUNDRYNOTICE FOR PLLIGOLNGAND CEMENT VERIFICATION CORE ANALYS]S OTHER:

(5:2000) (CONTINUEDON

STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6 FFINDIAN.ALLOTTEEORTRIBENAME

la TYPE OF WELL:
LL

WESLL OTHER UNITor CA AGREEMENT NAME

Cane Creek Unit
b TYPE OF WORit 8 WELL NAMEand NUMEERa* O 1°r"iO lEP-

TRY
EFFYR.

OTHER Cane Creek Unit 24-1
1 NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 280CerrvDenver STATE CO ze 80203 (303) 893-3133 Cane Creek
4. LOCATIONOF WËLL (FOOTAGES) i t QTFUOTR.SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOPPRODUCINGINTERVALREPORTEDBELOW 129 FSL 2341 FWL Sec 13 SESW

12 COUNTY 13. STATE
ATTOTALDEPTH 2371 FSL 1085 FWL Sec13 T26S R19E Grand UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED: 16. DATE COMPLETED: 1T ELEVATIONS(DF. RKB, RT GL)

7/1/2007 9/12/2012 4/20/2013 ABANDONED REA0YTOPRODUCE Ü 6051 GL
18. TOTALDEPTH: MD 11,614 19 PLUG BACKT D.: MD 20 1FMULTIPLE COMPLET10NS. HOW MANY?* 21 DEPTH BRIDGE MÐ

PLUSSET
wo 7.683 Tvo Ivo

22. TYPE ELECTRICAND OTHER MECHAN1CAL LOGS RUN (Submit copy of eacl¶ 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YS (Submit copy)

24. CASING AND LINER RECORD [Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#}fl.) TOP (MD) EIOTTOM(MD) STAGED TMHENTER CNE NF
S

CKES VOLUL
BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 classs 3 167 Gk
17.5 13 3/8 H-40 48 0 635 classä 806 167 4' (CIR)
12.25 9 5/6 HCIn 40 0 4,472 Class 6 1,2(g 117 3580 (TS)
8.5 7 HCib 26 3,240 7,300 Classg 766 160 3000(CBL)
6 4 1/2 P-16 15.10 6,480 10,488 classg 363 77 6480

26. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET(MO) SŒË DEPTH SET (MO) PACKER SET (MD)

28. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD} BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) 312E NO.HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 8,932 open sousezedO
(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeezed

28. AC[D, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERFAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY TA
SUNDRYNOTICE FOR PLLIGOLNGAND CEMENT VERIFICATION CORE ANALYS]S OTHER:

(5:2000) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6 FFINDIAN.ALLOTTEEORTRIBENAME

la TYPE OF WELL:
LL

WESLL OTHER UNITor CA AGREEMENT NAME

Cane Creek Unit
b TYPE OF WORit 8 WELL NAMEand NUMEERa* O 1°r"iO lEP-

TRY
EFFYR.

OTHER Cane Creek Unit 24-1
1 NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 280CerrvDenver STATE CO ze 80203 (303) 893-3133 Cane Creek
4. LOCATIONOF WËLL (FOOTAGES) i t QTFUOTR.SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOPPRODUCINGINTERVALREPORTEDBELOW 129 FSL 2341 FWL Sec 13 SESW

12 COUNTY 13. STATE
ATTOTALDEPTH 2371 FSL 1085 FWL Sec13 T26S R19E Grand UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED: 16. DATE COMPLETED: 1T ELEVATIONS(DF. RKB, RT GL)

7/1/2007 9/12/2012 4/20/2013 ABANDONED REA0YTOPRODUCE Ü 6051 GL
18. TOTALDEPTH: MD 11,614 19 PLUG BACKT D.: MD 20 1FMULTIPLE COMPLET10NS. HOW MANY?* 21 DEPTH BRIDGE MÐ

PLUSSET
wo 7.683 Tvo Ivo

22. TYPE ELECTRICAND OTHER MECHAN1CAL LOGS RUN (Submit copy of eacl¶ 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YS (Submit copy)

24. CASING AND LINER RECORD [Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#}fl.) TOP (MD) EIOTTOM(MD) STAGED TMHENTER CNE NF
S

CKES VOLUL
BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 classs 3 167 Gk
17.5 13 3/8 H-40 48 0 635 classä 806 167 4' (CIR)
12.25 9 5/6 HCIn 40 0 4,472 Class 6 1,2(g 117 3580 (TS)
8.5 7 HCib 26 3,240 7,300 Classg 766 160 3000(CBL)
6 4 1/2 P-16 15.10 6,480 10,488 classg 363 77 6480

26. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET(MO) SŒË DEPTH SET (MO) PACKER SET (MD)

28. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD} BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) 312E NO.HOLES PERFORATION STATUS

(A) Cane Creek 7,626 7,689 8,000 10,425 .4 8,932 open sousezedO
(B) Open Sqwd

(C) Open Squeezed

(D) Open Squeezed

28. AC[D, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERFAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY TA
SUNDRYNOTICE FOR PLLIGOLNGAND CEMENT VERIFICATION CORE ANALYS]S OTHER:

(5:2000) (CONTINUED ON BACK)

Horizontal Lateral

STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-65973

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6 FFINDIAN.ALLOTTEEORTRIBENAME

la TYPE OF WELL:
LL

WESLL OTHER UNITor CA AGREEMENT NAME

Cane Creek Unit
b TYPE OF WORit 8 WELL NAMEand NUMEERa* O 1°r"iO lEP-

TRY
EFFYR.

OTHER Cane Creek Unit 24-1
1 NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 280CerrvDenver STATE CO ze 80203 (303) 893-3133 Cane Creek
4. LOCATIONOF WËLL (FOOTAGES) i t QTFUOTR.SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE 682 FNL 2829 FEL NENW 24 26S 19E 6
ATTOPPRODUCINGINTERVALREPORTEDBELOW 129 FSL 2341 FWL Sec 13 SESW

12 COUNTY 13. STATE
ATTOTALDEPTH 2371 FSL 1085 FWL Sec13 T26S R19E Grand UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED: 16. DATE COMPLETED: 1T ELEVATIONS(DF. RKB, RT GL)

7/1/2007 9/12/2012 4/20/2013 ABANDONED REA0YTOPRODUCE Ü 6051 GL
18. TOTALDEPTH: MD 11,614 19 PLUG BACKT D.: MD 20 1FMULTIPLE COMPLET10NS. HOW MANY?* 21 DEPTH BRIDGE MÐ

PLUSSET
wo 7.683 Tvo Ivo

22. TYPE ELECTRICAND OTHER MECHAN1CAL LOGS RUN (Submit copy of eacl¶ 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YS (Submit copy)

24. CASING AND LINER RECORD [Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#}fl.) TOP (MD) EIOTTOM(MD) STAGED TMHENTER CNE NF
S

CKES VOLUL
BL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 classs 3 167 Gk
17.5 13 3/8 H-40 48 0 635 classä 806 167 4' (CIR)
12.25 9 5/6 HCIn 40 0 4,472 Class 6 1,2(g 117 3580 (TS)
8.5 7 HCib 26 3,240 7,300 Classg 766 160 3000(CBL)
6 4 1/2 P-16 15.10 6,480 10,488 classg 363 77 6480

26. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET(MO) SŒË DEPTH SET (MO) PACKER SET (MD)

28. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD} BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) 312E NO.HOLES PERFORATION STATUS
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RECEIVED: May. 21, 2013

API Well Number: 43019314470000

31. INIT1AL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL PROD. METHOD:

10/3/2012 24 RATES: 0 0 0
CHDKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PR DUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:

RATES:

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED TEST OATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER- BBL: PROD METHOD

3/28/2013 24 "^166 0 0 0
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OlL- BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:

RATES: -E

INTERVAL C (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PROOUCTION OlL - BBL: GAS- MCF: WATER - BBL: PROD METHOD:
RATES: -*

CHOKE SIZE: BG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVAL STATUS
RATES: ->

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTlON O[L - BBL: GAS- MCF: WATER- BBL: PROD METHOD:
RATES: ->

CHDKE SlZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATiO 24 HR PRODUCTlON 01L - BBL: GAS- MCF: WATER - BBL: INTERVAL STATUS
RATES: ->

32. DISPOSITlON OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of parosity and contents thereof Gored intervals and alldrill-Stem tests, including depth Enterval
tested, cushion used. time tool ¤pen, flawing and shut-in pressures and recoveries

Formation Descriptions. Contents, etc Narne (Measu ed Depth)

Clastic 1 4,462 Salt/sillAnhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Top Cane Creek 7,590
Cane Creek Shal. 7,617 Sh/Slt/Anhy Horiz target 7,626

Base Cane Creek 7,689

35. ADDITIONAL REMARK: (include plugging procedure)

36. I hereby celtify thatthe foregoing and attached information is complete and correct as determined from all available records.

NAME (PLEASE PRIN, Joy Gardner TlTLE Sr. Engineering Tech

SIGNATURE DAn- 5/20/2013

This report must be submitted within 30 days of
a completing or plugging a new well e seentering a previously plugged and abandoned well
e drilling horizontal lateralsfrom an existing well bore e significantly deepefling an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of cornpletions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top{s) of cement were determined (circulated (CIR), calculated (CAL),cernent bond log (CBL),temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Minirig Phone: 801-538-534D
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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NAME (PLEASE PRIN, Joy Gardner TlTLE Sr. Engineering Tech

SIGNATURE DAn- 5/20/2013
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Send to: Utah Division of Oil, Gas and Minirig Phone: 801-538-534D
1594 West North Temple, Suite 1210
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Salt Lake City, Utah 84114-5801
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CHOKE SIZE: BG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVAL STATUS
RATES: ->

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTlON O[L - BBL: GAS- MCF: WATER- BBL: PROD METHOD:
RATES: ->

CHDKE SlZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATiO 24 HR PRODUCTlON 01L - BBL: GAS- MCF: WATER - BBL: INTERVAL STATUS
RATES: ->

32. DISPOSITlON OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of parosity and contents thereof Gored intervals and alldrill-Stem tests, including depth Enterval
tested, cushion used. time tool ¤pen, flawing and shut-in pressures and recoveries

Formation Descriptions. Contents, etc Narne (Measu ed Depth)

Clastic 1 4,462 Salt/sillAnhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Top Cane Creek 7,590
Cane Creek Shal. 7,617 Sh/Slt/Anhy Horiz target 7,626

Base Cane Creek 7,689

35. ADDITIONAL REMARK: (include plugging procedure)

36. I hereby celtify thatthe foregoing and attached information is complete and correct as determined from all available records.

NAME (PLEASE PRIN, Joy Gardner TlTLE Sr. Engineering Tech

SIGNATURE DAn- 5/20/2013

This report must be submitted within 30 days of
a completing or plugging a new well e seentering a previously plugged and abandoned well
e drilling horizontal lateralsfrom an existing well bore e significantly deepefling an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of cornpletions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top{s) of cement were determined (circulated (CIR), calculated (CAL),cernent bond log (CBL),temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Minirig Phone: 801-538-534D
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Show all important zones of parosity and contents thereof Gored intervals and alldrill-Stem tests, including depth Enterval
tested, cushion used. time tool ¤pen, flawing and shut-in pressures and recoveries

Formation Descriptions. Contents, etc Narne (Measu ed Depth)

Clastic 1 4,462 Salt/sillAnhy Chinle 764
Clastic 10 6,006 Sh/Slt/Anhy Paradox 7,382
Clastic 20 7,320 Sh/Slt/Anhy Top Cane Creek 7,590
Cane Creek Shal. 7,617 Sh/Slt/Anhy Horiz target 7,626

Base Cane Creek 7,689

35. ADDITIONAL REMARK: (include plugging procedure)

36. I hereby celtify thatthe foregoing and attached information is complete and correct as determined from all available records.

NAME (PLEASE PRIN, Joy Gardner TlTLE Sr. Engineering Tech

SIGNATURE DAn- 5/20/2013

This report must be submitted within 30 days of
a completing or plugging a new well e seentering a previously plugged and abandoned well
e drilling horizontal lateralsfrom an existing well bore e significantly deepefling an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of cornpletions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top{s) of cement were determined (circulated (CIR), calculated (CAL),cernent bond log (CBL),temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Minirig Phone: 801-538-534D
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Sundry Number: 41094 API Well Number: 43019314470000 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

FORM 9 

DIVISION OF OIL, GAS, AND MINING 
5.LEASE DESIGNATION AND SERIAL NUMBER: 
UTU-65973 

------t--:-:~~~_:_:_~ ----
6. IF INDIAN, ALLOTTEE OR TRIBE NAME: SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells , significantly deepen existing wells below 
current bottom-hole depth , reenter plugged wells , or to drill horizontal laterals . Use APPLICATION 
FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF WELL 
Oil Well 

2. NAME OF OPERATOR: 
FIDELITY E&P COMPANY 

3. ADDRESS OF OPERATOR: 
1700 Lincoln Street Ste 2800 , Denver. CO, 80203 

4. LOCATION OF WELL 
FOOTAGES AT SURFACE: 

0682 FNL 2829 FEL 
QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

PHONE NUMBER: 
720 931-6459 Ext 

Qtr/Qtr: NENW Section : 24 Township : 26.0S Range : 19.0E Meridian : S 

11 . 

7.UNIT or CA AGREEMENT NAME: 
CANE CREEK 

8. WELL NAME and NUMBER: 
CANE CREEK 24-1 

9. API NUMBER: 
43019314470000 

9. FIELD and POOL or WILDCAT: 
BIG FLAT 

COUNTY: 
GRAND 

STATE: 
UTAH 

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION 

./ NOTICE OF INTENT 
Approximale date work will slart: 

9/1/2013 

o SUBSEQUENT REPORT 
Date of Work Completion: 

o SPUD REPORT 
Date of Spud: 

o DRILLING REPORT 
Report Dale: 

o AClolZE 

o CHANGE TO PREVIOUS PLANS 

o CHANGE WELL STATUS 

o DEEPEN 

o OPERATOR CHANGE 

o PRODUCTION START OR RESUME 

o REPERFORATE CURRENT FORMATION 

o TUBING REPAIR 

o WATER SHUTOFF 

o WILDCAT WELL DETERMINATION 

TYPE OF ACTION 

o ALTER CASING o CASING REPAIR 

o CHANGE TUBING o CHANGE WElL NIIME 

o COMMINGLE PRODUCING FORMATIONS o CONVERT WELL TYPE 

o FRACTURE TREAT o NEW CONSTRUCTION 

o PLUG AND ABANDON o PLUG BACK 

o RECLAMATION OF WELL SITE ./ RECOMPLETE DIFFERENT FORMATION 

o SIDETRACK TO REPAIR WELL o TEMPORARY ABANDON 

o VENT OR FLARE o WATER DISPOSAL 

o SI TA STATUS EXTENSION o APD EXTENSION 

o OTHER OlliER: I 
12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry #3 
Lateral #4 and make it a producing well. First, Reentry #2 Lateral #3 must be abandoned. Fidelity 

requests permission to pull tubing and set a retainer at +/-6430'. Squeeze 20 bbls of class G cement 
below the retainer. Sting out and pump 4 bbls (115') of class G cement on top of the retainer. RDMO 
service rig. MIRU drilling rig. Clean out cement to +1-6300'. Set whipstock and mill 6" window in 7" 

casing. Directional drilling tools will then be used to depart from the original wellbore, drill down to a 
kick off point at approximately 6656' MD, build a curve and land the sidetrack in the Clastic 18/19 

formation at approx 7456 ' ~J3:f' hEf- 6" lateral will then be drilled per the attached directional 
plan to a TD of +/- H mv~f8JN:ws contact person is Jody Robins @ 720-917-3037. 

NAME (PLEASE PRINT) 
Joy Gardner 

SIGNATURE 
N/A 

011, Gas end Mining AvlL-- Lt iJ if L/If If ~ 
4 1- (.~lt 3 ~ '2- ~ ~ _ ~ 

~" .3 Y s ~ "1 3 () j .. ....-

- /oq. li ? 2-5tj 

TITLE 
Sr. Engineering Tech 

DATE 
8/7/2013 

RECEIVED : Aug. 07, 2013 

Sundry Number: 41094 API Well Number: 43019314470000

FORM 9
STATEOFUTAH

DEPARTMENTOF NATURAL RESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 UANITECrRCEAŒAGREEMENTNAME:

FOR PERMIT TO DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
O SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL
I

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

O W1LDCATWELL DETERMINATION OTHER OTNER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry #3
Lateral #4 and make it a producing well. First, Reentry #2 Lateral #3 must be abandoned. Fidelity

requests permission to pull tubing and set a retainer at +/-6430'. Squeeze 20 bbls of class G cement
below the retainer. Sting out and pump 4 bbis (115') of class G cement on top of the retainer. RDMO
service rig. MIRU drilling rig. Clean out cement to +/-6300'. Set whipstock and mill 6" window in 7"

casing. Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656' MD, build a curve and land the sidetrack in the Clastic 18/19

formation at approx 7456' 6" lateral will then be drilled per the attached directional
plan to a TD of +/- '

i s contact person is Jody Robins @ 720-917-3037.

Horizontal lateral #4
011,Gas and Mining ¢Ê

NAME(PLEASE PRINT) NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 8/7/2013

RECEIVED: Aug. 07,

Sundry Number: 41094 API Well Number: 43019314470000

FORM 9
STATEOFUTAH

DEPARTMENTOF NATURAL RESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 UANITECrRCEAŒAGREEMENTNAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 24 Township: 26.05 Range: 19.0E Meridian: S UTAH

11

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
O SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL
I

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

O W1LDCATWELL DETERMINATION OTHER OTNER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry #3
Lateral #4 and make it a producing well. First, Reentry #2 Lateral #3 must be abandoned. Fidelity

requests permission to pull tubing and set a retainer at +/-6430'. Squeeze 20 bbls of class G cement
below the retainer. Sting out and pump 4 bbis (115') of class G cement on top of the retainer. RDMO
service rig. MIRU drilling rig. Clean out cement to +/-6300'. Set whipstock and mill 6" window in 7"

casing. Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656' MD, build a curve and land the sidetrack in the Clastic 18/19

formation at approx 7456' 6" lateral will then be drilled per the attached directional
plan to a TD of +/- '

i s contact person is Jody Robins @ 720-917-3037.

Horizontal lateral #4
011,Gas and Mining ¢Ê

NAME(PLEASE PRINT) NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 8/7/2013

RECEIVED: Aug. 07,

Sundry Number: 41094 API Well Number: 43019314470000

FORM 9
STATEOFUTAH

DEPARTMENTOF NATURAL RESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 UANITECrRCEAŒAGREEMENTNAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
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O W1LDCATWELL DETERMINATION OTHER OTNER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry #3
Lateral #4 and make it a producing well. First, Reentry #2 Lateral #3 must be abandoned. Fidelity

requests permission to pull tubing and set a retainer at +/-6430'. Squeeze 20 bbls of class G cement
below the retainer. Sting out and pump 4 bbis (115') of class G cement on top of the retainer. RDMO
service rig. MIRU drilling rig. Clean out cement to +/-6300'. Set whipstock and mill 6" window in 7"

casing. Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656' MD, build a curve and land the sidetrack in the Clastic 18/19

formation at approx 7456' 6" lateral will then be drilled per the attached directional
plan to a TD of +/- '

i s contact person is Jody Robins @ 720-917-3037.

Horizontal lateral #4
011,Gas and Mining ¢Ê

NAME(PLEASE PRINT) NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 8/7/2013

RECEIVED: Aug. 07,

Sundry Number: 41094 API Well Number: 43019314470000
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Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 24-1 H4 RE3
SEC 24 / T26S / R19E, 682' FNL & 2829' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand N/A Sandstone

Chinle N/A Sand/Shale
Moenkopi N/A Sand/Shale

Cutler N/A Sandstone
Honaker Trail N/A Sand/Evaporite

Paradox N/A Salt/Clastics
Clastic 18/19 7120 -1076 Shale Primary

T.D. 7120 -1076

T.D. (LATERAL MD) ±9552

Estimated TD: 7120' TVD/ 9552' MD Anticipated BHP: ±6400 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length WEIGHT Grade Thread Collapse Burst TensileSize
(psi) a (psi) b (1K lbs) c

Existing 0-3473' 7" 26 HCP-110 LTC 6230 7968

Existing 3473-7300' 7" 29 HCP-110 LTC 11,220 8976

Production 6" 6100 - 9552' 4-1/2" 13.5 HCP-110 BTC 11,250/1.8 12,410/2.0 448/3.0

Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.
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Clastic 18/19 7120 -1076 Shale Primary

T.D. 7120 -1076

T.D. (LATERAL MD) ±9552

Estimated TD: 7120' TVD/ 9552' MD Anticipated BHP: ±6400 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length WEIGHT Grade Thread Collapse Burst TensileSize
(psi) a (psi) b (1K lbs) c

Existing 0-3473' 7" 26 HCP-110 LTC 6230 7968

Existing 3473-7300' 7" 29 HCP-110 LTC 11,220 8976

Production 6" 6100 - 9552' 4-1/2" 13.5 HCP-110 BTC 11,250/1.8 12,410/2.0 448/3.0

Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.
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Sundry Number: 41094 API Well Number: 43019314470000
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CANE CREEK 24-1 H4 RE3
SEC 24 / T26S / R19E, 682' FNL & 2829' FEL

GRAND COUNTY, UTAH
5. Float Equipment:

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to liner hanger. Thread lock float shoe, top
and bottom of float collar, and top of 2"" joint. Two centralizers on the shoe joint, then 1 every joint to ±

6,350'.

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP_ OWR
6100'- TD Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Production Hole Procedure (6,500' - TD): Anticipated mud weight 12.5 - 16.5 ppg depending on
actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. EVALUATION PROGRAM:

Mud Logs: Mud log from Exit to TD.
Open-hole Logs: Triple-Combo, OBMI- depending on well conditions

8. CEMENT PROGRAM:

Production Hole Procedure (±6,100- TD):

Lead: NA
Tail: 225 sks Weighted Class G cement + 75 pps Hematite + LCM. Yield = 1.73 ft3/sk @ 18.00 ppg.

Note: The above number of sacks is based on gauge-hole calculation, 30% excess.
Final Cement volumes will be based upon gauge-hole plus 30% excess and the actual
depth drilled to.

ALL INFORMATION IS CONFIDENTIAL
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10. ABNORMAL CONDITIONS:

Production Hole (6100± - TD):
Lost circulation zones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.

(Attachment: BOP Schematic Diagram)

ALL INFORMATION IS CONFIDENTIAL
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'"TE.."""T' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Repon ---c=---

{Def Plan}

Report Datet Jurm 20, 2013 · 02.01 PM Survey I DLS Computation: Minirnum Cmvalute I L inkl
Cient: Fidelity Explorationa ProddelionCo. VerticalsectionAvimulha 332.594 * (Trus North}
Fierda Grand county.UT Verticalsootlanorigin: 0.000 R, 0.000 fi

Structure ISint:
I MalEy Seo 2d T288 R10E(Cana Creek Unil24·1) / Carta Creek Unh TVOAeferenenDaturn: RKB

Well: Carm Creek Unit 424-1 TVD Referenen Elevation: 0074,000N atxwe MeanSea Lwel
Borehole: STG3 seabedI Ground Elevation: 6051.000 R abtwe Maan Sea Level
UWI I APli: Unkumun / Unknown Magnellu Declinglion: 10.785 "
Survey Name 000 24-1RE3AR2mth 2Djun13 Total Gravity Field strength: 998.7805mgn {9.80665 Based)
Survey Date: Jurm10, 2013 Totui MagnetteFieldStrengih: 51208227 DT
fori I AHDI DDII ERDRatio: 99 826 = | 2861.562 ft / 5 581 I C401 Mag notic Dip Angh: 64.561 =

Coordingle Reference Bystem: NA027 UlahskduPlane.Cenba1Zone,USFest Doollnallon Date: June 10, 2013
LoomilonLail Long: N 3Er 31 56.27388", W 109= 46'23.97297 Magnetic Declination Model: BGGM 2013
Location GWd f&E YlX: N77241.700ftUS,E 2494005.00DflUS WorthAufstence: Tale Notin
CASGrid Convergeten Angle: 1,1001 · Grid convergenceused: 0.0000•

Grid Scate Factor- 1.00015465 I Corr Rag North+True 10.7852·

Local Coord Referenced To: WellHead

MD [nci ArimTrus TVD vsEC NS EW DLS Northing Easling LulRude Longnude
Comrnants

(it) (*) ("þ (II) (ft) (ft) (tt) (41001!) (†LUS) (ftBS) (!¥8"") (EIW"")
Surface 0.00 0 00 0 DD -0.01 3.01 2.59 ·1.54 N/A 77244.28 2494003.41 N 38 31 66.30 W 109 46 23.99

500.00 0 69 329 22 499.98 6.01 5.17 -3.08 0.14 T1246.81 2494001.82 N 38 31 56.32 W 109 46 24.01
1000.00 0 27 35354 999.96 10.12 B.B3 -4./6 0.09 77250.&I 2494000.07 N 38 31 88.38 W 109 48 24.02
1500.00 0.27 30579 1499,96 12.27 10.79 -5.84 0.04 77262.28 2493999.95 N 38 31 58.38 W 109 46 24.05
2000,00 0 44 226 21 1990.95 15.23 13.07 -7.87 0.04 77254.ô2 2493995.88 N SS 31 56.40 W 109 46 24.07
2500.00 0 19 261 43 2499.94 17.40 14.55 -9.75 0.08 77256.05 2493994.97 N 88 31 56.42 W 109 46 24,10
3000.01 0 17 102.58 2999.94 17,19 14-28 -9.86 0.07 77258.77 2493994,80 N 38 31 56.41 W 10948 24.10
3500.01 0.33 200 04 3499.94 17.59 14.35 -10.54 0.10 77965.85 2493994.19 N SS 31 66.42 W 109 46 24.11
4000.01 0 14 98 26 2999.94 18.12 14.54 ,11.35 0.09 T7255.02 2493993.37 N 38 31 56.42 W 109 46 24.12
4500.01 0 76 274.SB 4499.93 19.55 14.74 -14.06 0.18 77266.17 2493990.66 N ss31 66.42 W 100 48 24.15
5000.01 1 28 3$2.94 4999.81 20,66 20.55 -18.04 0.97 77261.90 2493985.66 N 38 31 66.49 W 109 46 24.20
5600,01 6 26 13.57 5498.64 52.30 52.61 -12.33 1.02 77284.07 2493991.85 N 38 31 56.79 W 109 46 24.13
6DDD.01 5 24 3.29 5996.13 92.60 101.91 -4.62 0.29 77343.52 2493998.41 N SE 31 57.28 W 109 46 24.03
6100.01 4.89 9.00 6095.74 99.9E 110.58 -3.69 0.61 77562.30 2493999,17 N 38 31 87.37 W 100 4524.02
E200.01 5.00 8.08 GW5.37 1DB,94 110-20 -2.41 0.14 77360.8E 2494000.28 N 38 31 57.45 W 109 48 24.00

Tie1nloOH 6300.01 5 02 8.86 6295.00 111.10 12628 0.26 N/A 77368.98 2494002.83 N 38 31 SF.51 W 109 46 23.97
KOP, Build B"ttoD 8350.00 502 6.56 6344.79 117.73 132.21 -0.79 0.00 77373.89 2494001.66 N SS 31 57.58 W 109 46 23.98

6400.00 7 T1 339.73 6304.49 119.90 134.01 -0.16 0.00 77375,66 249400223 N 30 31 67.61 W 109 45 22.98

6432.22 10 00 331-27 6426.31 127.86 142.05 -3.80 8,00 77383.67 2493908,45 N 28 31 57.68 W 109 46 24.02

KOP, Build 10"|100 6655.82 10 00 33127 6646.53 166 68 176.10 -22.4/ 0.00 77417.36 2493979.13 N SS 31 68.01 W 109 46 24.28
6700.00 14,42 331.27 6689.70 17301 181.71 -28.41 10,00 77422.91 2423978.00 N 38 3168.07 W 100 48 24.29
6800.00 24,42 331.27 6783,89 208 20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 45 24.49
6000.00 34.42 331.27 6870.89 255 24 253.84 -64.95 10.00 77494.28 2493935.15 N 38 31 58.70 W 109 46 24.79
7000.00 44.42 33117 6948.04 318 64 309.46 -96.43 10.00 77549.30 2493903.60 N se 31 69,33 W 109 46 25.17
7100.00 54.42 331-27 1013,02 394 47 375.95 ·131.88 10.00 77615.11 2493865.88 N 38 31 59.99 W 109 40 25.63
7200.00 64.42 331.27 7063.83 460 43 451.35 -173.21 10.00 77689.70 2493823.09 N 38 32 0.74 W 109 46 26.16
7300.00 74.42 33127 7098.94 573.90 633.36 218.14 10.00 77710.82 2493T/6.57 N 88 32 1.68 W 1004828.72
7400.00 84.42 33127 7117.29 672.06 810 44 285.23 10.00 77868.00 2493727.72 N 3832 2.40 W 10G46 27.31

LarxlingPoini 7456.83 90,00 W127 7119.99 130.78 670.91 293.66 10.00 77900.92 2493600.40 N 38 32 2.91 W 109 46 27.67
U -1RE3A

9SS1.95 90.00 33127 7120,00 2823.34 250647 -1299.55 0.00 79723.00 2482657.10 N 383221.05 W1094640.33

Survey Type: Del Plan

Survey Error Model: ISCWSA Rev 0 " 3 O95.00% Confidence 2.7956 sigma
surveyProgrum:

Description MD Fr MDT4 EO req Holn$tte Casing D
Survey Tool Type Borehole i Survey

0.000 23.000 Aci Sins 30.000 30.000 SLB BLIND+TREND-Deplh Only OH/ OHDeli e (Pojected-

23.000 500.001 180.426 30.000 80.000 SLB.BLIND+TREND OH / OH Deli ve (ProÏected-

500.001 500.001 AelSins 30.000 30.000 SLB_Bl.IND+TREND OH / OHDeflnliive
500.001 1000.002 1/98.425 3tt000 30.000 SLB MWD-STO OR / OH Det1nlIWe

1000.002 1000.002 ActSins 1000 1000 SLB MWD-STD OH / OH DeflnlIWe
1000002 1500.003 1/98.425 ADDD 20.000 SLB_MWD-STD ON/OHDM1nllwe
1500.005 1500.003 Aci Sins 30.000 30.000 SLB-MWD-STO CH / OH Dulnlilee
1500.003 2000.004 1/98.425 30.0DD 30.000 SLB_MWD-STD ORIOHDot1nliive
2000.004 2000.004 ACISins 2000 2000 SLB_MWD-STD OH / OH Deflnliive
2000.004 2500.005 1/98.426 &000 30.000 SLB_MWD-STD CH / OH Definilive
2500.005 2500.005 Aci Sins 30.000 30.000 SLB.MWD-STD OH / OH DM1nliive
2500.005 3000.005 1mB 425 30.000 30.000 SLB_MWD-STD OR / OH Dat1nliive
3000.000 3000,005 Aci Sins MOOD 1000 SLB_MWD-STD OH / OH Definitive
2000.005 3500.007 1/98428 30.000 30.000 SLB_MWD-STD ORIOHDefinliwe
3500.007 3500.007 Aci Sins 30.000 30.000 SLB_MWD-STD OR / OH Det1nliive
3500.007 4000.008 1/98 425 30.000 30.000 ELB,_MWD·STD OH / OH Definliive
4000.008 4000.008 M Sins 1000 1000 ELB_MWD-STD OH/ OH DefinlIWe
4000.008 4500.009 1/96 425 30.000 30.000 SLB_MWD-STD 08 / OHDelnliive
4500.009 4500,009 Act Sins 30.000 30.000 SLB MWD-STD OH I GH Deflnliive
4500.009 5000,010 1/98 425 1000 1000 SLB,MWD-STD ON / OH Detlnliive
5000.010 5000.010 Ael Sins 30.000 30.000 SLB_MWD-STD CH / OHDellnliive
5000.010 5500.011 1/88426 30.000 30.000 SLB.MWD-STD OH/0HDeflnliive
5600,011 5600.011 Ael Sins 3D,0DD 30.000 SLB MWD-STD OH / OH Definliive
6500.011 8000.012 1/98 425 30.000 1000 SLB_MWO-STD OH / OH Definfilve
6000.012 6300.013 Act Sins 80.000 30.000 SLB_MWD-STD CH / OH Ddinillee

8300.013 9551.948 11100-000 30.000 20.000 SLB MWD-STD STosiccu22 1 SAR2rmte

DrillingOffice 2.6.1166.0 s.Cane Creek Unit 424-1\STO3\CCU24-1RE3AA2 mdv 20Jun13 6/27/20137:18 AM Page 1 of

FIDELlTY PATRW
'"TE.."""T' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Repon ---c=---

{Def Plan}

Report Datet Jurm 20, 2013 · 02.01 PM Survey I DLS Computation: Minirnum Cmvalute I L inkl
Cient: Fidelity Explorationa ProddelionCo. VerticalsectionAvimulha 332.594 * (Trus North}
Fierda Grand county.UT Verticalsootlanorigin: 0.000 R, 0.000 fi

Structure ISint:
I MalEy Seo 2d T288 R10E(Cana Creek Unil24·1) / Carta Creek Unh TVOAeferenenDaturn: RKB

Well: Carm Creek Unit 424-1 TVD Referenen Elevation: 0074,000N atxwe MeanSea Lwel
Borehole: STG3 seabedI Ground Elevation: 6051.000 R abtwe Maan Sea Level
UWI I APli: Unkumun / Unknown Magnellu Declinglion: 10.785 "
Survey Name 000 24-1RE3AR2mth 2Djun13 Total Gravity Field strength: 998.7805mgn {9.80665 Based)
Survey Date: Jurm10, 2013 Totui MagnetteFieldStrengih: 51208227 DT
fori I AHDI DDII ERDRatio: 99 826 = | 2861.562 ft / 5 581 I C401 Mag notic Dip Angh: 64.561 =

Coordingle Reference Bystem: NA027 UlahskduPlane.Cenba1Zone,USFest Doollnallon Date: June 10, 2013
LoomilonLail Long: N 3Er 31 56.27388", W 109= 46'23.97297 Magnetic Declination Model: BGGM 2013
Location GWd f&E YlX: N77241.700ftUS,E 2494005.00DflUS WorthAufstence: Tale Notin
CASGrid Convergeten Angle: 1,1001 · Grid convergenceused: 0.0000•

Grid Scate Factor- 1.00015465 I Corr Rag North+True 10.7852·

Local Coord Referenced To: WellHead

MD [nci ArimTrus TVD vsEC NS EW DLS Northing Easling LulRude Longnude
Comrnants

(it) (*) ("þ (II) (ft) (ft) (tt) (41001!) (†LUS) (ftBS) (!¥8"") (EIW"")
Surface 0.00 0 00 0 DD -0.01 3.01 2.59 ·1.54 N/A 77244.28 2494003.41 N 38 31 66.30 W 109 46 23.99

500.00 0 69 329 22 499.98 6.01 5.17 -3.08 0.14 T1246.81 2494001.82 N 38 31 56.32 W 109 46 24.01
1000.00 0 27 35354 999.96 10.12 B.B3 -4./6 0.09 77250.&I 2494000.07 N 38 31 88.38 W 109 48 24.02
1500.00 0.27 30579 1499,96 12.27 10.79 -5.84 0.04 77262.28 2493999.95 N 38 31 58.38 W 109 46 24.05
2000,00 0 44 226 21 1990.95 15.23 13.07 -7.87 0.04 77254.ô2 2493995.88 N SS 31 56.40 W 109 46 24.07
2500.00 0 19 261 43 2499.94 17.40 14.55 -9.75 0.08 77256.05 2493994.97 N 88 31 56.42 W 109 46 24,10
3000.01 0 17 102.58 2999.94 17,19 14-28 -9.86 0.07 77258.77 2493994,80 N 38 31 56.41 W 10948 24.10
3500.01 0.33 200 04 3499.94 17.59 14.35 -10.54 0.10 77965.85 2493994.19 N SS 31 66.42 W 109 46 24.11
4000.01 0 14 98 26 2999.94 18.12 14.54 ,11.35 0.09 T7255.02 2493993.37 N 38 31 56.42 W 109 46 24.12
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6DDD.01 5 24 3.29 5996.13 92.60 101.91 -4.62 0.29 77343.52 2493998.41 N SE 31 57.28 W 109 46 24.03
6100.01 4.89 9.00 6095.74 99.9E 110.58 -3.69 0.61 77562.30 2493999,17 N 38 31 87.37 W 100 4524.02
E200.01 5.00 8.08 GW5.37 1DB,94 110-20 -2.41 0.14 77360.8E 2494000.28 N 38 31 57.45 W 109 48 24.00
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7200.00 64.42 331.27 7063.83 460 43 451.35 -173.21 10.00 77689.70 2493823.09 N 38 32 0.74 W 109 46 26.16
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5000.010 5500.011 1/88426 30.000 30.000 SLB.MWD-STD OH/0HDeflnliive
5600,011 5600.011 Ael Sins 3D,0DD 30.000 SLB MWD-STD OH / OH Definliive
6500.011 8000.012 1/98 425 30.000 1000 SLB_MWO-STD OH / OH Definfilve
6000.012 6300.013 Act Sins 80.000 30.000 SLB_MWD-STD CH / OH Ddinillee

8300.013 9551.948 11100-000 30.000 20.000 SLB MWD-STD STosiccu22 1 SAR2rmte
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{Def Plan}

Report Datet Jurm 20, 2013 · 02.01 PM Survey I DLS Computation: Minirnum Cmvalute I L inkl
Cient: Fidelity Explorationa ProddelionCo. VerticalsectionAvimulha 332.594 * (Trus North}
Fierda Grand county.UT Verticalsootlanorigin: 0.000 R, 0.000 fi

Structure ISint:
I MalEy Seo 2d T288 R10E(Cana Creek Unil24·1) / Carta Creek Unh TVOAeferenenDaturn: RKB

Well: Carm Creek Unit 424-1 TVD Referenen Elevation: 0074,000N atxwe MeanSea Lwel
Borehole: STG3 seabedI Ground Elevation: 6051.000 R abtwe Maan Sea Level
UWI I APli: Unkumun / Unknown Magnellu Declinglion: 10.785 "
Survey Name 000 24-1RE3AR2mth 2Djun13 Total Gravity Field strength: 998.7805mgn {9.80665 Based)
Survey Date: Jurm10, 2013 Totui MagnetteFieldStrengih: 51208227 DT
fori I AHDI DDII ERDRatio: 99 826 = | 2861.562 ft / 5 581 I C401 Mag notic Dip Angh: 64.561 =

Coordingle Reference Bystem: NA027 UlahskduPlane.Cenba1Zone,USFest Doollnallon Date: June 10, 2013
LoomilonLail Long: N 3Er 31 56.27388", W 109= 46'23.97297 Magnetic Declination Model: BGGM 2013
Location GWd f&E YlX: N77241.700ftUS,E 2494005.00DflUS WorthAufstence: Tale Notin
CASGrid Convergeten Angle: 1,1001 · Grid convergenceused: 0.0000•

Grid Scate Factor- 1.00015465 I Corr Rag North+True 10.7852·

Local Coord Referenced To: WellHead

MD [nci ArimTrus TVD vsEC NS EW DLS Northing Easling LulRude Longnude
Comrnants

(it) (*) ("þ (II) (ft) (ft) (tt) (41001!) (†LUS) (ftBS) (!¥8"") (EIW"")
Surface 0.00 0 00 0 DD -0.01 3.01 2.59 ·1.54 N/A 77244.28 2494003.41 N 38 31 66.30 W 109 46 23.99

500.00 0 69 329 22 499.98 6.01 5.17 -3.08 0.14 T1246.81 2494001.82 N 38 31 56.32 W 109 46 24.01
1000.00 0 27 35354 999.96 10.12 B.B3 -4./6 0.09 77250.&I 2494000.07 N 38 31 88.38 W 109 48 24.02
1500.00 0.27 30579 1499,96 12.27 10.79 -5.84 0.04 77262.28 2493999.95 N 38 31 58.38 W 109 46 24.05
2000,00 0 44 226 21 1990.95 15.23 13.07 -7.87 0.04 77254.ô2 2493995.88 N SS 31 56.40 W 109 46 24.07
2500.00 0 19 261 43 2499.94 17.40 14.55 -9.75 0.08 77256.05 2493994.97 N 88 31 56.42 W 109 46 24,10
3000.01 0 17 102.58 2999.94 17,19 14-28 -9.86 0.07 77258.77 2493994,80 N 38 31 56.41 W 10948 24.10
3500.01 0.33 200 04 3499.94 17.59 14.35 -10.54 0.10 77965.85 2493994.19 N SS 31 66.42 W 109 46 24.11
4000.01 0 14 98 26 2999.94 18.12 14.54 ,11.35 0.09 T7255.02 2493993.37 N 38 31 56.42 W 109 46 24.12
4500.01 0 76 274.SB 4499.93 19.55 14.74 -14.06 0.18 77266.17 2493990.66 N ss31 66.42 W 100 48 24.15
5000.01 1 28 3$2.94 4999.81 20,66 20.55 -18.04 0.97 77261.90 2493985.66 N 38 31 66.49 W 109 46 24.20
5600,01 6 26 13.57 5498.64 52.30 52.61 -12.33 1.02 77284.07 2493991.85 N 38 31 56.79 W 109 46 24.13
6DDD.01 5 24 3.29 5996.13 92.60 101.91 -4.62 0.29 77343.52 2493998.41 N SE 31 57.28 W 109 46 24.03
6100.01 4.89 9.00 6095.74 99.9E 110.58 -3.69 0.61 77562.30 2493999,17 N 38 31 87.37 W 100 4524.02
E200.01 5.00 8.08 GW5.37 1DB,94 110-20 -2.41 0.14 77360.8E 2494000.28 N 38 31 57.45 W 109 48 24.00

Tie1nloOH 6300.01 5 02 8.86 6295.00 111.10 12628 0.26 N/A 77368.98 2494002.83 N 38 31 SF.51 W 109 46 23.97
KOP, Build B"ttoD 8350.00 502 6.56 6344.79 117.73 132.21 -0.79 0.00 77373.89 2494001.66 N SS 31 57.58 W 109 46 23.98

6400.00 7 T1 339.73 6304.49 119.90 134.01 -0.16 0.00 77375,66 249400223 N 30 31 67.61 W 109 45 22.98

6432.22 10 00 331-27 6426.31 127.86 142.05 -3.80 8,00 77383.67 2493908,45 N 28 31 57.68 W 109 46 24.02

KOP, Build 10"|100 6655.82 10 00 33127 6646.53 166 68 176.10 -22.4/ 0.00 77417.36 2493979.13 N SS 31 68.01 W 109 46 24.28
6700.00 14,42 331.27 6689.70 17301 181.71 -28.41 10,00 77422.91 2423978.00 N 38 3168.07 W 100 48 24.29
6800.00 24,42 331.27 6783,89 208 20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 45 24.49
6000.00 34.42 331.27 6870.89 255 24 253.84 -64.95 10.00 77494.28 2493935.15 N 38 31 58.70 W 109 46 24.79
7000.00 44.42 33117 6948.04 318 64 309.46 -96.43 10.00 77549.30 2493903.60 N se 31 69,33 W 109 46 25.17
7100.00 54.42 331-27 1013,02 394 47 375.95 ·131.88 10.00 77615.11 2493865.88 N 38 31 59.99 W 109 40 25.63
7200.00 64.42 331.27 7063.83 460 43 451.35 -173.21 10.00 77689.70 2493823.09 N 38 32 0.74 W 109 46 26.16
7300.00 74.42 33127 7098.94 573.90 633.36 218.14 10.00 77710.82 2493T/6.57 N 88 32 1.68 W 1004828.72
7400.00 84.42 33127 7117.29 672.06 810 44 285.23 10.00 77868.00 2493727.72 N 3832 2.40 W 10G46 27.31

LarxlingPoini 7456.83 90,00 W127 7119.99 130.78 670.91 293.66 10.00 77900.92 2493600.40 N 38 32 2.91 W 109 46 27.67
U -1RE3A

9SS1.95 90.00 33127 7120,00 2823.34 250647 -1299.55 0.00 79723.00 2482657.10 N 383221.05 W1094640.33

Survey Type: Del Plan

Survey Error Model: ISCWSA Rev 0 " 3 O95.00% Confidence 2.7956 sigma
surveyProgrum:

Description MD Fr MDT4 EO req Holn$tte Casing D
Survey Tool Type Borehole i Survey

0.000 23.000 Aci Sins 30.000 30.000 SLB BLIND+TREND-Deplh Only OH/ OHDeli e (Pojected-

23.000 500.001 180.426 30.000 80.000 SLB.BLIND+TREND OH / OH Deli ve (ProÏected-

500.001 500.001 AelSins 30.000 30.000 SLB_Bl.IND+TREND OH / OHDeflnliive
500.001 1000.002 1/98.425 3tt000 30.000 SLB MWD-STO OR / OH Det1nlIWe

1000.002 1000.002 ActSins 1000 1000 SLB MWD-STD OH / OH DeflnlIWe
1000002 1500.003 1/98.425 ADDD 20.000 SLB_MWD-STD ON/OHDM1nllwe
1500.005 1500.003 Aci Sins 30.000 30.000 SLB-MWD-STO CH / OH Dulnlilee
1500.003 2000.004 1/98.425 30.0DD 30.000 SLB_MWD-STD ORIOHDot1nliive
2000.004 2000.004 ACISins 2000 2000 SLB_MWD-STD OH / OH Deflnliive
2000.004 2500.005 1/98.426 &000 30.000 SLB_MWD-STD CH / OH Definilive
2500.005 2500.005 Aci Sins 30.000 30.000 SLB.MWD-STD OH / OH DM1nliive
2500.005 3000.005 1mB 425 30.000 30.000 SLB_MWD-STD OR / OH Dat1nliive
3000.000 3000,005 Aci Sins MOOD 1000 SLB_MWD-STD OH / OH Definitive
2000.005 3500.007 1/98428 30.000 30.000 SLB_MWD-STD ORIOHDefinliwe
3500.007 3500.007 Aci Sins 30.000 30.000 SLB_MWD-STD OR / OH Det1nliive
3500.007 4000.008 1/98 425 30.000 30.000 ELB,_MWD·STD OH / OH Definliive
4000.008 4000.008 M Sins 1000 1000 ELB_MWD-STD OH/ OH DefinlIWe
4000.008 4500.009 1/96 425 30.000 30.000 SLB_MWD-STD 08 / OHDelnliive
4500.009 4500,009 Act Sins 30.000 30.000 SLB MWD-STD OH I GH Deflnliive
4500.009 5000,010 1/98 425 1000 1000 SLB,MWD-STD ON / OH Detlnliive
5000.010 5000.010 Ael Sins 30.000 30.000 SLB_MWD-STD CH / OHDellnliive
5000.010 5500.011 1/88426 30.000 30.000 SLB.MWD-STD OH/0HDeflnliive
5600,011 5600.011 Ael Sins 3D,0DD 30.000 SLB MWD-STD OH / OH Definliive
6500.011 8000.012 1/98 425 30.000 1000 SLB_MWO-STD OH / OH Definfilve
6000.012 6300.013 Act Sins 80.000 30.000 SLB_MWD-STD CH / OH Ddinillee

8300.013 9551.948 11100-000 30.000 20.000 SLB MWD-STD STosiccu22 1 SAR2rmte
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6800.00 24,42 331.27 6783,89 208 20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 45 24.49
6000.00 34.42 331.27 6870.89 255 24 253.84 -64.95 10.00 77494.28 2493935.15 N 38 31 58.70 W 109 46 24.79
7000.00 44.42 33117 6948.04 318 64 309.46 -96.43 10.00 77549.30 2493903.60 N se 31 69,33 W 109 46 25.17
7100.00 54.42 331-27 1013,02 394 47 375.95 ·131.88 10.00 77615.11 2493865.88 N 38 31 59.99 W 109 40 25.63
7200.00 64.42 331.27 7063.83 460 43 451.35 -173.21 10.00 77689.70 2493823.09 N 38 32 0.74 W 109 46 26.16
7300.00 74.42 33127 7098.94 573.90 633.36 218.14 10.00 77710.82 2493T/6.57 N 88 32 1.68 W 1004828.72
7400.00 84.42 33127 7117.29 672.06 810 44 285.23 10.00 77868.00 2493727.72 N 3832 2.40 W 10G46 27.31

LarxlingPoini 7456.83 90,00 W127 7119.99 130.78 670.91 293.66 10.00 77900.92 2493600.40 N 38 32 2.91 W 109 46 27.67
U -1RE3A

9SS1.95 90.00 33127 7120,00 2823.34 250647 -1299.55 0.00 79723.00 2482657.10 N 383221.05 W1094640.33

Survey Type: Del Plan

Survey Error Model: ISCWSA Rev 0 " 3 O95.00% Confidence 2.7956 sigma
surveyProgrum:

Description MD Fr MDT4 EO req Holn$tte Casing D
Survey Tool Type Borehole i Survey

0.000 23.000 Aci Sins 30.000 30.000 SLB BLIND+TREND-Deplh Only OH/ OHDeli e (Pojected-

23.000 500.001 180.426 30.000 80.000 SLB.BLIND+TREND OH / OH Deli ve (ProÏected-

500.001 500.001 AelSins 30.000 30.000 SLB_Bl.IND+TREND OH / OHDeflnliive
500.001 1000.002 1/98.425 3tt000 30.000 SLB MWD-STO OR / OH Det1nlIWe

1000.002 1000.002 ActSins 1000 1000 SLB MWD-STD OH / OH DeflnlIWe
1000002 1500.003 1/98.425 ADDD 20.000 SLB_MWD-STD ON/OHDM1nllwe
1500.005 1500.003 Aci Sins 30.000 30.000 SLB-MWD-STO CH / OH Dulnlilee
1500.003 2000.004 1/98.425 30.0DD 30.000 SLB_MWD-STD ORIOHDot1nliive
2000.004 2000.004 ACISins 2000 2000 SLB_MWD-STD OH / OH Deflnliive
2000.004 2500.005 1/98.426 &000 30.000 SLB_MWD-STD CH / OH Definilive
2500.005 2500.005 Aci Sins 30.000 30.000 SLB.MWD-STD OH / OH DM1nliive
2500.005 3000.005 1mB 425 30.000 30.000 SLB_MWD-STD OR / OH Dat1nliive
3000.000 3000,005 Aci Sins MOOD 1000 SLB_MWD-STD OH / OH Definitive
2000.005 3500.007 1/98428 30.000 30.000 SLB_MWD-STD ORIOHDefinliwe
3500.007 3500.007 Aci Sins 30.000 30.000 SLB_MWD-STD OR / OH Det1nliive
3500.007 4000.008 1/98 425 30.000 30.000 ELB,_MWD·STD OH / OH Definliive
4000.008 4000.008 M Sins 1000 1000 ELB_MWD-STD OH/ OH DefinlIWe
4000.008 4500.009 1/96 425 30.000 30.000 SLB_MWD-STD 08 / OHDelnliive
4500.009 4500,009 Act Sins 30.000 30.000 SLB MWD-STD OH I GH Deflnliive
4500.009 5000,010 1/98 425 1000 1000 SLB,MWD-STD ON / OH Detlnliive
5000.010 5000.010 Ael Sins 30.000 30.000 SLB_MWD-STD CH / OHDellnliive
5000.010 5500.011 1/88426 30.000 30.000 SLB.MWD-STD OH/0HDeflnliive
5600,011 5600.011 Ael Sins 3D,0DD 30.000 SLB MWD-STD OH / OH Definliive
6500.011 8000.012 1/98 425 30.000 1000 SLB_MWO-STD OH / OH Definfilve
6000.012 6300.013 Act Sins 80.000 30.000 SLB_MWD-STD CH / OH Ddinillee

8300.013 9551.948 11100-000 30.000 20.000 SLB MWD-STD STosiccu22 1 SAR2rmte
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A 9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Sundry Number: 41094 API Well Number: 43019314470000

FIDELITY PMWINDER
'""¾""*22"' CCU 24-1RE3A R2 mdv 20Jun13 Proposal Geodetic Report -.m.,c.-

(Def Plan)

Report Date: June 20, 2013 - 02:01 PM Survey/ DLS Computation: Minimum Curvature I Lubinski
Client: Fidelity Exploration & Production Co. Vertical sectionAzimuth: 332.594°(True North)
Field: Grand County, UT Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot:
Fidelity Sec 24 T26S R19E (Cana Creek Uni!24-1) I Cane Creek Unit TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVDReference Elevation: 6074.000 ft above Mean Sea Level
Borehole: STD3 Seabed I Ground Elevation: 6051.000 ft above Mean Sea Level
UWI / API : Unknown / Unknown Magnetic Declinatîon: 10.785°

Survey Name: CCU 24-1RE3A R2 mdv 2OJun13 Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: June 10, 2013 Total Magnetic Fîeid Strength: 51208.227 nT
Tort I AHD I DDII ERD Ratio: 99.528 * / 2851.562 fl / 5.681 / 0.401 Magnetic Dip Angle: 64.561 *

Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Declination Date: June 10, 2013
Location Lat I Long: N 38° 31' 56.27368", W 109°46'23.97297° Magnetic Declination Modeh BGGM 2013
Location Grid NIEYTX: N 77241.700 ftUS, E 2494005,000f!US North Reference: True North
CRS Grid Convergence Angle: 1.1061 * Grid Convergence Used: 0.0000 "
Grid Scale Factor: t00015465 Tot rr Mag North->True

10.7852 *

Local coord Referenced To: Well Head

MD IncI AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments

(ft} (") (*) (ft) (ft} (ft) (ft) (°/10011} (ftUS) (ftUS) (N/S'"3 (E/W••")

Surface 0.00 0 00 0 00 -0.01 3.01 2.59 -1.54 N/A 77244.26 2494003.41 N 38 31 56.30 W 109 46 23.99
600.00 0.69 329.22 499.98 6.01 5.17 -3 08 0.14 77246.81 2494001.82 N 38 31 56.32 W 109 46 24.01

1000,00 0.27 353.54 999.96 10.12 8.93 -4 75 0.09 77250.54 2494000.07 N 38 31 56.36 W 109 46 24.03
1500.00 0.27 305.79 1499.98 12.27 10.79 -5 84 0.04 T7252.38 2493998.95 N 38 31 56.38 W 109 46 24.05
2000.00 0.44 326.21 1999.95 16.23 13.07 -7 87 0.04 77254.62 2493996.88 N 38 31 56.40 W 109 46 24.07
2500.00 0.19 261.43 2499.94 17.40 14.55 -975 0.08 77256.06 2493994.97 N 383156.42 W1094624.10
3000.01 0.17 102.58 2999.94 17.19 14.26 -985 0.07 77255.TT 2493994.88 N 383156.41 W1094624.10
3500.01 0.33 280.04 3499.94 17.59 14.35 -10 54 0.10 T7255.85 2493994.18 N 38 31 56.42 W 109 46 24.11
4000.01 0.14 96.26 3999.94 18.13 14.54 -1135 0.09 T/256.02 2493993.37 N 383156.42 W1094624.12
4500.01 0.76 274.68 4499.93 19.55 14,74 -14.05 0.18 77256.17 2493990.66 N 38 31 56.42 W 109 4624.15
5000.01 1.28 352.94 4999.87 26.55 20.55 -18.04 0.27 T7261.90 2493986.56 N 38 31 56.48 W 109 46 24.20
5500.01 6.26 13.57 5498.64 52.39 52.61 -12.33 1.02 77294.07 2493991.65 N 38 31 56.79 W 109 46 24.13
6000.01 5.24 3.29 5996.13 92.60 101.91 -4.62 0.29 T/343.52 2493998.41 N 38 31 57.28 W 109 46 24,03
6100.01 4.89 9.00 6095.74 99.96 110.68 -3.69 0.61 77352.30 2493999.17 N 38 31 5L37 W 109 46 24.02
6200.01 5.00 8.08 6195.37 106.94 119 20 -2.41 0.14 T/360.85 2494000.28 N 38 31 57.45 W 109 46 24.00

Tie into OH 6300.01 5.02 6.66 6295.00 111.10 12S 28 0.25 N/A 77366.98 2494002.83 N 38 31 57.51 W 109 46 23.97
KOP, Build 89100' 6350.00 5.02 6.66 6344.79 117.73 132 21 -0.79 0.00 T/373.89 2494001.66 N 38 31 57.58 W 109 46 23.98

6400.00 7.77 339.73 6394.49 119.90 134 97 -0.1ß 8.00 77376.66 2494002.23 N 38 31 57.61 W 109 46 23.98

6432,22 10.00 331.27 6426.31 127.86 142.05 -3.80 8.00 T7383.67 2493998.45 N 38 31 57.6B W 109 46 24.02

KOP, Build 109100 6655.83 10.00 33127 6646.53 166.68 176.10 22.47 0.00 77417.36 2493979.13 N 38 31 58.01 W 109 46 24,26
6700.00 14.42 33127 6689.70 173.01 181.71 25.41 10.00 T/422.91 2493976.08 N 3B 31 58.07 W 109 46 2429
6800.00 24.42 331.27 6783.89 206.20 210.82 41.37 10.00 77451.72 2493959.56 N 38 31 58.36 W 109 46 24.49
6900.00 34.42 331.27 6870.89 255.24 253.84 64.95 10.00 77494.28 2493935.15 N 38 31 58.78 W 109 46 24.79
7000.00 44.42 331.27 6948.04 318.64 309.45 95.43 10.00 77549.30 2493903.60 N 3B3159.33W109462S.17
7100.00 54.42 33127 7013.02 394.47 375.96 -131,88 10.00 77615.11 2493865,86 N 38 31 59.99 W 109 46 25.63
7200.00 64.42 331.27 7063.83 480.43 451.36 -17321 10.00 776B9.70 2493823,09 N 38 32 0.74 W 109 46 28.15
7300.00 74.42 331.27 7098.94 573.90 533.35 218.14 10.00 7T770.82 2493T/6.57 N 38 32 1.55 W 109 46 26.72
7400.00 84.42 331.27 7117.29 672.05 619.44 -265 33 10.00 77856.00 2493727.72 N 38 32 2.40 W 109 46 27.31

Landing Point 7455.83 90.00 331.27 7119.99 730.78 670.91 -293 66 10.00 77906.92 2493698.40 N 3B 32 2.91 W 109 46 27.67
CCU 24 TRE3A

9551.95 90.00 331.27 7120.00 282134 2506.47 -1299 55 0.00 79723.00 2492657.10 N 38 32 21.05 W 109 46 40.33

Survey Type: Def Plan

surveyError Modet: iscWSA Rev 0 **3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD Fr MDTo EOU Freq Hole Sim Casing Diam Survey Tool Type Borehole I Survey

0.000 23.000 Act Stas 30.000 30.000 SLB BLIND+TREND-DepthOnly OH / OH Defi ve (Projected-

23.000 500.001 1/98.425 30.000 30 000 SLB_BLIND+TREND OH / OH Defi dive (Projec1ed-

500.001 500.001 ActSins 30.000 30000 SLB_BLlND+TREND OHIOHDefinitive
500.001 1000.002 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive

1000.002 1000.002 Act Sins 30.000 30.000 SLB_MWD-STD OH I OH Definitive
1000.002 1500.003 1/98.425 80.000 30.000 SLB_MWD-STD OHIOHDefinitive
1500,003 1500.003 Act Stns 30.000 30.000 SLB_MWD-STD OH / OH Definitive
1500.003 2000.004 1/98.425 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000,004 2000.004 ActStns 30.000 30.000 SLB_MWD-STD OH/OHDefinitive
2000.004 2500.005 1/98.425 30.000 30.000 SLELMWD-STD OH / OH Def1nitive
2500,005 2500.005 Act Stos 30.000 30.000 SLB_MWD-STD OH / OH Definitive
2500,005 3000.005 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3000,006 3000.005 Act Stns 30,000 30.000 SLB MWD-STD OH I CH Definkive
3000.006 3500.007 1/98.425 30.000 30.000 SLB_MWD-STD OHIOHDefinitive
3500.007 3500.007 Act Stns 30.000 30.000 SLB MWD-STD OH / OH Definitive
35Ð0,007 4000.003 1/98.425 30.000 30.000 SLBJAWD-STD OHIOHDefindive
4000.008 4000.008 ActStns 30.000 30.000 SLitMWD-STD OH/OHDefinitive
4000.008 45DO.009 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefindive
4500.009 4500.009 Act Sins 30 000 30.000 SLB_MWD-STD OH / OH Definitive
4500.009 5000.010 1/98.425 30000 30.000 SLB_MWD-STD OH/OHDefinitive
5000.010 5000.010 Act Stns 30 000 30.000 SLELMWD-STD OH / OH Definitive
5000.010 5500.011 1/98.425 30.000 30.000 SLB MWD-STD OHIOHDefinitive
5500.011 5500.011 Act Sins 30.000 30.000 SLB MWD-STD OH I OH DefinRive
5500.011 6000.012 1/98.425 30,000 30.000 SLELMWD-STD OHIOHDefinitive
6000.012 6300.013 ActSins 30000 30.000 SLS..MWD-STD OHIOHDefinitive

6300.013 9551.948 1/100.000 30.000 30.000 SLB.MWD-STD STO3 / CCU22 1RE3A R2 mdv
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Form 3160-5
(August 2007) UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to re-enter an

abandoned well.  Use form 3160-3 (APD) for such proposals.

FORM APPROVED
OMB NO. 1004-0135
Expires: July 31, 2010

5.  Lease Serial No.
UTU65973

6.  If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7.  If Unit or CA/Agreement, Name and/or No.
CANE CREEK UNIT

1.  Type of Well
Oil Well Gas Well Other

8. Well Name and No.
CANE CREEK UNIT 24-1

2.  Name of Operator
FIDELITY E & P COMPANY

Contact: JOY GARDNER
E-Mail: joy.gardner@fidelityepco.com

9.  API Well No.
43-019-31447

3a.  Address
1700 LINCOLN ST SUITE 2800
DENVER, CO  80203

3b.  Phone No. (include area code)
Ph:  720-956-5763

10.  Field and Pool, or Exploratory
CANE CREEK

4.  Location of Well (Footage, Sec., T., R., M., or Survey Description)

Sec 24 T26S R19E Mer 6PM NENW 682FNL 2829FEL

11.  County or Parish, and State

GRAND COUNTY, UT

12.  CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent

Subsequent Report

Final Abandonment Notice

Acidize
Alter Casing
Casing Repair
Change Plans
Convert to Injection

Deepen
Fracture Treat
New Construction
Plug and Abandon
Plug Back

Production (Start/Resume)
Reclamation
Recomplete
Temporarily Abandon
Water Disposal

Water Shut-Off
Well Integrity
Other

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA.  Required subsequent reports shall be filed within 30 days
following completion of the involved operations.  If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed.  Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry
#3 Lateral #4 and make it a producing well.
First, Reentry #2 Lateral #3 must be abandoned (see attached for current wellbore schematic).
Fidelity requests permission to pull tubing and set a retainer at +/-6430?. Squeeze 20 bbls of
class G cement below the retainer. Sting out and pump 4 bbls (115?) of class G cement on top of the
retainer. RDMO service rig.
MIRU drilling rig. Clean out cement to +/-6300?. Set whipstock and mill 6? window  in 7? casing.
Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656? MD, build a curve and land the sidetrack in the Clastic 18/19
formation at approximately 7456? MD/7120? TVD.
A 6? lateral will then be drilled per the attached directional plan to a TD of +/-9552? MD
Fidelity?s contact person for this program is Sr. Drilling Engineer Jody Robins at 720-917-3037

14.  I hereby certify that the foregoing is true and correct.
Electronic Submission #211927 verified by the BLM Well Information System

For FIDELITY E & P COMPANY,  sent to the Moab
Committed to AFMSS for processing by MARIE MCGANN on 06/28/2013 ()

Name (Printed/Typed) JOY GARDNER Title AUTHORIZED REPRESENTATIVE

Signature (Electronic Submission) Date 06/27/2013

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved By Title Date

Conditions of approval, if any, are attached.  Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

Form 3160-5
(August 2007) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135
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abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. I UnNEorCCRAEAEgreemNe, Name and/or No.

1. Type of Well 8. Well Name and No.

Oil Well O Gas Well O Other CANE CREEK UNIT 24-1

2. NamcofOperator Contact: JOY GARDNER 9. APIWellNo.
FIDELITY E & P COMPANY E-Mail: joy.gardner@fidelityepco.com 43-019-31447

3a. Address 3b. Phone No. (include arca code) 10. Field and Pool, or Exploratory
1700 LINCOLN ST SUITE 2800 Ph: 720-956-5763 CANE CREEK
DENVER, CO 80203

4. Location of Well (Footage. Sec.. T., R., M., or Surver Description) 11. County or Parish, and State

Sec 24 T26S R19E Mer 6PM NENW 682FNL 2829FEL GRAND COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
Notice of Intent

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
O Subsequent Report O Casing Repair O New Construction Recomplete O Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon

O Convert to Injection O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recompletc horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on tile with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry
#3 Lateral #4 and make it a producing well.
First, Reentry #2 Lateral #3 must be abandoned (see attached for current wellbore schematic).
Fidelity requests permission to pull tubing and set a retainer at +/-6430?. Squeeze 20 bbls of
class G cement below the retainer. Sting out and pump 4 bbls (115?) of class G cement on top of the
retainer. RDMO service rig.
MIRU drilling rig. Clean out cement to +/-6300?. Set whipstock and mill6? window in 7? casing.
Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656? MD, build a curve and land the sidetrack in the Clastic 18/19
formation at approximately 7456? MD/7120? TVD.
A 6? lateral will then be drilled per the attached directional plan to a TD of +/-9552? MD
Fidelity?s contact person for this program is Sr. Drilling Engineer Jody Robins at 720-917-3037

14. I hereby certify that the foregoing is true and correct.
Electronic Submission #211927 verified by the BLM Well Information System

For FIDELITY E & P COlk PANY, sent to the Moab
Committed to AFMSS for processin by MARIE MCGANN on 06/28/2013 ()

Name(Printed ped) JOY GARDNER Title AUTHORIZED REPRESENTATIVE

Signature (Electronic Submission) Date 06/27/2013

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved By_
_ _ _ _ _ _ _ _ _ _ _ _ _ _
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certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Ofñce

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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. O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
Notice of Intent

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
O Subsequent Report O Casing Repair O New Construction Recomplete O Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon

O Convert to Injection O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recompletc horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on tile with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

Fidelity would like to reenter the Cane Creek 24-1 well as per attached 8-pt plan to drill Reentry
#3 Lateral #4 and make it a producing well.
First, Reentry #2 Lateral #3 must be abandoned (see attached for current wellbore schematic).
Fidelity requests permission to pull tubing and set a retainer at +/-6430?. Squeeze 20 bbls of
class G cement below the retainer. Sting out and pump 4 bbls (115?) of class G cement on top of the
retainer. RDMO service rig.
MIRU drilling rig. Clean out cement to +/-6300?. Set whipstock and mill6? window in 7? casing.
Directional drilling tools will then be used to depart from the original wellbore, drill down to a
kick off point at approximately 6656? MD, build a curve and land the sidetrack in the Clastic 18/19
formation at approximately 7456? MD/7120? TVD.
A 6? lateral will then be drilled per the attached directional plan to a TD of +/-9552? MD
Fidelity?s contact person for this program is Sr. Drilling Engineer Jody Robins at 720-917-3037

14. I hereby certify that the foregoing is true and correct.
Electronic Submission #211927 verified by the BLM Well Information System

For FIDELITY E & P COlk PANY, sent to the Moab
Committed to AFMSS for processin by MARIE MCGANN on 06/28/2013 ()

Name(Printed ped) JOY GARDNER Title AUTHORIZED REPRESENTATIVE

Signature (Electronic Submission) Date 06/27/2013

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved By_
_ _ _ _ _ _ _ _ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Ofñce

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

donstaley
Highlight



PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .

PR3mKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/07/2013 API NO. ASSIGNED: 43-019-31447

WELL NAME: CANE CREEK 24-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 24 260S 190E .

Tech Review Initials Date
SURFACE: 0682 FNL 2829 FEL

BOTTOM: 1902 FSL 1225 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.53220 LONGITUDE: -109.77399

UTM SURF EASTINGS:606860 NORTHINGS: 4265579 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-65973 PROPOSED FORMATION: DSCR

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. ' Em d
Bond: Fed[1] Ind[] Sta[] Fee[]

Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

'No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

I Fee Surf Agreement (Y/N) Siting:

M Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: .



API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516

API Number: 4301931447
Well Name: CANE CREEK 24-1

Township T26.08 Range R19.0E Section 24
elo FLAT uNix 2 Meridian: SLBM
43019110D2

CANE CREEK1 ANE CREEK U 13-1 Opemlor FIDELITYE&PCOMPANY
4301931568

4301950014 Map Prepared:
Map Produced by Diana Mason

le

14

13

C A NE
MINGRAL CREEK

BIG FLAI+ CANYON U 1-14 |JN 1T -
UNIT1 4301931166 suvus

43019157774 acrue

essaimmes
wpPair

w-colmar
CANE CREEN U pim

4301931500
IG FLAT ceilecreek Xce.NE GREEK u 19 2

FP0igmin-L

UNIT4
BIG F LAT UNIT 3 CANE CREEK 24-1 Unil 24-2H 4&D19500t 3 ppm

4301911232
4301915778 4301931447 4301950034 enconoan

I
Location Map

24

23 I

¯
GANEoftEEN 30-1

25 4301931365 1,silo em o laanpun

| HOBSON USA 1
4an19ttW 1:12,516



State of Utah
4 x DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 15, 2013

Fidelity E&P Company
1700 Lincoln St, Ste 2800
Denver, CO 80203

Subject: Cane Creek 24-1 Well, Surface Location 682' FNL, 2829' FEL, NE NW, Sec. 24, T. 26
South, R. 19 East, Bottom Location 1902' FSL, 1225' FWL, NW SW. Sec. 13. T. 26
South, R. 19 East, Grand County, Utah

Ladies and Gentlemen:

Pursuant to Utah Code Ann.§40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill
the listed well. This permit is issued in accordance with the requirements of R649-3-2. The
expected producing formation or pool is the Desert Creek Formation(s), completion into any
other zones will require filing a Sundry Notice (Form 9). Completion and commingling of more
than one pool will require approval in accordance with R649-3-22.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-019-31447.

Sincerely,

John R gersi'
Associate Director

JR/js
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box L45801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 350-3940 • TTY (80!) 538-7458 • uww.ogm.utah.gov
OIk GAS &
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continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-019-31447.

Sincerely,

John R gersi'
Associate Director
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Enclosures
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Bureau of Land Management, Moab Office
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Operator: Fidelity E&P Company

Well Name & Number Cane Creek 24-1

API Number: 43-019-31447
Lease: UTU-65973

Surface Location: NE NW Sec. 26 T. 26 South R. 19 East
Bottom Location: NW SW Sec. O T. 26 South R. 19 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-

538-5284 (please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website at http://oileas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining, including
but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5thday of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-21, the operator shall submit a complete angular
deviation and directional survey report to the Division within 30 days following completion
of the
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6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis, and
if the analysis suggests an area larger than the quarter-quarter section upon which the well is
located is being drained, the operator is requested to seek an appropriate order from the
Board establishing drilling and spacing units in conformance with such analysis by filing a
Request for Agency Action with the
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 

Utah State Office 
440 West 200 South, Suite 500 

Salt Lake City, UT 84101 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       September 6, 2013 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, 
  Moab Field Office 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2013 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Eric Jones, Moab Field Office, and 
Mickey Coulthard, Utah State Office, Bureau of Land Management, 
the following well will be re-entered and a horizontal lateral 
will be drilled in Clastic 18/19 (TVD 7120’). The proposal is 
planned for calendar year 2013 within the Cane Creek Unit, Grand 
and San Juan Counties, Utah. 
 
API #              WELL NAME                         LOCATION 
 
(Proposed PZ Clastic 18/19 TVD 7120’) 
 
43-019-31447 Cane Creek Unit 24-1 Sec 24 T26S R19E 0682 FNL 2829 FEL 
                     Lateral RE3A Sec 13 T26S R19E 1902 FSL 1225 FWL 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
       
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:9-6-13  

Division of Oil Gas and Mining

Michael Coulthard
Digitally signed by Michael Coulthard 
DN: cn=Michael Coulthard, o=Bureau of Land Management, 
ou=Division of Minerals, email=mcoultha@blm.gov, c=US 
Date: 2013.09.06 07:40:19 -06'00'

United States Department of the Interior
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From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following well will be re-entered and a horizontal lateral
will be drilled in Clastic 18/19 (TVD 7120'). The proposal is
planned for calendar year 2013 within the Cane Creek Unit, Grand
and San Juan Counties, Utah.

API # WELL NAME LOCATION

(Proposed PZ Clastic 18/19 TVD 7120')

43-019-31447 Cane Creek Unit 24-1 Sec 24 T26S R19E 0682 FNL 2829 FEL
Lateral RE3A Sec 13 T26S R19E 1902 FSL 1225 FWL

This office has no objection to permitting the well at this time.

Digitally signed by Michael CoulthardM•I I r DN:cn=Michael Coulthard, o=Bureau of Land Management,
I I L i ou=DivisionofMinerals,email=mcoultha@blm.gov,c=US

Date:2013.09.0607:40:19-0600'

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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RECEIVED: Sep. 18, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

8 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /18 /2013

October 02, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING
eport Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/18/2013

RECEIVED: Sep. 18,

Sundry Number: 42708 API Well Number: 43019314470000
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FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING
eport Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/18/2013
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Sticky Note
The attached reports are from 2012 and pertain to "Reentry 2, Lateral 3."



RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report : 8/20/201

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/19/2012 06:00 8/20/2012 06:00 -7.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rigging down derrick, moving rig camps and setting up mud pit, mud pumps, motor, shed, scr house, and fuel tanks.
Operations Next Report Period

Rig Up &Tear Down
Weather Weilbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 6,940.0 6,940.0
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 6,940.0 6,940.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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Highlight



RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI E×caliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) TotaFJob Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2012 06:00 8/21/2012 06:00 -6.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rig up on location, set substructure, set rig floor.
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI E×caliber ID Well Area Basin Field Name Well Confguration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2012 06:00 8/21/2012 06:00 -6.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rig up on location, set substructure, set rig floor.
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0
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MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI E×caliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
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8/20/2012 06:00 8/21/2012 06:00 -6.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rig up on location, set substructure, set rig floor.
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0
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MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI E×caliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
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11,621.0 8/26/2012 6,710.0 6,703.5
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2012 06:00 8/21/2012 06:00 -6.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rig up on location, set substructure, set rig floor.
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0

Mud Check: <depth>ftKB, <dttm>
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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Rig up on location, set substructure, set rig floor.
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Weather Wellbore
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Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401
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Cum Dur
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06:00 24.00 24.00 1 6,940.0 6,940.0
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13
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RU & Tear Down
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Rig up on location, set substructure, set rig floor.
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Rig Up & Tear Down
Weather Wellbore
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Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2012
E>pk :n du i Report #: 2, DFS: -6.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI E×caliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) TotaFJob Percent Sliding (%)
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2012 06:00 8/21/2012 06:00 -6.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rig up on location, set substructure, set rig floor.
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 6,940.0 6,940.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2012
Report #: 3, DFS: -5.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/21/2012 06:00 8/22/2012 06:00 -5.13 0.0 0.0
Operations at Report Time
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Rigging up on new location, set derrick & raise same, all Zeco Equip hooked up & tested.
Operations Next Report Period
Rig Up &Tear Down
Weather Weilbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDI1ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/23/2012
Report #: 4, DFS: -4.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
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219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/22/2012 06:00 8/23/2012 06:00 -4.13 0.0 0.0
Operations at Report Time
RU & Tear Down
Operations Summary
Rigging up on new location
Operations Next Report Period
Nipple up B.O.P.
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Daily Contacts
Job Contact Position Office
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2012
Report #: 6, DFS: -2.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/24/2012 06:00 8/25/2012 06:00 -2.13 0.0 0.0
Operations at Report Time
Change top drive swivel packing
Operations Summary
Pre-spud meeting, RU
Operations Next Report Penod
Drilling
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 7 Prespud rig inspection and service rig and top drive
07:30 2.50 4.00 1 Held PJSM TIH picking up 4" HWDP (45 joints)
10:00 2.00 6.00 21 POOH with 4" HWDP racking in derrick
12:00 1.00 7.00 7 Changed out killline check valve
13:00 1.00 8.00 1 Held PJSM test check valve 250/10,000 with Warrior BOP testers-OK- RID

Warrior
14:00 5.00 13.00 6 TlH, picking up 4" drillpipe open ended (159 Joints)
19:00 2.50 15.50 6 POOH wl4" drill pipe racking in derrick
21:30 1.00 16.50 22 Clean and measure 165 joints4" drillpipe
22:30 1.00 17.50 6 MlU6" RR bit, 7" csg scraper, bit sub, x-over. TlH with 4" HWDP
23:30 5.50 23.00 6 TIH, picking up 4" drillpipe to 6,547' fillingpipe every 25 stds
05:00 0.50 23.50 22 R/D laydown machine
05:30 0.50 24.00 22 Change top drive swivel packing
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21:30 1.00 16.50 22 Clean and measure 165 joints4" drillpipe
22:30 1.00 17.50 6 MlU6" RR bit, 7" csg scraper, bit sub, x-over. TlH with 4" HWDP
23:30 5.50 23.00 6 TIH, picking up 4" drillpipe to 6,547' fillingpipe every 25 stds
05:00 0.50 23.50 22 R/D laydown machine
05:30 0.50 24.00 22 Change top drive swivel packing
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Dnll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (Ín) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2012
Report #: 6, DFS: -2.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/24/2012 06:00 8/25/2012 06:00 -2.13 0.0 0.0
Operations at Report Time
Change top drive swivel packing
Operations Summary
Pre-spud meeting, RU
Operations Next Report Penod
Drilling
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2012
Report #: 7, DFS: -1.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province IJngraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/25/2012 06:00 8/26/2012 06:00 -1.13 0.0 0.0
Operations at Report Time
Milling Window
Operations Summary
PJSM, set whipstock, mill window from 6700'- 6715'
Operations Next Report Period
Drilling
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 22 Changed out swivel packing on top drive
08:00 0.50 2.50 7 Serviced the rig/top drive
08:30 2.00 4.50 22 Displace completion fluid (10.05 ppg CaCl2) with 8.5 ppg water based mud

(166 bbis)
10:30 3.50 8.00 6 POOH from 6,719' to surface, L/D bit and scraper.
14:00 3.00 11.00 22 Held PJSM with Smith toolhand MlUwhipstock assembly
17:00 7.00 18.00 6 TlH slow as per Smith hand instructions to 6,719'. Note top of whipstock at

6,700'
00:00 3.00 21.00 22 Held PJSM with Basin Wireline and RIU. RIH with Gyro and orient

whipstock to 347.3 degrees. POOH L/D Gyro RID Basin Wireline
03:00 0.50 21.50 22 Set whipstock at 6,700' and shear off same
03:30 2.50 24.00 2 Milling window from 6,700 to 6,715

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2012
Report #: 7, DFS: -1.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APIIUWI Excaliber 1D Well Area Basin Field Name Well Conñguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/25/2012 06:00 8/26/2012 06:00 -1.13 0.0 0.0
Operations at Report Time
MillingWindow
Operations Summary
PJSM, set whipstock, millwindow from 6700'- 6715'
Operations Next Report Period
Drilling
Weather Wellbore

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 22 Changed out swivel packing on top drive
08:00 0.50 2.50 7 Serviced the rig/top drive
08:30 2.00 4.50 22 Displace completion fluid (10.05 ppg CaCl2) with 8.5 ppg water based mud

(166 bbis)
10:30 3.50 8.00 6 POOH from 6,719' to surface, L/D bit and scraper.
14:00 3.00 11.00 22 Held PJSM with Smith toolhand MlUwhipstock assembly
17:00 7.00 18.00 6 TlH slow as per Smith hand instructions to 6,719'. Note top of whipstock at

6,700'
00:00 3.00 21.00 22 Held PJSM with Basin Wireline and RIU. RIH with Gyro and orient

whipstock to 347.3 degrees. POOH L/D Gyro RID Basin Wireline

03:00 0.50 21.50 22 Set whipstock at 6,700' and shear off same
03:30 2.50 24.00 2 Milling window from 6,700 to 6,715

Mud Check: <depth>ftKB, <dttm>
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/27/2012
ks:mot:w et,o Report #: 8, DFS: -0.13

Well Name: Cane Creek 24-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/26/2012 06:00 8/27/2012 06:00 -0.13 0.0 0.0
Operations at Report Time
RIH the with Directional assembly
Operations Summary
Displace the water base with 14.5 ppg OBM, Repair the flowline, POOH, L/D mills, P/U and M/Uthe directional assembly.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 22 Work mills throughthe window until smooth with no restriction. Circulate

hole clean.
07:00 0.50 1.50 22 Performed FIT. Test mud weight 8.5 ppg, test pressure 3,320 psi 3,320 psi

x 19.23/6,692' (TVD-Top of window)= 9.5 ppg. Test mud weight 8,4 ppg +

9.5 ppg= 17.9 ppg (Good FIT)
07:30 6.00 7.50 22 Cleaned the mud tanks to take on OBM and take on 800 bbis 13.5 and wt

up to 14.5 ppg
13:30 1.00 8.50 22 Displaced 8.5 ppg water base mud with 30 bbis Diesel spacer then 14.5

ppg OBM. Note:
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ¡DNom Min(in)
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DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/26/2012 06:00 8/27/2012 06:00 -0.13 0.0 0.0
Operations at Report Time
RIH the with Directional assembly
Operations Summary
Displace the water base with 14.5 ppg OBM, Repair the flowline, POOH, L/D mills, P/U and M/Uthe directional assembly.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 22 Work mills throughthe window until smooth with no restriction. Circulate

hole clean.
07:00 0.50 1.50 22 Performed FIT. Test mud weight 8.5 ppg, test pressure 3,320 psi 3,320 psi

x 19.23/6,692' (TVD-Top of window)= 9.5 ppg. Test mud weight 8,4 ppg +

9.5 ppg= 17.9 ppg (Good FIT)
07:30 6.00 7.50 22 Cleaned the mud tanks to take on OBM and take on 800 bbis 13.5 and wt

up to 14.5 ppg
13:30 1.00 8.50 22 Displaced 8.5 ppg water base mud with 30 bbis Diesel spacer then 14.5

ppg OBM. Note:
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ¡DNom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDEI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2012
e- Report #: 9, DFS: 0.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 480.00
APflUWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick OffDate KickOffDepth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2012 06:00 8/28/2012 06:00 0.88 6,715.0 7,195.0 480.00
Operations at Report Time
Trouble shoot the MWD tool.
Operations Summary
Drilling 6" curve
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip in the hole with directional assy 6,715.0 6,715.0
08:30 0.50 3.00 20 Orient the the tool face to slide 6,715.0 6,715.0
09:00 5.00 8.00 2 Drilled - Rotate and Slide fl6715 to 6752 6,715.0 6,752.0
14:00 0.50 8.50 7 Serviced the rig/top drive 6,752.0 6,752.0
14:30 15.00 23.50 2 Drilled - Rotate and Slide F/6752' to 7195" Note: MWD Failed. 6,752.0 7,195.0

Slow pump rates: #1 20 - 375, 30 -710, 40 - 1175 #2 20
- 370, 30 - 580, 40 - 1165

05:30 0.50 24.00 5 Trouble shoot MWD while mixing slug. 7,195.0 7,195.0
Mud Check: 7,074.0ftKB, 8/28/2012 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/28/2012 7,074.0 14.50 43 19.0 7.000 5.000 7.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.800 7.900 30.0 37 85.7/14.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 93.0
Mud Check: <depth>ftKB, 8/29/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 14.50 44 20.0 6.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 7.700 29.0 33 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 99.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 111 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDEI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2012
e- Report #: 9, DFS: 0.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 480.00
APflUWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick OffDate KickOffDepth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2012 06:00 8/28/2012 06:00 0.88 6,715.0 7,195.0 480.00
Operations at Report Time
Trouble shoot the MWD tool.
Operations Summary
Drilling 6" curve
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip in the hole with directional assy 6,715.0 6,715.0
08:30 0.50 3.00 20 Orient the the tool face to slide 6,715.0 6,715.0
09:00 5.00 8.00 2 Drilled - Rotate and Slide fl6715 to 6752 6,715.0 6,752.0
14:00 0.50 8.50 7 Serviced the rig/top drive 6,752.0 6,752.0
14:30 15.00 23.50 2 Drilled - Rotate and Slide F/6752' to 7195" Note: MWD Failed. 6,752.0 7,195.0

Slow pump rates: #1 20 - 375, 30 -710, 40 - 1175 #2 20
- 370, 30 - 580, 40 - 1165

05:30 0.50 24.00 5 Trouble shoot MWD while mixing slug. 7,195.0 7,195.0

Mud Check: 7,074.0ftKB, 8/28/2012 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/28/2012 7,074.0 14.50 43 19.0 7.000 5.000 7.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.800 7.900 30.0 37 85.7/14.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 93.0
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2.0 14.89 99.0
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Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
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Cum Dur
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06:00 2.50 2.50 6 Trip in the hole with directional assy 6,715.0 6,715.0
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Slow pump rates: #1 20 - 375, 30 -710, 40 - 1175 #2 20
- 370, 30 - 580, 40 - 1165
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Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip in the hole with directional assy 6,715.0 6,715.0
08:30 0.50 3.00 20 Orient the the tool face to slide 6,715.0 6,715.0
09:00 5.00 8.00 2 Drilled - Rotate and Slide fl6715 to 6752 6,715.0 6,752.0
14:00 0.50 8.50 7 Serviced the rig/top drive 6,752.0 6,752.0
14:30 15.00 23.50 2 Drilled - Rotate and Slide F/6752' to 7195" Note: MWD Failed. 6,752.0 7,195.0

Slow pump rates: #1 20 - 375, 30 -710, 40 - 1175 #2 20
- 370, 30 - 580, 40 - 1165

05:30 0.50 24.00 5 Trouble shoot MWD while mixing slug. 7,195.0 7,195.0

Mud Check: 7,074.0ftKB, 8/28/2012 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/28/2012 7,074.0 14.50 43 19.0 7.000 5.000 7.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.800 7.900 30.0 37 85.7/14.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 93.0
Mud Check: <depth>ftKB, 8/29/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 14.50 44 20.0 6.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 7.700 29.0 33 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 99.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 111 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDEI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2012
e- Report #: 9, DFS: 0.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 480.00
APflUWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick OffDate KickOffDepth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2012 06:00 8/28/2012 06:00 0.88 6,715.0 7,195.0 480.00
Operations at Report Time
Trouble shoot the MWD tool.
Operations Summary
Drilling 6" curve
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip in the hole with directional assy 6,715.0 6,715.0
08:30 0.50 3.00 20 Orient the the tool face to slide 6,715.0 6,715.0
09:00 5.00 8.00 2 Drilled - Rotate and Slide fl6715 to 6752 6,715.0 6,752.0
14:00 0.50 8.50 7 Serviced the rig/top drive 6,752.0 6,752.0
14:30 15.00 23.50 2 Drilled - Rotate and Slide F/6752' to 7195" Note: MWD Failed. 6,752.0 7,195.0

Slow pump rates: #1 20 - 375, 30 -710, 40 - 1175 #2 20
- 370, 30 - 580, 40 - 1165

05:30 0.50 24.00 5 Trouble shoot MWD while mixing slug. 7,195.0 7,195.0

Mud Check: 7,074.0ftKB, 8/28/2012 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/28/2012 7,074.0 14.50 43 19.0 7.000 5.000 7.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.800 7.900 30.0 37 85.7/14.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 93.0
Mud Check: <depth>ftKB, 8/29/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 14.50 44 20.0 6.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 7.700 29.0 33 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

2.0 14.89 99.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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Fidelity E&P NENW SEC 24, T26S R19E
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
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3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
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6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)
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Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDRITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2012
Expkon§Pr:du:Dres si Report #: 10, DFS: 1.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 240.00
APilUWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2012 06:00 8/29/2012 06:00 1.88 7,195.0 7,449.0 240.00
Operations at Report Time
Drilling 6" curve
Operations Summary
POOH, change MWD, RIH, Drill 6"curve.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot MWD, mixed the slug, pumped the slug. 7,195.0 7,195.0
07:00 4.50 5.50 6 POOH f/7,195' to surface. 7,195.0 7,195.0
11:30 2.00 7.50 20 Changed out MWD toolScribe and surface test OK 7,195.0 7,195.0
13:30 4.00 11.50 6 TlH with directional assembly to 6656' fillingpipe every 25 stds 7,195.0 7,195.0
17:30 0.50 12.00 7 Service rig and Top Drive 7,195.0 7,195.0
18:00 1.00 13.00 6 TlH from 6656' to 7195' 7,195.0 7,195.0
19:00 11.00 24.00 2 Drilled - Rotate & Slide f/7,195' to 7,449' 7,195.0 7,449.0

#1 SPR
20-420 30-703 40-1142

Mud Check: 7,337.0ftKB, 8/29/2012 00:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,337.0 14.50 44 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.800 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.92 96.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 7,195.0 480.00 8/27/2012 09:00 8/28/2012 14:00
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2012
E pk : du Cer Report #: 11, DFS: 2.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 354.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2012 06:00 8/30/2012 06:00 2.88 7,449.0 7,803.0 354.00
Operations at Report Time
Drilling 6" curve
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled - Rotate and slide f/7,449' to 7,499' 7,449.0 7,499.0
08:30 4.50 7.00 8 Brake on the top drive will not release. Work on the top drive to fix the 7,499.0 7,499.0

problem.
13:00 17.00 24.00 2 Drilled - Rotate and slide f/7,499' to 7,803' 7,499.0 7,803.0

#2 SPR
20- 430 30-805 40-1230

Mud Check: 7,530.0ftKB, 8/29/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/29/2012 7,530,0 14.50 43 19.0 5.000 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 0.000 29.0 0 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 9.0 0 14.95 99.0
Mud Check: 7,688.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,688.0 14.50 43 18.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 8.300 0.000 30.0 0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 10.0 0 14.98 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42708 API Well Number: 43019314470000Sundry Number: 42708 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/31/2012
Report #: 12, DFS: 3.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 355.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/30/2012 06:00 8/31/2012 06:00 3.88 7,803.0 8,158.0 355.00
Operations at Report Time
Circulating btm's up,
Operations Summary
Drilling 6" curve
Operations Ne×t Report Period
Drilling
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 2 Drilled - Rotate and Slide fl7,796' to 7,87T. 7,796.0 7,877.0
07:30 0.50 2.00 7 Service the Rig/Top Drive 7,877.0 7,877.0
08:00 10.00 12.00 2 Drilled - Rotate and Slide f/7,877' to 8,033'. 7,877.0 8,033.0
18:00 2.50 14.50 8 Change O-ring in stand pipe union in derrick due to leak 8,033.0 8,033.0
20:30 9.50 24.00 2 Drilled - Rotate and Slide fl8,033' to 8,169' 8,033.0 8,169.0

SPR #1 20-486 30-705 40-1150
SPR #2 20-455 30-647 40-1180

Mud Check: 7,980.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,980.0 14.60 45 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

3.500 6.500 0.0 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0 14.99 99.0
Mud Check: 8,100.0ftKB, 8/31/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,100.0 14.70 47 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 7.400 0.0 30.0 33 84.3/15.7
Mud Lost (Hole) (bbt) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0 15.23 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/30/2012 06:00 8/31/2012 06:00 3.88 7,803.0 8,158.0 355.00
Operations at Report Time
Circulating btm's up,
Operations Summary
Drilling 6" curve
Operations Next Report Period
Drilling
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 2 Drilled - Rotate and Slide fl7,796' to 7,87T. 7,796.0 7,877.0
07:30 0.50 2.00 7 Service the Rig/Top Drive 7,877.0 7,877.0
08:00 10.00 12.00 2 Drilled - Rotate and Slide f/7,877' to 8,033'. 7,877.0 8,033.0
18:00 2.50 14.50 8 Change O-ring in stand pipe union in derrick due to leak 8,033.0 8,033.0
20:30 9.50 24.00 2 Drilled - Rotate and Slide fl8,033' to 8,169' 8,033.0 8,169.0

SPR #1 20-486 30-705 40-1150
SPR #2 20-455 30-647 40-1180

Mud Check: 7,980.0ftKB, 8/30/2012 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2012 7,980.0 14.60 45 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

3.500 6.500 0.0 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0 14.99 99.0
Mud Check: 8,100.0ftKB, 8/31/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,100.0 14.70 47 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 7.400 0.0 30.0 33 84.3/15.7
Mud Lost (Hole) (bbt) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0 15.23 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

9 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /18 /2013

October 02, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRI ING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/1/201
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/18/2013

RECEIVED: Sep. 18,

Sundry Number: 42706 API Well Number: 43019314470000
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FOR RECORD ONLY
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Sticky Note
The attached reports are from 2012 and pertain to "Reentry 2, Lateral 3."



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

ITy Daily Drilling - Paradox Executive Daily No Cost

Well Name: Cane Creek 24-1 Daily Depth Progress: 124.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguraton Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2012 06:00 9/1/2012 06:00 4.88 8,169.0 8,286.0 124.00
Operations at Report Time
Drilling 6" Lateral hole
Operations Summary
TlH to window. Cut drill line. TIH to 8060', log with MWD from 8060' to 8169'. Drilled6" Lateral f/8,169' to 8,286'
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulated btm's, Circulated hole clean of cuttings. 8,169.0 8,169.0
07:00 0.50 1.50 5 Checked for flow at the triptank. Pumped the slug. 8,169.0 8,169.0
07:30 6.00 7.50 6 POOH f/8,169' to surface to P/U the lateral drilling BHA. L/D the drilling 8,169.0 8,169.0

motor and removed the bit.
13:30 2.50 10.00 21 MIUthe lateral drillingBHA,test same, M/Ubit. 8,169.0 8,169.0
16:00 4.50 14.50 6 RIH with the lateral drillingassembly flsurface to 6,616'. Fill the drill string 8,169.0 8,169.0

every 25 stds.

20:30 1.50 16.00 9 Slipped and cut the drill line. 8,169.0 8,169.0
22:00 1.50 17.50 6 TlH from 6,616' to 8,060' 8,169.0 8,169.0
23:30 1.50 19.00 2 Log with MWD from 8,060' to 8,169' 8,169.0 8,169.0
01:00 5.00 24.00 2 Drilled - Rotate and Slide f/8,169' to 8,286' 8,169.0 8,286.0
Mud Check: 8,169.0ftKB, 8/31/2012 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,169.0 14.70 44 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.000 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 5.0 0 15.24 104.0
Mud Check: 8,231.0ftKB, 9/1/2012 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/1/2012 8,231.0 14.70 52 18.0 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

3.700 6.600 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Mud Check: 8,349.0ftKB, 9/2/2012 04:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,349.0 15.00 52 18.0 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.200 7.200 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Depth 1n (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

ITy Daily Drilling - Paradox Executive Daily No Cost

Well Name: Cane Creek 24-1 Daily Depth Progress: 124.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguraton Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2012 06:00 9/1/2012 06:00 4.88 8,169.0 8,286.0 124.00
Operations at Report Time
Drilling 6" Lateral hole
Operations Summary
TlH to window. Cut drill line. TIH to 8060', log with MWD from 8060' to 8169'. Drilled 6" Lateral f/8,169' to 8,286'
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulated btm's, Circulated hole clean of cuttings. 8,169.0 8,169.0
07:00 0.50 1.50 5 Checked for flow at the triptank. Pumped the slug. 8,169.0 8,169.0
07:30 6.00 7.50 6 POOH f/8,169' to surface to P/U the lateral drilling BHA. L/D the drilling 8,169.0 8,169.0

motor and removed the bit.
13:30 2.50 10.00 21 MIUthe lateral drillingBHA,test same, M/Ubit. 8,169.0 8,169.0
16:00 4.50 14.50 6 RIH with the lateral drillingassembly flsurface to 6,616'. Fill the drill string 8,169.0 8,169.0

every 25 stds.

20:30 1.50 16.00 9 Slipped and cut the drill line. 8,169.0 8,169.0
22:00 1.50 17.50 6 TlH from 6,616' to 8,060' 8,169.0 8,169.0
23:30 1.50 19.00 2 Log with MWD from 8,060' to 8,169' 8,169.0 8,169.0
01:00 5.00 24.00 2 Drilled - Rotate and Slide f/8,169' to 8,286' 8,169.0 8,286.0
Mud Check: 8,169.0ftKB, 8/31/2012 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,169.0 14.70 44 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.000 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 5.0 0 15.24 104.0
Mud Check: 8,231.0ftKB, 9/1/2012 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/1/2012 8,231.0 14.70 52 18.0 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

3.700 6.600 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Mud Check: 8,349.0ftKB, 9/2/2012 04:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,349.0 15.00 52 18.0 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.200 7.200 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Depth 1n (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

ITy Daily Drilling - Paradox Executive Daily No Cost

Well Name: Cane Creek 24-1 Daily Depth Progress: 124.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguraton Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2012 06:00 9/1/2012 06:00 4.88 8,169.0 8,286.0 124.00
Operations at Report Time
Drilling 6" Lateral hole
Operations Summary
TlH to window. Cut drill line. TIH to 8060', log with MWD from 8060' to 8169'. Drilled 6" Lateral f/8,169' to 8,286'
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulated btm's, Circulated hole clean of cuttings. 8,169.0 8,169.0
07:00 0.50 1.50 5 Checked for flow at the triptank. Pumped the slug. 8,169.0 8,169.0
07:30 6.00 7.50 6 POOH f/8,169' to surface to P/U the lateral drilling BHA. L/D the drilling 8,169.0 8,169.0

motor and removed the bit.
13:30 2.50 10.00 21 MIUthe lateral drillingBHA,test same, M/Ubit. 8,169.0 8,169.0
16:00 4.50 14.50 6 RIH with the lateral drillingassembly flsurface to 6,616'. Fill the drill string 8,169.0 8,169.0

every 25 stds.

20:30 1.50 16.00 9 Slipped and cut the drill line. 8,169.0 8,169.0
22:00 1.50 17.50 6 TlH from 6,616' to 8,060' 8,169.0 8,169.0
23:30 1.50 19.00 2 Log with MWD from 8,060' to 8,169' 8,169.0 8,169.0
01:00 5.00 24.00 2 Drilled - Rotate and Slide f/8,169' to 8,286' 8,169.0 8,286.0
Mud Check: 8,169.0ftKB, 8/31/2012 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,169.0 14.70 44 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.000 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 5.0 0 15.24 104.0
Mud Check: 8,231.0ftKB, 9/1/2012 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/1/2012 8,231.0 14.70 52 18.0 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

3.700 6.600 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Mud Check: 8,349.0ftKB, 9/2/2012 04:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,349.0 15.00 52 18.0 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.200 7.200 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Depth 1n (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

ITy Daily Drilling - Paradox Executive Daily No Cost

Well Name: Cane Creek 24-1 Daily Depth Progress: 124.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguraton Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2012 06:00 9/1/2012 06:00 4.88 8,169.0 8,286.0 124.00
Operations at Report Time
Drilling 6" Lateral hole
Operations Summary
TlH to window. Cut drill line. TIH to 8060', log with MWD from 8060' to 8169'. Drilled 6" Lateral f/8,169' to 8,286'
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulated btm's, Circulated hole clean of cuttings. 8,169.0 8,169.0
07:00 0.50 1.50 5 Checked for flow at the triptank. Pumped the slug. 8,169.0 8,169.0
07:30 6.00 7.50 6 POOH f/8,169' to surface to P/U the lateral drilling BHA. L/D the drilling 8,169.0 8,169.0

motor and removed the bit.
13:30 2.50 10.00 21 MIUthe lateral drillingBHA,test same, M/Ubit. 8,169.0 8,169.0
16:00 4.50 14.50 6 RIH with the lateral drillingassembly flsurface to 6,616'. Fill the drill string 8,169.0 8,169.0

every 25 stds.

20:30 1.50 16.00 9 Slipped and cut the drill line. 8,169.0 8,169.0
22:00 1.50 17.50 6 TlH from 6,616' to 8,060' 8,169.0 8,169.0
23:30 1.50 19.00 2 Log with MWD from 8,060' to 8,169' 8,169.0 8,169.0
01:00 5.00 24.00 2 Drilled - Rotate and Slide f/8,169' to 8,286' 8,169.0 8,286.0
Mud Check: 8,169.0ftKB, 8/31/2012 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,169.0 14.70 44 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.000 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 5.0 0 15.24 104.0
Mud Check: 8,231.0ftKB, 9/1/2012 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/1/2012 8,231.0 14.70 52 18.0 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

3.700 6.600 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Mud Check: 8,349.0ftKB, 9/2/2012 04:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,349.0 15.00 52 18.0 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.200 7.200 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Depth 1n (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

ITy Daily Drilling - Paradox Executive Daily No Cost

Well Name: Cane Creek 24-1 Daily Depth Progress: 124.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguraton Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2012 06:00 9/1/2012 06:00 4.88 8,169.0 8,286.0 124.00
Operations at Report Time
Drilling 6" Lateral hole
Operations Summary
TlH to window. Cut drill line. TIH to 8060', log with MWD from 8060' to 8169'. Drilled 6" Lateral f/8,169' to 8,286'
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulated btm's, Circulated hole clean of cuttings. 8,169.0 8,169.0
07:00 0.50 1.50 5 Checked for flow at the triptank. Pumped the slug. 8,169.0 8,169.0
07:30 6.00 7.50 6 POOH f/8,169' to surface to P/U the lateral drilling BHA. L/D the drilling 8,169.0 8,169.0

motor and removed the bit.
13:30 2.50 10.00 21 MIUthe lateral drillingBHA,test same, M/Ubit. 8,169.0 8,169.0
16:00 4.50 14.50 6 RIH with the lateral drillingassembly flsurface to 6,616'. Fill the drill string 8,169.0 8,169.0

every 25 stds.

20:30 1.50 16.00 9 Slipped and cut the drill line. 8,169.0 8,169.0
22:00 1.50 17.50 6 TlH from 6,616' to 8,060' 8,169.0 8,169.0
23:30 1.50 19.00 2 Log with MWD from 8,060' to 8,169' 8,169.0 8,169.0
01:00 5.00 24.00 2 Drilled - Rotate and Slide f/8,169' to 8,286' 8,169.0 8,286.0
Mud Check: 8,169.0ftKB, 8/31/2012 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/31/2012 8,169.0 14.70 44 20.0 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 7.000 30.0 33 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 5.0 0 15.24 104.0
Mud Check: 8,231.0ftKB, 9/1/2012 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/1/2012 8,231.0 14.70 52 18.0 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

3.700 6.600 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Mud Check: 8,349.0ftKB, 9/2/2012 04:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,349.0 15.00 52 18.0 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.200 7.200 29.0 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 5.0 0 15.22 97.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,715.0 8,176.0 1,436.00 8/27/2012 09:00 9/1/2012 02:00 61.25 23.4 36.00 25.25 41.22 58.78
Depth 1n (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2012
Report #: 14, DFS: 5.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 126.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/1/2012 06:00 9/2/2012 06:00 5.88 8,321.0 8,740.0 126.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
POOH for mud motor failure, TlH with 6" lateral assembly, Drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled - Rotate and Slide fl8,286' to 8,321'. 8,286.0 8,361.0
08:30 0.50 3.00 21 Trouble shoot pressure increase after picking up the drillstring after sliding. 8,321.0 8,321.0

Directional Drillerdetermined the problem to be the motor parted or a
connection backed out on the drillingmotor. The pressure increase is
believed to be due to the catch mandrel seating causing the increase in the
pump pressure.

09:00 7.50 10.50 6 POOH f/8,321' to surface. 8,321.0 8,321.0
16:30 2.00 12.50 21 L/D mud motor and bit. Note: Mandrel retaining sleeve was backed off on 8,321.0 8,321.0

mud motor allowing mandrel catch to cause pressure increase when off
bottom

18:30 1.00 13.50 21 Clean OBM from rig floor due to wet trip 8,321.0 8,321.0
19:30 2.00 15.50 21 M/U New mud motor and 6" lateral assembly and test OK 8,321.0 8,321.0
21:30 5.50 21.00 6 TlH from surface to 8321'filling pipe every 25 stds 8,321.0 8,321.0
03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0

increase mud wt. from 14.9 ppg to 15.1 ppg
Mud Check: 8,321.0ftKB, 9/1/2012 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2012 8,321.0 14.70 49 7.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.83 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2012
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Daily Operations
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9/1/2012 06:00 9/2/2012 06:00 5.88 8,321.0 8,740.0 126.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
POOH for mud motor failure, TlH with 6" lateral assembly, Drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled - Rotate and Slide fl8,286' to 8,321'. 8,286.0 8,361.0
08:30 0.50 3.00 21 Trouble shoot pressure increase after picking up the drillstring after sliding. 8,321.0 8,321.0

Directional Drillerdetermined the problem to be the motor parted or a
connection backed out on the drillingmotor. The pressure increase is
believed to be due to the catch mandrel seating causing the increase in the
pump pressure.

09:00 7.50 10.50 6 POOH f/8,321' to surface. 8,321.0 8,321.0
16:30 2.00 12.50 21 L/D mud motor and bit. Note: Mandrel retaining sleeve was backed off on 8,321.0 8,321.0

mud motor allowing mandrel catch to cause pressure increase when off
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18:30 1.00 13.50 21 Clean OBM from rig floor due to wet trip 8,321.0 8,321.0
19:30 2.00 15.50 21 M/U New mud motor and 6" lateral assembly and test OK 8,321.0 8,321.0
21:30 5.50 21.00 6 TlH from surface to 8321'filling pipe every 25 stds 8,321.0 8,321.0
03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0

increase mud wt. from 14.9 ppg to 15.1 ppg
Mud Check: 8,321.0ftKB, 9/1/2012 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2012 8,321.0 14.70 49 7.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.83 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sunny and Clear Re-Entry #2
Daily Contacts
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Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled - Rotate and Slide fl8,286' to 8,321'. 8,286.0 8,361.0
08:30 0.50 3.00 21 Trouble shoot pressure increase after picking up the drillstring after sliding. 8,321.0 8,321.0

Directional Drillerdetermined the problem to be the motor parted or a
connection backed out on the drillingmotor. The pressure increase is
believed to be due to the catch mandrel seating causing the increase in the
pump pressure.

09:00 7.50 10.50 6 POOH f/8,321' to surface. 8,321.0 8,321.0
16:30 2.00 12.50 21 L/D mud motor and bit. Note: Mandrel retaining sleeve was backed off on 8,321.0 8,321.0
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03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..
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MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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21:30 5.50 21.00 6 TlH from surface to 8321'filling pipe every 25 stds 8,321.0 8,321.0
03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0

increase mud wt. from 14.9 ppg to 15.1 ppg
Mud Check: 8,321.0ftKB, 9/1/2012 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2012 8,321.0 14.70 49 7.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.83 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2012
Report #: 14, DFS: 5.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 126.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/1/2012 06:00 9/2/2012 06:00 5.88 8,321.0 8,740.0 126.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
POOH for mud motor failure, TlH with 6" lateral assembly, Drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled - Rotate and Slide fl8,286' to 8,321'. 8,286.0 8,361.0
08:30 0.50 3.00 21 Trouble shoot pressure increase after picking up the drillstring after sliding. 8,321.0 8,321.0

Directional Drillerdetermined the problem to be the motor parted or a
connection backed out on the drillingmotor. The pressure increase is
believed to be due to the catch mandrel seating causing the increase in the
pump pressure.

09:00 7.50 10.50 6 POOH f/8,321' to surface. 8,321.0 8,321.0
16:30 2.00 12.50 21 L/D mud motor and bit. Note: Mandrel retaining sleeve was backed off on 8,321.0 8,321.0

mud motor allowing mandrel catch to cause pressure increase when off
bottom

18:30 1.00 13.50 21 Clean OBM from rig floor due to wet trip 8,321.0 8,321.0
19:30 2.00 15.50 21 M/U New mud motor and 6" lateral assembly and test OK 8,321.0 8,321.0
21:30 5.50 21.00 6 TlH from surface to 8321'filling pipe every 25 stds 8,321.0 8,321.0
03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0

increase mud wt. from 14.9 ppg to 15.1 ppg
Mud Check: 8,321.0ftKB, 9/1/2012 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2012 8,321.0 14.70 49 7.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.83 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2012
Report #: 14, DFS: 5.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 126.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/1/2012 06:00 9/2/2012 06:00 5.88 8,321.0 8,740.0 126.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
POOH for mud motor failure, TlH with 6" lateral assembly, Drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled - Rotate and Slide fl8,286' to 8,321'. 8,286.0 8,361.0
08:30 0.50 3.00 21 Trouble shoot pressure increase after picking up the drillstring after sliding. 8,321.0 8,321.0

Directional Drillerdetermined the problem to be the motor parted or a
connection backed out on the drillingmotor. The pressure increase is
believed to be due to the catch mandrel seating causing the increase in the
pump pressure.

09:00 7.50 10.50 6 POOH f/8,321' to surface. 8,321.0 8,321.0
16:30 2.00 12.50 21 L/D mud motor and bit. Note: Mandrel retaining sleeve was backed off on 8,321.0 8,321.0

mud motor allowing mandrel catch to cause pressure increase when off
bottom

18:30 1.00 13.50 21 Clean OBM from rig floor due to wet trip 8,321.0 8,321.0
19:30 2.00 15.50 21 M/U New mud motor and 6" lateral assembly and test OK 8,321.0 8,321.0
21:30 5.50 21.00 6 TlH from surface to 8321'filling pipe every 25 stds 8,321.0 8,321.0
03:00 3.00 24.00 2 Drilled - Rotate and Slide fl 8321' to 8395' 8,321.0 8,395.0

increase mud wt. from 14.9 ppg to 15.1 ppg
Mud Check: 8,321.0ftKB, 9/1/2012 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2012 8,321.0 14.70 49 7.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 35 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.83 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,169.0 8,286.0 117.00 9/1/2012 01:00 9/1/2012 06:00 5.00 23.4 2.50 2.50 50.00 50.00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period

Drilling
Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0
08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0

and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period

Drilling
Weather Wellbore
High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore

High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore

High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore

High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore

High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2012
Report #: 15, DFS: 6.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 430.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/2/2012 06:00 9/3/2012 06:00 6.88 8,395.0 8,825.0 430.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore

High winds Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled 6" Lateral f/8,395' to 8,441'. 8,395.0 8,441.0

08:00 2.00 4.00 8 AllDC power motors shut down (Pumps and the drawworks). Trouble shoot 8,441.0 8,441.0
and fixed the problem. The problem was in the Drawworks throttle.

10:00 20.00 24.00 2 Drilled 6" Lateral f/8,441' to 8,825'. 8,441.0 8,825.0
SPR #1 20-535 30-852 40-1380
SPR #2 20-460 30-787 40-1370
Note: At 8642' bit stalled out (fracture) well started takingmud, lost 35 bbls
OBM. At report timewell not takingmud.

Mud Check: 8,575.0ftKB, 9/2/2012 06:00
Date Depth (ftKB) Density (fb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2012 8,575.0 15.30 21 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.000 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

96.0
Mud Check: 8,802.0ftKB, 9/3/2012 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,802.0 15.30 48 22.0 7.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 6.400 33.0 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

15.80 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (Ín) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/4/2012
Expka d ri Report #: 16, DFS: 7.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2012 06:00 9/4/2012 06:00 7.88 8,825.0 9,202.0 377.00
Operations at Report Time

Drilling 6" Lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.50 6.50 2 Drilled 6" Lateral fl8,825' to 8,928' 8,825.0
12:30 0.50 7.00 7 Serviced the Rig/Top Drive 8,928.0 8,928.0
13:00 17.00 24.00 2 Drilled 6" Lateral fl8,928' to 9,202'. Note: Hole takingmud, the mud loss 8,928.0 9,202.0

comes and goes, the last 24 hrs we lost 41 bbls of OBM. Pumped LCM
sweeps when needed. ECD is reading 16.36 ppg on the PWD tool.
SPR taken with 15.2 ppg mud weight @7,689' TVD. #1 MP 20 spm 370
psi, 30 spm 815 psi, 40 spm 1,390 psi. #2 MP 20 spm 576 psi, 30 spm 883
psi, 40 spm 1,514 psi.

Mud Check: 8,935.0ftKB, 9/3/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,935.0 1,502.00 47 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.900 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

35.0 16.27
Mud Check: <depth>ftKB, 9/4/2012 02:00
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9/4/2012 15.25 48 20.0 7.000 7.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.35 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Dnl1Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/4/2012
Expka d ri Report #: 16, DFS: 7.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2012 06:00 9/4/2012 06:00 7.88 8,825.0 9,202.0 377.00
Operations at Report Time

Drilling 6" Lateral
Operations Summary
Drill 6" lateral hole
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.50 6.50 2 Drilled 6" Lateral fl8,825' to 8,928' 8,825.0
12:30 0.50 7.00 7 Serviced the Rig/Top Drive 8,928.0 8,928.0
13:00 17.00 24.00 2 Drilled 6" Lateral fl8,928' to 9,202'. Note: Hole takingmud, the mud loss 8,928.0 9,202.0

comes and goes, the last 24 hrs we lost 41 bbls of OBM. Pumped LCM
sweeps when needed. ECD is reading 16.36 ppg on the PWD tool.
SPR taken with 15.2 ppg mud weight @7,689' TVD. #1 MP 20 spm 370
psi, 30 spm 815 psi, 40 spm 1,390 psi. #2 MP 20 spm 576 psi, 30 spm 883
psi, 40 spm 1,514 psi.

Mud Check: 8,935.0ftKB, 9/3/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2012 8,935.0 1,502.00 47 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.900 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

35.0 16.27
Mud Check: <depth>ftKB, 9/4/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 15.25 48 20.0 7.000 7.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

5.100 32.0 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.35 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Dnl1Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2012
Report #: 17, DFS: 8.88

We11Name: Cane Creek 24-1 Daily Depth Progress: 255.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\We!)Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2012 06:00 9/5/2012 06:00 8.88 9,202.0 9,457.0 255.00
Operations at Report Time
Drilling 6" lateral hole
Operations Summary
Drilling 6" lateral hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man IWSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral f/9,202' to 9,263'. ECD is 16.36 ppg. slight mud loss, 9,202.0 9,263.0

pumping LCM sweeps when needed.
11:30 1.50 7.00 8 Leak on the stand pipe. Changed out a o-ring on the stand pipe. Well is 9,263.0 9,263.0

flowing slightly. Shut in the well. Initial SIDPP - 66 psi, Final SIDPP - 96 psi.

13:00 17.00 24.00 2 Drilled 6" Lateral f/9,263' to 9,457' ECD is 16.39 ppg. slight mud loss, 9,263.0 9,457.0
pumping LCMsweeps when needed. Note: lost 43 bbis mud in 24 hrs
SPR #1 20-670 30-940 40-1469
SPR #2 20-530 30-853 40-1370

Mud Check: 9,263.0ftKB, 9/4/2012 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/4/2012 9,263.0 15.25 47 22.0 9.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.300 45 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

71.0 20.0 16.19 97.0
Mud Check: 9,417.0ftKB, 9/5/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,417.0 15.25 49 27.0 7.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.400 41 85.1/14.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

30.0 5.0 16.39 97.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2012
Report #: 18, DFS: 9.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 147.00
AP1/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2012 06:00 9/6/2012 06:00 9.88 9,457.0 9,604.0 147.00
Operations at Report Time
Circulate and Condition mud
Operations Summary
Drilling 6" later hole. Mud motor failed. Circ and Cond. mud raising mud wt. fl 15.2 ppg to 15.8 ppg
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
David Serrette Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9457' to 9,491' ECD is 16.35 ppg 9,457.0
with minimal mud loss, Pumping LCMsweeps as needed.

08:00 0.50 2.50 7 Service rig and Top Drive 9,491.0 9,491.0

08:30 7.00 9.50 2 Drilled-Rotate and Slide 6" lateral hole f/ 9,491' to 9,585' ECD is 16.35 ppg 9,491.0 9,585.0
with minimal mud loss, Pumping LCMsweeps as needed.

15:30 1.00 10.50 8 Change gear oil in Top Drive 9,585.0 9,585.0

16:30 1.00 11.50 20 Relog hole with MWD fl9,530' to 9,585' 9,585.0 9,585.0
17:30 4.50 16.00 2 Drilled-Rotate and Slide 6" lateral hole fl 9,585' to 9,604' ECD is 16.35 ppg 9,585.0 9,604.0

with minimal mud loss, Pumping LCM sweeps as needed.
22:00 2.50 18.50 5 Circulate and Condition mud Building mud wt from 15.2 ppg to 15.5 ppg. 9,604.0 9,604.0

Lower strokes from 50 spm to 45 spm to minimize mud loss Note: Mud
motor either has failure in power end or thrust bearing

00:30 3.50 22.00 5 Circulate and Condition mud Building mud wt from 15.5 ppg to 15.8 ppg at 9,604.0 9,604.0
45 spm to minimize mud loss ECD 16.78 ppg

04:00 0.50 22.50 21 Simulated connection. Monitor well 30 min. 9,604.0 9,604.0

04:30 1.50 24.00 5 Circulate and Condition mud. mud wt 15.8 ppg ECD 16.8 ppg at 45 spm. 9,604.0 9,604.0
Lost 35 bbis OBM in 24 hrs

Mud Check: 9,585.0ftKB, 9/5/2012 OE:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2012 9,585.0 15.20 49 20.0 9.000 8.000 12.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaC1(ppm) Oil Water Ratio

4.000 7.100 33.0 41 86.6/13.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowÍlne(°F) Comment

49.0 10.0 101.0
Mud Check: <depth>ftKB, 9/6/2012 01:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 15.80 49 23.0 9.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.900 7.100 33.0 40 90.6/9.4
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.0 3.0 16.81 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,321.0 9,604.0 1,283.00 9/2/2012 03:00 9/5/2012 20:30 86.30 14.9 54.30 32.00 37.08 62.92
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FI IIITy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2012
Report #: 19, DFS: 10.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00 i

Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2012 06:00 9/7/2012 06:00 10.88 9,604.0 9,604.0 0.00
Operations at Report Time
Cutting drillline
Operations Summary
Circ. raise mud wt to 15.8ppg, strip out of hole to 7300' holding 200 psi. on casing, circ &slug pipe pooh, change BHA, tih to window, cut drill line.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Circulate &raise mud wt to 15.8 ppg 9,604.0 9,604.0
07:00 4.00 5.00 6 Stripping out of hole holding 200 psi on casing. from 9604' to 7300' 9,604.0 9,604.0
11:00 1.50 6.50 5 Check Flow, monitor well, cir. bottoms up, build slug 9,604.0 9,604.0
12:30 6.50 13.00 6 POOH for mud motor @3mins. per std., break out bit, motor &dir. tools 9,604.0 9,604.0
19:00 0.50 13.50 7 Service rig &top drive 9,604.0 9,604.0
19:30 8.50 22.00 6 Pick up new motor, mwd, bit &TlH fillingpipe every 20stds. to 6700 9,604.0 9,604.0
04:00 0.50 22.50 20 Work bit thruwindow, fillpipe, test mwd 9,604.0 9,604.0
04:30 1.50 24.00 9 Slip & cut 90ft. of drillline, Total mud lose in the last 24 hrs. 100 bbl. 9,604.0 9,604.0
Mud Check: 9,604.0ftKB, 9/6/2012 16:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2012 9,604.0 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: <depth>ftKB, 9/7/2012 02:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2012 15.80 49 22.0 7.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.800 7.100 32.0 39 86/14
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2012
Report #: 20, DFS: 11.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sl¡ding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2012 06:00 9/8/2012 06:00 11.88 9,604.0 9,604.0 0.00
Operations at Report Time

Drilling
Operations Summary
Finish cutting drill line, TlH to 9583', service rig, cir. & cut mud wt. back to 15.2ppg., rotate &slide drilling from 9604' to 9863'
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 9 Finish cutting drillline 9,604.0 9,604.0
07:00 3.00 4.00 6 TlH to 9583' @3MPS 9,604.0 9,604.0
10:00 0.50 4.50 7 Service rig & top drive 9,604.0 9,604.0
10:30 5.00 9.50 5 Cir. &cond. mud, cut mud wt. back to 15.2ppg. 9,604.0 9,604.0
15:30 14.50 24.00 2 Rotate & slide drilling from 9604' to 9853' 9,604.0 9,853.0

Mud Check: 9,783.0ftKB, 9/8/2012 01:38
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

9/8/2012 9,783.0 15.20 52 21.0 8.000 7.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.600 7.100 32.0 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

66.0 33.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2012
Report #: 20, DFS: 11.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sl¡ding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2012 06:00 9/8/2012 06:00 11.88 9,604.0 9,604.0 0.00
Operations at Report Time

Drilling
Operations Summary
Finish cutting drill line, TlH to 9583', service rig, cir. & cut mud wt. back to 15.2ppg., rotate &slide drilling from 9604' to 9863'
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man I WSL (970) 986-4401

Delbert Sullivan Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 9 Finish cutting drillline 9,604.0 9,604.0
07:00 3.00 4.00 6 TlH to 9583' @3MPS 9,604.0 9,604.0
10:00 0.50 4.50 7 Service rig & top drive 9,604.0 9,604.0
10:30 5.00 9.50 5 Cir. &cond. mud, cut mud wt. back to 15.2ppg. 9,604.0 9,604.0
15:30 14.50 24.00 2 Rotate & slide drilling from 9604' to 9853' 9,604.0 9,853.0

Mud Check: 9,783.0ftKB, 9/8/2012 01:38
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

9/8/2012 9,783.0 15.20 52 21.0 8.000 7.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.600 7.100 32.0 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

66.0 33.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2012
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219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick OffDate KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repod End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/8/2012 06:00 9/9/2012 06:00 12.88 9,604.0 10,000.0 396.00
Operations at Report Time
cir. &wt. up to 15.8ppg
Operations Summary
Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Ofnce
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Rotate &slide drillingfrom 9853' to 9935' 9,853.0 9,935.0
12:00 1.00 7.00 5 Cir. &relog from 9880 to 9935 9,935.0 9,935.0
13:00 1.00 8.00 2 Rotate from 9935' to 9962' 9,935.0 9,962.0
14:00 0.50 8.50 7 service rig &top drive 9,962.0 9,962.0
14:30 2.00 10.50 2 Attempt to slide from 9962' to 9964' 9,962.0 9,964.0
16:30 4.50 15.00 2 Rotate from 9964' to 10,000' 9,964.0 10,000.0
21:00 9.00 24.00 5 Cir. &raise mud wt. to 15.8ppg. lost 10bbls. to hole 10,000.0 10,000.0

Mud Check: 9,964.0ftKB, 9/8/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/8/2012 9,964.0 15.10 48 21.0 9.000 5.000 6.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.800 32.0 37 86/14
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

10.0 5.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2012
Report #: 21, DFS: 12.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 396.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Lega1Location
Fidelity E&P NENW SEC 24, T26S R19E
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Operations at Report Time
cir. &wt. up to 15.8ppg
Operations Summary
Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
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14:00 0.50 8.50 7 service rig &top drive 9,962.0 9,962.0
14:30 2.00 10.50 2 Attempt to slide from 9962' to 9964' 9,962.0 9,964.0
16:30 4.50 15.00 2 Rotate from 9964' to 10,000' 9,964.0 10,000.0
21:00 9.00 24.00 5 Cir. &raise mud wt. to 15.8ppg. lost 10bbls. to hole 10,000.0 10,000.0

Mud Check: 9,964.0ftKB, 9/8/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .
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Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
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Operations at Report Time
cir. &wt. up to 15.8ppg
Operations Summary
Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
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Operations at Report Time
cir. &wt. up to 15.8ppg
Operations Summary
Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
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Delbert Sullivan Company Man / WSL (970) 986-4401
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Cum Dur
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

10.0 5.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2012
e Report #: 21, DFS: 12.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 396.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Lega1Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick OffDate KickOffDepth (ftKB) Kick Off Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Repod End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/8/2012 06:00 9/9/2012 06:00 12.88 9,604.0 10,000.0 396.00
Operations at Report Time
cir. &wt. up to 15.8ppg
Operations Summary
Rotate &slide drill from 9853' to 9935', cir. & re-log from 9880' to 9935', rotate from 9935' to 9962', service rig, attempt to slide from 9962' to 9964', (motor
stalling), rotate from 9964' to 10,000', cir. & raise mud wt. from 15.1ppg to 15.8ppg in stages.
Operations Next Report Penod
Trips
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Ofnce
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Rotate &slide drillingfrom 9853' to 9935' 9,853.0 9,935.0
12:00 1.00 7.00 5 Cir. &relog from 9880 to 9935 9,935.0 9,935.0
13:00 1.00 8.00 2 Rotate from 9935' to 9962' 9,935.0 9,962.0
14:00 0.50 8.50 7 service rig &top drive 9,962.0 9,962.0
14:30 2.00 10.50 2 Attempt to slide from 9962' to 9964' 9,962.0 9,964.0
16:30 4.50 15.00 2 Rotate from 9964' to 10,000' 9,964.0 10,000.0
21:00 9.00 24.00 5 Cir. &raise mud wt. to 15.8ppg. lost 10bbls. to hole 10,000.0 10,000.0

Mud Check: 9,964.0ftKB, 9/8/2012 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/8/2012 9,964.0 15.10 48 21.0 9.000 5.000 6.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.800 32.0 37 86/14
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline(°F) Comment

10.0 5.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2012
Expk 3 d : c6 Report #: 22, DFS: 13.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2012 06:00 9/10/2012 06:00 13.88 10,000.0 10,000.0 0.00
Operations at Report Time
TlH
Operations Summary
Change out rotating head rubber, strip out of hole to 7362', slug pipe & POOH, lay down dir. tools,service rig & clean rig floor, make up dir. tools, TlH 6766'fill
pipe, test MWD, cir. bottoms up. 14bbis. mud loss in pass 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 21 Change out rotating head rubber 10,000.0 10,000.0
07:00 3.50 4.50 6 Strip out of hole to 7300', holding 200psi. on ann. 10,000.0 10,000.0
10:30 0.50 5.00 5 Pump slug 10,000.0 10,000.0
11:00 8.00 13.00 6 POOH, & lay down dir. BHA 10,000.0 10,000.0
19:00 1.00 14.00 21 Service rig & clean oil base mud from rig floor 10,000.0 10,000.0
20:00 2.00 16.00 20 Make up dir. BHA, surface test MWD, make up bit. 10,000.0 10,000.0
22:00 6.00 22.00 6 T1Hto 6766' 10,000.0 10,000.0
04:00 1.50 23.50 5 Fillpipe, test MWD, cir. bottoms up 10,000.0 10,000.0
05:30 0.50 24.00 6 T1H,(14bbls. mud loss in pass 24hrs.) 10,000.0 10,000.0

Mud Check: 10,000.0ftKB, 9/9/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/9/2012 10,000.0 15.85 50 22.0 9.000 8.000 24.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.400 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check:<depth>ftKB, 9/10/2012 01:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2012 15.85 50 24.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 6.800 34.0 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

14.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2012
Report #: 23, DFS: 14.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excallber ID WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2012 06:00 9/11/2012 06:00 14.88 10,000.0 10,000.0 0.00
Operations at Report Time
Drilling ahead
Operations Summary
TlH, to TD, Circ, cut mud wt to 15.2ppg,drill from 10,000' to 10,360'
loss 23bbls. mud to hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 TlH from 6766' to 10,000 10,000.0 10,000.0
09:30 6.00 9.50 5 cir. &cut mud wt from 15.8ppg to 15.2ppg 10,000.0 10,000.0
15:30 2.50 12.00 5 Cir. while fixing pason equip. 10,000.0 10,000.0
18:00 12.00 24.00 2 Rotate &slide drillingfrom 10,000' to 10,360' 10,000.0 10,360.0

loss 23bbis. mud to hole

Mud Check: 10,000.0ftKB, 9/10/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2012 10,000.0 15.30 47 20.0 9.000 7.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.600 6.700 33.0 40 88/12
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

101.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2012
Report #: 23, DFS: 14.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excallber ID WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2012 06:00 9/11/2012 06:00 14.88 10,000.0 10,000.0 0.00
Operations at Report Time
Drilling ahead
Operations Summary
TlH, to TD, Circ, cut mud wt to 15.2ppg,drill from 10,000' to 10,360'
loss 23bbls. mud to hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 TlH from 6766' to 10,000 10,000.0 10,000.0
09:30 6.00 9.50 5 cir. &cut mud wt from 15.8ppg to 15.2ppg 10,000.0 10,000.0
15:30 2.50 12.00 5 Cir. while fixing pason equip. 10,000.0 10,000.0
18:00 12.00 24.00 2 Rotate &slide drillingfrom 10,000' to 10,360' 10,000.0 10,360.0

loss 23bbis. mud to hole

Mud Check: 10,000.0ftKB, 9/10/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2012 10,000.0 15.30 47 20.0 9.000 7.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.600 6.700 33.0 40 88/12
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

101.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2012
Report #: 23, DFS: 14.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excallber ID WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2012 06:00 9/11/2012 06:00 14.88 10,000.0 10,000.0 0.00
Operations at Report Time
Drilling ahead
Operations Summary
TlH, to TD, Circ, cut mud wt to 15.2ppg,drill from 10,000' to 10,360'
loss 23bbls. mud to hole
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 TlH from 6766' to 10,000 10,000.0 10,000.0
09:30 6.00 9.50 5 cir. &cut mud wt from 15.8ppg to 15.2ppg 10,000.0 10,000.0
15:30 2.50 12.00 5 Cir. while fixing pason equip. 10,000.0 10,000.0
18:00 12.00 24.00 2 Rotate &slide drillingfrom 10,000' to 10,360' 10,000.0 10,360.0

loss 23bbis. mud to hole
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2012
Report #: 23, DFS: 14.88
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/12/2012
Report #: 24, DFS: 15.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota1Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/11/2012 06:00 9/12/2012 06:00 15.88 0.0 10,490.0 0.00
Operations at Report Time
laying down bha
Operations Summary
Rotate &Slide drilling from 10,360' to 10,490', cir. & raise mud wt. to 15.8ppg, strip out of hole from 10,490' to 7,266', holding 200# on casing, pump slug &
POOH, lay down dir. BHA.
23bbis. of mud loss to hole in pass 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Rotate & Slide Drilling from 10,360' to 10,490' T.D, 10,360.0 10,490.0
12:00 6.00 12.00 5 Cir. & raise mud wt. from 15.2ppg to 15.8ppg. 10,490.0 10,490.0
18:00 4.00 16.00 6 Strip out of hole from 10,490. to 7,266' holding 200# on casing. 10,490.0 10,490.0
22:00 8.00 24.00 6 Pump slug & Finish POOH, and lay down dir. BHA 10,490.0 10,490.0
Mud Check: 10,490.0ftKB, 9/11/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2012 10,490.0 15.40 51 22.0 8.000 8.000 15.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.800 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

101.0
Mud Check: <depth>ftKB, 9/11/2012 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2012 15.80 51 24.0 8.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.800 34.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

15.0 101.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/12/2012
Report #: 24, DFS: 15.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota1Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/11/2012 06:00 9/12/2012 06:00 15.88 0.0 10,490.0 0.00
Operations at Report Time
laying down bha
Operations Summary
Rotate &Slide drilling from 10,360' to 10,490', cir. & raise mud wt. to 15.8ppg, strip out of hole from 10,490' to 7,266', holding 200# on casing, pump slug &
POOH, lay down dir. BHA.
23bbis. of mud loss to hole in pass 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.800 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

101.0
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

15.0 101.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/12/2012
Report #: 24, DFS: 15.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota1Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/11/2012 06:00 9/12/2012 06:00 15.88 0.0 10,490.0 0.00
Operations at Report Time
laying down bha
Operations Summary
Rotate & Slide drillingfrom 10,360' to 10,490', cir. & raise mud wt. to 15.8ppg, strip out of hole from 10,490' to 7,266', holding 200# on casing, pump slug &
POOH, lay down dir. BHA.
23bbis. of mud loss to hole in pass 24hrs.
Operations Next Report Pedod
Trips
Weather Wellbore
Cloudy Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Rotate & Slide Drilling from 10,360' to 10,490' T.D, 10,360.0 10,490.0
12:00 6.00 12.00 5 Cir. & raise mud wt. from 15.2ppg to 15.8ppg. 10,490.0 10,490.0
18:00 4.00 16.00 6 Strip out of hole from 10,490. to 7,266' holding 200# on casing. 10,490.0 10,490.0
22:00 8.00 24.00 6 Pump slug & Finish POOH, and lay down dir. BHA 10,490.0 10,490.0
Mud Check: 10,490.0ftKB, 9/11/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2012 10,490.0 15.40 51 22.0 8.000 8.000 15.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.800 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

101.0
Mud Check: <depth>ftKB, 9/11/2012 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2012 15.80 51 24.0 8.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.800 34.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

15.0 101.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FilmlTy Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2012
Report #: 25, DFS: 16.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UW1 Excaliber 1D WellArea Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2012 06:00 9/13/2012 06:00 16.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH/ logging well
Operations Summary
Clean oil base from rig floor, make up thrubit &TlH to 5262', service rig, TlH from 5262' to 6736', slip & cut 55ft. drill line, TIH from 6736' to 10,490', cir. bottoms
up, max gas 4293 units, rig up Thru-bit wire line, run logging tools in hole, unlatch, POOH with wire line, lost 40bbis. mud to hole in past 24hrs. Strip out of hole
logging well, holding 200# on casing.
Operations Next Report Period
Wire Line Logs
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 21 Clean oil base mud from rig floor 10,490.0 10,490.0
07:00 6.00 7.00 6 Make up thru bit, bit sub, float sub, x-o &tihto 5262'. running drift thru each 10,490.0 10,490.0

std.
13:00 0.50 7.50 7 Service rig & top drive 10,490.0 10,490.0
13:30 1.50 9.00 6 TlH from 5262' to 6736' @3 mins. per std.. running drift thru each std. 10,490.0 10,490.0
15:00 1.00 10.00 9 slip &cut 55ft. of drill line, set crown-o-matic, calb. hook load 10,490.0 10,490.0
16:00 4.50 14.50 6 TlH from 6736' to 10,490. @3 mins.per std. fillingpipe every 20stds. 10,490.0 10,490.0

running drift thru each std.
20:30 3.00 17.50 5 Cir. bottoms up from 10,490', max gas 4293 units. 10,490.0 10,490.0
23:30 2.00 19.50 22 Pull one std. rig up thru bit wireline, (thrubit wireline had troublewith line 10,490.0 10,490.0

on truck)monitor well on triptank
01:30 2.50 22.00 11 Run logging tools in hole, pump toolsdown from 7000ft. to bit @ 10,399' & 10,490.0 10,490.0

pull wire line out of hole, rig down same.

04:00 2.00 24.00 6 Strip out of hole logging, @4 mins per std. holding 200#on casing. lost 10,490.0 10,490.0
40bbls. mud to hole in last 24hrs.

Mud Check: 10,490.0ftKB, 9/12/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/12/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2012 10,490.0 15.80 51 22.0 9.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCl (ppm) Oil Water Ratio

3.500 6.700 35.0 570,873 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

40.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

0.0 10,490.0 396.00 9/8/2012 06:00 9/12/2012 06:00 66.80 5.9 44.80 22.00 32.93 67.07
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page ill Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2012
Expka u C :" RepOrt #: 26, DFS: 17.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2012 06:00 9/14/2012 06:00 17.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH
Operations Summary
Strip out of hole logging @ 4 mins per std up to 7299' holding 200# on casing, rig up wire line, retrive logging tools, rig down wire line,TlH from 7299' to 10,490',
cir., max gas 4700 units, pump Icm pill& spot in open hole60bbis, strip out of hole from 10,490' to 7299' @ 4mins per std. holding 200# on casing, pump slug &
POOH.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 11 Strip out of hole from 8805' to 7299' @ 4 mins per std. holding 200# on 10,490.0 10,490.0

casing. logging with thru bit logging tool
08:30 3.50 6.00 11 rig up thru bit wire line & retrive logging tools, rig down wire line 10,490.0 10,490.0
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15:00 5.50 14.50 5 Cir. bottoms up from 10,490. max gas 4700 units. pump & spot Icm pill in 10,490.0 10,490.0

open hole
20:30 3.50 18.00 6 Strip out of hole from 10,490. to 7299' holding 200# on casing, pulling @ 4 10,490.0 10,490.0

mins. per std.
00:00 6.00 24.00 6 Pump slug &POOH, lost 40bbis of mud down hole in last 24hrs. 10,490.0 10,490.0

Mud Check: <depth>ftKB, 9/13/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2012 15.80 57 23.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 35.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

97.0
Mud Check: <depth>ftKB, 9/13/2012 23:00
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9/13/2012 15.90
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

33.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2012 06:00 9/14/2012 06:00 17.88 10,490.0 10,490.0 0.00
Operations at Report Time
POOH
Operations Summary
Strip out of hole logging @ 4 mins per std up to 7299' holding 200# on casing, rig up wire line, retrive logging tools, rig down wire line,TlH from 7299' to 10,490',
cir., max gas 4700 units, pump Icm pill& spot in open hole60bbis, strip out of hole from 10,490' to 7299' @ 4mins per std. holding 200# on casing, pump slug &
POOH.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Oft1ce
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 11 Strip out of hole from 8805' to 7299' @ 4 mins per std. holding 200# on 10,490.0 10,490.0

casing. logging with thru bit logging tool
08:30 3.50 6.00 11 rig up thru bit wire line & retrive logging tools, rig down wire line 10,490.0 10,490.0
12:00 3.00 9.00 6 TlH from 7299' to 10,490. 10,490.0 10,490.0
15:00 5.50 14.50 5 Cir. bottoms up from 10,490. max gas 4700 units. pump & spot Icm pill in 10,490.0 10,490.0

open hole
20:30 3.50 18.00 6 Strip out of hole from 10,490. to 7299' holding 200# on casing, pulling @ 4 10,490.0 10,490.0

mins. per std.
00:00 6.00 24.00 6 Pump slug &POOH, lost 40bbis of mud down hole in last 24hrs. 10,490.0 10,490.0

Mud Check: <depth>ftKB, 9/13/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2012 15.80 57 23.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 35.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

97.0
Mud Check: <depth>ftKB, 9/13/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/13/2012 15.90
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

33.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2012
Report #: 27, DFS: 18.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Weil Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/14/2012 06:00 9/15/2012 06:00 18.88 10,490.0 10,490.0 0.00
Operations at Report Time
TlH with 4 1/2" liner @4 MPS slack off @10,000'
Operations Summary
POOH, L/D Thru-Bit BHA, RIU & run 4 1/2" Liner
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 6 Finish POOH, lay down thrubit, bit sub, float sub & x-o 10,490.0 10,490.0
07:30 0.50 2.00 21 Pull wear bushing 10,490.0 10,490.0
08:00 2.50 4.50 22 Held safety meeting, rig up casing crew & lay down truck 10,490.0 10,490.0
10:30 6.50 11.00 12 Make up shoe track&run 75jts. 4 1/2" P-110, BTC 15.1# liner 10,490.0 10,490.0
17:00 2.00 13.00 12 Change elevators, pick up & make up liner hanger, rig down casing crew & 10,490.0 10,490.0

lay down truck,change tongdies,
19:00 11.00 24.00 6 TlH with liner, @4 mins. per std. slack off, @10,000' fillingpipe every 10 10,490.0 10,490.0

stds.@ lost 32bbis. to hole in last 24hrs

Mud Check: 10,490.0ftKB, 9/14/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2012 10,490.0 15.80 53 23.0 10.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment

0.0
Mud Check: 10,490.0ftKB, 9/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 10,490.0 15.80 49 22.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2012
Report #: 27, DFS: 18.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Weil Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/14/2012 06:00 9/15/2012 06:00 18.88 10,490.0 10,490.0 0.00
Operations at Report Time
TlH with 4 1/2" liner @4 MPS slack off @ 10,000'
Operations Summary
POOH, L/D Thru-Bit BHA, RIU & run 4 1/2" Liner
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Finish POOH, lay down thrubit, bit sub, float sub & x-o 10,490.0 10,490.0

07:30 0.50 2.00 21 Pull wear bushing 10,490.0 10,490.0

08:00 2.50 4.50 22 Held safety meeting, rig up casing crew & lay down truck 10,490.0 10,490.0
10:30 6.50 11.00 12 Make up shoe track&run 75jts. 4 1/2" P-110, BTC 15.1# liner 10,490.0 10,490.0
17:00 2.00 13.00 12 Change elevators, pick up & make up liner hanger, rig down casing crew & 10,490.0 10,490.0

lay down truck,change tongdies,
19:00 11.00 24.00 6 TlH with liner, @4 mins. per std. slack off, @10,000' fillingpipe every 10 10,490.0 10,490.0

stds.@ lost 32bbis. to hole in last 24hrs

Mud Check: 10,490.0ftKB, 9/14/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2012 10,490.0 15.80 53 23.0 10.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment

0.0
Mud Check: 10,490.0ftKB, 9/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 10,490.0 15.80 49 22.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2012
Report #: 27, DFS: 18.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Weil Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/14/2012 06:00 9/15/2012 06:00 18.88 10,490.0 10,490.0 0.00
Operations at Report Time
TlH with 4 1/2" liner @4 MPS slack off @ 10,000'
Operations Summary
POOH, L/D Thru-Bit BHA, RIU & run 4 1/2" Liner
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Finish POOH, lay down thrubit, bit sub, float sub & x-o 10,490.0 10,490.0

07:30 0.50 2.00 21 Pull wear bushing 10,490.0 10,490.0

08:00 2.50 4.50 22 Held safety meeting, rig up casing crew & lay down truck 10,490.0 10,490.0
10:30 6.50 11.00 12 Make up shoe track&run 75jts. 4 1/2" P-110, BTC 15.1# liner 10,490.0 10,490.0
17:00 2.00 13.00 12 Change elevators, pick up & make up liner hanger, rig down casing crew & 10,490.0 10,490.0

lay down truck,change tongdies,
19:00 11.00 24.00 6 TlH with liner, @4 mins. per std. slack off, @10,000' fillingpipe every 10 10,490.0 10,490.0

stds.@ lost 32bbis. to hole in last 24hrs

Mud Check: 10,490.0ftKB, 9/14/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2012 10,490.0 15.80 53 23.0 10.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment

0.0
Mud Check: 10,490.0ftKB, 9/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 10,490.0 15.80 49 22.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2012
Report #: 27, DFS: 18.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Weil Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/14/2012 06:00 9/15/2012 06:00 18.88 10,490.0 10,490.0 0.00
Operations at Report Time
TlH with 4 1/2" liner @4 MPS slack off @ 10,000'
Operations Summary
POOH, L/D Thru-Bit BHA, RIU & run 4 1/2" Liner
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Finish POOH, lay down thrubit, bit sub, float sub & x-o 10,490.0 10,490.0

07:30 0.50 2.00 21 Pull wear bushing 10,490.0 10,490.0

08:00 2.50 4.50 22 Held safety meeting, rig up casing crew & lay down truck 10,490.0 10,490.0
10:30 6.50 11.00 12 Make up shoe track&run 75jts. 4 1/2" P-110, BTC 15.1# liner 10,490.0 10,490.0
17:00 2.00 13.00 12 Change elevators, pick up & make up liner hanger, rig down casing crew & 10,490.0 10,490.0

lay down truck,change tongdies,
19:00 11.00 24.00 6 TlH with liner, @4 mins. per std. slack off, @10,000' fillingpipe every 10 10,490.0 10,490.0

stds.@ lost 32bbis. to hole in last 24hrs

Mud Check: 10,490.0ftKB, 9/14/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2012 10,490.0 15.80 53 23.0 10.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment

0.0
Mud Check: 10,490.0ftKB, 9/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 10,490.0 15.80 49 22.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2012
Report #: 27, DFS: 18.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Weil Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/14/2012 06:00 9/15/2012 06:00 18.88 10,490.0 10,490.0 0.00
Operations at Report Time
TlH with 4 1/2" liner @4 MPS slack off @ 10,000'
Operations Summary
POOH, L/D Thru-Bit BHA, RIU & run 4 1/2" Liner
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Finish POOH, lay down thrubit, bit sub, float sub & x-o 10,490.0 10,490.0

07:30 0.50 2.00 21 Pull wear bushing 10,490.0 10,490.0

08:00 2.50 4.50 22 Held safety meeting, rig up casing crew & lay down truck 10,490.0 10,490.0
10:30 6.50 11.00 12 Make up shoe track&run 75jts. 4 1/2" P-110, BTC 15.1# liner 10,490.0 10,490.0
17:00 2.00 13.00 12 Change elevators, pick up & make up liner hanger, rig down casing crew & 10,490.0 10,490.0

lay down truck,change tongdies,
19:00 11.00 24.00 6 TlH with liner, @4 mins. per std. slack off, @10,000' fillingpipe every 10 10,490.0 10,490.0

stds.@ lost 32bbis. to hole in last 24hrs

Mud Check: 10,490.0ftKB, 9/14/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2012 10,490.0 15.80 53 23.0 10.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment

0.0
Mud Check: 10,490.0ftKB, 9/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 10,490.0 15.80 49 22.0 10.000 8.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

3.600 6.700 33.5 40 87.2/12.8
Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2012
Report #: 28, DFS: 19.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/15/2012 06:00 9/16/2012 06:00 19.88 10,490.0 10,490.0 0.00
Operations at Report Time

TlH
Operations Summary
TlH wlliner, rig up baker Hughes iron & Weatherford Cement head, cir. &cond. mud max gas 1555 units, drop ball, set hanger, TOL @6480', mix & pump
25bbls. spacer, 363sks class g cement = 77bbls. displace with 124bbis. OBM, test liner hanger to 1500#, reverse out w/ trace of cement & spacer 25bbls., Rig
down baker Hughes & pump slug, POOH, lay down setting tool,make up Weatherford bridge plug &TIH set weatherford ret. CIBP @6473'
Operations Next Report Period
Trips
Weather Weilbore

Re-Ently #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 4 1/2" liner @ 4 mins. per std slack off to 10,490' 10,490.0 10,490.0
07:00 1.00 2.00 21 Rig up baker hughes cement lines &weatherford head. 10,490.0 10,490.0
08:00 3.50 5.50 5 Cir & cond. mud @80gpm, (max gas 1555 units) 10,490.0 10,490.0
11:30 1.00 6.50 12 Drop ball, set liner hanger @6480' 10,490.0 10,490.0

TOL liner 6480', shoe @10,488'
12:30 3.50 10.00 12 Held pre-job safety meeting, test line to 5000#, mix & pump 25bbls. seal 10,490.0 10,490.0

bond spacer @17.5ppg. 363sks. class g, +.04% static free, + 1.3% CD 32,
+

.01 GPSFP6 @ 18.0ppg, 1.2 yield, 4.35 H2O GPS, 77bbl. slurry mixed
with wwater 37.49. Displace 124bbls oil base mud @ 15.8ppg. Bump plug
w/ 2100 psi, 1,000 psi over circ pressure

16:00 2.00 12.00 5 Set liner hanger packer,Test to 1500# & reverse out, trace of cement & 10,490.0 10,490.0
spacer

18:00 1.50 13.50 21 Rig down baker iron, pump slug 10,490.0 10,490.0
19:30 4.50 18.00 6 POOH & lay down setting tools 10,490.0 10,490.0
00:00 6.00 24.00 6 Make up retrievable weatherford packer & TlH, Set @6473' &test to 1000 10,490.0 0.0

psi.
Mud Check: <depth>ftKB, 3/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 15.80 55 23.0 11.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio
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Report #: 28, DFS: 19.88
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/15/2012 06:00 9/16/2012 06:00 19.88 10,490.0 10,490.0 0.00
Operations at Report Time

TlH
Operations Summary
TlH wlliner, rig up baker Hughes iron & Weatherford Cement head, cir. &cond. mud max gas 1555 units, drop ball, set hanger, TOL @6480', mix & pump
25bbls. spacer, 363sks class g cement = 77bbls. displace with 124bbis. OBM, test liner hanger to 1500#, reverse out w/ trace of cement & spacer 25bbls., Rig
down baker Hughes & pump slug, POOH, lay down setting tool,make up Weatherford bridge plug &TIH set weatherford ret. CIBP @6473'
Operations Next Report Period
Trips
Weather Weilbore

Re-Ently #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 4 1/2" liner @ 4 mins. per std slack off to 10,490' 10,490.0 10,490.0
07:00 1.00 2.00 21 Rig up baker hughes cement lines &weatherford head. 10,490.0 10,490.0
08:00 3.50 5.50 5 Cir & cond. mud @80gpm, (max gas 1555 units) 10,490.0 10,490.0

11:30 1.00 6.50 12 Drop ball, set liner hanger @6480' 10,490.0 10,490.0
TOL liner 6480', shoe @10,488'

12:30 3.50 10.00 12 Held pre-job safety meeting, test line to 5000#, mix & pump 25bbls. seal 10,490.0 10,490.0
bond spacer @17.5ppg. 363sks. class g, +.04% static free, + 1.3% CD 32,
+

.01 GPSFP6 @ 18.0ppg, 1.2 yield, 4.35 H2O GPS, 77bbl. slurry mixed
with wwater 37.49. Displace 124bbls oil base mud @ 15.8ppg. Bump plug
w/ 2100 psi, 1,000 psi over circ pressure

16:00 2.00 12.00 5 Set liner hanger packer,Test to 1500# & reverse out, trace of cement & 10,490.0 10,490.0
spacer

18:00 1.50 13.50 21 Rig down baker iron, pump slug 10,490.0 10,490.0
19:30 4.50 18.00 6 POOH & lay down setting tools 10,490.0 10,490.0
00:00 6.00 24.00 6 Make up retrievable weatherford packer & TlH, Set @6473' &test to 1000 10,490.0 0.0

psi.
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2012
Report #: 28, DFS: 19.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/15/2012 06:00 9/16/2012 06:00 19.88 10,490.0 10,490.0 0.00
Operations at Report Time

TlH
Operations Summary
TlH wlliner, rig up baker Hughes iron & Weatherford Cement head, cir. &cond. mud max gas 1555 units, drop ball, set hanger, TOL @6480', mix & pump
25bbls. spacer, 363sks class g cement = 77bbls. displace with 124bbis. OBM, test liner hanger to 1500#, reverse out w/ trace of cement & spacer 25bbls., Rig
down baker Hughes & pump slug, POOH, lay down setting tool,make up Weatherford bridge plug &TIH set weatherford ret. CIBP @6473'
Operations Next Report Period
Trips
Weather Weilbore

Re-Ently #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 4 1/2" liner @ 4 mins. per std slack off to 10,490' 10,490.0 10,490.0
07:00 1.00 2.00 21 Rig up baker hughes cement lines &weatherford head. 10,490.0 10,490.0
08:00 3.50 5.50 5 Cir & cond. mud @80gpm, (max gas 1555 units) 10,490.0 10,490.0

11:30 1.00 6.50 12 Drop ball, set liner hanger @6480' 10,490.0 10,490.0
TOL liner 6480', shoe @10,488'

12:30 3.50 10.00 12 Held pre-job safety meeting, test line to 5000#, mix & pump 25bbls. seal 10,490.0 10,490.0
bond spacer @17.5ppg. 363sks. class g, +.04% static free, + 1.3% CD 32,
+

.01 GPSFP6 @ 18.0ppg, 1.2 yield, 4.35 H2O GPS, 77bbl. slurry mixed
with wwater 37.49. Displace 124bbls oil base mud @ 15.8ppg. Bump plug
w/ 2100 psi, 1,000 psi over circ pressure

16:00 2.00 12.00 5 Set liner hanger packer,Test to 1500# & reverse out, trace of cement & 10,490.0 10,490.0
spacer

18:00 1.50 13.50 21 Rig down baker iron, pump slug 10,490.0 10,490.0
19:30 4.50 18.00 6 POOH & lay down setting tools 10,490.0 10,490.0
00:00 6.00 24.00 6 Make up retrievable weatherford packer & TlH, Set @6473' &test to 1000 10,490.0 0.0

psi.
Mud Check: <depth>ftKB, 3/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 15.80 55 23.0 11.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/15/2012 22:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2012 10,490.0 15.80 59 19.0 13.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL). Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.600 6.700 34.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

30.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2012
Report #: 28, DFS: 19.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/15/2012 06:00 9/16/2012 06:00 19.88 10,490.0 10,490.0 0.00
Operations at Report Time

TlH
Operations Summary
TlH wlliner, rig up baker Hughes iron & Weatherford Cement head, cir. &cond. mud max gas 1555 units, drop ball, set hanger, TOL @6480', mix & pump
25bbls. spacer, 363sks class g cement = 77bbls. displace with 124bbis. OBM, test liner hanger to 1500#, reverse out w/ trace of cement & spacer 25bbls., Rig
down baker Hughes & pump slug, POOH, lay down setting tool,make up Weatherford bridge plug &TIH set weatherford ret. CIBP @6473'
Operations Next Report Period
Trips
Weather Weilbore

Re-Ently #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 4 1/2" liner @ 4 mins. per std slack off to 10,490' 10,490.0 10,490.0
07:00 1.00 2.00 21 Rig up baker hughes cement lines &weatherford head. 10,490.0 10,490.0
08:00 3.50 5.50 5 Cir & cond. mud @80gpm, (max gas 1555 units) 10,490.0 10,490.0

11:30 1.00 6.50 12 Drop ball, set liner hanger @6480' 10,490.0 10,490.0
TOL liner 6480', shoe @10,488'

12:30 3.50 10.00 12 Held pre-job safety meeting, test line to 5000#, mix & pump 25bbls. seal 10,490.0 10,490.0
bond spacer @17.5ppg. 363sks. class g, +.04% static free, + 1.3% CD 32,
+

.01 GPSFP6 @ 18.0ppg, 1.2 yield, 4.35 H2O GPS, 77bbl. slurry mixed
with wwater 37.49. Displace 124bbls oil base mud @ 15.8ppg. Bump plug
w/ 2100 psi, 1,000 psi over circ pressure

16:00 2.00 12.00 5 Set liner hanger packer,Test to 1500# & reverse out, trace of cement & 10,490.0 10,490.0
spacer

18:00 1.50 13.50 21 Rig down baker iron, pump slug 10,490.0 10,490.0
19:30 4.50 18.00 6 POOH & lay down setting tools 10,490.0 10,490.0
00:00 6.00 24.00 6 Make up retrievable weatherford packer & TlH, Set @6473' &test to 1000 10,490.0 0.0

psi.
Mud Check: <depth>ftKB, 3/15/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/15/2012 15.80 55 23.0 11.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

3.600 6.700 33.5 40 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/15/2012 22:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2012 10,490.0 15.80 59 19.0 13.000 8.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL). Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.600 6.700 34.0 40 87.2/12.8
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

30.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2012
Report #: 29, DFS: 20.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Su1livan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2012 06:00 9/17/2012 06:00 20.88 10,490.0 10,490.0 0.00
Operations at Report Time
Rigging down &clean pits
Operations Summary
Circ, & cleaning slugging pit, Pump 20 bbl diesel spacer, &displace well wl 11.6ppg CACL, rig up lay down truck& lay down 4" drill string, cleaning pits.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 5 Cir. bottoms up
07:30 4.50 6.00 21 Clean slugging tank, pump 25bbls. diesel, clean slugging tank, transfer

OBM to storage tanks, transfercacl to slugging tank.
12:00 1.00 7.00 5 Displace OBM out of hole with 194bbls. of 11.1ppg. cacl, @5BPM
13:00 1.00 8.00 22 Monitor well
14:00 1.00 9.00 21 Held safety meeting with lay down crew & rig up same
15:00 14.50 23.50 6 Lay down 4" drillstring &cleaning pits.
05:30 0.50 24.00 21 Rig down lay down truck,& pump across bops with water

Mud Check: 10,490.0ftKB, 9/16/2012 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 10,490.0ftKB, 9/16/2012 20:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2012 10,490.0 15.25 55 24.0 9.000 7.000 15.000 2.0 200
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.900 8.200 33.0 79.1/20.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Tank #1 - 334 bbl, 11.65 ppb, oillwater 85/15
Tank #2 - 240 bbl, 15.25 ppb, oillwater 79/21
Tank #3 - 240 bbl, 15 8 ppb, oillwater 81/19
Tank #4 - 295 bbl, 15.8 ppb, oillwater 87/13
Diesel - 146 bbl

Mud Check is from Tank #2
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/18/2012
Report #: 30, DFS: 21.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/17/2012 06:00 9/18/2012 06:00 21.88 10,490.0 10,490.0 0.00
Operations at Report Time
rigging down
Operations Summary
Cleaning mud pits, pump thru-BOP'S choke & kill lines. rigging down top drive, lay down top drive, unstring block
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Office
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 Flush thru mud system, & blow out with air,, rig down top drive, & lay down
same, unstring block, cleaning mud pits

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/18/2012
Report #: 30, DFS: 21.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 8/20/2012 06:00 9/18/2012 19:00
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

219.35 16.50 16.9 17.7 7.2 62.73 37.27
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,621.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/17/2012 06:00 9/18/2012 06:00 21.88 10,490.0 10,490.0 0.00
Operations at Report Time
rigging down
Operations Summary
Cleaning mud pits, pump thru-BOP'S choke & kill lines. rigging down top drive, lay down top drive, unstring block
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
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RECEIVED: Sep. 18, 2013

Sundry Number: 42706 API Well Number: 43019314470000Sundry Number: 42706 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2012
Report #: 31, DFS: 22.88

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
AP1/UWl Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location
Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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11,621.0 8/26/2012 6,710.0 6,703.5
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time

Operations Summary
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Operations Ne×t Report Period

Weather Wellbore
Re-Entry #2

Daily Contacts
Job Contact Position Office
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Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
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Time Log

Cum Dur
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06:00 13.00 13.00 1 RID and moved rig to CCU 26-3. RID 60%, Rig moved 25%
Release rig on the CCU 24-1 RE2 location @19:00hrs 18-Sept-2012

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio
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RECEIVED: Dec. 10, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /17 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Plug Lateral #3 to re-enter well to drill Lateral #4 into an Uphole Clastic
08/12/13 through 08/17/13 Run free point and cut 2 3/8” production
tubing in curve at 7500’. POH and MU bit and scraper for 7” casing. TIH
to 6460’ and short trip. MU CICR and TIH. Set CICR at 6435’. Pressure

test 7” casing to surface at 3000 psi – good test. RU Baker Hughes
cementers. Sting in to retainer and establish injection (2000 psi at 2.0
bpm). Squeeze 48 bbls of 15.8 ppg Class G cement w/ additives below
CICR. Unsting and place 2 bbls cement on top of CICR. Pull 3 jnts and
SWIFN. Tag hard cement at 6399’. L/D workstring. Fill well w/ 9.5 ppg

brine. Install dry tree. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 12/10/2013

December 10, 2013

Sundry Number: 45737 API Well Number: 43019314470000Sundry Number: 45737 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Date of Spud:
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to 6460' and short trip. MU CICR and TlH. Set CICR at 6435'. Pressure FOR RECORD ONLY
test 7" casing to surface at 3000 psi - good test. RU Baker Hughes December 10, 2013

cementers. Sting in to retainer and establish injection (2000 psi at 2.0
bpm). Squeeze 48 bbls of 15.8 ppg Class G cement w/ additives below
CICR. Unsting and place 2 bbls cement on top of CICR. Pull 3 jnts and
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SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E
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RECEIVED: Oct. 01, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10 /1 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached procedure for casing repair.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10 /1 /2013

October 09, 2013

Sundry Number: 43166 API Well Number: 43019314470000Sundry Number: 43166 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached procedure for casing repair. Accepted by the
Utah Division of

Oil, Gas and Mining

Date: October 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/1/2013

RECEIVED: Oct. 01,
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FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached procedure for casing repair. Accepted by the
Utah Division of

Oil, Gas and Mining

Date: October 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/1/2013

RECEIVED: Oct. 01,



RECEIVED: Oct. 01, 2013

Sundry Number: 43166 API Well Number: 43019314470000Sundry Number: 43166 API Well Number: 43019314470000

A casing inspection log was run on the CCU 24-1RE2 on 8/26/13 and indicated a gouge in the 7" casing at
210'. Fidelity proposes to repair the casing per the following procedure:

MIRU service rig.
NU and test 7 1/16" BOP.
Set retrievable bridge plug at +/-2000' and test casing to 2000 psi.
ND 7 1/16" BOP. Check 7" x 9 5/8" annulus for pressure. ND tubing head.
RlHwith 7" rnechanical cutter and cut casing at +/-40'.

MU 7" spear, spear casing, unland and pull casing slips, pull and LD 7" casing.
NU and test 11" 5M BOP.
MU shoe and 8 5/8" wash pipe. RIHand wash over 7" casing to 240'.
Back off 7" at connection at 240'.
RIH with new 7" P-110, 26#, LTCcasing and make up to existing casing at 240'.
Land casing in slips and secure. Test casing to 6000 psi.
ND BOP and land 7" casing in casing hanger. MU and test tubing head.
NU and test 7 1/16" BOP.
TIH and release retrievable bridge plug at 2000'. Monitor well for flow and TOH.
ND BOP. BU dry hole tree. RDMO service
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STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931324 Kane Springs Fed 19-1A SWSE 19 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/4/1991
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301931447 Cane Creek Unit24-1 NEWN 24 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 7/1/2007
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County
4301950014 Cane Creek Unit 13-1 SENE 13 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 14507 14505 6/29/2012 S I \ ( 20 (A
Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entit ) Signaturd

E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

OCTi a20\3 Title Date



RECEIVED: Jan. 07, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /7 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Attached are the drilling reports for the month of December.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 1 /7 /2014

January 14, 2014

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/7/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached are the drilling reports for the month of December. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 14, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/7/2014

RECEIVED: Jan. 07,

Sundry Number: 46574 API Well Number: 43019314470000
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TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/7/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached are the drilling reports for the month of December. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 14, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/7/2014

RECEIVED: Jan. 07,

Sundry Number: 46574 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/8/2013 06:00
Report End Date

12/9/2013 06:00
Days From Spud (days)

-20.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Office

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL  
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/9/2013
Report #: 1, DFS: -20.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 1, DFS: -20.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 -20.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Re-Entry #2
Daily Contacts

Job Contact Position Offce

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 MOVING NABORS M-38 FROM BAKERSFIELD AND STAGE ON THE 13-
1 LOCATION UNTIL WE HAVE THE LOCATION READY AND THE ALL
THE RIG LOADS READY TO RIG UP.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/9/2013 06:00
Report End Date

12/10/2013 06:00
Days From Spud (days)

-19.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/10/2013
Report #: 2, DFS: -19.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 2, DFS: -19.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 -19.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND PREPARE 24-
1 LOCATION FOR CAMPS AND LINER.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/10/2013 06:00
Report End Date

12/11/2013 06:00
Days From Spud (days)

-18.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN  
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET  
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.  

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/11/2013
Report #: 3, DFS: -18.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 3, DFS: -18.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 -18.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE STAGING RIG ON THE 13-1 LOCATION AND HAUL IN
CAMP TRAILERS AND SET LINER ONTO 24-1 LOCATION AND SET
THE CREW AND ZECO CAMPS ON THE 18-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/11/2013 06:00
Report End Date

12/12/2013 06:00
Days From Spud (days)

-17.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR  
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/12/2013
Report #: 4, DFS: -17.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 4, DFS: -17.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 -17.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

STAGE NABORS RIG # 38 ON THE 13-1 LOCATION.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 CONTINUE RIGGING UP THE CAMPS AND SET UP DIESEL TANK FOR
CREW CAMP,CONTINUE SPOTTING RIG ON THE 13-1 LOCATION.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/12/2013 06:00
Report End Date

12/13/2013 06:00
Days From Spud (days)

-16.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC  
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING  
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/13/2013
Report #: 5, DFS: -16.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 5, DFS: -16.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 -16.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIG UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 SPOT TANK FARM, COMMUNICATING WITH VENDORS FOR MISC
TOOLS AND EQUIPMENT NEEDED FOR THE RE-DRILL AND SETTING
UP OFFICE.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/13/2013 06:00
Report End Date

12/14/2013 06:00
Days From Spud (days)

-15.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIGGING UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 PATTERSON TRUCKING CONTINUED HAULING IN M38 RIG  
EQUIPMENT. WAITING ON NABORS RIG CREWS TO ARRIVED ON  
LOCATION (SCHEDULED FOR SATURDAY MORNING). RIG UP OBM  
TANK FARM. LINING UP WELDERS FOR THE TANK MODIFICATIONS  
AND COMMUNICATING WITH VENDORS FOR THE  RIG UP.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/14/2013
Report #: 6, DFS: -15.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 6, DFS: -15.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 -15.83 0.0 0.0
Operations at Report Time

RIG MOVE
Operations Summary

WAITING ON RIG CREWS FOR RIGGING UP
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 1 PATTERSON TRUCKING CONTINUED HAULING IN M38 RIG
EQUIPMENT. WAITING ON NABORS RIG CREWS TO ARRIVED ON
LOCATION (SCHEDULED FOR SATURDAY MORNING). RIG UP OBM
TANK FARM. LINING UP WELDERS FOR THE TANK MODIFICATIONS
AND COMMUNICATING WITH VENDORS FOR THE RIG UP.
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/14/2013 06:00
Report End Date

12/15/2013 06:00
Days From Spud (days)

-14.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIGGING UP
Operations Summary

Rigging up Nabors M38 on the Cane Creek 24-1H.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 1 Wait on Nabors Rig Crews to arrive on location.

07:30 1.50 3.00 1 Fidelity Safety Coordinator held PJSM with Nabors Rig Crews and
Patterson Trucking.

09:00 9.00 12.00 1 Start rigging up Nabors M38 on the Cane Creek 24-1H location. Set Shaker
Skid,Mud Pits & Water Tank. Set degasser on Mud Pits. Rain-for-Rent
finish rigging up OBM Tank Farm.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/15/2013 06:00
Report End Date

12/16/2013 06:00
Days From Spud (days)

-13.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking  
personnel.

6,350.0 6,350.0

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set  
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &  
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot  
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.  
Plan to spot & start rigging up same tomorrow.  

6,350.0 6,350.0

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/16/2013
Report #: 8, DFS: -13.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 -13.83 0.0 0.0
Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 -13.83 0.0 0.0
Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 -13.83 0.0 0.0
Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 -13.83 0.0 0.0
Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Operations at Report Time

Waiting on Daylight.
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Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
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Weather Wellbore
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
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07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio
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9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 8, DFS: -13.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 -13.83 0.0 0.0
Operations at Report Time

Waiting on Daylight.
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson Trucking 6,350.0 6,350.0
personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set Main Enginine/Generator skids. Set 6,350.0 6,350.0
Fuel Tank, Mud Pumps & Rig Mats. Set Sub-structure, Drawworks &
installed Derrick A-Frame. Position Derrick & prepare for installation.

Rig Welder installed brackets in Mud Pits for Pason PVT sensors. Spot
Zeco Premix tank. NOV Drilling Fluids Bulk Hoppers arrived on location.
Plan to spot & start rigging up same tomorrow.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/16/2013 06:00
Report End Date

12/17/2013 06:00
Days From Spud (days)

-12.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging Up Nabors M38
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson
Trucking personnel.

6,350.0 6,350.0

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set derrick on stand & pin to Sub. Install  
Top-Drive. Installing hand rails, run electric lines, hooking up mud pump  
suction lines. Spot Fuel Tank (Had Vac Truck suck out +/- 30 bbls of  
contaminated diesel from Rig's Fuel Tank. Then discharged same into Mud  
Diesel storage tank). Spot BOP Accumulator skid. Nabors Rig Welder  
modifying Choke Manifold.

Third Party: Set NOV Bulk Hoppers (3). NOV's contract Rig Welders  
fabricating lines for NOV Wet System on Premix Tank.  Mathena installed  
Super-choke on C/K Manifold & set Control Panel in Top Dog House.  
Pason continue rigging up EDR & PVT system. Olsen Welding fabricating  
fluid transfer lines for M38 mud pits. Plan to spot Zeco's Solids Control skid  
& related equipment on December 17th.

6,350.0 6,350.0

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/17/2013
Report #: 9, DFS: -12.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2013
Report #: 9, DFS: -12.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 -12.83 0.0 0.0
Operations at Report Time

Rigging Up Nabors M38
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson 6,350.0 6,350.0
Trucking personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set derrick on stand & pin to Sub. Install 6,350.0 6,350.0
Top-Drive. Installing hand rails, run electric lines, hooking up mud pump
suction lines. Spot Fuel Tank (Had Vac Truck suck out +/- 30 bbls of
contaminated diesel from Rig's Fuel Tank. Then discharged same into Mud
Diesel storage tank). Spot BOP Accumulator skid. Nabors Rig Welder
modifying Choke Manifold.

Third Party: Set NOV Bulk Hoppers (3). NOV's contract Rig Welders
fabricating lines for NOV Wet System on Premix Tank. Mathena installed
Super-choke on C/K Manifold & set Control Panel in Top Dog House.
Pason continue rigging up EDR & PVT system. Olsen Welding fabricating
fluid transfer lines for M38 mud pits. Plan to spot Zeco's Solids Control skid
& related equipment on December 17th.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Set Depth OD Nom Max
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06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson 6,350.0 6,350.0
Trucking personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set derrick on stand & pin to Sub. Install 6,350.0 6,350.0
Top-Drive. Installing hand rails, run electric lines, hooking up mud pump
suction lines. Spot Fuel Tank (Had Vac Truck suck out +/- 30 bbls of
contaminated diesel from Rig's Fuel Tank. Then discharged same into Mud
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modifying Choke Manifold.
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 -12.83 0.0 0.0
Operations at Report Time

Rigging Up Nabors M38
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson 6,350.0 6,350.0
Trucking personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set derrick on stand & pin to Sub. Install 6,350.0 6,350.0
Top-Drive. Installing hand rails, run electric lines, hooking up mud pump
suction lines. Spot Fuel Tank (Had Vac Truck suck out +/- 30 bbls of
contaminated diesel from Rig's Fuel Tank. Then discharged same into Mud
Diesel storage tank). Spot BOP Accumulator skid. Nabors Rig Welder
modifying Choke Manifold.

Third Party: Set NOV Bulk Hoppers (3). NOV's contract Rig Welders
fabricating lines for NOV Wet System on Premix Tank. Mathena installed
Super-choke on C/K Manifold & set Control Panel in Top Dog House.
Pason continue rigging up EDR & PVT system. Olsen Welding fabricating
fluid transfer lines for M38 mud pits. Plan to spot Zeco's Solids Control skid
& related equipment on December 17th.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2013
Report #: 9, DFS: -12.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 -12.83 0.0 0.0
Operations at Report Time

Rigging Up Nabors M38
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Drill Crews & Patterson 6,350.0 6,350.0
Trucking personnel.

07:00 11.00 12.00 1 Continue rigging up Nabors M38. Set derrick on stand & pin to Sub. Install 6,350.0 6,350.0
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Diesel storage tank). Spot BOP Accumulator skid. Nabors Rig Welder
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/17/2013 06:00
Report End Date

12/18/2013 06:00
Days From Spud (days)

-11.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging Up
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Rig Welders, Zeco, NOV and Tri-State  
Trucking personnel regarding  rigging up premix tank, Zeco Solids Control  
equipment, NOV Bar Hoppers and mud  transfer lines.

6,350.0 6,350.0

07:00 11.00 12.00 1 Nabors Rig Welders continue modifications on Choke/Kill Manifold. NOV  
Drilling Fluids personnel and Rig Welders continued rigging up Wet System  
on premix tank and mud transfer lines on Mud Tanks. Tri-State and Zeco  
set Solids Control Centrifuge skid and Gas Buster. Unloaded Cuttings  
Dryer, Catch Tanks, Flare Box, Telescopic Boom Loader and Nabors 13-
5/8" 10M BOP Rams. Spot Preheat skid and 3 x 400 bbl upright tanks.  
NOV delivered 1238 bbls of 13.5 ppg OBM and transferred to storage  
tanks. About 75% of Halliburtons MPD equipment arrived on location today.  
Halliburton's MPD personnel scheduled to arrive on location Thursday  
morning to start rigging up MPD equipment.

NOTE: Today a Pre-Spud and Safety Meeting was held in Moab, Utah from  
09:00 to 14:00 Hrs with Fidelity Drilling & HSE personnel, Nabors Drilling &  
HSE personnel, Third party Service Previders and Contractors. Reviewed  
the drilling program for the Cane Creek 24-1H RE3. Discussed Fidelity and  
Nabors HSE Policies. Talked about Fidelity's expectations regarding well  
control, the environment, emergency response and spill prevention, the  
safety and conduct of all personnel, both on & off location.

6,350.0 6,350.0

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/18/2013
Report #: 10, DFS: -11.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/18/2013
Report #: 10, DFS: -11.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/17/2013 06:00 12/18/2013 06:00 -11.83 0.0 0.0
Operations at Report Time

Rigging Up
Operations Summary

Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Rig Welders, Zeco, NOV and Tri-State 6,350.0 6,350.0
Trucking personnel regarding rigging up premix tank, Zeco Solids Control
equipment, NOV Bar Hoppers and mud transfer lines.

07:00 11.00 12.00 1 Nabors Rig Welders continue modifications on Choke/Kill Manifold. NOV 6,350.0 6,350.0
Drilling Fluids personnel and Rig Welders continued rigging up Wet System
on premix tank and mud transfer lines on Mud Tanks. Tri-State and Zeco
set Solids Control Centrifuge skid and Gas Buster. Unloaded Cuttings
Dryer, Catch Tanks, Flare Box, Telescopic Boom Loader and Nabors 13-
5/8" 10M BOP Rams. Spot Preheat skid and 3 x 400 bbl upright tanks.
NOV delivered 1238 bbls of 13.5 ppg OBM and transferred to storage
tanks. About 75% of Halliburtons MPD equipment arrived on location today.
Halliburton's MPD personnel scheduled to arrive on location Thursday
morning to start rigging up MPD equipment.

NOTE: Today a Pre-Spud and Safety Meeting was held in Moab, Utah from
09:00 to 14:00 Hrs with Fidelity Drilling & HSE personnel, Nabors Drilling &
HSE personnel, Third party Service Previders and Contractors. Reviewed
the drilling program for the Cane Creek 24-1 H RE3. Discussed Fidelity and
Nabors HSE Policies. Talked about Fidelity's expectations regarding well
control, the environment, emergency response and spill prevention, the
safety and conduct of all personnel, both on & off location.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio
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Held PJSM. Continue rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Rig Welders, Zeco, NOV and Tri-State 6,350.0 6,350.0
Trucking personnel regarding rigging up premix tank, Zeco Solids Control
equipment, NOV Bar Hoppers and mud transfer lines.

07:00 11.00 12.00 1 Nabors Rig Welders continue modifications on Choke/Kill Manifold. NOV 6,350.0 6,350.0
Drilling Fluids personnel and Rig Welders continued rigging up Wet System
on premix tank and mud transfer lines on Mud Tanks. Tri-State and Zeco
set Solids Control Centrifuge skid and Gas Buster. Unloaded Cuttings
Dryer, Catch Tanks, Flare Box, Telescopic Boom Loader and Nabors 13-
5/8" 10M BOP Rams. Spot Preheat skid and 3 x400 bbl upright tanks.
NOV delivered 1238 bbls of 13.5 ppg OBM and transferred to storage
tanks. About 75% of Halliburtons MPD equipment arrived on location today.
Halliburton's MPD personnel scheduled to arrive on location Thursday
morning to start rigging up MPD equipment.

NOTE: Today a Pre-Spud and Safety Meeting was held in Moab, Utah from
09:00 to 14:00 Hrs with Fidelity Drilling & HSE personnel, Nabors Drilling &
HSE personnel, Third party Service Previders and Contractors. Reviewed
the drilling program for the Cane Creek 24-1 H RE3. Discussed Fidelity and
Nabors HSE Policies. Talked about Fidelity's expectations regarding well
control, the environment, emergency response and spill prevention, the
safety and conduct of all personnel, both on & off location.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

donstaley
Highlight

donstaley
Highlight



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/18/2013 06:00
Report End Date

12/19/2013 06:00
Days From Spud (days)

-10.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco,  
NOV & Tri-State personnel. Reviewed todays planned work schedule and  
task for raising the derrick, sub-structure and welding jobs.

6,350.0 6,350.0

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick  
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig  
Welders continued rigging up Wet System on premix tank and mud transfer  
lines on Mud Tanks. Nabors Rig Welders continue modifications on  
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster  
hook-up, slides for shale shakers and rigging up Solids Control equipment.  
98% of Halliburtons MPD equipment is on location. Halliburton's MPD  
personnel scheduled to arrive on location Thursday morning.

6,350.0 6,350.0

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/19/2013
Report #: 11, DFS: -10.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco, 6,350.0 6,350.0
NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco, 6,350.0 6,350.0
NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco, 6,350.0 6,350.0
NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco, 6,350.0 6,350.0
NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time

Rigging UP
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco, 6,350.0 6,350.0
NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 11, DFS: -10.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 -10.83 0.0 0.0
Operations at Report Time
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Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
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Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur
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NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
and sub-structure. Installed stairs to rig floor. NOV personnel and Rig
Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs. 6,350.0 6,350.0
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Cum Dur
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NOV & Tri-State personnel. Reviewed todays planned work schedule and
task for raising the derrick, sub-structure and welding jobs.

07:00 11.00 12.00 1 Held PJSM. Start rig's main engines, generators and HPU. Raised derrick 6,350.0 6,350.0
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Welders continued rigging up Wet System on premix tank and mud transfer
lines on Mud Tanks. Nabors Rig Welders continue modifications on
Choke/Kill Manifold. Zeco Rig Welders fabricating 10" lines for Gas Buster
hook-up, slides for shale shakers and rigging up Solids Control equipment.
98% of Halliburtons MPD equipment is on location. Halliburton's MPD
personnel scheduled to arrive on location Thursday morning.
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/19/2013 06:00
Report End Date

12/20/2013 06:00
Days From Spud (days)

-9.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco  
and NOV personnel regarding rigging up operations.

6,350.0 6,350.0

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig  
Floor and Sub-structure. Rig up Boiler System. Installing water, air and  
steam lines. Start rig's main engines, generators and HPU. Spool drill line  
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet  
System on premix tank and mud transfer lines on Mud Tanks (This is about  
40% complete). Nabors Rig Welder continue modifications on Choke/Kill  
Manifold (85% complete). Zeco continue rigging up Solids Control  
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"  
lines for Gas Buster hook-up (70% complete).  99% of Halliburtons MPD  
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools  
on location. Smith Whipstock and related equipment on location. MI Well  
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

6,350.0 6,350.0

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour  
tomorrow at 18:00 hrs.  

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/20/2013
Report #: 12, DFS: -9.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 12, DFS: -9.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
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Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 12, DFS: -9.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 12, DFS: -9.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 12, DFS: -9.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 12, DFS: -9.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 -9.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging up M38. Installed tarps around Rig 6,350.0 6,350.0
Floor and Sub-structure. Rig up Boiler System. Installing water, air and
steam lines. Start rig's main engines, generators and HPIJ. Spool drill line
on Drawworks drum. Contract Rig Welders continued rigging up NOV Wet
System on premix tank and mud transfer lines on Mud Tanks (This is about
40% complete). Nabors Rig Welder continue modifications on Choke/Kill
Manifold (85% complete). Zeco continue rigging up Solids Control
equipment (70% rigged up). Zeco Rig Welders continue fabricating 10"
lines for Gas Buster hook-up (70% complete). 99% of Halliburtons MPD
equipment is on location.

All of the Weatherford 4" Rental DP, HWDP, 4.75" DC and handling tools
on location. Smith Whipstock and related equipment on location. MI Well
Commander and Multiback Wellbore Clean-up tools on location.

Checked Well for pressure - Zero psi on wellhead.

18:00 12.00 24.00 1 Inactive, crews working daylight hrs only. Nabors plans to break tour 6,350.0 6,350.0
tomorrow at 18:00 hrs.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/20/2013 06:00
Report End Date

12/21/2013 06:00
Days From Spud (days)

-8.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging Up
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather

Snow
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco
and NOV personnel regarding rigging up operations.

6,350.0 6,350.0

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging Boiler System & installing water, air  
and steam lines. Start rig's main engines, generators and HPU. Scoped up  
upper section of derrick and secure. Rig Welders fabricating Windwall  
brackets on Rig Floor  for hanging tarp on. Filled Nabors Water Tank with  
400 bbl Fresh Water.  

Contract Rig Welders continued rigging up NOV Wet System on premix  
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines  
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill  
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged  
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel  
performed equipment inventory checks. Received 390 bbl of 10.5 ppg  
CaCl2 from NOV Drilling Fluids.

6,350.0 6,350.0

18:00 12.00 24.00 1 Held PJSM with oncoming Drill Crew. Continue running steam lines and  
hooking up Steam Heaters. Fire Boiler. Rig up Standpipe Manifold. Install  
Rotary Hose from Standpipe to Top-Drive. Install Upper & Lower IBOPS on  
Top-Drive.

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)
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upper section of derrick and secure. Rig Welders fabricating Windwall
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Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
performed equipment inventory checks. Received 390 bbl of 10.5 ppg
CaCl2 from NOV Drilling Fluids.

18:00 12.00 24.00 1 Held PJSM with oncoming Drill Crew. Continue running steam lines and 6,350.0 6,350.0
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06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging Boiler System & installing water, air 6,350.0 6,350.0
and steam lines. Start rig's main engines, generators and HPU. Scoped up
upper section of derrick and secure. Rig Welders fabricating Windwall
brackets on Rig Floor for hanging tarp on. Filled Nabors Water Tank with
400 bbl Fresh Water.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
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06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging Boiler System & installing water, air 6,350.0 6,350.0
and steam lines. Start rig's main engines, generators and HPU. Scoped up
upper section of derrick and secure. Rig Welders fabricating Windwall
brackets on Rig Floor for hanging tarp on. Filled Nabors Water Tank with
400 bbl Fresh Water.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
performed equipment inventory checks. Received 390 bbl of 10.5 ppg
CaCl2 from NOV Drilling Fluids.

18:00 12.00 24.00 1 Held PJSM with oncoming Drill Crew. Continue running steam lines and 6,350.0 6,350.0
hooking up Steam Heaters. Fire Boiler. Rig up Standpipe Manifold. Install
Rotary Hose from Standpipe to Top-Drive. Install Upper & Lower IBOPS on
Top-Drive.
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06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging Boiler System & installing water, air 6,350.0 6,350.0
and steam lines. Start rig's main engines, generators and HPU. Scoped up
upper section of derrick and secure. Rig Welders fabricating Windwall
brackets on Rig Floor for hanging tarp on. Filled Nabors Water Tank with
400 bbl Fresh Water.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
performed equipment inventory checks. Received 390 bbl of 10.5 ppg
CaCl2 from NOV Drilling Fluids.

18:00 12.00 24.00 1 Held PJSM with oncoming Drill Crew. Continue running steam lines and 6,350.0 6,350.0
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Rotary Hose from Standpipe to Top-Drive. Install Upper & Lower IBOPS on
Top-Drive.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 13, DFS: -8.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 -8.83 0.0 0.0
Operations at Report Time

Rigging Up
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.
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and steam lines. Start rig's main engines, generators and HPU. Scoped up
upper section of derrick and secure. Rig Welders fabricating Windwall
brackets on Rig Floor for hanging tarp on. Filled Nabors Water Tank with
400 bbl Fresh Water.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
performed equipment inventory checks. Received 390 bbl of 10.5 ppg
CaCl2 from NOV Drilling Fluids.
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hooking up Steam Heaters. Fire Boiler. Rig up Standpipe Manifold. Install
Rotary Hose from Standpipe to Top-Drive. Install Upper & Lower IBOPS on
Top-Drive.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 13, DFS: -8.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 -8.83 0.0 0.0
Operations at Report Time

Rigging Up
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight. Held PJSM with Nabors Rig Crews, Rig Welders, Zeco 6,350.0 6,350.0
and NOV personnel regarding rigging up operations.

07:00 11.00 12.00 1 Nabors Drill Crews continue rigging Boiler System & installing water, air 6,350.0 6,350.0
and steam lines. Start rig's main engines, generators and HPU. Scoped up
upper section of derrick and secure. Rig Welders fabricating Windwall
brackets on Rig Floor for hanging tarp on. Filled Nabors Water Tank with
400 bbl Fresh Water.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(65% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (95% rigged
up). Zeco Rig Welders continue fabricating 10" lines for Gas Buster hook-
up (80% complete). Set Drive-over in place. Halliburtons MPD personnel
performed equipment inventory checks. Received 390 bbl of 10.5 ppg
CaCl2 from NOV Drilling Fluids.

18:00 12.00 24.00 1 Held PJSM with oncoming Drill Crew. Continue running steam lines and 6,350.0 6,350.0
hooking up Steam Heaters. Fire Boiler. Rig up Standpipe Manifold. Install
Rotary Hose from Standpipe to Top-Drive. Install Upper & Lower IBOPS on
Top-Drive.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/21/2013 06:00
Report End Date

12/22/2013 06:00
Days From Spud (days)

-7.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather

Snow
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top-
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS  
camera at derrick board level. Rig up lights around Shaker area and  
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe  
Manifold. Drillcom installed Rig Phone system. Pason continue installing  
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill  
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix  
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines  
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill  
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged  
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton  
personnel assist in spotting and rig up of MPD equipment.

6,350.0 6,350.0

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7-
1/16" 10m Wellhead Cap.

6,350.0 6,350.0

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m  
Wellhead.

6,350.0 6,350.0

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type U BOP's (Single Ram &  
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton  
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/22/2013
Report #: 14, DFS: -7.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 14, DFS: -7.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/21/2013 06:00 12/22/2013 06:00 -7.83 0.0 0.0
Operations at Report Time

Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Snow RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 1 Held PJSM. Nabors electrician troubleshoot and rectify problem with Top- 6,350.0 6,350.0
Drive (IBOP Actuator Control). Finish running steam lines.Install TDS
camera at derrick board level. Rig up lights around Shaker area and
Hopper House. Remove Lower IBOP and install XT-39 Saver-sub on Top-
Drive. Install Halliburton MPD valve and Coflex hose on Stand-pipe
Manifold. Drillcom installed Rig Phone system. Pason continue installing
EDR system. Nabors contract pipe inspectors X-rayed welds on Choke/Kill
Manifold.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(80% complete). Nabors Rig Welder finished modifications on Choke/Kill
Manifold. Zeco continue rigging up Solids Control equipment (98% rigged
up). Zeco installed Flare Line from Gas Buster to Flare Pit. Halliburton
personnel assist in spotting and rig up of MPD equipment.

16:00 1.00 11.00 14 Check well for pressure. No Wellhead pressure observed. Nipple-down 7- 6,350.0 6,350.0
1/16" 10m Wellhead Cap.

17:00 1.00 12.00 14 Nipple-up 7-1/6" 10m x 13-5/8" 10m DSA Flange on Cameron 7-1/16" 10m 6,350.0 6,350.0
Wellhead.

18:00 12.00 24.00 14 Nipple-up Nabors 13-5/8" 10 Cameron Type IJ BOP's (Single Ram & 6,350.0 6,350.0
Double Ram), Shaffer 13-5/8" 10m Annular BOP. Nipple up Halliburton
RCD Housing Spool. Nipple up BOP manual gate Valves and HCR Valves.

NOTE: All BOP components are Brand New.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/22/2013 06:00
Report End Date

12/23/2013 06:00
Days From Spud (days)

-6.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Nipple up BOP.
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 14 Held PJSM. Continue Nipple up 13-5/8" 10m BOP. Install Choke/Kill  
Manual, HCR Valves Pressure Blocks. Cameron Wellhead Services tighten  
all studs & nuts on BOP Flanges and related equipment. Install 4" DP  
Rams in Top Ram Cavity.

Contract Rig Welders continued rigging up NOV Wet System on premix  
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines  
(90% complete). Zeco finished rigging up Solids Control equipment  
installing Flare Line from Gas Buster to Flare Pit (Still needs to rig up Flare  
Igniter system). Rig Welders also modifying Flow Line and Panic Line  
coming off Choke Manifold. Halliburton personnel spotting and rig up MPD  
equipment (MPD equipment 90% rigged up).

6,350.0 6,350.0

18:00 2.00 14.00 14 Held PJSM. Align BOP Stack with Rotary Table. 6,350.0 6,350.0

20:00 10.00 24.00 14 Continue Nipple up 13-5/8" 10m BOP. Install 4" DP Rams in Top Ram  
Cavity. NOTE: The Blind Rams will be installed  in Middle Ram Cavity once  
they arrive on location today. Install Tee-Block and Adapter Flanges on  
BOP Kill Line outlets. Attempt to install Flowline. Would not work, too long.  
Lay down same. Welder will shorten Flowline this morning.

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/23/2013
Report #: 15, DFS: -6.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/23/2013
Report #: 15, DFS: -6.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/22/2013 06:00 12/23/2013 06:00 -6.83 0.0 0.0
Operations at Report Time

Nipple up BOP.
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur
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123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/22/2013 06:00 12/23/2013 06:00 -6.83 0.0 0.0
Operations at Report Time

Nipple up BOP.
Operations Summary

Held PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 14 Held PJSM. Continue Nipple up 13-5/8" 10m BOP. Install Choke/Kill 6,350.0 6,350.0
Manual, HCR Valves Pressure Blocks. Cameron Wellhead Services tighten
all studs & nuts on BOP Flanges and related equipment. Install 4" DP
Rams in Top Ram Cavity.

Contract Rig Welders continued rigging up NOV Wet System on premix
tank, installing fluid transfer lines on Mud Tanks and Bulk Transfer lines
(90% complete). Zeco finished rigging up Solids Control equipment
installing Flare Line from Gas Buster to Flare Pit (Still needs to rig up Flare
Igniter system). Rig Welders also modifying Flow Line and Panic Line
coming off Choke Manifold. Halliburton personnel spotting and rig up MPD
equipment (MPD equipment 90% rigged up).

18:00 2.00 14.00 14 Held PJSM. Align BOP Stack with Rotary Table. 6,350.0 6,350.0

20:00 10.00 24.00 14 Continue Nipple up 13-5/8" 10m BOP. Install 4" DP Rams in Top Ram 6,350.0 6,350.0
Cavity. NOTE: The Blind Rams will be installed in Middle Ram Cavity once
they arrive on location today. Install Tee-Block and Adapter Flanges on
BOP Kill Line outlets. Attempt to install Flowline. Would not work, too long.
Lay down same. Welder will shorten Flowline this morning.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/23/2013 06:00
Report End Date

12/24/2013 06:00
Days From Spud (days)

-5.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig  
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line  
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

6,350.0 6,350.0

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on  
Tank Farm And Premix Tank

6,350.0 6,350.0

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back-
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

6,350.0 6,350.0

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid  
Stairs, Install Mousehole

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/24/2013
Report #: 16, DFS: -5.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2013
Report #: 16, DFS: -5.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/23/2013 06:00 12/24/2013 06:00 -5.83 0.0 0.0
Operations at Report Time

Install Drip Pan.
Operations Summary

Hold PJSM. Continue Rigging up Nabors M38 & 3rd party equipment. Nipple up BOP.
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 23 Hold PJSM. Continue Rig Up NOV Wet System on Premix Tank And Rig 6,350.0 6,350.0
Up Flare Lines And Flare Igniter Install Gas Buster Lines Install Flow Line
Halliburton MPD Is 95% Rig Up .Rig Up Power Cat Walk Pragma

15:00 3.00 12.00 14 Install Blind Rams and Rig Up Rig Floor Welders Conitnue Working on 6,350.0 6,350.0
Tank Farm And Premix Tank

18:00 6.00 18.00 1 Hold PJSM. Install Remote Kill Line, Hang Tarps, Adjust Top Drive Back- 6,350.0 6,350.0
Up Wrench, Install Saver Sub. Welders continue working on Mud Farm.

00:00 6.00 24.00 1 RU & Function Test Mud Pumps. Install Choke House & Shaker Skid 6,350.0 6,350.0
Stairs, Install Mousehole

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/24/2013 06:00
Report End Date

12/25/2013 06:00
Days From Spud (days)

-4.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on  
Premix Tank and Tank Fram

6,350.0 6,350.0

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer  
Welders Continue Working on Permix Tank and Tank Fram Zeco install  
Shaker Screens on Solids Control Equipment

6,350.0 6,350.0

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for  
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive  
Continue Working on Premix Tank

6,350.0 6,350.0

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut  
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location  

6,350.0 6,350.0

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0

22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000  
high for 10 mins test Top Rams 250 Low for 5 mins and 10.000 high test  
Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins  
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test  
Annular 250 Low For 5 Mins and 5000 High Test TIW 250 Low For 5 Mins  
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5  
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/25/2013
Report #: 17, DFS: -4.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2013
Report #: 17, DFS: -4.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/24/2013 06:00 12/25/2013 06:00 -4.83 0.0 0.0
Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0
22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000 6,350.0 6,350.0

high for 10 mins test Top Rams 250 Low for 5 mins and 10.000 high test
Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2013
Report #: 17, DFS: -4.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/24/2013 06:00 12/25/2013 06:00 -4.83 0.0 0.0
Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0

22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000 6,350.0 6,350.0
high for 10 mins test Top Rams 250 Low for 5 mins and 10.000 high test
Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2013
Report #: 17, DFS: -4.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/24/2013 06:00 12/25/2013 06:00 -4.83 0.0 0.0
Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0

22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000 6,350.0 6,350.0
high for 10 mins test Top Rams 250 Low for 5 mins and 10.000 high test
Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2013
Report #: 17, DFS: -4.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/24/2013 06:00 12/25/2013 06:00 -4.83 0.0 0.0
Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0

22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000 6,350.0 6,350.0
high for 10 mins test Top Rams 250 Low for 5 mins and 10.000 high test
Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2013
Report #: 17, DFS: -4.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
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12/24/2013 06:00 12/25/2013 06:00 -4.83 0.0 0.0
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TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location
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Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
and 10.000 For 10 mins Test From Top Dive to Mud Pumps 250 low For 5
mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time

TESTING BOPS
Operations Summary

Hold PJSM Continue Rigging up 3rd Party Equipment and Start Testing BOPS
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0

22:00 8.00 24.00 15 Rig up Cameron Testers test Bottom Rams 250 low for 5 mins and 10.000 6,350.0 6,350.0
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Choke Manifold and HCR 250 Low for 5 Mins and 10.000 high for 10 Mins
Test Kill lines 250 Low For 5 Mins and 10.000 High For 10 mins Test
Annular 250 Low For 5 Mins and 5000 High Test TlW 250 Low For 5 Mins
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mins and 4000 High For 10 mins Top Drive Leaking at 500 PSI
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06:00 5.00 5.00 14 Hold PJSM Install Catch Pan on BOPS Welders Continue Working on 6,350.0 6,350.0
Premix Tank and Tank Fram

11:00 2.50 7.50 1 Unload Halliburton Lines and Valves Assist Geologist on spot Trailer 6,350.0 6,350.0
Welders Continue Working on Permix Tank and Tank Fram Zeco install
Shaker Screens on Solids Control Equipment

13:30 4.50 12.00 1 Rig up Boiler Lines to Water Tank Welder Install Chain Links on Sub for 6,350.0 6,350.0
Rig Tarps Install Shaker Screens on Rig Shakers Trouble Shoot Top Drive
Continue Working on Premix Tank

18:00 3.50 15.50 1 Install 4.5 Panic Lines From Choke Manifold to Fire Box had Welder Cut 6,350.0 6,350.0
Pipe Boxes Start Unloading 4' Drill Pipe and Clean up Location

21:30 0.50 16.00 15 Hold PJSM With Cameron BOP Testers 6,350.0 6,350.0
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/25/2013 06:00
Report End Date

12/26/2013 06:00
Days From Spud (days)

-3.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was  
Leaking - Found that There was a Missing Blank Plate. Had to get Parts  
From Town. Thawing out Hallibutron MPD Valves and Lines

6,350.0 6,350.0

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor  
10 Mins

6,350.0 6,350.0

11:30 2.50 8.00 23 Work on Top Drive  install Blank Plate and test Top Drive 250  Low and  
4000 High  

6,350.0 6,350.0

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The  
Mud Pump

6,350.0 6,350.0

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was  
Leaking. Change Oring

6,350.0 6,350.0

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and  
4000 High - Good Test

6,350.0 6,350.0

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With  
470 BBLS 10.5 ppg Cacl2

6,350.0 6,350.0

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low  
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to  
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and  
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps  
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top  
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

6,350.0 6,350.0

05:30 0.50 24.00 15 Rig  Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/26/2013
Report #: 18, DFS: -3.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0
15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0

Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0
18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0

Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2013
Report #: 18, DFS: -3.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/25/2013 06:00 12/26/2013 06:00 -3.83 0.0 0.0
Operations at Report Time

Operations Summary

Testing BOP's, Surface Lines and Hallibutron
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 23 Testing Surface line From Top Drive to Mud Pumps. Top Drive Was 6,350.0 6,350.0
Leaking - Found that There was a Missing Blank Plate. Had to get Parts
From Town. Thawing out Hallibutron MPD Valves and Lines

09:30 2.00 5.50 15 Rig up and test Hallibutron MPD to 250 Low For 5 Mins and 4000 HighFor 6,350.0 6,350.0
10 Mins

11:30 2.50 8.00 23 Work on Top Drive install Blank Plate and test Top Drive 250 Low and 6,350.0 6,350.0
4000 High

14:00 1.00 9.00 15 Test 7' Csaing For 30 mins at 1500 Psi - Test Was Good 6,350.0 6,350.0

15:00 1.50 10.50 15 Test Surface Lines From Top Drive to Mud Pumps. 4" Hose leaking at The 6,350.0 6,350.0
Mud Pump

16:30 1.50 12.00 15 Rig up to Test Halliburton Rotating Head - Orbit Valve Leaking 6,350.0 6,350.0

18:00 3.00 15.00 23 Change out 4" Mud Line on Mud Pumps. Try to Test - Hammer Union Was 6,350.0 6,350.0
Leaking. Change Oring

21:00 1.50 16.50 15 Rig Up Testers and Test Surface Lines Back to Mud Pumps 250 Low and 6,350.0 6,350.0
4000 High - Good Test

22:30 4.50 21.00 23 Change out Halliburton Orbit Valve on Flow Line and Fill Mud Tanks With 6,350.0 6,350.0
470 BBLS 10.5 ppg Cacl2

03:00 2.50 23.50 15 Rig up Cameron Testers to Test Rotating Head and Orbit Valve 250 Low 6,350.0 6,350.0
and 1200 High. Check Premix Tank and Both Mud Hoppers and Transfer to
Trip Tank and Pump Back From Trip Tank Pump Trough Gun Lines and
Pop Off Lines. Check All Transfer Lines For Leaks. Check All 4x4 Pumps
are Working. Rig up One 4x4 Pump in Cellar and Rig up one Pump on Top
Of Mud Tanks. Check to Make Sure There No Leaks. Test Accummulator.

05:30 0.50 24.00 15 Rig Down Testers and Blow Down Top Drive 6,350.0 6,350.0

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/26/2013 06:00
Report End Date

12/27/2013 06:00
Days From Spud (days)

-2.83
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

TIH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TIH
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve  
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill  
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

6,350.0 6,350.0

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket  and Drain Hose toTrip  
Tank and Test Mud Pumps

6,350.0 6,350.0

14:00 4.00 12.00 1 Welder Change out Hammer Seal Union on Mud Tank and Weld up Flange  
on Flow LIne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location  
Work on Rig Load Cell  

6,350.0 6,350.0

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe  Inspection on Pragma and Top  
Drive and Clean up Rig Floor and Set Torque on Top Drive

6,350.0 6,350.0

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0

21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and  
45 jts of 4" HWDP

6,350.0 6,350.0

00:30 0.50 19.00 23 Install Rotating Head 6,350.0 6,350.0

01:00 3.50 22.50 6 TIH From 1403 to 4129 6,350.0 6,350.0

04:30 0.50 23.00 5 Circ Bottoms up at 4129 and Blow Down Top Drive 6,350.0 6,350.0

05:00 1.00 24.00 6 TIH From 4129 to 4300 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/27/2013
Report #: 19, DFS: -2.83

Daily Depth Progress:

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2013
Report #: 19, DFS: -2.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/26/2013 06:00 12/27/2013 06:00 -2.83 0.0 0.0
Operations at Report Time

TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0
06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0

On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe Inspection on Pragma and Top 6,350.0 6,350.0
Drive and Clean up Rig Floor and Set Torque on Top Drive

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0
21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and 6,350.0 6,350.0

45 jts of 4" HWDP

00:30 0.50 19.00 23 Install Rotating Head 6,350.0 6,350.0
01:00 3.50 22.50 6 TlH From 1403 to 4129 6,350.0 6,350.0
04:30 0.50 23.00 5 Circ Bottoms up at 4129 and Blow Down Top Drive 6,350.0 6,350.0
05:00 1.00 24.00 6 TlH From 4129 to 4300 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2013
Report #: 19, DFS: -2.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/26/2013 06:00 12/27/2013 06:00 -2.83 0.0 0.0
Operations at Report Time

TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe Inspection on Pragma and Top 6,350.0 6,350.0
Drive and Clean up Rig Floor and Set Torque on Top Drive

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0

21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and 6,350.0 6,350.0
45 jts of 4" HWDP

00:30 0.50 19.00 23 Install Rotating Head 6,350.0 6,350.0

01:00 3.50 22.50 6 TlH From 1403 to 4129 6,350.0 6,350.0

04:30 0.50 23.00 5 Circ Bottoms up at 4129 and Blow Down Top Drive 6,350.0 6,350.0

05:00 1.00 24.00 6 TlH From 4129 to 4300 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2013
Report #: 19, DFS: -2.83

Well Name: Cane Creek 24-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/26/2013 06:00 12/27/2013 06:00 -2.83 0.0 0.0
Operations at Report Time

TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe Inspection on Pragma and Top 6,350.0 6,350.0
Drive and Clean up Rig Floor and Set Torque on Top Drive

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0

21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and 6,350.0 6,350.0
45 jts of 4" HWDP

00:30 0.50 19.00 23 Install Rotating Head 6,350.0 6,350.0

01:00 3.50 22.50 6 TlH From 1403 to 4129 6,350.0 6,350.0

04:30 0.50 23.00 5 Circ Bottoms up at 4129 and Blow Down Top Drive 6,350.0 6,350.0

05:00 1.00 24.00 6 TlH From 4129 to 4300 6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Operator Surface Legal Location
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Operations at Report Time

TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe Inspection on Pragma and Top 6,350.0 6,350.0
Drive and Clean up Rig Floor and Set Torque on Top Drive
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Operations at Report Time

TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell
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Drive and Clean up Rig Floor and Set Torque on Top Drive

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0

21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and 6,350.0 6,350.0
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Set Depth OD Nom Max
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TlH With Bit and Multiback Tool
Operations Summary

Rig Down Testers and Work on Tank Farm. Work on Rig Mud Tanks and TlH
Operations Next Report Period
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Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Rig Down Cameron Testers 6,350.0 6,350.0

06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
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Drive and Clean up Rig Floor and Set Torque on Top Drive
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06:30 5.00 5.50 1 Lay Down Rotating Head and Blow Down Top Drive and Change 2" Valve 6,350.0 6,350.0
On Mud Pump # 1 and Start Prespud Check List Move 4000 Feet 4" Drill
Pipe to Rig Pipe Racks Change Saver Sub on Top Drive

11:30 2.50 8.00 1 Rig up Mud Bucket Install Air Lines to Mud Bucket and Drain Hose toTrip 6,350.0 6,350.0
Tank and Test Mud Pumps

14:00 4.00 12.00 1 Welder Change out Hammer Seal IJnion on Mud Tank and Weld up Flange 6,350.0 6,350.0
on Flow Llne Clean out Trip Tank Fix Leaks on Trip Tank Clean up location
Work on Rig Load Cell

18:00 3.00 15.00 1 Strap BHA and 4000 Feet 4" Drill Pipe Inspection on Pragma and Top 6,350.0 6,350.0
Drive and Clean up Rig Floor and Set Torque on Top Drive

21:00 0.50 15.50 7 Service Rig 6,350.0 6,350.0

21:30 3.00 18.50 6 Pick up 6" Bit and Bit Sub Multiback Tool Casing Scraper and XO Sub and 6,350.0 6,350.0
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00:30 0.50 19.00 23 Install Rotating Head 6,350.0 6,350.0
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/27/2013 06:00
Report End Date

12/28/2013 06:00
Days From Spud (days)

-1.83
Start Depth (ftKB)

6,349.0
End Depth (ftKB)

6,349.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TIH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TIH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH f/ 4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy f/ 6391' to 6315' with 325 GPM,  
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah  
and Eric Jones with BLM @435.259.2117 for 24 hour spud notice.

6,350.0 6,350.0

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH f/ 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket  
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and  
Superintendent to discuss expectations.  

6,350.0 6,350.0

14:30 1.00 9.50 23 Unable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud  
Bucket with Nabors Mud Bucket.

6,350.0 6,350.0

15:30 2.50 12.00 6 Resume POOH f/ 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave.  
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on  
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.  

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

6,349.0
Drilled (ft) Date In

12/27/2013 11:00
Date Out

12/27/2013 11:30
Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Depth In (ftKB)

6,349.0
Depth Out (ft…

6,349.0
Drilled (ft) Date In

12/27/2013 19:00
Date Out

12/28/2013 17:00
Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/28/2013
Report #: 20, DFS: -1.83

Daily Depth Progress: 0.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH f/ 4300'. Tag TOC @6391'. 6,350.0 6,350.0
10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315'with 325 GPM, 6,350.0 6,350.0

55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0
11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0

failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 Unable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0
18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0
18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0
19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0
21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0
02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0
04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0

Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH f/ 4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315'with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 Unable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand IJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore Holitolilal laleial #4
Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office
Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH fl4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315' with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 IJnable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand IJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore Holitolilal laleial #4
Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office
Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH fl4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315' with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 IJnable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand IJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore Holitolilal laleial #4
Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office
Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH fl4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315' with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 IJnable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand IJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore Holitolilal laleial #4
Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office
Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH fl4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315' with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 IJnable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2013
Report #: 20, DFS: -1.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand IJT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/27/2013 06:00 12/28/2013 06:00 -1.83 6,349.0 6,349.0 0.00
Operations at Report Time

POOH with wireline. New Wireline Truck on the way
Operations Summary

TlH With Casing Scraper. Clean out 7" casing. POOH With Casing Scraper. PU and TlH with Whipstock/Milling Assy.
Operations Next Report Period

Trips
Weather Wellbore Holitolilal laleial #4
Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office
Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 Continue RIH fl4300'. Tag TOC @6391'. 6,350.0 6,350.0

10:00 1.00 5.00 3 Reciprocate and rotate 7" Cleanout Assy fl 6391' to 6315' with 325 GPM, 6,350.0 6,350.0
55 RPM. Repeat 2 more times. Notified Carol Daniels with the state of Utah
and Eric Jones with BLM @435.259.2117for 24 hour spud notice.

11:00 0.50 5.50 5 Circ btm up. Pump slug. 6,350.0 6,350.0

11:30 3.00 8.50 6 POOH fl 6391' to 1957' (strapped pipe). Pre-Head Pneumatic Mud Bucket 6,350.0 6,350.0
failure. Had 15 minute standdown with Nabors rig crew, Toolpusher and
Superintendent to discuss expectations.

14:30 1.00 9.50 23 IJnable to troubleshoot Mud Bucket failure. Change out Pre-Head Mud 6,350.0 6,350.0
Bucket with Nabors Mud Bucket.

15:30 2.50 12.00 6 Resume POOH fl 1957' to Surface 6,350.0 6,350.0

18:00 0.50 12.50 6 Lay Down BHA, Bit, Bit Sub & Casing Scraper 6,350.0 6,350.0

18:30 0.50 13.00 23 PJSM With Schlumberger Whipstock Hand 6,350.0 6,350.0

19:00 2.00 15.00 22 Make up Whipstock and Running Tools on Rig Floor 6,350.0 6,350.0

21:00 5.50 20.50 6 Trip in Hole With Whipstock to 6355'. 6,350.0 6,350.0

02:30 1.50 22.00 11 PJSM with Scientieic Hands. Rig up Wireline Truck 6,350.0 6,350.0

04:00 2.00 24.00 11 Run in Hole With Wireline to 2800 Feet. Wireline jumped upper sheave. 6,350.0 6,350.0
Noticed wireline coming apart. Clean up bad wireline and POOH slowly on
wireline. New Wireline Truck and Sheaves on the way. ETA 9:30 AM.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 11:00 12/27/2013 11:30
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/28/2013 06:00
Report End Date

12/29/2013 06:00
Days From Spud (days)

-0.83
Start Depth (ftKB)

6,349.0
End Depth (ftKB)

6,349.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock  
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on  
location @08:00.

6,350.0 6,350.0

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate  
pipe 30' three times. Saw no string weight change on first reciprocation  
(120k). On second and third recprocations, saw a +5k bobble when moving  
upward and a -5k bobble when moving downward. Bobbles occured at the  
same location.

6,350.0 6,350.0

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi,  
pressure reached 3165 psi then began to bleed off. Attempt to set weight  
down - no success. Re-attempt to pressure up to 3500 psi with same result.  

6,350.0 6,350.0

12:00 5.00 11.00 6 POOH f/ 6350' to surface to assess situation - left Smith Whipstock in hole.  
Verified the shear bolt pin was correct length.   

6,350.0 6,350.0

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tool/ Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TIH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @ 6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith  
Whipstock. Spoke with truck driver - ETA 07:00.

6,350.0 6,350.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

6,349.0
Drilled (ft) Date In

12/27/2013 19:00
Date Out

12/28/2013 17:00
Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/29/2013
Report #: 21, DFS: -0.83

Daily Depth Progress: 0.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0
07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0

location @08:00.
08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0
10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0

pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0
18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0
18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0
23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0
00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0
04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0
05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0

Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/29/2013
Report #: 21, DFS: -0.83

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/28/2013 06:00 12/29/2013 06:00 -0.83 6,349.0 6,349.0 0.00
Operations at Report Time

PU Whipstock Running Tool & Mill.
Operations Summary

RIH w/ gyro on wireline & orient Whipstock. Whipstock would not set. POOH with same. RIH w/ Bit to verify Whipstock on bottom. CBU. POOH. MU Whipstock
Running Tool and Mill. Clean location while wait on Smith Whipstock. ETA 0700 hrs 12/29/13
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Finish POOH with Scientific Wireline (wireline was fraying). 6,350.0 6,350.0

07:00 1.00 2.00 23 Wait on new Scientific Wireline Truck and Sheaves to arrive. Showed up on 6,350.0 6,350.0
location @08:00.

08:00 2.00 4.00 11 RU new Scientific Wirelline Truck and new sheaves. 6,350.0 6,350.0

10:00 1.50 5.50 10 RIH with gyro on wireline. Orient Smith Whipstock to 328°. Reciprocate 6,350.0 6,350.0
pipe 30' three times. Saw no string weight change on first reciprocation
(120k). On second and third recprocations, saw a +5k bobble when moving
upward and a -5k bobble when moving downward. Bobbles occured at the
same location.

11:30 0.50 6.00 23 Attempt to set Smith Whipstock. While trying to pressure up to +/- 3500 psi, 6,350.0 6,350.0
pressure reached 3165 psi then began to bleed off. Attempt to set weight
down - no success. Re-attempt to pressure up to 3500 psi with same result.

12:00 5.00 11.00 6 POOH fl 6350' to surface to assess situation - left Smith Whipstock in hole. 6,350.0 6,350.0
Verified the shear bolt pin was correct length.

17:00 1.00 12.00 6 Lay down Smith Whipstock Running Tooll Milling Assembly. 6,350.0 6,350.0

18:00 0.50 12.50 7 Service Rig and Top Drive 6,350.0 6,350.0

18:30 5.00 17.50 6 Make up Bit and Bit Sub and TlH to 6370' 6,350.0 6,350.0

23:30 0.50 18.00 5 Circ Bottoms up @6370' 6,350.0 6,350.0

00:00 4.00 22.00 6 POOH and Lay Down Bit and Bit Sub. Clean up Rig Floor 6,350.0 6,350.0

04:00 1.00 23.00 23 Pick up Whipstock Running Tools and 6" Mill. 6,350.0 6,350.0

05:00 1.00 24.00 1 Organize location and general housekeeping while wait on Smith 6,350.0 6,350.0
Whipstock. Spoke with truck driver - ETA 07:00.

Mud Check: <depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 6,349.0 12/27/2013 19:00 12/28/2013 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/29/2013 06:00
Report End Date

12/30/2013 06:00
Days From Spud (days)

0.17
Start Depth (ftKB)

6,335.0
End Depth (ftKB)

6,348.0
Daily Depth Progress (ft)

13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor.  
MU UBHO Sub and scribe.

6,350.0 6,350.0

09:00 1.00 4.00 6 RIH with Whipstock Assy @2 min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2 min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyro/data Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth.  
POOH with wireline and rig down gyro/data.

6,350.0 6,350.0

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of  
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

6,350.0 6,350.0

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23  Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud  
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

6,350.0 6,350.0

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls  
13.8 ppg Oil Base Mud

6,350.0 6,350.0

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @ 6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date

12/29/2013
Depth (ftKB)

6,345.0
Density (lb/gal)

13.80
Vis (s/qt)

60
PV OR (Pa•s)

13.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/…

0.0
FC (1/32")

0
HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

20.0
CaCl (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

61.0
Comment

Mud Check: <depth>ftKB, 12/30/2013 23:45
Date

12/30/2013
Depth (ftKB) Density (lb/gal)

13.80
Vis (s/qt)

60
PV OR (Pa•s)

13.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

349.0
LCM ECD - Manual Entr… T Flowline (°F)

61.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,335.0
Depth Out (ft…

6,348.0
Drilled (ft)

13.00
Date In

12/30/2013 02:00
Date Out

12/30/2013 06:00
Drill Time (hr)

4.00
BHA ROP (ft/hr)

3.2
Rot Time (hr)

4.00
Slide Time (hr) % Slide Time … % Rot Time (%)

100.00

Report for: 12/30/2013
Report #: 22, DFS: 0.17

Daily Depth Progress: 13.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0
07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0

MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0
10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0
10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0
14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0
15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0

POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0
18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0

Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0
22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0

13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0
01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0
02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/29/2013 06:00 12/30/2013 06:00 0.17 6,335.0 6,348.0 13.00
Operations at Report Time

Drilling Rathole (milled out window)
Operations Summary

PU & RIH with Smith Whipstock on DP and Gyro on wireline. Orient & set Whipstock. Displace to OBM. Mill Window in 7" Csg. Drilling Rathole.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 Continue housekeeping while wait on Smith Whipstock. 6,350.0 6,350.0

07:30 1.50 3.00 6 Hold PJSM. Make up Smith Whipstock, Running Tools and Mill on rig floor. 6,350.0 6,350.0
MU UBHO Sub and scribe.

09:00 1.00 4.00 6 RIH with Whipstock Assy @2min/std to 1150'. 6,350.0 6,350.0

10:00 0.50 4.50 6 Install Rotating Head Rubber. 6,350.0 6,350.0

10:30 3.50 8.00 6 Cont. RIH w/ Whipstock Assy @2min/std from 1150' to 6346'. 6,350.0 6,350.0

14:00 1.50 9.50 11 Hold PJSM. RU gyroldata Wireline for running gryro. 6,350.0 6,350.0

15:30 1.00 10.50 11 Run Gyro on wireline to UBHO Sub. Oriented Whipstock to 330° azimuth. 6,350.0 6,350.0
POOH with wireline and rig down gyroldata.

16:30 1.00 11.50 6 Positioned bottom of Whipstock at 6351'. Top of ramp at 6335', bottom of 6,350.0 6,350.0
ramp at 6343'. Set Whipstock to 3500 psi. Sheared off Whipstock.

17:30 0.50 12.00 5 Circ hole while prepare mud pits for CaCl2 to OBM displacement. 6,350.0 6,350.0

18:00 3.00 15.00 23 Circ on Gas Buster and Check For Leaks.Transfer CaC12 From Mud 6,350.0 6,350.0
Tanks to Tank Farm and Clean All Mud Tanks. Drain Gas Buster.

21:00 1.50 16.50 23 Transfer Oil Base Mud From Tank Farm to Rig Mud Tanks 6,350.0 6,350.0

22:30 1.50 18.00 5 Displace Over to Oil Base Mud. Pump 20 bbls Diesel Spacer and 212 bbls 6,350.0 6,350.0
13.8 ppg Oil Base Mud

00:00 1.50 19.50 5 Circ and Condition Oil Base Mud and pump Two Bottoms @6335'. 6,350.0 6,350.0

01:30 0.50 20.00 23 Pump and Test Out Halliburton MPD and Rotating Head to 500 PSI 6,350.0 6,350.0

02:00 4.00 24.00 2 Drill out Whipstock from 6335' to 6343'. Drill rathole from 6343' to 6348'. 6,335.0 6,348.0

Mud Check: 6,345.0ftKB, 12/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/29/2013 6,345.0 13.80 60 13.0 14.000 7.000 9.000 0.0 0 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

20.0 78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

61.0
Mud Check: <depth>ftKB, 12/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 13.80 60 13.0 14.000
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

78.5/21.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

349.0 61.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00

Page 1/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/30/2013
Report #: 22, DFS: 0.17

Daily Depth Progress: 13.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2013
Report #: 22, DFS: 0.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 13.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/30/2013 06:00
Report End Date

12/31/2013 06:00
Days From Spud (days)

1.17
Start Depth (ftKB)

6,348.0
End Depth (ftKB)

6,348.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TIH With  
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @ 6349' and work 6" Mill in and out of window. Spot 20  
bbls LCM pill on bottom for FIT test.

6,349.0 6,349.0

08:30 1.00 3.50 23 Perform FIT Test @ 6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD  
Equipment with new Drilling Crews.

6,349.0 6,349.0

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock  
Running Tools & Mill.  

6,349.0 6,349.0

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and  
Move 102 Jts 4" Drill Pipe to Pipe Racks.

6,349.0 6,349.0

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe  
@ 2165'. Install Rotating Head @ 3331'

6,349.0 6,349.0

02:30 1.50 22.00 6 TIH From 3331' to 4808'. Fill Pipe @ 4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TIH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date

12/30/2013
Depth (ftKB)

6,349.0
Density (lb/gal)

13.45
Vis (s/qt)

57
PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf…

13.000
Gel (10m) (lb…

15.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

1
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

48,000.000
Calcium (mg/L)

341,937.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

76/24

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr…

14.01
T Flowline (°F)

74.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,335.0
Depth Out (ft…

6,348.0
Drilled (ft)

13.00
Date In

12/30/2013 02:00
Date Out

12/30/2013 06:00
Drill Time (hr)

4.00
BHA ROP (ft/hr)

3.2
Rot Time (hr)

4.00
Slide Time (hr) % Slide Time … % Rot Time (%)

100.00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/31/2013
Report #: 23, DFS: 1.17

Daily Depth Progress: 0.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0
07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0

bbls LCM pill on bottom for FIT test.
08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0
09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0

Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0
19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0

Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0
04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0
05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/31/2013
Report #: 23, DFS: 1.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/30/2013 06:00 12/31/2013 06:00 1.17 6,348.0 6,348.0 0.00
Operations at Report Time

Rig up WirelineTruck to Orientat
Operations Summary

Drill out Whipstock f/6348' to 6349'. POOH and Lay Down Running Tools. Install Wear Bushing. Pick up Directional Tools. Pick up 3000' Drill Pipe and TlH With
Directional Assembly to 6332'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill out Whipstock From 6348' to 6349' 6,348.0 6,349.0

07:00 1.50 2.50 5 Circ Bottoms up @6349' and work 6" Mill in and out of window. Spot 20 6,349.0 6,349.0
bbls LCM pill on bottom for FIT test.

08:30 1.00 3.50 23 Perform FIT Test @6349' to 18 ppg EMW - Good test. 6,349.0 6,349.0

09:30 1.00 4.50 5 Hold BOP & Choke Drill. Hallibuton Ran a Diverter Simulation thru MPD 6,349.0 6,349.0
Equipment with new Drilling Crews.

10:30 6.50 11.00 23 Pump slug and POOH from 6349' to Surface. Lay Down Whipstock 6,349.0 6,349.0
Running Tools & Mill.

17:00 2.00 13.00 23 Install Wear Bushing. Move Directional Tools to Pipe Racks 6,349.0 6,349.0

19:00 3.50 16.50 23 Pick up Directional Tools and Surface Test MWD Tools. Install 6" Bit and 6,349.0 6,349.0
Move 102 Jts 4" Drill Pipe to Pipe Racks.

22:30 4.00 20.50 6 Strap and Tally 102 Jts 4" Drill Pipe and Run in Hole With Same. Fill Pipe 6,349.0 6,349.0
@2165'. Install Rotating Head @3331'

02:30 1.50 22.00 6 TlH From 3331' to 4808'. Fill Pipe @4808' 6,349.0 6,349.0

04:00 1.50 23.50 6 TlH From 4808' to 6332' 6,349.0 6,349.0

05:30 0.50 24.00 23 Hold PJSM. Rig up Wireline Truck to Orientate Directional BHA 6,349.0 6,349.0

Mud Check: 6,349.0ftKB, 12/30/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/30/2013 6,349.0 13.45 57 13.000 15.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 341,937.00 76/24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.01 74.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,335.0 6,348.0 13.00 12/30/2013 02:00 12/30/2013 06:00 4.00 3.2 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

Drilling Hours (hr)

123.00
Circulating Hours (hr)

2.00
Job ROP (ft/hr)

11.0
Job ROP Rotating (ft/hr)

18.8
Job ROP Sliding (ft/hr)

5.8
Job Rotating % (%)

39.84
Total Job Percent Sliding (%)

60.16
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

12/31/2013 06:00
Report End Date

1/1/2014 06:00
Days From Spud (days)

2.17
Start Depth (ftKB)

6,349.0
End Depth (ftKB)

6,376.0
Daily Depth Progress (ft)

27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3  
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff  
For Leaks

6,349.0 6,349.0

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by  
55 GPM We Are Checking on IT

6,355.0 6,355.0

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever  
Hour

6,363.0 6,368.0

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever  
Hour

6,368.0 6,371.0

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever  
Hour

6,371.0 6,376.0

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With  
Same

6,376.0 6,376.0

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date

12/31/2013
Depth (ftKB)

6,369.0
Density (lb/gal)

13.50
Vis (s/qt)

64
PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf…

13.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

1
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

18,000.000
Pot (mg/L) Lime (lb/bbl)

0.0
Solids (%)

23.0
CaCl (ppm) Oil Water Ratio

76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

64.0
Comment

Mud Check: <depth>ftKB, 1/1/2014 11:45
Date

1/1/2014
Depth (ftKB) Density (lb/gal)

13.50
Vis (s/qt)

64
PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf…

13.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

1
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

18,000.000
Pot (mg/L) Lime (lb/bbl)

0.0
Solids (%)

23.0
CaCl (ppm) Oil Water Ratio

76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

64.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,688.0
Drilled (ft)

1,339.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 06:00
Drill Time (hr)

119.00
BHA ROP (ft/hr)

11.3
Rot Time (hr)

45.00
Slide Time (hr)

74.00
% Slide Time …

62.18
% Rot Time (%)

37.82
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 1/1/2014
Report #: 24, DFS: 2.17

Daily Depth Progress: 27.00

Sundry Number: 46574 API Well Number: 43019314470000Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0
19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0

55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0
22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0

Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46574 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2014
Report #: 24, DFS: 2.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 27.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

123.00 2.00 11.0 18.8 5.8 39.84 60.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/31/2013 06:00 1/1/2014 06:00 2.17 6,349.0 6,376.0 27.00
Operations at Report Time

Make Connection and RIH With Wireline to Orient Bha
Operations Summary

Rig up Gyrodata and Slide Drill
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.50 11.50 11 Rig up Gyrodata Wireline Truck to Orient BHA Had to Trip in and out hole 3 6,349.0 6,349.0
Times to Get BHA line Up Install Packoff Fill Drill Pipe and Check Packoff
For Leaks

17:30 2.00 13.50 20 Silde Drill From 6349 to 6355 Sync Gyro ever Hour For 10 Mins 6,349.0 6,355.0

19:30 0.50 14.00 5 Circulate and Calibration on Pumps and Hallibutron MPD Flow Out is off by 6,355.0 6,355.0
55 GPM We Are Checking on IT

20:00 2.00 16.00 20 Slide Drill From 6355 to 6363 Sync Gyro ever Hour For 10 mins 6,355.0 6,363.0

22:00 2.50 18.50 20 Slide Drill From 6363 to 6368 BHA Hanging up Work Pipe Sync Gyro Ever 6,363.0 6,368.0
Hour

00:30 1.00 19.50 20 Slide Drill From 6368 to 6371 BHA Hanging up Work Pipe Sync Gyro Ever 6,368.0 6,371.0
Hour

01:30 1.50 21.00 20 Slide Drill From 6371 to 6376 BHA Hanging up Work Pipe Sync Gyro Ever 6,371.0 6,376.0
Hour

03:00 3.00 24.00 23 Make Connection With Gyrodata POOH With Wireline and Run Back With 6,376.0 6,376.0
Same

Mud Check: 6,369.0ftKB, 12/31/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/31/2013 6,369.0 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Mud Check: <depth>ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 13.50 64 13.000 16.000 3.0 1
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 18,000.000 0.0 23.0 76.3/23.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,688.0 1,339.00 12/31/2013 17:30 1/6/2014 06:00 119.00 11.3 45.00 74.00 62.18 37.82
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/15/2012 Liner 10,488.0 6,479.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Feb. 05, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /5 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see the attached chronological well report for January, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /5 /2014

February 05, 2014

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
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FIDELITYE&P COMPANY 43019314470000
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1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT
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0682 FNL 2829 FEL
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QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47508 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT
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WILDCAT WELL DETERMINATION OTHER OTHER:
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utah Division of
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FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/1/2014 06:00
Report End Date

1/2/2014 06:00
Days From Spud (days)

3.17
Start Depth (ftKB)

6,376.0
End Depth (ftKB)

6,563.0
Daily Depth Progress (ft)

187.00
Operations at Report Time

Drilling on Halliburton Choke
Operations Summary

Slide Drill with Gyrodata make Wireline Trip Slide Drill Rig Down Gyrodata Drill With 220 PSI on Halliburton Choke
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Run in Hole With Wireline to Orient BHA 6,376.0 6,376.0

07:00 1.00 2.00 23 Trouble Shoot Mud Pumps and Check out Hallibutron MPD There Was 50  
GPM Diffrent in Rig Pumps

6,376.0 6,376.0

08:00 1.00 3.00 23 Work on Gyrodata Display Not up Dataing 6,376.0 6,376.0

09:00 6.00 9.00 20 Slide Drill From 6376 to 6392 With Gyrodata Orient BHA 6,376.0 6,392.0

15:00 2.50 11.50 23 POOH With Wireline Rig Down Gyrodata Truck 6,392.0 6,392.0

17:30 0.50 12.00 2 Drill From 6392 to 6400 Mud Weight 13.5 PPG 6,392.0 6,400.0

18:00 2.50 14.50 2 Drill From 6400 to 6471 Raise Mud Weight From 13.8 PPG to 14.2 PPG 6,400.0 6,471.0

20:30 2.00 16.50 20 Slide Drill From 6471 to 6486 Raise Mud Weight to 14.2 PPG to 14.5 PPG 6,471.0 6,486.0

22:30 0.50 17.00 2 Drill From 6486 to 6499 Mud Weight 14.6 PPG Max Gas 35 Units 6,486.0 6,499.0

23:00 2.00 19.00 20 Slide Drill From 6499 to 6516 Mud Weight 14.6 PPG Max Gas 35 Units 6,499.0 6,516.0

01:00 1.00 20.00 2 Drill From 6516 to 6532 Mud Weight 14.6 PPG Max Gas 35 Units 6,516.0 6,532.0

02:00 1.50 21.50 20 Slide Drill From 6532 to 6539 Mud Weight 14.5 PPG Max Gas 35 Units 6,532.0 6,539.0

03:30 0.50 22.00 2 Drill From 6539 to 6547 Mud Weight 14.5 PPG Max Gas 35 Units 6,539.0 6,547.0

04:00 1.00 23.00 20 Slide Drill From 6547 to 6557 Mud Weight 14.5 PPG Max Gas 35 Units 6,547.0 6,557.0

05:00 1.00 24.00 2 Drill From 6557 to 6563 Mud Weight 14.5 PPG Max Gas 35 Units 6,557.0 6,563.0

Mud Check: 6,513.0ftKB, 1/1/2014 11:45
Date

1/1/2014
Depth (ftKB)

6,513.0
Density (lb/gal)

14.50
Vis (s/qt)

55
PV OR (Pa•s)

24.0
YP OR (lbf/1… Gel (10s) (lbf…

10.000
Gel (10m) (lb…

11.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.700
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

24.0
CaCl (ppm) Oil Water Ratio

77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

85.0
Comment

Mud Check: <depth>ftKB, 1/2/2014 11:45
Date

1/2/2014
Depth (ftKB) Density (lb/gal)

14.50
Vis (s/qt)

55
PV OR (Pa•s)

24.0
YP OR (lbf/1… Gel (10s) (lbf…

10.000
Gel (10m) (lb…

11.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.700
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

24.0
CaCl (ppm) Oil Water Ratio

77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

85.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/2/2014
Report #: 25, DFS: 3.17

Daily Depth Progress: 187.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/2/2014
Report #: 25, DFS: 3.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 187.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/1/2014 06:00 1/2/2014 06:00 3.17 6,376.0 6,563.0 187.00
Operations at Report Time

Drilling on Halliburton Choke
Operations Summary

Slide Drill with Gyrodata make Wireline Trip Slide Drill Rig Down Gyrodata Drill With 220 PSI on Halliburton Choke
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Run in Hole With Wireline to Orient BHA 6,376.0 6,376.0
07:00 1.00 2.00 23 Trouble Shoot Mud Pumps and Check out Hallibutron MPD There Was 50 6,376.0 6,376.0

GPM Diffrent in Rig Pumps

08:00 1.00 3.00 23 Work on Gyrodata Display Not up Dataing 6,376.0 6,376.0
09:00 6.00 9.00 20 Slide Drill From 6376 to 6392 With Gyrodata Orient BHA 6,376.0 6,392.0
15:00 2.50 11.50 23 POOH With Wireline Rig Down Gyrodata Truck 6,392.0 6,392.0
17:30 0.50 12.00 2 Drill From 6392 to 6400 Mud Weight 13.5 PPG 6,392.0 6,400.0
18:00 2.50 14.50 2 Drill From 6400 to 6471 Raise Mud Weight From 13.8 PPG to 14.2 PPG 6,400.0 6,471.0
20:30 2.00 16.50 20 Slide Drill From 6471 to 6486 Raise Mud Weight to 14.2 PPG to 14.5 PPG 6,471.0 6,486.0

22:30 0.50 17.00 2 Drill From 6486 to 6499 Mud Weight 14.6 PPG Max Gas 35 Units 6,486.0 6,499.0
23:00 2.00 19.00 20 Slide Drill From 6499 to 6516 Mud Weight 14.6 PPG Max Gas 35 Units 6,499.0 6,516.0
01:00 1.00 20.00 2 Drill From 6516 to 6532 Mud Weight 14.6 PPG Max Gas 35 Units 6,516.0 6,532.0
02:00 1.50 21.50 20 Slide Drill From 6532 to 6539 Mud Weight 14.5 PPG Max Gas 35 Units 6,532.0 6,539.0
03:30 0.50 22.00 2 Drill From 6539 to 6547 Mud Weight 14.5 PPG Max Gas 35 Units 6,539.0 6,547.0
04:00 1.00 23.00 20 Slide Drill From 6547 to 6557 Mud Weight 14.5 PPG Max Gas 35 Units 6,547.0 6,557.0
05:00 1.00 24.00 2 Drill From 6557 to 6563 Mud Weight 14.5 PPG Max Gas 35 Units 6,557.0 6,563.0

Mud Check: 6,513.0ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 6,513.0 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Mud Check: <depth>ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/2/2014
Report #: 25, DFS: 3.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 187.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/1/2014 06:00 1/2/2014 06:00 3.17 6,376.0 6,563.0 187.00
Operations at Report Time

Drilling on Halliburton Choke
Operations Summary

Slide Drill with Gyrodata make Wireline Trip Slide Drill Rig Down Gyrodata Drill With 220 PSI on Halliburton Choke
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Run in Hole With Wireline to Orient BHA 6,376.0 6,376.0

07:00 1.00 2.00 23 Trouble Shoot Mud Pumps and Check out Hallibutron MPD There Was 50 6,376.0 6,376.0
GPM Diffrent in Rig Pumps

08:00 1.00 3.00 23 Work on Gyrodata Display Not up Dataing 6,376.0 6,376.0

09:00 6.00 9.00 20 Slide Drill From 6376 to 6392 With Gyrodata Orient BHA 6,376.0 6,392.0

15:00 2.50 11.50 23 POOH With Wireline Rig Down Gyrodata Truck 6,392.0 6,392.0

17:30 0.50 12.00 2 Drill From 6392 to 6400 Mud Weight 13.5 PPG 6,392.0 6,400.0

18:00 2.50 14.50 2 Drill From 6400 to 6471 Raise Mud Weight From 13.8 PPG to 14.2 PPG 6,400.0 6,471.0

20:30 2.00 16.50 20 Slide Drill From 6471 to 6486 Raise Mud Weight to 14.2 PPG to 14.5 PPG 6,471.0 6,486.0

22:30 0.50 17.00 2 Drill From 6486 to 6499 Mud Weight 14.6 PPG Max Gas 35 Units 6,486.0 6,499.0

23:00 2.00 19.00 20 Slide Drill From 6499 to 6516 Mud Weight 14.6 PPG Max Gas 35 Units 6,499.0 6,516.0

01:00 1.00 20.00 2 Drill From 6516 to 6532 Mud Weight 14.6 PPG Max Gas 35 Units 6,516.0 6,532.0

02:00 1.50 21.50 20 Slide Drill From 6532 to 6539 Mud Weight 14.5 PPG Max Gas 35 Units 6,532.0 6,539.0

03:30 0.50 22.00 2 Drill From 6539 to 6547 Mud Weight 14.5 PPG Max Gas 35 Units 6,539.0 6,547.0

04:00 1.00 23.00 20 Slide Drill From 6547 to 6557 Mud Weight 14.5 PPG Max Gas 35 Units 6,547.0 6,557.0

05:00 1.00 24.00 2 Drill From 6557 to 6563 Mud Weight 14.5 PPG Max Gas 35 Units 6,557.0 6,563.0

Mud Check: 6,513.0ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 6,513.0 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Mud Check: <depth>ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/2/2014
Report #: 25, DFS: 3.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 187.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/1/2014 06:00 1/2/2014 06:00 3.17 6,376.0 6,563.0 187.00
Operations at Report Time

Drilling on Halliburton Choke
Operations Summary

Slide Drill with Gyrodata make Wireline Trip Slide Drill Rig Down Gyrodata Drill With 220 PSI on Halliburton Choke
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Run in Hole With Wireline to Orient BHA 6,376.0 6,376.0

07:00 1.00 2.00 23 Trouble Shoot Mud Pumps and Check out Hallibutron MPD There Was 50 6,376.0 6,376.0
GPM Diffrent in Rig Pumps

08:00 1.00 3.00 23 Work on Gyrodata Display Not up Dataing 6,376.0 6,376.0

09:00 6.00 9.00 20 Slide Drill From 6376 to 6392 With Gyrodata Orient BHA 6,376.0 6,392.0

15:00 2.50 11.50 23 POOH With Wireline Rig Down Gyrodata Truck 6,392.0 6,392.0

17:30 0.50 12.00 2 Drill From 6392 to 6400 Mud Weight 13.5 PPG 6,392.0 6,400.0

18:00 2.50 14.50 2 Drill From 6400 to 6471 Raise Mud Weight From 13.8 PPG to 14.2 PPG 6,400.0 6,471.0

20:30 2.00 16.50 20 Slide Drill From 6471 to 6486 Raise Mud Weight to 14.2 PPG to 14.5 PPG 6,471.0 6,486.0

22:30 0.50 17.00 2 Drill From 6486 to 6499 Mud Weight 14.6 PPG Max Gas 35 Units 6,486.0 6,499.0

23:00 2.00 19.00 20 Slide Drill From 6499 to 6516 Mud Weight 14.6 PPG Max Gas 35 Units 6,499.0 6,516.0

01:00 1.00 20.00 2 Drill From 6516 to 6532 Mud Weight 14.6 PPG Max Gas 35 Units 6,516.0 6,532.0

02:00 1.50 21.50 20 Slide Drill From 6532 to 6539 Mud Weight 14.5 PPG Max Gas 35 Units 6,532.0 6,539.0

03:30 0.50 22.00 2 Drill From 6539 to 6547 Mud Weight 14.5 PPG Max Gas 35 Units 6,539.0 6,547.0

04:00 1.00 23.00 20 Slide Drill From 6547 to 6557 Mud Weight 14.5 PPG Max Gas 35 Units 6,547.0 6,557.0

05:00 1.00 24.00 2 Drill From 6557 to 6563 Mud Weight 14.5 PPG Max Gas 35 Units 6,557.0 6,563.0

Mud Check: 6,513.0ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 6,513.0 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Mud Check: <depth>ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/2/2014
Report #: 25, DFS: 3.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 187.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/1/2014 06:00 1/2/2014 06:00 3.17 6,376.0 6,563.0 187.00
Operations at Report Time

Drilling on Halliburton Choke
Operations Summary

Slide Drill with Gyrodata make Wireline Trip Slide Drill Rig Down Gyrodata Drill With 220 PSI on Halliburton Choke
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 11 Run in Hole With Wireline to Orient BHA 6,376.0 6,376.0

07:00 1.00 2.00 23 Trouble Shoot Mud Pumps and Check out Hallibutron MPD There Was 50 6,376.0 6,376.0
GPM Diffrent in Rig Pumps

08:00 1.00 3.00 23 Work on Gyrodata Display Not up Dataing 6,376.0 6,376.0

09:00 6.00 9.00 20 Slide Drill From 6376 to 6392 With Gyrodata Orient BHA 6,376.0 6,392.0

15:00 2.50 11.50 23 POOH With Wireline Rig Down Gyrodata Truck 6,392.0 6,392.0

17:30 0.50 12.00 2 Drill From 6392 to 6400 Mud Weight 13.5 PPG 6,392.0 6,400.0

18:00 2.50 14.50 2 Drill From 6400 to 6471 Raise Mud Weight From 13.8 PPG to 14.2 PPG 6,400.0 6,471.0

20:30 2.00 16.50 20 Slide Drill From 6471 to 6486 Raise Mud Weight to 14.2 PPG to 14.5 PPG 6,471.0 6,486.0

22:30 0.50 17.00 2 Drill From 6486 to 6499 Mud Weight 14.6 PPG Max Gas 35 Units 6,486.0 6,499.0

23:00 2.00 19.00 20 Slide Drill From 6499 to 6516 Mud Weight 14.6 PPG Max Gas 35 Units 6,499.0 6,516.0

01:00 1.00 20.00 2 Drill From 6516 to 6532 Mud Weight 14.6 PPG Max Gas 35 Units 6,516.0 6,532.0

02:00 1.50 21.50 20 Slide Drill From 6532 to 6539 Mud Weight 14.5 PPG Max Gas 35 Units 6,532.0 6,539.0

03:30 0.50 22.00 2 Drill From 6539 to 6547 Mud Weight 14.5 PPG Max Gas 35 Units 6,539.0 6,547.0

04:00 1.00 23.00 20 Slide Drill From 6547 to 6557 Mud Weight 14.5 PPG Max Gas 35 Units 6,547.0 6,557.0

05:00 1.00 24.00 2 Drill From 6557 to 6563 Mud Weight 14.5 PPG Max Gas 35 Units 6,557.0 6,563.0

Mud Check: 6,513.0ftKB, 1/1/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/1/2014 6,513.0 14.50 55 24.0 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Mud Check: <depth>ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.700 24.0 77.9/22.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

85.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/2/2014 06:00
Report End Date

1/3/2014 06:00
Days From Spud (days)

4.17
Start Depth (ftKB)

6,563.0
End Depth (ftKB)

6,940.0
Daily Depth Progress (ft)

377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689  to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date

1/2/2014
Depth (ftKB)

6,903.0
Density (lb/gal)

14.45
Vis (s/qt)

62
PV OR (Pa•s)

26.0
YP OR (lbf/1…

23.000
Gel (10s) (lbf…

14.000
Gel (10m) (lb…

17.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.800
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

27.5
CaCl (ppm)

259,041
Oil Water Ratio

82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr…

16.45
T Flowline (°F)

84.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/3/2014
Report #: 26, DFS: 4.17

Daily Depth Progress: 377.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0
08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0
08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0
09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0
09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0
10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0
11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0
12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0
12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0
14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0
16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0
17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0
18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0
19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0
20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0
20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0
22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0
22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0
02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0
02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/3/2014
Report #: 26, DFS: 4.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 377.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/2/2014 06:00 1/3/2014 06:00 4.17 6,563.0 6,940.0 377.00
Operations at Report Time

Drilling
Operations Summary

Drilling 6" Curve @6940'.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill From 6563 to 6626 6,563.0 6,626.0

08:00 0.50 2.50 20 Slide Drill From 6626 to 6632 6,626.0 6,632.0

08:30 0.50 3.00 2 Drill From 6632 to 6636 6,632.0 6,636.0

09:00 0.50 3.50 20 Slide Drill From 6636 to 6640 6,636.0 6,640.0

09:30 0.50 4.00 2 Drill From 6640 to 6668 6,640.0 6,668.0

10:00 1.50 5.50 20 Slide Drill From 6668 to 6678 6,668.0 6,678.0

11:30 0.50 6.00 2 Drill From 6678 to 6689 6,678.0 6,689.0

12:00 0.50 6.50 7 Service Rig and Top Drive 6,689.0 6,689.0

12:30 2.00 8.50 2 Drill From 6689 to 6781 6,689.0 6,781.0

14:30 2.00 10.50 20 Slide Drill From 6781 to 6799 6,781.0 6,799.0

16:30 1.00 11.50 2 Drill From 6799 to 6827 6,799.0 6,827.0

17:30 1.00 12.50 20 Slide Drill From 6827 to 6834 6,827.0 6,834.0

18:30 0.50 13.00 2 Drill From 6834 to 6840 6,834.0 6,840.0

19:00 1.00 14.00 20 Slide Drill From 6840 to 6849 6,840.0 6,849.0

20:00 0.50 14.50 2 Drill From 6849 to 6858 6,849.0 6,858.0

20:30 1.50 16.00 20 Slide Drill From 6858 to 6876 6,858.0 6,876.0

22:00 0.50 16.50 2 Drill From 6876 to 6887 6,876.0 6,887.0

22:30 3.50 20.00 20 Slide Drill From 6887 to 6909 6,887.0 6,909.0

02:00 0.50 20.50 2 Drill From 6909 to 6917 6,909.0 6,917.0

02:30 3.50 24.00 20 Slide Drill From 6917 to 6940 6,917.0 6,940.0

Mud Check: 6,903.0ftKB, 1/2/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/2/2014 6,903.0 14.45 62 26.0 23.000 14.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.5 259,041 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.45 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/3/2014 06:00
Report End Date

1/4/2014 06:00
Days From Spud (days)

5.17
Start Depth (ftKB)

6,940.0
End Depth (ftKB)

7,149.0
Daily Depth Progress (ft)

209.00
Operations at Report Time

Drilling
Operations Summary

Slide Drill and Change out Hallibutron Rotating Head
Operations Next Report Period

Dir. Work
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill  
afterwards.  

7,063.0 7,063.0

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date

1/4/2014
Depth (ftKB)

7,118.0
Density (lb/gal)

14.50
Vis (s/qt)

50
PV OR (Pa•s)

20.0
YP OR (lbf/1…

10.000
Gel (10s) (lbf…

8.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

38,000.000
Calcium (mg/L)

14,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

87.4
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/4/2014
Report #: 27, DFS: 5.17

Daily Depth Progress: 209.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/4/2014
Report #: 27, DFS: 5.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 209.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/3/2014 06:00 1/4/2014 06:00 5.17 6,940.0 7,149.0 209.00
Operations at Report Time

Drilling
Operations Summary

Slide Drill and Change out Hallibutron Rotating Head
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0
06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0
07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0
08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0
10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0
11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0
13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0
13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0
16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0
16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0

afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0
17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0
18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0
21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0
22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0
01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0
02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0
03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

87.4
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/3/2014 06:00 1/4/2014 06:00 5.17 6,940.0 7,149.0 209.00
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Operations Summary
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Weather Wellbore
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Daily Contacts
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
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Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/4/2014
Report #: 27, DFS: 5.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 209.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)
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Dir. Work
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Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

87.4
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/4/2014
Report #: 27, DFS: 5.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 209.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/3/2014 06:00 1/4/2014 06:00 5.17 6,940.0 7,149.0 209.00
Operations at Report Time

Drilling
Operations Summary

Slide Drill and Change out Hallibutron Rotating Head
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

87.4
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/4/2014
Report #: 27, DFS: 5.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 209.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/3/2014 06:00 1/4/2014 06:00 5.17 6,940.0 7,149.0 209.00
Operations at Report Time

Drilling
Operations Summary

Slide Drill and Change out Hallibutron Rotating Head
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

87.4
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/4/2014
Report #: 27, DFS: 5.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 209.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/3/2014 06:00 1/4/2014 06:00 5.17 6,940.0 7,149.0 209.00
Operations at Report Time

Drilling
Operations Summary

Slide Drill and Change out Hallibutron Rotating Head
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Drill from 6940' to 6955'. 6,940.0 6,955.0

06:30 1.00 1.50 20 Slide drill from 6955' to 6967'. 6,955.0 6,967.0

07:30 1.00 2.50 2 Drill from 6967' to 6981'. 6,967.0 6,981.0

08:30 2.00 4.50 20 Slide drill from 6981' to 6993'. 6,981.0 6,993.0

10:30 0.50 5.00 2 Drill from 6993' to 7013'. 6,993.0 7,013.0

11:00 2.00 7.00 20 Slide drill from 7013' to 7033'. 7,013.0 7,033.0

13:00 0.50 7.50 2 Drill from 7033' to 7044'. 7,033.0 7,044.0

13:30 2.50 10.00 20 Slide drill from 7044' to 7063'. 7,044.0 7,063.0

16:00 0.50 10.50 9 Service rig. 7,063.0 7,063.0

16:30 0.50 11.00 22 Walk crews through drill procedure. Hold BOP Pit Drill. Discuss drill 7,063.0 7,063.0
afterwards.

17:00 0.50 11.50 2 Drill from 7063' to 7075'. 7,063.0 7,075.0

17:30 0.50 12.00 20 Slide drill from 7075' to 7080'. 7,075.0 7,080.0

18:00 3.50 15.50 20 Slide Drill From 7080 to 7095 7,080.0 7,095.0

21:30 1.00 16.50 2 Drill From 7095 to 7104 7,095.0 7,104.0

22:30 2.50 19.00 20 Slide Drill From 7104 to7127 7,104.0 7,127.0

01:00 1.00 20.00 2 Drill From 7127 to 7137 BOP Drills 7,127.0 7,137.0

02:00 1.00 21.00 23 PJSM and Change Hallibutron Rotating Head 7,137.0 7,137.0

03:00 3.00 24.00 20 Slide Drill From 7137 to 7149 7,137.0 7,149.0

Mud Check: 7,118.0ftKB, 1/4/2014 12:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,118.0 14.50 50 20.0 10.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

38,000.000 14,000.000 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

87.4
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/4/2014 06:00
Report End Date

1/5/2014 06:00
Days From Spud (days)

6.17
Start Depth (ftKB)

7,149.0
End Depth (ftKB)

7,316.0
Daily Depth Progress (ft)

167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316  Service Rig.
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date

1/4/2014
Depth (ftKB)

7,177.0
Density (lb/gal)

14.45
Vis (s/qt)

49
PV OR (Pa•s)

20.0
YP OR (lbf/1…

10.000
Gel (10s) (lbf…

5.000
Gel (10m) (lb…

7.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

21,600.000
Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date

1/5/2014
Depth (ftKB)

7,255.0
Density (lb/gal)

14.50
Vis (s/qt)

54
PV OR (Pa•s)

20.0
YP OR (lbf/1…

9.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

21,600.000
Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

80.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/5/2014
Report #: 28, DFS: 6.17

Daily Depth Progress: 167.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0
09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0
10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0
11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0
14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0
14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0
18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0
19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0
20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0
00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0
02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0
03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/5/2014
Report #: 28, DFS: 6.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 167.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/4/2014 06:00 1/5/2014 06:00 6.17 7,149.0 7,316.0 167.00
Operations at Report Time

Drilling
Operations Summary

Drill from 7149' to 7316 Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 20 Slide drill from 7149' to 7158'. 7,149.0 7,158.0

09:30 0.50 4.00 9 Service Rig. 7,158.0 7,158.0

10:00 1.00 5.00 2 Drill from 7158' to 7170'. 7,158.0 7,170.0

11:00 3.00 8.00 20 Slide drill from 7170' to 7192'. 7,170.0 7,192.0

14:00 0.50 8.50 2 Drill from 7192' to 7202'. 7,192.0 7,202.0

14:30 3.50 12.00 20 Slide drill from 7202' to 7223'. 7,202.0 7,221.0

18:00 1.50 13.50 20 Slide Drill From 7221 to 7223 7,221.0 7,223.0

19:30 1.00 14.50 2 Drill From 7223 to 7235 7,223.0 7,235.0

20:30 4.00 18.50 20 Slide Drill From 7235 to 7256 7,235.0 7,256.0

00:30 2.00 20.50 2 Drill From 7256 to 7271 7,256.0 7,271.0

02:30 1.00 21.50 20 Slide Drill From 7271 to 7281 7,271.0 7,281.0

03:30 2.50 24.00 2 Drill From 7281 to 7316 7,281.0 7,316.0

Mud Check: 7,177.0ftKB, 1/4/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/4/2014 7,177.0 14.45 49 20.0 10.000 5.000 7.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 7,255.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,255.0 14.50 54 20.0 9.000 7.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 21,600.000 81.4/18.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/5/2014 06:00
Report End Date

1/6/2014 06:00
Days From Spud (days)

7.17
Start Depth (ftKB)

7,316.0
End Depth (ftKB)

7,688.0
Daily Depth Progress (ft)

-7,336.00
Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0

10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0

11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0

18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @ 7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units  Cut Mud After Gas Buster  
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

7,646.0 7,651.0

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas  
Buster From 14.6 ppg to 13.5 ppg

7,651.0 7,660.0

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units  
Mud Cut 14.7 ppg to 14.6 ppg

7,660.0 7,678.0

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut  
to 14.6 ppg.

7,678.0 7,688.0

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date

1/5/2014
Depth (ftKB)

7,500.0
Density (lb/gal)

14.60
Vis (s/qt)

55
PV OR (Pa•s)

21.0
YP OR (lbf/1…

11.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

10.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

42,000.000
Calcium (mg/L)

14,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

70.0
Comment

Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date

1/5/2014
Depth (ftKB)

7,669.0
Density (lb/gal)

14.65
Vis (s/qt)

54
PV OR (Pa•s)

20.0
YP OR (lbf/1…

10.000
Gel (10s) (lbf…

6.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

40,000.000
Calcium (mg/L)

14,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm)

291,489
Oil Water Ratio

83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

84.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/6/2014
Report #: 29, DFS: 7.17

Daily Depth Progress: -7,336.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/6/2014
Report #: 29, DFS: 7.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,336.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/5/2014 06:00 1/6/2014 06:00 7.17 7,316.0 7,688.0 -7,336.00

Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0
10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0
11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0
18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0
20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0
21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0

From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 14,000.000 82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/6/2014
Report #: 29, DFS: 7.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,336.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/5/2014 06:00 1/6/2014 06:00 7.17 7,316.0 7,688.0 -7,336.00

Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0

10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0

11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0

18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 14,000.000 82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/6/2014
Report #: 29, DFS: 7.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,336.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/5/2014 06:00 1/6/2014 06:00 7.17 7,316.0 7,688.0 -7,336.00

Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0

10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0

11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0

18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 14,000.000 82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/6/2014
Report #: 29, DFS: 7.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,336.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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1/5/2014 06:00 1/6/2014 06:00 7.17 7,316.0 7,688.0 -7,336.00

Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
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70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
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1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
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40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
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Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
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Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
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18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
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01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
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1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000
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Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0

10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0

11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0

18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 14,000.000 82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/6/2014
Report #: 29, DFS: 7.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,336.00
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Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
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Daily Operations
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Operations at Report Time

Operations Summary

Drill from 7316' to 7688'. Service Rig.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 2 Drill from 7316' to 7442'. 7,316.0 7,442.0

10:30 0.50 5.00 9 Service rig. 7,442.0 7,442.0

11:00 7.00 12.00 2 Drill From 7442 to 7630 7,442.0 7,630.0

18:00 2.00 14.00 2 Drill From 7630 to 7646 7,630.0 7,646.0

20:00 1.00 15.00 5 Circulate Samples up @7646 For Mud Logger 7,646.0 7,646.0

21:00 0.50 15.50 2 Drill From 7646 to 7651 Max Gas 3658 Units Cut Mud After Gas Buster 7,646.0 7,651.0
From 14.6 ppg to 14.5 ppg With 250 psi on Halliburton Choke

21:30 4.00 19.50 20 Slide Drill From 7651 to 7660 Max Gas 3658 Units Mud Cut After Gas 7,651.0 7,660.0
Buster From 14.6 ppg to 13.5 ppg

01:30 1.50 21.00 2 Drill From 7660 to 7678 Raise Mud Wt to 14.7 ppg Max Gas 3400 Units 7,660.0 7,678.0
Mud Cut 14.7 ppg to 14.6 ppg

03:00 3.00 24.00 20 Slide Drill from 7678 to 7688. MW 14.7 ppg, Max Gas Units 3500, Mud Cut 7,678.0 7,688.0
to 14.6 ppg.

Mud Check: 7,500.0ftKB, 1/5/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,500.0 14.60 55 21.0 11.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 14,000.000 82.8/17.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: 7,669.0ftKB, 1/5/2014 22:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/5/2014 7,669.0 14.65 54 20.0 10.000 6.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 14,400.000 29.0 291,489 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/6/2014 06:00
Report End Date

1/7/2014 06:00
Days From Spud (days)

8.17
Start Depth (ftKB)

7,688.0
End Depth (ftKB)

7,708.0
Daily Depth Progress (ft)

-7,688.00
Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @ 7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @ 3.5 bpm  
with Halliburton holding 680 psi on Choke.

7,708.0 7,708.0

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Kill well. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until  16.5 ppg OBM  
observed at Surface.

7,708.0 7,708.0

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to  
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg  
Slug. Pump 35 bbl Slug.

7,708.0 7,708.0

23:00 6.00 23.00 6 POOH From 6380' to 2000'.  Max Trip Speed @ 5 Mins per std. Hole taking  
1.3 bbls over the calculated Fill up every 5 stds.

7,708.0 7,708.0

05:00 1.00 24.00 23 Flow Check Well with Bit @ 2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date

1/6/2014
Depth (ftKB)

7,709.0
Density (lb/gal)

14.90
Vis (s/qt)

62
PV OR (Pa•s)

21.0
YP OR (lbf/1…

19.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

10.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.500
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm)

278,204
Oil Water Ratio

82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr…

16.20
T Flowline (°F)

64.0
Comment

Daily Drilling Performance
Depth In (ftKB)

6,349.0
Depth Out (ft…

7,708.0
Drilled (ft)

1,359.00
Date In

12/31/2013 17:30
Date Out

1/6/2014 15:30
Drill Time (hr)

125.00
BHA ROP (ft/hr)

10.9
Rot Time (hr)

47.00
Slide Time (hr)

78.00
% Slide Time …

62.40
% Rot Time (%)

37.60
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/7/2014
Report #: 30, DFS: 8.17

Daily Depth Progress: -7,688.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0
08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0
10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0
13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0
14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0
15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0

with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0
19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0
21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0

observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/7/2014
Report #: 30, DFS: 8.17

Well Name: Cane Creek 24-1 Daily Depth Progress: -7,688.00

APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/6/2014 06:00 1/7/2014 06:00 8.17 7,688.0 7,708.0 -7,688.00

Operations at Report Time

Trip Out Hole To Change BHA
Operations Summary

Drill from 7688' to 7708 Pump Sweep Circ Hole Clean Strip From 7708 to 6380 Displace over to 16.5 ppg Pump Slug Flow Check Well Trip Out Hole
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 20 Slide Drill From 7690 to 7692 Max Gas 3200 Units 7,690.0 7,692.0

08:00 2.00 4.00 2 Drill From 7692 to 7708 Max Gas 3000 Units 7,692.0 7,708.0

10:00 2.00 6.00 20 Slide Drill From 7708 to 7708 Raise Mud Wt 14.8 ppg Max Gas 2700 Units 7,708.0 7,708.0

12:00 1.50 7.50 5 Pump 30 bbl Sweep and Circulate Hole Clean Max Gas 2200 Units 7,708.0 7,708.0

13:30 0.50 8.00 23 PJSM and Flow Check Well Had 680 Psi on Halliburton Choke 7,708.0 7,708.0

14:00 1.50 9.50 5 Circulate Bottoms up @7708 Max Gas 2700 Units 7,708.0 7,708.0

15:30 3.00 12.50 6 Strip Out of Hole from 7708' to 6380' pumping across wellhead @3.5 bpm 7,708.0 7,708.0
with Halliburton holding 680 psi on Choke.

18:30 0.50 13.00 23 At 6380 Orient BHA to High Side. 7,708.0 7,708.0

19:00 2.50 15.50 5 Killwell. Displace hole from 6380' with 16.5 ppg Kill Mud. 7,708.0 7,708.0

21:30 0.50 16.00 5 Bypass Gas Buster and take returns to Premix Tank until 16.5 ppg OBM 7,708.0 7,708.0
observed at Surface.

22:00 1.00 17.00 5 Flow Check Well-Static. Transfer 14.7 ppg Oil Base Mud From Trip Tank to 7,708.0 7,708.0
Active Pit. Fill Trip Tank with 16.5 ppg Oil Base Mud and Build a 18.5 ppg
Slug. Pump 35 bbl Slug.

23:00 6.00 23.00 6 POOH From 6380' to 2000'. Max Trip Speed @5 Mins per std. Hole taking 7,708.0 7,708.0
1.3 bbls over the calculated Fill up every 5 stds.

05:00 1.00 24.00 23 Flow Check Well with Bit @2000'. 7,708.0 7,708.0

Mud Check: 7,709.0ftKB, 1/6/2014 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/6/2014 7,709.0 14.90 62 21.0 19.000 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 29.0 278,204 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.20 64.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,349.0 7,708.0 1,359.00 12/31/2013 17:30 1/6/2014 15:30 125.00 10.9 47.00 78.00 62.40 37.60
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/7/2014 06:00
Report End Date

1/8/2014 06:00
Days From Spud (days)

9.17
Start Depth (ftKB)

7,708.0
End Depth (ftKB)

7,748.0
Daily Depth Progress (ft)

40.00
Operations at Report Time

Drilling
Operations Summary

Finish POH. M/U new Bit & BHA. TIH to 6380'.  Displace 16.5 ppg Oil Base With 14.9 ppg OBM. Strip In Hole From 6380 to 7708 and start Drilling & build Curve  
to 7748'.
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Continue POOH from  2000' to top of BHA. Trip Speed @ 3 Mins per std.  
Hole taking 1.3 bbls over the calculated Fill up every 5 stds.

7,708.0 7,708.0

08:30 2.00 4.50 6 Pull BHA. L/D Bit, Mud-motor, DPM Tool & UBHO Sub. Clean off Rig Floor. 7,708.0 7,708.0

10:30 2.00 6.50 6 M/U Pathfinder's Curve Assembly #2 with Fresh 4.75" G2 Mud-motor  
(1.75° Fixed Bend, 0.52 rpm/gal , 3.8 stage 7/8 Lobe) & Pathfinder  
Directional Tools. Orient Tool Face & Surface Test Tools-OK. M/U Bit #2  
(6" Reed-Hycalog SKHE613M PDC).

7,708.0 7,708.0

12:30 0.50 7.00 9 Service Rig & TDS. Change leaky hydraulic hose on TDS. 7,708.0 7,708.0

13:00 6.50 13.50 6 TIH with 6" Curve Assembly on 4" DP to 6485' ( No problems tripping  
through 7" Casing Window @ 6335'). Fill DP every 20 stands with 14.9 ppg  
OBM from Active Pit.

7,708.0 7,708.0

19:30 2.50 16.00 5 Held PJSM. Displace 16.5 ppg Kill Mud  from hole with 14.9 ppg OBM  
through Halliburton's MPD equipment holding 16.9 ppg EMW on formation  
(Transferring Kill Mud back to Premix Tank).

7,708.0 7,708.0

22:00 1.00 17.00 6 Strip in Hole from 6485' to 7619' on Hallibutron Rotaing Head with 580 psi  
on Choke.

7,708.0 7,708.0
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The plan going forward is to finish landing the curve in the upper portion of  
Clastic 19, target zone.  With the current correlations, the curve is expected  
to land in the upper part of the target zone, within 6’ TVD from the top of  
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7,708.0 7,748.0

Mud Check: 7,713.0ftKB, 1/8/2014 00:15
Date
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Report for: 1/8/2014
Report #: 31, DFS: 9.17

Daily Depth Progress: 40.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/7/2014 06:00 1/8/2014 06:00 9.17 7,708.0 7,748.0 40.00
Operations at Report Time

Drilling
Operations Summary

Finish POH. M/U new Bit & BHA. TlH to 6380'. Displace 16.5 ppg Oil Base With 14.9 ppg OBM. Strip In Hole From 6380 to 7708 and start Drilling & build Curve
to 7748'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Continue POOH from 2000' to top of BHA. Trip Speed @3 Mins per std. 7,708.0 7,708.0
Hole taking 1.3 bbls over the calculated Fill up every 5 stds.

08:30 2.00 4.50 6 Pull BHA. L/D Bit, Mud-motor, DPM Tool & UBHO Sub. Clean off Rig Floor. 7,708.0 7,708.0

10:30 2.00 6.50 6 M/U Pathfinder's Curve Assembly #2 with Fresh 4.75" G2 Mud-motor 7,708.0 7,708.0
(1.75° Fixed Bend, 0.52 rpm/gal , 3.8 stage 7/8 Lobe) & Pathfinder
Directional Tools. Orient Tool Face & Surface Test Tools-OK. M/U Bit #2
(6" Reed-Hycalog SKHE613M PDC).

12:30 0.50 7.00 9 Service Rig & TDS. Change leaky hydraulic hose on TDS. 7,708.0 7,708.0
13:00 6.50 13.50 6 TlH with 6" Curve Assembly on 4" DP to 6485' ( No problems tripping 7,708.0 7,708.0

through 7" Casing Window @6335'). Fill DP every 20 stands with 14.9 ppg
OBM from Active Pit.

19:30 2.50 16.00 5 Held PJSM. Displace 16.5 ppg Kill Mud from hole with 14.9 ppg OBM 7,708.0 7,708.0
through Halliburton's MPD equipment holding 16.9 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

22:00 1.00 17.00 6 Strip in Hole from 6485' to 7619' on Hallibutron Rotaing Head with 580 psi 7,708.0 7,708.0
on Choke.

23:00 0.50 17.50 5 M/U TDS. Circulate and Wash Down from 7619' to bottom @7708'. 7,708.0 7,708.0
Observed 4627 Units of Trip Gas.

23:30 6.50 24.00 2 Slide & drill 6" Hole building Curve from 7708' to 7748'. WOB 3-20k, 223 7,708.0 7,748.0
gpm with 2660 psi. MW inlout: 14.9 in / 14.9 ppg out. MPD holding 90-100
psi WHP (Holding 580 psi on connections). BGG = 950 Units, ConnDrlg G
= 2467 Units . Flare: O ft. Last formation sample from 7725' - 7746' = 80%
Anhydrite with 20% Dolomite.

Clastic 18 has been logged by the gamma-ray tool, and the top of the
Clastic 18 @7630' MD / 7198' TVD.

The plan going forward is to finish landing the curve in the upper portion of
Clastic 19, target zone. With the current correlations, the curve is expected
to land in the upper part of the target zone, within 6' TVD from the top of
the target zone.
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Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio
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Operations Next Report Period

Trips
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Continue POOH from 2000' to top of BHA. Trip Speed @3 Mins per std. 7,708.0 7,708.0
Hole taking 1.3 bbls over the calculated Fill up every 5 stds.

08:30 2.00 4.50 6 Pull BHA. L/D Bit, Mud-motor, DPM Tool & UBHO Sub. Clean off Rig Floor. 7,708.0 7,708.0

10:30 2.00 6.50 6 M/U Pathfinder's Curve Assembly #2 with Fresh 4.75" G2 Mud-motor 7,708.0 7,708.0
(1.75° Fixed Bend, 0.52 rpm/gal , 3.8 stage 7/8 Lobe) & Pathfinder
Directional Tools. Orient Tool Face & Surface Test Tools-OK. M/U Bit #2
(6" Reed-Hycalog SKHE613M PDC).

12:30 0.50 7.00 9 Service Rig & TDS. Change leaky hydraulic hose on TDS. 7,708.0 7,708.0

13:00 6.50 13.50 6 TlH with 6" Curve Assembly on 4" DP to 6485' ( No problems tripping 7,708.0 7,708.0
through 7" Casing Window @6335'). Fill DP every 20 stands with 14.9 ppg
OBM from Active Pit.

19:30 2.50 16.00 5 Held PJSM. Displace 16.5 ppg Kill Mud from hole with 14.9 ppg OBM 7,708.0 7,708.0
through Halliburton's MPD equipment holding 16.9 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

22:00 1.00 17.00 6 Strip in Hole from 6485' to 7619' on Hallibutron Rotaing Head with 580 psi 7,708.0 7,708.0
on Choke.

23:00 0.50 17.50 5 M/U TDS. Circulate and Wash Down from 7619' to bottom @7708'. 7,708.0 7,708.0
Observed 4627 Units of Trip Gas.

23:30 6.50 24.00 2 Slide & drill 6" Hole building Curve from 7708' to 7748'. WOB 3-20k, 223 7,708.0 7,748.0
gpm with 2660 psi. MW inlout: 14.9 in / 14.9 ppg out. MPD holding 90-100
psi WHP (Holding 580 psi on connections). BGG = 950 Units, ConnDrlg G
= 2467 Units . Flare: O ft. Last formation sample from 7725' - 7746' = 80%
Anhydrite with 20% Dolomite.

Clastic 18 has been logged by the gamma-ray tool, and the top of the
Clastic 18 @7630' MD / 7198' TVD.

The plan going forward is to finish landing the curve in the upper portion of
Clastic 19, target zone. With the current correlations, the curve is expected
to land in the upper part of the target zone, within 6' TVD from the top of
the target zone.

Mud Check: 7,713.0ftKB, l'8/2014 00:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,712.0 15.00 61 24.0 11.000 6.000 8.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 30.0 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

78.0
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/7/2014 06:00 1/8/2014 06:00 9.17 7,708.0 7,748.0 40.00
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RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB)

7,708.0
Depth Out (ft…

7,853.0
Drilled (ft)

145.00
Date In

1/7/2014 19:30
Date Out

1/9/2014 01:00
Drill Time (hr)

20.50
BHA ROP (ft/hr)

7.1
Rot Time (hr)

17.00
Slide Time (hr)

3.50
% Slide Time …

17.07
% Rot Time (%)

82.93
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/8/2014
Report #: 31, DFS: 9.17

Daily Depth Progress: 40.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
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1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/8/2014
Report #: 31, DFS: 9.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:



RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/8/2014 06:00
Report End Date

1/9/2014 06:00
Days From Spud (days)

10.17
Start Depth (ftKB)

7,748.0
End Depth (ftKB)

7,853.0
Daily Depth Progress (ft)

105.00
Operations at Report Time

Trip Out of hole to change BHA
Operations Summary

Drill F/ 7,748' T/ 7,853' Circulate and condition hole Spot 75 bbl LCM pill, Shut in well & check pressures. Trip out 15 Stands and Displace to 16.55 ppg Flow  
check well  
Operations Next Report Period

Dir. Work
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.50 9.50 2 Slide & Rotate Drilling 6" Hole building the Curve from 7748' to 7806'. WOB  
= 3-15K, GPM = 223 @ 2600 psi. Mud-motor RPM sliding mode =115. Drill  
String RPM 30. Total RPM in rotating mode = 145, Torque= 4-7KFtLb.  MW  
in/out: 14.9 in / 14.9 ppg out.   Halliburton MPD holding 140-150 psi WHP  
(Holding 560 psi on connections). BGG = 300 Units, ConnDrlg G = 520 -
1660 Units, Flare: 0 ft.  

7,748.0 7,806.0

15:30 0.50 10.00 7 Service Rig & TDS. 7,806.0 7,806.0

16:00 7.00 17.00 2 Slide & Rotate Drilling 6" Hole building the Curve from 7806' to 7,853'.  
WOB = 3-12K, GPM = 223 @ 2600 psi. Mud-motor RPM sliding mode  
=115. Drill String RPM 30. Total RPM in rotating mode = 145, Torque= 4-
7KFtLb.  MW in/out: 14.85 in / 14.85 ppg out.   Halliburton MPD holding  
140-150 psi WHP (Holding 560 psi on connections). BGG = 300 Units,  
ConnDrlg G = 520 -1660 Units, Flare: 0 ft.  

Inclination at bit: 88°  
Target: 8096’ MD / 7233’ TVD

The top of the target zone has been logged by the gamma-ray tool at 7765’  
MD/ 7228.5’ TVD.  The curve has been landed at 7853’ MD/ 7236’ TVD, 8’  
TVD from the top of the target zone.

7,806.0 7,853.0

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500  
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot  
a 75 bbl Lcm Pill on bottom. Shut in Well and record pressures Stand pipe  
765 psi and Casing 640 psi.

7,853.0 7,853.0

01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485'  ( Holding 640 psi with Halliburton  
MPD. )

7,853.0 7,853.0

03:00 3.00 24.00 5 Orient Tool Face to High Side, Kill well. Displace hole from 6485' with 16.55  
ppg Kill Mud.

7,853.0 7,853.0

Report for: 1/9/2014
Report #: 32, DFS: 10.17

Daily Depth Progress: 105.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/8/2014 06:00 1/9/2014 06:00 10.17 7,748.0 7,853.0 105.00
Operations at Report Time

Trip Out of hole to change BHA
Operations Summary

Drill F/ 7,748' T/ 7,853' Circulate and condition hole Spot 75 bbl LCM pill, Shut in well & check pressures. Trip out 15 Stands and Displace to 16.55 ppg Flow
check well
Operations Next Report Period

Dir. Work
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.50 9.50 2 Slide & Rotate Drilling 6" Hole building the Curve from 7748' to 7806'. WOB 7,748.0 7,806.0
= 3-15K, GPM = 223 @2600 psi. Mud-motor RPM sliding mode =115. Drill
String RPM 30. Total RPM in rotating mode = 145, Torque= 4-7KFtLb. MW
inlout: 14.9 in / 14.9 ppg out. Halliburton MPD holding 140-150 psi WHP
(Holding 560 psi on connections). BGG = 300 Units, ConnDrlg G = 520 -

1660 Units, Flare: O ft.

15:30 0.50 10.00 7 Service Rig & TDS. 7,806.0 7,806.0
16:00 7.00 17.00 2 Slide & Rotate Drilling 6" Hole building the Curve from 7806' to 7,853'. 7,806.0 7,853.0

WOB = 3-12K, GPM = 223 @2600 psi. Mud-motor RPM sliding mode
=115. Drill String RPM 30. Total RPM in rotating mode = 145, Torque= 4-
7KFtLb. MW inlout: 14.85 in / 14.85 ppg out. Halliburton MPD holding
140-150 psi WHP (Holding 560 psi on connections). BGG = 300 Units,
ConnDrlg G = 520 -1660 Units, Flare: O ft.

Inclination at bit: 88°

Target: 8096' MD / 7233' TVD

The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500 7,853.0 7,853.0
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot
a 75 bbl Lcm Pill on bottom. Shut in Well and record pressures Stand pipe
765 psi and Casing 640 psi.

01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485' ( Holding 640 psi with Halliburton 7,853.0 7,853.0
MPD. )

03:00 3.00 24.00 5 Orient Tool Face to High Side, Killwell. Displace hole from 6485' with 16.55 7,853.0 7,853.0
ppg Kill Mud.
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Inclination at bit: 88°

Target: 8096' MD / 7233' TVD

The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500 7,853.0 7,853.0
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot
a 75 bbl Lcm Pill on bottom. Shut in Well and record pressures Stand pipe
765 psi and Casing 640 psi.

01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485' ( Holding 640 psi with Halliburton 7,853.0 7,853.0
MPD. )

03:00 3.00 24.00 5 Orient Tool Face to High Side, Killwell. Displace hole from 6485' with 16.55 7,853.0 7,853.0
ppg Kill Mud.
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1660 Units, Flare: O ft.
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140-150 psi WHP (Holding 560 psi on connections). BGG = 300 Units,
ConnDrlg G = 520 -1660 Units, Flare: O ft.

Inclination at bit: 88°

Target: 8096' MD / 7233' TVD

The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500 7,853.0 7,853.0
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot
a 75 bbl Lcm Pill on bottom. Shut in Well and record pressures Stand pipe
765 psi and Casing 640 psi.

01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485' ( Holding 640 psi with Halliburton 7,853.0 7,853.0
MPD. )

03:00 3.00 24.00 5 Orient Tool Face to High Side, Killwell. Displace hole from 6485' with 16.55 7,853.0 7,853.0
ppg Kill Mud.
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The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.
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01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485' ( Holding 640 psi with Halliburton 7,853.0 7,853.0
MPD. )
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Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/8/2014 06:00 1/9/2014 06:00 10.17 7,748.0 7,853.0 105.00
Operations at Report Time

Trip Out of hole to change BHA
Operations Summary

Drill F/ 7,748' T/ 7,853' Circulate and condition hole Spot 75 bbl LCM pill, Shut in well & check pressures. Trip out 15 Stands and Displace to 16.55 ppg Flow
check well
Operations Next Report Period

Dir. Work
Weather Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.50 9.50 2 Slide & Rotate Drilling 6" Hole building the Curve from 7748' to 7806'. WOB 7,748.0 7,806.0
= 3-15K, GPM = 223 @2600 psi. Mud-motor RPM sliding mode =115. Drill
String RPM 30. Total RPM in rotating mode = 145, Torque= 4-7KFtLb. MW
inlout: 14.9 in / 14.9 ppg out. Halliburton MPD holding 140-150 psi WHP
(Holding 560 psi on connections). BGG = 300 Units, ConnDrlg G = 520 -

1660 Units, Flare: O ft.

15:30 0.50 10.00 7 Service Rig & TDS. 7,806.0 7,806.0

16:00 7.00 17.00 2 Slide & Rotate Drilling 6" Hole building the Curve from 7806' to 7,853'. 7,806.0 7,853.0
WOB = 3-12K, GPM = 223 @2600 psi. Mud-motor RPM sliding mode
=115. Drill String RPM 30. Total RPM in rotating mode = 145, Torque= 4-
7KFtLb. MW inlout: 14.85 in / 14.85 ppg out. Halliburton MPD holding
140-150 psi WHP (Holding 560 psi on connections). BGG = 300 Units,
ConnDrlg G = 520 -1660 Units, Flare: O ft.

Inclination at bit: 88°

Target: 8096' MD / 7233' TVD

The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500 7,853.0 7,853.0
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot
a 75 bbl Lcm Pill on bottom. Shut in Well and record pressures Stand pipe
765 psi and Casing 640 psi.

01:00 2.00 21.00 6 Strip Out of hole from 7807' to 6485' ( Holding 640 psi with Halliburton 7,853.0 7,853.0
MPD. )

03:00 3.00 24.00 5 Orient Tool Face to High Side, Killwell. Displace hole from 6485' with 16.55 7,853.0 7,853.0
ppg Kill Mud.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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7KFtLb. MW inlout: 14.85 in / 14.85 ppg out. Halliburton MPD holding
140-150 psi WHP (Holding 560 psi on connections). BGG = 300 Units,
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Inclination at bit: 88°

Target: 8096' MD / 7233' TVD

The top of the target zone has been logged by the gamma-ray tool at 7765'
MDI 7228.5' TVD. The curve has been landed at 7853' MDI 7236' TVD, 8'
TVD from the top of the target zone.

23:00 2.00 19.00 5 Rack back one stand DP. Circulate and Condition Hole @ 7807' (4,500 7,853.0 7,853.0
STKS). ( Transfer 114 bbl's of 14.85 ppg from Active to Tank Farm. ) Spot
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/8/2014 00:00
Date

1/8/2014
Depth (ftKB)

7,853.0
Density (lb/gal)

14.75
Vis (s/qt)

55
PV OR (Pa•s)

23.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

305,904.00
0

Calcium (mg/L)

16,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl)

24.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

74.0
Comment

Mud Check: 7,797.0ftKB, 1/8/2014 15:00
Date

1/8/2014
Depth (ftKB)

7,797.0
Density (lb/gal)

14.85
Vis (s/qt)

55
PV OR (Pa•s)

23.0
YP OR (lbf/1…

11.000
Gel (10s) (lbf…

8.000
Gel (10m) (lb…

11.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

305,619.00
0

Calcium (mg/L)

16,800.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.4
CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl)

22.0
Mud Lost (Surf) (bbl)

3.0
LCM ECD - Manual Entr… T Flowline (°F)

87.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,708.0
Depth Out (ft…

7,853.0
Drilled (ft)

145.00
Date In

1/7/2014 19:30
Date Out

1/9/2014 01:00
Drill Time (hr)

20.50
BHA ROP (ft/hr)

7.1
Rot Time (hr)

17.00
Slide Time (hr)

3.50
% Slide Time …

17.07
% Rot Time (%)

82.93
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/9/2014
Report #: 32, DFS: 10.17

Daily Depth Progress: 105.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/8/2014 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,853.0 14.75 55 23.0 16.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,904.00 16,400.000 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

24.0 4.0 74.0
Mud Check: 7,797.0ftKB, 1/8/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,797.0 14.85 55 23.0 11.000 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,619.00 16,800.000 26.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 3.0 87.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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305,619.00 16,800.000 26.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 3.0 87.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/8/2014 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,853.0 14.75 55 23.0 16.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,904.00 16,400.000 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

24.0 4.0 74.0
Mud Check: 7,797.0ftKB, 1/8/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,797.0 14.85 55 23.0 11.000 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,619.00 16,800.000 26.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 3.0 87.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/9/2014
Report #: 32, DFS: 10.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 105.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/8/2014 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,853.0 14.75 55 23.0 16.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,904.00 16,400.000 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

24.0 4.0 74.0
Mud Check: 7,797.0ftKB, 1/8/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/8/2014 7,797.0 14.85 55 23.0 11.000 8.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

305,619.00 16,800.000 26.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 3.0 87.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,708.0 7,853.0 145.00 1/7/2014 19:30 1/9/2014 01:00 20.50 7.1 17.00 3.50 17.07 82.93
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/9/2014 06:00
Report End Date

1/10/2014 06:00
Days From Spud (days)

11.17
Start Depth (ftKB)

7,853.0
End Depth (ftKB)

7,853.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Trip In Hole with 6'' Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @ 6485'. Well Static.  Fill Trip Tank with 16.55 ppg OBM  
and Build a 18.6 ppg Slug. Pump 40 bbls  of 18.6 ppg Slug.

7,853.0 7,853.0

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @ 8 Mins per std for the first  
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls  
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good  
response from Crew.

7,853.0 7,853.0

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making  
up BHA.

7,853.0 7,853.0

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool,  
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8  
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test  
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with  
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub  
(Total BHA length = 172.12').  

7,853.0 7,853.0

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TIH with 6" Lateral Drilling Assembly on 4" DP to 5806'.  Fill DP every 20  
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10  
stands due to New Rotating Head Rubber Being Tight. )  

7,853.0 7,853.0

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date

1/9/2014
Depth (ftKB)

7,853.0
Density (lb/gal)

14.90
Vis (s/qt)

65
PV OR (Pa•s)

23.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

45,000.000
Calcium (mg/L)

340,398.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

82.9/17.1

Mud Lost (Hole) (bbl)

44.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 1/9/2014 23:45
Date

1/9/2014
Depth (ftKB) Density (lb/gal)

14.80
Vis (s/qt)

67
PV OR (Pa•s)

22.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

8.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

43,000.000
Calcium (mg/L)

332,377.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

82.9/17.1

Mud Lost (Hole) (bbl)

44.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/10/2014
Report #: 33, DFS: 11.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/10/2014
Report #: 33, DFS: 11.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/9/2014 06:00 1/10/2014 06:00 11.17 7,853.0 7,853.0 0.00
Operations at Report Time

Trip In Hole with 6" Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0
16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0

up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0
22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0

stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 7,853.0 14.90 65 23.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 340,398.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Mud Check: <depth>ftKB, 1/9/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 14.80 67 22.0 16.000 8.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 332,377.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/10/2014
Report #: 33, DFS: 11.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/9/2014 06:00 1/10/2014 06:00 11.17 7,853.0 7,853.0 0.00
Operations at Report Time

Trip In Hole with 6" Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 7,853.0 14.90 65 23.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 340,398.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Mud Check: <depth>ftKB, 1/9/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 14.80 67 22.0 16.000 8.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 332,377.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/10/2014
Report #: 33, DFS: 11.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/9/2014 06:00 1/10/2014 06:00 11.17 7,853.0 7,853.0 0.00
Operations at Report Time

Trip In Hole with 6" Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 7,853.0 14.90 65 23.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 340,398.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
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Weather Wellbore
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06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
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14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
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POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore
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Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )
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44.0 8.0
Mud Check: <depth>ftKB, 1/9/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 14.80 67 22.0 16.000 8.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 332,377.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/10/2014
Report #: 33, DFS: 11.17
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Operations at Report Time

Trip In Hole with 6" Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 7,853.0 14.90 65 23.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 340,398.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Mud Check: <depth>ftKB, 1/9/2014 23:45
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1/9/2014 14.80 67 22.0 16.000 8.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 332,377.00 30.0 82.9/17.1
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Daily Drilling Performance
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Report #: 33, DFS: 11.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/9/2014 06:00 1/10/2014 06:00 11.17 7,853.0 7,853.0 0.00
Operations at Report Time

Trip In Hole with 6" Lateral Assy
Operations Summary

POOH 3 to 5 min. a stand lay down curve assy and make up Lateral assy, Trip in hole 4 to 6 min. a stand
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Flow Check Well @6485'. Well Static. Fill Trip Tank with 16.55 ppg OBM 7,853.0 7,853.0
and Build a 18.6 ppg Slug. Pump 40 bbls of 18.6 ppg Slug.

08:00 6.50 8.50 6 POOH from 6485 to top of BHA. Trip Speed @8 Mins per std for the first 7,853.0 7,853.0
10 stands. Increase Trip Speed to 2-4 minutes/stand. Hole taking 1-3 bbls
over the calculated fill every 5 stands. Held BOP Trip Drill @ 1000'. Good
response from Crew.

14:30 2.00 10.50 6 PJSM. Pull BHA. L/D Bit & Mud-motor. Pull MWD Probe. 7,853.0 7,853.0

16:30 1.00 11.50 9 Service Rig & TDS. Clean off Rig Floor. Held JSA/PJSM regarding making 7,853.0 7,853.0
up BHA.

17:30 4.00 15.50 6 M/U BHA #3 (Pathfinder's Lateral Drilling Assembly) with IPZIG LXM Tool, 7,853.0 7,853.0
Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage 7/8
Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #3 (6" Smith MDSi613 PDC). Finish M/U BHA with
Cougar Thruster Tool, Well Commander Assembly, Float Sub & XO Sub
(Total BHA length = 172.12').

21:30 1.00 16.50 22 Install New Rotating Head Rubber. 7,853.0 7,853.0

22:30 7.50 24.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 5806'. Fill DP every 20 7,853.0 7,853.0
stands with 14.8 ppg OBM from Active Pit. ( Had to screw into the first 10
stands due to New Rotating Head Rubber Being Tight. )

Mud Check: 7,853.0ftKB, 1/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 7,853.0 14.90 65 23.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 340,398.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Mud Check: <depth>ftKB, 1/9/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/9/2014 14.80 67 22.0 16.000 8.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 332,377.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

44.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/10/2014 06:00
Report End Date

1/11/2014 06:00
Days From Spud (days)

12.17
Start Depth (ftKB)

7,853.0
End Depth (ftKB)

8,095.0
Daily Depth Progress (ft)

242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TIH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TIH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No  
problems tripping through top of 7" Casing Window @ 6335'). M/U TDS &  
fill DP with 14.8 ppg mud.

7,853.0 7,853.0

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM  
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation  
(Transferring Kill Mud back to Premix Tank).

7,853.0 7,853.0

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to  
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW  
on formation.

7,853.0 7,853.0

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi  
DPP. Wash Down & Log with Pathfinder LWD  from 7631' to bottom @  
7853' @ 80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation  
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip  
Gas. 

The IPZIG tool was used to log through the payzone. The apparent  
formation dip is calculated at 1° updip.   

7,853.0 7,853.0

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM =  
230 @ 3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.  
Total RPM in rotating mode = 150, Torque= 4-7KFtLb.  MW in/out: 14.9 in /  
14.9 ppg out.   Halliburton MPD holding 40-80 psi WHP (Holding 570-603  
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: 0  
ft. 

 Bbls mud loss in last 24hrs. 0 bbl to formation, 8.46 bbl to cuttings & solids  
control equip.

At report time, we are  drilling ahead in Salt # 20. We drilled out the bottom  
of Clastic 19 Pay Dolomite at 7878’ MD. We drilled out the bottom of  
Clastic 19 Lower Anhydrite at 7922’ MD. We are rotating at 97.5°.  
Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853’.  
Max gas seen was 4469 units. We have 250 units background gas with  
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is  
not holding any back pressure at this time.  The last sample from 8000’ to  
8030’ was 100% salt. Last survey, MD 7981’, Inc 94.97°, Az 329.77°, TVD  
7232.77’, VS 1263.35’.

7,853.0 8,095.0

Report for: 1/11/2014
Report #: 34, DFS: 12.17

Daily Depth Progress: 242.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Report #: 34, DFS: 12.17
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
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1/10/2014 06:00 1/11/2014 06:00 12.17 7,853.0 8,095.0 242.00
Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time

Drilling Lateral
Operations Summary

TlH with BHA to 7631'. Log to bottom with LWD. Slide Drilling F/ 7,853 T/ 8095
Operations Next Report Period

Dir. Work
Weather Wellbore
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Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 TlH with 6" Lateral Drilling Assembly on 4" DP from 5806' to 6443' ( No 7,853.0 7,853.0
problems tripping through top of 7" Casing Window @6335'). M/U TDS &
fill DP with 14.8 ppg mud.

07:00 3.00 4.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.8 ppg OBM 7,853.0 7,853.0
through Halliburton's MPD equipment holding 16.4 ppg EMW on formation
(Transferring Kill Mud back to Premix Tank).

10:00 1.00 5.00 6 Line up & circulate across Wellhead @ 3 bpm. Strip in Hole from 6443' to 7,853.0 7,853.0
7631' with +/- 560 psi MPD Wellhead pressure holding +/- 16.4 ppg EMW
on formation.

11:00 5.50 10.50 5 M/U TDS. Establish circulation & stage up pumps to 206 gpm w/3000 psi 7,853.0 7,853.0
DPP. Wash Down & Log with Pathfinder LWD from 7631' to bottom @
7853' @80-85 FPH. Halliburton holding +/- 16.4 ppg EMW on formation
with +/- 225 psi MPD Wellhead pressure.. Observed 4469 Units of Trip
Gas.

The IPZIG tool was used to log through the payzone. The apparent
formation dip is calculated at 1° updip.

16:30 13.50 24.00 2 Slide & Rotate, Drill 6" Lateral from 7853' to 8095'. WOB = 5-20K, GPM = 7,853.0 8,095.0
230 @3400 psi. Mud-motor RPM sliding mode =120. Drill String RPM 30.
Total RPM in rotating mode = 150, Torque= 4-7KFtLb. MW inlout: 14.9 in /
14.9 ppg out. Halliburton MPD holding 40-80 psi WHP (Holding 570-603
psi on connections). BGG = 300 Units, ConnDrlg G = 1082 Units, Flare: O
ft.

Bbls mud loss in last 24hrs. O bbl to formation, 8.46 bbl to cuttings & solids
control equip.

At report time, we are drilling ahead in Salt # 20. We drilled out the bottom
of Clastic 19 Pay Dolomite at 7878' MD. We drilled out the bottom of
Clastic 19 Lower Anhydrite at 7922' MD. We are rotating at 97.5°.

Pathfinder has a dip pick of 7.5° up. We had 4469 units of trip gas at 7853'.
Max gas seen was 4469 units. We have 250 units background gas with
connection gases to 1460 units. Mud wt is 14.9 ppg. ECD 16.56. MPD is
not holding any back pressure at this time. The last sample from 8000' to
8030' was 100% salt. Last survey, MD 7981', Inc 94.97°, Az 329.77°, TVD
7232.77', VS 1263.35'.
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/10/2014 14:30
Date

1/10/2014
Depth (ftKB)

7,853.0
Density (lb/gal)

14.90
Vis (s/qt)

61
PV OR (Pa•s)

25.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

46,702.000
Calcium (mg/L)

362,280.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm) Oil Water Ratio

83.1/16.9

Mud Lost (Hole) (bbl)

15.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr… T Flowline (°F)

75.0
Comment

Mud Check: <depth>ftKB, 1/10/2014 23:45
Date

1/10/2014
Depth (ftKB) Density (lb/gal)

14.90
Vis (s/qt)

57
PV OR (Pa•s)

25.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

44,000.000
Calcium (mg/L)

346,798.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

83.1/16.9

Mud Lost (Hole) (bbl)

15.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr… T Flowline (°F)

84.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/11/2014
Report #: 34, DFS: 12.17

Daily Depth Progress: 242.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Mud Check: 7,853.0ftKB, 1/10/2014 14:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/10/2014 7,853.0 14.90 61 25.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,702.000 362,280.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.0 0.0 75.0
Mud Check: <depth>ftKB, 1/10/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/10/2014 14.90 57 25.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

44,000.000 346,798.00 30.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.0 0.0 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17
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1/10/2014 7,853.0 14.90 61 25.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,702.000 362,280.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.0 0.0 75.0
Mud Check: <depth>ftKB, 1/10/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/10/2014 14.90 57 25.0 17.000 12.000 16.000 2.0 2
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/11/2014
Report #: 34, DFS: 12.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 242.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/11/2014 06:00
Report End Date

1/12/2014 06:00
Days From Spud (days)

13.17
Start Depth (ftKB)

8,095.0
End Depth (ftKB)

8,549.0
Daily Depth Progress (ft)

454.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,095' T/ 8,549'
Ran Centrifuge for 3hrs to cut M.W. Back F/ 14.9+ T/ 14.8
Operations Next Report Period

Dir. Work
Weather

Cloudy
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Slide & Rotate, Drilled 6" Lateral  from 8095' to 8323'. WOB = 5-18K, GPM  
= 227 @ 3300 psi. Mud-motor RPM sliding mode =129. Drill String RPM  
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW in/out:  
14.95 in / 14.9 ppg out.   Halliburton MPD wide open (Holding 585 psi on  
connections). BGG = 225 Units, Conn/Drlg G = 1101 Units, Max Gas =  
1839 Units. Flare: 0 ft.  

7,853.0 8,323.0

12:30 0.50 7.00 9 Service Rig & TDS. 8,323.0 8,323.0

13:00 5.00 12.00 2 Slide & Rotate, Drilled 6" Lateral  from 8323' to 8424'. WOB = 5-18K, GPM  
= 227 @ 3400 psi. Mud-motor RPM sliding mode =129. Drill String RPM  
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLbMW in/out: 14.95  
in / 14.9 ppg out.   Halliburton MPD wide open (Holding 600 psi on  
connections). BGG = 200 Units, Conn/Drlg G = 834 Units. Flare: 0 ft.  

As per Pathfinder PayZone Steering Engineer, the formation up-dip is  
estimated to be +/- 12°.  The current correlations @ 8300’ MD (7191’ TVD)  
show that the BHA is drilling below the Clastic 19 lower Anhydrite, in salt.   
The plan going forward is to continue holding the angle between 98-99.5°  
to find the clastic 19.  The TVD of the clastic 19 target top is current being  
anticipated to stay below 7140’TVD.  The current target is to intercept the  
clastic 19 before it starts rolling over.  The angle will be held at above 98.5°  
to 8500’MD.  After this MD, if the bit hasn’t found the clastic 19, the angle  
will be brought down to 95° @ 8700’ MD, so that when the bit intercepts the  
formation the angle can be brought down to match the formation bed dip,  
currently being anticipated to come down to 85°, 5° downdip.   

8,323.0 8,424.0

Report for: 1/12/2014
Report #: 35, DFS: 13.17

Daily Depth Progress: 454.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/12/2014
Report #: 35, DFS: 13.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 454.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/11/2014 06:00 1/12/2014 06:00 13.17 8,095.0 8,549.0 454.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,095' T/ 8,549'
Ran Centrifuge for 3hrs to cut M.W. Back F/ 14.9+ T/ 14.8
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Slide & Rotate, Drilled 6" Lateral from 8095' to 8323'. WOB = 5-18K, GPM 7,853.0 8,323.0
= 227 @3300 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW inlout:
14.95 in / 14.9 ppg out. Halliburton MPD wide open (Holding 585 psi on
connections). BGG = 225 Units, Conn/Drlg G = 1101 Units, Max Gas =

1839 Units. Flare: O ft.

12:30 0.50 7.00 9 Service Rig & TDS. 8,323.0 8,323.0
13:00 5.00 12.00 2 Slide & Rotate, Drilled 6" Lateral from 8323' to 8424'. WOB = 5-18K, GPM 8,323.0 8,424.0

= 227 @3400 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLbMW inlout: 14.95
in / 14.9 ppg out. Halliburton MPD wide open (Holding 600 psi on
connections). BGG = 200 Units, Conn/Drlg G = 834 Units. Flare: O ft.

As per Pathfinder PayZone Steering Engineer, the formation up-dip is
estimated to be +/- 12°. The current correlations @8300' MD (7191' TVD)
show that the BHA is drilling below the Clastic 19 lower Anhydrite, in salt.
The plan going forward is to continue holding the angle between 98-99.5°

to find the clastic 19. The TVD of the clastic 19 target top is current being
anticipated to stay below 7140'TVD. The current target is to intercept the
clastic 19 before it starts rolling over. The angle will be held at above 98.5°

to 8500'MD. After this MD, if the bit hasn't found the clastic 19, the angle
will be brought down to 95° @8700' MD, so that when the bit intercepts the
formation the angle can be brought down to match the formation bed dip,
currently being anticipated to come down to 85°, 5° downdip.
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301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/11/2014 06:00 1/12/2014 06:00 13.17 8,095.0 8,549.0 454.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,095' T/ 8,549'
Ran Centrifuge for 3hrs to cut M.W. Back F/ 14.9+ T/ 14.8
Operations Next Report Period

Dir. Work
Weather Wellbore

Cloudy RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Slide & Rotate, Drilled 6" Lateral from 8095' to 8323'. WOB = 5-18K, GPM 7,853.0 8,323.0
= 227 @3300 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW inlout:
14.95 in / 14.9 ppg out. Halliburton MPD wide open (Holding 585 psi on
connections). BGG = 225 Units, Conn/Drlg G = 1101 Units, Max Gas =

1839 Units. Flare: O ft.

12:30 0.50 7.00 9 Service Rig & TDS. 8,323.0 8,323.0

13:00 5.00 12.00 2 Slide & Rotate, Drilled 6" Lateral from 8323' to 8424'. WOB = 5-18K, GPM 8,323.0 8,424.0
= 227 @3400 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLbMW inlout: 14.95
in / 14.9 ppg out. Halliburton MPD wide open (Holding 600 psi on
connections). BGG = 200 Units, Conn/Drlg G = 834 Units. Flare: O ft.

As per Pathfinder PayZone Steering Engineer, the formation up-dip is
estimated to be +/- 12°. The current correlations @8300' MD (7191' TVD)
show that the BHA is drilling below the Clastic 19 lower Anhydrite, in salt.
The plan going forward is to continue holding the angle between 98-99.5°

to find the clastic 19. The TVD of the clastic 19 target top is current being
anticipated to stay below 7140'TVD. The current target is to intercept the
clastic 19 before it starts rolling over. The angle will be held at above 98.5°

to 8500'MD. After this MD, if the bit hasn't found the clastic 19, the angle
will be brought down to 95° @8700' MD, so that when the bit intercepts the
formation the angle can be brought down to match the formation bed dip,
currently being anticipated to come down to 85°, 5° downdip.
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Page  2/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

18:00 12.00 24.00 2 Slide & Rotate, Drilled 6" Lateral  from 8424' to 8,549'. WOB = 5-18K, GPM  
= 227 @ 3200 psi. Mud-motor RPM sliding mode =129. Drill String RPM  
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW in/out: 14.8  
in / 14.8 ppg out (Ran centrifuge 3.0 hrs to reduce Mud Wt). Halliburton  
MPD wide open (Holding 602 psi on connections). BGG = 150 Units,  
Conn/Drlg G = 1050 Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps @ 30  
ppb )

At report time, we are drilling ahead in the base of Clastic 19 pay target.  
We drilled back into the bottom of Clastic 19 lower Anhydrite at 8422’ MD,  
7173’ TVD. We drilled up  into the base of Clastic 19 Pay target interval at  
8526’ MD’ 7157’ TVD. The last sample from 8530’ to 8540’ was 70%  
anhydrite, 20% dolomite, 10% black shale. We are sliding to drop  
inclination to 97 deg.. We have 126 units background gas with connection  
gases to  1839 units from 8139’. Max gas  last 24 hours was 1839 units.  
Mud wt is 14.8 ppg. ECD 16.51. MPD is not holding any back pressure  
while drilling at this time. Last survey, MD 8450’, Inc 99.19°, Az 329.29°,  
TVD 7168.81’, VS 1726.78’.

8,424.0 8,549.0

Mud Check: 8,348.0ftKB, 1/11/2014 13:00
Date

1/11/2014
Depth (ftKB)

8,348.0
Density (lb/gal)

14.95
Vis (s/qt)

57
PV OR (Pa•s)

26.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

47,496.000
Calcium (mg/L)

346,320.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

82.9/17.1

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

15.0
LCM ECD - Manual Entr…

16.60
T Flowline (°F)

95.0
Comment
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Report for: 1/12/2014
Report #: 35, DFS: 13.17

Daily Depth Progress: 454.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/12/2014
Report #: 35, DFS: 13.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 454.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

18:00 12.00 24.00 2 Slide & Rotate, Drilled 6" Lateral from 8424' to 8,549'. WOB = 5-18K, GPM 8,424.0 8,549.0
= 227 @3200 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW inlout: 14.8
in / 14.8 ppg out (Ran centrifuge 3.0 hrs to reduce Mud Wt). Halliburton
MPD wide open (Holding 602 psi on connections). BGG = 150 Units,
Conn/Drlg G = 1050 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps @30
ppb )
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anhydrite, 20% dolomite, 10% black shale. We are sliding to drop
inclination to 97 deg.. We have 126 units background gas with connection
gases to 1839 units from 8139'. Max gas last 24 hours was 1839 units.
Mud wt is 14.8 ppg. ECD 16.51. MPD is not holding any back pressure
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TVD 7168.81', VS 1726.78'.
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0.0 15.0 16.60 95.0
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35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW inlout: 14.8
in / 14.8 ppg out (Ran centrifuge 3.0 hrs to reduce Mud Wt). Halliburton
MPD wide open (Holding 602 psi on connections). BGG = 150 Units,
Conn/Drlg G = 1050 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps @30
ppb )
At report time, we are drilling ahead in the base of Clastic 19 pay target.
We drilled back into the bottom of Clastic 19 lower Anhydrite at 8422' MD,
7173' TVD. We drilled up into the base of Clastic 19 Pay target interval at
8526' MD' 7157' TVD. The last sample from 8530' to 8540' was 70%
anhydrite, 20% dolomite, 10% black shale. We are sliding to drop
inclination to 97 deg.. We have 126 units background gas with connection
gases to 1839 units from 8139'. Max gas last 24 hours was 1839 units.
Mud wt is 14.8 ppg. ECD 16.51. MPD is not holding any back pressure
while drilling at this time. Last survey, MD 8450', Inc 99.19°, Az 329.29°,
TVD 7168.81', VS 1726.78'.

Mud Check: 8,348.0ftKB, 1/11/2014 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/11/2014 8,348.0 14.95 57 26.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

47,496.000 346,320.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 15.0 16.60 95.0
Mud Check: <depth>ftKB, 1/11/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/11/2014 14.80 56 29.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 369,515.00 30.0 83.6/16.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 15.0 16.60 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/12/2014
Report #: 35, DFS: 13.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 454.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

18:00 12.00 24.00 2 Slide & Rotate, Drilled 6" Lateral from 8424' to 8,549'. WOB = 5-18K, GPM 8,424.0 8,549.0
= 227 @3200 psi. Mud-motor RPM sliding mode =129. Drill String RPM
35. Total RPM in rotating mode = 164, Torque= 3-4KFtLb. MW inlout: 14.8
in / 14.8 ppg out (Ran centrifuge 3.0 hrs to reduce Mud Wt). Halliburton
MPD wide open (Holding 602 psi on connections). BGG = 150 Units,
Conn/Drlg G = 1050 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps @30
ppb )
At report time, we are drilling ahead in the base of Clastic 19 pay target.
We drilled back into the bottom of Clastic 19 lower Anhydrite at 8422' MD,
7173' TVD. We drilled up into the base of Clastic 19 Pay target interval at
8526' MD' 7157' TVD. The last sample from 8530' to 8540' was 70%
anhydrite, 20% dolomite, 10% black shale. We are sliding to drop
inclination to 97 deg.. We have 126 units background gas with connection
gases to 1839 units from 8139'. Max gas last 24 hours was 1839 units.
Mud wt is 14.8 ppg. ECD 16.51. MPD is not holding any back pressure
while drilling at this time. Last survey, MD 8450', Inc 99.19°, Az 329.29°,
TVD 7168.81', VS 1726.78'.

Mud Check: 8,348.0ftKB, 1/11/2014 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/11/2014 8,348.0 14.95 57 26.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

47,496.000 346,320.00 30.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 15.0 16.60 95.0
Mud Check: <depth>ftKB, 1/11/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/11/2014 14.80 56 29.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

45,000.000 369,515.00 30.0 83.6/16.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 15.0 16.60 84.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/12/2014 06:00
Report End Date

1/13/2014 06:00
Days From Spud (days)

14.17
Start Depth (ftKB)

8,549.0
End Depth (ftKB)

9,146.0
Daily Depth Progress (ft)

386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook  
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator  
(Pumped up bladder on Deadman Sensor with hydraulic fluid). Reset  
Pason Weight Indicator.

8,549.0 8,549.0

07:00 0.50 1.50 5 Take SPR @ 8549'. Re-synch MWD Tool. Orient MWD Tool Face to 150°  
LHS.

8,549.0 8,549.0

07:30 0.50 2.00 20 Slide with TF @ 150° LHS & Drill 6" Lateral  from 8549' to 8551'. WOB = 20
-27K, GPM = 227 @ 3150 psi. Mud-motor RPM sliding mode =118. MW  
in/out: 14.8 in / 14.8 ppg out. Halliburton MPD wide open (Holding 630 psi  
on connections). BGG = 80 Units, Conn/Drlg G = 602 Units. Flare: 0 ft.  
( Pumping 10 bbl LCM Sweeps every std @ 30 ppb ).

8,549.0 8,551.0

08:00 10.00 12.00 2 Drill 6" Lateral  from 8551' to 8702' (Slide as needed to maintain inclination  
& azimuth that is required to stay in the Pay Zone). WOB = 5-32K, GPM =  
227 @ 3400 psi. Mud-motor RPM sliding mode =118. Drill String RPM 35.  
Total RPM in rotating mode = 153, Torque= 3-4KFtLb. MW in/out: 14.8 in /  
14.8 ppg out. Halliburton MPD 65% open (Holding 634 psi on connections).  
BGG = 243 Units, Conn/Drlg G = 1790 Units. Flare: 0 ft. ( Pumping 10 bbl  
LCM Sweeps @ 30 ppb )

As per Pathfinder Steering Engineer the dip calculation at 8554’ MD/ 7154’  
TVD shows the formation up-dip of 1°.  The plan going forward is to stay in  
lower part of the C19 target zone.  Currently estimating the formation  
apparent dip to be 1° updip.  At 8667’ MD (7143’ TVD) the bit position  
( Inclination @ bit = 92°)  is approximately 12’ from the top of the target  
interval, and 6’ from the bottom.  

8,551.0 8,702.0

Report for: 1/13/2014
Report #: 36, DFS: 14.17

Daily Depth Progress: 386.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/12/2014 06:00 1/13/2014 06:00 14.17 8,549.0 9,146.0 386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook 8,549.0 8,549.0
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator
(Pumped up bladder on Deadman Sensor with hydraulic fluid). Reset
Pason Weight Indicator.

07:00 0.50 1.50 5 Take SPR @8549'. Re-synch MWD Tool. Orient MWD Tool Face to 150° 8,549.0 8,549.0
LHS.

07:30 0.50 2.00 20 Slide with TF @ 150° LHS & Drill 6" Lateral from 8549' to 8551'. WOB = 20 8,549.0 8,551.0
-27K, GPM = 227 @3150 psi. Mud-motor RPM sliding mode =118. MW
inlout: 14.8 in / 14.8 ppg out. Halliburton MPD wide open (Holding 630 psi
on connections). BGG = 80 Units, Conn/Drlg G = 602 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

08:00 10.00 12.00 2 Drill 6" Lateral from 8551' to 8702' (Slide as needed to maintain inclination 8,551.0 8,702.0
& azimuth that is required to stay in the Pay Zone). WOB = 5-32K, GPM =

227 @3400 psi. Mud-motor RPM sliding mode =118. Drill String RPM 35.
Total RPM in rotating mode = 153, Torque= 3-4KFtLb. MW inlout: 14.8 in /
14.8 ppg out. Halliburton MPD 65% open (Holding 634 psi on connections).
BGG = 243 Units, Conn/Drlg G = 1790 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb )
As per Pathfinder Steering Engineer the dip calculation at 8554' MDI 7154'
TVD shows the formation up-dip of 1°. The plan going forward is to stay in
lower part of the C19 target zone. Currently estimating the formation
apparent dip to be 1° updip. At 8667' MD (7143' TVD) the bit position
( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/12/2014 06:00 1/13/2014 06:00 14.17 8,549.0 9,146.0 386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook 8,549.0 8,549.0
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator
(Pumped up bladder on Deadman Sensor with hydraulic fluid). Reset
Pason Weight Indicator.

07:00 0.50 1.50 5 Take SPR @8549'. Re-synch MWD Tool. Orient MWD Tool Face to 150° 8,549.0 8,549.0
LHS.

07:30 0.50 2.00 20 Slide with TF @ 150° LHS & Drill 6" Lateral from 8549' to 8551'. WOB = 20 8,549.0 8,551.0
-27K, GPM = 227 @3150 psi. Mud-motor RPM sliding mode =118. MW
inlout: 14.8 in / 14.8 ppg out. Halliburton MPD wide open (Holding 630 psi
on connections). BGG = 80 Units, Conn/Drlg G = 602 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

08:00 10.00 12.00 2 Drill 6" Lateral from 8551' to 8702' (Slide as needed to maintain inclination 8,551.0 8,702.0
& azimuth that is required to stay in the Pay Zone). WOB = 5-32K, GPM =

227 @3400 psi. Mud-motor RPM sliding mode =118. Drill String RPM 35.
Total RPM in rotating mode = 153, Torque= 3-4KFtLb. MW inlout: 14.8 in /
14.8 ppg out. Halliburton MPD 65% open (Holding 634 psi on connections).
BGG = 243 Units, Conn/Drlg G = 1790 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb )
As per Pathfinder Steering Engineer the dip calculation at 8554' MDI 7154'
TVD shows the formation up-dip of 1°. The plan going forward is to stay in
lower part of the C19 target zone. Currently estimating the formation
apparent dip to be 1° updip. At 8667' MD (7143' TVD) the bit position
( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/12/2014 06:00 1/13/2014 06:00 14.17 8,549.0 9,146.0 386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook 8,549.0 8,549.0
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator
(Pumped up bladder on Deadman Sensor with hydraulic fluid). Reset
Pason Weight Indicator.

07:00 0.50 1.50 5 Take SPR @8549'. Re-synch MWD Tool. Orient MWD Tool Face to 150° 8,549.0 8,549.0
LHS.

07:30 0.50 2.00 20 Slide with TF @ 150° LHS & Drill 6" Lateral from 8549' to 8551'. WOB = 20 8,549.0 8,551.0
-27K, GPM = 227 @3150 psi. Mud-motor RPM sliding mode =118. MW
inlout: 14.8 in / 14.8 ppg out. Halliburton MPD wide open (Holding 630 psi
on connections). BGG = 80 Units, Conn/Drlg G = 602 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

08:00 10.00 12.00 2 Drill 6" Lateral from 8551' to 8702' (Slide as needed to maintain inclination 8,551.0 8,702.0
& azimuth that is required to stay in the Pay Zone). WOB = 5-32K, GPM =

227 @3400 psi. Mud-motor RPM sliding mode =118. Drill String RPM 35.
Total RPM in rotating mode = 153, Torque= 3-4KFtLb. MW inlout: 14.8 in /
14.8 ppg out. Halliburton MPD 65% open (Holding 634 psi on connections).
BGG = 243 Units, Conn/Drlg G = 1790 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb )
As per Pathfinder Steering Engineer the dip calculation at 8554' MDI 7154'
TVD shows the formation up-dip of 1°. The plan going forward is to stay in
lower part of the C19 target zone. Currently estimating the formation
apparent dip to be 1° updip. At 8667' MD (7143' TVD) the bit position
( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/12/2014 06:00 1/13/2014 06:00 14.17 8,549.0 9,146.0 386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook 8,549.0 8,549.0
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator
(Pumped up bladder on Deadman Sensor with hydraulic fluid). Reset
Pason Weight Indicator.

07:00 0.50 1.50 5 Take SPR @8549'. Re-synch MWD Tool. Orient MWD Tool Face to 150° 8,549.0 8,549.0
LHS.

07:30 0.50 2.00 20 Slide with TF @ 150° LHS & Drill 6" Lateral from 8549' to 8551'. WOB = 20 8,549.0 8,551.0
-27K, GPM = 227 @3150 psi. Mud-motor RPM sliding mode =118. MW
inlout: 14.8 in / 14.8 ppg out. Halliburton MPD wide open (Holding 630 psi
on connections). BGG = 80 Units, Conn/Drlg G = 602 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

08:00 10.00 12.00 2 Drill 6" Lateral from 8551' to 8702' (Slide as needed to maintain inclination 8,551.0 8,702.0
& azimuth that is required to stay in the Pay Zone). WOB = 5-32K, GPM =

227 @3400 psi. Mud-motor RPM sliding mode =118. Drill String RPM 35.
Total RPM in rotating mode = 153, Torque= 3-4KFtLb. MW inlout: 14.8 in /
14.8 ppg out. Halliburton MPD 65% open (Holding 634 psi on connections).
BGG = 243 Units, Conn/Drlg G = 1790 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb )
As per Pathfinder Steering Engineer the dip calculation at 8554' MDI 7154'
TVD shows the formation up-dip of 1°. The plan going forward is to stay in
lower part of the C19 target zone. Currently estimating the formation
apparent dip to be 1° updip. At 8667' MD (7143' TVD) the bit position
( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
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( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/12/2014 06:00 1/13/2014 06:00 14.17 8,549.0 9,146.0 386.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,549' T/ 8,884'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 8 At 8549' observed Nabors Weight Indicator not reading the correct Hook 8,549.0 8,549.0
Load. Trouble shoot problem. Recalibrate Nabors Weight Indicator
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As per Pathfinder Steering Engineer the dip calculation at 8554' MDI 7154'
TVD shows the formation up-dip of 1°. The plan going forward is to stay in
lower part of the C19 target zone. Currently estimating the formation
apparent dip to be 1° updip. At 8667' MD (7143' TVD) the bit position
( Inclination @bit = 92°) is approximately 12' from the top of the target
interval, and 6' from the bottom.
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

18:00 12.00 24.00 2 Drill 6" Lateral  from 8,702' to 8,884' (Slide as needed to maintain  
inclination & azimuth that is required to stay in the Pay Zone). WOB = 5-
20K, GPM = 227 @ 3200 psi. Mud-motor RPM sliding mode =118. Drill  
String RPM 35. Total RPM in rotating mode = 153, Torque= 3600KFtLb.  
MW in/out: 14.8 in / 14.8 ppg out. Halliburton MPD xx% open (Holding 638  
psi on connections). BGG = 80 Units, Conn/Drlg G = 1535 Units. Flare: 0 ft.  
( Pumping 10 bbl LCM Sweeps @ 30 ppb )

Fluid Loss Last 24 Hrs = 13 bbls
11.0 BBLS to Formation
2.0BBLS to SCE

Inclination at bit: 91°
Target: 8990’ MD / 7147’ TVD / 90°
Currently the BHA is drilling in the Clastic 19 Lower Anhydrite, 1’ TVD from  
the bottom of the Target zone. The last dip calculation at 8858’ MD and  
8868’ TVD shows localized formation up dip of 6.5°. The angle is currently  
being built to get out of the Clastic 19 Lower Anhydrite and back in the  
target zone. The target zone was exited at 8858’MD (7140’TVD).

8,702.0 8,884.0

Mud Check: 8,626.0ftKB, 1/12/2014 12:30
Date

1/12/2014
Depth (ftKB)

8,626.0
Density (lb/gal)

14.80
Vis (s/qt)

58
PV OR (Pa•s)

24.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

48,000.000
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

84.3/15.7
Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr…

16.60
T Flowline (°F)

85.0
Comment

Mud Check: 8,863.0ftKB, 1/12/2014 23:45
Date

1/12/2014
Depth (ftKB)

8,863.0
Density (lb/gal)

1,485.00
Vis (s/qt)

62
PV OR (Pa•s)

26.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

15.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

47,000.000
Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

84.3/15.7
Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr…

16.60
T Flowline (°F)

86.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/13/2014
Report #: 36, DFS: 14.17

Daily Depth Progress: 386.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

18:00 12.00 24.00 2 Drill 6" Lateral from 8,702' to 8,884' (Slide as needed to maintain 8,702.0 8,884.0
inclination & azimuth that is required to stay in the Pay Zone). WOB = 5-
20K, GPM = 227 @3200 psi. Mud-motor RPM sliding mode =118. Drill
String RPM 35. Total RPM in rotating mode = 153, Torque= 3600KFtLb.
MW inlout: 14.8 in / 14.8 ppg out. Halliburton MPD xx% open (Holding 638
psi on connections). BGG = 80 Units, Conn/Drlg G = 1535 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps @30 ppb )
Fluid Loss Last 24 Hrs = 13 bbls
11.0 BBLS to Formation
2.0BBLS to SCE

Inclination at bit: 91°

Target: 8990' MD / 7147' TVD / 90°

Currently the BHA is drilling in the Clastic 19 Lower Anhydrite, 1' TVD from
the bottom of the Target zone. The last dip calculation at 8858' MD and
8868' TVD shows localized formation up dip of 6.5°. The angle is currently
being built to get out of the Clastic 19 Lower Anhydrite and back in the
target zone. The target zone was exited at 8858'MD (7140'TVD).

Mud Check: 8,626.0ftKB, 1/12/2014 12:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/12/2014 8,626.0 14.80 58 24.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 8.0 16.60 85.0
Mud Check: 8,863.0ftKB, 1/12/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/12/2014 8,863.0 1,485.00 62 26.0 16.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

47,000.000 30.0 84.3/15.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 8.0 16.60 86.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/13/2014
Report #: 36, DFS: 14.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 386.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Cum Dur
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RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/13/2014 06:00
Report End Date

1/14/2014 06:00
Days From Spud (days)

15.17
Start Depth (ftKB)

8,884.0
End Depth (ftKB)

9,173.0
Daily Depth Progress (ft)

289.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,884' T/ 9,173'
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 2 Drill 6" Lateral  from 8,884' to 9,052' (Slide as needed to maintain  
inclination & azimuth). WOB = 5-20K, GPM = 227 @ 3200 psi. Mud-motor  
RPM sliding mode =118. Drill String RPM 35. Total RPM in rotating mode =  
153, Torque= 3700 KFtLb. MW in/out: 14.85 in / 14.9 ppg out (Started  
reducing the Mud Wt from 14.9 ppg to 14.7 ppg @ 8,981'). Halliburton MPD  
WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.  
BGG = 150 Units, Conn/Drlg G = 1129 Units. Flare: 0 ft. ( Pumping 10 bbl  
LCM Sweeps @ 30 ppb ). The target zone was exited at 8858’MD  
(7140’TVD).

At 11:30 Hrs, received orders from the FEPCO Drlg & Geology Department  
in Denver to drill ahead & bring inclination up to 100 degrees in the next  
200’ and then rotate searching for the Pay Zone.

8,884.0 9,052.0

11:30 6.50 12.00 2 Slide with TF @ HS & Drill 6" Lateral  from 9,052' to 9,098' searching for  
the Pay Zone. WOB = 15-20K, GPM = 227 @ 3150 psi. Mud-motor RPM  
sliding mode =118. MW in/out: 14.7 in / 14.7 ppg out. Halliburton MPD  
WHP = 70-90 psi (61% open). Holding 675 psi SIWHP on connections.  
BGG = 182 Units, Conn/Drlg G = 602 Units. Flare: 0 ft. ( Pumping 10 bbl  
LCM Sweeps every std @ 30 ppb ).

9,052.0 9,098.0

18:00 6.00 18.00 2 Continue Sliding with TF @ HS & Drill 6" Lateral  from 9,098' to 9,146''  
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @ 3150 psi. Mud-
motor RPM sliding mode =118. MW in/out: 14.7 in / 14.7 ppg out.  
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on  
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: 0 ft.  
( Pumping 10 bbl LCM Sweeps every std @ 30 ppb ).

9,098.0 9,146.0

00:00 1.00 19.00 22 LOST MPD PRESSURE AND RETURNS, PICKED UP OFF BOTTOM  
FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN  
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE  
INSPECTING AND REPAIR BEARING ASSEMBLY. ( THE ASSEMBLY  
HAD CAME APART WHERE THE RUBBER SCREWS ONTO THE  
BEARING ) SCREWED THE RUBBER BACK ON THE BEARING AND  
TIGHTEN LOCK DOWN BOLTS RE-INSTALLED IN THE CLAMP  
LOCKED DOWN SAME. ( SICP 530 PSI )

9,146.0 9,146.0

Report for: 1/14/2014
Report #: 37, DFS: 15.17

Daily Depth Progress: 289.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/13/2014 06:00 1/14/2014 06:00 15.17 8,884.0 9,173.0 289.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,884' T/ 9,173'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 2 Drill 6" Lateral from 8,884' to 9,052' (Slide as needed to maintain 8,884.0 9,052.0
inclination & azimuth). WOB = 5-20K, GPM = 227 @3200 psi. Mud-motor
RPM sliding mode =118. Drill String RPM 35. Total RPM in rotating mode =

153, Torque= 3700 KFtLb. MW inlout: 14.85 in / 14.9 ppg out (Started
reducing the Mud Wt from 14.9 ppg to 14.7 ppg @8,981'). Halliburton MPD
WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.
BGG = 150 Units, Conn/Drlg G = 1129 Units. Flare: O ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb ). The target zone was exited at 8858'MD
(7140'TVD).

At 11:30 Hrs, received orders from the FEPCO Drlg & Geology Department
in Denver to drill ahead & bring inclination up to 100 degrees in the next
200' and then rotate searching for the Pay Zone.

11:30 6.50 12.00 2 Slide with TF @HS & Drill 6" Lateral from 9,052' to 9,098' searching for 9,052.0 9,098.0
the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-motor RPM
sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out. Halliburton MPD
WHP = 70-90 psi (61% open). Holding 675 psi SIWHP on connections.
BGG = 182 Units, Conn/Drlg G = 602 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps every std @30 ppb ).

18:00 6.00 18.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,098' to 9,146" 9,098.0 9,146.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

00:00 1.00 19.00 22 LOST MPD PRESSURE AND RETURNS, PICKED UP OFF BOTTOM 9,146.0 9,146.0
FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE
INSPECTING AND REPAIR BEARING ASSEMBLY. ( THE ASSEMBLY
HAD CAME APART WHERE THE RUBBER SCREWS ONTO THE
BEARING ) SCREWED THE RUBBER BACK ON THE BEARING AND
TIGHTEN LOCK DOWN BOLTS RE-INSTALLED IN THE CLAMP
LOCKED DOWN SAME. ( SICP 530 PSI )
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06:00 5.50 5.50 2 Drill 6" Lateral from 8,884' to 9,052' (Slide as needed to maintain 8,884.0 9,052.0
inclination & azimuth). WOB = 5-20K, GPM = 227 @3200 psi. Mud-motor
RPM sliding mode =118. Drill String RPM 35. Total RPM in rotating mode =

153, Torque= 3700 KFtLb. MW inlout: 14.85 in / 14.9 ppg out (Started
reducing the Mud Wt from 14.9 ppg to 14.7 ppg @8,981'). Halliburton MPD
WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.
BGG = 150 Units, Conn/Drlg G = 1129 Units. Flare: O ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb ). The target zone was exited at 8858'MD
(7140'TVD).

At 11:30 Hrs, received orders from the FEPCO Drlg & Geology Department
in Denver to drill ahead & bring inclination up to 100 degrees in the next
200' and then rotate searching for the Pay Zone.

11:30 6.50 12.00 2 Slide with TF @HS & Drill 6" Lateral from 9,052' to 9,098' searching for 9,052.0 9,098.0
the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-motor RPM
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BGG = 182 Units, Conn/Drlg G = 602 Units. Flare: 0 ft. ( Pumping 10 bbl
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motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

00:00 1.00 19.00 22 LOST MPD PRESSURE AND RETURNS, PICKED UP OFF BOTTOM 9,146.0 9,146.0
FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE
INSPECTING AND REPAIR BEARING ASSEMBLY. ( THE ASSEMBLY
HAD CAME APART WHERE THE RUBBER SCREWS ONTO THE
BEARING ) SCREWED THE RUBBER BACK ON THE BEARING AND
TIGHTEN LOCK DOWN BOLTS RE-INSTALLED IN THE CLAMP
LOCKED DOWN SAME. ( SICP 530 PSI )
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inclination & azimuth). WOB = 5-20K, GPM = 227 @3200 psi. Mud-motor
RPM sliding mode =118. Drill String RPM 35. Total RPM in rotating mode =
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WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.
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200' and then rotate searching for the Pay Zone.
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Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

00:00 1.00 19.00 22 LOST MPD PRESSURE AND RETURNS, PICKED UP OFF BOTTOM 9,146.0 9,146.0
FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE
INSPECTING AND REPAIR BEARING ASSEMBLY. ( THE ASSEMBLY
HAD CAME APART WHERE THE RUBBER SCREWS ONTO THE
BEARING ) SCREWED THE RUBBER BACK ON THE BEARING AND
TIGHTEN LOCK DOWN BOLTS RE-INSTALLED IN THE CLAMP
LOCKED DOWN SAME. ( SICP 530 PSI )
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/13/2014 06:00 1/14/2014 06:00 15.17 8,884.0 9,173.0 289.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 8,884' T/ 9,173'
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 2 Drill 6" Lateral from 8,884' to 9,052' (Slide as needed to maintain 8,884.0 9,052.0
inclination & azimuth). WOB = 5-20K, GPM = 227 @3200 psi. Mud-motor
RPM sliding mode =118. Drill String RPM 35. Total RPM in rotating mode =

153, Torque= 3700 KFtLb. MW inlout: 14.85 in / 14.9 ppg out (Started
reducing the Mud Wt from 14.9 ppg to 14.7 ppg @8,981'). Halliburton MPD
WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.
BGG = 150 Units, Conn/Drlg G = 1129 Units. Flare: O ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb ). The target zone was exited at 8858'MD
(7140'TVD).

At 11:30 Hrs, received orders from the FEPCO Drlg & Geology Department
in Denver to drill ahead & bring inclination up to 100 degrees in the next
200' and then rotate searching for the Pay Zone.

11:30 6.50 12.00 2 Slide with TF @HS & Drill 6" Lateral from 9,052' to 9,098' searching for 9,052.0 9,098.0
the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-motor RPM
sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out. Halliburton MPD
WHP = 70-90 psi (61% open). Holding 675 psi SIWHP on connections.
BGG = 182 Units, Conn/Drlg G = 602 Units. Flare: 0 ft. ( Pumping 10 bbl
LCM Sweeps every std @30 ppb ).

18:00 6.00 18.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,098' to 9,146" 9,098.0 9,146.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

00:00 1.00 19.00 22 LOST MPD PRESSURE AND RETURNS, PICKED UP OFF BOTTOM 9,146.0 9,146.0
FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE
INSPECTING AND REPAIR BEARING ASSEMBLY. ( THE ASSEMBLY
HAD CAME APART WHERE THE RUBBER SCREWS ONTO THE
BEARING ) SCREWED THE RUBBER BACK ON THE BEARING AND
TIGHTEN LOCK DOWN BOLTS RE-INSTALLED IN THE CLAMP
LOCKED DOWN SAME. ( SICP 530 PSI )
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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WHP = 40-50 psi (62% open). Holding 645 psi SIWHP on connections.
BGG = 150 Units, Conn/Drlg G = 1129 Units. Flare: O ft. ( Pumping 10 bbl
LCM Sweeps @30 ppb ). The target zone was exited at 8858'MD
(7140'TVD).
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in Denver to drill ahead & bring inclination up to 100 degrees in the next
200' and then rotate searching for the Pay Zone.

11:30 6.50 12.00 2 Slide with TF @HS & Drill 6" Lateral from 9,052' to 9,098' searching for 9,052.0 9,098.0
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FOUND ROTATING HEAD LEAKING AROUND CLAMP. SHUT DOWN
PUMP AND SHUT- IN WELL MONITOR SHUT IN PRESSURES WHILE
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @ HS & Drill 6" Lateral  from 9,146' to 9,173''  
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @ 3150 psi. Mud-
motor RPM sliding mode =118. MW in/out: 14.7 in / 14.7 ppg out.  
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on  
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: 0 ft.  
( Pumping 10 bbl LCM Sweeps every std @ 30 ppb ).

Inclination at bit: 95°  

Target: 9250’ MD / 7121’ TVD / 100°

Currently drilling below the target zone, in the salt.  The last dip calculation  
at 8858’ MD and 8865’ MD shows localized formation up dip of 7°.   

The target zone was exited at 8858’MD (7140’TVD).  The plan going  
forward is to build the angle to 100° and hold the angle until the Clastic 19  
is reached.

9,146.0 9,173.0

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date

1/13/2014
Depth (ftKB)

9,070.0
Density (lb/gal)

14.65
Vis (s/qt)

56
PV OR (Pa•s)

25.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

49,000.000
Calcium (mg/L)

369,755.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

85/15

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

20.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

97.0
Comment

Mud Check: <depth>ftKB, 1/13/2014 23:45
Date

1/13/2014
Depth (ftKB) Density (lb/gal)

14.50
Vis (s/qt)

57
PV OR (Pa•s)

27.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

50,000.000
Calcium (mg/L)

362,738.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

30.0
CaCl (ppm) Oil Water Ratio

84.5/15.5

Mud Lost (Hole) (bbl)

4.0
Mud Lost (Surf) (bbl)

14.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

82.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/14/2014
Report #: 37, DFS: 15.17

Daily Depth Progress: 289.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 9,070.0 14.65 56 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 20.0 16.50 97.0
Mud Check: <depth>ftKB, 1/13/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 14.50 57 27.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
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Target: 9250' MD / 7121' TVD / 100°
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 9,070.0 14.65 56 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Mud Check: <depth>ftKB, 1/13/2014 23:45
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1/13/2014 14.50 57 27.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 9,070.0 14.65 56 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 20.0 16.50 97.0
Mud Check: <depth>ftKB, 1/13/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 14.50 57 27.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 9,070.0 14.65 56 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 20.0 16.50 97.0
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1/13/2014 14.50 57 27.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 9,070.0 14.65 56 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 20.0 16.50 97.0
Mud Check: <depth>ftKB, 1/13/2014 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/13/2014 14.50 57 27.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

50,000.000 362,738.00 30.0 84.5/15.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 14.0 16.50 82.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/14/2014
Report #: 37, DFS: 15.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 289.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

01:00 5.00 24.00 2 Continue Sliding with TF @HS & Drill 6" Lateral from 9,146' to 9,173" 9,146.0 9,173.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3150 psi. Mud-
motor RPM sliding mode =118. MW inlout: 14.7 in / 14.7 ppg out.
Halliburton MPD WHP = 70-90 psi (61% open). Holding 675psi SIWHP on
connections. BGG = 150 Units, Conn/Drlg G = 150 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Inclination at bit: 95°

Target: 9250' MD / 7121' TVD / 100°

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

Mud Check: 9,070.0ftKB, 1/13/2014 23:00
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

49,000.000 369,755.00 30.0 85/15
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 20.0 16.50 97.0
Mud Check: <depth>ftKB, 1/13/2014 23:45
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50,000.000 362,738.00 30.0 84.5/15.5
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/14/2014 06:00
Report End Date

1/15/2014 06:00
Days From Spud (days)

16.17
Start Depth (ftKB)

9,173.0
End Depth (ftKB)

9,301.0
Daily Depth Progress (ft)

128.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 9,173' T/ 9,301'
Last 24hrs: Slide up to 99.1 Inc to intercept Base of Clastic 19. Encountered Clastic lower Anhydrite @ 9,254' MD 7,122' TVD, Slide to Drop inclination. Dip Pick  
at 9,297' = 3.7 up.
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide with TF @ HS & Drill 6" Lateral  from 9,173' to 9,250' searching for  
the Pay Zone. WOB = 15-20K, GPM = 227 @ 3190 psi. Mud-motor RPM  
=118. MW in/out: 14.5 in / 14.5 ppg out. Halliburton MPD WHP = 90-196  
psi. Holding +/- 818  psi SIWHP on connections. BGG = 130 Units,  
Conn/Drlg G = 741 Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every  
std @ 30 ppb ). @ 9,190 Reduced Mud Weight to 14.3

Currently drilling below the target zone, in the salt.  The last dip calculation  
at 8858’ MD and 8865’ MD shows localized formation up dip of 7°.   

9250’ MD / 7121’ TVD / 100°. Inclination at bit: 99°
The target zone was exited at 8858’MD (7140’TVD).  The plan going  
forward is to build the angle to 100° and hold the angle until the Clastic 19  
is reached.   

9,173.0 9,250.0

18:00 5.00 17.00 2 Continue sliding with TF @ HS & Drill 6" Lateral  from 9,250' to 9,266'  
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @ 3190 psi. Mud-
motor RPM =118. MW in/out: 14.2 in / 14.2 ppg out. Halliburton MPD WHP  
= 146 psi. Holding +/- 845  psi SIWHP on connections. BGG = 127 Units,  
Conn/Drlg G = 741 Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every  
std @ 30 ppb ). Drilling 60% Anhydrite 40% Salt @ 9,260'  
Current Depth: 9262’ MD (7120’ TVD)
Inclination at bit: 99.5°  
Currently drilling into the Clastic 19 lower anhydrite and verified by the  
onsite geologist. There hasn’t been enough variation in real-time image  
data to do the dip calculation at this moment.  
The plan going forward is to rotate ahead until upper portion of Clastic 19  
lower anhydrite is logged by iPZIG tool. Downward slides will then be put in  
to drop angle and match formation dip.

 SPR @ 9,264' / 30 spm 1550 psi
                          40 spm 1920 psi
                          50 spm 2330 psi

9,250.0 9,266.0

23:00 0.50 17.50 7 Service Top Drive Set Block Height, Perform TD Drop inspections 3 hole  
Break Adjustment, Pump up weight indicator.

9,266.0 9,266.0

Report for: 1/15/2014
Report #: 38, DFS: 16.17

Daily Depth Progress: 128.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/14/2014 06:00 1/15/2014 06:00 16.17 9,173.0 9,301.0 128.00
Operations at Report Time

Drilling Lateral
Operations Summary

Drill F/ 9,173' T/ 9,301'
Last 24hrs: Slide up to 99.1 Inc to intercept Base of Clastic 19. Encountered Clastic lower Anhydrite @9,254' MD 7,122' TVD, Slide to Drop inclination. Dip Pick
at 9,297' = 3.7 up.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide with TF @HS & Drill 6" Lateral from 9,173' to 9,250' searching for 9,173.0 9,250.0
the Pay Zone. WOB = 15-20K, GPM = 227 @3190 psi. Mud-motor RPM
=118. MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD WHP = 90-196
psi. Holding +/-818 psi SIWHP on connections. BGG = 130 Units,
Conn/Drlg G = 741 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps every
std @30 ppb ). @9,190 Reduced Mud Weight to 14.3

Currently drilling below the target zone, in the salt. The last dip calculation
at 8858' MD and 8865' MD shows localized formation up dip of 7°.

9250' MD / 7121' TVD / 100°. Inclination at bit: 99°

The target zone was exited at 8858'MD (7140'TVD). The plan going
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is reached.

18:00 5.00 17.00 2 Continue sliding with TF @HS & Drill 6" Lateral from 9,250' to 9,266' 9,250.0 9,266.0
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data to do the dip calculation at this moment.
The plan going forward is to rotate ahead until upper portion of Clastic 19
lower anhydrite is logged by iPZIG tool. Downward slides will then be put in
to drop angle and match formation dip.

SPR @9,264' I 30 spm 1550 psi
40 spm 1920 psi
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23:00 0.50 17.50 7 Service Top Drive Set Block Height, Perform TD Drop inspections 3 hole 9,266.0 9,266.0
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at 8858' MD and 8865' MD shows localized formation up dip of 7°.

9250' MD / 7121' TVD / 100°. Inclination at bit: 99°

The target zone was exited at 8858'MD (7140'TVD). The plan going
forward is to build the angle to 100° and hold the angle until the Clastic 19
is reached.

18:00 5.00 17.00 2 Continue sliding with TF @HS & Drill 6" Lateral from 9,250' to 9,266' 9,250.0 9,266.0
searching for the Pay Zone. WOB = 15-20K, GPM = 227 @3190 psi. Mud-
motor RPM =118. MW inlout: 14.2 in / 14.2 ppg out. Halliburton MPD WHP
= 146 psi. Holding +/-845 psi SIWHP on connections. BGG = 127 Units,
Conn/Drlg G = 741 Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every
std @30 ppb ). Drilling 60% Anhydrite 40% Salt @9,260'
Current Depth: 9262' MD (7120' TVD)
Inclination at bit: 99.5°

Currently drilling into the Clastic 19 lower anhydrite and verified by the
onsite geologist. There hasn't been enough variation in real-time image
data to do the dip calculation at this moment.
The plan going forward is to rotate ahead until upper portion of Clastic 19
lower anhydrite is logged by iPZIG tool. Downward slides will then be put in
to drop angle and match formation dip.

SPR @9,264' I 30 spm 1550 psi
40 spm 1920 psi
50 spm 2330 psi

23:00 0.50 17.50 7 Service Top Drive Set Block Height, Perform TD Drop inspections 3 hole 9,266.0 9,266.0
Break Adjustment, Pump up weight indicator.
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @ HS & Drill 6" Lateral  from 9,266' to 9,301'. WOB = 10-15K,  
GPM = 227 @ 3158 psi. Mud-motor RPM sliding mode =118. MW in/out:  
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on  
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: 0 ft.  
( Pumping 10 bbl LCM Sweeps every std @ 30 ppb ).

9,266.0 9,301.0

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date

1/14/2014
Depth (ftKB) Density (lb/gal)

14.20
Vis (s/qt)

58
PV OR (Pa•s)

28.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

28,848.000
Calcium (mg/L)

310,523.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

80.9/19.1

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

1.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

88.0
Comment

Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date

1/14/2014
Depth (ftKB)

9,238.0
Density (lb/gal)

14.30
Vis (s/qt)

57
PV OR (Pa•s)

26.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

32,055.000
Calcium (mg/L)

320,845.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm) Oil Water Ratio

80.3/19.7

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

21.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

99.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/15/2014
Report #: 38, DFS: 16.17

Daily Depth Progress: 128.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/15/2014
Report #: 38, DFS: 16.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 128.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

23:30 6.50 24.00 2 Slide with TF @HS & Drill 6" Lateral from 9,266' to 9,301'. WOB = 10-15K, 9,266.0 9,301.0
GPM = 227 @3158 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.2 in / 14.3 ppg out. Halliburton MPD WHP = 146 ps (Holding 845 psi on
connections). BGG = 150 Units, Conn/Drlg G = 643 Units. Flare: O ft.
( Pumping 10 bbl LCM Sweeps every std @30 ppb ).

Mud Check: <depth>ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 14.20 58 28.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28,848.000 310,523.00 26.0 80.9/19.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 1.0 16.50 88.0
Mud Check: 9,238.0ftKB, 1/14/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/14/2014 9,238.0 14.30 57 26.0 17.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

32,055.000 320,845.00 29.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 21.0 16.50 99.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 2/2 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/15/2014 06:00
Report End Date

1/16/2014 06:00
Days From Spud (days)

17.17
Start Depth (ftKB)

9,301.0
End Depth (ftKB)

9,329.0
Daily Depth Progress (ft)

28.00
Operations at Report Time

POOH F/ 9,329' T/ 4,970'
Operations Summary

Mud Motor Starting To Fail
Circulate Hole Clean,Spot Lcm Pill
Strip up To Shoe,Orient Mud Motor, Displace Kill Mud,Flow Check, Pulling Out Of Hole.
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 2 Slide with TF @ 180° & Drill 6" Lateral  from 9,301' to 9,329'. WOB = 10-
20K, GPM = 227 @ 3220 psi DPP w/ 100-150 psi diff press. Mud-motor  
RPM sliding mode =118. MW in/out: 14.5 in / 14.5 ppg out. Halliburton  
MPD  WHP = 110 psi  (Holding 490 psi on connections). BGG = +/-150  
Units, Conn/Drlg G = 225 Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps  
every std @ 30 ppb ). Note: Mud-motor getting weak resulting in frequent  
pressure spikes knocking LWD Tool out of Synch.

Note: Today at 15:30 Hrs received verbal approval from Eric Jones of the  
BLM to proceed with the 500’ lateral extension.

9,301.0 9,329.0

17:00 2.00 13.00 5 High Side Mud-motor. Circulate and Condition Hole @ 9329' (Reciprocate  
drill pipe). Spot 70 bbl LCM Pill on bottom. Shut in Well and record  
pressures. SICP =  490 psi.

9,329.0 9,329.0

19:00 4.50 17.50 5 Strip Out of hole from 9,329' to 6,440' , pumping across wellhead @ 3.5  
bpm with Halliburton holding 730 psi on MPD.

9,329.0 9,329.0

23:30 2.50 20.00 6 Orient Tool Face to High Side, Kill well - Displace hole from 6,440'' with  
16.5 ppg Kill Mud. Fill Trip Tank with 16.5 ppg Kill Mud.

9,329.0 9,329.0

02:00 1.50 21.50 5 Flow Check on Trip Tank.  Well-Static. Pump 40 bbls of 18.6 ppg Slug. 9,329.0 9,329.0

03:30 2.50 24.00 6 POOH from 6,440' to 4,871'. Trip Speed @ 8 Mins per std for the first10  
stands. Increase Trip Speed to 5 minutes/stand. Hole taking 0 bbls over the  
calculated fill every 5 stands.  

9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/16/2014 03:30
Date

1/16/2014
Depth (ftKB)

9,329.0
Density (lb/gal)

14.50
Vis (s/qt)

65
PV OR (Pa•s)

28.0
YP OR (lbf/1…

18.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

63,000.000
Calcium (mg/L)

20,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

28.5
CaCl (ppm) Oil Water Ratio

80.4/19.6
Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

0.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/16/2014
Report #: 39, DFS: 17.17

Daily Depth Progress: 28.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/16/2014
Report #: 39, DFS: 17.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 28.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/15/2014 06:00 1/16/2014 06:00 17.17 9,301.0 9,329.0 28.00
Operations at Report Time

POOH F/ 9,329' T/ 4,970'
Operations Summary

Mud Motor Starting To Fail
Circulate Hole Clean,Spot Lcm Pill
Strip up To Shoe,Orient Mud Motor, Displace Kill Mud,Flow Check, Pulling Out Of Hole.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 2 Slide with TF @ 180° & Drill 6" Lateral from 9,301' to 9,329'. WOB = 10- 9,301.0 9,329.0
20K, GPM = 227 @3220 psi DPP w/ 100-150 psi diff press. Mud-motor
RPM sliding mode =118. MW inlout: 14.5 in / 14.5 ppg out. Halliburton
MPD WHP = 110 psi (Holding 490 psi on connections). BGG = +/-150

Units, Conn/Drlg G = 225 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps
every std @30 ppb ). Note: Mud-motor getting weak resulting in frequent
pressure spikes knocking LWD Tool out of Synch.

Note: Today at 15:30 Hrs received verbal approval from Eric Jones of the
BLM to proceed with the 500' lateral extension.

17:00 2.00 13.00 5 High Side Mud-motor. Circulate and Condition Hole @9329' (Reciprocate 9,329.0 9,329.0
drill pipe). Spot 70 bbl LCM Pill on bottom. Shut in Well and record
pressures. SICP = 490 psi.

19:00 4.50 17.50 5 Strip Out of hole from 9,329' to 6,440' , pumping across wellhead @3.5 9,329.0 9,329.0
bpm with Halliburton holding 730 psi on MPD.

23:30 2.50 20.00 6 Orient Tool Face to High Side, Killwell - Displace hole from 6,440" with 9,329.0 9,329.0
16.5 ppg Kill Mud. Fill Trip Tank with 16.5 ppg Kill Mud.

02:00 1.50 21.50 5 Flow Check on Trip Tank. Well-Static. Pump 40 bbls of 18.6 ppg Slug. 9,329.0 9,329.0
03:30 2.50 24.00 6 POOH from 6,440' to 4,871'. Trip Speed @8 Mins per std for the first10 9,329.0 9,329.0

stands. Increase Trip Speed to 5 minutes/stand. Hole taking 0 bbls over the
calculated fill every 5 stands.

Mud Check: 9,329.0ftKB, 1/16/2014 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/16/2014 9,329.0 14.50 65 28.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 28.5 80.4/19.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/16/2014
Report #: 39, DFS: 17.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 28.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/15/2014 06:00 1/16/2014 06:00 17.17 9,301.0 9,329.0 28.00
Operations at Report Time

POOH F/ 9,329' T/ 4,970'
Operations Summary

Mud Motor Starting To Fail
Circulate Hole Clean,Spot Lcm Pill
Strip up To Shoe,Orient Mud Motor, Displace Kill Mud,Flow Check, Pulling Out Of Hole.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 2 Slide with TF @ 180° & Drill 6" Lateral from 9,301' to 9,329'. WOB = 10- 9,301.0 9,329.0
20K, GPM = 227 @3220 psi DPP w/ 100-150 psi diff press. Mud-motor
RPM sliding mode =118. MW inlout: 14.5 in / 14.5 ppg out. Halliburton
MPD WHP = 110 psi (Holding 490 psi on connections). BGG = +/-150

Units, Conn/Drlg G = 225 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps
every std @30 ppb ). Note: Mud-motor getting weak resulting in frequent
pressure spikes knocking LWD Tool out of Synch.

Note: Today at 15:30 Hrs received verbal approval from Eric Jones of the
BLM to proceed with the 500' lateral extension.

17:00 2.00 13.00 5 High Side Mud-motor. Circulate and Condition Hole @9329' (Reciprocate 9,329.0 9,329.0
drill pipe). Spot 70 bbl LCM Pill on bottom. Shut in Well and record
pressures. SICP = 490 psi.

19:00 4.50 17.50 5 Strip Out of hole from 9,329' to 6,440' , pumping across wellhead @3.5 9,329.0 9,329.0
bpm with Halliburton holding 730 psi on MPD.

23:30 2.50 20.00 6 Orient Tool Face to High Side, Killwell - Displace hole from 6,440" with 9,329.0 9,329.0
16.5 ppg Kill Mud. Fill Trip Tank with 16.5 ppg Kill Mud.

02:00 1.50 21.50 5 Flow Check on Trip Tank. Well-Static. Pump 40 bbls of 18.6 ppg Slug. 9,329.0 9,329.0

03:30 2.50 24.00 6 POOH from 6,440' to 4,871'. Trip Speed @8 Mins per std for the first10 9,329.0 9,329.0
stands. Increase Trip Speed to 5 minutes/stand. Hole taking 0 bbls over the
calculated fill every 5 stands.

Mud Check: 9,329.0ftKB, 1/16/2014 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/16/2014 9,329.0 14.50 65 28.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 28.5 80.4/19.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/16/2014
Report #: 39, DFS: 17.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 28.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/15/2014 06:00 1/16/2014 06:00 17.17 9,301.0 9,329.0 28.00
Operations at Report Time

POOH F/ 9,329' T/ 4,970'
Operations Summary

Mud Motor Starting To Fail
Circulate Hole Clean,Spot Lcm Pill
Strip up To Shoe,Orient Mud Motor, Displace Kill Mud,Flow Check, Pulling Out Of Hole.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 2 Slide with TF @ 180° & Drill 6" Lateral from 9,301' to 9,329'. WOB = 10- 9,301.0 9,329.0
20K, GPM = 227 @3220 psi DPP w/ 100-150 psi diff press. Mud-motor
RPM sliding mode =118. MW inlout: 14.5 in / 14.5 ppg out. Halliburton
MPD WHP = 110 psi (Holding 490 psi on connections). BGG = +/-150

Units, Conn/Drlg G = 225 Units. Flare: O ft. ( Pumping 10 bbl LCM Sweeps
every std @30 ppb ). Note: Mud-motor getting weak resulting in frequent
pressure spikes knocking LWD Tool out of Synch.

Note: Today at 15:30 Hrs received verbal approval from Eric Jones of the
BLM to proceed with the 500' lateral extension.

17:00 2.00 13.00 5 High Side Mud-motor. Circulate and Condition Hole @9329' (Reciprocate 9,329.0 9,329.0
drill pipe). Spot 70 bbl LCM Pill on bottom. Shut in Well and record
pressures. SICP = 490 psi.

19:00 4.50 17.50 5 Strip Out of hole from 9,329' to 6,440' , pumping across wellhead @3.5 9,329.0 9,329.0
bpm with Halliburton holding 730 psi on MPD.

23:30 2.50 20.00 6 Orient Tool Face to High Side, Killwell - Displace hole from 6,440" with 9,329.0 9,329.0
16.5 ppg Kill Mud. Fill Trip Tank with 16.5 ppg Kill Mud.

02:00 1.50 21.50 5 Flow Check on Trip Tank. Well-Static. Pump 40 bbls of 18.6 ppg Slug. 9,329.0 9,329.0

03:30 2.50 24.00 6 POOH from 6,440' to 4,871'. Trip Speed @8 Mins per std for the first10 9,329.0 9,329.0
stands. Increase Trip Speed to 5 minutes/stand. Hole taking 0 bbls over the
calculated fill every 5 stands.

Mud Check: 9,329.0ftKB, 1/16/2014 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/16/2014 9,329.0 14.50 65 28.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 28.5 80.4/19.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/16/2014
Report #: 39, DFS: 17.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 28.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/15/2014 06:00 1/16/2014 06:00 17.17 9,301.0 9,329.0 28.00
Operations at Report Time
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RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/16/2014 06:00
Report End Date

1/17/2014 06:00
Days From Spud (days)

18.17
Start Depth (ftKB)

9,329.0
End Depth (ftKB)

9,329.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H  
T/ BHA.
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @ 5 minutes/stand. Hole not  
taking the calculated fill-up for the each 5 stds pulled.

9,329.0 9,329.0

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud  
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

9,329.0 9,329.0

07:30 2.00 3.50 6 TIH from 4,121' to 6440'. No problems tripping through top of 7" Casing  
Window @ 6335'. M/U TDS.

9,329.0 9,329.0

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in  
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

9,329.0 9,329.0

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from  
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @ 35 gpm with 265 psi  
DPP with +/- 16.9 ppg EMW on formation while pumping.

9,329.0 9,329.0

15:30 2.00 11.50 5 Flow Check Well @ 6,440'. Well Static.  Fill Trip Tank with 16.6 ppg OBM  
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

9,329.0 9,329.0

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the  
first 10 Stands and stage to 5 min a stand over the next 15 stands.

9,329.0 9,329.0

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date

1/17/2014
Depth (ftKB)

9,329.0
Density (lb/gal)

14.65
Vis (s/qt)

89
PV OR (Pa•s)

31.0
YP OR (lbf/1…

12.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

63,000.000
Calcium (mg/L)

20,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm) Oil Water Ratio

81/19
Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/17/2014
Report #: 40, DFS: 18.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/17/2014
Report #: 40, DFS: 18.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/16/2014 06:00 1/17/2014 06:00 18.17 9,329.0 9,329.0 0.00
Operations at Report Time

Changing Out Directional Assy.
Operations Summary

Tripping Out Hole F/ 4,821' T/ 4,121' Hole Not Taking Proper fill, Flow Check well, Trip In Hole T/ 6,440' Circulate 16.6 Around Flow Check Well Again, P.O.O.H
T/ BHA.
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 POOH from 4,871' to 4,121'. Trip Speed @5 minutes/stand. Hole not 9,329.0 9,329.0
taking the calculated fill-up for the each 5 stds pulled.

07:00 0.50 1.50 6 Flow check - Well static. Checked the mud weight in theTrip Tank, the mud 9,329.0 9,329.0
was15.6 ppg - should have been 16.5 ppg OBM to fill hole.

07:30 2.00 3.50 6 TlH from 4,121' to 6440'. No problems tripping through top of 7" Casing 9,329.0 9,329.0
Window @6335'. M/U TDS.

09:30 1.00 4.50 5 Finish transferring mud from Tank Farm to Pre-mix Tank. Weight up mud in 9,329.0 9,329.0
Pre-mix Tank, Slug Pit & #2 Suction Tank to 16.6 ppg.

10:30 5.00 9.50 5 Held PJSM. Fill DP with 16.6 ppg OBM. Circulate & condition mud from 9,329.0 9,329.0
6,440' with 16.6 ppg In, 16.4 ppg Out. Pumping @35 gpm with 265 psi
DPP with +/- 16.9 ppg EMW on formation while pumping.

15:30 2.00 11.50 5 Flow Check Well @6,440'. Well Static. Fill Trip Tank with 16.6 ppg OBM 9,329.0 9,329.0
and Build a 18.6 ppg Slug. Pumped 40 bbls of18.6 ppg Slug.

17:30 10.50 22.00 6 POOH from 6,440' to top of BHA. Trip Speed @ 10 Mins per std. for the 9,329.0 9,329.0
first 10 Stands and stage to 5 min a stand over the next 15 stands.

04:00 2.00 24.00 6 Trip Out Directional BHA and Change Out Bit, Mud Motor and IPZIG Assy. 9,329.0 9,329.0

Mud Check: 9,329.0ftKB, 1/17/2014 03:15
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/17/2014 9,329.0 14.65 89 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

63,000.000 20,000.000 29.0 81/19
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/17/2014 06:00
Report End Date

1/18/2014 06:00
Days From Spud (days)

19.17
Start Depth (ftKB)

9,329.0
End Depth (ftKB)

9,339.0
Daily Depth Progress (ft)

10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,  
Circulated Bottoms up ( 3136 Units of Gas )   
Operations Next Report Period

Dir. Work
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0

06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0

07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM  
Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage  
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test  
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18  
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander  
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').  

9,329.0 9,329.0

08:30 5.00 7.50 6 TIH with 6" Lateral Drilling Assembly on 4" DP to 6,254'.  Fill DP every 20  
stands with 14.6 ppg OBM from Active Pit.

9,329.0 9,329.0

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0

15:30 1.50 11.00 6 Install Rotating Head  (New rubber element on RCD). TIH to 6,435'. 9,329.0 9,329.0

17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud  from hole with 14.6 ppg OBM  
through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on  
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

9,329.0 9,329.0

20:00 5.00 19.00 6 Strip In Hole F/ 6,440' T/ 9,329' 8 to 6 minutes a Stand With Halliburton  
lined up Circulating Across Well Head Holding 650 to 700 psi With The  
MPD ( 16.7 ECD )

9,329.0 9,329.0

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas  
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,  
Stand Pipe Pressure 3200 psi.  

9,329.0 9,329.0

03:00 3.00 24.00 2 Slide with TF @ LS & Drill 6" Lateral  from 9,329' to 9,339'  WOB = 15-20K,  
GPM = 227 @ 3400 psi. Mud-motor RPM sliding mode =118. MW in/out:  
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).  
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G  
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @ 30  
ppb ).

9,329.0 9,339.0

Mud Check: <depth>ftKB, 1/18/2014 03:30
Date

1/18/2014
Depth (ftKB) Density (lb/gal)

14.80
Vis (s/qt)

68
PV OR (Pa•s)

31.0
YP OR (lbf/1…

12.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

59,000.000
Calcium (mg/L)

322,213.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm) Oil Water Ratio

82.9/17.1

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr…

16.59
T Flowline (°F)

69.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15

Report for: 1/18/2014
Report #: 41, DFS: 19.17

Daily Depth Progress: 10.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0
06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0
07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM 9,329.0 9,329.0

Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').

08:30 5.00 7.50 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 6,254'. Fill DP every 20 9,329.0 9,329.0
stands with 14.6 ppg OBM from Active Pit.

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0
15:30 1.50 11.00 6 Install Rotating Head (New rubber element on RCD). TlH to 6,435'. 9,329.0 9,329.0
17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.6 ppg OBM 9,329.0 9,329.0

through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

20:00 5.00 19.00 6 Strip In Hole FI 6,440' TI 9,329' 8 to 6 minutes a Stand With Halliburton 9,329.0 9,329.0
lined up Circulating Across Well Head Holding 650 to 700 psi With The
MPD ( 16.7 ECD )

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas 9,329.0 9,329.0
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,
Stand Pipe Pressure 3200 psi.

03:00 3.00 24.00 2 Slide with TF @LS & Drill 6" Lateral from 9,329' to 9,339' WOB = 15-20K, 9,329.0 9,339.0
GPM = 227 @3400 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @30
ppb ).

Mud Check: <depth>ftKB, 1/18/2014 33:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/18/2014 14.80 68 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

59,000.000 322,213.00 29.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.59 69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0

06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0

07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM 9,329.0 9,329.0
Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').

08:30 5.00 7.50 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 6,254'. Fill DP every 20 9,329.0 9,329.0
stands with 14.6 ppg OBM from Active Pit.

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0

15:30 1.50 11.00 6 Install Rotating Head (New rubber element on RCD). TlH to 6,435'. 9,329.0 9,329.0

17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.6 ppg OBM 9,329.0 9,329.0
through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

20:00 5.00 19.00 6 Strip In Hole FI 6,440' TI 9,329' 8 to 6 minutes a Stand With Halliburton 9,329.0 9,329.0
lined up Circulating Across Well Head Holding 650 to 700 psi With The
MPD ( 16.7 ECD )

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas 9,329.0 9,329.0
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,
Stand Pipe Pressure 3200 psi.

03:00 3.00 24.00 2 Slide with TF @LS & Drill 6" Lateral from 9,329' to 9,339' WOB = 15-20K, 9,329.0 9,339.0
GPM = 227 @3400 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @30
ppb ).

Mud Check: <depth>ftKB, 1/18/2014 33:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/18/2014 14.80 68 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

59,000.000 322,213.00 29.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.59 69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0

06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0

07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM 9,329.0 9,329.0
Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').

08:30 5.00 7.50 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 6,254'. Fill DP every 20 9,329.0 9,329.0
stands with 14.6 ppg OBM from Active Pit.

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0

15:30 1.50 11.00 6 Install Rotating Head (New rubber element on RCD). TlH to 6,435'. 9,329.0 9,329.0

17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.6 ppg OBM 9,329.0 9,329.0
through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

20:00 5.00 19.00 6 Strip In Hole FI 6,440' TI 9,329' 8 to 6 minutes a Stand With Halliburton 9,329.0 9,329.0
lined up Circulating Across Well Head Holding 650 to 700 psi With The
MPD ( 16.7 ECD )

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas 9,329.0 9,329.0
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,
Stand Pipe Pressure 3200 psi.

03:00 3.00 24.00 2 Slide with TF @LS & Drill 6" Lateral from 9,329' to 9,339' WOB = 15-20K, 9,329.0 9,339.0
GPM = 227 @3400 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @30
ppb ).

Mud Check: <depth>ftKB, 1/18/2014 33:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/18/2014 14.80 68 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

59,000.000 322,213.00 29.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.59 69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0

06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0

07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM 9,329.0 9,329.0
Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').

08:30 5.00 7.50 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 6,254'. Fill DP every 20 9,329.0 9,329.0
stands with 14.6 ppg OBM from Active Pit.

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0

15:30 1.50 11.00 6 Install Rotating Head (New rubber element on RCD). TlH to 6,435'. 9,329.0 9,329.0

17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.6 ppg OBM 9,329.0 9,329.0
through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

20:00 5.00 19.00 6 Strip In Hole FI 6,440' TI 9,329' 8 to 6 minutes a Stand With Halliburton 9,329.0 9,329.0
lined up Circulating Across Well Head Holding 650 to 700 psi With The
MPD ( 16.7 ECD )

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas 9,329.0 9,329.0
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,
Stand Pipe Pressure 3200 psi.

03:00 3.00 24.00 2 Slide with TF @LS & Drill 6" Lateral from 9,329' to 9,339' WOB = 15-20K, 9,329.0 9,339.0
GPM = 227 @3400 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @30
ppb ).

Mud Check: <depth>ftKB, 1/18/2014 33:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/18/2014 14.80 68 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

59,000.000 322,213.00 29.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.59 69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 PJSM. Finish L/D BHA. 9,329.0 9,329.0

06:30 0.50 1.00 6 Clean off Rig Floor. Held JSA/PJSM regarding making up BHA. 9,329.0 9,329.0

07:00 1.50 2.50 6 M/U Pathfinder's BHA #4 (Lateral Drilling Assembly) with new IPZIG LXM 9,329.0 9,329.0
Tool, Fresh 4.75" G2 Mud-motor (1.5° Adj Bend, 0.52 rpm/gal , 3.8 stage
7/8 Lobe) Float Sub & MWD/LWD Tools, Orient Tool Face & Surface Test
Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').

08:30 5.00 7.50 6 TlH with 6" Lateral Drilling Assembly on 4" DP to 6,254'. Fill DP every 20 9,329.0 9,329.0
stands with 14.6 ppg OBM from Active Pit.

13:30 2.00 9.50 21 PJSM. Slip & Cut Drill Line. Service Rig & TDS. Inspect Brakes. 9,329.0 9,329.0

15:30 1.50 11.00 6 Install Rotating Head (New rubber element on RCD). TlH to 6,435'. 9,329.0 9,329.0

17:00 3.00 14.00 5 Held PJSM. Displace 16.6 ppg Kill Mud from hole with 14.6 ppg OBM 9,329.0 9,329.0
through Halliburton's MPD equipment holding +/- 16.9 ppg EMW on
formation (Transferring Kill Mud back to Premix Tank).
( Circulated an Extra Bottoms Up Due to High Vis. )

20:00 5.00 19.00 6 Strip In Hole FI 6,440' TI 9,329' 8 to 6 minutes a Stand With Halliburton 9,329.0 9,329.0
lined up Circulating Across Well Head Holding 650 to 700 psi With The
MPD ( 16.7 ECD )

01:00 2.00 21.00 5 Circulate And Condition Hole Pumped Sweep Around, Bottom's Up Gas 9,329.0 9,329.0
3136 Units. Halliburton Holding +/- 100 psi With MPD ECD 16.68 ppg,
Stand Pipe Pressure 3200 psi.

03:00 3.00 24.00 2 Slide with TF @LS & Drill 6" Lateral from 9,329' to 9,339' WOB = 15-20K, 9,329.0 9,339.0
GPM = 227 @3400 psi. Mud-motor RPM sliding mode =118. MW inlout:
14.7 in / 14.6 ppg out. Halliburton MPD WHP = 40-60psi (80% open).
Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
=xxx Units. Flare: 0 ft. ( Pumping 10 bbl LCM Sweeps every std @30
ppb ).

Mud Check: <depth>ftKB, 1/18/2014 33:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/18/2014 14.80 68 31.0 12.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

59,000.000 322,213.00 29.0 82.9/17.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.59 69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/17/2014 06:00 1/18/2014 06:00 19.17 9,329.0 9,339.0 10.00
Operations at Report Time

Drilling Lateral
Operations Summary

Changed Out Directional BHA,Trip to 6,440 Cut and Slip Drill Line, Displace 16.6 Kill Mud Out Hole With 14.6 ppg, Strip To Bottom @ 5-8 Min. A Stand,
Circulated Bottoms up ( 3136 Units of Gas )
Operations Next Report Period

Dir. Work
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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Tools-OK. M/U Bit #2 RR (6" Reed-Hycalog SKHE613M PDC w/ 6 x 18
Jets). Finish M/U BHA with Cougar Thruster Tool, Well Commander
Assembly, Float Sub & XO Sub (Total BHA length = 172.10').
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Stand Pipe Pressure 3200 psi.
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Holding 675 psi SIWHP on connections. BGG = 275 Units, Conn/Drlg G
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/18/2014
Report #: 41, DFS: 19.17

Daily Depth Progress: 10.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/18/2014
Report #: 41, DFS: 19.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 10.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/18/2014 06:00
Report End Date

1/19/2014 06:00
Days From Spud (days)

20.17
Start Depth (ftKB)

9,339.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/ 9,339' T/ 9,546'
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'.  
WOB = 5-25K, 
GPM = 227 @ 3450 psi DPP w/150-350 psi  Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.  
Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k ,  S/O 85k

MW in/out: 14.5 in / 14.5 ppg out.   Halliburton MPD holding +/- 70 psi WHP  
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @ 30  
ppb ).   

SPR taken @ 9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

9,339.0 9,461.0

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'.  
WOB = 5-25K, 
GPM = 227 @ 3319 psi DPP w/150-350 psi  Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.  
Drill String RPM = 35 w/4-5KFtLb Torque.

MW in/out: 14.5 in / 14.5 ppg out.   Halliburton MPD holding +/- 70 psi WHP  
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287  
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @ 30 ppb ).   

SPR taken @ 9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

9,461.0 9,546.0

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted  
Mr. Dave List Determined 9,546 Is T.D )

9,546.0 9,546.0

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi  
Maintaining 16.5 ECD on Well Bore. Strip Out F/ 9,546' Starting @ 8 min. A  
Stand Staging up T/ 4 Min. A Sand  

9,546.0 9,546.0

Mud Check: 9,530.0ftKB, 1/19/2014 02:30
Date

1/19/2014
Depth (ftKB)

9,530.0
Density (lb/gal)

14.50
Vis (s/qt)

54
PV OR (Pa•s)

29.0
YP OR (lbf/1…

11.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

57,000.000
Calcium (mg/L)

339,005.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

28.0
CaCl (ppm) Oil Water Ratio

81.9/18.1

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr…

16.51
T Flowline (°F)

88.0
Comment

Report for: 1/19/2014
Report #: 42, DFS: 20.17

Daily Depth Progress: 207.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/- 70 psi WHP
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @30 ppb ).

SPR taken @9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
Maintaining 16.5 ECD on Well Bore. Strip Out F/9,546' Starting @8 min. A
Stand Staging up TI 4 Min. A Sand

Mud Check: 9,530.0ftKB, l '19/2014 02:30
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/19/2014 9,53(.0 14.50 54 29.0 11.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

57,000.000 339,005.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.51 88.0

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/- 70 psi WHP
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @30 ppb ).

SPR taken @9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
Maintaining 16.5 ECD on Well Bore. Strip Out F/9,546' Starting @8 min. A
Stand Staging up TI 4 Min. A Sand

Mud Check: 9,530.0ftKB, l '19/2014 02:30
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/19/2014 9,53(.0 14.50 54 29.0 11.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

57,000.000 339,005.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.51 88.0

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/- 70 psi WHP
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @30 ppb ).

SPR taken @9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
Maintaining 16.5 ECD on Well Bore. Strip Out F/9,546' Starting @8 min. A
Stand Staging up TI 4 Min. A Sand

Mud Check: 9,530.0ftKB, l '19/2014 02:30
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/19/2014 9,53(.0 14.50 54 29.0 11.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

57,000.000 339,005.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.51 88.0

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/- 70 psi WHP
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @30 ppb ).

SPR taken @9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
Maintaining 16.5 ECD on Well Bore. Strip Out F/9,546' Starting @8 min. A
Stand Staging up TI 4 Min. A Sand

Mud Check: 9,530.0ftKB, l '19/2014 02:30
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/19/2014 9,53(.0 14.50 54 29.0 11.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

57,000.000 339,005.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.51 88.0

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/- 70 psi WHP
(Holding 734 psi on connections). BGG = 175 Units, ConnDrlg G = 1287
Units, Flare: 0 ft. (Pumping 10 bbl LCM Sweeps every std @30 ppb ).

SPR taken @9400' with 14.5 ppg MW:
40 spm = 1995 psi - 70 WHP

02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )

03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
Maintaining 16.5 ECD on Well Bore. Strip Out F/9,546' Starting @8 min. A
Stand Staging up TI 4 Min. A Sand

Mud Check: 9,530.0ftKB, l '19/2014 02:30
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/19/2014 9,53(.0 14.50 54 29.0 11.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

57,000.000 339,005.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.51 88.0
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/18/2014 06:00 1/19/2014 06:00 20.17 9,339.0 9,546.0 207.00
Operations at Report Time

Wiper Trip Up To Shoe.
Operations Summary

Drilled F/9,339' T/9,546'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 2 Slide & Rotate Drilling 6" Lateral from 9,339' to 9,461'. 9,339.0 9,461.0
WOB = 5-25K,
GPM = 227 @3450 psi DPPw/150-350 psi Diff Pressure.
RPM = Mud-motor RPM sliding mode =118.

Drill String RPM = 35 w/4-5KFtLb Torque.
P/U 130k , S/O 85k

MW inlout: 14.5 in / 14.5 ppg out. Halliburton MPD holding +/-70 psi WHP
(Holding 734 psi on connections). BGG = 215 Units, ConnDrlg G = 1100-
2221 Units, Flare: O ft. (Pumping 10 bbl LCM Sweeps every std @30
ppb ).

SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
WOB = 5-25K,
GPM = 227 @3319 psi DPPw/150-350 psi Diff Pressure.
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02:30 1.00 21.50 5 Circulate Bottom's Up Check Cuttings Coming Back 100% Salt ( Contacted 9,546.0 9,546.0
Mr. Dave List Determined 9,546 Is T.D )
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SPR taken @9400' with 14.5 ppg MW:
40spm=1995psi-70WHP

18:00 8.50 20.50 2 Slide & Rotate Drilling 6" Lateral from 9,461' to 9,546'. 9,461.0 9,546.0
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03:30 2.50 24.00 6 Shut Pump Off Shut In Well SICP 509 psi 9,546.0 9,546.0
Line up to Strip up to shoe with Halliburton MPD Holding 700 to 775 psi
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Stand Staging up TI 4 Min. A Sand
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/19/2014
Report #: 42, DFS: 20.17

Daily Depth Progress: 207.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/19/2014
Report #: 42, DFS: 20.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/19/2014 06:00
Report End Date

1/20/2014 06:00
Days From Spud (days)

21.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @ 5-8 Minutes/Stand.  
Circulating across Wellhead @ 3.3 bpm. Halliburton holding +/- 790 psi on  
MPD ( +/- 17.0 EMW  on formation ). Cleaned of Rig Floor.

9,546.0 9,546.0

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed  
@ 3-5 Minutes/Stand. Circulating across Wellhead @ 3.3 bpm. Halliburton  
holding +/- 780 psi on MPD.  

9,546.0 9,546.0

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi  
DPP. Precautionary Wash/Ream to Bottom @ 9546'. Circulate & condition  
Mud/Hole with 14.5 ppg In/Out.  Halliburton holding +/- 80 psi WHP (+/-  
17.0  ppg EMW on formation). Observed 844 Units of Trip Gas.  

9,546.0 9,546.0

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @ 3.3 bpm. Strip Out of Hole from  
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg  
EMW on formation).

9,546.0 9,546.0

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD  
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

9,546.0 9,546.0

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static.  
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank  
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

9,546.0 9,546.0

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @ 8 Mins per std. for the first 10  
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP  
On The Drillers Side ).

9,546.0 9,546.0

Mud Check: 9,546.0ftKB, 1/20/2014 04:15
Date

1/20/2014
Depth (ftKB)

9,546.0
Density (lb/gal)

14.50
Vis (s/qt)

59
PV OR (Pa•s)

26.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

373,874.00
0

Calcium (mg/L)

339,005.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

28.0
CaCl (ppm) Oil Water Ratio

81.9/18.1

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr…

16.50
T Flowline (°F)

0.0
Comment

Daily Drilling Performance
Depth In (ftKB)

7,853.0
Depth Out (ft…

9,546.0
Drilled (ft)

1,693.00
Date In

1/10/2014 07:00
Date Out

1/20/2014 01:30
Drill Time (hr)

151.50
BHA ROP (ft/hr)

11.2
Rot Time (hr)

27.50
Slide Time (hr)

124.00
% Slide Time …

81.85
% Rot Time (%)

18.15
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/20/2014
Report #: 43, DFS: 21.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/20/2014
Report #: 43, DFS: 21.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0
16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0

9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0
21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0

Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/20/2014 9,546.0 14.50 59 26.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/20/2014
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
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7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners
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Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/20/2014 9,546.0 14.50 59 26.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/20/2014
Report #: 43, DFS: 21.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/20/2014 9,546.0 14.50 59 26.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/20/2014
Report #: 43, DFS: 21.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/20/2014 9,546.0 14.50 59 26.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/20/2014
Report #: 43, DFS: 21.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/19/2014 06:00 1/20/2014 06:00 21.17 9,546.0 9,546.0 0.00
Operations at Report Time

P.O.O.H to Lay Down Directional Tools.
Operations Summary

Wiper Trip, Circulated Hole Clean, Stripped To Shoe, Displaced Hole With Kill Mud, Flow Checked Well Tripping Out To Lay Down Directional Tools.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Doug Williams Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 6 Strip Out of Hole from 8,420' to 6,446'. Trip Speed @5-8 Minutes/Stand. 9,546.0 9,546.0
Circulating across Wellhead @3.3 bpm. Halliburton holding +/- 790 psi on
MPD (+/- 17.0 EMW on formation ). Cleaned of Rig Floor.

09:30 2.50 6.00 6 Trip/Strip In Hole from 6,446' to 9,453' (Hole in good condition). Trip Speed 9,546.0 9,546.0
@3-5 Minutes/Stand. Circulating across Wellhead @3.3 bpm. Halliburton
holding +/- 780 psi on MPD.

12:00 4.00 10.00 5 M/U TDS. Establish circulation & stage up pumps to 223 gpm w/3200 psi 9,546.0 9,546.0
DPP. Precautionary Wash/Ream to Bottom @9546'. Circulate & condition
Mud/Hole with 14.5 ppg In/Out. Halliburton holding +/- 80 psi WHP (+/-
17.0 ppg EMW on formation). Observed 844 Units of Trip Gas.

16:00 0.50 10.50 5 Spot 75 bbl LCM Pill on bottom (40 ppb). 9,546.0 9,546.0

16:30 1.00 11.50 6 Line up & circulate across Wellhead @3.3 bpm. Strip Out of Hole from 9,546.0 9,546.0
9,546' to 8,537' with +/- 790 psi MPD Wellhead pressure ( +/- 17.0 ppg
EMW on formation).

17:30 3.00 14.50 6 Continue Strip Out of Hole from 8,537' to 6,446' with +/- 790 psi MPD 9,546.0 9,546.0
Wellhead pressure ( +/- 17.0 ppg EMW on formation).

20:30 1.00 15.50 20 Orientate Mud Motor To High Side. 9,546.0 9,546.0

21:30 5.50 21.00 5 Displace hole from 6,446' with 16.5 ppg Kill Mud. Flow Check Well-Static. 9,546.0 9,546.0
Transfer 14.5 ppg Oil Base Mud From Trip Tank to Active Pit. Fill Trip Tank
with 16.5 ppg Oil Base Mud and Build a 18.6 ppg Slug. Pump 40 bbl Slug.

03:00 3.00 24.00 6 POOH from 6,440' to 4,900'. Trip Speed @8 Mins per std. for the first 10 9,546.0 9,546.0
Stands and stage to 5 min a stand over the next 15 stands. ( Rack HWDP
On The Drillers Side ).

Mud Check: 9,546.0ftKB, l '20/2014 04:15
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/20/2014 9,546.0 14.50 59 26.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,874.00 339,005.00 28.0 81.9/18.1
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 16.50 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,853.0 9,546.0 1,693.00 1/10/2014 07:00 1/20/2014 01:30 151.50 11.2 27.50 124.00 81.85 18.15
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/20/2014 06:00
Report End Date

1/21/2014 06:00
Days From Spud (days)

22.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Running Linner.
Operations Summary

T.O.O.H. Lay Down Directional Tool's. Rig Up Frank's Casing Tool's. Run Liner. Rig Down Frank's, Make Up Liner Hanger. R.I.H T/ 4,483'
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 6 POOH from 6,335' to BHA. Trip Speed @ 5 to 6 Mins per std. Hole taking 0  
bbls over the calculated fill every 5 stands. ( Held BOP Trip Drill 2:39 )

9,546.0 9,546.0

13:00 3.00 10.00 20 Break Out Directional Tools. Lay Out Same. Clean Rig Floor Of Misc Tools  
and Equipment.

9,546.0 9,546.0

16:00 2.00 12.00 23 P.J.S.M. With Franks Casing Crew And Halliburton. Rig Up Casing  
Running Equipment, Prep Floor  

9,546.0 9,546.0

18:00 8.50 20.50 12 Make up Shoe track - Reaming Shoe, One Joint 4.5'' 13.5# P-110 BTC,  
Float Collar, One Joint 4.5'' 13.5# P-110 BTC, Landing Collar. RIH with 37  
Joints 4.5'' 13.5# P-110 BTC and 45 Joints 4.5'' 15.10# P-110 BTC  ( Filling  
Casing Every 20 Joints )

9,546.0 9,546.0

02:30 0.50 21.00 23 Rig Down Frank's Casing Running Equipment. 9,546.0 9,546.0

03:00 3.00 24.00 12 Make Up Liner Hanger And Running Tool. R.I.H With 10 Stands Of HWDP.  
T/ 4,483'  ( Drifting Every Stand. )  

9,546.0 9,546.0

Mud Check: 9,546.0ftKB, 1/21/2014 02:30
Date

1/21/2014
Depth (ftKB)

9,546.0
Density (lb/gal)

14.60
Vis (s/qt)

82
PV OR (Pa•s)

28.0
YP OR (lbf/1…

18.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

387,930.00
0

Calcium (mg/L)

364,334.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

29.0
CaCl (ppm) Oil Water Ratio

81.7/18.3

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/21/2014
Report #: 44, DFS: 22.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/21/2014
Report #: 44, DFS: 22.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/20/2014 06:00 1/21/2014 06:00 22.17 9,546.0 9,546.0 0.00
Operations at Report Time

Running Linner.
Operations Summary

T.O.O.H. Lay Down Directional Tool's. Rig Up Frank's Casing Tool's. Run Liner. Rig Down Frank's, Make Up Liner Hanger. R.I.H T/ 4,483'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 6 POOH from 6,335' to BHA. Trip Speed @5 to 6 Mins per std. Hole taking 0 9,546.0 9,546.0
bbls over the calculated fill every 5 stands. ( Held BOP Trip Drill 2:39 )

13:00 3.00 10.00 20 Break Out Directional Tools. Lay Out Same. Clean Rig Floor Of Misc Tools 9,546.0 9,546.0
and Equipment.

16:00 2.00 12.00 23 P.J.S.M. With Franks Casing Crew And Halliburton. Rig Up Casing 9,546.0 9,546.0
Running Equipment, Prep Floor

18:00 8.50 20.50 12 Make up Shoe track - Reaming Shoe, One Joint 4.5" 13.5# P-110 BTC, 9,546.0 9,546.0
Float Collar, One Joint 4.5" 13.5# P-110 BTC, Landing Collar. RIH with 37
Joints 4.5" 13.5# P-110 BTC and 45 Joints 4.5" 15.10# P-110 BTC ( Filling
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03:00 3.00 24.00 12 Make IJp Liner Hanger And Running Tool. R.I.H With 10 Stands Of HWDP. 9,546.0 9,546.0

TI 4,483' ( Drifting Every Stand. )
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

387,930.00 364,334.00 29.0 81.7/18.3
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34
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Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/21/2014
Report #: 44, DFS: 22.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/20/2014 06:00 1/21/2014 06:00 22.17 9,546.0 9,546.0 0.00
Operations at Report Time

Running Linner.
Operations Summary

T.O.O.H. Lay Down Directional Tool's. Rig Up Frank's Casing Tool's. Run Liner. Rig Down Frank's, Make Up Liner Hanger. R.I.H T/ 4,483'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/21/2014
Report #: 44, DFS: 22.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/20/2014 06:00 1/21/2014 06:00 22.17 9,546.0 9,546.0 0.00
Operations at Report Time

Running Linner.
Operations Summary

T.O.O.H. Lay Down Directional Tool's. Rig Up Frank's Casing Tool's. Run Liner. Rig Down Frank's, Make Up Liner Hanger. R.I.H T/ 4,483'
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 6 POOH from 6,335' to BHA. Trip Speed @5 to 6 Mins per std. Hole taking 0 9,546.0 9,546.0
bbls over the calculated fill every 5 stands. ( Held BOP Trip Drill 2:39 )

13:00 3.00 10.00 20 Break Out Directional Tools. Lay Out Same. Clean Rig Floor Of Misc Tools 9,546.0 9,546.0
and Equipment.

16:00 2.00 12.00 23 P.J.S.M. With Franks Casing Crew And Halliburton. Rig Up Casing 9,546.0 9,546.0
Running Equipment, Prep Floor

18:00 8.50 20.50 12 Make up Shoe track - Reaming Shoe, One Joint 4.5" 13.5# P-110 BTC, 9,546.0 9,546.0
Float Collar, One Joint 4.5" 13.5# P-110 BTC, Landing Collar. RIH with 37
Joints 4.5" 13.5# P-110 BTC and 45 Joints 4.5" 15.10# P-110 BTC ( Filling
Casing Every 20 Joints )

02:30 0.50 21.00 23 Rig Down Frank's Casing Running Equipment. 9,546.0 9,546.0

03:00 3.00 24.00 12 Make IJp Liner Hanger And Running Tool. R.I.H With 10 Stands Of HWDP. 9,546.0 9,546.0
TI 4,483' ( Drifting Every Stand. )

Mud Check: 9,546.0ftKB, 1/21/2014 02:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/21/2014 9,546.0 14.60 82 28.0 18.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

387,930.00 364,334.00 29.0 81.7/18.3
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/21/2014 06:00
Report End Date

1/22/2014 06:00
Days From Spud (days)

23.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD  
Halliburton Cementers.
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5  
min/std (drift each stand and fill pipe every 5 stds).

9,546.0 9,546.0

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0

11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas  
275 units.

9,546.0 9,546.0

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5 min/std. Tagged up  
@9536' (drift each stand and fill pipe every 5 stds). Halliburton MPD  
holding +/- 600  psi on backside. Set Shoe @9533', Top of Liner @6024'.

9,546.0 9,546.0

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up  Halliburton Cementers  
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner  
Hanger Personnel and Rig Crew. )

9,546.0 9,546.0

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4'' DP Make up 15' Pup Joint and GSI  
Cementing Head.

9,546.0 9,546.0

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel  
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of  
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII  
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )   
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.  

9,546.0 9,546.0

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And  
Cement.

9,546.0 9,546.0

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @ 1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0

03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0

04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head.
( Circulate Through MPD Equipment.)

9,546.0 9,546.0

Mud Check: 9,546.0ftKB, 1/22/2014 02:00
Date

1/22/2014
Depth (ftKB)

9,546.0
Density (lb/gal)

14.60
Vis (s/qt)

68
PV OR (Pa•s)

24.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

48,000.000
Calcium (mg/L)

337,839.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

28.0
CaCl (ppm) Oil Water Ratio

81.9/18.1

Mud Lost (Hole) (bbl)

51.0
Mud Lost (Surf) (bbl)

33.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

LOSSES- 51bbls left in liner
      SURFACE- 33BBLS
                  (7 bbls cement contamination/spacer
                    26 bbls contamination from Gas buster)

Report for: 1/22/2014
Report #: 45, DFS: 23.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2014
Report #: 45, DFS: 23.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2014 06:00 1/22/2014 06:00 23.17 9,546.0 9,546.0 0.00
Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
Halliburton Cementers.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5 9,546.0 9,546.0
min/std (drift each stand and fill pipe every 5 stds).

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0
11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas 9,546.0 9,546.0

275 units.

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel 9,546.0 9,546.0
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0
01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0

Cement.

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0
03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0
04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head. 9,546.0 9,546.0

( Circulate Through MPD Equipment.)

Mud Check: 9,546.0ftKB, l '22/2014 02:00
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/22/2014 9,546.0 14.60 68 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 337,839.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

51.0 33.0 LOSSES- 51bbls left in liner
SURFACE- 33BBLS

(7 bbls cement contamination/spacer
26 bbls contamination from Gas buster)

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2014
Report #: 45, DFS: 23.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2014 06:00 1/22/2014 06:00 23.17 9,546.0 9,546.0 0.00
Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
Halliburton Cementers.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5 9,546.0 9,546.0
min/std (drift each stand and fill pipe every 5 stds).

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0

11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas 9,546.0 9,546.0
275 units.

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel 9,546.0 9,546.0
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0
Cement.

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0

03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0

04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head. 9,546.0 9,546.0
( Circulate Through MPD Equipment.)

Mud Check: 9,546.0ftKB, l '22/2014 02:00
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/22/2014 9,546.0 14.60 68 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 337,839.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

51.0 33.0 LOSSES- 51bbls left in liner
SURFACE- 33BBLS

(7 bbls cement contamination/spacer
26 bbls contamination from Gas buster)

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2014
Report #: 45, DFS: 23.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2014 06:00 1/22/2014 06:00 23.17 9,546.0 9,546.0 0.00
Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
Halliburton Cementers.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5 9,546.0 9,546.0
min/std (drift each stand and fill pipe every 5 stds).

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0

11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas 9,546.0 9,546.0
275 units.

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel 9,546.0 9,546.0
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0
Cement.

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0

03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0

04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head. 9,546.0 9,546.0
( Circulate Through MPD Equipment.)

Mud Check: 9,546.0ftKB, l '22/2014 02:00
Date Depth (ftKB Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/22/2014 9,546.0 14.60 68 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 337,839.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

51.0 33.0 LOSSES- 51bbls left in liner
SURFACE- 33BBLS

(7 bbls cement contamination/spacer
26 bbls contamination from Gas buster)

Page 1/2 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2014
Report #: 45, DFS: 23.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2014 06:00 1/22/2014 06:00 23.17 9,546.0 9,546.0 0.00
Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
Halliburton Cementers.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Doug Long Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5 9,546.0 9,546.0
min/std (drift each stand and fill pipe every 5 stds).

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0

11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas 9,546.0 9,546.0
275 units.

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel 9,546.0 9,546.0
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0
Cement.

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0

03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0

04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head. 9,546.0 9,546.0
( Circulate Through MPD Equipment.)

Mud Check: 9,546.0ftKB, l '22/2014 02:00
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

48,000.000 337,839.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

51.0 33.0 LOSSES- 51bbls left in liner
SURFACE- 33BBLS

(7 bbls cement contamination/spacer
26 bbls contamination from Gas buster)
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Daily Operations
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Operations at Report Time

POOH To Lay Out Hanger Setting Tool.
Operations Summary

Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
Halliburton Cementers.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297
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06:00 4.50 4.50 12 Continue RIH with 4.5" Liner on 4" HWDP & DP from 4483' to 6353' @5 9,546.0 9,546.0
min/std (drift each stand and fill pipe every 5 stds).
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13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.

22:30 2.50 19.00 12 Test Halliburton's Steel Line's T/ 9,500 psi And Pump 30 bbls Of Diesel 9,546.0 9,546.0
Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0
Cement.

03:00 0.50 21.50 12 Line Up and Test Liner Hanger @1500 psi fo 15 min.( Lost 30 psi ) 9,546.0 9,546.0

03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0

04:30 1.50 24.00 12 Rig Down Halliburton Cement Equipment and GSI Cementing Head. 9,546.0 9,546.0
( Circulate Through MPD Equipment.)
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51.0 33.0 LOSSES- 51bbls left in liner
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Run 4.5" P-110 BTC Liner to 9533'. Displace 16.5 ppg out with 14.5 ppg OBM. Circ & cond mud. Cement 4.5" Liner. Set & test Liner Hgr & Packer. RD
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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min/std (drift each stand and fill pipe every 5 stds).

10:30 0.50 5.00 14 Remove Trip Nipple and Install Rotating Head Rubber. 9,546.0 9,546.0

11:00 2.00 7.00 5 Displace 16.5 ppg KWM (OBM) out of hole with 14.5 ppg OBM. Max gas 9,546.0 9,546.0
275 units.

13:00 6.00 13.00 12 Continue RIH with 4.5" Liner on 4" DP from 6353' @5min/std. Tagged up 9,546.0 9,546.0
@9536'(drift each stand and fill pipe every 5 stds). Halliburton MPD
holding +/- 600 psi on backside. Set Shoe @9533',Top of Liner @6024'.

19:00 2.50 15.50 5 Circulate Two Bottom's Up Prior To Rigging Up Halliburton Cementers 9,546.0 9,546.0
Max gas 548 units.
( P.J.S.M. With Halliburton MPD, Cementer's,Nov Mud Engineer, Liner
Hanger Personnel and Rig Crew. )

21:30 1.00 16.50 12 Space Out Lay Out Single Joint of 4" DP Make up 15' Pup Joint and GSI 9,546.0 9,546.0
Cementing Head.
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Spacer, 30 bbls Of TSIII Spacer, 6.7 bbls Of Lead Cement, 49.8 bbls Of
Tail Cement, Drop Plug Displace 46.5 bbls Of OBM, 10 bbls Of TSIII
Spacer, 52 bbls Of OBM, Bump Plug With 500 pis Over ( FCP 1773 psi )
Hold For 3 Min. Bleed Pressure Off 1 bbl Back Float Holding.

01:00 0.50 19.50 12 Set Liner Hanger as per Halliburton Personal. 9,546.0 9,546.0

01:30 1.50 21.00 5 Circulate Out Spacer And Cement 5 bbls Of Contaminated Mud And 9,546.0 9,546.0
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03:30 1.00 22.50 23 Monitor Well For Flow (1 hr.) 9,546.0 9,546.0
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/22/2014
Report #: 45, DFS: 23.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2014
Report #: 45, DFS: 23.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
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RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/22/2014 06:00
Report End Date

1/23/2014 06:00
Days From Spud (days)

24.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TIH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump  
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TIH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins -  
Good Test

9,546.0 9,546.0

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton  
MPD Down and Blow out all lines.

9,546.0 9,546.0

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TIH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date

1/23/2014
Depth (ftKB) Density (lb/gal)

14.60
Vis (s/qt)

73
PV OR (Pa•s)

24.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

46,000.000
Calcium (mg/L)

19,200.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

28.0
CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl)

5.0
Mud Lost (Surf) (bbl)

67.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/23/2014
Report #: 46, DFS: 24.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0
10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0
11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0
19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0

MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0
22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0
04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
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1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max
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M38
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Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
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Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period
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Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2014
Report #: 46, DFS: 24.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2014 06:00 1/23/2014 06:00 24.17 9,546.0 9,546.0 0.00
Operations at Report Time

Lay Down 4" Drill Pipe
Operations Summary

POOH. Lay Down Hanger Running Tool. TlH With Baker Bridge Plug & Set @ 5950'. Test Same To 1000 PSI. Displace Oil Base Mud to 10.5 ppg CaCl2. Pump
out Halliburton Lines & Blow out Halliburton MPD lines. Lay Down 4" DP
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip out of Hole and Lay Down Hanger Running Tools 9,546.0 9,546.0

10:30 1.00 5.50 23 Lay Down Rotating Head and Pull Wear Bushing 9,546.0 9,546.0

11:30 4.50 10.00 6 Make up Baker Bridge Plug and TlH to 5950' and set. Top of Plug at 5950' 9,546.0 9,546.0

16:00 1.00 11.00 22 Clean Trip Tank. Test Bridge Plug To 250 Low/1000 psi High for 30 Mins - 9,546.0 9,546.0
Good Test

17:00 2.50 13.50 5 Hold PJSM. Displace Oil Base Mud Over to 10.5 ppg Calclum Chloride. 9,546.0 9,546.0

19:30 2.00 15.50 23 Flush all Surface Lines and Halliburton MPD lines. Rig Down Halliburton 9,546.0 9,546.0
MPD Down and Blow out all lines.

21:30 0.50 16.00 7 Service Rig. 9,546.0 9,546.0

22:00 6.50 22.50 6 POOH and Lay Down 189 jts 4" Drill Pipe 9,546.0 9,546.0

04:30 1.50 24.00 6 TlH with 15 Stands 4" HWDP and 24 Stands 4" Drill Pipe. 9,546.0 9,546.0

Mud Check: <depth>ftKB, 1/23/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/23/2014 14.60 73 24.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

46,000.000 19,200.000 28.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 67.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/23/2014 06:00
Report End Date

1/24/2014 06:00
Days From Spud (days)

25.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Nipple Down BOP's and Clean Mud Tanks
Operations Summary

Finish LDDP. Clean Mud Pits. LD 4" Handling Tools. Move Catwalk, V-Door & Halliburton MPD Equip. ND BOPE.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 Finish LDDP from 4000' to surface. 9,546.0 9,546.0

11:00 7.00 12.00 1 Clean Mud Pits.  
LD 4" Handling Tools. RD Rig Bails and Catwalk. LD V-Door. Move  
Catwalk. Remove Wiind Wall from front of Sub Base. Pull and LD  
Mousehole. Move Halliburton MPD Equipment. Move Nabors Parts House.  
Change out Top Drive Saver Sub.  

9,546.0 9,546.0

18:00 1.50 13.50 23 Clean Mud Pits. LD BOP Pollution Pan. Pressure Wash BOP's. 9,546.0 9,546.0

19:30 2.50 16.00 14 ND Halliburton MPD Orbit Valve. Remove Orbit Valve Catch Pan. Break  
BOP Bolts with Cameron.

9,546.0 9,546.0

22:00 1.50 17.50 14 ND Rotating Head & Spacer Spool. 9,546.0 9,546.0

23:30 2.50 20.00 14 ND Choke Hose. ND HCR & Kill Lines. 9,546.0 9,546.0

02:00 2.00 22.00 14 ND BOP Annular. 9,546.0 9,546.0

04:00 2.00 24.00 14 Split Single Gate Rams from Double Gate Rams (Pole Truck unable to  
handle together due to weight).

9,546.0 9,546.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)
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Report #: 47, DFS: 25.17
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Operations at Report Time
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Operations Summary

Finish LDDP. Clean Mud Pits. LD 4" Handling Tools. Move Catwalk, V-Door & Halliburton MPD Equip. ND BOPE.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce
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Cum Dur
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BOP Bolts with Cameron.

22:00 1.50 17.50 14 ND Rotating Head & Spacer Spool. 9,546.0 9,546.0

23:30 2.50 20.00 14 ND Choke Hose. ND HCR & Kill Lines. 9,546.0 9,546.0

02:00 2.00 22.00 14 ND BOP Annular. 9,546.0 9,546.0

04:00 2.00 24.00 14 Split Single Gate Rams from Double Gate Rams (Pole Truck unable to 9,546.0 9,546.0
handle together due to weight).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/24/2014
Report #: 47, DFS: 25.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/23/2014 06:00 1/24/2014 06:00 25.17 9,546.0 9,546.0 0.00
Operations at Report Time

Nipple Down BOP's and Clean Mud Tanks
Operations Summary

Finish LDDP. Clean Mud Pits. LD 4" Handling Tools. Move Catwalk, V-Door & Halliburton MPD Equip. ND BOPE.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 Finish LDDP from 4000' to surface. 9,546.0 9,546.0

11:00 7.00 12.00 1 Clean Mud Pits. 9,546.0 9,546.0
LD 4" Handling Tools. RD Rig Bails and Catwalk. LD V-Door. Move
Catwalk. Remove Wiind Wall from frontof Sub Base. Pull and LD
Mousehole. Move Halliburton MPD Equipment. Move Nabors Parts House.
Change out Top Drive Saver Sub.

18:00 1.50 13.50 23 Clean Mud Pits. LD BOP Pollution Pan. Pressure Wash BOP's. 9,546.0 9,546.0

19:30 2.50 16.00 14 ND Halliburton MPD Orbit Valve. Remove Orbit Valve Catch Pan. Break 9,546.0 9,546.0
BOP Bolts with Cameron.

22:00 1.50 17.50 14 ND Rotating Head & Spacer Spool. 9,546.0 9,546.0

23:30 2.50 20.00 14 ND Choke Hose. ND HCR & Kill Lines. 9,546.0 9,546.0

02:00 2.00 22.00 14 ND BOP Annular. 9,546.0 9,546.0

04:00 2.00 24.00 14 Split Single Gate Rams from Double Gate Rams (Pole Truck unable to 9,546.0 9,546.0
handle together due to weight).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 24-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31447
Excaliber ID

74*23780
Well Area

Paradox
Basin Regulatory Field Name

Big Flat
Well Configuration Type

Horizontal
County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,051.00
KB-Ground Distance (ft)

23.00
Spud Date

7/1/2007 00:00
Rig Release Date

9/18/2012 19:00
Operator

Fidelity E&P
Surface Legal Location

NENW SEC 24, T26S R19E
Rig

Nabors Drilling  
M38

Company Man\Well Site Lead

Scott Brady
Rig Email Address

naborsm38@fidelityepco.com
Rig Phone Number

(970) 361-3297
Rig Release Previous Well

12/9/2013 00:00
Rig Release Date

1/25/2014 06:00

Drilling Hours (hr)

301.00
Circulating Hours (hr)

42.00
Job ROP (ft/hr)

10.7
Job ROP Rotating (ft/hr)

16.7
Job ROP Sliding (ft/hr)

7.9
Job Rotating % (%)

31.73
Total Job Percent Sliding (%)

68.27
Target Depth (ftKB)

9,552.0
Kick Off Date

8/26/2012
Kick Off Depth (ftKB)

6,710.0
Kick Off Depth  (TVD) (ftKB)

6,703.5
Daily Operations
Report Start Date

1/24/2014 06:00
Report End Date

1/25/2014 06:00
Days From Spud (days)

26.17
Start Depth (ftKB)

9,546.0
End Depth (ftKB)

9,546.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00  
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

RE-Entry #3
Daily Contacts

Job Contact Position Office

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 14 ND Single Gate BOP Ram and DSA. Install Tubing Head.
Clean Mud Pits.

9,546.0 9,546.0

10:00 8.00 12.00 1 Remove Wind Tarps. RD HPU and Accummulator Electrical Lines.  
Disassemble front of Sub Base with Winch Truck. Remove Flowline.
Clean Harbors Pressure Washing Substructure.

9,546.0 9,546.0

18:00 6.00 18.00 1 Remove Halliburton MPD HCR Valve. Move Choke House with Winch  
Truck. Housekeeping.
Assist Clean Harbors with Pressure Washing Substructure.

9,546.0 9,546.0

00:00 6.00 24.00 23 Assist Clean Harbors with Pressure Washing Substructure. Remove Tools  
& Equipment from Sub Base. Prepare Sub for welding work to accept  
walking system.  
*** Rig Released on 1/25/2014 at 06:00 hrs. ***

9,546.0 9,546.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Report for: 1/25/2014
Report #: 48, DFS: 26.17

Daily Depth Progress: 0.00

Sundry Number: 47508 API Well Number: 43019314470000Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2014
Report #: 48, DFS: 26.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/24/2014 06:00 1/25/2014 06:00 26.17 9,546.0 9,546.0 0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 14 ND Single Gate BOP Ram and DSA. Install Tubing Head. 9,546.0 9,546.0
Clean Mud Pits.

10:00 8.00 12.00 1 Remove Wind Tarps. RD HPU and Accummulator Electrical Lines. 9,546.0 9,546.0
Disassemble front of Sub Base with Winch Truck. Remove Flowline.
Clean Harbors Pressure Washing Substructure.

18:00 6.00 18.00 1 Remove Halliburton MPD HCR Valve. Move Choke House with Winch 9,546.0 9,546.0
Truck. Housekeeping.
Assist Clean Harbors with Pressure Washing Substructure.

00:00 6.00 24.00 23 Assist Clean Harbors with Pressure Washing Substructure. Remove Tools 9,546.0 9,546.0
& Equipment from Sub Base. Prepare Sub for welding work to accept
walking system.
*** Rig Released on 1/25/2014 at 06:00 hrs. ***

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2014
Report #: 48, DFS: 26.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/24/2014 06:00 1/25/2014 06:00 26.17 9,546.0 9,546.0 0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 14 ND Single Gate BOP Ram and DSA. Install Tubing Head. 9,546.0 9,546.0
Clean Mud Pits.

10:00 8.00 12.00 1 Remove Wind Tarps. RD HPU and Accummulator Electrical Lines. 9,546.0 9,546.0
Disassemble front of Sub Base with Winch Truck. Remove Flowline.
Clean Harbors Pressure Washing Substructure.

18:00 6.00 18.00 1 Remove Halliburton MPD HCR Valve. Move Choke House with Winch 9,546.0 9,546.0
Truck. Housekeeping.
Assist Clean Harbors with Pressure Washing Substructure.

00:00 6.00 24.00 23 Assist Clean Harbors with Pressure Washing Substructure. Remove Tools 9,546.0 9,546.0
& Equipment from Sub Base. Prepare Sub for welding work to accept
walking system.
*** Rig Released on 1/25/2014 at 06:00 hrs. ***

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2014
Report #: 48, DFS: 26.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/24/2014 06:00 1/25/2014 06:00 26.17 9,546.0 9,546.0 0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 14 ND Single Gate BOP Ram and DSA. Install Tubing Head. 9,546.0 9,546.0
Clean Mud Pits.

10:00 8.00 12.00 1 Remove Wind Tarps. RD HPU and Accummulator Electrical Lines. 9,546.0 9,546.0
Disassemble front of Sub Base with Winch Truck. Remove Flowline.
Clean Harbors Pressure Washing Substructure.

18:00 6.00 18.00 1 Remove Halliburton MPD HCR Valve. Move Choke House with Winch 9,546.0 9,546.0
Truck. Housekeeping.
Assist Clean Harbors with Pressure Washing Substructure.

00:00 6.00 24.00 23 Assist Clean Harbors with Pressure Washing Substructure. Remove Tools 9,546.0 9,546.0
& Equipment from Sub Base. Prepare Sub for welding work to accept
walking system.
*** Rig Released on 1/25/2014 at 06:00 hrs. ***

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2014
Report #: 48, DFS: 26.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/24/2014 06:00 1/25/2014 06:00 26.17 9,546.0 9,546.0 0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 14 ND Single Gate BOP Ram and DSA. Install Tubing Head. 9,546.0 9,546.0
Clean Mud Pits.

10:00 8.00 12.00 1 Remove Wind Tarps. RD HPU and Accummulator Electrical Lines. 9,546.0 9,546.0
Disassemble front of Sub Base with Winch Truck. Remove Flowline.
Clean Harbors Pressure Washing Substructure.

18:00 6.00 18.00 1 Remove Halliburton MPD HCR Valve. Move Choke House with Winch 9,546.0 9,546.0
Truck. Housekeeping.
Assist Clean Harbors with Pressure Washing Substructure.

00:00 6.00 24.00 23 Assist Clean Harbors with Pressure Washing Substructure. Remove Tools 9,546.0 9,546.0
& Equipment from Sub Base. Prepare Sub for welding work to accept
walking system.
*** Rig Released on 1/25/2014 at 06:00 hrs. ***

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

1/21/2014 Production 9,533.0 6,023.7 4 1/2 3.826 15.10 P-110 5.88 1.34

Page 1/1 Report Printed:

Sundry Number: 47508 API Well Number: 43019314470000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2014
Report #: 48, DFS: 26.17

Well Name: Cane Creek 24-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31447 74*23780 Paradox Big Flat Horizontal
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,051.00 23.00 7/1/2007 00:00 9/18/2012 19:00
Operator Surface Legal Location

Fidelity E&P NENW SEC 24, T26S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Scott Brady naborsm38@fidelityepco.com (970) 361-3297 12/9/2013 00:00 1/25/2014 06:00
M38
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

301.00 42.00 10.7 16.7 7.9 31.73 68.27
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,552.0 8/26/2012 6,710.0 6,703.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/24/2014 06:00 1/25/2014 06:00 26.17 9,546.0 9,546.0 0.00
Operations at Report Time

Prep for Welders to Modify Sub Base to accept Walking System.
Operations Summary

Finish ND BOPE. Finish Cleaning Mud Pits. Pressure Wash Substructure and prepare for welding work. General Housekeeping. Release Rig 1/25/2014 at 06:00
hrs.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear RE-Entry #3
Daily Contacts

Job Contact Position Offce

Scott Brady Company Man / WSL (970) 361-3297

Daniel Ratliff Company Man / WSL (970) 361-3297
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RECEIVED: Feb. 18, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /1 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No work has been done on this well since January 25, 2014 when the
drilling rig was released. The well is waiting on completion. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /18 /2014

February 18, 2014

Sundry Number: 47914 API Well Number: 43019314470000Sundry Number: 47914 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
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4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
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QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/1/2014
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No work has been done on this well since January 25, 2014 when the Accepted by the
drilling rig was released. The well is waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 18, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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N/A 2/18/2014
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/1/2014
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No work has been done on this well since January 25, 2014 when the Accepted by the
drilling rig was released. The well is waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 18, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/18/2014

RECEIVED: Feb. 18,
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FOR RECORD ONLY
February 18, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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RECEIVED: Feb. 18, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

1 /15 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company is requesting permission
to extend the lateral approximately 500 feet. The revised BHL is 2336 ft

fsl, 977 ft fwl Sec 13, 26S 19E.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /18 /2014

February 20, 2014

Sundry Number: 47916 API Well Number: 43019314470000Sundry Number: 47916 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000
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QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is requesting permission Approved by the
to extend the lateral approximately 500 feet. The revised BHL is 2336 ft utah Division of

fsl, 977 ft fwl Sec 13, 26S 19E. Oil, Gas and Mining

Date: February 20, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/18/2014

RECEIVED: Feb. 18,

Sundry Number: 47916 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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to extend the lateral approximately 500 feet. The revised BHL is 2336 ft utah Division of
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Date: February 20, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/18/2014

RECEIVED: Feb. 18,

Sundry Number: 47916 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
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FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH
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TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is requesting permission Approved by the
to extend the lateral approximately 500 feet. The revised BHL is 2336 ft utah Division of

fsl, 977 ft fwl Sec 13, 26S 19E. Oil, Gas and Mining

Date: February 20, 2014

Horizontal lateral #4 By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/18/2014

RECEIVED: Feb. 18,

Sundry Number: 47916 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH
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/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
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OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is requesting permission Approved by the
to extend the lateral approximately 500 feet. The revised BHL is 2336 ft utah Division of

fsl, 977 ft fwl Sec 13, 26S 19E. Oil, Gas and Mining

Date: February 20, 2014

Horizontal lateral #4 By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/18/2014

RECEIVED: Feb. 18,

Sundry Number: 47916 API Well Number: 43019314470000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
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ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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RECEIVED: Feb. 19, 2014

Diana Mason <dianawhitney@utah.gov>

FW: CCU 24-1RE3 plus 500 feet - USO Response

Michael (Mickey) Coulthard <mcoultha@blm.gov> Wed, Jan 15, 2014 at 3:36 PM
To: Eric Jones <ejones@blm.gov>
Cc: Diana Mason <dianawhitney@utah.gov>

Eric,

 

Per our recent telephone conversa on, I have no objec ons to the change.

 

Thank you,

 

Mickey

 

Michael L. Coulthard

Petroleum Engineer

Bureau of Land Management

Phone (801) 539-4042

Fax (801) 539-4261 

 

From: Jones, Eric [mailto:ejones@blm.gov]
Sent: Wednesday, January 15, 2014 2:54 PM
To: Michael Coulthard
Subject: Fwd: FW: CCU 24-1RE3 plus 500 feet

 

Mickey,

Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill.  This is a Clastic 19 lateral.

The approved BHL is:  1902' fsl, 1225' fwl (NW/SW) Sec. 13, T26S, R19E (reference your memo 9/6/13)

The revised BHL is:     2336' fsl,  977' fwl (NW/SW) Sec. 13, T26S, R19E

 

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in this well.

 

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.

Thanks, 

 

---------- Forwarded message ----------
From: Robins, Jody <Jody.Robins@fidelityepco.com>
Date: Wed, Jan 15, 2014 at 11:49 AM
Subject: FW: CCU 24-1RE3 plus 500 feet
To: "Eric Jones (ejones@blm.gov)" <ejones@blm.gov>
Cc: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>, "Calhoun, Ryan" <Ryan.Calhoun@fidelityepco.com>

Eric

 

Fidelity is requesting BLM verbal approval to drill an additional 500’ past our approved directional plan on the 24-1RE3 well. Please see below for the new BHL coordinates
and lease line calls. At our currently ROP, we should TD our current plan early tomorrow  morning, so an answer by the end of today would be greatly appreciated.

 

Thank you.

 

Jody C Robins

State of Utah Mail - FW: CCU 24-1RE3 plus 500 feet - USO Response https://mail.google.com/mail/u/0/?ui=2&ik=8d7a8b69b3&view=pt&q=in...
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Thank you,

Mickey

Michael L. Coulthard
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Bureau of Land Management

Phone (801) 539-4042

Fax (801) 539-4261

From: Jones, Eric [mailto:ejones@blm.gov]
Sent: Wednesday, January 15, 2014 2:54 PM
To: Michael Coulthard
Subject: Fwd: FW: CCU24-1RE3 plus 500 feet

Mickey,

Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill. This is a Clastic 19 lateral.

The approved BHL is: 1902' fsl, 1225' fwl (NWISW) Sec. 13, T26S, R19E (reference your memo 9/6/13)

The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.

Thanks,

-------Forwarded message -------

From: Robins, Jody <Jody.Robins@fidelityepco.com>
Date: Wed, Jan 15, 2014 at 11:49 AM
Subject: FW: CCU 24-1RE3 plus 500 feet
To: "Eric Jones (ejones@blm.gov)" <ejones@blm.gov>

Cc: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>, "Calhoun, Ryan" <Ryan.Calhoun@fidelityepco.com>

Eric

Fidelity is requesting BLM verbal approval to drill an additional 500' past our approved directional plan on the 24-1RE3 well. Please see below for the new BHL coordinates
and lease line calls. At our currently ROP, we should TD our current plan early tomorrowmorning, so an answer by the end of todaywould be greatly appreciated.

Thank you.

Jody C Robins
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Cc: Diana Mason <dianawhitney@utah.gov>

Eric,

Per our recent telephone conversation, I have no objections to the change.

Thank you,

Mickey

Michael L. Coulthard

Petroleum Engineer

Bureau of Land Management

Phone (801) 539-4042

Fax (801) 539-4261

From: Jones, Eric [mailto:ejones@blm.gov]
Sent: Wednesday, January 15, 2014 2:54 PM
To: Michael Coulthard
Subject: Fwd: FW: CCU24-1RE3 plus 500 feet

Mickey,

Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill. This is a Clastic 19 lateral.

The approved BHL is: 1902' fsl, 1225' fwl (NWISW) Sec. 13, T26S, R19E (reference your memo 9/6/13)

The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.

Thanks,

-------Forwarded message -------

From: Robins, Jody <Jody.Robins@fidelityepco.com>
Date: Wed, Jan 15, 2014 at 11:49 AM
Subject: FW: CCU 24-1RE3 plus 500 feet
To: "Eric Jones (ejones@blm.gov)" <ejones@blm.gov>

Cc: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>, "Calhoun, Ryan" <Ryan.Calhoun@fidelityepco.com>

Eric

Fidelity is requesting BLM verbal approval to drill an additional 500' past our approved directional plan on the 24-1RE3 well. Please see below for the new BHL coordinates
and lease line calls. At our currently ROP, we should TD our current plan early tomorrowmorning, so an answer by the end of todaywould be greatly appreciated.

Thank you.

Jody C Robins
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Eric,

Per our recent telephone conversation, I have no objections to the change.

Thank you,

Mickey

Michael L. Coulthard

Petroleum Engineer

Bureau of Land Management

Phone (801) 539-4042

Fax (801) 539-4261

From: Jones, Eric [mailto:ejones@blm.gov]
Sent: Wednesday, January 15, 2014 2:54 PM
To: Michael Coulthard
Subject: Fwd: FW: CCU24-1RE3 plus 500 feet

Mickey,

Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill. This is a Clastic 19 lateral.

The approved BHL is: 1902' fsl, 1225' fwl (NWISW) Sec. 13, T26S, R19E (reference your memo 9/6/13)

The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.

Thanks,

-------Forwarded message -------
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Subject: FW: CCU 24-1RE3 plus 500 feet
To: "Eric Jones (ejones@blm.gov)" <ejones@blm.gov>

Cc: "Gardner, Joy" <Joy.Gardner@fidelityepco.com>, "Calhoun, Ryan" <Ryan.Calhoun@fidelityepco.com>
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and lease line calls. At our currently ROP, we should TD our current plan early tomorrowmorning, so an answer by the end of todaywould be greatly appreciated.
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From: Jones, Eric [mailto:ejones@blm.gov]
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To: Michael Coulthard
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Mickey,

Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill. This is a Clastic 19 lateral.

The approved BHL is: 1902' fsl, 1225' fwl (NWISW) Sec. 13, T26S, R19E (reference your memo 9/6/13)

The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.
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The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.
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-------Forwarded message -------
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The revised BHL is: 2336' fsl, 977' fwl (NWISW) Sec. 13, T26S, R19E

The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.

Thanks,
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and lease line calls. At our currently ROP, we should TD our current plan early tomorrowmorning, so an answer by the end of todaywould be greatly appreciated.
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Fidelity has requested to extend the lateral approximately 500 feet along azimuth on the Cane Creek 24-1 re-drill. This is a Clastic 19 lateral.
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The revised BHL is within about 100' of, and along the same azimuth as, the BHL of the last Cane Creek lateral drilled in thiswell.

They have had difficulty staying in the target zone and would like to increase the length of lateral in-zone.
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and lease line calls. At our currently ROP, we should TD our current plan early tomorrowmorning, so an answer by the end of todaywould be greatly appreciated.
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RECEIVED: Feb. 19, 2014

Senior Drilling Engineer

Fidelity E&P

Direct: 720.917.3037

Cell: 303.905.1858

 

From: List, Dave
Sent: Tuesday, January 07, 2014 4:32 PM
To: Tur, Laurie
Cc: VanHolland, Adam; Gardner, Joy; Calhoun, Ryan
Subject: CCU 24-1RE3 plus 500 feet

 

Laurie,

 

This is what the 500’ extension would look like. It would stop even with the 24-1RE2 path drilled in the Cane Creek.

 

Coordinates are given below for a possible sundry. This plan would give us a 2,165 foot lateral. Originally we had planned for 2,000 feet.

 

 

 

NW Planned Path with possible 500 ft ext

CCU 24-1RE3 SP 4302 NAD27 Vsection From Landing  NAD27 NAD83 Footage
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 Y X Feet  MD, ft Lat Long Lat Long  

SHL 77241.7 2494005.0    38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0  6565.8 38.532691 109.773309 38.532673 109.773983  

Landing 78301.0 2493538.0 1157.6        

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

 

 

 

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

 

 

--
Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@blm.gov

435-259-2117

State of Utah Mail - FW: CCU 24-1RE3 plus 500 feet - USO Response https://mail.google.com/mail/u/0/?ui=2&ik=8d7a8b69b3&view=pt&q=in...

3 of 3 2/19/2014 8:32 AM

Sundry Number: 47916 API Well Number: 43019314470000State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1

State off ggggþ-IgF7gg 5g(þfgetWgg Rygg y .

gty:(/ygg11gggggggžpiail/u/0/?ui=2&ik=8d7a8b69b3&view-pt&q=in...

Y X Feet MD, ft Lat Long Lat Long

SHL 77241.7 2494005.0 38.532298 109.773326 38.532281 109.774000 2829 FEL 682 FNL Sec12

KO 77384.7 2494007.1 143.0 6565.8 38.532691 109.773309 38.532673 109.773983

Landing 78301.0 2493538.0 1157.6

BHL 79723.0 2492657.1 2823.7 1666.1 9574.2 38.539180 109.777869 38.539162 109.778544 1225 FWL 1902 FSL Sec 13

BHL + 500 80156.5 2492408.8 3323.2 2165.6 10074.6 38.540384 109.778708 38.540366 109.779382 977 FWL 2336 FSL Sec 13

Dave List

Senior Geophysicist

Fidelity Exploration & Production Company

1700 Lincoln St, Ste 2800

Denver, CO 80203

(720) 956-5772 (Office)

(720) 393-9109 (Cell)

Eric Jones

Petroleum Engineer

BLM Moab Field Office

ejones@bIm.gov

435-259-2117

3of3 RECEIVED: Feb. 192/1



RECEIVED: Feb. 20, 2014

â

â

â

â

â

ª

ª

ª

ª

ª

ª

ª

ª

ª
ª

ª'

·

'

'

'

H

22

17

13

19

07

18

11

15

24

26

10
08

23

12

14

27
25 30

BIG FLAT
UNIT 2
4301911002

BIG FLAT
UNIT 2

4301911331

BIG FLAT
UNIT 4
4301911332

HOBSON
USA 1
4301911336

BIG FLAT
UNIT 3
4301911579

BIG FLAT
UNIT 1
4301915777

BIG FLAT
UNIT 3
4301915778

KING OIL
COMPANY 1 RUBY
4301920409

SUNBURST 1
4301930357

MINERAL
CANYON U 1-14

4301931156

KANE SPRINGS
19-1
4301931319

KANE SPRINGS
FED 19-1A

4301931324

CANE
CREEK 24-1
4301931447

CANE CREEK
UNIT #18-1
4301950012

CANE CREEK
U #13-1
4301950014

Cane Creek
Unit 18-2
4301950027

Cane Creek
Unit 24-2H
4301950034

C A N EC A N E
C R E E KC R E E K

U N I TU N I T

Map Produced by Diana Mason

F
1,700 0 1,700850 Feet

1:16,807

Wells Query
Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!) GS - Gas Storage

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=) WSW - Water Supply Well

Units
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API Number: 4301931447
Well Name:  CANE CREEK 24-1                     
Township: T26.0S   Range:  R19.0E   Section: 24  Meridian: S

Operator:  FIDELITY E&P COMPANY                              

Map Prepared: 2/20/2014
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RECEIVED: Mar. 03, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /3 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No work was done on this well in February. The well is waiting on
completion.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 3 /3 /2014

March 04, 2014

Sundry Number: 48310 API Well Number: 43019314470000Sundry Number: 48310 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No work was done on this well in February. The well is waiting on
.

Accepted by the
completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 04, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/3/2014
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OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No work was done on this well in February. The well is waiting on
.

Accepted by the
completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 04, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/3/2014

RECEIVED: Mar. 03,
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Consulting Geologist Consulting Geologist
Hal Schmidt LLC Spencer Consulting LLC
10 Heather Way 254 Elmwood Dr

i Golden, Colorado 80401 Colorado Springs, Colorado 80907
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Cell: 303-919-7822 Cell: 719-258-7712
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WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

i OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

ADDREss: 1700 Lincoln, Suite 2800, Denver, CO. 80203

WELL NAME: CANE CREEK UNIT # 24-1H4-RE3

API #: 43-019-31447-00-S1

SURFACE LOCATION: NE/NW Sec 24, T26S, Rl9E
682' FNL & 2829' FEL

FIELD: Big Flat ( Cane Creek Unit)

COUNTY, STATE Grand, Utah

BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

BASIS OF PROSPECT: Production from Cane Creek in near by wells

ELEVATION: GL: 6051' Meas. Graded KB: 6074'

WINDOW MILLED DATE DECEMBER 30, 2013

TD DATE: JANUARY 19, 2014

HORIZONTAL TARGET: CLASTIC # 18/19

i WINDOW IN 7" CASING 6,335' TO 6,343'

TOTAL DEPTH: 9,546.8' TD

TVD AT TD: 7078.25'

i
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i

WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT #24-1 H4-RE3

BOTTOM HOLE LOCATION: 2514.06' N & 1271.44' W
1832.06' FSL & 1179.56' FEL SEC 13, T26S,R19E

FINAL VERTICAL SECTION: 2817.13

FINAL CLOSURE AZIMUTH:
333.17°

i PROPOSED AZIMUTH:
331.5°

TOTAL DRILLING DAYS 21

STATUS OF WELL: Waiting Completion

CONTRACTOR: Nabors Rig M38

TOOLPUSHER: Kurt Cleaveland

i FIELD SUPERVISORS: Doug Williams, Doug Long, Scott Brady, Daniel Ratliff

MUD COMPANY: NOV Bariod
Bruce Buttler, Rio Good, Moe Butler, D.J. Groetken

MUD TYPE: IRVert

WELLSITE GEOLOGISTS: Sam Spencer, John Flinn

PROSPECT GEOLOGIST: Adam VanHolland, Ian Hogan, Fidelity

ROCK SAMPLING: 30' Lagged Samples to CLASTIC 18/19
30' Lagged Samples CLASTIC 18/19

Two sets of dry sample cuts were collected.

I DIRECTIONAL DRILLERS: Pathfinder
Matt Geiser, Justin Hawkins

i
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i
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #24-1 H4-RE3

i MWD: Pathfinder
Stewart Robertson, Mike Zaw, Robert Gutshall

CASING: 7" to 6,343'; 4 1/2" Liner P-110 BTC 6,030'-9,533'

HOLE SIZE: 6" FROM CASING WINDOW 6,335'-6,343' to 9,546' TD

CORES and DST's: NONE

WIRELINE/OPEN HOLE LOGS: NONE

I KEY OFFSET WELLS FIDELITY EPCO CANE CREEK UNIT 17-1

SW/SE SECTION 17, T26S, R20E

FIDELITY EPCO CANE CREEK UNIT 12-1

NE/SW SECTION 12, T26S, R19E
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FIDELITY EXPLORATION AND PRODUCTION
DISTRIBUTION

CANE CREEK UNIT#24-1 H4-RE3

i
Geological Final Mud Digital mud Well

DISTRIBUTION Report Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 3 3 3 0

1700 Lincoln St. Suite 2800,

i Denver CO 80203
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i
DAILY DRILLING SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

i .

DATE DEPTH 24 HR Mud

i DAY 2013/2014 06:00 HRS FOOTAGE BIT # Losses 24 HR ACTIVITY FORMATION

Make up bit, casing scraper. TIH scrape casing, TOOH,
Make up whipstock, TIH. RU Wireline truck, wireline

i MILL jumped sheve in derrick, Pull wireline out of hole. Wait Paradox Salt
1 27-Dec 6,335' O' 1 0 on new wireline truck Section

Wait on new wireline truck. RU wireline. Orient
whipstock. RD wireline truck. Attempt to pressure up

i on packer, Will not hold pressure. TOOH. Whipstock
MILL left in hole. TIH tag whipstock. TOOH. Make up Paradox Salt

2 28-Dec 6,335' 0' 1 0 whipstock running tools. Section

i Make up whipstock running tools. TIH w/
whipstock.TIH. Orient whipstock to 328 deg az.
Pressure up to 3229 psi. set packer. Shear pin.

I Circulate, displace hole w/ OBM. Start milling window
@02:30 HRS, mill window in 7" casing f/ 6335'to 6343'

MILL drill to 6349' w/ mill in formation Paradox Salt
3 29-Dec 6,335' 14' 1 0 Section

i MILL Circulate BU, work mill in window. TOOH LD Mill
1 assembly, PU 4" XT-39 Drill pipe, PU and scribe Paradox Salt

4 30-Dec 6,349' O' BIT 1 0 directional tools. TIH Section

i TIH w/ directional BHA, RU Gyrodata , run wireline,
Orient BHAw/ Gyro, trouble with number of wraps on

I
wirelint to orient BHA, Drill/slide f/ 6,349' to 6,376'.
Pull wireline, make connection, run wireline. Orient Paradox Salt

5 31-Dec 6,349' 2T 1 0 BHA Section

i Slide/drill f/ 6,376' to 6,392' WELL KICKED 224
unitsgas, water flow from Clastic #14, shut in 950#on
well head, raise mud wt f/13.5 to 14.5 Drill ahead 200# Paradox Salt

i 6 1-Jan 6,376' 196' 1 7 on MPD, Slide, rotate, build curve f/ 6,392'to 6,572' Section

Drill f/ 6,572' to 6,689' Rig service, Drill f/ 6,689'to Paradox Salt
7 2-Jan 6,572' 383' 1 50 6,955' building curve Section

i Drill f/ 6,955' to 7,063' Rig service. Drill f/ 7.062' to Paradox Salt
8 3-Jan 6,955' 194' 1 36 7,149' Section

Paradox Salt

i 9 4-Jan 7,149' 171' 1 30 Drill/slide build curve f/ 7,149' to 7,320' Section
Drill f/ 7,320 to 7,440' Rig service. Drill f\ 7,440' to Paradox Salt
7,646' Circulate Bottoms up for samples. Drill ahead in Section

i Clastic 18 f/ 7,646 to 7,684' Clastic #
10 5-Jan 7,320' 364' 1 12 18/19

Drill f/ 7,684' to 7,709' Mud motor failed, Transfer kill

i mud into pre mix tank, circulat BU, Strip out to 6,600' Clastic #
11 6-Jan 7,684' 25' 1 116 Displace 14.8 mud w/ 16.6 ppg mud. TOOH 18/19
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i 6 1-Jan 6,376' 196' 1 7 on MPD, Slide, rotate, build curve f/ 6,392'to 6,572' Section

Drill f/ 6,572' to 6,689' Rig service, Drill f/ 6,689'to Paradox Salt
7 2-Jan 6,572' 383' 1 50 6,955' building curve Section

i Drill f/ 6,955' to 7,063' Rig service. Drill f/ 7.062' to Paradox Salt
8 3-Jan 6,955' 194' 1 36 7,149' Section

Paradox Salt

i 9 4-Jan 7,149' 171' 1 30 Drill/slide build curve f/ 7,149' to 7,320' Section
Drill f/ 7,320 to 7,440' Rig service. Drill f\ 7,440' to Paradox Salt
7,646' Circulate Bottoms up for samples. Drill ahead in Section

i Clastic 18 f/ 7,646 to 7,684' Clastic #
10 5-Jan 7,320' 364' 1 12 18/19

Drill f/ 7,684' to 7,709' Mud motor failed, Transfer kill

i mud into pre mix tank, circulat BU, Strip out to 6,600' Clastic #
11 6-Jan 7,684' 25' 1 116 Displace 14.8 mud w/ 16.6 ppg mud. TOOH 18/19
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DAILY DRILLING SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 24-1 H4-RE3

I
DATE DEPTH 24 HR Mud

DAY 2013/2014 06:00HRS FOOTAGE BIT# Losses 24HRACTIVITY FORMATION

i Continue TOOH. LD Mudmotor/bit. PU new
mudmotor/bit, scribe BHA, Surface test. TIH to 6,485'.
Displace 16.6 ppg mud with 14.6 ppg mud, strip to clastic#

I 12 7-Jan 7,709' 144' 1/2 1 bottom. Drilling f/ 7,709' to 7,748' 18/19

Drill build curve f/ 7,749' to 7,853' landing at 90°.

Circulate, Strip to 6,000' Displace 14.8 mud with clastic#

I 13 8-Jan 7,853' O' 2 24 16.6 ppg kill mud. TOOH 18/19

Clastic #
14 9-Jan 7,853' O' 3 51 TOOH, LDcurve BHA, PU Lateral BHA, TIH 18/19

i TIH to 6,600' Slip and cut drilling line. Displace killmud Clastic #
w/ 14.8 ppg mud. Strip to 7,600' relog Clactic 18/19 18/19 Salt

15 10-Jan 7,853' 328' 3 15 with IPZIG tool, Drill f/ 7,853' to 8,101' #20

i Drill f/ 8,101' to 8,323' Rig service. Drill f/ 8,323' to Salt # 20
16 11-Jan 8,181' 368' 3 15 8,549' Clastic#19

Work on rig weight indicator. Drill f/ 8,549' to 8,604' Rig

i 17 12-Jan 8,549' 334' 3 8 service. Drill f/ 8,604' to 8,883' Clastic # 19

Drilling f/8.883' to 9,144' Replace rotating head, Drill f/ Clastic #19
18 13-Jan 8,883' 291' 3 20 9,144' to 9,174' | Salt # 20

i Salt#20
19 14-Jan 9,174' 127' 3 21 Drill f/ 9,174' to 9,301' i Clastic # 19

Drill f/ 6,301' to 9,329' Circulate BU, Strip pipe to 6,438'

i 20 15-Jan 9,301' 28' 3 0 Displace 14.5 mud w/ 16.5 killmud. TOOH Clastic #19

TOOH to 4,027'. Hole not taking correct fill. TIH to
3 6,436' Circ and condition killmud to 16.5 ppg, TOOH,

i 21 16-Jan 9,329' O' RR2 0 LD mudmotor/bit. PU new mudmotor/bit Clastic #19

Scribe MWD, Surface test MWD. TlH to 6,260', Slip and
cut DRLG line. TlH to 6,438' Displace 16.6 killmud w/
14.5 mud. Strip pipe to 9329' Drilling from 9,329' to

22 17-Jan 9,329' 17' RR2 0 9,346' Clastic 19

Drill f/ 9,346' to 9,546' TD well. Circulate BU. Short trip Clastic #19
23 18-Jan 9,346' 201' RR2 11 to 8,420' Salt # 20

I Continue short trip to 6,438'. Strip back to bottom.
Circulate, Strip out. Displace 14.6 ppg mud w/ 16.6 kill

24 19-Jan 9,547' O' RR2 0 mud. Pump 2.5# over slug, TOOH Salt #20

i
TOOH, LDBHA, rig up casers, make up shoe track, run 4

I 25 20-Jan 9,547' O' RR2 21 1/2: P-110 casing. Make up hanger. TIH w/ 4 1/2" Liner Salt #20

Run liner to 6,352' displace 16.6 killmud w/ 4.5
mud.bstrip drill pipe w/ liner to TD. Circulate, RU
cementers Cement 4 1/2" Liner. Drop ball, set packer, I
set hanger. Release from hanger.Reverse circulate out

26 21-Jan 9,547' 0' 12 cement. Geologists released Salt # 20
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24 19-Jan 9,547' O' RR2 0 mud. Pump 2.5# over slug, TOOH Salt #20
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I 25 20-Jan 9,547' O' RR2 21 1/2: P-110 casing. Make up hanger. TIH w/ 4 1/2" Liner Salt #20

Run liner to 6,352' displace 16.6 killmud w/ 4.5
mud.bstrip drill pipe w/ liner to TD. Circulate, RU
cementers Cement 4 1/2" Liner. Drop ball, set packer, I
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GEOLOGICALREPORT

INTRODUCTION

I The Fidelity Exploration & Production Co. Cave Creek Unit #24-1 H4-RE3, located in NE / NW, Section
24, T26S, R19E was re-entered on December 30, 2013. A window was milled in the existing 7 inch casing

i in order to drill a new northwest trending horizontal lateral in the productive Pennsylvanian, Clastic
18/19. The lateral was drilled to a total depth of 9,547'md, 7078.25'tvd, bottoming in the # 20 Salt on
January 19, 2014.

The 24-1 H4 RE3 horizontal lateral was directionally drilled off a whipstock at 6343' into the Paradox
Formation, Salt #13, at a build rate of approximately 8° per 100 feet with an azimuth of 332 degrees.

I The top of the Clastic 18/19 was encountered at 7630'md,7198'tvd where the hole had an inclination of
74 degrees. Drilling of the lateral continued with the well path deviating upward in an attempt to
follow the Clastic 18/19 to total depth.

I A 24 hour, two man geologist well site service began on December 30, 2014 when the window was
milled in the 7 inch casing. An MSI chromatograph was used to record total gas along with the various
gas components of C-1through C-4. The total gas readings were displayed on the rig electronic data

i recorder screen " Pason" for viewing by operating personnel at the rig and remotely. The total gas and
the various gas components recorded were plotted at lagged depth to compile a permanent mudlog
record of drilling parameters, lithology drilled along with hydro carbon shows.

I
HORIZONTAL LATERAL 24-1 H4-Re-Entry 3

i Lithology encountered upon exiting the casing window consisted of salt of Salt 13, from 6343' to 6376'.
At 6376' to 6399' Clastic 13 was encountered, and was 60% Anhydrite, 20,% black shale and 20%
dolomite . At 6392' the well kicked with a 8 bbl gain, and 224 units of gas were recorded. The well was
shut in and there was 950 psi on the well head. This was determined to be a calciumChloride water
flow with some gas. The mud weight was increased from 13.5 to 14.5 ppg. Salt 14 was from 6399' to
6411'. Clastic 14 was thin interbeded anhydrite and dolomite from 6411' md to 6413' md. Salt 15 was
massive salt from 6413' md to 6532' md and white in color. Clastic # 15 from 6532' md to 6547' md.
consisted of Anhydrite and Dolomite. Salt #16 was a massive bedded salt, white in color, from 6547'
md to 6581' md. Clastic # 16 was 6' thick 6581' md to 6587' md. Salt # 17 was also a massively bedded
salt from 6587'md to 6807'md. Clastic17 6807' md to 6819'md consisted of anhydrite, dolomite and

i black shale. Salt #18 was drilled from 6819' md to 7630' md. There were numerous high gamma
readings in this interval due to Potash. The salt was generally white with light pink to orange potash
stringers.
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Clastic 18/19

i Clastic 18 Anhydrite was topped at 7630' md 7198' tvd at an inclination of 72° and drilled with no gas
shows. Clastic 18 pay was topped at 7652' md, 7203' tvd consisted of an upper dolomite and a lower
black shale member. This Clastic 18 pay had a gas increase to 3712 units. Chromatography indicates

i methane, ethane, propane and butanes were present. Mud weights were increased from 14.6 to 14.8
ppg. The total gas declined from 3712 to 300 units by 7700'. The Clastic 18 pay maybe commercially
productive at this location, as well as other locations in the field.

I Clastic 19 upper anhydrite was drilled from 7692' (7214' tvd) to 7785' md ( 7231' tvd). A failed
mudmoter forced a trip at 7709'. Returning back to bottom, 4627 units of trip gas were recorded. The
inclination in the well was brought up to 82° at the top of Clastic 19 pay. The Clastic 19 pay was topped

I at 7785' md (7231' tvd). The lithology was dolomite, light gray in color. The total gas throughout the
pay interval remained in the 200 to 300 units range . At 7853' md the curve BHA was tripped out for the
IPZIG lateral BHA. There were 4469 units of trip gas which declined slowly to 300 units. The inclination

I was 88° by this time. The Clastic 19 Lower Anhydrite was drilled into at 7885'md 7239' tvd. Drilling
continued with 100% up-slides. The rapidly changing upward formation dip caused the underlying Salt
20 to be penetrated at 7922' md, 7238' tvd.

Drilling continued in Salt 20, as the inclination in the well bore was brought up to 99°. At 8422' md,
7173' tvd the base of the Clastic 19 Lower Anhydrite was intersected. By 8544' md , 7154' tvd the
general consensuses was to drop inclination. The base of Clastic 19 Pay was drilled up into at 8550'md,
7153' tvd. For the next 308' the well path followed the formation dip near 2° up. The total gas remained
low, in the 100-200 unit range. At 8858' md, 7040' tvd,the Clastic 19 Lower Anhydrite was drilled into.
By 8907' md, 7139' tvd the top of Salt 20 was drilled into.

The inclination was increased from 90° to 98° as drilling continued in Salt 20. At 9254'md, 7122' tvd, the
base of Clastic 19 Lower Anhydrite was intersected again. At 9292', md 7116'tvd the base of Clastic 19

i Pay was encountered. For the next 67' dolomite was penetrated. The total gas remained low, in the 200
to 300 unit range. The formation dip changed upwardly and the clastic19 Lower Anhydrite was drilled
at 9338' md, 7108' tvd. The top of Salt 20 once again, was drilled into for the last time at 9424' md,

i 7100' tvd. The inclination in the well bore was increased to as high as 103° up. The base of the Clastic19
Lower Anhydrite was not seen before a total depth of 9,547'md, 7078.25 tvd and 2816'vertical section
was reached.

Due to the local geological structure the clastic 19 pay target was difficult to follow. This is due to the
rapidly changing and unpredictable formation dip rates. The overall well path was upward. Clastic 18/19
appeared to have shear zones which stair stepped upwardly.
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BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK #24-1 H4-RE3

FIDELITY EXPLORATION MILLEDWINDOW
OPERATOR: & PRODUCTION CO. CONTRACTOR: Nabors Rig M38 DATE December 30, 2013

CANE CREEK UNIT #24- Loadmaster 142' 550K
WELL NAME: lH4-RE3 RIG MAKE: 1500 HP

LOCATION: Sec 24, T26S, RI9E PUMPS: 2 H&H 1600 12" TD DEPTH/ DATE: 9,546' January 19, 20I4
682' FNL & 2829' FEL

GROUND
LEVEL: 6,05 l' (meas. Graded)

KELLY
BUSHING: 6,074" (meas. Graded)

Bit # Size Make Type Jets Serial # Depth in Depth Out Ftg Hours Ft/Hr Vert. Dev.

Mill #1 6" STC Mill AA64491 6,335' 6,349' 14' 4.5 3.1 5

1 6" HTC T406 3x22,3x12 7142570 6,349' 7,709' 1,360' 116 11.7 Curve

Curve2 6" REED 613M 6x18 A159404 7,709' 7,853' 144' 24 6.0
Landing

3 6" STC MDI613 4x14,4x20 JG9435 7,853' 9,329' 1,476' 89 16.6 Lateral

RR#2 6" REED SKHE613M 6x18 A159404 9,329' 9,546' 217 18.8 11.5
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FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'
Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'
Salt 8 5,599' 475'
Clastic 8 5,696' 378'
Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I

i
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 24-1 H4-RE3

Well Name: Fidelity Cane Creek Unit # 24-1 H4-RE3

i Location: Sec 24, "26S, R 19E
Elevation: KB: 6,074'

FORMATION
Actual Log Tops Depth Subsea

i ZONE
Kayenta Surface
Wingate
Chinle 746' 5,328'
Moenkopi 1,150' 4,924'
Cutler 1,57T 4,497'
Honaker Trail 2,752' 3,322'
Paradox Formation 4,154' 1,920'
Salt 1 4,382' 1,692'
Intermediate Casing Pt. 4,472' 1,602'

Clastic 2 4,583' 1,491'

i Salt 3 4,658' 1,416'
Clastic 3 4,690' 1,384'
Salt 4 4,718' 1,356'

I Clastic 4 4,873' 1,201'
Salt 5 4,963' 1,111'
Clastic 5 5,31T 75T

I Salt 6 5,348' 726'

Clastic 7 5,551' 523'

Salt 8 5,599' 475'

Clastic 8 5,696' 378'

Salt 9 5,750' 324'

Clastic 10 6,006' 68'

i Salt 12 6,10T -33'

Clastic 12 6,216' -142'

Salt 13 6,23T -163'

I Clastic 14 6,374' -300'

Clastic 18 7,145' -1,071'

Salt 20 7,201' -1,12 T

I Clastic 20 7,320' -1,246'

Salt 21 7,335' -1,261'

Top Cane Creek 7,590' -1,516'

Cane Creek Shale B 7,617' -1,543'

Horizontal Tartget 7,626' -1,552'

Base Cane Creek Sh. 7,689' -1,615'

Salt 23 7,703' -1,629'

TD 7,845' -1,771'

I



FIDEL1TY EXPLORATION AND PRODUCTION
1NVERT MUD REPORTS

CANE CREEK UNIT #24-1 H4-RE3

DATE
Flow Line ELECTRIC2013 DEPTH

Temp
WT FV PV YP GELS APIFILT OIL/WATER

STABILITY
CORRECTEDSOLIDS NaCI%wt CaCl2%wt MgCl2%wt 24HOUR

2014 MUD
LOSSES

30-Dec 6349 65 13.50 59 19 20 11/13 3 76.4/23.6 510 20.50 0.00 17.4 0.10 0

31-Dec 6349 77 13.50 60 20 22 12/14 3 76/24 579 23.60 2.60 26.9 0.00 0

1-Jan 6391 71 13.40 61 22 24 14/17 2 77.6/22.4 622 22.50 6.60 15.00 1.80 7

2-Jan 6768 85 14.55 61 27 18 12/14 2 78.4/21.6 508 27.10 0.60 23.4 4.20 50

3-Jan 7020 85 14.50 59 24 16 9/11 2 78.4/21.6 682 24.50 0.00 24 4.40 36

4-Jan 7177 85 14.45 49 20 10 5/7 2 81.4/18.6 665 26.00 8.50 21 1.40 30

5-Jan 7500 70 14.60 SS 21 11 7/10 2 82.8/17.2 744 25.90 3.70 29.8 6.80 12

6-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 116

7-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 1

8-Jan 7,803 87 14.85 55 23 11 8/11 2 82.9/17.1 820 28.40 4.40 28.3 2.10 24

9-Jan 7853 na 14.90 65 23 14 9/13 2 82.9/17.1 960 28.40 4.60 27.8 1.60 51

10-Jan 7853 75 14.90 61 25 15 10/14 2 83.1/16.9 867 27.30 3.60 30.20 2.60 15

11-Jan 8323 95 14.95 57 26 16 11/14 2 82.9/17.1 878 28.30 3.80 30.1 3.70 15

12-Jan 8604 85 14.80 58 24 14 9/13 2 84.3/15.7 858 28.40 2.60 32.7 3.90 8

13-Jan 9070 97 14.65 56 25 14 9/13 2 85/15 908 28.50 1.70 35.3 8.00 20

14-Jan 9238 99 14.30 57 26 17 9/13 2 80.3/19.7 681 27.10 2.40 33.2 9.20 21

15-Jan 9324 99 14.50 58 28 18 10/13 2 80.4/19.6 638 26.60 2.40 33.3 8.20 0

16-Jan 9329 na 14.50 64 28 18 10/14 2 80.4/19.6 657 26.60 2.50 33 7.50 0

17-Jan 9329 na 14.80 85 29 17 11/14 2 80/20 785 28.10 2.40 33.2 9.20 0
18-Jan 9396 98 14.50 55 25 16 9/12 2 81.9/18.1 837 26.20 2.50 32.9 7.60 11

19-Jan 9520 88 14.50 54 29 11 9/13 2 81.9/18.1 720 26.20 2.60 32.6 7.10 21

20-Jan 9547 na 14.60 74 28 18 11/14 2 81.7/18.3 814 27.10 1.80 35.2 8.30 0

21-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50 12

22-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50
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3-Jan 7020 85 14.50 59 24 16 9/11 2 78.4/21.6 682 24.50 0.00 24 4.40 36

4-Jan 7177 85 14.45 49 20 10 5/7 2 81.4/18.6 665 26.00 8.50 21 1.40 30

5-Jan 7500 70 14.60 SS 21 11 7/10 2 82.8/17.2 744 25.90 3.70 29.8 6.80 12

6-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 116

7-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 1

8-Jan 7,803 87 14.85 55 23 11 8/11 2 82.9/17.1 820 28.40 4.40 28.3 2.10 24

9-Jan 7853 na 14.90 65 23 14 9/13 2 82.9/17.1 960 28.40 4.60 27.8 1.60 51

10-Jan 7853 75 14.90 61 25 15 10/14 2 83.1/16.9 867 27.30 3.60 30.20 2.60 15

11-Jan 8323 95 14.95 57 26 16 11/14 2 82.9/17.1 878 28.30 3.80 30.1 3.70 15

12-Jan 8604 85 14.80 58 24 14 9/13 2 84.3/15.7 858 28.40 2.60 32.7 3.90 8

13-Jan 9070 97 14.65 56 25 14 9/13 2 85/15 908 28.50 1.70 35.3 8.00 20

14-Jan 9238 99 14.30 57 26 17 9/13 2 80.3/19.7 681 27.10 2.40 33.2 9.20 21

15-Jan 9324 99 14.50 58 28 18 10/13 2 80.4/19.6 638 26.60 2.40 33.3 8.20 0

16-Jan 9329 na 14.50 64 28 18 10/14 2 80.4/19.6 657 26.60 2.50 33 7.50 0

17-Jan 9329 na 14.80 85 29 17 11/14 2 80/20 785 28.10 2.40 33.2 9.20 0
18-Jan 9396 98 14.50 55 25 16 9/12 2 81.9/18.1 837 26.20 2.50 32.9 7.60 11

19-Jan 9520 88 14.50 54 29 11 9/13 2 81.9/18.1 720 26.20 2.60 32.6 7.10 21

20-Jan 9547 na 14.60 74 28 18 11/14 2 81.7/18.3 814 27.10 1.80 35.2 8.30 0

21-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50 12

22-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50

FIDEL1TY EXPLORATION AND PRODUCTION
1NVERT MUD REPORTS

CANE CREEK UNIT #24-1 H4-RE3

DATE
Flow Line ELECTRIC2013 DEPTH

Temp
WT FV PV YP GELS APIFILT OIL/WATER

STABILITY
CORRECTEDSOLIDS NaCI%wt CaCl2%wt MgCl2%wt 24HOUR

2014 MUD
LOSSES

30-Dec 6349 65 13.50 59 19 20 11/13 3 76.4/23.6 510 20.50 0.00 17.4 0.10 0

31-Dec 6349 77 13.50 60 20 22 12/14 3 76/24 579 23.60 2.60 26.9 0.00 0

1-Jan 6391 71 13.40 61 22 24 14/17 2 77.6/22.4 622 22.50 6.60 15.00 1.80 7

2-Jan 6768 85 14.55 61 27 18 12/14 2 78.4/21.6 508 27.10 0.60 23.4 4.20 50

3-Jan 7020 85 14.50 59 24 16 9/11 2 78.4/21.6 682 24.50 0.00 24 4.40 36

4-Jan 7177 85 14.45 49 20 10 5/7 2 81.4/18.6 665 26.00 8.50 21 1.40 30

5-Jan 7500 70 14.60 SS 21 11 7/10 2 82.8/17.2 744 25.90 3.70 29.8 6.80 12

6-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 116

7-Jan 7709 78 14.75 52 23 10 7/10 2 82.7/17.3 780 27.10 7.90 22 5.90 1

8-Jan 7,803 87 14.85 55 23 11 8/11 2 82.9/17.1 820 28.40 4.40 28.3 2.10 24

9-Jan 7853 na 14.90 65 23 14 9/13 2 82.9/17.1 960 28.40 4.60 27.8 1.60 51

10-Jan 7853 75 14.90 61 25 15 10/14 2 83.1/16.9 867 27.30 3.60 30.20 2.60 15

11-Jan 8323 95 14.95 57 26 16 11/14 2 82.9/17.1 878 28.30 3.80 30.1 3.70 15

12-Jan 8604 85 14.80 58 24 14 9/13 2 84.3/15.7 858 28.40 2.60 32.7 3.90 8

13-Jan 9070 97 14.65 56 25 14 9/13 2 85/15 908 28.50 1.70 35.3 8.00 20

14-Jan 9238 99 14.30 57 26 17 9/13 2 80.3/19.7 681 27.10 2.40 33.2 9.20 21

15-Jan 9324 99 14.50 58 28 18 10/13 2 80.4/19.6 638 26.60 2.40 33.3 8.20 0

16-Jan 9329 na 14.50 64 28 18 10/14 2 80.4/19.6 657 26.60 2.50 33 7.50 0

17-Jan 9329 na 14.80 85 29 17 11/14 2 80/20 785 28.10 2.40 33.2 9.20 0
18-Jan 9396 98 14.50 55 25 16 9/12 2 81.9/18.1 837 26.20 2.50 32.9 7.60 11

19-Jan 9520 88 14.50 54 29 11 9/13 2 81.9/18.1 720 26.20 2.60 32.6 7.10 21

20-Jan 9547 na 14.60 74 28 18 11/14 2 81.7/18.3 814 27.10 1.80 35.2 8.30 0

21-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50 12

22-Jan 9547 n 14.60 60 24 14 9/12 2 81.9/18.1 818 26.20 2.10 33.7 8.50
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CCU 24-1 H4 RE3

i In Clastic 18/19

7,630' - 7,922' 292'

8,422' - 8,907' 485'

9,254' - 9,410' 156'

Total 933'

Total vertical section 2,816'

Vertical section from landing 1,898'

Percent in Clastic 18/19 from landing to TD 49.1%

Total in Clastic 19 Pay Target

7785' - 7885' 100'

8550'-8858' 308

9285'-9358' 73'

Total 481'

Percent in Clastic 19 Pay From Landing to TD 25.34%
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i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I

i SALTTOPS

¡
FIDELICTYEEXPLROElTIONNA2NeD1PHR4ODE3CTION

I
i CCU 24-1 H4-RE3

Salt tops TOP MD TOP TVD

Salt 13 Window 6,343'

Clastic 13 6,376' 6,370'

Salt 14 6,399' 6,392'

Clastic 14 6,411' 6,404'

Salt 15 6,413' 6,407'

Clastic 15 6,532' 6,519'

i Salt 16 6,547' 6,533'

Clastic 16 6,581' 6,565'

i Salt 17 6,587' 6,570'

Clastic 17 6,806' 6,779'

Salt 18 6,819' 6,789'

Clastic 18/19 Anhydrite 7,630' 7,198'

Clastic 18 Pay 7,652' 7,203'

Clastic 19 Upper Anhydrite 7,692' 7,214'

Clastic 19 Pay Dolomite 7,785' 7,231'

Clastic 19 lower Anhydrite 7,885' 7,239'

Salt 20 7,922' 7,238'

I
i
I
i
I



FIDELITY E&P CO.
CANE CREEK UNIT # 24-1 H4-RE3

SEC 24, & SEC 13, T26S R19E
GRAND COUNTY,

UTAH

13
A SHL

A Lateral in
Zone Clastic
19 Pay

24 x Window in 7"
Casing
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Cane Creek Unit 24-1H4-RE3 Gamma vs. Vertical Section Clastic 18/19
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Fidelity Cane Creek Unit 24-1H4-RE3 TVDvs. GR, ROP, Gas
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RECEIVED: Apr. 01, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /1 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There was no work done on this well in the month of March. The well is
waiting on completion.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /1 /2014

April 01, 2014

Sundry Number: 49421 API Well Number: 43019314470000Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49421 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of March. The well is
.

Accepted by the
waiting on completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,



RECEIVED: May. 06, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /5 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There was no work done on this well in the month of April

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 5 /6 /2014

May 06, 2014

Sundry Number: 50711 API Well Number: 43019314470000Sundry Number: 50711 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,

Sundry Number: 50711 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY
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N/A 5/6/2014

RECEIVED: May. 06,
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QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH
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ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,

Sundry Number: 50711 API Well Number: 43019314470000
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STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH
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TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,

Sundry Number: 50711 API Well Number: 43019314470000
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STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000
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1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT
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ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,

Sundry Number: 50711 API Well Number: 43019314470000
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STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,

Sundry Number: 50711 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was no work done on this well in the month of April Accepted by the
utah Division of

Oil, Gas and Mining

FOBag&ÇORPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 5/6/2014

RECEIVED: May. 06,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65973 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 24-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0682 FNL 2829 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57051 API Well Number: 43019314470000Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57051 API Well Number: 43019314470000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65973

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 24-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0682 FNL 2829 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 24 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

AMENDED REPORT FORM 8
 (highlight changes)
5.  LEASE DESIGNATION AND SERIAL NUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6.  IF INDIAN, ALLOTTEE OR TRIBE NAME

1a.  TYPE OF WELL: OIL
WELL

GAS
WELL DRY OTHER 7.  UNIT or CA AGREEMENT NAME

  b.  TYPE OF WORK: 8.  WELL NAME and NUMBER:
NEW
WELL

HORIZ.
LATS.

DEEP-
EN

RE-
ENTRY

DIFF.
RESVR. OTHER                                                   

2.  NAME OF OPERATOR: 9.  API NUMBER:

3.  ADDRESS OF OPERATOR:

CITY                                              STATE                 ZIP

 PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

4.  LOCATION OF WELL (FOOTAGES)

      AT SURFACE:    

11.  QTR/QTR, SECTION, TOWNSHIP, RANGE,
       MERIDIAN:

      AT TOP PRODUCING INTERVAL REPORTED BELOW:

      AT TOTAL DEPTH:
12.  COUNTY 13.  STATE

UTAH
14.  DATE SPUDDED: 15.  DATE T.D. REACHED: 16.  DATE COMPLETED:                                     

                  ABANDONED                READY TO PRODUCE
17.  ELEVATIONS (DF, RKB, RT, GL):

18.  TOTAL DEPTH: MD

TVD

19.  PLUG BACK T.D.: MD

TVD

20.  IF MULTIPLE COMPLETIONS, HOW MANY? * 21.  DEPTH BRIDGE  
          PLUG SET:

MD

TVD

22.  TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24.  CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER
DEPTH

CEMENT TYPE &
NO. OF SACKS

SLURRY
VOLUME (BBL) CEMENT TOP ** AMOUNT PULLED

25.  TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26.  PRODUCING INTERVALS 27.  PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A)  Open               Squeezed

(B)  Open               Squeezed

(C)  Open               Squeezed

(D)  Open               Squeezed

28.  ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELL HYDRAULICALLY FRACTURED?          YES            NO                    IF YES -- DATE FRACTURED: ____________________________________

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29.  ENCLOSED ATTACHMENTS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:                                                          

30. WELL STATUS:

(5/2013) (CONTINUED ON BACK)

✔

✔

Fidelity Exploration & Production Company

1801 California St. STE 2 Denver CO 80202 (303) 893-3133

682 FNL 2829 FEL

300' FSL 2,095' FWL Sec 13 T26S R19E

2,601' FNL 896' FWL Sec 13 T26S R19E

UTU65973

Cane Creek Unit

Cane Creek Unit 24-1

4301931447

NENW 24 26S 19E 6

Grand

12/30/2013 1/18/2014 4/11/2015 ✔ ✔ 6,051' GL
9,547
7,245

✔
✔

✔

24 20 48 0 40 Class C 3 167 GL
17.5 13 3/8 H-40 48 0 635 Class C 806 167 4' (CIR)
12.25 9 5/8 HCR 40 0 4,472 Class C 1,209 117 3580' (TS)
8.5 7 HCR 26 3,240 7,300 Class C 768 160 3000(CBL)
6 4-1/2 P-110 15.10 6,066 9,533 Class C 210 57 6,066 (CIR)

2 7/8" 5,970 5,974

Clastic 18 - 19 7,652 9,358 7,112 7,209 7,652 9,358 .4 81 ✔

✔

✔ TA

Sundry Number: 66856 API Well Number: 43019314470000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
1a. TYPE OF WELL: O

LL
WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EWL HORZ. EEP- RNETRY DREFSFŸR.
OTHER Cane Creek Unit 24-1

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Companv 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1801 California St. STEd Denver CO 80202 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: 300' FSL 2,095' FWL Sec 13 T26S R19E

ATTOTALDEPTH: 2,601' FNL 896' FWL Sec 13 T26S R19E
12.GoraUNTdY 13. STATE

UTAH

14. D2A/T3E0/2UDDE3D: 15. DAT8ET.D. REACHED: 16.4D/ATE/C20MPLETED:
ABANDONED READY TO PRODUCE

17. E V0A51'NS (DF, RKB, RT, GL):

18. TOTAL DEPTH: MD 9.547 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.245 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMEONFSACKES VOLS UM
BBL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class C 3 167 GL
17.5 13 3/8 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9 5/8 HCR 40 0 4,472 Class C 1,2(n 117 3580' (TS)
8.5 7 HCR 26 3,240 7,300 Class C 768 160 3000(CBL)
6 4-1/2 P-16 15.10 6,066 9.533 Class C 210 57 6.066 (Clin

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 7/8" 5.970 5.974
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) ClâStic 18 - 19 7.652 9.358 7.112 7.209 7.652 9.358 .4 81 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

TA
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) Horizontal lateral #4 (CONTINUED ON BACK)

RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
1a. TYPE OF WELL: O

LL
WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EWL HORZ. EEP- RNETRY DREFSFŸR.
OTHER Cane Creek Unit 24-1

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Companv 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1801 California St. STEd Denver CO 80202 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: 300' FSL 2,095' FWL Sec 13 T26S R19E

ATTOTALDEPTH: 2,601' FNL 896' FWL Sec 13 T26S R19E
12.GoraUNTdY 13. STATE

UTAH

14. D2A/T3E0/2UDDE3D: 15. DAT8ET.D. REACHED: 16.4D/ATE/C20MPLETED:
ABANDONED READY TO PRODUCE

17. E V0A51'NS (DF, RKB, RT, GL):

18. TOTAL DEPTH: MD 9.547 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.245 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMEONFSACKES VOLS UM
BBL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class C 3 167 GL
17.5 13 3/8 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9 5/8 HCR 40 0 4,472 Class C 1,2(n 117 3580' (TS)
8.5 7 HCR 26 3,240 7,300 Class C 768 160 3000(CBL)
6 4-1/2 P-16 15.10 6,066 9.533 Class C 210 57 6.066 (Clin

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 7/8" 5.970 5.974
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) ClâStic 18 - 19 7.652 9.358 7.112 7.209 7.652 9.358 .4 81 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

TA
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) Horizontal lateral #4 (CONTINUED ON BACK)

RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
1a. TYPE OF WELL: O

LL
WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EWL HORZ. EEP- RNETRY DREFSFŸR.
OTHER Cane Creek Unit 24-1

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Companv 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1801 California St. STEd Denver CO 80202 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: 300' FSL 2,095' FWL Sec 13 T26S R19E

ATTOTALDEPTH: 2,601' FNL 896' FWL Sec 13 T26S R19E
12.GoraUNTdY 13. STATE

UTAH

14. D2A/T3E0/2UDDE3D: 15. DAT8ET.D. REACHED: 16.4D/ATE/C20MPLETED:
ABANDONED READY TO PRODUCE

17. E V0A51'NS (DF, RKB, RT, GL):

18. TOTAL DEPTH: MD 9.547 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.245 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMEONFSACKES VOLS UM
BBL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class C 3 167 GL
17.5 13 3/8 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9 5/8 HCR 40 0 4,472 Class C 1,2(n 117 3580' (TS)
8.5 7 HCR 26 3,240 7,300 Class C 768 160 3000(CBL)
6 4-1/2 P-16 15.10 6,066 9.533 Class C 210 57 6.066 (Clin

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 7/8" 5.970 5.974
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) ClâStic 18 - 19 7.652 9.358 7.112 7.209 7.652 9.358 .4 81 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

TA
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) Horizontal lateral #4 (CONTINUED ON BACK)

RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU65973
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
1a. TYPE OF WELL: O

LL
WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EWL HORZ. EEP- RNETRY DREFSFŸR.
OTHER Cane Creek Unit 24-1

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Companv 4301931447
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1801 California St. STEd Denver CO 80202 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 682 FNL 2829 FEL NENW 24 26S 19E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: 300' FSL 2,095' FWL Sec 13 T26S R19E

ATTOTALDEPTH: 2,601' FNL 896' FWL Sec 13 T26S R19E
12.GoraUNTdY 13. STATE

UTAH

14. D2A/T3E0/2UDDE3D: 15. DAT8ET.D. REACHED: 16.4D/ATE/C20MPLETED:
ABANDONED READY TO PRODUCE

17. E V0A51'NS (DF, RKB, RT, GL):

18. TOTAL DEPTH: MD 9.547 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.245 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMEONFSACKES VOLS UM
BBL) CEMENT TOP ** AMOUNT PULLED

24 20 48 0 40 Class C 3 167 GL
17.5 13 3/8 H-40 48 0 635 Classg 806 167 4' (CIR)
12.25 9 5/8 HCR 40 0 4,472 Class C 1,2(n 117 3580' (TS)
8.5 7 HCR 26 3,240 7,300 Class C 768 160 3000(CBL)
6 4-1/2 P-16 15.10 6,066 9.533 Class C 210 57 6.066 (Clin

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 7/8" 5.970 5.974
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) ClâStic 18 - 19 7.652 9.358 7.112 7.209 7.652 9.358 .4 81 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

TA
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) Horizontal lateral #4 (CONTINUED ON BACK)

RECEIVED: Oct. 12,

donstaley
Text Box
Horizontal lateral #4



Sundry Number: 66856 API Well Number: 43019314470000

31. INITLALPRODUCTION INTERVALA {As shown In item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL -98L GAS - MCF: WATER - BBL: PROD METHOD:
4/11/2015 4/11/2015 2 RATES O O O

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OLLRATIO 24 HR PRODUCTION OIL - SBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
2" O 410 RATES: * O O O

1NTERVALB (As shown in item #26)

DATE FlRST PRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION OIL-BBI GAS-MCF: WATER-BBL: PROD METHOD:
RATES:

CHOKE SIZE: TBG. PRESS, CSG, PRESS. API GRAVITY BTU - GAS GASiOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: -P

(NTERVALC (As shown in Item #26)

DATEFiRSTPRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION 01L-BBL: GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG, PRESS. CSO. PRESS. API GRAVITY BTU --- GAS GAS/DILRATIO 24 HR PRODUCTION 01L- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
RATES: ->

[NTERVALD (As shown in Ilem #26þ

DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCT10N OIL-BBL GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -P

CHOKE SFZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION 011.- BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -P

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include AquiFers): 34. FORMATION(Log) MARKERS:

Show gl Important zones of pommtyand contents thereof Cored FntervaFsand all drill-stern tesis, including depth interval tested,
cushion used, timetoolopen, flowingarid slot-in pressures andrecove9ies.

Formation Descúptior18.Contenis, etc. Name (Measu Depth)

Clastic 1 4,462 Salt Silt Anhydrite Chinle 764

Clastic 10 6,006 Salt Silt Anhydrite
Clastic 18-19 7,220 Salt Silt Anhydrite

35. ADDITIONALREMARKi (Include plugg ng procedure)

Completion re-entry #3 lateral #4

38. I hereby certify that the foregoing and attached fnformation is complete and correct as detennined from all avaltable records.

NAME(PLEASEPRiNT) nee Kendrick TITLE Environmental Proiect Specialist

SIGNATURE DATE 10/12/2015

This report must be submittedwithin 30 days of
a completing or plugging a new well • reenteringa previously plugged and abandoned well
e drillinghorizontâl lâterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigrâphic tests

* ITEM 20: Show the number of completionsif production is measured separâtely from two or more formations.

** lTEM 24: Cement Top -Show how reported top(s)of cement were determined (c1rculated(CIR), calculated (CAL),cement bond tog(CBL),temperature survey(TS))

Send to: Utah Divîsion of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

Sundry Number: 66856 API Well Number: 43019314470000

31. INITLALPRODUCTION INTERVALA {As shown In item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL -98L GAS - MCF: WATER - BBL: PROD METHOD:
4/11/2015 4/11/2015 2 RATES O O O

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OLLRATIO 24 HR PRODUCTION OIL - SBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
2" O 410 RATES: * O O O

1NTERVALB (As shown in item #26)

DATE FlRST PRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION OIL-BBI GAS-MCF: WATER-BBL: PROD METHOD:
RATES:

CHOKE SIZE: TBG. PRESS, CSG, PRESS. API GRAVITY BTU - GAS GASiOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: -P

(NTERVALC (As shown in Item #26)

DATEFiRSTPRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION 01L-BBL: GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG, PRESS. CSO. PRESS. API GRAVITY BTU --- GAS GAS/DILRATIO 24 HR PRODUCTION 01L- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
RATES: ->

[NTERVALD (As shown in Ilem #26þ

DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCT10N OIL-BBL GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -P

CHOKE SFZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION 011.- BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -P

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include AquiFers): 34. FORMATION(Log) MARKERS:

Show gl Important zones of pommtyand contents thereof Cored FntervaFsand all drill-stern tesis, including depth interval tested,
cushion used, timetoolopen, flowingarid slot-in pressures andrecove9ies.

Formation Descúptior18.Contenis, etc. Name (Measu Depth)

Clastic 1 4,462 Salt Silt Anhydrite Chinle 764

Clastic 10 6,006 Salt Silt Anhydrite
Clastic 18-19 7,220 Salt Silt Anhydrite

35. ADDITIONALREMARKi (Include plugg ng procedure)

Completion re-entry #3 lateral #4

38. I hereby certify that the foregoing and attached fnformation is complete and correct as detennined from all avaltable records.

NAME(PLEASEPRiNT) nee Kendrick TITLE Environmental Proiect Specialist

SIGNATURE DATE 10/12/2015

This report must be submittedwithin 30 days of
a completing or plugging a new well • reenteringa previously plugged and abandoned well
e drillinghorizontâl lâterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigrâphic tests

* ITEM 20: Show the number of completionsif production is measured separâtely from two or more formations.

** lTEM 24: Cement Top -Show how reported top(s)of cement were determined (c1rculated(CIR), calculated (CAL),cement bond tog(CBL),temperature survey(TS))

Send to: Utah Divîsion of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

Sundry Number: 66856 API Well Number: 43019314470000

31. INITLALPRODUCTION INTERVALA {As shown In item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL -98L GAS - MCF: WATER - BBL: PROD METHOD:
4/11/2015 4/11/2015 2 RATES O O O

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OLLRATIO 24 HR PRODUCTION OIL - SBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
2" O 410 RATES: * O O O
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DATE FlRST PRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION OIL-BBI GAS-MCF: WATER-BBL: PROD METHOD:
RATES:

CHOKE SIZE: TBG. PRESS, CSG, PRESS. API GRAVITY BTU - GAS GASiOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: -P

(NTERVALC (As shown in Item #26)
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RATES: -+

CHOKE SIZE: TBG, PRESS. CSO. PRESS. API GRAVITY BTU --- GAS GAS/DILRATIO 24 HR PRODUCTION 01L- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
RATES: ->

[NTERVALD (As shown in Ilem #26þ

DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCT10N OIL-BBL GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -P

CHOKE SFZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION 011.- BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -P

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include AquiFers): 34. FORMATION(Log) MARKERS:

Show gl Important zones of pommtyand contents thereof Cored FntervaFsand all drill-stern tesis, including depth interval tested,
cushion used, timetoolopen, flowingarid slot-in pressures andrecove9ies.

Formation Descúptior18.Contenis, etc. Name (Measu Depth)

Clastic 1 4,462 Salt Silt Anhydrite Chinle 764

Clastic 10 6,006 Salt Silt Anhydrite
Clastic 18-19 7,220 Salt Silt Anhydrite

35. ADDITIONALREMARKi (Include plugg ng procedure)

Completion re-entry #3 lateral #4

38. I hereby certify that the foregoing and attached fnformation is complete and correct as detennined from all avaltable records.

NAME(PLEASEPRiNT) nee Kendrick TITLE Environmental Proiect Specialist

SIGNATURE DATE 10/12/2015

This report must be submittedwithin 30 days of
a completing or plugging a new well • reenteringa previously plugged and abandoned well
e drillinghorizontâl lâterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigrâphic tests

* ITEM 20: Show the number of completionsif production is measured separâtely from two or more formations.

** lTEM 24: Cement Top -Show how reported top(s)of cement were determined (c1rculated(CIR), calculated (CAL),cement bond tog(CBL),temperature survey(TS))

Send to: Utah Divîsion of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

Sundry Number: 66856 API Well Number: 43019314470000
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DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION CIL -98L GAS - MCF: WATER - BBL: PROD METHOD:
4/11/2015 4/11/2015 2 RATES O O O

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OLLRATIO 24 HR PRODUCTION OIL - SBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
2" O 410 RATES: * O O O
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DATE FlRST PRODUCED: TESTDATE: HOURSTESTED: TEST PRODUCTION OIL-BBI GAS-MCF: WATER-BBL: PROD METHOD:
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CHOKE SIZE: TBG. PRESS, CSG, PRESS. API GRAVITY BTU - GAS GASiOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: -P
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CHOKE SIZE: TBG, PRESS. CSO. PRESS. API GRAVITY BTU --- GAS GAS/DILRATIO 24 HR PRODUCTION 01L- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
RATES: ->

[NTERVALD (As shown in Ilem #26þ

DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCT10N OIL-BBL GAS-MCF: WATER-BBL: PROD METHOD:
RATES: -P

CHOKE SFZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION 011.- BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -P

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include AquiFers): 34. FORMATION(Log) MARKERS:

Show gl Important zones of pommtyand contents thereof Cored FntervaFsand all drill-stern tesis, including depth interval tested,
cushion used, timetoolopen, flowingarid slot-in pressures andrecove9ies.

Formation Descúptior18.Contenis, etc. Name (Measu Depth)

Clastic 1 4,462 Salt Silt Anhydrite Chinle 764

Clastic 10 6,006 Salt Silt Anhydrite
Clastic 18-19 7,220 Salt Silt Anhydrite

35. ADDITIONALREMARKi (Include plugg ng procedure)

Completion re-entry #3 lateral #4

38. I hereby certify that the foregoing and attached fnformation is complete and correct as detennined from all avaltable records.

NAME(PLEASEPRiNT) nee Kendrick TITLE Environmental Proiect Specialist

SIGNATURE DATE 10/12/2015

This report must be submittedwithin 30 days of
a completing or plugging a new well • reenteringa previously plugged and abandoned well
e drillinghorizontâl lâterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigrâphic tests

* ITEM 20: Show the number of completionsif production is measured separâtely from two or more formations.

** lTEM 24: Cement Top -Show how reported top(s)of cement were determined (c1rculated(CIR), calculated (CAL),cement bond tog(CBL),temperature survey(TS))

Send to: Utah Divîsion of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive Survey Geodetic 
Report

(Def Survey)

2.7.1043.0

Comments MD
(ft)

Incl
(°)

Azim True
(°)

TVD
(ft)

VSEC
(ft)

NS
(ft)

EW
(ft)

DLS
(°/100ft)

Northing
(ftUS)

Easting
(ftUS)

Latitude
(N/S ° ' ")

Longitude
(E/W ° ' ")

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 N/A 77241.73 2494005.00 N   38 31 56.27 W 109 46 23.97
500.00 0.69 329.22 499.99 3.01 2.59 -1.54 0.14 77244.29 2494003.41 N   38 31 56.30 W 109 46 23.99

1000.00 0.27 353.54 999.97 7.11 6.34 -3.21 0.09 77248.01 2494001.66 N   38 31 56.34 W 109 46 24.01
1500.00 0.27 305.79 1499.96 9.26 8.20 -4.30 0.04 77249.85 2494000.54 N   38 31 56.36 W 109 46 24.03
2000.00 0.44 326.21 1999.96 12.22 10.49 -6.33 0.04 77252.10 2493998.47 N   38 31 56.38 W 109 46 24.05
2500.00 0.19 261.43 2499.95 14.40 11.96 -8.21 0.08 77253.53 2493996.55 N   38 31 56.39 W 109 46 24.08
3000.00 0.17 102.58 2999.95 14.19 11.67 -8.31 0.07 77253.25 2493996.46 N   38 31 56.39 W 109 46 24.08
3500.00 0.33 280.04 3499.95 14.59 11.76 -9.00 0.10 77253.32 2493995.77 N   38 31 56.39 W 109 46 24.09
4000.00 0.14 96.26 3999.94 15.12 11.95 -9.81 0.09 77253.49 2493994.95 N   38 31 56.39 W 109 46 24.10
4500.00 0.76 274.68 4499.93 16.55 12.15 -12.51 0.18 77253.64 2493992.25 N   38 31 56.39 W 109 46 24.13
5000.00 1.28 352.94 4999.87 23.55 17.97 -16.50 0.27 77259.38 2493988.15 N   38 31 56.45 W 109 46 24.18
5500.00 6.26 13.57 5498.64 49.38 50.03 -10.79 1.02 77291.55 2493993.24 N   38 31 56.77 W 109 46 24.11
6000.00 5.24 3.29 5996.13 89.60 99.32 -3.08 0.29 77340.99 2494000.00 N   38 31 57.26 W 109 46 24.01
6100.00 4.89 9.00 6095.74 96.95 108.09 -2.15 0.61 77349.78 2494000.76 N   38 31 57.34 W 109 46 24.00
6200.00 5.00 8.08 6195.37 103.93 116.62 -0.87 0.14 77358.33 2494001.87 N   38 31 57.43 W 109 46 23.98

Tie-Into OH 
Survey 6300.00 5.02 6.66 6294.99 111.10 125.28 0.25 0.13 77367.01 2494002.82 N   38 31 57.51 W 109 46 23.97

6335.00 5.12 6.30 6329.85 113.67 128.35 0.59 0.30 77370.09 2494003.11 N   38 31 57.54 W 109 46 23.97
6412.00 16.71 357.72 6405.34 126.60 142.88 0.53 15.16 77384.61 2494002.77 N   38 31 57.69 W 109 46 23.97
6503.00 18.91 338.99 6492.04 153.12 169.74 -5.28 6.71 77411.36 2493996.44 N   38 31 57.95 W 109 46 24.04
6597.00 21.81 327.90 6580.19 185.68 198.77 -20.03 5.12 77440.11 2493981.13 N   38 31 58.24 W 109 46 24.23
6692.00 17.24 322.94 6669.71 217.17 224.97 -37.90 5.11 77465.96 2493962.75 N   38 31 58.50 W 109 46 24.45
6785.00 19.26 323.91 6758.03 245.92 248.36 -55.25 2.20 77489.02 2493944.96 N   38 31 58.73 W 109 46 24.67
6817.00 21.19 324.48 6788.05 256.86 257.34 -61.72 6.06 77497.87 2493938.32 N   38 31 58.82 W 109 46 24.75
6849.00 24.97 327.29 6817.49 269.32 267.73 -68.73 12.30 77508.13 2493931.10 N   38 31 58.92 W 109 46 24.84
6880.00 28.67 330.61 6845.15 283.27 279.72 -75.92 12.87 77519.98 2493923.68 N   38 31 59.04 W 109 46 24.93
6911.00 31.92 335.19 6871.92 298.90 293.64 -83.01 12.86 77533.76 2493916.32 N   38 31 59.18 W 109 46 25.02
6942.00 35.96 336.68 6897.63 316.17 309.45 -90.05 13.30 77549.43 2493908.97 N   38 31 59.33 W 109 46 25.11
6974.00 38.69 336.83 6923.07 335.52 327.27 -97.71 8.54 77567.11 2493900.97 N   38 31 59.51 W 109 46 25.20
7005.00 41.06 336.82 6946.86 355.34 345.54 -105.53 7.65 77585.23 2493892.80 N   38 31 59.69 W 109 46 25.30
7036.00 44.05 336.42 6969.70 376.25 364.78 -113.85 9.68 77604.31 2493884.11 N   38 31 59.88 W 109 46 25.41
7067.00 47.92 335.96 6991.23 398.49 385.18 -122.85 12.53 77624.52 2493874.71 N   38 32   0.08 W 109 46 25.52
7099.00 51.09 334.66 7012.01 422.80 407.28 -133.02 10.38 77646.43 2493864.12 N   38 32   0.30 W 109 46 25.65
7130.00 55.22 334.86 7030.60 447.58 429.71 -143.60 13.33 77668.66 2493853.11 N   38 32   0.52 W 109 46 25.78
7162.00 59.62 335.33 7047.82 474.51 454.17 -154.94 13.81 77692.89 2493841.29 N   38 32   0.76 W 109 46 25.92
7193.00 63.22 335.19 7062.65 501.70 478.89 -166.34 11.62 77717.39 2493829.42 N   38 32   1.01 W 109 46 26.07
7224.00 67.44 335.63 7075.59 529.83 504.50 -178.05 13.67 77742.78 2493817.21 N   38 32   1.26 W 109 46 26.21
7255.00 70.70 334.87 7086.66 558.75 530.79 -190.18 10.76 77768.83 2493804.58 N   38 32   1.52 W 109 46 26.37
7286.00 72.90 334.97 7096.34 588.18 557.46 -202.66 7.10 77795.26 2493791.58 N   38 32   1.78 W 109 46 26.52
7318.00 73.07 334.55 7105.71 618.75 585.14 -215.71 1.36 77822.68 2493778.00 N   38 32   2.06 W 109 46 26.69
7349.00 73.34 334.20 7114.66 648.42 611.89 -228.54 1.39 77849.19 2493764.65 N   38 32   2.32 W 109 46 26.85
7381.00 73.16 334.72 7123.89 679.04 639.54 -241.75 1.65 77876.59 2493750.91 N   38 32   2.60 W 109 46 27.02
7412.00 72.90 334.59 7132.93 708.67 666.34 -254.44 0.93 77903.14 2493737.70 N   38 32   2.86 W 109 46 27.18
7444.00 72.55 334.80 7142.44 739.21 693.96 -267.51 1.26 77930.51 2493724.10 N   38 32   3.13 W 109 46 27.34
7475.00 72.90 334.62 7151.64 768.79 720.73 -280.15 1.26 77957.03 2493710.94 N   38 32   3.40 W 109 46 27.50
7506.00 73.16 334.41 7160.69 798.42 747.49 -292.91 1.06 77983.55 2493697.67 N   38 32   3.66 W 109 46 27.66
7537.00 72.98 334.26 7169.72 828.07 774.22 -305.75 0.74 78010.03 2493684.31 N   38 32   3.93 W 109 46 27.82
7569.00 72.37 333.78 7179.25 858.61 801.68 -319.14 2.38 78037.23 2493670.39 N   38 32   4.20 W 109 46 27.99
7600.00 72.37 334.34 7188.64 888.14 828.25 -332.06 1.72 78063.55 2493656.96 N   38 32   4.46 W 109 46 28.15
7632.00 72.28 334.35 7198.35 918.61 855.74 -345.26 0.28 78090.77 2493643.23 N   38 32   4.73 W 109 46 28.32
7661.00 74.30 334.72 7206.69 946.37 880.81 -357.20 7.07 78115.62 2493630.80 N   38 32   4.98 W 109 46 28.47
7692.00 76.94 334.59 7214.39 976.38 907.95 -370.05 8.53 78142.51 2493617.43 N   38 32   5.25 W 109 46 28.63
7723.00 78.70 333.74 7220.93 1006.67 935.22 -383.26 6.28 78169.52 2493603.70 N   38 32   5.52 W 109 46 28.80
7754.00 80.20 334.04 7226.60 1037.14 962.58 -396.67 4.93 78196.63 2493589.76 N   38 32   5.79 W 109 46 28.96
7786.00 82.13 333.10 7231.52 1068.75 990.90 -410.74 6.69 78224.67 2493575.14 N   38 32   6.07 W 109 46 29.14
7887.00 89.34 331.00 7239.03 1169.39 1079.80 -457.93 7.43 78312.66 2493526.24 N   38 32   6.95 W 109 46 29.74
7981.00 94.97 329.77 7235.49 1263.22 1161.43 -504.32 6.13 78393.39 2493478.27 N   38 32   7.75 W 109 46 30.32
8074.00 97.61 329.60 7225.30 1355.53 1241.22 -550.98 2.84 78472.28 2493430.07 N   38 32   8.54 W 109 46 30.91
8168.00 98.84 329.95 7211.86 1448.45 1321.61 -597.81 1.36 78551.75 2493381.69 N   38 32   9.34 W 109 46 31.50
8262.00 98.57 329.65 7197.63 1541.26 1401.91 -644.55 0.43 78631.16 2493333.40 N   38 32 10.13 W 109 46 32.08
8355.00 98.75 329.77 7183.63 1633.08 1481.30 -690.92 0.23 78709.65 2493285.50 N   38 32 10.92 W 109 46 32.67
8450.00 99.19 329.29 7168.81 1726.78 1562.18 -738.51 0.68 78789.60 2493236.36 N   38 32 11.72 W 109 46 33.27
8544.00 98.05 328.93 7154.73 1819.55 1641.93 -786.22 1.27 78868.43 2493187.10 N   38 32 12.50 W 109 46 33.87
8638.00 93.30 330.46 7145.43 1912.94 1722.67 -833.40 5.31 78948.25 2493138.37 N   38 32 13.30 W 109 46 34.46
8731.00 91.54 330.18 7141.51 2005.78 1803.39 -879.41 1.92 79028.09 2493090.80 N   38 32 14.10 W 109 46 35.04
8825.00 89.87 331.41 7140.35 2099.72 1885.43 -925.27 2.21 79109.24 2493043.36 N   38 32 14.91 W 109 46 35.62
8919.00 91.01 332.11 7139.63 2193.70 1968.24 -969.74 1.42 79191.18 2492997.29 N   38 32 15.73 W 109 46 36.18
9013.00 89.96 331.48 7138.83 2287.69 2051.07 -1014.17 1.30 79273.16 2492951.27 N   38 32 16.55 W 109 46 36.74
9108.00 92.42 330.70 7136.86 2382.63 2134.21 -1060.08 2.72 79355.40 2492903.75 N   38 32 17.37 W 109 46 37.31
9202.00 96.99 330.51 7129.15 2476.23 2215.81 -1106.05 4.87 79436.11 2492856.21 N   38 32 18.18 W 109 46 37.89
9296.00 98.66 330.43 7116.35 2569.29 2296.84 -1151.95 1.78 79516.25 2492808.75 N   38 32 18.98 W 109 46 38.47
9390.00 95.58 331.90 7104.70 2662.52 2378.54 -1196.92 3.63 79597.08 2492762.20 N   38 32 19.79 W 109 46 39.04

Last MWD 
Survey 9484.00 101.47 330.89 7090.77 2755.42 2460.12 -1241.40 6.36 79677.80 2492716.14 N   38 32 20.59 W 109 46 39.60

Projection to Bit 9547.00 101.47 330.89 7078.25 2817.13 2514.06 -1271.44 0.00 79731.16 2492685.06 N   38 32 21.13 W 109 46 39.97

Grid Scale Factor:

Version / Patch:

Survey Date:

Well HeadLocal Coord Referenced To:

CRS Grid Convergence Angle:

December 19, 2013

Location Lat / Long:

1.1061 °
N 77241.733 ftUS, E 2494004.997 ftUS

10.727 °Magnetic Declination:

Declination Date:

1.00015465

Magnetic Declination Model:
N  38° 31' 56.27400", W 109° 46' 23.97300"

Grid Convergence Used:

Location Grid N/E Y/X:

NAD27 Utah State Plane, Central Zone, US Feet
161.760 ° / 2849.695 ft / 5.784 / 0.394

Coordinate Reference System:

Survey Name: Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive

Tort / AHD / DDI / ERD Ratio:

UWI / API#:
ST3

Structure / Slot:

Well:
Borehole:

Unknown / Unknown

Cane Creek Unit #24-1

Fidelity Sec 24 T26S R19E (Cane Creek Unit 24-1) - Nabors M38 / 
Cane Creek Unit #24-1

Minimum Curvature / Lubinski
332.594 ° (True North)
0.000 ft, 0.000 ft

RKB

Survey / DLS Computation:

TVD Reference Datum:

Vertical Section Azimuth:
Vertical Section Origin:

Report Date:

UT, Grand County (NAD 27 CZ)
Client: Fidelity

January 27, 2014 - 10:17 AM

6074.000 ft above Mean Sea LevelTVD Reference Elevation:
Seabed / Ground Elevation: 6051.000 ft above Mean Sea Level

Field:

Total Gravity Field Strength: 998.7805mgn (9.80665 Based)

Total Corr Mag North->True 
North:

Gravity Model:
51145.054 nT
DOX

Total Magnetic Field Strength:
Magnetic Dip Angle:

North Reference:

64.546 °
December 19, 2013
BGGM 2013
True North
0.0000 °

10.7275 °

Drilling Office 2.7.1043.0  ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM  Page 1 of 2

Sundry Number: 66856 API Well Number: 43019314470000

FIDELITY PATRTINDERCane Creek Unit 24-1 RE3A ST3 6300' to 954T Definitive Survey Geodetic ASchiumbergerCompamp

Report
(Def Survey)

Report Date: January 27, 2014 -10:17 AM Survey / DLS Computation: Minimum Curvature / Lubinski
Client: Fidelity Vertical Section Azimuth: 332.594 (True North)
Field: UT, Grand County (NAD 27 CZ) Vertical Section Origin: 0.000 ft, 0.000 ft

Structure / Slot: FCadne See 24n 6 Ps19E (Cane Creek Unit 24-1) -Nabors M38 / TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVD Reference Elevation: 6074.000 ft above Mean Sea Level
Borehole: ST3 Seabed / Ground Elevation: 6051.000 ft above Mean Sea Level
UWI I API#: Unknown / Unknown Magnetic Declination: 10.727 °

Survey Name: Cane Creek Unit 24-1 RE3A ST3 6300'to 9547' Definitive Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: December 19, 2013 Gravity Model: DOX
Tort I AHD / DDI / ERD Ratio: 161.760 / 2849.695 ft / 5.784 / 0.394 Total Magnetic Field Strength: 51145.054 nT
Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Magnetic Dip Angle: 64.546 °

Location Latl Long: N 38 31' 56.27400", W 109 46' 23.97300" Declination Date: December 19, 2013
Location Grid NIE YlX: N 77241.733 ftUS, E 2494004.997 ftUS Magnetic Declination Model: BGGM 2013
CRS Grid Convergence Angle: 1.1061 ° North Reference: True North
Grid Scale Factor: 1.00015465 Grid Convergence Used: 0.0000 °

Version / Patch: 2.7.1043.0
Notal Corr Mag North->True

10.7275 °

Local Coord Referenced To: Well Head

Comments MD IncI Azim True TVD VSEC NS EW DLS Northing Easting Latitude Longitude
(ft) (°) (°1 (ft) (ft) (ft) (ft) (°/100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 N/A 77241.73 2494005.00 N 38 31 56.27 W 109 46 23.97
500.00 0.69 329.22 499.99 3.01 2.59 -1.54 0.14 77244.29 2494003.41 N 38 31 56.30 W 109 46 23.99

1000.00 0.27 353.54 999.97 7.11 6.34 -3.21 0.09 77248.01 2494001.66 N 38 31 56.34 W 109 46 24.01
1500.00 0.27 305.79 1499.96 9.26 8.20 -4.30 0.04 77249.85 2494000.54 N 38 31 56.36 W 109 46 24.03
2000.00 0.44 326.21 1999.96 12.22 10.49 -6.33 0.04 77252.10 2493998.47 N 38 31 56.38 W 109 46 24.05
2500.00 0.19 261.43 2499.95 14.40 11.96 -8.21 0.08 77253.53 2493996.55 N 38 31 56.39 W 109 46 24.08
3000.00 0.17 102.58 2999.95 14.19 11.67 -8.31 0.07 77253.25 2493996.46 N 38 31 56.39 W 109 46 24.08
3500.00 0.33 280.04 3499.95 14.59 11.76 -9.00 0.10 77253.32 2493995.77 N 38 31 56.39 W 109 46 24.09
4000.00 0.14 96.26 3999.94 15.12 11.95 -9.81 0.09 77253.49 2493994.95 N 38 31 56.39 W 109 46 24.10
4500.00 0.76 274.68 4499.93 16.55 12.15 -12.51 0.18 77253.64 2493992.25 N 38 31 56.39 W 109 46 24.13
5000.00 1.28 352.94 4999.87 23.55 17.97 -16.50 0.27 77259.38 2493988.15 N 38 31 56.45 W 109 46 24.18
5500.00 6.26 13.57 5498.64 49.38 50.03 -10.79 1.02 77291.55 2493993.24 N 38 31 56.77 W 109 46 24.11
6000.00 5.24 3.29 5996.13 89.60 99.32 -3.08 0.29 77340.99 2494000.00 N 38 31 57.26 W 109 46 24.01
6100.00 4.89 9.00 6095.74 96.95 108.09 -2.15 0.61 77349.78 2494000.76 N 38 31 57.34 W 109 46 24.00
6200.00 5.00 8.08 6195.37 103.93 116.62 -0.87 0.14 77358.33 2494001.87 N 38 31 57.43 W 109 46 23.98

Tie Into OH 6300.00 5.02 6.66 6294.99 111.10 125.28 0.25 0.13 77367.01 2494002.82 N 38 31 57.51 W 109 46 23.97

6335.00 5.12 6.30 6329.85 113.67 128.35 0.59 0.30 77370.09 2494003.11 N 38 31 57.54 W 109 46 23.97
6412.00 16.71 357.72 6405.34 126.60 142.88 0.53 15.16 77384.61 2494002.77 N 38 31 57.69 W 109 46 23.97
6503.00 18.91 338.99 6492.04 153.12 169.74 -5.28 6.71 77411.36 2493996.44 N 38 31 57.95 W 109 46 24.04
6597.00 21.81 327.90 6580.19 185.68 198.77 -20.03 5.12 77440.11 2493981.13 N 38 31 58.24 W 109 46 24.23
6692.00 17.24 322.94 6669.71 217.17 224.97 -37.90 5.11 77465.96 2493962.75 N 38 31 58.50 W 109 46 24.45
6785.00 19.26 323.91 6758.03 245.92 248.36 -55.25 2.20 77489.02 2493944.96 N 38 31 58.73 W 109 46 24.67
6817.00 21.19 324.48 6788.05 256.86 257.34 -61.72 6.06 77497.87 2493938.32 N 38 31 58.82 W 109 46 24.75
6849.00 24.97 327.29 6817.49 269.32 267.73 -68.73 12.30 77508.13 2493931.10 N 38 31 58.92 W 109 46 24.84
6880.00 28.67 330.61 6845.15 283.27 279.72 -75.92 12.87 77519.98 2493923.68 N 38 31 59.04 W 109 46 24.93
6911.00 31.92 335.19 6871.92 298.90 293.64 -83.01 12.86 77533.76 2493916.32 N 38 31 59.18 W 109 46 25.02
6942.00 35.96 336.68 6897.63 316.17 309.45 -90.05 13.30 77549.43 2493908.97 N 38 31 59.33 W 109 46 25.11
6974.00 38.69 336.83 6923.07 335.52 327.27 -97.71 8.54 77567.11 2493900.97 N 38 31 59.51 W 109 46 25.20
7005.00 41.06 336.82 6946.86 355.34 345.54 -105.53 7.65 77585.23 2493892.80 N 38 31 59.69 W 109 46 25.30
7036.00 44.05 336.42 6969.70 376.25 364.78 -113.85 9.68 77604.31 2493884.11 N 38 31 59.88 W 109 46 25.41
7067.00 47.92 335.96 6991.23 398.49 385.18 -122.85 12.53 77624.52 2493874.71 N 38 32 0.08 W 109 46 25.52
7099.00 51.09 334.66 7012.01 422.80 407.28 -133.02 10.38 77646.43 2493864.12 N 38 32 0.30 W 109 46 25.65
7130.00 55.22 334.86 7030.60 447.58 429.71 -143.60 13.33 77668.66 2493853.11 N 38 32 0.52 W 109 46 25.78
7162.00 59.62 335.33 7047.82 474.51 454.17 -154.94 13.81 77692.89 2493841.29 N 38 32 0.76 W 109 46 25.92
7193.00 63.22 335.19 7062.65 501.70 478.89 -166.34 11.62 77717.39 2493829.42 N 38 32 1.01 W 109 46 26.07
7224.00 67.44 335.63 7075.59 529.83 504.50 -178.05 13.67 77742.78 2493817.21 N 38 32 1.26 W 109 46 26.21
7255.00 70.70 334.87 7086.66 558.75 530.79 -190.18 10.76 77768.83 2493804.58 N 38 32 1.52 W 109 46 26.37
7286.00 72.90 334.97 7096.34 588.18 557.46 -202.66 7.10 77795.26 2493791.58 N 38 32 1.78 W 109 46 26.52
7318.00 73.07 334.55 7105.71 618.75 585.14 -215.71 1.36 77822.68 2493778.00 N 38 32 2.06 W 109 46 26.69
7349.00 73.34 334.20 7114.66 648.42 611.89 -228.54 1.39 77849.19 2493764.65 N 38 32 2.32 W 109 46 26.85
7381.00 73.16 334.72 7123.89 679.04 639.54 -241.75 1.65 77876.59 2493750.91 N 38 32 2.60 W 109 46 27.02
7412.00 72.90 334.59 7132.93 708.67 666.34 -254.44 0.93 77903.14 2493737.70 N 38 32 2.86 W 109 46 27.18
7444.00 72.55 334.80 7142.44 739.21 693.96 -267.51 1.26 77930.51 2493724.10 N 38 32 3.13 W 109 46 27.34
7475.00 72.90 334.62 7151.64 768.79 720.73 -280.15 1.26 77957.03 2493710.94 N 38 32 3.40 W 109 46 27.50
7506.00 73.16 334.41 7160.69 798.42 747.49 -292.91 1.06 77983.55 2493697.67 N 38 32 3.66 W 109 46 27.66
7537.00 72.98 334.26 7169.72 828.07 774.22 -305.75 0.74 78010.03 2493684.31 N 38 32 3.93 W 109 46 27.82
7569.00 72.37 333.78 7179.25 858.61 801.68 -319.14 2.38 78037.23 2493670.39 N 38 32 4.20 W 109 46 27.99
7600.00 72.37 334.34 7188.64 888.14 828.25 -332.06 1.72 78063.55 2493656.96 N 38 32 4.46 W 109 46 28.15
7632.00 72.28 334.35 7198.35 918.61 855.74 -345.26 0.28 78090.77 2493643.23 N 38 32 4.73 W 109 46 28.32
7661.00 74.30 334.72 7206.69 946.37 880.81 -357.20 7.07 78115.62 2493630.80 N 38 32 4.98 W 109 46 28.47
7692.00 76.94 334.59 7214.39 976.38 907.95 -370.05 8.53 78142.51 2493617.43 N 38 32 5.25 W 109 46 28.63
7723.00 78.70 333.74 7220.93 1006.67 935.22 -383.26 6.28 78169.52 2493603.70 N 38 32 5.52 W 109 46 28.80
7754.00 80.20 334.04 7226.60 1037.14 962.58 -396.67 4.93 78196.63 2493589.76 N 38 32 5.79 W 109 46 28.96
7786.00 82.13 333.10 7231.52 1068.75 990.90 -410.74 6.69 78224.67 2493575.14 N 38 32 6.07 W 109 46 29.14
7887.00 89.34 331.00 7239.03 1169.39 1079.80 -457.93 7.43 78312.66 2493526.24 N 38 32 6.95 W 109 46 29.74
7981.00 94.97 329.77 7235.49 1263.22 1161.43 -504.32 6.13 78393.39 2493478.27 N 38 32 7.75 W 109 46 30.32
8074.00 97.61 329.60 7225.30 1355.53 1241.22 -550.98 2.84 78472.28 2493430.07 N 38 32 8.54 W 109 46 30.91
8168.00 98.84 329.95 7211.86 1448.45 1321.61 -597.81 1.36 78551.75 2493381.69 N 38 32 9.34 W 109 46 31.50
8262.00 98.57 329.65 7197.63 1541.26 1401.91 -644.55 0.43 78631.16 2493333.40 N 38 32 10.13 W 109 46 32.08
8355.00 98.75 329.77 7183.63 1633.08 1481.30 -690.92 0.23 78709.65 2493285.50 N 38 32 10.92 W 109 46 32.67
8450.00 99.19 329.29 7168.81 1726.78 1562.18 -738.51 0.68 78789.60 2493236.36 N 38 32 11.72 W 109 46 33.27
8544.00 98.05 328.93 7154.73 1819.55 1641.93 -786.22 1.27 78868.43 2493187.10 N 38 32 12.50 W 109 46 33.87
8638.00 93.30 330.46 7145.43 1912.94 1722.67 -833.40 5.31 78948.25 2493138.37 N 38 32 13.30 W 109 46 34.46
8731.00 91.54 330.18 7141.51 2005.78 1803.39 -879.41 1.92 79028.09 2493090.80 N 38 32 14.10 W 109 46 35.04
8825.00 89.87 331.41 7140.35 2099.72 1885.43 -925.27 2.21 79109.24 2493043.36 N 38 32 14.91 W 109 46 35.62
8919.00 91.01 332.11 7139.63 2193.70 1968.24 -969.74 1.42 79191.18 2492997.29 N 38 32 15.73 W 109 46 36.18
9013.00 89.96 331.48 7138.83 2287.69 2051.07 -1014.17 1.30 79273.16 2492951.27 N 38 32 16.55 W 109 46 36.74
9108.00 92.42 330.70 7136.86 2382.63 2134.21 -1060.08 2.72 79355.40 2492903.75 N 38 32 17.37 W 109 46 37.31
9202.00 96.99 330.51 7129.15 2476.23 2215.81 -1106.05 4.87 79436.11 2492856.21 N 38 32 18.18 W 109 46 37.89
9296.00 98.66 330.43 7116.35 2569.29 2296.84 -1151.95 1.78 79516.25 2492808.75 N 38 32 18.98 W 109 46 38.47
9390.00 95.58 331.90 7104.70 2662.52 2378.54 -1196.92 3.63 79597.08 2492762.20 N 38 32 19.79 W 109 46 39.04

LSastMWD 9484.00 101.47 330.89 7090.77 2755.42 2460.12 -1241.40 6.36 79677.80 2492716.14 N 38 32 20.59 W 109 46 39.60

Projection to Bit 9547.00 101.47 330.89 7078.25 2817.13 2514.06 -1271.44 0.00 79731.16 2492685.06 N 38 32 21.13 W 109 46 39.97

Drilling Office 2.7.1043.0 ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM Page 1 of 2

RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

FIDELITY PATRTINDERCane Creek Unit 24-1 RE3A ST3 6300' to 954T Definitive Survey Geodetic ASchiumbergerCompamp

Report
(Def Survey)

Report Date: January 27, 2014 -10:17 AM Survey / DLS Computation: Minimum Curvature / Lubinski
Client: Fidelity Vertical Section Azimuth: 332.594 (True North)
Field: UT, Grand County (NAD 27 CZ) Vertical Section Origin: 0.000 ft, 0.000 ft

Structure / Slot: FCadne See 24n 6 Ps19E (Cane Creek Unit 24-1) -Nabors M38 / TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVD Reference Elevation: 6074.000 ft above Mean Sea Level
Borehole: ST3 Seabed / Ground Elevation: 6051.000 ft above Mean Sea Level
UWI I API#: Unknown / Unknown Magnetic Declination: 10.727 °

Survey Name: Cane Creek Unit 24-1 RE3A ST3 6300'to 9547' Definitive Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: December 19, 2013 Gravity Model: DOX
Tort I AHD / DDI / ERD Ratio: 161.760 / 2849.695 ft / 5.784 / 0.394 Total Magnetic Field Strength: 51145.054 nT
Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Magnetic Dip Angle: 64.546 °

Location Latl Long: N 38 31' 56.27400", W 109 46' 23.97300" Declination Date: December 19, 2013
Location Grid NIE YlX: N 77241.733 ftUS, E 2494004.997 ftUS Magnetic Declination Model: BGGM 2013
CRS Grid Convergence Angle: 1.1061 ° North Reference: True North
Grid Scale Factor: 1.00015465 Grid Convergence Used: 0.0000 °

Version / Patch: 2.7.1043.0
Notal Corr Mag North->True

10.7275 °

Local Coord Referenced To: Well Head

Comments MD IncI Azim True TVD VSEC NS EW DLS Northing Easting Latitude Longitude
(ft) (°) (°1 (ft) (ft) (ft) (ft) (°/100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 N/A 77241.73 2494005.00 N 38 31 56.27 W 109 46 23.97
500.00 0.69 329.22 499.99 3.01 2.59 -1.54 0.14 77244.29 2494003.41 N 38 31 56.30 W 109 46 23.99

1000.00 0.27 353.54 999.97 7.11 6.34 -3.21 0.09 77248.01 2494001.66 N 38 31 56.34 W 109 46 24.01
1500.00 0.27 305.79 1499.96 9.26 8.20 -4.30 0.04 77249.85 2494000.54 N 38 31 56.36 W 109 46 24.03
2000.00 0.44 326.21 1999.96 12.22 10.49 -6.33 0.04 77252.10 2493998.47 N 38 31 56.38 W 109 46 24.05
2500.00 0.19 261.43 2499.95 14.40 11.96 -8.21 0.08 77253.53 2493996.55 N 38 31 56.39 W 109 46 24.08
3000.00 0.17 102.58 2999.95 14.19 11.67 -8.31 0.07 77253.25 2493996.46 N 38 31 56.39 W 109 46 24.08
3500.00 0.33 280.04 3499.95 14.59 11.76 -9.00 0.10 77253.32 2493995.77 N 38 31 56.39 W 109 46 24.09
4000.00 0.14 96.26 3999.94 15.12 11.95 -9.81 0.09 77253.49 2493994.95 N 38 31 56.39 W 109 46 24.10
4500.00 0.76 274.68 4499.93 16.55 12.15 -12.51 0.18 77253.64 2493992.25 N 38 31 56.39 W 109 46 24.13
5000.00 1.28 352.94 4999.87 23.55 17.97 -16.50 0.27 77259.38 2493988.15 N 38 31 56.45 W 109 46 24.18
5500.00 6.26 13.57 5498.64 49.38 50.03 -10.79 1.02 77291.55 2493993.24 N 38 31 56.77 W 109 46 24.11
6000.00 5.24 3.29 5996.13 89.60 99.32 -3.08 0.29 77340.99 2494000.00 N 38 31 57.26 W 109 46 24.01
6100.00 4.89 9.00 6095.74 96.95 108.09 -2.15 0.61 77349.78 2494000.76 N 38 31 57.34 W 109 46 24.00
6200.00 5.00 8.08 6195.37 103.93 116.62 -0.87 0.14 77358.33 2494001.87 N 38 31 57.43 W 109 46 23.98

Tie Into OH 6300.00 5.02 6.66 6294.99 111.10 125.28 0.25 0.13 77367.01 2494002.82 N 38 31 57.51 W 109 46 23.97

6335.00 5.12 6.30 6329.85 113.67 128.35 0.59 0.30 77370.09 2494003.11 N 38 31 57.54 W 109 46 23.97
6412.00 16.71 357.72 6405.34 126.60 142.88 0.53 15.16 77384.61 2494002.77 N 38 31 57.69 W 109 46 23.97
6503.00 18.91 338.99 6492.04 153.12 169.74 -5.28 6.71 77411.36 2493996.44 N 38 31 57.95 W 109 46 24.04
6597.00 21.81 327.90 6580.19 185.68 198.77 -20.03 5.12 77440.11 2493981.13 N 38 31 58.24 W 109 46 24.23
6692.00 17.24 322.94 6669.71 217.17 224.97 -37.90 5.11 77465.96 2493962.75 N 38 31 58.50 W 109 46 24.45
6785.00 19.26 323.91 6758.03 245.92 248.36 -55.25 2.20 77489.02 2493944.96 N 38 31 58.73 W 109 46 24.67
6817.00 21.19 324.48 6788.05 256.86 257.34 -61.72 6.06 77497.87 2493938.32 N 38 31 58.82 W 109 46 24.75
6849.00 24.97 327.29 6817.49 269.32 267.73 -68.73 12.30 77508.13 2493931.10 N 38 31 58.92 W 109 46 24.84
6880.00 28.67 330.61 6845.15 283.27 279.72 -75.92 12.87 77519.98 2493923.68 N 38 31 59.04 W 109 46 24.93
6911.00 31.92 335.19 6871.92 298.90 293.64 -83.01 12.86 77533.76 2493916.32 N 38 31 59.18 W 109 46 25.02
6942.00 35.96 336.68 6897.63 316.17 309.45 -90.05 13.30 77549.43 2493908.97 N 38 31 59.33 W 109 46 25.11
6974.00 38.69 336.83 6923.07 335.52 327.27 -97.71 8.54 77567.11 2493900.97 N 38 31 59.51 W 109 46 25.20
7005.00 41.06 336.82 6946.86 355.34 345.54 -105.53 7.65 77585.23 2493892.80 N 38 31 59.69 W 109 46 25.30
7036.00 44.05 336.42 6969.70 376.25 364.78 -113.85 9.68 77604.31 2493884.11 N 38 31 59.88 W 109 46 25.41
7067.00 47.92 335.96 6991.23 398.49 385.18 -122.85 12.53 77624.52 2493874.71 N 38 32 0.08 W 109 46 25.52
7099.00 51.09 334.66 7012.01 422.80 407.28 -133.02 10.38 77646.43 2493864.12 N 38 32 0.30 W 109 46 25.65
7130.00 55.22 334.86 7030.60 447.58 429.71 -143.60 13.33 77668.66 2493853.11 N 38 32 0.52 W 109 46 25.78
7162.00 59.62 335.33 7047.82 474.51 454.17 -154.94 13.81 77692.89 2493841.29 N 38 32 0.76 W 109 46 25.92
7193.00 63.22 335.19 7062.65 501.70 478.89 -166.34 11.62 77717.39 2493829.42 N 38 32 1.01 W 109 46 26.07
7224.00 67.44 335.63 7075.59 529.83 504.50 -178.05 13.67 77742.78 2493817.21 N 38 32 1.26 W 109 46 26.21
7255.00 70.70 334.87 7086.66 558.75 530.79 -190.18 10.76 77768.83 2493804.58 N 38 32 1.52 W 109 46 26.37
7286.00 72.90 334.97 7096.34 588.18 557.46 -202.66 7.10 77795.26 2493791.58 N 38 32 1.78 W 109 46 26.52
7318.00 73.07 334.55 7105.71 618.75 585.14 -215.71 1.36 77822.68 2493778.00 N 38 32 2.06 W 109 46 26.69
7349.00 73.34 334.20 7114.66 648.42 611.89 -228.54 1.39 77849.19 2493764.65 N 38 32 2.32 W 109 46 26.85
7381.00 73.16 334.72 7123.89 679.04 639.54 -241.75 1.65 77876.59 2493750.91 N 38 32 2.60 W 109 46 27.02
7412.00 72.90 334.59 7132.93 708.67 666.34 -254.44 0.93 77903.14 2493737.70 N 38 32 2.86 W 109 46 27.18
7444.00 72.55 334.80 7142.44 739.21 693.96 -267.51 1.26 77930.51 2493724.10 N 38 32 3.13 W 109 46 27.34
7475.00 72.90 334.62 7151.64 768.79 720.73 -280.15 1.26 77957.03 2493710.94 N 38 32 3.40 W 109 46 27.50
7506.00 73.16 334.41 7160.69 798.42 747.49 -292.91 1.06 77983.55 2493697.67 N 38 32 3.66 W 109 46 27.66
7537.00 72.98 334.26 7169.72 828.07 774.22 -305.75 0.74 78010.03 2493684.31 N 38 32 3.93 W 109 46 27.82
7569.00 72.37 333.78 7179.25 858.61 801.68 -319.14 2.38 78037.23 2493670.39 N 38 32 4.20 W 109 46 27.99
7600.00 72.37 334.34 7188.64 888.14 828.25 -332.06 1.72 78063.55 2493656.96 N 38 32 4.46 W 109 46 28.15
7632.00 72.28 334.35 7198.35 918.61 855.74 -345.26 0.28 78090.77 2493643.23 N 38 32 4.73 W 109 46 28.32
7661.00 74.30 334.72 7206.69 946.37 880.81 -357.20 7.07 78115.62 2493630.80 N 38 32 4.98 W 109 46 28.47
7692.00 76.94 334.59 7214.39 976.38 907.95 -370.05 8.53 78142.51 2493617.43 N 38 32 5.25 W 109 46 28.63
7723.00 78.70 333.74 7220.93 1006.67 935.22 -383.26 6.28 78169.52 2493603.70 N 38 32 5.52 W 109 46 28.80
7754.00 80.20 334.04 7226.60 1037.14 962.58 -396.67 4.93 78196.63 2493589.76 N 38 32 5.79 W 109 46 28.96
7786.00 82.13 333.10 7231.52 1068.75 990.90 -410.74 6.69 78224.67 2493575.14 N 38 32 6.07 W 109 46 29.14
7887.00 89.34 331.00 7239.03 1169.39 1079.80 -457.93 7.43 78312.66 2493526.24 N 38 32 6.95 W 109 46 29.74
7981.00 94.97 329.77 7235.49 1263.22 1161.43 -504.32 6.13 78393.39 2493478.27 N 38 32 7.75 W 109 46 30.32
8074.00 97.61 329.60 7225.30 1355.53 1241.22 -550.98 2.84 78472.28 2493430.07 N 38 32 8.54 W 109 46 30.91
8168.00 98.84 329.95 7211.86 1448.45 1321.61 -597.81 1.36 78551.75 2493381.69 N 38 32 9.34 W 109 46 31.50
8262.00 98.57 329.65 7197.63 1541.26 1401.91 -644.55 0.43 78631.16 2493333.40 N 38 32 10.13 W 109 46 32.08
8355.00 98.75 329.77 7183.63 1633.08 1481.30 -690.92 0.23 78709.65 2493285.50 N 38 32 10.92 W 109 46 32.67
8450.00 99.19 329.29 7168.81 1726.78 1562.18 -738.51 0.68 78789.60 2493236.36 N 38 32 11.72 W 109 46 33.27
8544.00 98.05 328.93 7154.73 1819.55 1641.93 -786.22 1.27 78868.43 2493187.10 N 38 32 12.50 W 109 46 33.87
8638.00 93.30 330.46 7145.43 1912.94 1722.67 -833.40 5.31 78948.25 2493138.37 N 38 32 13.30 W 109 46 34.46
8731.00 91.54 330.18 7141.51 2005.78 1803.39 -879.41 1.92 79028.09 2493090.80 N 38 32 14.10 W 109 46 35.04
8825.00 89.87 331.41 7140.35 2099.72 1885.43 -925.27 2.21 79109.24 2493043.36 N 38 32 14.91 W 109 46 35.62
8919.00 91.01 332.11 7139.63 2193.70 1968.24 -969.74 1.42 79191.18 2492997.29 N 38 32 15.73 W 109 46 36.18
9013.00 89.96 331.48 7138.83 2287.69 2051.07 -1014.17 1.30 79273.16 2492951.27 N 38 32 16.55 W 109 46 36.74
9108.00 92.42 330.70 7136.86 2382.63 2134.21 -1060.08 2.72 79355.40 2492903.75 N 38 32 17.37 W 109 46 37.31
9202.00 96.99 330.51 7129.15 2476.23 2215.81 -1106.05 4.87 79436.11 2492856.21 N 38 32 18.18 W 109 46 37.89
9296.00 98.66 330.43 7116.35 2569.29 2296.84 -1151.95 1.78 79516.25 2492808.75 N 38 32 18.98 W 109 46 38.47
9390.00 95.58 331.90 7104.70 2662.52 2378.54 -1196.92 3.63 79597.08 2492762.20 N 38 32 19.79 W 109 46 39.04

LSastMWD 9484.00 101.47 330.89 7090.77 2755.42 2460.12 -1241.40 6.36 79677.80 2492716.14 N 38 32 20.59 W 109 46 39.60

Projection to Bit 9547.00 101.47 330.89 7078.25 2817.13 2514.06 -1271.44 0.00 79731.16 2492685.06 N 38 32 21.13 W 109 46 39.97
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RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

FIDELITY PATRTINDERCane Creek Unit 24-1 RE3A ST3 6300' to 954T Definitive Survey Geodetic ASchiumbergerCompamp

Report
(Def Survey)

Report Date: January 27, 2014 -10:17 AM Survey / DLS Computation: Minimum Curvature / Lubinski
Client: Fidelity Vertical Section Azimuth: 332.594 (True North)
Field: UT, Grand County (NAD 27 CZ) Vertical Section Origin: 0.000 ft, 0.000 ft

Structure / Slot: FCadne See 24n 6 Ps19E (Cane Creek Unit 24-1) -Nabors M38 / TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVD Reference Elevation: 6074.000 ft above Mean Sea Level
Borehole: ST3 Seabed / Ground Elevation: 6051.000 ft above Mean Sea Level
UWI I API#: Unknown / Unknown Magnetic Declination: 10.727 °

Survey Name: Cane Creek Unit 24-1 RE3A ST3 6300'to 9547' Definitive Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: December 19, 2013 Gravity Model: DOX
Tort I AHD / DDI / ERD Ratio: 161.760 / 2849.695 ft / 5.784 / 0.394 Total Magnetic Field Strength: 51145.054 nT
Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Magnetic Dip Angle: 64.546 °

Location Latl Long: N 38 31' 56.27400", W 109 46' 23.97300" Declination Date: December 19, 2013
Location Grid NIE YlX: N 77241.733 ftUS, E 2494004.997 ftUS Magnetic Declination Model: BGGM 2013
CRS Grid Convergence Angle: 1.1061 ° North Reference: True North
Grid Scale Factor: 1.00015465 Grid Convergence Used: 0.0000 °

Version / Patch: 2.7.1043.0
Notal Corr Mag North->True

10.7275 °

Local Coord Referenced To: Well Head

Comments MD IncI Azim True TVD VSEC NS EW DLS Northing Easting Latitude Longitude
(ft) (°) (°1 (ft) (ft) (ft) (ft) (°/100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 N/A 77241.73 2494005.00 N 38 31 56.27 W 109 46 23.97
500.00 0.69 329.22 499.99 3.01 2.59 -1.54 0.14 77244.29 2494003.41 N 38 31 56.30 W 109 46 23.99

1000.00 0.27 353.54 999.97 7.11 6.34 -3.21 0.09 77248.01 2494001.66 N 38 31 56.34 W 109 46 24.01
1500.00 0.27 305.79 1499.96 9.26 8.20 -4.30 0.04 77249.85 2494000.54 N 38 31 56.36 W 109 46 24.03
2000.00 0.44 326.21 1999.96 12.22 10.49 -6.33 0.04 77252.10 2493998.47 N 38 31 56.38 W 109 46 24.05
2500.00 0.19 261.43 2499.95 14.40 11.96 -8.21 0.08 77253.53 2493996.55 N 38 31 56.39 W 109 46 24.08
3000.00 0.17 102.58 2999.95 14.19 11.67 -8.31 0.07 77253.25 2493996.46 N 38 31 56.39 W 109 46 24.08
3500.00 0.33 280.04 3499.95 14.59 11.76 -9.00 0.10 77253.32 2493995.77 N 38 31 56.39 W 109 46 24.09
4000.00 0.14 96.26 3999.94 15.12 11.95 -9.81 0.09 77253.49 2493994.95 N 38 31 56.39 W 109 46 24.10
4500.00 0.76 274.68 4499.93 16.55 12.15 -12.51 0.18 77253.64 2493992.25 N 38 31 56.39 W 109 46 24.13
5000.00 1.28 352.94 4999.87 23.55 17.97 -16.50 0.27 77259.38 2493988.15 N 38 31 56.45 W 109 46 24.18
5500.00 6.26 13.57 5498.64 49.38 50.03 -10.79 1.02 77291.55 2493993.24 N 38 31 56.77 W 109 46 24.11
6000.00 5.24 3.29 5996.13 89.60 99.32 -3.08 0.29 77340.99 2494000.00 N 38 31 57.26 W 109 46 24.01
6100.00 4.89 9.00 6095.74 96.95 108.09 -2.15 0.61 77349.78 2494000.76 N 38 31 57.34 W 109 46 24.00
6200.00 5.00 8.08 6195.37 103.93 116.62 -0.87 0.14 77358.33 2494001.87 N 38 31 57.43 W 109 46 23.98

Tie Into OH 6300.00 5.02 6.66 6294.99 111.10 125.28 0.25 0.13 77367.01 2494002.82 N 38 31 57.51 W 109 46 23.97

6335.00 5.12 6.30 6329.85 113.67 128.35 0.59 0.30 77370.09 2494003.11 N 38 31 57.54 W 109 46 23.97
6412.00 16.71 357.72 6405.34 126.60 142.88 0.53 15.16 77384.61 2494002.77 N 38 31 57.69 W 109 46 23.97
6503.00 18.91 338.99 6492.04 153.12 169.74 -5.28 6.71 77411.36 2493996.44 N 38 31 57.95 W 109 46 24.04
6597.00 21.81 327.90 6580.19 185.68 198.77 -20.03 5.12 77440.11 2493981.13 N 38 31 58.24 W 109 46 24.23
6692.00 17.24 322.94 6669.71 217.17 224.97 -37.90 5.11 77465.96 2493962.75 N 38 31 58.50 W 109 46 24.45
6785.00 19.26 323.91 6758.03 245.92 248.36 -55.25 2.20 77489.02 2493944.96 N 38 31 58.73 W 109 46 24.67
6817.00 21.19 324.48 6788.05 256.86 257.34 -61.72 6.06 77497.87 2493938.32 N 38 31 58.82 W 109 46 24.75
6849.00 24.97 327.29 6817.49 269.32 267.73 -68.73 12.30 77508.13 2493931.10 N 38 31 58.92 W 109 46 24.84
6880.00 28.67 330.61 6845.15 283.27 279.72 -75.92 12.87 77519.98 2493923.68 N 38 31 59.04 W 109 46 24.93
6911.00 31.92 335.19 6871.92 298.90 293.64 -83.01 12.86 77533.76 2493916.32 N 38 31 59.18 W 109 46 25.02
6942.00 35.96 336.68 6897.63 316.17 309.45 -90.05 13.30 77549.43 2493908.97 N 38 31 59.33 W 109 46 25.11
6974.00 38.69 336.83 6923.07 335.52 327.27 -97.71 8.54 77567.11 2493900.97 N 38 31 59.51 W 109 46 25.20
7005.00 41.06 336.82 6946.86 355.34 345.54 -105.53 7.65 77585.23 2493892.80 N 38 31 59.69 W 109 46 25.30
7036.00 44.05 336.42 6969.70 376.25 364.78 -113.85 9.68 77604.31 2493884.11 N 38 31 59.88 W 109 46 25.41
7067.00 47.92 335.96 6991.23 398.49 385.18 -122.85 12.53 77624.52 2493874.71 N 38 32 0.08 W 109 46 25.52
7099.00 51.09 334.66 7012.01 422.80 407.28 -133.02 10.38 77646.43 2493864.12 N 38 32 0.30 W 109 46 25.65
7130.00 55.22 334.86 7030.60 447.58 429.71 -143.60 13.33 77668.66 2493853.11 N 38 32 0.52 W 109 46 25.78
7162.00 59.62 335.33 7047.82 474.51 454.17 -154.94 13.81 77692.89 2493841.29 N 38 32 0.76 W 109 46 25.92
7193.00 63.22 335.19 7062.65 501.70 478.89 -166.34 11.62 77717.39 2493829.42 N 38 32 1.01 W 109 46 26.07
7224.00 67.44 335.63 7075.59 529.83 504.50 -178.05 13.67 77742.78 2493817.21 N 38 32 1.26 W 109 46 26.21
7255.00 70.70 334.87 7086.66 558.75 530.79 -190.18 10.76 77768.83 2493804.58 N 38 32 1.52 W 109 46 26.37
7286.00 72.90 334.97 7096.34 588.18 557.46 -202.66 7.10 77795.26 2493791.58 N 38 32 1.78 W 109 46 26.52
7318.00 73.07 334.55 7105.71 618.75 585.14 -215.71 1.36 77822.68 2493778.00 N 38 32 2.06 W 109 46 26.69
7349.00 73.34 334.20 7114.66 648.42 611.89 -228.54 1.39 77849.19 2493764.65 N 38 32 2.32 W 109 46 26.85
7381.00 73.16 334.72 7123.89 679.04 639.54 -241.75 1.65 77876.59 2493750.91 N 38 32 2.60 W 109 46 27.02
7412.00 72.90 334.59 7132.93 708.67 666.34 -254.44 0.93 77903.14 2493737.70 N 38 32 2.86 W 109 46 27.18
7444.00 72.55 334.80 7142.44 739.21 693.96 -267.51 1.26 77930.51 2493724.10 N 38 32 3.13 W 109 46 27.34
7475.00 72.90 334.62 7151.64 768.79 720.73 -280.15 1.26 77957.03 2493710.94 N 38 32 3.40 W 109 46 27.50
7506.00 73.16 334.41 7160.69 798.42 747.49 -292.91 1.06 77983.55 2493697.67 N 38 32 3.66 W 109 46 27.66
7537.00 72.98 334.26 7169.72 828.07 774.22 -305.75 0.74 78010.03 2493684.31 N 38 32 3.93 W 109 46 27.82
7569.00 72.37 333.78 7179.25 858.61 801.68 -319.14 2.38 78037.23 2493670.39 N 38 32 4.20 W 109 46 27.99
7600.00 72.37 334.34 7188.64 888.14 828.25 -332.06 1.72 78063.55 2493656.96 N 38 32 4.46 W 109 46 28.15
7632.00 72.28 334.35 7198.35 918.61 855.74 -345.26 0.28 78090.77 2493643.23 N 38 32 4.73 W 109 46 28.32
7661.00 74.30 334.72 7206.69 946.37 880.81 -357.20 7.07 78115.62 2493630.80 N 38 32 4.98 W 109 46 28.47
7692.00 76.94 334.59 7214.39 976.38 907.95 -370.05 8.53 78142.51 2493617.43 N 38 32 5.25 W 109 46 28.63
7723.00 78.70 333.74 7220.93 1006.67 935.22 -383.26 6.28 78169.52 2493603.70 N 38 32 5.52 W 109 46 28.80
7754.00 80.20 334.04 7226.60 1037.14 962.58 -396.67 4.93 78196.63 2493589.76 N 38 32 5.79 W 109 46 28.96
7786.00 82.13 333.10 7231.52 1068.75 990.90 -410.74 6.69 78224.67 2493575.14 N 38 32 6.07 W 109 46 29.14
7887.00 89.34 331.00 7239.03 1169.39 1079.80 -457.93 7.43 78312.66 2493526.24 N 38 32 6.95 W 109 46 29.74
7981.00 94.97 329.77 7235.49 1263.22 1161.43 -504.32 6.13 78393.39 2493478.27 N 38 32 7.75 W 109 46 30.32
8074.00 97.61 329.60 7225.30 1355.53 1241.22 -550.98 2.84 78472.28 2493430.07 N 38 32 8.54 W 109 46 30.91
8168.00 98.84 329.95 7211.86 1448.45 1321.61 -597.81 1.36 78551.75 2493381.69 N 38 32 9.34 W 109 46 31.50
8262.00 98.57 329.65 7197.63 1541.26 1401.91 -644.55 0.43 78631.16 2493333.40 N 38 32 10.13 W 109 46 32.08
8355.00 98.75 329.77 7183.63 1633.08 1481.30 -690.92 0.23 78709.65 2493285.50 N 38 32 10.92 W 109 46 32.67
8450.00 99.19 329.29 7168.81 1726.78 1562.18 -738.51 0.68 78789.60 2493236.36 N 38 32 11.72 W 109 46 33.27
8544.00 98.05 328.93 7154.73 1819.55 1641.93 -786.22 1.27 78868.43 2493187.10 N 38 32 12.50 W 109 46 33.87
8638.00 93.30 330.46 7145.43 1912.94 1722.67 -833.40 5.31 78948.25 2493138.37 N 38 32 13.30 W 109 46 34.46
8731.00 91.54 330.18 7141.51 2005.78 1803.39 -879.41 1.92 79028.09 2493090.80 N 38 32 14.10 W 109 46 35.04
8825.00 89.87 331.41 7140.35 2099.72 1885.43 -925.27 2.21 79109.24 2493043.36 N 38 32 14.91 W 109 46 35.62
8919.00 91.01 332.11 7139.63 2193.70 1968.24 -969.74 1.42 79191.18 2492997.29 N 38 32 15.73 W 109 46 36.18
9013.00 89.96 331.48 7138.83 2287.69 2051.07 -1014.17 1.30 79273.16 2492951.27 N 38 32 16.55 W 109 46 36.74
9108.00 92.42 330.70 7136.86 2382.63 2134.21 -1060.08 2.72 79355.40 2492903.75 N 38 32 17.37 W 109 46 37.31
9202.00 96.99 330.51 7129.15 2476.23 2215.81 -1106.05 4.87 79436.11 2492856.21 N 38 32 18.18 W 109 46 37.89
9296.00 98.66 330.43 7116.35 2569.29 2296.84 -1151.95 1.78 79516.25 2492808.75 N 38 32 18.98 W 109 46 38.47
9390.00 95.58 331.90 7104.70 2662.52 2378.54 -1196.92 3.63 79597.08 2492762.20 N 38 32 19.79 W 109 46 39.04

LSastMWD 9484.00 101.47 330.89 7090.77 2755.42 2460.12 -1241.40 6.36 79677.80 2492716.14 N 38 32 20.59 W 109 46 39.60

Projection to Bit 9547.00 101.47 330.89 7078.25 2817.13 2514.06 -1271.44 0.00 79731.16 2492685.06 N 38 32 21.13 W 109 46 39.97
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RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

FIDELITY PATRTINDERCane Creek Unit 24-1 RE3A ST3 6300' to 954T Definitive Survey Geodetic ASchiumbergerCompamp

Report
(Def Survey)

Report Date: January 27, 2014 -10:17 AM Survey / DLS Computation: Minimum Curvature / Lubinski
Client: Fidelity Vertical Section Azimuth: 332.594 (True North)
Field: UT, Grand County (NAD 27 CZ) Vertical Section Origin: 0.000 ft, 0.000 ft

Structure / Slot: FCadne See 24n 6 Ps19E (Cane Creek Unit 24-1) -Nabors M38 / TVD Reference Datum: RKB

Well: Cane Creek Unit #24-1 TVD Reference Elevation: 6074.000 ft above Mean Sea Level
Borehole: ST3 Seabed / Ground Elevation: 6051.000 ft above Mean Sea Level
UWI I API#: Unknown / Unknown Magnetic Declination: 10.727 °

Survey Name: Cane Creek Unit 24-1 RE3A ST3 6300'to 9547' Definitive Total Gravity Field Strength: 998.7805mgn (9.80665 Based)
Survey Date: December 19, 2013 Gravity Model: DOX
Tort I AHD / DDI / ERD Ratio: 161.760 / 2849.695 ft / 5.784 / 0.394 Total Magnetic Field Strength: 51145.054 nT
Coordinate Reference System: NAD27 Utah State Plane, Central Zone, US Feet Magnetic Dip Angle: 64.546 °

Location Latl Long: N 38 31' 56.27400", W 109 46' 23.97300" Declination Date: December 19, 2013
Location Grid NIE YlX: N 77241.733 ftUS, E 2494004.997 ftUS Magnetic Declination Model: BGGM 2013
CRS Grid Convergence Angle: 1.1061 ° North Reference: True North
Grid Scale Factor: 1.00015465 Grid Convergence Used: 0.0000 °

Version / Patch: 2.7.1043.0
Notal Corr Mag North->True

10.7275 °

Local Coord Referenced To: Well Head

Comments MD IncI Azim True TVD VSEC NS EW DLS Northing Easting Latitude Longitude
(ft) (°) (°1 (ft) (ft) (ft) (ft) (°/100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 N/A 77241.73 2494005.00 N 38 31 56.27 W 109 46 23.97
500.00 0.69 329.22 499.99 3.01 2.59 -1.54 0.14 77244.29 2494003.41 N 38 31 56.30 W 109 46 23.99

1000.00 0.27 353.54 999.97 7.11 6.34 -3.21 0.09 77248.01 2494001.66 N 38 31 56.34 W 109 46 24.01
1500.00 0.27 305.79 1499.96 9.26 8.20 -4.30 0.04 77249.85 2494000.54 N 38 31 56.36 W 109 46 24.03
2000.00 0.44 326.21 1999.96 12.22 10.49 -6.33 0.04 77252.10 2493998.47 N 38 31 56.38 W 109 46 24.05
2500.00 0.19 261.43 2499.95 14.40 11.96 -8.21 0.08 77253.53 2493996.55 N 38 31 56.39 W 109 46 24.08
3000.00 0.17 102.58 2999.95 14.19 11.67 -8.31 0.07 77253.25 2493996.46 N 38 31 56.39 W 109 46 24.08
3500.00 0.33 280.04 3499.95 14.59 11.76 -9.00 0.10 77253.32 2493995.77 N 38 31 56.39 W 109 46 24.09
4000.00 0.14 96.26 3999.94 15.12 11.95 -9.81 0.09 77253.49 2493994.95 N 38 31 56.39 W 109 46 24.10
4500.00 0.76 274.68 4499.93 16.55 12.15 -12.51 0.18 77253.64 2493992.25 N 38 31 56.39 W 109 46 24.13
5000.00 1.28 352.94 4999.87 23.55 17.97 -16.50 0.27 77259.38 2493988.15 N 38 31 56.45 W 109 46 24.18
5500.00 6.26 13.57 5498.64 49.38 50.03 -10.79 1.02 77291.55 2493993.24 N 38 31 56.77 W 109 46 24.11
6000.00 5.24 3.29 5996.13 89.60 99.32 -3.08 0.29 77340.99 2494000.00 N 38 31 57.26 W 109 46 24.01
6100.00 4.89 9.00 6095.74 96.95 108.09 -2.15 0.61 77349.78 2494000.76 N 38 31 57.34 W 109 46 24.00
6200.00 5.00 8.08 6195.37 103.93 116.62 -0.87 0.14 77358.33 2494001.87 N 38 31 57.43 W 109 46 23.98

Tie Into OH 6300.00 5.02 6.66 6294.99 111.10 125.28 0.25 0.13 77367.01 2494002.82 N 38 31 57.51 W 109 46 23.97

6335.00 5.12 6.30 6329.85 113.67 128.35 0.59 0.30 77370.09 2494003.11 N 38 31 57.54 W 109 46 23.97
6412.00 16.71 357.72 6405.34 126.60 142.88 0.53 15.16 77384.61 2494002.77 N 38 31 57.69 W 109 46 23.97
6503.00 18.91 338.99 6492.04 153.12 169.74 -5.28 6.71 77411.36 2493996.44 N 38 31 57.95 W 109 46 24.04
6597.00 21.81 327.90 6580.19 185.68 198.77 -20.03 5.12 77440.11 2493981.13 N 38 31 58.24 W 109 46 24.23
6692.00 17.24 322.94 6669.71 217.17 224.97 -37.90 5.11 77465.96 2493962.75 N 38 31 58.50 W 109 46 24.45
6785.00 19.26 323.91 6758.03 245.92 248.36 -55.25 2.20 77489.02 2493944.96 N 38 31 58.73 W 109 46 24.67
6817.00 21.19 324.48 6788.05 256.86 257.34 -61.72 6.06 77497.87 2493938.32 N 38 31 58.82 W 109 46 24.75
6849.00 24.97 327.29 6817.49 269.32 267.73 -68.73 12.30 77508.13 2493931.10 N 38 31 58.92 W 109 46 24.84
6880.00 28.67 330.61 6845.15 283.27 279.72 -75.92 12.87 77519.98 2493923.68 N 38 31 59.04 W 109 46 24.93
6911.00 31.92 335.19 6871.92 298.90 293.64 -83.01 12.86 77533.76 2493916.32 N 38 31 59.18 W 109 46 25.02
6942.00 35.96 336.68 6897.63 316.17 309.45 -90.05 13.30 77549.43 2493908.97 N 38 31 59.33 W 109 46 25.11
6974.00 38.69 336.83 6923.07 335.52 327.27 -97.71 8.54 77567.11 2493900.97 N 38 31 59.51 W 109 46 25.20
7005.00 41.06 336.82 6946.86 355.34 345.54 -105.53 7.65 77585.23 2493892.80 N 38 31 59.69 W 109 46 25.30
7036.00 44.05 336.42 6969.70 376.25 364.78 -113.85 9.68 77604.31 2493884.11 N 38 31 59.88 W 109 46 25.41
7067.00 47.92 335.96 6991.23 398.49 385.18 -122.85 12.53 77624.52 2493874.71 N 38 32 0.08 W 109 46 25.52
7099.00 51.09 334.66 7012.01 422.80 407.28 -133.02 10.38 77646.43 2493864.12 N 38 32 0.30 W 109 46 25.65
7130.00 55.22 334.86 7030.60 447.58 429.71 -143.60 13.33 77668.66 2493853.11 N 38 32 0.52 W 109 46 25.78
7162.00 59.62 335.33 7047.82 474.51 454.17 -154.94 13.81 77692.89 2493841.29 N 38 32 0.76 W 109 46 25.92
7193.00 63.22 335.19 7062.65 501.70 478.89 -166.34 11.62 77717.39 2493829.42 N 38 32 1.01 W 109 46 26.07
7224.00 67.44 335.63 7075.59 529.83 504.50 -178.05 13.67 77742.78 2493817.21 N 38 32 1.26 W 109 46 26.21
7255.00 70.70 334.87 7086.66 558.75 530.79 -190.18 10.76 77768.83 2493804.58 N 38 32 1.52 W 109 46 26.37
7286.00 72.90 334.97 7096.34 588.18 557.46 -202.66 7.10 77795.26 2493791.58 N 38 32 1.78 W 109 46 26.52
7318.00 73.07 334.55 7105.71 618.75 585.14 -215.71 1.36 77822.68 2493778.00 N 38 32 2.06 W 109 46 26.69
7349.00 73.34 334.20 7114.66 648.42 611.89 -228.54 1.39 77849.19 2493764.65 N 38 32 2.32 W 109 46 26.85
7381.00 73.16 334.72 7123.89 679.04 639.54 -241.75 1.65 77876.59 2493750.91 N 38 32 2.60 W 109 46 27.02
7412.00 72.90 334.59 7132.93 708.67 666.34 -254.44 0.93 77903.14 2493737.70 N 38 32 2.86 W 109 46 27.18
7444.00 72.55 334.80 7142.44 739.21 693.96 -267.51 1.26 77930.51 2493724.10 N 38 32 3.13 W 109 46 27.34
7475.00 72.90 334.62 7151.64 768.79 720.73 -280.15 1.26 77957.03 2493710.94 N 38 32 3.40 W 109 46 27.50
7506.00 73.16 334.41 7160.69 798.42 747.49 -292.91 1.06 77983.55 2493697.67 N 38 32 3.66 W 109 46 27.66
7537.00 72.98 334.26 7169.72 828.07 774.22 -305.75 0.74 78010.03 2493684.31 N 38 32 3.93 W 109 46 27.82
7569.00 72.37 333.78 7179.25 858.61 801.68 -319.14 2.38 78037.23 2493670.39 N 38 32 4.20 W 109 46 27.99
7600.00 72.37 334.34 7188.64 888.14 828.25 -332.06 1.72 78063.55 2493656.96 N 38 32 4.46 W 109 46 28.15
7632.00 72.28 334.35 7198.35 918.61 855.74 -345.26 0.28 78090.77 2493643.23 N 38 32 4.73 W 109 46 28.32
7661.00 74.30 334.72 7206.69 946.37 880.81 -357.20 7.07 78115.62 2493630.80 N 38 32 4.98 W 109 46 28.47
7692.00 76.94 334.59 7214.39 976.38 907.95 -370.05 8.53 78142.51 2493617.43 N 38 32 5.25 W 109 46 28.63
7723.00 78.70 333.74 7220.93 1006.67 935.22 -383.26 6.28 78169.52 2493603.70 N 38 32 5.52 W 109 46 28.80
7754.00 80.20 334.04 7226.60 1037.14 962.58 -396.67 4.93 78196.63 2493589.76 N 38 32 5.79 W 109 46 28.96
7786.00 82.13 333.10 7231.52 1068.75 990.90 -410.74 6.69 78224.67 2493575.14 N 38 32 6.07 W 109 46 29.14
7887.00 89.34 331.00 7239.03 1169.39 1079.80 -457.93 7.43 78312.66 2493526.24 N 38 32 6.95 W 109 46 29.74
7981.00 94.97 329.77 7235.49 1263.22 1161.43 -504.32 6.13 78393.39 2493478.27 N 38 32 7.75 W 109 46 30.32
8074.00 97.61 329.60 7225.30 1355.53 1241.22 -550.98 2.84 78472.28 2493430.07 N 38 32 8.54 W 109 46 30.91
8168.00 98.84 329.95 7211.86 1448.45 1321.61 -597.81 1.36 78551.75 2493381.69 N 38 32 9.34 W 109 46 31.50
8262.00 98.57 329.65 7197.63 1541.26 1401.91 -644.55 0.43 78631.16 2493333.40 N 38 32 10.13 W 109 46 32.08
8355.00 98.75 329.77 7183.63 1633.08 1481.30 -690.92 0.23 78709.65 2493285.50 N 38 32 10.92 W 109 46 32.67
8450.00 99.19 329.29 7168.81 1726.78 1562.18 -738.51 0.68 78789.60 2493236.36 N 38 32 11.72 W 109 46 33.27
8544.00 98.05 328.93 7154.73 1819.55 1641.93 -786.22 1.27 78868.43 2493187.10 N 38 32 12.50 W 109 46 33.87
8638.00 93.30 330.46 7145.43 1912.94 1722.67 -833.40 5.31 78948.25 2493138.37 N 38 32 13.30 W 109 46 34.46
8731.00 91.54 330.18 7141.51 2005.78 1803.39 -879.41 1.92 79028.09 2493090.80 N 38 32 14.10 W 109 46 35.04
8825.00 89.87 331.41 7140.35 2099.72 1885.43 -925.27 2.21 79109.24 2493043.36 N 38 32 14.91 W 109 46 35.62
8919.00 91.01 332.11 7139.63 2193.70 1968.24 -969.74 1.42 79191.18 2492997.29 N 38 32 15.73 W 109 46 36.18
9013.00 89.96 331.48 7138.83 2287.69 2051.07 -1014.17 1.30 79273.16 2492951.27 N 38 32 16.55 W 109 46 36.74
9108.00 92.42 330.70 7136.86 2382.63 2134.21 -1060.08 2.72 79355.40 2492903.75 N 38 32 17.37 W 109 46 37.31
9202.00 96.99 330.51 7129.15 2476.23 2215.81 -1106.05 4.87 79436.11 2492856.21 N 38 32 18.18 W 109 46 37.89
9296.00 98.66 330.43 7116.35 2569.29 2296.84 -1151.95 1.78 79516.25 2492808.75 N 38 32 18.98 W 109 46 38.47
9390.00 95.58 331.90 7104.70 2662.52 2378.54 -1196.92 3.63 79597.08 2492762.20 N 38 32 19.79 W 109 46 39.04

LSastMWD 9484.00 101.47 330.89 7090.77 2755.42 2460.12 -1241.40 6.36 79677.80 2492716.14 N 38 32 20.59 W 109 46 39.60

Projection to Bit 9547.00 101.47 330.89 7078.25 2817.13 2514.06 -1271.44 0.00 79731.16 2492685.06 N 38 32 21.13 W 109 46 39.97
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Comments MD
(ft)

Incl
(°)

Azim True
(°)

TVD
(ft)

VSEC
(ft)

NS
(ft)

EW
(ft)

DLS
(°/100ft)

Northing
(ftUS)

Easting
(ftUS)

Latitude
(N/S ° ' ")

Longitude
(E/W ° ' ")

Part MD From 
 (ft)

MD To 
 (ft)

EOU Freq 
 (ft)

Hole Size
(in)

Casing Diameter
(in)

1 0.000 23.000 Act Stns 30.000 30.000

1 23.000 500.000 1/98.425 30.000 30.000

1 500.000 500.000 Act Stns 30.000 30.000

1 500.000 1000.000 1/98.425 30.000 30.000

1 1000.000 1000.000 Act Stns 30.000 30.000

1 1000.000 1500.000 1/98.425 30.000 30.000

1 1500.000 1500.000 Act Stns 30.000 30.000

1 1500.000 2000.000 1/98.425 30.000 30.000

1 2000.000 2000.000 Act Stns 30.000 30.000

1 2000.000 2500.000 1/98.425 30.000 30.000

1 2500.000 2500.000 Act Stns 30.000 30.000

1 2500.000 3000.000 1/98.425 30.000 30.000

1 3000.000 3000.000 Act Stns 30.000 30.000

1 3000.000 3500.000 1/98.425 30.000 30.000

1 3500.000 3500.000 Act Stns 30.000 30.000

1 3500.000 4000.000 1/98.425 30.000 30.000

1 4000.000 4000.000 Act Stns 30.000 30.000

1 4000.000 4500.000 1/98.425 30.000 30.000

1 4500.000 4500.000 Act Stns 30.000 30.000

1 4500.000 5000.000 1/98.425 30.000 30.000

1 5000.000 5000.000 Act Stns 30.000 30.000

1 5000.000 5500.000 1/98.425 30.000 30.000

1 5500.000 5500.000 Act Stns 30.000 30.000

1 5500.000 6000.000 1/98.425 30.000 30.000

1 6000.000 6300.000 Act Stns 30.000 30.000

1 6300.000 9484.000 Act Stns 30.000 30.000

1 9484.000 9547.000 Act Stns 30.000 30.000

SLB_MWD-STD ST3 / Cane Creek Unit 24-1 RE3A 
ST3 6300' to 9547' Definitive

SLB_BLIND+TREND ST3 / Cane Creek Unit 24-1 RE3A 
ST3 6300' to 9547' Definitive

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

SLB_CNSG+DPIPE Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

Description Survey Tool Type Borehole / Survey

SLB_CNSG+DPIPE-Depth Only Original Hole / Cane Creek Unit 
#24-1 OH 0' to 6852

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Drilling Office 2.7.1043.0  ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM  Page 2 of 2

Sundry Number: 66856 API Well Number: 43019314470000

MD Incl AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments (ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")
Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description Part MD From M o EOU Freq Hole Size Casing Diam Survey Tool Type Boreholel Survey

1 0.000 23.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE-Depth Only Original Hole /HCane Cr k Unit

1 23.000 500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 1000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 1500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 2000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 2500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 3000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 3500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 4000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 4500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 5000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 5500.000 5500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5500.000 6000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6000.000 6300.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6300.000 9484.000 Act Stns 30.000 30.000 SLB MWD-STD ST 3C6a3n0eOCree9k5UnitD241 REe3A

1 9484.000 9547.000 Act Stns 30.000 30.000 SLB BLIND+TREND ST 3C6a3n0eOCree9k5UnitD241 REe3A

Drilling Office 2.7.1043.0 ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM Page 2 of 2
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Sundry Number: 66856 API Well Number: 43019314470000

MD Incl AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments (ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")
Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description Part MD From M o EOU Freq Hole Size Casing Diam Survey Tool Type Boreholel Survey

1 0.000 23.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE-Depth Only Original Hole /HCane Cr k Unit

1 23.000 500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 1000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 1500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 2000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 2500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 3000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 3500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 4000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 4500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 5000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 5500.000 5500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5500.000 6000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6000.000 6300.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6300.000 9484.000 Act Stns 30.000 30.000 SLB MWD-STD ST 3C6a3n0eOCree9k5UnitD241 REe3A

1 9484.000 9547.000 Act Stns 30.000 30.000 SLB BLIND+TREND ST 3C6a3n0eOCree9k5UnitD241 REe3A
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Sundry Number: 66856 API Well Number: 43019314470000

MD Incl AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments (ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")
Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description Part MD From M o EOU Freq Hole Size Casing Diam Survey Tool Type Boreholel Survey

1 0.000 23.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE-Depth Only Original Hole /HCane Cr k Unit

1 23.000 500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 1000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 1500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 2000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 2500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 3000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 3500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 4000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 4500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 5000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 5500.000 5500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5500.000 6000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6000.000 6300.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6300.000 9484.000 Act Stns 30.000 30.000 SLB MWD-STD ST 3C6a3n0eOCree9k5UnitD241 REe3A

1 9484.000 9547.000 Act Stns 30.000 30.000 SLB BLIND+TREND ST 3C6a3n0eOCree9k5UnitD241 REe3A

Drilling Office 2.7.1043.0 ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM Page 2 of 2

RECEIVED: Oct. 12,

Sundry Number: 66856 API Well Number: 43019314470000

MD Incl AzimTrue TVD VSEC NS EW DLS Northing Easting Latitude Longitude
Comments (ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (ftUS) (ftUS) (NIS ° ' ") (ElW ° ' ")
Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description Part MD From M o EOU Freq Hole Size Casing Diam Survey Tool Type Boreholel Survey

1 0.000 23.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE-Depth Only Original Hole /HCane Cr k Unit

1 23.000 500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 500.000 1000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1000.000 1500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 1500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 1500.000 2000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2000.000 2500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 2500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 2500.000 3000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3000.000 3500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 3500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 3500.000 4000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4000.000 4500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 4500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 4500.000 5000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5000.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5000.000 5500.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 5500.000 5500.000 Act Stns 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane Cr k Unit

1 5500.000 6000.000 1/98.425 30.000 30.000 SLB CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6000.000 6300.000 Act Stns 30.000 30.000 SLB_CNSG+DPIPE Original Hole /HCane 6Cr k Unit

1 6300.000 9484.000 Act Stns 30.000 30.000 SLB MWD-STD ST 3C6a3n0eOCree9k5UnitD241 REe3A

1 9484.000 9547.000 Act Stns 30.000 30.000 SLB BLIND+TREND ST 3C6a3n0eOCree9k5UnitD241 REe3A

Drilling Office 2.7.1043.0 ...Cane Creek Unit #24-1\ST3\Cane Creek Unit 24-1 RE3A ST3 6300' to 9547' Definitive 1/27/2014 10:17 AM Page 2 of 2

RECEIVED: Oct. 12,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE
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WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 

25S 

26S 

25S 

255 

255 
265 

265 

265 

265 

25S 
26S 

26S 

25S 

25S 
26S 

26S 

25S 

26S 
25S 

26S 
25S 

25S 
265 
255 

295 
29S 

265 
29S 

29S 

25S 
25S 

26S 
26S 

26S 
25S 

29S 
29S 

29S 

250S 
2505 

250S 

2505 
250S 

250S 
260S 

19E 

20E 

18E 

19E 

18E 
19E 

19E 

19E 

20E 

19E 
20E 

19E 

19E 

19E 
20E 

20E 

19E 

20E 
19E 

19E 
19E 

19E 
19E 
20E 

21E 
22E 

20E 
22E 

21E 

18E 
18E 

20E 
19E 

20E 
181: 

23E 
21E 

23E 
180E 

190E 
190E 

190E 

190E 

190E 
200E 

27 

19 

10 

34 

16 

2 

1 
12 

7 
26 
18 

13 

26 

28 

18 

17 

36 
17 

36 
24 

36 
32 
28 

32 
14 

18 
7 
16 
12 

2 
16 
9 
24 

8 
36 
24 

12 
29 

2 

25 

6 
29 

10 

30 
19 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 
GRAND 

UT 

UT 

UT 

UT 

UT 

UT 

UT 
UT 
UT 

UT 
UT 

UT 

UT 
UT 

UT 

UT 

UT 
UT 

UT 

UT 
UT 

UT 
GRAND UT 
GRAND UT 
SANJUAN UT 
SANJUAN UT 
GRAND UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

GRAND UT 

GRAND UT 
SANJUAN UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 

GRAND UT 

GRAND UT 
GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

Federal 

Federal 

Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 
Federal 

5tate 
Federal 

5tate 
State 
Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

State 
Federal 

State 
Federal 

State 
State 
Federal 

State 
Federal 

Federal 
Federal 

State 
Federal 

State 
State 
Federal 

Federal 
Federal 

State 
Federal 

Federal 
Federal 

State 
Federal 
Federal 

Federal 
Federal 

Federal 

OW 

OW 

OW 

OW 

SWD 

OW 

OW 

OW 
OW 

OW 

OW 

OW 

OW 
OW 

OW 

OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 
OW 
OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 
OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 

OW 

Federal Federal OW 

P" 
P"" 
pv 
p .. 

Pv 
P'" 
pv 
pv' 
p ..... 

p" 

P " 
P '" 
P '" 
p", 
Pol 

Pol 
p,,; 

P", 
P.r 
p", 

P'" 
p", 
P", 
Pv 

P", 'Le,,- P 
p .... 

OPS v 
OPS y :?;. Or:~ 
OPS v 
TA/ 21T~ 
TA" 

S'" 
S" 
S.r 
sv 
S'If-

S'" 
S ... 

I-S 

APD/ 
APDV' 

APDV' 

APD .... 

APDv 
APD y' 

APD v' 

Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 

Township 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2605 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2905 

2905 

255 

Range Section(s) County 

180E 

190E 

190E 

190E 

190E 

190E 

200E 

190E 

180E 

180E 

190E 

190E 

190E 

180E 

180E 

180E 

200E 

200E 

190E 

190E 

190E 

180E 

180E 

190E 

180E 

180E 

180E 

210E 

220E 

18E 

2 
25 

6 
29 

10 

30 

19 

14 

2 
16 

19 

32 

17 

16 

2 
5 
8 
19 

21 

12 

26 

21 

9 

7 

5 

7 

13 

12 

16 

2 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

5AN JUAN UT 

5ANJUAN UT 

GRAND UT 

Mineral Surface Well Type Well Status 

5tate 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

5tate 5tate OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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